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PREFACE  TO  PART  III. 

rpHESE  Notes  are  intended  to  furnish  a  Student  with 
information  amply  sufficient  to  enable  him  to  pass  the 
Honours  Examination  of  the  Science  and  Art  Department, 
so  far  as  a  knowledge  of  Building  Materials  is  concerned. 

ITiey  have,  however,  been  extended  somewhat  beyond 
what  is  actually  necessary  for  this  purpose  by  the  addi- 
tion of  Tables  and  information  of  a  practical  nature, 
which  it  is  hoped  may  be  useful  to  young  Engineers, 
Architects,  and  others  engaged  in  the  design  and  erection 
of  structures  of  different  kinds. 

It  was  considered  that  a  work  upon  materials,  written 
merely  to  meet  the  requirements  of  students  in  the  Second 
Stage  of  the  Science  Examinations,  would  be  unsatis- 
factory. 

Such  a  work  would  contain  very  elementary  information 
on  the  subject  It  would  be  so  condensed  that  it  would 
not  give  a  fair  idea  of  the  great  diflFerences  which  exist  in 
the  characteristics  and  qualities  of  even  ordinary  building 
materials;  and  being  thus  narrowly  restricted,  it  would 
tend  to  encourage  the  pernicious  practice  of  cramming. 

In  order  to  keep  the  bulk  of  the  work  within  reasonable 
bounds,  it  has  been  necessary  strictly  to  limit  the  scope 
of  the  Notes. 

It  will  be  well,  therefore,  to  state  exactly  what  they  are 
meant  to  contain  and  what  is  purposely  excluded. 
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They  deal  with  the  nature,  characteristics,  qualities,  and 
defects  of  the  materials  used  in  Building  and  Engineering 
works ;  and  they  describe  the  methods  of  examining  and 
testing  such  materials. 

The  information  given  is  restricted  to  that  required  by 
an  Engineer,  Architect,  or  Builder,  in  order  to  select  and 
understand  the  materials  with  which  he  has  to  deal. 

The  principal  varieties  of  building  materials  used  in 
Great  Britain  and  Ireland  are  described  or  noticed,  but  no 
reference  is  made  to  materials  used  only  abroad — in  India 
or  the  Colonies. 

Descriptions  of  the  manufacture  of  materials,  or  of  the 
methods  by  which  they  are  procured,  have  been  excluded, 
except  in  so  far  as  some  such  knowledge  is  necessary  for 
an  intelligent  appreciation  of  the  characteristics  of  the 
material. 

The  actual  cost  of  materials  has  also,  as  a  rule,  been 
excluded.  This  varies  from  time  to  time,  and  must  be 
aBcertained  from  the  annual  Price  Books. 

The  methods  of  measuring  and  valuing  materials  must 
also  be  studied  in  works  devoted  to  those  subjects. 

It  was  originally  intended  to  include  in  Part  III.  the 
information  regarding  stresses  in  parts  of  Structures,  Foun- 
dations, Scafiblding,  Travellers,  etc.,  required  for  the 
Advanced  Course. 

The  bulk  of  the  volume,  however,  renders  it  neccssaiy 
to  reserve  these  subjects  for  another  Part,  which  will  con- 
tain, as  far  as  possible,  all  the  remaining  information  that 
is  required  for  the  Examinations  of  the  Science  and  Art 
Department  in  Building  Construction. 


NOTES  ON  BUILDING  CONSTRUCTION. 

Note  to  Part  III. 

The  following  List  contains  the  names  of  the  books  which  have 
been  referred  to  and  consulted  in  the  preparation  of  these 
Notes. 

Information  derived  from  them  has  been  acknowledged  as  far 
as  possible  upon  the  pages  where  it  is  given. 

The  writer  is  indebted  also  to  many  friends  and  to  others  for 
valuable  particulars  regarding  special  points. 

On  all  sides, — from  scientific  and  professional  men,  from  quarry 
owners,  manufacturers,  and  merchants, — the  infonnation  asked  for 
has  been  most  willingly  given. 

The  A^Titer  is  glad  to  have  this  opportunity  of  expressing  his 
thanks  for  the  valuable  assistance  he  has  thus  received,  and  for 
the  very  kind  manner  in  wliich  it  has  always  been  aflfoKled  to 
him. 
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„  Iron  Manufacture. 

n  Useful  Information  for  Engineers. 

Qalton's  Hospitals. 

Gillmore  on  Limes,  Cements,  and  Mortarsw 
Gordon's  Lead  Poisoning  of  Water  and  its  Prevention. 
Qwilt's  Encyclopsddia  of  Architecture  by  Papworth. 
Hartwig's  Sea  and  its  Living  Wonders. 
Haupfs  Military  Bridgea 

Hill's  Lectures  on  Machinery  used  by  Eugiueers. 
Holtzappfel's  Mechanical  Manipulation. 
Hull's  Building  and  Ornamental  Stones. 
Humber  on  Water  Supply. 
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„       Handbook  to  the  Exhibition,  1862. 

„       Mineral  Statistics. 
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Ejiapp's  Technology. 
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Reid  and  Lipowitz,  Practical  Treatise  on  Manufacture  of  Portland  Cement. 
„     on  Concrete. 

„     on  Portland  Cement,  its  Manufacture  and  Uses. 
Report  on  the  Exhibition  of  1871. 
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Report  on  the  Exhibition  of  1876. 

Report  of  the  Royal  CommiBsion  on  the  Selection  of  Stone  for  building  the 

New  Houses  of  Parliament 
Report  of  Commissioners  appointed  to  inquire  into  the  application  of  Iron 

to  Railway  Structures. 
Richardson's  Timber  Importer's  Guide. 
Roorkee  Treatise,  Civil  Engineering. 

99  n      Applied  Mechanics. 

Seddon's  Notes  on  the  Building  Trades  and  Building  Construction. 
Sheffield  Standard  List. 
Smith's  Lithology. 
Spon*s  Illustrated  Price  Book. 

99     Workshop  Receipts. 
Stevenson  on  Harbours. 
Stoney  on  Strains. 
Tredgold's  Carpentry. 
Unwin's  Iron  Bridges  and  Roofs. 

99         Elements  of  Machine  Design, 
lire's  Dictionary  of  Art89  Manufactures,  and  Mines. 
Vicat  on  Cements.     Translated  by  Capt  J.  T.  Smith,  F.R.S. 
Whichcord's  Observations  on  Kentish  Ragstone. 
Wilkinson's  Practical  Qeol(^  of  Ireland. 
Woodward's  Recent  and  Fossil  Shells. 
Wray's  Application  of  Theory  to  Construction. 
Wray  on  Stone. 

Proceedings  of  the  Chemical  Society,  Institution  of  Civil  Engineers. 

Do.  Institution  of  Mechanical  Engineers. 

Do.  Iron  and  Steel  Institute. 

Do.  Institute  of  Naval  Architects. 

Do.  Society  of  Arts.     Engineers. 

Do.  Philosophical  Society  of  Glasgow. 

Professional  Papers  of  the  Corps  of  Royal  Engineers. 
The  Professional  Journals  relating  to  Engineering,  Building,  etc. 
Circulars  and  Catalogues  of  several  Manufacturers  and  Merclmnts. 


Note  for  Students. 

The  Syllabus  of  the  Science  and  Art  Department  contains  the 
following  particulars  regarding  the  examination  in  materials  : — ^ 

Examination  for  Second  Stage  or  Advanced  Course. 

This  includes  questions  upon  ''  the  nature,  application,  and  characteristic 
peculiarities  of  the  following  materials  in  ordinaiy  use  for  building  purposes, 
viz. — 

''  Bricks  of  different  kinds  in  common  use  ;  York,  Portland,  Caen,  and 

^  There  is  no  examination  in  materials  for  the  First  Stage  or  Elementary  Course. 
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Bath  stones  (or  stones  of  a  similar  description)  ;  granite,  pure  lime,  hydraulic 
lime,  Portland  and  Roman  cement,  mortars,  concretes,  grout,  asphalte,  timber 
of  different  kinds  in  common  use,  cast  and  wrought  iron,  lead." 

EXAHIVATION  FOR  HONOURS. 

The  candidate  ''must  possess  a  more  complete  knowledge  of  building 
materials,  their  application,  strength,  and  how  to  judge  of  their  quality  ; 
and,  in  the  case  of  iron,  of  the  process  of  manufacture,  and  the  points  to  be 
attended  to  in  order  to  insure  sound  castings  and  good  riveting."  ^ 

In  the  following  pages  the  infonnation  of  an  elementary 
character  required  for  the  Second  Stage  is  given  in  large  print. 

Candidates  for  the  Honours  Examination  should  study  the 
whole  volume,  with  the  exception  of  the  tables,  lists  of  brands, 
recipes,  and  other  similar  matters,  most  of  which  are  in  very 
small  print,  and  are  intended  chiefly  for  use  in  practice. 

'  Riveting  is  dealt  with  in  Part  II. 
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Chapter  I. 

STONE. 

General  Bemarks. — In  the  following  Notes  no  attempt  will 
be  made  to  describe  the  appearance  and  characteristics  of  all  the 
different  kinds  of  stone  used  in  this  country. 

Such  a  task  would  be  almost  endless,  and  it  would  also  be 
unprofitable.  No  description  upon  paper  would  give  a  practical 
idea  of  the  appearance  of  the  different  varieties,  and  moreover  the 
aspect  and  qualities  of  stone  from  the  same  quarry  vary  as  dif- 
ferent  beds  are  reached. 

It  is  therefore  proposed  to  describe  the  characteristics  which 
are  common  to  most  building  stones,  and  to  point  out  the  quali- 
ties that  are  necessary  to  ensure  a  good  material  for  building  or 
engiaeering  work. 

A  knowledge  of  these  will  form  a  guide  in  selecting  stone  for 
such  purposes  from  any  quarry,  new  or  old,  whether  in  this  coun- 
try or  abroad. 

This  having  been  done,  a  few  of  the  best  known  British  bmld- 
ing  stones  will  be  described,  in  order  that  the  student  may  have 
some  idea  of  their  peculiarities  and  uses. 

Tables  will  be  added,  giving  the  names  of  the  principal  quarries 
in  the  country,  which  will  serve  to  impress  upon  the  student  the 
numerous  varieties  of  stone  which  exist,  and  the  localities  in  which 
they  occur. 

It  is  hoped  that  these  Tables  will  be  of  use  to  the  practical 
man,  but,  in  order  that  they  may  be  so,  it  will  be  advisable  to 
describe  exactly  how  they  were  prepared. 

They  include  all  the  quarries  reported  upon  by  the  Royal  OommiB- 
moners  who  selected  the  stone  for  the  Houses  of  Parliament,  except  a  few 
which  have  since  ceased  work. 

Thin  list  was  extended  by  adding  to  it  the  names  of  the  principal  quarries 
ipren  in  the  official  report  on  Mineral  Statistics,  by  Bir.  Hunt 

Next  are  added  a  few  important  quarries  mentioned  in  Hull's  Building 
Stmuy  De  la  Heche's  Report,  Wray  on  Stone,  Qwilt's  Encyelopasdia  of  Archi- 
teUurt,  and  some  known  to  the  author  personally. 

The  list  thus  formed  was  completed  as  fiar  as  possible  by  comparison  with 
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the  specimens  in  the  Museum  of  Practical  Geology  and  with  those  in  another 
good  collection  of  building  stones. 

The  list  was  then  sent  to  a  great  many  different  parts  of  the  country,  to  be 
checked  and  supplemented  by  professional  men  having  local  knowledge,  and 
also  to  a  London  stone  merchant  of  great  experience. 

With  regard  to  any  important  stones  of  which  the  author  had  no  personal 
knowledge,  special  information  was  obtained  from  experienced  men  on  the 
spot. 

It  is  hoped,  therefore,  that  though  a  great  part  of  the  list  is  not  original, 
and  though  it  is  incomplete,  as  indeed  any  but  an  official  publication  must 
be,  yet  that  it  contains  much  useful  information. 

The  Tables  are  arranged  to  show  the  geological  formations 
from  which  the  diflferent  varieties  of  stone  are  obtained.^ 

These  Notes  do  not,  however,  enter  at  all  upon  the  subject  from 
a  geological  point  of  view;  the  relative  position  of  the  different 
geological  strata  must  be  ascertained  from  works  specially  devoted 
to  that  subject. 

Any  reference  to  the  quarrying,  working,  or  cost  of  stone  has 
also  been  avoided. 
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In  selecting  a  stone  for  a  building  or  engineering  work,  inquiry 
and  investigation  should  be  made  to  ascertain  whether  it  possesses 
certain  important  characteristics  mentioned  below  : — 

Durability^  or  the  power  of  resisting  atmospheric  and  other 
external  influences,  is  the  first  essential  in  a  stone  for  almost  any 
purpose. 

The  durability  of  a  stone  wiU  depend  upon  its  chemical  comjK)- 
sition,  its  physical  structure,  and  the  position  in  wliich  it  is  placed ; 
and  the  same  stone  wiU  greatly  vary  in  its  durability  according 
to  the  nature  and  extent  of  the  atmospheric  influences  to  which 
it  is  subjected. 

To  make  sure  that  a  stone  will  "  weather'' — that  is,  wiU  wear 
well  under  exposure  to  the  weather — ^many  points  have  to  be  in- 
quired into. 

Chemical  Co7nposition. — The  chemical  composition  of  the  stone 
should  be  such  that  it  will  resist  the  action  of  the  atmosphere, 
and  of  the  deleterious  substances  which,  especially  in  large  cities, 
the  atmosphere  often  contains. 

^  Tho  quickest  way  of  fmding  a  stone  in  the  Tables  is  to  look  it  out  in  the  index 
at  the  end  of  this  volume. 
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These  destroying  substances  are  taken  up  by  the  moisture  in 
the  air,  or  by  the  rain,  and  are  thus  conveyed  into  the  pores  of 
the  stone. 

The  sulphur  acids,  carbonic  acid,  hydrochloric  acid,  and  traces 
of  nitric  acid,  in  the  smoky  air  of  towns,^  and  the  carbonic  acid 
which  exists  even  in  the  pure  atmosphere  of  the  country,^  ulti- 
mately decompose  any  stone  of  which  either  carbonate  of  lime 
or  carbonate  of  magnesia  forms  a  considerable  part 

The  oxygen  even  in  ordinary  air  will  act  upon  a  stone  contain- 
ing much  iron,  and  the  fumes  from  bleaching  works  and  factories 
of  different  kinds  very  soon  destroy  stones  whose  constituents  are 
liable  to  be  decomposed  by  the  particular  acids  which  the  fumes 
respectively  contain. 

In  addition  to  the  direct  chemical  action  of  the  sulphuric  and 
sulphurous  acids  upon  the  constituents  of  stones,  sulphates  are 
sometimes  formed  by  them  which  crystallise  in  the  pores  of  the 
stone,  expanding  and  throwing  off  fragments  from  the  surface. 

The  durability  of  a  stone  depends,  therefore,  to  a  great  extent 
upon  the  relation  between  its  chemical  constituents  and  those  of 
the  atmosphere  surrounding.  A  stone  which  wiU  weather  weU  in 
the  pure  air  of  the  country  may  be  rapidly  destroyed  in  the  smoke 
of  a  large  town. 

Nature  and  JExtcni  of  Atmospheric  Influence. — The  same  stone 
will  weather  very  differently  according  to  the  nature  and  extent 
of  the  atmospheric  influences  to  which  it  is  subjected. 

From  what  has  been  said  above,  it  is  evident  that  most  stones 
ynH  stand  a  pure  atmosphere  better  than  one  which  is  charged 
with  smoke,  or  with  acids  calculated  to  attack  the  constituents 
of  the  stona 

It  is  also  evident  that  the  stone  will  be  less  attacked  in  dry 
weather  than  during  rain ;  the  destructive  acids  cannot  penetrate 
so  deeply,  and  the  frost  has  no  influence  whatever  when  the 
stone  is  dry. 

The  number  of  days  on  which  there  is  rain  in  any  district  has 
therefore  a  great  influence  on  the  durability  of  stone  used  in  that 
district 

*  Dr.  Angus  Smith  calculated  that  15,000  tons  of  carbonic  acid  were  daily  evolved 
in  ICanchester.  The  air  contained  from  '04  to  *08  per  cent  of  carbonic  acid  ;  the 
nan  from  1*4  to  5*6  grains  of  sulphnric  acid  per  gallon,  and  as  much  as  1^  grain  of 

liydrochloric  acid. 
'  Dr.  Angus  Smith  found  '03  per  cent  of  carbonic  acid  in  the  pure  air  of  the 

mountains  of  Scotland. 
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Wind  has  a  considerable  effect  upon  the  durability  of  stone. 

A  gentle  breeze  dries  out  the  moisture,  and  thus  favours  the 
lasting  qualities  of  stone. 

A  high  wind,  however,  is  itself  a  source  of  destruction;  it 
blows  sharp  particles  against  the  face  of  the  stone,  and  thus  grinds 
it  away.  Moreover,  it  forces  the  rain  into  the  pores  of  the  stone, 
and  may  thus  cause  a  considerable  depth  to  be  subject  to  the 
effects  of  acids  and  frost. 

*'  Variation  of  temperature,  apart  from  the  action  of  frost,  is  also 
a  cause  of  decay,  the  expansion  and  contraction  due  to  it  causing 
the  opening  of  undetected  natural  joints,  but  its  effect  must  be 
comparatively  slight  as  a  destructive  agent."^ 

The  Position  of  a  Stone  in  a  Building  may  very  much  influence 
its  durability. 

The  stone  in  that  side  of  any  building  which  faces  the  prevailing 
rain  is,  of  course,  more  liable  to  decay  than  it  is  in  the  other  sides. 

Any  faces  of  stone  that  are  sheltered  altogether  fix>m  the  sun 
and  breeze,  so  that  the  moisture  does  not  quickly  dry  out,  are 
very  liable  to  decay. 

This  may  be  noticed  especially  in  buildings  of  an  inferior  stone 
situated  in  a  bad  atmosphere.  In  these  it  will  be  seen  that  the 
sofi&ts  of  arches  and  lintels,  the  shady  sides  of  window  jambs,  and 
parts  of  carvings  which  the  sun  never  gets  at,  are  always  the  first 
portions  of  the  building  to  decay. 

Any  stone  exposed  to  very  different  degrees  of  heat  on  its  dif- 
ferent faces  is  liable  to  crack  from  unequal  expansion  and  con- 
traction.^ 

The  PhysicaX  Sh^tLcture  of  a  stone  is  of  the  greatest  importance, 
for  upon  it  depends  greatly  its  power  of  resisting  the  action  of 
the  atmosphere. 

White  chalk  and  marble  are  of  the  same  chemical  composition 
— ^both  nearly  pure  carbonate  of  lime — ^yet  the  latter,  especially 
when  polished,  will  resist  an  ordinary  atmosphere  for  a  long  time, 
while  the  former  is  rapidly  disintegrated  and  destroyed. 

Hence  stones  which  are  crystalline  in  structure  are  found  to 
weather  better  than  those  that  are  non-crystalline. 

No  stone  intended  for  the  exterior  of  a  building  should  have  a 
porous  surface,  otherwise  the  rain  conducts  the  acids  firom  the 
atmosphere  into  the  pores  of  the  stone,  which  soon  becomes  de- 
composed. 

*  Wray  On  SUme. 
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Again,  in  winter  the  wet  penetrates  the  pores,  freezes^  expands, 
and  disint^rates  the  surface,  leaving  a  fresh  surface  to  be  similarly 
acted  upon,  until  the  whole  stone  is  gradually  destroyed. 

K  the  chemical  composition  and  remaining  qualities  of  two 
stones  are  the  same,  then  the  stone  which  has  the  closer  and 
finer  grain  of  the  two  is  likely  to  be  more  durable  than  the  other. 

It  is  important  that  a  stone  should  be  homogeneous  in  its  struc-» 
tare.  If  the  grains  and  the  cement  uniting  them  are  both  of 
lasting  material,  the  stone  will  be  veiy  durable.  If  the  grains  be 
easily  decomposed  and  the  cementing  material  remains,  the  stone 
will  become  spongy  and  porous,  and  then  liable  to  destruction  by 
frost.  If  the  cementing  material  is  destroyed,  the  grains  will  fall 
to  pieces. 

It  is  important  that  the  stone  should  contain  no  soft  patches  or 
inequalities;  unequal  weathering  leaves  projections  which  catch 
the  rain,  etc,  and  hasten  decay. 

Eaoility  for  Working. — ^Tlie  readiness  with  which  stone  can 
be  converted  by  the  mason  into  the  various  shapes  in  which  it 
is  required  for  different  kinds  of  work  is  of  importance  from  an 
economical  point  of  view. 

The  characteristics  of  a  stone  in  this  respect  will  depend  in 
some  cases  upon  its  hardness,  but  will  also  be  influenced  by  the 
soundness  of  its  texture ;  by  its  freedom  from  flaws,  shakes,  vents, 
etc ;  and  also  by  its  natural  cleavage  and  other  peculiarities. 

A  soft  stone  of  even  grain  and  without  distinct  beds  would 
naturally  be  selected  for  carved  work,  while  a  hard  stone  in  thin 
layers,  easily  separated,  would  be  well  adapted  for  building  good 
and  economical  rubble  masonry.     (See  Part  I.) 

Hardness. — ^The  hardness  of  stone  is  often  of  importance, 
especially  if  it  is  to  be  subjected  to  a  considerable  amount  of  wear 
and  friction,  as  in  pavements.  It  is,  moreover,  important  when 
the  stone  is  to  be  used  for  quoins,  dressings,  and  other  positions 
where  it  is  required  to  preserve  a  sharp  angle  or  *'  arri&r  Hard- 
ness combined  with  toughness  is  also  essential  in  good  road 
metalling,  which  should  not,  however,  be  liable  to  splinter  or  to 
grind  readily  into  dust 

It  does  not  follow  because  a  stone  is  hard  that  it  will  weather 
well;  many  hard  stones  are  more  liable  to  atmospheric  influence 
than  those  of  a  softer  texture,  whose  chemical  composition  is  of  a 
more  durable  nature. 

Stone  used  for  work  exposed  to  the  action  of  water  should  be 
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^ard;  running  or  dripping  water  soon  wears  away  the  surface. 
The  blocks  of  stone  in  marine  works  are  subject  to  serious  injury 
not  only  from  the  impact  of  the  waves  themselves,  but  from  the 
sand  and  stones  thrown  against  them  by  the  force  of  the  sea. 

Strength. — ^The  strength  of  stone  should  be  ascertained  if  it  is 
to  be  subjected  to  any  excessive  or  unusual  stresses. 

Stones  in  ordinary  building  or  engineering  works  are  generally, 
under  compression,  occasionally  subject  to  cross  strain,  but  never 
to  direct  tension. 

It  is  generally  laid  down  that  the  compression  to  which  a  stone 
should  be  subjected  in  a  structure  should  not  exceed  ^  of  the 
crushing  weight  as  found  by  experiment. 

Practically,  however,  the  compression  that  comes  upon  a  stone 
in  any  ordinary  building  is  never  sufficient  to  cause  any  danger  of 
crushing. 

The  greatest  stress  that  comes  upon  any  part  of  the  masoniy 
in  St  Paul's  Cathedral  is  hardly  14  tons  per  square  foot  In  iSL 
Peter^s,  Home,  it  is  about  15-J  tons  per  square  foot 

By  a  reference  to  page  81  it  will  be  seen  that  these  stresses 
would  be  safely  borne  even  by  the  softer  descriptions  of  stone. 

The  weakest  sandstones  that  exist  will  bear  a  compression  of 
120  tons  per  foot,  while  the  resistance  of  ordinary  bmlding  stones 
ranges  from  140  to  500  tons  per  square  foot,  and  in  the  case  of 
granites  and  traps  rises  as  high  as  700  or  800  tons  per  square  foot 

It  is  possible,  however,  in  some  forms  of  arches,  in  retaining 
walls,  and  in  other  structures,  that  a  considerable  pressure, 
may  be  concentrated  upon  certain  points,  which  are  liable  to 
be  crushed. 

Weight. — ^The  weight  of  a  stone  for  building  has  occasionally 
to  be  considered. 

In  marine  engineering  works  it  is  often  advisable  to  use  heavy 
stones  to  resist  tiie  force  of  the  sea. 

A  light  stone  would  be  best  adapted  for  arches,  while  heavy 
stones  would  add  to  the  stability  of  retaining  walls. 

Appearance. — ^The  appearance  of  stone  is  often  a  matter  of 
importance,  especially  in  the  face  work  of  conspicuous  buildings. 

In  order  that  the  appearance  may  be  preserved,  a  good  weather- 
ing stone  should  of  course  be  selected,  free  from  flaws,  clayholes, 
etc. 

All  varieties  containing  much  iron  should  be  rejected,  or  they 
will  be  liable  to  disfigurement  from  unsightly  rust  stains  caused 
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by  the  oxidatioQ  of  the  irou  imder  the  influence  of  the  atmo- 
sphere. 

Stones  of  blotched  or  mottled  colour  should  be  regarded  with 
smpicion.  There  is  probably  a  want  of  unifonuity  in  their  che- 
mical composition,  which  may  lead  to  unequal  weathering  (see 
p.  5). 

Position  in  ^vaary. — In  order  to  obtain  the  best  stone  that  a 

Mould. 

CU;  and  Bbiugly  matter ;  ddlirU  of  Pnrbeck 
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quarry  can  furnish,  it  is  often  important  that  it  should  be  taken 
from  a  particular  stratum. 

It  frequently  occurs  that  in  the  same  quarry  some  beds  are 
good,  some  inferior,  and  others  almost  utterly  worthless  for  build- 
ing purposes,  though  t^ey  may  all  be  very  similar  in  appear-^ 
anca 

To  take  Portland  stone  as  an  example.  In  the  Portland  quar- 
ries there  are  four  distinct  layers  of  building  stone. 

Fig.  I  is  a  section  showing  approximately  how  the  strata  in  a 
Portland  quarry  generally  occur. 

Working  downwards,  the  first  bed  of  useful  stone  that  is 
reached  is  the  True  or  Whithed  Roach — a  conglomerate  of  fossils 
which  withstands  the  weather  capitally.  Attached  to  the  Boach^ 
and  immediately  below  it,  is  a  thick  layer  of  WhUbed — a  fine  even- 
grained  stone,  one  of  the  best  and  most  durable  bmlding  stones  in 
the  country ;  then,  passing  a  layer  of  rubbish,  the  Bastard-Socush, 
Kerf,  or  Curf  is  reached,  and  attached  to  it  is  a  substantial  layer 
of  Basebed. 

The  Bdstard'Boach  or  Basehed-Boach  and  the  Bdsebed  are  stones 
very  similar  in  appearance  to  the  True  Boach  and  Whitbed;  but 
they  do  not  weather  well,  and  are  therefore  not  fitted  for  out- 
door work. 

Though  these  strata  are  so  different  in  characteristics,  the  good 
stone  can  hardly  be  distinguished  from  the  other  even  by  the 
most  practised  eye. 

Similar  peculiarities  exist  in  other  quarries. 

It  is  therefore  most  important  to  specify  that  stone  from  any 
particular  quarry  should  be  from  the  best  beds,  and  then  to  have 
it  selected  for  the  work  in  the  quarry  by  some  experienced  and 
trustworthy  man. 

The  want  of  this  precaution  led  to  the  use  of  inferior  stone 
(though  firom  very  carefully  chosen  and  good  quarries)  in  the 
Houses  of  Parliament. 

Seasoning. — ^Nearly  all  stone  is  the  better  for  being  seasoned 
by  exposure  to  the  air  before  use. 

This  seasoning  gets  rid  of  the  moisture,  sometimes  ccJled 
"  quarry  sap,"  which  is  to  be  found  in  all  stone  when  freshly 
quarried.^ 

^  In  hot  climates  it  is  sometimes  an  advantage  to  retain  the  quany  sap,  for  (1) 
it  makes  the  stone  easier  to  cat,  and  (2)  it  prevents  the  moisture  from  being  sacked 
oat  of  the  mortar. 
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Unless  this  moisture  is  allowed  to  dry  out  before  the  stone  is 
used,  it  is  acted  upon  by  frost,  and  thus  the  stone,  especially  if  it 
be  one  of  the  softer  varieties,  is  cracked,  or,  sometimes,  disinte- 
grated. 

The  dr3ring  process  should  take  place  gradually.  If  heat  is 
applied  too  quickly,  a  crust  is  formed  on  the  surface,  while  the 
interior  remains  damp,  and  subject  to  the  attacks  of  frost. 

Some  stones  (see  p.  59)  which  are  comparatively  soft  when 
qnarried,  acquire  a  hard  surface  upon  exposure  to  the  air. 

Hstoral  Beds. — ^All  stones  in  walls,  but  especially  those  that 
are  of  a  laminated  structure,  should  be  placed  "  on  their  natural 
bed," — that  is,  either  in  the  same  position  in  which  they  were 
mgincMy  deposited  in  the  quarry,  or  turned  upside  down,  so  that 
the  layers  are  parallel  to  their  original  position,  but  inverted.  If 
ihey  are  placed  with  the  layers  parallel  to  the  face  of  the  wall,  the 
effect  of  the  wet  and  frost  will  be  to  scale  off  the  face  layer  by 
layer,  and  the  stone  wiU  be  rapidly  destroyed. 

In  arches,  such  stones  should  be  placed  with  the  natural  bed 
as  nearly  as  possible  at  right  angles  to  the  thrust  upon  the  stone, 
— that  is,  with  the  "  grain"  or  laminse  parallel  to  the  centre  lines 
of  the  arch  stones,  and  perpendicular  to  the  face  of  the  arch. 

In  cornices  with  undercut  mouldings  the  natural  bed  is  placed 
vertically  and  at  right  angles  to  the  face,  for  if  placed  horizon- 
tally, layers  of  the  overhanging  portion  would  be  liable  to  drop  off. 
There  are,  in  elaborate  work,  other  exceptions  to  the  general  rule. 

It  must  be  remembered  that  the  beds  are  sometimes  tilted  by 
upheaval  subsequent  to  their  deposition,  and  that  it  is  the  original 
position  in  which  the  stone  was  deposited  that  must  be  ascer- 
tained. 

The  natural  bed  is  easily  seen  in  some  descriptions  of  stone  by 
the  position  of  imbedded  shells, -which  were  of  course  originally 
deposited  horizontally.  In  others  it  can  only  be  traced  by  thin 
streaks  of  v^etable  matter,  or  by  traced  of  laminae,  which  gener- 
ally show  out  more  distictly  if  the  stone  is  wetted. 

In  other  cases,  again,  the  stone  shows  no  signs  of  stratification, 
and  the  natural  bed  cannot  be  detected  by  the  eye. 

A  good  mason  can,  however,  generally  tell  the  natural  bed  of 
the  stone  by  the  "  feel"  of  the  grain  in  working  the  surface. 

A  stone  placed  upon  its  proper  natural  bed  is  able  to  bear  a 
much  greater  compression  than  if  the  laminae  are  at  right  angles 
to  the  bed  jointa 
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Sir  William  Fairbaim  found  by  experiment  that  stones  placed 
with  their  strata  vertical  bore  only  ^  the  crushing  stress  which 
was  undergone  by  similar  stones  on  their  natural  bed.^ 

Agents  whioh  destroy  Stones. — ^The  two  principal  classes  of 
agents  which  destroy  stone  have  already  been  described 

They  are — Chemical  agents,  consisting  of  acids,  etc,  in  the 
atmosphere;  and  Mechanical  agents,  such  as  wind,  dust,  rain, 
firost,  running  water,  force  of  the  sea,  etc 

There  are  other  enemies  to  the  durability  of  stones,  which  may 
just  be  glanced  at,  viz. — 

Lichens. 

Worms  or  Molluscs. 

Lichens. — In  the  country  lichens  and  other  vegetable  substances  collect 
and  grow  upon  the  faces  of  stones. 

These  are  in  many  cases  a  protection  from  the  weather,  and  tend  to  increase 
the  dnrability  of  the  stone. 

In  the  case  of  limestones,  however,  the  lichens  sometimes  do  more  harm 
than  good,  for  they  give  out  carbonic  acid,  which  is  dissolved  in  rain  water, 
and  then  attacks  the  carbonate  of  lime  in  the  stone. 

Molluscs. — ^The  Pholas  daetyhis  is  a  boring  mollusc  found  in  sea  water, 
which  attacks  limestone,  hard  and  soft  argillaceous  shales,  clay,  and  sandstones. 
It  also  attacks  wood,  but  granite  has  been  found  to  resist  it  successfully. 

These  animals  make  a  number  of  vertical  holes  dose  together,  so  that  they 
weaken  and  eventually  destroy  the  stone. 

By  some  it  is  supposed  that  they  secrete  a  corrosive  juice,>  which  dissolves 
the  stone  ;  others  consider  that  the  boring  is  mechaniciJly  done  by  the  tough 
front  of  the  shell  covering  the  Pholas.^  These  animals  are  generally  snudly 
but  sometimes  attain  a  length  of  five  inches — the  softer  the  rock  the  bigger 
they  become.  The  shale  beds,  on  which  was  founded  the  quay  wall  at  Kiric- 
caldy,  were  so  perforated  by  Pholades  that  they  crashed  under  the  superin- 
cnmbent  pressure,  and  a  settlement  resulted.^ 

The  most  notable  instance  of  injury  done  by  Pholades  is  at  Plymouth  break- 
water, where,  in  consequence  of  their  attacks,  the  limestone  blocks  had  to  be 
replaced  by  granite.^ 

The  Saxicava  is  another  small  mollusc,  found  in  the  crevices  of  rocks  and 
corals,  or  burrowing  in  limestone,  the  holes  being  sometimes  six  inches  deep. 
It  has  been  known  to  bore  the  cement  stone  (day-ironstone)  at  Handch^ 
the  Kentish  Rag  at  Folkestone,  and  the  Portland  stone  used  at  Plymouth 
Breakwater. 


^  Rankiiie,  Civil  Engineering, 
«  Hartwig's  The  Sea  and  its  Living  JFonders. 
•  Woodward's  lUcent  and  Fossil  Shells, 
*  Stevenson  On  Harbours, 
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EXAMINATION  OF  STONE. 

Speaking  generally^  in  comparing  stones  of  the  same  class^  the 
least  porous,  most  dense,  and  strongest,  will  be  the  most  durable 
in  atmospheres  which  have  no  special  tendency  to  attack  the  con- 
stituents of  the  stone. 

?raotare« — ^A  recent  fracture,  when  examined  through  a  powerful  mag- 
nifying glass,  should  be  bright,  dean,  and  sharp,  with  the  grains  well  cemented 
togethtf.     A  dull,  earthy  appearance  betokens  a  stone  likely  to  decay. 

Tests.^ — ^In  examining  a  stone  it  may  be  subjected  to  various  tests,  some  of 
which  afford  a  certain  amount  of  information  as  to  its  characteristics. 

Buisianee  to  Onuhing. — ^The  strength  of  the  stone  as  regards  resisting  oom- 
presnon  may  be  ascertained  by  crushing  specimens  of  suitable  form  (see 
pp.  80,  81). 

This  is  not  a  very  important  test,  for  the  reasons  given  at  page  6,  but  some 
authorities  consider  that  it  affords  an  idea  of  the  powers  of  the  stone  with 
regard  to  resLstuig  frost 

Abmrpticni — ^A  more  important  guide  to  the  relative  qualities  of  different 
stones  is  obtained  by  immersing  them  for  twenty-four  hours,  and  noting  the 
weight  of  water  they  absorb.  The  best  stones,  as  a  rule,  absorb  the  smallest 
amount  of  water. 

The  Table  at  p.  83  shows  the  amount  of  water  absorbed  in  twenty-four 
hours  by  several  of  the  most  important  English  stones,  some  known  to  be 
durable,  and  others  the  reverse.  This  will  afford  a  useful  guide  in  judging  of 
the  quidity  of  any  new  stone  after  ascertaining  its  powers  of  absorption. 

BranTs  Tui, — Small  pieces  of  the  stone  are  immersed  in  a  concentrated 
boiling  solution  of  sulphate  of  soda  (Glauber's  salts),  and  then  hung  up  for  a 
few  days  in  the  air. 

The  salt  caystallises  in  the  x)ores  of  the  stone,  sometimes  forcing  off  bits 
from  the  coiners  and  arrises,  and  occasionally  detaching  larger  fragments. 

The  stone  is  weighed  b^ore  and  after  submitting  it  to  the  test  The  dif- 
ference of  weight  gives  the  amount  detached  by  disintegration.  The  greater 
this  is,  the  worse  is  the  quality  of  the  stone. 

The  action  of  the  salt  was  supposed  at  one  time  to  be  similar  to  that  of 
frost,  but  Mr.  C.  H.  Smith  has  pointed  out  that  it  is  essentially  different,  inas- 
much as  water  expands  in  the  pores  as  it  freezes,  but  the  salt  does  not  expand 
as  it  crystallises. 

Acid  Test, — Simply  soaking  a  stone  for  some  days  in  dilute  solutions  con* 
taining  1  per  cent  of  sulphuric  acid  and  of  hydrochloric  add,  will  afford  a 
Tough  idea  as  to  whether  it  will  stand  a  town  atmosphere. 

A  drop  or  two  of  add  on  the  surface  of  the  stone  will  create  an  intense 
effervescence  if  there  is  a  laige  proportion  present  of  carbonate  of  lime  or 
caibonate  of  magnesia 

ifr.  C.  H.  8mW$  Tt9t  was  proposed  for  magnesian  limestone,  but  is  useful 
lor  any  stone  in  determining  whether  it  contains  much  earthy  or  mineral 
matter  easy  of  solution. 

**  Break  off  a  few  chippings  about  the  size  of  a  shilling  with  a  chisel  and  a 
imart  hlow  frt>m  a  hammer ;  put  them  into  a  glass  about  one-third  full  of 
clear  water ;  let  them  remain  undisturbed  at  least  half  an  hour.      The  water 
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and  specimens  together  should  then  be  agitated  by  giving  the  glass  a  circnlar 
motion  with  the  hand.  If  the  stone  be  highly  ciystalline,  and  the  partides 
well  cemented  together,  the  water  will  remain  dear  and  transparent,  but  if 
the  specimens  contain  unciystallised  earthy  powder,  the  water  will  present  a 
turbid  or  milky  appearance  in  proportion  to  the  quantity  of  loose  matter  con- 
tained in  the  stone.  The  stone  should  be  damp,  almost  wet,  when  the  frag^ 
ments  are  chipped  ofit," 

Practical  Way  of  ascertaining  WeaiJiering  Qttalities.  —  The 
durability  of  a  stone  to  be  obtained  from  an  old  established 
quarry  may  generally  be  ascertained  by  examining  buildings  in 
the  neighbourhood  of  the  quarry  in  which  the  stone  has  been  used. 

If  the  stone  has  good  weathering  qualities,  the  faces  of  the 
blocks,  even  in  very  old  buildings,  will  exhibit  no  signs  at  decay ; 
but,  on  the  contrary,  the  marks  of  the  tools  with  which  they  were 
worked  should  be  distinctly  visible. 

Exposed  cliffs  or  portions  of  old  quarries,  or  detached  stones 
from  the  quarry,  which  may  be  lying  close  at  hand,  should  also 
be  examined,  to  see  how  the  stone  has  weathered. 

In  both  cases  care  should  be  taken  to  ascertain  from  what 
stratum  or  bed  in  the  quarry  the  stones  have  been  obtained. 

Quarrying. — This  is  too  large  a  subject  to  be  entered  upon  in 
these  JN'otes. 

It  will  be  sufficient  to  remark  that  in  quarrjdng  stone  for  build- 
ing purposes  there  should  be  as  little  blasting  as  possible,  as  it 
shakes  the  stone,  besides  caiising  considerable  waste. 

Care  should  be  taken  to  cut  the  blocks  so  that  they  can  be 
placed  in  the  work  for  which  they  are  intended  with  their  natural 
beds  at  right  angles  to  the  pressure  that  will  come  upon  them. 

If  this  is  not  attended  to,  the  blocks  will  be  built  in  in  a  wrong 
position,  or  great  waste  wiU  be  incurred  by  converting  them. 

Scientiflc  Glassiflcation. — The  different  kinds  of  stone  nsed 
for  building  and  engineering  works  are  sometimes  divided  into 
three  classes : — 1.  The  Siliceous.  2.  The  Argillaceous.  3.  The  Cal- 
careous ;  according  as  flint  (silica),  clay  (formerly  called  "  aigile  **), 
or  carbonate  of  lime,^  forms  the  base  or  principal  constituent. 

In  describing  the  physical  characteristics  of  stones,  for  practical 
purposes  it  will  be  better  to  classify  them  as  follows : — 

Practical  Glassiflcstion. — 1.  Granites  and  other  igneous  rocks. 

2.  Slates  and  Schists. 

3.  Sandstones. 

4.  Limestones. 

^  Oalciwn  Carbonate. 
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GRANITE  AND  OTHER  IGNEOUS  ROCKS. 

Granite  is,  as  its  name  implies,  a  stone  of  ciystaUine  granular 
structure. 

True  or  Common  Granite. — ^There  are  several  varieties  of 
stone  practically  known  as  granite,  but  true  granite  consists  of 
crystals  of  quartz  and  felspar  mixed  with  particles  of  mica. 

Composition, — The  quartz  is  a  very  hard  glassy  substance  in 
grey  or  colourless  amorphous  lumps,  occasionally  in  crystals. 

The  felspar  should  be  crystalline  and  lustrous,  not  earthy  in 
appearance ;  its  grains  are  of  difierent  shapes  and  sizes,  and  their 
colour  may  be  white,  grey,  yellowish  pink,  red,  or  reddish  brown. 

The  mica  is  in  dark  grey,  black,  brown,  flexible,  semi-transpa- 
rent glistening  scales,  which  can  easily  be  flaked  off  with  a 
knife. 

Granite  generally  contains  more  felspar  than  quartz,  and  more 
quartz  than  mica. 

The  colour  of  the  stone  depends  upon  that  of  the  predominat- 
ing ingredient,  felspar. 

"  An  average  granite  may  be  expected  to  contain  from  two  to 
three  fifth  parts  of  crystals  of  quartz  or  crystalline  quartz ;  about 
the  same,  more  or  less,  of  felspar,  also  partly  crystalline  and  chiefly 
in  definite  crystals ;  and  the  remainder  (one-tenth  part)  of  mica. 
But  the  mica  may  form  two  or  three  tenths,  and  the  quartz  three- 
fifths  or  more,  whUe  the  proportion  of  the  felspar,  as  well  as  the 
particular  composition  of  the  felspar,  both  vary  extremely."^ 

The  durability  of  the  granite  depends  upon  the  quantity  of  the 
quartz  and  the  nature  of  the  felspar. 

If  the  granite  contains  a  large  proportion  of  quartz,  it  wiU  be 
hard  to  work ;  but,  unless  the  felspar  is  of  a  bad  description,  it  will 
weather  welL 

The  felspars  that  occur  most  conunonly  in  granite  are  potash 
felspar  (prthodase)  and  a  lime  and  soda  felspar  (oligoclase). 

Sometimes  botii  these  varieties  are  found  in  the  same  stone. 

Of  the  two,  potash  felspar  is  more  liable  to  decay  than  the 
other.* 

Mica  is  easily  decomposed,  and  it  is  therefore  a  source  of 
weakness. 

1  Anated's  Practical  Oeoloffy.  '  Wray. 
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If  the  mica  or  felspar  contain  an  excess  of  lime,  iron,  or  soda, 
the  granite  is  liable  to  decay. 

**  The  quantity  of  iron,  either  as  the  oxide  or  in  combination 
with  sulphur,  must  afTect  the  durability  of  granite,  as  w^  as  of 
all  other  stone. 

"  The  iron  can  generally  be  seen  with  a  good  glass,  and  a  very 
short  exposure  to  the  air,  especially  if  assisted  in  diy  weather  by 
artificial  watering  (better  still,  if  1  per  cent  of  nitric  acid  be  added 
to  the  water),  ought  to  expose  this. 

"The  bright  yellow  pyrites  crystallised  in  a  cubical  fonn 
appear  to  do  little  harm.  The  white  radiated  pjnites  (maicasite), 
on  the  contrary,  decompose  quickly. 

"  Where  the  iron  stains  are  large,  imeven,  and  dark  coloured, 
the  stone  may  fairly  be  rejected,  at  any  rate  for  outside  work. 

"  When  the  discoloration  is  of  a  uniform  light  yellow,  it  is 
probable  that  little  injury  will  be  done  to  the  stone  in  a  moderate 
time,  and  imless  appearance  is  a  matter  of  great  importance,  snch 
granite  would  not  be  rejected. 

"In  the  red  granites,  the  discoloration  from  iron  does  not 
show  so  easily,  but  still  suflBciently  to  guide  the  engineer  if  bad 
enough  to  cause  rejection."  ^ 

The  quality  of  granite  for  building  purposes  depends  upon 
its  durability,  and  upon  the  size  of  the  grains.  The  smaller  these 
are,  the  better  can  the  granite  be  worked,  and  the  more  evenly 
will  it  wear. 

"  In  using  granite  for  ornamental  purposes,  the  coarser-grained 
stones  should  be  placed  at  a  distance  from  the  eye,  the  finer- 
grained  stones  where  they  can  be  easily  inspected.  Without 
attention  to  this  point,  very  little  better  effect  is  produced  than 
by  a  stone  of  uniform  colour."  ^ 

Syenite  and  Syenitic  Granite  are  generally  included  by  the 
engineer  and  builder  under  the  general  term  granite. 

True  Syenite  consists  of  crystals  of  quartz,  felspar,  and  horn- 
blende, the  latter  constituent  taking  the  place  of  mica  in  ordi- 
nary granite.  It  derives  its  name  from  the  granite  of  Syene,  in 
Upper  Egypt,  though  it  has  been  shown  that  the  latter  is  really 
a  syenitic  granite  of  the  composition  mentioned  below. 

Syenitic  Granite  consists  of  quartz,  felspar,  mica,  and  horn- 
blende, the  last-named  constituent  being  added  to  those  of  ordi- 
nary granite. 

1  Wray. 
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Clwraderistics. — The  syenites  and  syenitic  granites  are  gener- 
ally of  darker  colour  than  ordinary  granite,  caused  by  the  grains 
of  hornblende. 

''The  syenitic  granites  are  on  the  whole  tougher  and  more 
compact  than  the  ordinary  granites,  take  on  a  fine  polish,  and  are 
exceedingly  durable. 

"  They  occur  less  abundantly  in  nature ;  but  their  rarer  use 
most  frequently  arises  from  the  darker  tints  imparted  to  them  by 
the  hornblende."  ^ 

The  following  varieties  of  granite  may  be  briefly  noticed, 
though  they  are  of  no  great  importance  in  connection  with  build- 
ing and  engineering  works: — 

Talcose  Granite  contains,  in  addition  to  the  ingredients  of  common 
granite,  iolcy  a  material  which  scales  off  in  thin  flakes,  having  a  whitish 
colour  and  imctnous  feel. 

Such  granites  are  said  not  to  weather  well. 

Chlobitic  Granftb  contains  chlorite,  an  olive-green  mineral,  generally 
granular,  and  of  a  pearly  lustre. 

ScHO&LACEOUS  Granite  Contains  pieces  of  iclwrl^  "  a  black,  hard,  brittle, 
mineral  crystallised  in  masses  or  long  crystals,  sometimes  columnar,  and 
radiating  from  a  centre."  ' 

Graphic  Granite  ia  composed  of  long  parallel  prisms  of  quartz  and 
felspar,  the  ends  of  which  when  broken  across  look  like  the  letters  of  cunei- 
form inscriptions. 

This  granite  contains  very  little  mica,  and  is  not  much  used  for  building 
purposes. 

PoRPHTRiTic  Granite  is  the  name  given  to  those  varieties  in  which  large, 
distinct,  independent  crystals  of  felspar  occur  at  random  interspersed  through 
the  mass. 

These  crystals  are  sometimes  called  "  horse's  teeth." 

Quarrying  and  Dressing. — Granite  is  quarried  either  by 
wedging  or  by  blasting.  The  former  process  is  generally  re- 
served for  large  blocks,  and  the  latter  for  smaller  pieces  and  road- 
metaL 

It  is  better  to  have  the  blocks  cut  to  the  desired  forms  in  the 
quarries ;  first  because  it  is  easier  to  square  and  dress  the  stone 
while  it  contains  the  moisture  of  the  ground  or  "  quarry-sap ; " 
also  because  the  local  men,  being  accustomed  to  the  stone,  are 
able  to  dress  it  better  and  more  economically,  and  part  of  tlie 
work  can  be  done  by  machinery,  generally  to  be  found  at  the 
principal  quarries.  Moreover,  the  bulk  of  the  stones  being 
reduc^  by  dressing,  the  cost  of  carriage  is  saved,  without  much 

^  Pag«*s  Practical  Oeoloyy.  *  Wray  Chi  Stone. 
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danger  of  injuring  the  amses  in  transit^  as  the  stoiie  is  veiy 
hard. 

Uses  to  whioh  Granite  is  applied. — Granite  is  used  chiefly 
for  heavy  engineering  works,  such  as  bridges,  piers,  docks,  light- 
houses, and  breakwaters,  where  weight  and  durability  are  re- 
quired. It  is  also  used  especially  for  parts  of  structures  ex- 
posed to  blows  or  continued  wear,  such  as  copings  of  docks, 
paving,  etc.     The  harder  varieties  make  capital  road  metaL 

In  a  granite  neighbourhood  the  stone  is  used  for  ordinary 
buildings ;  but  it  is  generally  too  expensive  in  first  cost,  trans- 
port, and  working,  and  is  therefore  reserved  for  ornamental  fea- 
tures, such  as  polished  columns,  pilasters,  heavy  plinths,  etc. 

The  granular  structure  and  extreme  hardness  of  granite  render 
it  iU  adapted  for  fine  carving,  and  its  surface  is  entirely  destroyed 
by  the  effects  of  fire. 

VarietieB  in  Conunon  Use. — Granite  \&  found  in  Aberdeenshire,  Kirk- 
cudbrightahire,  Argyleshire,  and  the  Islands  of  Mull  and  Arran.  Also 
in  Cornwall,  Devonshire,  Leicestershire,  Cumberlancl,  and  the  islands  of 
Guernsey  and  Jersey.  The  Irish  granites  occur  chiefly  in  the  counties  of 
TOcklow,  Wexford,  Donegal,  and  Down. 

The  Scotch  Granites,  especially  those  from  the  neighbourhood  of  Ahtr- 
deen,  are  most  esteemed  for  beauty  and  for  durable  qualities. 

Tlie  best  known  varieties  of  Scotch  granites  are  those  from  PeUrkead, 
Rubislaw,  Stirling  Hill,  DaWeattie,  Ross  of  Mullj  Kemnay,  Kinsteary,  etc 

The  Cornish  and  Devonshire  granites,  sometimes  called  moorstones, 
have  not  so  high  a  character.  They  contain  a  large  proportion  of  fekpar, 
which  in  some  cases  weathers  very  badly.  The  potash  felspar  of  these 
granites,  when  decomposed,  turns  into  Kaolin  or  porcelain  clay. 

The  Leicestershire  Granites  are,  generally  speaking,  syenites — very  hard 
and  tough,  difficult  to  dress,  and  therefore  not  much  used  for  building  pur- 
poses.    They  are  well  adapted  for  paving  sets,  and  make  capital  road-metaL 

Guernsey  Granite  is  also  syenitic.  It  is  a  good  weathering  stone,  very 
hard,  durable,  used  for  paving  purposes,  but  rather  apt  to  become  slippery. 

The  Irish  Granites  are  very  numerous.  Grey  varieties  are  obtained 
from  Wicklow  and  Dublin.  Those  of  a  reddish  tint  from  Galway.  Several 
colours  and  varieties  from  Carlow.     Newry  supplies  a  greenish  syenite.^ 

*  Wilkinson's  Praetical  Oeclogy  qf  Ireland, 


The  following  Table  gives   a  list  of  some   of   the  principal 
Granite  Quakries  in  Great  Britain  and  Ireland : — 
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IgneouB  Books  other  than  Granite. — There  are  several  rocks 
which  more  or  less  resemble  the  granite  in  their  characteristics, 
and  are  generally  associated  with  it  in  the  classification  of  build- 
ing stones. 

These  rocks  are,  however,  seldom  used  for  building  or  engi- 
neering works,  except  in  the  immediate  neighbourhood  of  the 
place  where  they  are  found. 

The  Porphyries  ^^  generally  occur  as  dykes  and  eruptive  masses  intersecting 
the  older  schists  and  slabs,  and  are  usually  much  fissured  and  jointed,  and 
for  this  reason  incapable  of  being  raised  in  massive  monoUtlis  like  the 
granite/'  ^ 

There  are  two  principal  varieties  found  in  Great  Britain.  Each  consists  of 
a  general  mass  or  base,  through  which  are  scattered  crystals  varying  in  size 
from  small  grains  to  f  inch  in  length.  The  stone  breaks  ydth  a  smooth 
surface  and  conchoidal  fracture. 

FeUtone  Porphyry  consists  of  a  base,  which  is  an  intimate  mixture  of 
quartz  and  orthoclase,  known  as  FelsUe,  with  independent  crystals  of  fel- 
spar. 

Quartziferous  Porphyry  has  a  base  consisting  of  a  granular  crystalline  com- 
pound of  quartz  and  felspar,  with  individual  crystals  of  felspar  and  quartz. 

Characteristics, — ^*'  Both  varieties  appear  in  many  tints — red,  flesh-coloured, 
fawn-coloured,  black,  blmsh-black,  and  bluish-green  ;  and  both  varieties  may 
contain,  in  subordinate  quantities,  other  crystals  than  those  enumerated 
above.^ 

"•  Incapable  of  being  raised  in  large  blocks,  they  are  polished  only  for 
minor  ornaments ;  their  principal  use  in  Britain  being  for  causeway-stones 
and  road  metal,  for  which  their  hardness  and  toughness  render  them  specially 
suitable. 

^'  Though  chiefly  used  for  road  material,  in  some  districts  they  are  em- 
ployed in  the  building  of  country  mansions,  farm  sheds,  and  walls  ;  and  when 
properly  dressed  and  coursed  make  a  very  fair  structure  (especially  the  fawn- 
coloured  sorts),  and  are  perfectly  indestructible."^ 

Some  of  the  darker  varieties  are  too  sombre  for  building  purposes,  except 
when  used  for  ornamental  purposes  to  relieve  surfaces  of  lighter  stone. 

Elvan  (a  term  originally  peculiar  to  Cornwall  and  Devon)  is  found  in 
dykes  or  veins  traversing  the  granite  or  slate  ;  the  dykes  varying  in  width 
fi^om  a  few  feet  to  300  or  400. 

It  usually  differs  from  granite  in  the  absence  of  mica  and  in  the  fineness 
of  its  grain.     It  sometimes  contains  schist 

'^  It  is  much  used  as  a  building  stone  in  Cornwall,  and  is  foimd  to  be  very 
durable."  » 

Stone  locally  known  as  Elvan  is  also  met  with  in  County  Wexford. 

Gneiss  is  composed  of  the  same  constituents  as  granite,  but  the  mica  is 
more  in  layers,  and  the  rock  has  therefore  a  stratified  appearance. 

The  rock  splits  along  the  layers  with  facility,  and  breaks  out  in  slabs  from 
a  few  inches  to  a  foot  in  thickness. 

*  Page.  «  Wray. 
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It  is  used  both  as  a  building  material  in  tbe  bodies  of  walls  (with  dressings 
of  brick,  or  more  easily  dressed  stone)  and  for  flagging.^ 

Mica  SoHiBTy  sometimes  called  Mica  Slate,  is  composed  chiefly  of  mica 
ind  qnaitz  in  thin  layers :  the  mica  sometimes  appears  to  constitute  the 
vliole  mass. 

Its  colour  is  grey  or  silvery  grey,  and  it  has  a  shining  surface,  owing  to  the 
qointity  of  mica  present. 

It  breaks  out  in  thin  even  slabs,  and  the  more  compact  varieties  are  used 
for  flagging,  door  and  hearth  stones,  and  furnace  linings.^ 

HoBNBLENDB  ScHiST,  or  MombUnde  Slate,  is  usually  black,  composed 
principally  of  hornblende,  with  a  variable  quantity  of  felspar,  and  sometimes 
gndns  of  quartz. 

It  resembles  mica  schist,  but  has  not  so  glistening  a  lustre,  and  seldom 
breaks  into  thin  slabs.  It  is  tougher  than  mica  schist,*  and  is  an  excellent 
material  for  flagging.^ 

Trap  Bocks. — Greenstone,  also  called  Trap  or  Whinstane,  is  a 
mixture  of  felspar  and  hornblende. 

It  has  sometimes  a  granular  ciystalline  structure,  and  at  other 
times  it  is  very  compact  without  apparent  grains. 

It  is  generally  of  a  greenish  colour,  but  varies  in  tint  from 
li^t-greenish  grey  to  greenish-black  or  black. 

It  IB  extremely  hard  and  tough,  and  makes  capital  road 
metal — is  very  often  split  up  by  joints,  so  that  it  is  well  suited 
for  paving  setts,  but  not  for  large  blocks.  Its  colour  is  too 
sombre  for  the  walls  of  houses. 

Some  of  the  stratified  varieties  are  dangerous  as  building 
etones,  being  liable  to  decomposition  on  exposure  to  the  weather, 
even  where  there  is  no  frost. 

Vazieties  in  Common  TTse^ — Penmaenma'wr  Stone  from  N.  Wales  is 
laigdy  used  throughout  the  country  for  paving  setts.  It  is  very  easily  split  by 
cutting  a  fine  line  with  an  axe  in  the  dkection  required,  and  then  giving  the 
Mone  a  few  smart  tape  Tidth  a  hammer.' 

Bardan  Bill  Stone  from  Leicestershire  is  also  much  used  for  road  metal  in 
the  central  counties. 

Stone  of  this  description  is  also  found  in  Comvoall,  near  Edinburgh,  in 
Aigyleshire,  at  Carlin  Knowee  and  other  places  in  Fifeshire,  and  also  in 
Coonty  Wexford. 

Whinetone  is  found  in  Wigtownshire,  near  Selkirk,  in  Kincardineshire,  near 
Hsddington,  near  Edinburgh,  at  Falkirk,  in  Perthshire,  Fifeshire,  Invemess- 
dme,  Boss-shire^  and  other  places  in  Scotland. 

Basalt  resembles  greenstone,  but  is  composed  of  lime  felspar, 
angite,'  olivine,  and  titano-ferrite.^ 

'  Dana  and  Wray.  '  Seddon. 

'  BUck  and  greenish-black  crjrstals  of  anhydrous  silicate  of  magnesia. 

*  Titanic  iron. 
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It  occurs  in  dykes  or  sheets  penetrating  or  lying  between 
older  rocks,  or  upon  the  surface,  and  is  sometimes  stratified,  some- 
times columnar.  x     ^.u     i-  i.*— 

"  It  varies  in  colour  from  greyish  to  black.  In  the  ligHter 
coloured  felspar  predominates ;  in  the  darker  iron  or  a  ferrugmous 
augite."*    It  is  often  of  a  dark  green.  . 

This  stone  affords  a  great  resistance  to  crushmg,  and  is 
eminently  adapted  for  paving  curbs,  etc 

JJoirfey  Kos  is  a  basalt  found  in  Staffordshiie,  and  nsed  for  paving  teU, 

and  also  for  making  artificial  stone.  ,     .    x_!        _j  t-»- 

This  material  is  found  also  in  the  counties  of  Armagh,  Antnm,  and  lon- 

donderry. 

SLATES  AND  SCHISTS. 

Clay  Slate.— The  ordinary  slate  used  for  roofing  and  other 
purposes  is  an  argillaceous  rock,  compact  and  fine  grained.  It 
was  originally  a  sedimentary  rock,  but  it  will  no  longer  divide 
along  the  planes  of  bedding,  but  spUts  readily  along  planes  called 
"  planes  of  slaty  cleavc^e." 

This  facility  of  cleavage  is  one  of  the  most  valuable  character- 
istics that  slate  possesses,  as  it  enables  masses  to  be  split  into 
thin  sheets,  whose  surfaces  are  so  smooth  that  they  lie  dose 
together,  thus  forming  a  light  and  impervious  roof  covering. 

These  pls^jies  of  cleavage  are  caused  by  intense  lateral  pres- 
sure. 

Planes  of  cleavage  are  either  coincident  with  the  layers  of  depoeit  or  lie  at 
angles  with  them.  When  they  are  in  the  same  plaofi,  or  nearly  so,  the  rock 
is  converted  into  slabs  for  paving  ;  or  planed,  if  it  ia  soft  enough,  and  nude 
into  cisterns,  etc.  The  reason  that  it  cannot  be  made  into  roofing  elates  is 
that  the  lamina  of  the  bedding  and  the  lines  of  cleavage  ran  into  each  otSier 
and  render  the  surface  rough  and  uneven. 

There  is  another  line  of  imperfect  cleavage,  which  will  yield  to  the  chiseL 
Along  this  line  the  blocks  of  slate  are  spUt  up  longitudinally.  It  is  aloi^ 
this  line  that  fracture  occurs  when  a  slate  is  accidentally  broken.  The  split 
along  this  line  is  called  by  quarrymen  the  " Plerry*' 

Quarrying. — ^The  rock  is  worked  in  "Floors,"  or  tunnels  one  above 
another. 

Powder  is  used  to  detach  the  blocks,  which  are  plerried  into  widths  suit- 
able for  making  the  best-sized  slates  ;  then  split  into  thicknesses  of  about  three 
inches ;  cut  by  circular  saws  into  suitable  lengths ;  split  by  skilful  hands 
with  the  aid  of  thin  inch  chisels  ;  and  squared,  eiUier  by  machinery  or  by 
hand. 


^  Dana's  Mineralogy. 
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Cambrian  alatea  are  not  sawn,  because  natural  joints  occur  at  distances 
about  equal  to  the  length  of  the  slatea    They  are  generally  squared  by  hand. 

Slate  rock  becomes  more  compact  and  the  blocks  are  generally  larger  and 
more  Taluable  the  deeper  they  are  from  the  sur£eu»  ;  but  the  nde  does  not 
always  hold  good,  and  there  is  apparently  a  limit  to  it.  The  blocks  are  split 
more  easily  when  fresh  from  the  quarry. 


CHARACTEEISTICS  OF  SLATES. 

HardnoBs  and  Tonghnees. — ^A  good  slate  should  be  both  haid 
and  tough. 

If  it  is  too  soft  it  will  absorb  moisture,  the  nail  holes  will  be- 
come enlai^ged,  and  the  slate  will  be  loose. 

If  it  be  brittle  it  will  fly  to  pieces  in  the  process  of  squaring 
and  holing,  or  at  any  rate  will  break  on  the  roof  if  any  one  walks 
over  it,  which  is  often  necessary  when  the  roof  is  being  repaired. 

A  good  slate  should  give  out  a  sharp  metallic  ring  when  struck 
with  the  knuckles — ^it  should  not  splinter  under  the  slater^s  zax 
— should  be  easily  ''holed"  without  danger  of  fracture,  and 
should  not  be  tender  or  friable  at  the  edges. 

Colour. — ^The  colour  is  not  much  guide  to  the  quality  of  a 
slate.  Some  people  think,  however,  that  the  black  varieties 
absorb  moisture,  and  decay. 

The  colours  of  slates  vary  greatly.  Those  most  frequently  met 
with  are  dark  blue,  bluish-black,  purple,  grey,  and  green. 

Bed,  and  even  cream-coloured  slates  have  been  found. 

Some  slates  are  marked  with  bands  or  patches  of  a  dififerent 
colour — e,g,,  dark  purple  slates  often  have  large  spots  of  light 
green  upon  them.  These  are  generally  considered  not  to  injure 
the  durability  of  the  slate,  but  they  lower  its  quality  by  spoiling 
its  appearanca 

AbBorption.— A  good  slate  should  not  absorb  water  to  any 
perceptible  extent. 

The  amount  of  absorption  may  be  ascertained  by  the  test  given 
at  page  28. 

Grain. — ^A  good  slate  should  have  a  very  fine  grain. 

The  grain  of  the  rock  is  easily  seen,  and  the  slates  are  cut  so 
that  the  grain  is  in  the  direction  of  their  length,  in  order  that  if 
a  slate  breaks  when  on  the  roof  it  wiU  not  become  detached,  but 
will  divide  into  longitudinal  pieces,  which  will  still  be  held  by 
the  nails. 
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Veins  are  dark  marks  running  through  some  slates.  They  are 
always  objectionable,  but  particidarly  when  they  run  in  the  direc- 
tion of  the  length  of  the  slate,  for  it  will  be  very  liable  to  split 
along  the  vein. 

Pyrites. — Crystals  of  iron  pjnites  are  often  found  in  slates, 
especially  in  those  from  Scotland,  etc. 

They  are  often  considered  objectionable.  It  should,  however,  be 
borne  in  mind  that  there  are  two  varieties  of  pjnites,  of  the  same 
chemical  composition  but  of  diflferent  crystalline  form,  and  very 
different  in  their  resistance  to  atmospheric  influence. 

Ordinary  Iron  Pyrites,  consisting  of  yellow  brassy  crystals, 
generally  cubical,  weathers  well.  The  crystals  have  been  found 
perfectly  bright  and  firm  in  their  places  in  roofs  100  years  old, 
even  in  the  atmosphere  of  Glasgow. 

White  Iron  Pyrites  (or  marcasite),  on  the  other  hand,  is  easily 
decomposed,  and  slates  containing  it  ought  to  be  rejected.  This 
form  of  pyrites  is  generally  duU  and  wanting  in  lustre,  and  is 
therefore  not  easily  seen. 

Sises. — ^The  slates  sent  to  tjie  market  are  squared  in  the 
quarry — sometimes  roughly  by  hand,  sometimes  by  machinery— 
to  certain  sizes,  which  are  distinguished  by  different  names,^  as 
shown  in  the  following  Table. 

In  buying  and  selling  slates  in  this  country,  a  "  thousand  "  ia 
generally  understood  to  mean  1200  or  1260. 

The  Table  shows  the  weight  and  cost  of  1200  slates  of  each 
description;  it  also  shows  the  number  of  slates  required  per 
square  (100  superficial  feet)  of  roofing,  and  the  weight  per 
square. 

^  These  names  are  used  in  the  building  trade,  but  not  much  in  the  quarries. 
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following  Table  of  the  Different  Slates  in  use  has  been  enlarged 
ind  modified  from  one  in  Seddon's  Notu  on  the  Building  Trades.  The 
pnoes  have  been  altered  up  to  date,  and  further  particnlan  inserted : — 
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1 
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2 

« 
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8 

« 
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8 

ght 

X     8.  d. 
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37 
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45 
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70 

80 
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99 
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70 
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65 
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45 
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9f 
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14 
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10 
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^eens  and  Rags  vary  in  size,  but  average  36  X  24  inches. 
The  weights  giyen  in  cols.  2,  8  are  for  Portmadoc  slates.     Slates  from  Bangor 
Penrhyn  are  somewhat  heavier,  and  Westmoreland  slates  heavier  stilL 
The  prices  given  are  from  the  list  of  the  Oakeley  quarries  (Dec.  1877)  for  slates 
lied  at  Portmadoc    The  rates  vary  of  coarse  according  to  the  state  of  the 
cet,  though  the  prices  show  the  relative  value  of  the  different  kinds. 
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Quality. — The  market  qualities  of  slates  are  classed  in  the 
quarries  according  to  their  straightness^  smoothness  of  surface,  fair 
even  thickness,  and  in  the  Cambrian  quarries  according  to  the 
presence  or  absence  of  discoloration. 

Slates  are  generally  divided  into  1st  and  2d  qualities ;  in  some 
cases  a  *'  medium  quality  "  is  quoted. 

All  slates  for  good  work  should  be  hard,  tough,  non-absorbent, 
of  imiform  colour,  free  from  patches,  from  veins,  iron,  cross- 
grain,  and  with  smooth  and  even  surfaces. 

Thickness, — ^The  thickness  increases  with  the  area  of  the  slate, 
and  the  rule  for  the  proportionate  thickness  varies  in  different 
quarries,  but  for  Welsh  slates  is  somewhat  as  foUows : — '^ 

THICKNESS. 
l8t  QaaUty.      2d  QoiOity. 
Duchesses  and  Marchionesses  •        .        .        ^V  u^ch       ^f  inch. 
Countesses  and  large  Ladies     ...  -j^   „  i    >» 

Doubles A   »,  A   »i 

The  best  qualities  of  Welsh  slates  generally  split  easily  into 
even  sheets  with  smooth  surfaces,  and  holding  their  thmlmftm^ 
dose  up  to  their  edges,  even  after  being  squared. 

Irish  and  Scotch  slates  are  often  of  very  uneven  thickness, 
being  thicker  in  the  middle  than  near  the  edges,  and  very  much 
stouter  and  more  substantial  than  Welsh  slates  of  the  same  area. 

Slates  are  sometimes  split  too  thin,  so  that  they  are  not  strong 
enough  for  roofing  purposes.  The  Ffestiniog  quarries  have  pro- 
duced (for  exhibition  as  specimens  of  perfection  of  cleavage)  slates 
5  feet  to  10  feet  long,  6  inches  to  12  inches  broad,  only  ^  inch 
thick.« 

Tests. — ^The  following  rough  tests  are  generally  recommended, 
but  they  are  not  of  a  practical  character,  nor  can  they  be  relied 
upon.     Experience  is  required  to  judge  of  a  slate  by  the  eye. 

1.  Weigh  the  slate  carefully  when  diy,  steep  it  in  water  for  24  hours,  run 
the  water  off,  and  weigh  again — any  difference  of  weight  will  show  the 
amount  of  absorption. 

2.  Stand  the  slate  in  water  up  to  half  its  height — ^if  it  be  of  bad  quality 
the  water  will  rise  in  the  upper  half,  but  in  a  good  slate  no  sign  of  moisture 
will  be  seen  above  the  watei^line.' 

3.  Breathe  on  the  slate.  If  a  clayey  odour  be  strongly  emitted  it  may  be 
inferred  that  the  slate  will  not  "  weather."  * 


Wray.  'Hunt  » Gwilt  <  Denipsey. 
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EOate  EOabs. — ^Besides  the  small  thin  Blates  HBed  for  roofing,  laige  and 
thick  slahe,  and  even  blocks  of  slate,  are  quarried  out  and  used  for  many 
purposes  connected  with  building  and  engineering  works. 

Slate  in  these  forms  is  particularly  useful  on  account  of  its  strength. 
^  The  strength  of  slate  1  inch  thick  is  considered  equal  to  that  of  Portland 
stone  5  inches  thick," ^  and  ''its  resistance  to  shearing  is  said  to  be  greater 
than  that  of  any  other  stone."  * 

Slate  slabs  are  easily  obtained  of  any  length  under  6  or  even  8  feet,  and 
containing  from  10  to  30  superficial  feet. 

Their  thickness  ranges  from  1  inch  to  3  inches. 

Larger  slabs  may  be  obtained  by  jmying  extra.  The  Exhibition  of  1862 
contained  one  sent  by  the  Llangollen  Slate  Company  which  measured 
20  X  10  feet,  and  weighed  4^  tons  ;  also  several  from  the  Ffestiniog  quarries 
of  the  Welsh  Slate  Company  averaging  14  feet  by  7  or  8  feet' 

They  may  be  procured  either  self-faced — that  is,  as  they  are  split  from  the 
blocks-— rough  sawn,  quarry  planed,  or  polished. 

The  edges  are  sawn  square,  planed,  filed,  or  rounded. 

Such  slabs  may  be  fitted  with  great  accuracy,  and  are  used  for  cisterns, 
nrinals,  troughs,  mantelpieces,  baths,  window  and  door-sills,  skirtings,  floor- 
ing, wine-bins,  steps,  landings,  etc 

Slate  Blocks,  containing  as  much  as  2  or  3  cubic  feet,  can  easily  be 
obtained. 

Li  Wales  and  other  slate  districts  they  are  sometimes  used  for  the  walls  of 
buildings,  and  slate  in  scantlings  is  substituted  for  much  of  the  wood  work, 
t,g,^  in  door  and  window  frames. 

Slate  is  also  sent  out  from  the  quarries  in  the  form  of  steps,  sills,  etc. 

The  same  material  is  used  for  making  ridge  rolls  of  different  patterns  for 
roofs,  dowels  for  heavy  masonry,  etc  etc. 

Bnamelled  Slate  is  prepared  by  painting  slate  slabs,  baking  them,  colour- 
ing to  pattern,  covering  them  with  a  coating  of  enamel,  rebaked  and  rubbed 
down  several  times  alternately,  and  then  polished. 

It  is  often  made  to  represent  different  varieties  of  marble,  and  is  much  in 
request  for  chimney-pieces  and  other  purposes  for  which  marble  is  used,  also 
for  sanitary  purposes. 

Varieties  in  use. — There  are  many  slate  quarries  throughout 
Great  Britain  and  Ireland,  on  the  Continent,  also  in  Canada  and 
the  United  States. 

Some  American  slates  have  been  imported  during  late  years, 
but  the  great  bulk  of  the  slates  used  for  building  are  from  home 
quarries. 

Welsh  Slates. — ^The  finest  slates  found  in  the  United  Kingdom  come 
from  Wales. 

1  Papworth,  667.  '  Wray. 

'  Hunt's  ffandbookf  Exhibition  1862. 
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The  slates  from  the  SUurian  fonoAtionB  of  Merionethshire,  Montgomeiy- 
shire,  etc.,  are  generally  of  a  blue  or  grey  coloor,  and  of  beautifdl  cleavage, 
splitting  very  thin,  and  sawn  square  by  machinery.  The  best-known  quarries 
are  those  in  the  Ffestiniog  district,  such  as  the  Oakeley  quarries  and  those  of 
the  Cwmorthen  and  Welsh  Slate  Companies. 

The  slates  of  the  CawJbriam,  formation  in  Carnarvonshire  are  of  varied 
colours — ^blue,  purple,  green,  and  dark  grey.  They  are  more  siliceous  than 
the  Lower  Silurian  slates,  and  not  so  eaisily  cleaved.  They  are  therefore 
thicker  and  heavier,  but  they  are  very  hard  and  ring  well  when  struck. 
Their  edges  are  not  sawn,  for  the  reasons  given  above.  The  best-known 
quarries  are  those  of  Bangor,  Dinorwig,  and  Penrhyn. 

Many  of  the  quarries  produce  also  slabs  of  first  rate  quality. 

English  Slates  are  generally  thicker  and  coarser  thim  those  from  Wales — 
hard,  tough,  and  very  durable.  The  best  known  are  the  green  slates  from 
Westmoreland,  and  the  slabs  from  Delabole  in  ComwalL 

Scotch  Slates  are  also  thick  and  coarse,  and  generally  contain  a  laige  pro- 
portion of  iron  pyrites,  which^  however,  does  not  interfere  with  their  good 
weathering  qualities. 

The  best  known  quarries  are  those  of  Ballachulish,  Easdale,  and  CullipooL 
They  are  generally  blue. 

Irish  Slates. — ^Many  of  the  best  qualities  resemble  the  Welsh  varieties, 
others  are  thicker  and  coarser. 

Among  the  best  known  Irish  roofing  slates  are  those  from  Eillaloe,,or  from 
the  county  Kilkenny.  Slabs  of  a  high  quality  are  exported  from  Valencia,  in 
county  Kerry. 


TABLE  OF  SLATE  QUARRIES. 
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lUABBT. 


l«h  Blatas. 

lOR       BOTAL 

in  Co. 

OHOOCH, 
ERLLOKNET, 

EWKRN,   and 
crQnarriefl  . 
LiAK  Slats  Co. 
wna 

ORTHEN 
iTS  Ca 
RWIO    . 
WT8  CaSSON 
iTHRA   . 

riKioo  Welsh 
iTR  Co. 
7AIR  BOTAL 

iTR  Ca 

OOLLEM 
iTB  Co. 

HWRDD         or 
RATES 
ffOTFERN 
CLET      . 

aET 
IHTN     . 

SAN       . 

rFACHKO 

TDD 

ml  Quarries  . 
rLAND  Abbey 


lish  Slates. 
.E8IDE  . 

\8TLE  . 
JNOTON 
kTE  Co. 

rsTALL,  Long- 

1  •  .  . 

■L  .  . 


rroN  . 
ROLE  Slate 


RT 

r  Ireletu  . 

DALE  . 
CBSTON 
rPORT  . 
ICCA     . 


NEAREST  FORT 
OR  STATION. 


Bangor     . 


Machynlleth 

Carnarvon 
Ffestiniog    and 

Portmadoc 
Port  Dinorwic 
Doffwys  . 
Camanron 
Ffestiniog    and 

Portmadoc 

Bangor     . 
Llangollen 

Rhiwbryffdir 
Duffwys   . 
Ffestiniog    and 

Portmadoc 
Rhiwbryffdir 
Bangor 

Ffestiniog 

Penmachno 

Ffestiniog 

Corris 

Whitland 


COUNTY. 


Windermere 
Boscastle  . 

Ulverstono 

Tavistock 
Wadebridge 
Plymouth 
Ulverstone 

Camelford 

Bardon     . 
Ulverstone 
Windermere 
Launceston 
Maryport . 
Totness    . 


Carnarvonshire 


Mont^meryshire 

Denbighshire 

Carnarvonshire 

Merionethshire  . 

Carnarvonshire  . 

Merionethshire  . 

Carnarvonshire  . 

Merionethshire     . 

Carnarvonshire 

Denbighshire 

Merionethshire     . 
Do. 

Do. 
Do. 

Carnarvonshire     . 

Merionethshire 
Carnarvonshire     . 
Merionethshire 

Do. 
Caermarthenshire 


Westmoreland 
ComwalL 

Lancashire  . 

Devonshire  . 
Cornwall. 
Devonshire  . 
Lancashire  . 

Cornwall 

Leicestershire 
Ijancashire  . 
Westmoreland 
Cornwall. 
Cumberland 
Devonshire  . 


NATURE  OF  SLATE 
AND  REMARKS. 


Pniple  roofing  shitM  and  slabs. 


Blue  do.  do. 

Blae  do.  do. 

Blue,  paiple,  and  spotted  do.  do. 

Blae  roofing  slates  and  slabs. 
Bine,  imrple,  and  green  do.  da 
Bine  and  grey  roofing  do.  do. 
Fale  green,  bine,  and  red,  da  da 

Blue  roofing  slates  and  slabs. 

Qroen  and  bine  roofing  slates. 

Remarkable  for  the  si»  of  the  slabs 
prodnced. 

Bine  and  grey  roofing  slates  and  slabs. 
Do.  do. 

Blue  roofing  slates  and  slabs. 

Do.  do. 

Roofing  slates  and  slabs ;  generally 
bine  or  pnrple,  some  green. 

Bine  and  grey  roofing  slates  and  slabs. 

Blue  slates  and  slabs. 

Blue  and  grey  roofing  slates  and  slabs. 

Slabs ;  bluish-grey  slates. 

Green  roofing  slates. 


Green  roofing  slates. 

Pale  bine  roofing  slates  and  slabs. 
Roofing  slates ;  nearly  worked  ont. 

Roofing  slates,  slabs. 

Rough  slates— fiags— green  slates. 

Greylsh-blne  slabs :  very  light,  strong, 
and  durable  ;  also  roofing  slates,  etc. 

Roofing  slate. 

Do. 
Green  roofing  slates. 

Greenish  slates. 

Green  roofing  slates ;  used  at  Royal 
Exchange. 
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QUARRY. 


Sagliih  Slates— 
pomfhlxt  . 
swithland 
Thranq  Crao    . 

TiLBERTHWAITE  . 

TaswARNBT  (Tin- 
tagel  Slate  Go.) 

WlBOHSCOMBE 

Woodland  . 
Teolmbbidoe 


Sootoh  Slates. 

AT£BKSHILL 

Ballaohttlish 
Bekledi     . 

BiSNAM 

cullipool  . 
Dalbeaitie 

DRUliABURN 

Easdale     . 

foudlakd  . 
Gartley     . 
Glekalmond 
Glenshee  . 

HOYSTON 
LUfRICK 
TlTRIlf 

Taniemouth 
Irish  Slates. 

ASHFORD       . 


Benduff     . 
Clonakilty 
KiLLALOE       (Im- 
perial Slate  Co.) 


Enockeoe  . 
Mealouohmore  . 
Rathdrum  . 
Valencia  . 


Victoria    Slate 
Co.  . 


NEAREST  PORT 
OR  STATION. 


Plymoath 

Barrow-oii'Soar 

"Windermere 
Coniston  . 

Padstow  . 
Wellington 
Newton  Abbott 
PadBtow  . 


Crieff 

Fort- William   . 

Achray 
Dnnkeld  . 

•  •  • 

Do. 
Perth 
Oban 

Huntly 
Gartley    . 
Pert;h 
Do. 
Forfar 
Crieff 
Forfar 
Rathven  . 


Leap 
Cork 

KUlaloe 


Carrick-on-Suir 
Do. 

Valencia  . 


COUNTY. 


Carrick-on-Suir 


Devonshire  . 

Leicestershire 

Westmoreland 
Lancashire  . 

Cornwall 
Somersetshire 
Deronshire  . 
Do. 


Perthshire   . 
Argyleshire . 

Perthshire   . 
Do. 

•  •  • 

Do. 
Da 
Argyleshire . 

Aberdeenshire 

Do. 
Perthshire   . 

Do. 

Da 

Do. 

Do. 
Banff  . 


Wicklow 

Cork    . 
Do. 

Tipperaiy 


Kilkenny 

Do. 
Wicklow 
Kerry  . 


NATURE  OF  SLATE 
AND  REMABK& 


Kilkenny 


Blocki  for  bctilding— dabs  for  par- 
ing and  ehinmey-plaoea. 

Very  durable  bine  slabs  and  rooAng 

Qreen  rooflng  tlatea. 

Bevflial  small  qnanlflB  of  gnen  akta 

Booftng  sLates  and  slabs. 
Rooflng  slates. 
Oreen  rooflng  slates. 

Slabs  for    paving    and  chimnej- 
pieoes. 

RooAng  slates. 

Roogh— ftill  of  pyittes—weafthen 
well— dark  blue. 

Rooflng  slates. 
Do. 
Do. 
Do. 
Do. 

Roo^— ftill  of  pyrites— weatbttB 
weu— dark  blue. 

Rooflng  dates. 

Do. 

Do. 

Do. 
Slab  and  block. 
Rooflng  dates. 
Slabs  and  blocks. 
Rooflng. 


Slates  resemble  those  ftom  Bsngor, 
but  thicker  and  coarser. 

Dark  colour— nearly  given  onl 
Good  qoBllty— light  and  dnrable. 

Dnllbloishgrey.  Durable.  Coarser, 
thicker,  and  heavier  than  Wdah 
slates. 

Dark  bine— reins  of  felspar. 
Slates  of  fair  qnality.l 
Slab  and  rooflng. 

Light  bluish-grey  or  greentsh-bhie 
slates.  Slabs  and  flags  for  export- 
ation. Thicker  and  more  oneven 
than  those  of  Killdoe.1  Blocks 
average  8  feet  6  inches  wide; 
some  5  feet  6  inches ;  6  inches  to 
12  inches  thick :  length  10  to  IS 

'  feet,  sometimes  as  much  as  SO 
feet 


Light  green— veiy  good. 


^  Wilkinson. 
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Stone  Slates, — So  called  "slates,"  being  merely  thin  slabs  of 
stone  which  splits  into  thin  layers  along  the  planes  of  bedding, 
are  found  in  various  parts  of  the  country,  and  used  for  roofing 
purposes.     They  are  tilestones  rather  than  true  slates. 

Among  others  may  be  mentioned  the  CoUywiston  and  Stones- 
field  "  slates,"  found  in  several  quarries  of  the  oolitic  limestone 
formation,  iiear  Stamford  in  Northamptonshire,  and  Stow-on-the- 
Wold  in  SoffliESselshire. 

They  are  good  non-conductors  of  heat,  so  that  they  keep  a  house  cool  in 
flummer  and  warm  in  winter ;  but  they  are  very  heavy,  especially  when 
soaked  with  wet,  and  therefore  require  roofs  of  heavy  scantlings  to  support 
them. 

SERPENTINE. 

Serpentine  derives  its  name  from  the  mottled  appearance  of  its 
surface,  which  is  supposed  to  resemble  the  skin  of  a  serpent. 

Composition. — ^Pure  serpentine  is  a  hydrated  silicate  of  mag- 
nesia, but  it  is  generally  found  intermixed  with  carbonate  of  lime, 
with  steatite  or  soapstone  (also  a  silicate  of  magnesia),  or  with 
diaUage,  a  foliated  green  variety  of  hornblende  and  dolomite. 

Colour. — ^The  prevailing  colour  of  serpentine  is  generally  a  rich 
green  or  red,  permeated  by  veins  of  the  white  steatite. 

Some  varieties  have  a  base  of  olive-green,  with  bands  or 
blotches  of  rich  brownish-red  or  bright-red,  mixed  with  lighter 
tints,  or  olive-green,  with  steatite  veins  of  greenish-blue;  some 
are  red,  studded  with  crystals  of  green  diallage ;  some  clouded, 
and  some  striped. 

CJiaracteristics. — Serpentine  is  massive  or  compact  in  texture, 
not  brittle,  easily  worked,  and  capable  of  receiving  a  fine  polish. 
It  is  80  soft  that  it  may  be  cut  with  a  knife. 

It  is  generally  obtained  in  blocks  from  2  to  3  feet  long,  and 
it  has  been  found  that  "  the  size  and  solidity  of  the  blocks  in- 
crease with  their  depth  from  the  surface."^ 

Uses. — ^This  stone  is  greatly  used  in  superior  buildings  for 
decorative  purposes.  It  is,  however,  adapted  only  for  indoor 
work,  as  it  does  not  weather  well,  especially  in  smoky  atmo- 
spheres, for  it  is  liable  to  attack  by  hydrochloric  and  sulphuric 
acids.  The  red  varieties  are  said  to  weather  better  than  those  of 
a  greenish  hue,  and  it  is  stated  that  those  varieties  especially 
which  contain  white  streaks  are  not  fit  for  external  work. 

1  Hunt. 

B.  c. — in  D 
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It  is  much  used  for  indoor  work,  such  as  tables,  shafts,  pilasters, 
jambs  for  chimney-pieces,  and  ornaments  of  different  kinds. 

Varietiea  in  Common  Use. — Enqlibh. — Lizard  Serpentine,  from  the 
Lizard  promontory  in  Cornwall,  is  perhaps  the  best  known  and  most  exten- 
sively used  in  this  country. 

There  are  three  varieties  of  this  Serpentine  to  be  found  in  the  locality. 

1.  "  The  principal  mass,  like  that  of  some  other  districts,  is  of  a  deep  olive- 
green,  but  this  is  variegatcKl  by  veins  or  bands  and  blotches  of  rich  brownish- 
red  or  blood-red,  mixed  with  lighter  tints."  ^ 

"  The  best  places  for  obtaining  the  red-striped  varieties  which  we  have 
seen,  occur  at  the  Balk  near  Landewednack,  at  the  Signal  Staff  Hill  near 
Cadgwith,  at  Kennack  Cove,  and  on  Qoonhilly  Downs." 

2.  ''  A  variety,  with  an  olive-green  base,  striped  with  greenish-blue  steatite 
veins,  is  found  .  .  .  near  Trelo warren.'*  ^ 

3.  ''  An  especially  beautiful  variety  is  found  at  Maen  Midgee,  Eerith 
Sands,  in  which  the  deep  reddish-brown  base  is  studded  with  crystals  of 
diallage,  which,  when  cut  through  and  polished,  shine  beautifully  of  a 
metallic  green  tint  in  the  reddish  base."  * 

Aiighaea. — Qreenish  and  reddish  serpentines  are  found  at  Llanfechell  and 
Ceryg-mollion ;  and  a  serpentinous  marble  at  Tregola,  near  Llanfechell  and 
near  Holyhead. 

Scotch. — Serpentine  rocks  occur  in  several  localities  in  Scotland. 

That  of  Fortsai/y  in  BanffshirCy ''  is  very  rich  and  varied  in  colour.  It  passes 
from  soft  green  to  de^nred,  and  is  variegated  with  veins  of  white  steatite." 

Serpentine  is  also  found  in  the  Ochil  HUUy  Aberdeemhirey  at  Killin  in 
Perth^irey  and  in  the  Shetland  Islesy  where  it  forms  the  matrix  of  the 
chrome  iron  ore. 

Irish. — Connemara  (Co.  Qalway)  furnishes  a  serpentine  in  large  blocks, 
commonly  known  as  Connemara  Marble  or  "  Irish  Oreen "  marble.  It  is  of 
two  kinds. 

The  first  is  of  a  deep  uniform  shade  of  dark  green,  but  the  other  is 
mottled,  and  made  up  of  bands  and  stripes  of  greens  of  different  shadeSy  in- 
terlaced with  white  streaks. 

The  principal  quarries  are  near  Ballinahinchy  Letterfraeky  and  Clifden. 

Other  green  serpentines  are  found  at  Crohy  Head,  and  Aughadovey  in 
Donegal,  and  near  Lough  Qill  in  county  Sligo.* 

Ancient. — Vert  Antique  is  a  name  applied  to  many  varieties  of  green  ser- 
pentinous rock  used  by  the  ancient  Romans.  ^'Tliese  ornamental  stones, 
exported  from  the  ruins  of  buried  cities,  have  been  recut  and  polished,  and 
are  now  used  in  the  internal  decorations  of  modem  buildings."  ^  A  detailed 
description  of  the  different  varieties  will  be  found  in  Professor  Hull's  Treatise 
an  the  Building  and  Ornamental  Stones  of  Great  Britain  and  Foreign  Countries. 

SANDSTONES. 
ComipoBition. — Sandstones  consist  generally  of  grains  of  quartz 

*  Hull's  Building  and  OmameiUal  Stones. 

'  Report  on  the  Geology  qf  Oomwally  Devon,  and  Somerset,  by  Sir  H.  de  la  Beche. 

»  Hull.  \  Wray. 
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— i.«.  sand — cemented  together  by  silica,  carbonate  of  lime,  car- 
bonate of  magnesia,  alumina,  oxide  of  iron,  or  by  mixtures  of 
these  substances. 

In  addition  to  the  quartz  grains  there  are  often  other  sub- 
stances, such  as  flakes  of  mica,  fragments  of  limestone,  argillaceous 
and  carbonaceous  matter,  interspersed  throughout  the  mass. 

As  the  grains  of  quartz  are  imperishable,  the  weathering 
qualities  of  the  stone  depend  upon  the  nature  of  the  cementing 
substance,  and  on  its  powers  of  resistance  under  the  atmosphere 
to  which  it  is  exposed. 

Sometimes,  however,  the  grains  are  of  carbonate  of  lime,  em- 
bedded in  a  siUceous  cement ;  in  this  case  the  grains  are  the  first 
to  give  way  under  the  influence  of  the  weather. 

Colour. — Sandstones  are  found  in  great  variety  of  colour — 
white,  yellow,  grey,  greenish-grey,  light  brown,  brown,  red,  dark 
blue,  and  even  black. 

The  colour  is  generally  caused  by  the  presence  of  iron. 

Thus  carbonate  of  iron  ^  givea  a  bluish  or  greyish  tint ;  anhydrous  sesqui- 
oxide  *  a  red  colour  ;  hydrated  sesquioxides  ^  give  varioiis  tints  of  brown  or 
yellow,  sometimes  blue  and  green.  In  some  cases  the  blue  colour  is  produced 
by  very  finely  disseminated  iron  pyrites,  and  in  some  by  phosphate  of  iron. 

Classiflcation. — The  sandstones  used  for  building  are  gener- 
ally classed  as  follows,  either  practically  according  to  their  phy- 
sical characteristics,  or  scientifically  according  to  their  geological 
position  or  the  nature  of  their  constituents. 

Pbactical  Classification. — Liv^  Rock  is  the  term  apphed,  perhaps  more  in 
Scotland  than  in  England,  to  the  best  and  most  homogeneous  stone  which  comes 
oat  in  large  blocks,  undivided  by  intersecting  vertical  and  horizontal  joints. 

Flagstones  are  those  which  have  a  good  natural  cleavage,  and  split  there- 
fore easily  into  the  thicknesses  appropriate  for  paving  of  different  kinds. 
The  easy  cleavage  is  generally  caused  by  plates  of  mica  in  the  beds. 

TiUstones  are  flags  from  thin-bedded  sandstones.  They  are  split  into 
layers — sometimes  by  standing  them  on  their  edges  during  frost, — and  are 
much  used  in  the  North  of  England  and  in  Scotland  as  a  substitute  for  slates 
in  covering  roofs. 

Freestom  is  a  term  applied  to  any  stone  that  will  work  freely  or  easily  with 
the  mallet  and  chisel — such,  for  example,  are  the  softer  sandstones,  and  some 
of  the  limestones,  including  Bath,  Caen,  Portland,  etc 

Orits  are  coarse-grained,  strong,  hard  sandstones,  deriving  their  name  from 
the  millstone  grit  formation  in  which  they  are  found.  These  stones  are  very 
valuable  for  heavy  engineering  works,  as  they  can  be  obtained  in  large  blocks. 

Scientific  Classification. — ^The  geological  formations  from  which  the 
different  varieties  of  sandstone  are  obtained  are  shown  in  the  Tables,  pp.  39-48, 

*  Ferrous  Carbonate,  *  Ferric  Oxide,  •  Ferric  Hydrates, 
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but  any  further  notice  of  their  classification  from  a  geological  point  of  view 
would  be  out  of  place  in  these  Notes.  With  regard  to  their  constituents, 
they  may  be  divided  into  the  following  classes  : — 

Micaceoxis  Sandstones  are  those  which  contain  a  very  large  proportion  of 
mica,  distributed  over  the  planes  of  bedding. 

Calcareous  Sandstones  contain  a  large  proportion  of  carbonate  of  lime. 

Felspalhic  Sandstones  contain  a  large  proportion  of  felspar,  generally  pro- 
duced by  the  disintegration  of  granite  or  other  felspathic  rocks.  The  weather- 
ing qualities  of  these  depend  upon  the  nature  of  the  felspar.     (See  p.  13.) 

Meta^norphic  Sandstones  are  those  which  have  been  subjected  to  heat.  They 
are  too  hard  to  work  for  building  purposes,  but  are  very  suitable  for  breaking 
into  road  metaL 

Tests. — Fracture, — The  recent  fracture  of  a  good  sandstone,  when  ex- 
amined through  a  powerful  magnifying  glass,  should  be  bright,  clean,  and 
sharp,  the  grains  well  cemented  together,  and  tolerably  imiform  in  size.  A 
dull  and  earthy  appearance  is  the  sign  of  a  stone  likely  to  decay. 

BrardPs  and  Smithes  Tests. — A  sandstone  may  be  subjected  to  Smith's  test 
or  to  Brard's  test,  described  at  page  11. 

Weight  and  Absorption. — Recent  experiments  ''  led  to  tlie  conclusion  that 
any  sandstone  weighing  less  than  130  lbs.  per  cubic  foot,  absorbing  more  than 
6  per  cent  of  its  weight  of  water  in  24  hours,  and  effervescing  anything  but 
feebly  with  acid,  is  likely  to  be  a  second-class  stone,  as  regards  durability, 
where  there  is  frost  or  much  acid  in  the  air  ;  and  it  may  be  also  said  that  a 
first-class  sandstone  should  hardly  do  more  than  cloud  the  water  with  Mr. 
Smith's  test."^ 

Ghrain. — ^It  is  generally  considered  that  the  coarse-grained 
sandstones,  such  as  the  millstone  grits,  are  the  strongest  and  most 
durable.  This,  however,  seems  doubtful ;  at  any  rate,  some  of  the 
finer-grained  varieties  are  quite  strong  enough  for  any  purpose, 
and  seem  to  weather  better  than  the  others. 

"  It  appears  probable  that  for  external  purposes  the  finer-grained 
sandstones,  laid  on  their  natural  bed,  are  better  than  those  of 
coarser  grain."  ^ 

Thickness  of  Layers. — In  selecting  sandstone  for  imdercut 
work  or  for  carving,  care  must  be  taken  that  the  layers  are  thick ; 
and  it  is  of  course  important  that  stones  should  rest  in  most 
cases  (see  p.  37,  Part  I.)  on  their  natural  beds. 

Uses. — ^The  hardest  and  best  sandstones  are  used  for  import- 
ant ashlar  work ;  those  of  the  finest  and  closest  grain  for  carving ; 
rougher  qualities  for  rubble ;  the  well-bedded  varieties  for  flags.  \ 

"Some  of  the  harder  sandstones  are  used  for  sets,  and  also 
for  road  metal,  but  they  are  inferior  to  the  tougher  materials,  and 
roads  metalled  with  them  are  muddy  in  wet,  and  very  dusty  in 
dry  weather."  ^ 

*  Wiay. 
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Prinoipal  Varieties  in  common  use. — ^A  few  of  the  best 
known  sandstones  will  now  be  described,  after  which  a  list  will 
be  given  of  some  of  the  principal  quarries  in  Great  Britain  and 
Ireland. 

Bramley  FalL — ^The  original  stone  known  nnder  this  name  was  a  moder- 
ately coarse-grained  sandstone  of  the  millstone  grit  formation,  from  Bramlej, 
near  Leeds.     It  held  a  very  high  character  for  durability  and  strength. 

It  was  found  in  large  blocks,  and  was  specially  suited  and  used  for  heavy 
engineering  works. 

Thin  stones  of  good  quality  cannot  be  produced  from  the  best  beds  of  the 
quarries  without  great  waste.  When  therefore  such  stones  are  sx>ecified,  they 
are  sometimes  supplied  from  the  upper  beds,  which  are  of  inferior  quality.^ 

The  original  Bramley  Fall  quarries  have  long  since  been  worked  out,  but  a 
great  deal  of  similar  stone  is  found  to  the  north  of  Leeds,  and  is  sold  under 
the  same  name. 

As  a  rule  the  stone  sold  under  this  name  has  considerable  strength  and 
durability,  but  in  some  cases  an  excess  of  grains  of  potash-felspar  makes  it 
weather  badly. 

Bramley  Fall  stone  has  been  used  for  the  most  massive  engineering  struc- 
tures in  the  country.  Its  weathering  qualities  may  be  observed  in  Elrkstall 
Abbey,  near  Leeds,  which  was  built  with  this  stone  in  the  twelfth  century. 

Torkflhire  SandBtones. — There  are  so  many  quarries  producing  stone  of 
very  similar  quality  and  characteristics,  classed  under  this  head,  that  it  would 
be  useless  to  describe  them  in  detail. 

These  stones  come  chiefly  from  the  coal  measures  and  millstone  grit  series ; 
a  few  come  from  the  new  red  sandstone  formation. 

In  consequence  of  the  large  number  of  quarries  in  Yorkshire,  the  stone  is 
commonly  known  as  Yorkshire  stone,  but  a  great  deal  of  similar  stone  is  found 
in  the  adjacent  counties. 

Of  these  stones  the  finer  grained  are  suitable  for  building  purposes,  while 
the  grits  are  more  adapted  for  heavy  engineering  works. 

A  few  of  the  quarries  are  mentioned  in  the  Table  at  pages  39  to  48. 
There  are  several  round  about  the  principal  towns. 

The  best  flags  and  landings  come  from  near  Bradford  and  Halifax. 

Scotg^ate  Ash. — ^This  stone  is  produced  from  quarries  somewhat  recently 
opened  near  Harrogate.  Several  specimens  of  it  were  shown  at  the  Inter- 
national Exhibition  of  1872. 

The  quarries  produce  landings  of  any  size  up  to  150  feet  superficial,  steps 
np  to  20  feet  in  length,  sets,  paving  and  building  stones. 

Some  of  the  stone  is  white,  some  of  a  light  green  tint,  and  a  bed  called  the 
ragstone  is  specially  recommended  by  the  proprietors  for  heavy  engine  bases, 
foundations,  etc 

Forest  of  Dean  Stone. — This  very  useful  stone  is  found  in  the  coal 
measures  near  Lydney  and  Coleford  in  Gloucestershire. 

There  are  three  distinct  series  or  beds  of  considerable  thickness.  Of  these 
the  upi)er  series  consist  of  a  soft,  easily  worked  stone  of  various  degrees  of 
hardness.  The  second  series  is  harder  than  the  first,  and  the  third  harder 
than  the  second,  and  of  a  finer  grit.  Both  the  second  and  third  series  can  be 
quarried  in  blocks  of  any  size. 

'  Air.  Trickett  in  Building  News,  25th  June  1871. 
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The  first  and  second  series  are  of  a  grey  colour,  the  third  is  bluer.  Some 
of  the  stone  has  a  brownish  tint. 

The  stone  weathers  well  if  placed  upon  its  natural  bed.  Some  used  in  the 
churches  of  Newland,  Staunton,  and  Mitcheldean,  that  has  been  exposed  400 
years,  still  retains  the  tool-marks  as  sharp  as  ever,  but  this  of  course  was  from 
the  best  quarries,  carefully  selected. 

There  are  a  great  many  quarries  in  the  hands  of  different  proprietors.  It 
is  unnecessary  to  give  their  names. 

The  stone  is  admirably  adapted  for  building,  or  for  heavy  engineering 
work  such  as  bridges  and  docks. 

Where  used, — It  has  been  used  in  the  construction  of  Cardiff,  Newport, 
Gloucester,  and  Swansea  docks ;  Folly  Bridge,  Oxford ;  Cardiff  Castle  and 
National  Provincial  Bank,  Marlborough  ;  Cardiff  new  Barracks  ;  port  of  Llan- 
daff ;  interior  of  St  John's  and  Exeter  Colleges ;  Taylor  and  Randolph's 
buildings,  Oxford  ;  Eastun  Castle  and  Witley  Court,  Doncaster,  etc  etc 

Mansfield  Stone  is  one  of  the  best  known  and  most  important  building 
stones  in  the  country. 

It  is  a  siliceous  dolomite  (see  p.  69),  and  is  found  near  Mansfield,  Notting- 
hamshire, in  the  Permian  system,  between  the  new  red  sandstone  and  the 
carboniferous  series. 

There  are  several  beds  found  in  the  quarries,  which  differ  considerably 
from  one  another  both  in  composition  and  texture. 

There  are,  however,  two  principal  varieties  of  the  stone  sent  into  the 
market,  the  white  and  the  red,  both  of  them  good  for  building  purposes. 

Of  these  varieties  the  red  is  considered  more  durable  than  the  white.  Both 
kinds  last  well  in  a  clear  atmosphere.  They  are  all  admirably  adapted  for 
the  finest  ashlar  work,  turned  columns,  mouldings,  carvings,  etc. 

White  Mansfield. — ^There  are  several  beds  of  this  stone.  The  top  bed  of 
all  has  a  coarser  grain  than  the  others.  The  second  and  third  beds  supply  a 
very  good  fine-grained  stoue,  fit  for  the  finest  ashlar  work  ;  while  the  lowest 
bed  is  much  harder  than  the  others,  and  is  well  adapted  for  stairs,  paving, 
landings,  etc 

Red  Mansfield  is  more  generally  of  uniform  quality  and  appearance.  The 
stones  of  the  darkest  colour  are  considered  the  best 

This  stone  is  quarried  by  wedges,  without  blasting.  It  is  procurable  in 
blocks  weighing  as  much  as  1 0  tons,  and  from  4  to  5  feet  thick. 

It  can  be  sawn  at  the  quarries  into  blocks  and  slabs,  or  turned  on  a  lathe 
into  colunms  of  any  moderate  diameter. 

Where  used. — Red, — Bilton  House,  Trafalgar  Square,  flagging  of  terrace  ; 
Hyde  Park.  Albert  Memorial,  squares  of  flagging  of  terrace  ;  Burlington 
House,  ashlars,  columns,  and  niches  ;  St.  Pancras  Hotel  and  Station  ;  voussoirs 
of  arch  in  main  entrance,  plinth  of  hotel,  corbels,  etc 

White, — ^Town-hall,  Mansfield,  Clumber  Lodge,  etc. 

Craigleith  Stone  is  perhaps  the  most  durable  sandstone  in  the  United 
Kingdom.  It  consists  of  quartz  grains  united  by  a  siliceous  cement,  with 
small  plates  of  mica.  It  contains  98  per  cent  of  silica  and  only  1  per 
cent  carbonate  of  lime.  It  is  found  near  Edinbui^h,  and  is  used  extensively 
in  that  city,  and  also  exported. 

Many  other  sandstones  of  nearly  equal  importance  to  the  above 
are  mentioned  in  the  following  Tables : — 
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LIMESTONES. 

The  term  limestone  is  applied  to  any  stone  the  greater  propor- 
tion of  which  consists  of  carbonate  of  lime ;  but  the  members  of 
the  class  differ  greatly  in  chemical  composition,  texture,  hardness, 
and  other  physical  characteristics. 

Ck>mpo8ition. — Chalk,  Portland  stone,  marble,  and  several  other 
varieties  of  limestone,  consist  of  nearly  pure  carbonate  of  lime, 
though  they  are  very  dissimilar  in  texture,  hardness,  and  wea- 
thering qualities. 

Other  limestones,  such  as  the  dolomites,  contain  a  very  large 
proportion  of  carbonate  of  magnesia.  Some  contain  clay,  a  large 
proportion  of  which  converts  them  into  marls,  and  makes  them 
useless  for  building  purposes.  Many  limestones  contain  a  con- 
siderable proportion  of  silica,  some  contain  iron,  others  bitumen. 

The  carbonate  of  lime  in  stones  of  this  class  is,  of  course, 
liable  to  attack  from  the  carbonic  acid  dissolved  in  the  moisture 
of  ordinary  air,  and  is  in  time  destroyed  by  the  more  violent  acids 
and  vapours  generally  found  in  the  atmosphere  of  large  towns. 

Texture. — ^A  great  deal  depends  therefore  upon  the  texture  of 
the  stone. 

The  best  weathering  limestones  are  dense,  uniform,  and  homo- 
geneous in  structure  and  composition,  with  fine  even  small 
grains,  and  of  a  crystalline  texture. 

Some  limestones  consist  of  a  mass  of  fossils,  either  entire,  or 
broken  up  and  united  by  cementing  matter.  Others  are  entirely 
made  up  of  round  grains  of  carbonate  of  lime,  generally  held 
together  by  cement  of  the  same  material      (See  p.  56.) 

The  Eoyal  Commissioners  gave  a  preference  to  limestones  as  a 
class,  "  on  account  of  their  more  general  uniformity  of  tint,  their 
comparatively  homogeneous  structure,  and  the  facility  and  economy 
of  their  conversion  to  building  purposes ;"  and  of  this  class  they 
preferred  "  those  which  are  most  crystalline." 

Many  of  the  most  easily  worked  limestones  are  very  soft  when 
first  quarried,  but  harden  upon  exposure  to  the  atmosphere. 

"  Kiis  is  said  to  arise  from  a  slight  decomposition  taking  place, 
which  wiU  remove  most  of  the  softer  particles  and  leave  the 
hardest  and  most  durable  to  act  as  a  protection  to  the  remainder."* 
By  others  it  is  attributed  to  the  escape  of  the  "  quarry  damp." 

1  Gu,idt  to  Mustum  0/ Practical  Geology,  by  R.  Hunt,  F.R.S. 

B.  c. — ^ra  E 
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ClassifLoation. — Limestones  are  classed: — 1st,  Scientifically, 
from  a  geological  point  of  view ;  or,  2d,  Practically,  according  to 
their  physical  characteristics. 

Scientific  Classification. — Limestones  are  known  as  Carboniferous,  Lias, 
etc.,  according  to  the  formation  from  which  they  are  obtained.  These  forma- 
tions are  shown  in  the  Tables,  pp.  67  to  73,  but  they  need  not  be  further 
referred  to. 

Practical  Classification. — The  terms  Ziwer  rock^  Freestone^  Fla^tiane^  are 
applied  to  limestones  in  the  same  way  as  to  sandstones  (see  p.  35). 

The  difference  in  the  physical  characteristics  of  limestones  leads  to  their 
classification  by  the  engineer  as  follows  : — 

Marbles. 

Compact  limestones. 
Granular         „ 
Shelly 
Magnesiau      „ 

These  will  now  be  described  in  turn. 


MARBLES. 

Marble  is  the  name  practically  given  to  any  limestone  which 
is  hard  and  compact  enough  to  take  a  fine  polish. 

The  name  is  frequently,  however,  erroneously  applied  to  other 
stones,  such  as  serpentine,  merely  because  they  are  capable  of 
being  polished. 

Some  marbles — such,  for  example,  as  those  from  Devonshire — 
will  retain  their  polish  indoors,  but  lose  it  when  exposed  to  the 
weather. 

Marble  is  found  in  all  great  limestone  formations.  It  con- 
sists generally  of  pure  carbonate  of  lime.  The  texture,  degree  of 
crystallisation,  hardness,  and  durability,  of  diflferent  varieties  vary 
considerably. 

Marble  can  generally  be  reused  in  large  blocks.  The  hand- 
somer kinds  are  too  expensive  for  use,  except  for  chimney-pieces, 
table  slabs,  inlaid  work,  etc. 

The  less  handsome  varieties  are  used  for  building  in  the  neigh- 
bourhood of  the  quarries. 

The  appearance  of  the  ornamental  marbles  differs  greatly. 
Some  are  wholly  of  one  colour,  others  derive  their  beauty  fix)m  a 
mixture  of  accidental  substances — metallic  oxides,  etc.,  which 
give  them  a  veined  or  clouded  appearance.      Others  receive  a 
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varied  and  beautiful  "  figure "  from  shells,  corals,  stems  of  en- 
crinites,  etc.,  embedded  in  them. 

Uses. — Marble  is  used  in  connection  with  building  chiefly  for 
columns,  pilasters,  mantelpieces,  and  for  decoration. 

The  weight  of  marble  makes  it  suitable  for  sea-walls,  break- 
waters, etc.,  when  it  is  cheaply  obtainable,  but  some  varieties  are 
liable  to  the  attacks  of  boring  molluscs.     (See  p.  10.) 

In  the  absence  of  better  material  marble  may  be  used  for  road 
metal  and  paving  setts,  but  it  is  brittle  and  not  adapted  to  with- 
stand a  heavy  traffic.  Eoads  made  with  it  are  greasy  in  wet 
weather  and  dusty  when  dry. 

Different  forms  of  Marble. — Encrinal  and  Shell  Marbles  are  those 
which  derive  their  figure  from  embedded  fossils,  encrinites  (lily-shaped  plants 
with  jointed  stems),  or  fossils  of  ordinary  shells. 

Madrepore  Marbles  are  made  up  entirely  of  fossil  corals. 

Ancient  Marbles. — Many  of  the  marbles  used  by  the  ancients,  and  handed 
down  to  us  in  the  shape  of  works  of  art,  are  not  now  known  in  their  natural 
state. 

Their  markings  and  tints  are  frequently  imitated  in  artificial  marbles,  and 
the  ancient  names  are  applied  to  the  imitations. 

Varieties. — A  good  deal  of  the  marble  used  in  this  countrj 
comes  from  the  Continent. 

Of  the  varieties  found  in  England,  the  best  known  are  those  of  various 
colours  from  Devonshire  ;  black  and  grey  marbles  from  Derbyshire ;  the 
Parbeck  marble  from  Dorsetshire  ;  Mona  marble  from  Anglesea. 

There  are  many  varieties  in  Scotland^  but  they  are  chiefly  used  locally, 
and  burnt  for  Hme. 

Ireland  supplies  marbles  of  all  colours.  Black  from  Galway,  Kilkenny, 
and  other  counties  ;  dark  grey  and  sienna  from  King's  County  ;  white  from 
Donegal  ;  red  from  County  Cork.  The  so-called  Connemara  marble  is  a 
serpentine  (see  p.  34). 
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Compact  Limestone. — Composition  and  Structure, — Compact 
limestone  consists  of  carbonate  of  lime  either  pure  or  in  combina- 
tion vrith  sand  or  clay. 

It  is  generally  devoid  of  crystalline  structm^,  of  a  dull  earthy 
appearance,  and  of  a  dark  blue,  grey,  black,  or  mottled  colour. 

In  some  cases,  however,  it  is  crystalline  and  full  of  organic 
remains.     It  is  then  properly  known  as  a  crystalline  limestone. 

Some  of  the  Carboniferous  limestones  are  of  the  compact  class, 
also  the  Lias  limestone,  which  contains  a  considerable  amount  of 
clay,  and  is  used  for  making  hydmulic  lime ;  also  Kentish  Hag  from 
the  Cretaceous  system,  which  is  more  fully  described  at  page  64. 

Uses, — The  compact  limestones  are  good  for  biiilding  purposes, 
where  their  dull  colour  and  the  difficulty  of  working  them  are  not 
objections. 

They  are  useful  for  paving  sets  and  road  metal  under  a  light 
traffic. 

They  are  chiefly  used  however  as  flux  in  blast  furnaces ;  for 
agriculture,  bleaching,  tanning,  and  other  industrial  purposes. 

Weight. — They  weigh  from  153  to  172  lbs.  per  cubic  foot,  and 
absorb  very  little  water,  taking  up  generally  less  than  1  per  cent 
of  its  weight  in  twenty-four  hours. 

Granular  Iiimestones.  —  Composition  and  Structure,  —  These 
limestones  consist  of  grains  of  carbonate  of  lime  cemented  together 
by  the  same  substance,  or  by  some  mixture  of  carbonate  of  lime 
with  silica  or  alumina. 

Size  of  Grains,- — They  are  generally  found  in  the  Oolitic  (or 
eggstone)  formation.  The  grains  vary  greatly  in  size.  In  some 
cases  they  are  very  small  and  uniform,  very  few  being  of  a  larger 
size.  When  the  whole  of  the  grains  are  somewhat  larger  they 
constitute  what  are  called  " Eoestones**  the  structure  resembling 
that  of  the  roe  of  a  fish.  When  the  grains  are  still  larger,  as  big 
as  peas,  the  stones  are  known  as  Pisolites,  ox  pea  stones. 

These  stones  nearly  all  contain  fossil  shells.  In  some  cases 
the  shelly  matter  occurs  in  larger  quantity  than  the  grains.  They 
are  then  called  shellj/  granular  li^nestones. 

Colour, — The  colour  of  these  stones  is  very  variable,  being 
sometimes  white,  light  yellow,  light  brown,  or  cream-coloured. 

Weathering  Qualities, — The  granular  limestones  are  generally 
soft  and  somewhat  absorbent.  They  are  therefore  liable  to  the 
attacks  of  acid  atmospheres,  and  of  frost,  but  otherwise  are  fairly 
durable. 
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Nattcral  Bed. — This  stone  "is  generally  obtainable  in  large 
blocks,  and  it  ia  often  difficult  when  the  stone  has  been  sawn  to 
detect  its  natural  bed.  This  may  be  sometimes  done  by  directing 
a  jet  of  water  on  the  side  of  the  block,  and  it  is  well  to  do  this 
as  it  is  of  great  importance  with  some  of  the  less  durable  sorts 
that  they  should  be  set  upon  their  natural  bed."  ^ 

Weight  and  Absorption. — The  weight  of  this  class  of  stone  varies 
from  1 1 6  to  1 5 1  lbs.,  the  lighter  and  more  absorbent  stones  being,  as 
might  be  expected,  less  durable  than  those  of  a  more  compact  order. 

Their  absorption  of  water  in  twenty-four  hours  is  hardly  ever 
less  than  4  per  cent  of  their  weight,  whUe  it  is  sometimes  as  much 
as  12  per  cent^ 

Varieties. — This  class  affords  some  of  the  principal  building 
stones  of  this  country,  many  of  which  will  hereafter  be  described 
more  in  detail. 

The  very  fine  grained  stones  may  be  represented  by  Chilmark 
(see  page  63) ;  those  with  larger  grains  by  Portland,  Ancaster, 
and  Painswick;  and  those  with  large  spherical  grains  by  Ketton  and 
Castleton ;  while  Bath  stone  has  large  egg-shaped  grains. 

Uses. — Some  of  these  stones — such,  for  example,  as  certain 
varieties  of  Portland — are  well  adapted  for  outdoor  work ;  others 
— such  as  Bath,  Caen,  Painswick — for  internal  work,  carving,  etc.; 
while  some  of  the  harder  kinds — such  as  Seacombe,  Painswick,  and 
some  of  the  beds  of  Chilmark  and  Portland — are  adapted  for  in- 
ternal staircases  where  there  is  not  likely  to  be  much  wear. 

Shelly  Limestone. — There  may  be  said  to  be  two  classes  of 
this  stone. 

Structure." — The  first  consists  almost  entirely  of  small  shells 
cemented  together,  but  shows  no  crystals  on  fracture. 

Purbeck  is  an  example  of  this  class. 

Stones  of  the  second  class  consist  chiefly  of  shells,  but  break 
with  a  highly  crystalline  fracture. 

Of  this  class  Hopton  Wood  stone  and  NidderdaJe  stone  are 
examples. 

Colour. — This  is  given  in  the  Table,  pages  67-73. 

Uses.' — Stone  of  this  class  is  chiefly  used  for  paving. 

Weight  and  Absorption. — The  weight  of  this  class  of  stone  is 
from  about  157  to  169  lbs.  per  cubic  foot,  and  its  absorption  is 
very  small,  generally  much  less  than  2  per  cent  of  its  weight. 

Magnesian  Limestones. — Composition. — Magnesian  limestones 

1  AVray. 


58  NOTES  ON  BUILDING  CONSTRUCTION. 

are  composed  of  carbonate  of  lime  and  carbonate  of  magnesia  iu 
variable  proportions,  together  with  a  small  quantity  of  silica,  iron, 
and  alimiina. 

Many  limestones  contain  carbonate  of  magnesia,  but  those  with 
less  than  15  per  cent  do  not  come  into  the  class  now  under 
consideration. 

The  better  varieties  of  magnesian  limestone  are  those  in  which 
there  is  at  least  40  per  cent  of  carbonate  of  magnesia,  with  4  or 
5  per  cent  of  silica. 

When  the  magnesia  is  present  in  the  proportion  of  one  mole- 
cule of  carbonate  of  magnesia  to  one  molecule  of  carbonate  of  lime 
(i.e.  54*18  carb.  magnesia  and  45*82  carb.  lime),  the  stone  is 
called  a  Dolomite} 

Professor  Daniel  states  that  the  nearer  a  magnesian  limestone 
approaches  dolomite  in  composition,  the  more  durable  it  is  likely 
to  be. 

Structure. — It  is  not  merely  the  nature  of  the  constituents  or 
their  mechanical  mixture  that  gives  dolomite  its  good  qualities ; 
there  is  some  peculiarity  in  the  crystallisation  which  is  aU 
important. 

Mr.  C.  Smith  says,  "  In  the  formation  of  dolomite,  some  peculiar 
combination  takes  place  between  the  molecules  of  each  substance; 
they  possess  some  inherent  power,  by  which  the  invisible  or 
minutest  particles  intermix  and  unite  with  each  other  so  inti- 
mately as  to  be  inseparable  by  mechanical  means.  On  examining 
with  a  highly  magnifying  power  a  specimen  of  genuine  magnesian 
limestone,  such  as  that  of  Bolsover  Moor,  it  will  be  found  not 
composed  of  two  sorts  of  crystals,  some  formed  of  carbonate  of 
lime  others  of  carbonate  of  magnesia,  but  the  entire  mass  of  stone 
is  made  up  of  rhomboids  each  of  which  contains  both  the  earths 
homogeneously  crystaUised  together.  When  this  is  the  case,  wc 
know  by  practical  observation  that  the  stone  is  extremely  durable."* 

Some  magnesian  limestones  contain  sand,  in  which  case  their 
weathering  qualities  are  greatly  injured. 

Some  are  peculiarly  subject  to  the  attacks  of  sulphuric  acid, 
which  forms  a  soluble  sulphate  of  magnesia  easily  washed  away. 

Analyses. — ^The  following  Table  gives  analyses  of  some  of  the  principal 
magnesian  limestones.  The  red  and  white  Mansfield  contain  a  large  propor- 
tion of  silica  and  are  generally  classed  among  the  sandstones  (see  p.  38). 

^  After  a  French  geologist  Dolomieu,  who  was  the  first  discoverer  of  this  mineral 
in  the  Alps.  '  Smith's  LUhology. 
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1 

Dolo- 
mites. 

2 
Bols- 
over 
Moor. 

8 

Had- 
dlestoD. 

4 

Roach 
Abbey. 

6 

Park 
Nook. 

6 
Mans- 
field, 
Red. 

7 
Mans- 
field, 
White. 

8 
Mansfield 
Wood- 
house. 

9 
Pulwea 

Carbonate  of  Mag- 
nesia 
Carbonate  of  Tiime 

Silica    . 

Iron  and  Alumina 

Water  and  TjOss    . 

45*82 
54-18 

••  • 

•  •  • 

•  •  • 

40-2 

51-1 

3-6 

1-8 

8-3 

41-37 

54-19 

2-53 

0-30 

1-61 

39-4 

57-5 

0-8 

0-7 

1     1-6 

41-6 

55-7 

0-0 

0-4 

2-3 

1610 

26-60 

49-40 

3-20 

4-80 

7-30 
41-30 

•  50  00 

1-40 

42-60 
51-65 

370 -I 

2-05 

32-75 
62*80 

# 

Trace. 
2-30 
2-15 

100  0 

100-0 

100-0 

100-0 

100  0 

100  00 

100  00 

100-00 

100  00 

Cols.  2  3  4  5  from  the  Report  of  the  RoycU  Commission. 
16  7  8  Smith's  Lithology* 

9  Page's  Economic  Oeology. 

Principal  Varieties  in  common  use. — A  few  of  the  most  noted 
varieties  of  limestone  used  in  this  country  will  now  be  described, 
after  which,  at  p.  67,  will  be  given  a  list  of  some  of  the  principal 
quarries  in  Great  Britain  and  Ireland. 

Bath  Stone  is  one  of  the  best  known  and  most  extensively  used  building 
stones  in  this  countiy. 

Oeological  Positioji, — This  stone  is  obtained  from  that  division  of  the 
Oolitic  formation  which  is  known  as  the  Great  or  Bath  Oolitic  group. 
GeologicaUy  speaking  it  lies  below  the  Portland  stone,  being  separated  from  it 
hy  the  Kimmeridge  clay,  coral  rag,  and  Oxford  clay. 

The  building  stone  lies  between  beds  of  ragstone  :  dark  veins  run  at  right 
angles  to  the  beds. 

Most  of  it  is  of  a  fine  even  grain,  composed  chiefly  of  carbonate  of  lime — 
sometimes  interspersed  with  shelly  fragments. 

Some  of  the  varieties  of  this  stone  contain  sand-cracks,  vents,  clay-balls,  etc. ; 
these  should  of  course  be  avoided. 

Colour, — ^The  colour  varies  from  white  to  light  cream  colour  and  yellow. 

Quarrying, — ^The  quarries  are  worked  by  tunnelling,  and  the  stone  is  pro- 
duced in  blocks  up  to  5  or  6  feet  deep,  and  weighing  as  much  as  10  or  12  tons. 

It  is  important  that  Bath  stone  should  be  quarried  in  summer  when  it  is 
freed  from  the  ground  moisture  or  quarry  sap.  K  quarried  in  winter  it  is 
very  likely  to  fall  to  pieces  with  the  first  frost. 

Secuaninff  and  fVealhering, — The  stone  is  very  soft  when  first  quarried,  but 
hardens  upon  exposure  to  the  air  (see  p.  49).  It  is  important  that  it  should 
be  placed  on,  or  parallel  to  its  natural  bed  (see  p.  9). 

The  stone  varies  greatly  in  quality :  some  varieties  weather  badly,  while 
others  are  fit  for  external  work  in  ordinary  atmospheres. 

Size  and  Uses, — ^As  it  is  obtainable  in  large  blocks,  and  is  easily  worked,  it 
is  particularly  valuable  for  mouldings  and  carved  work. 

Quarries. — There  are  several  quarries  in  the  neighbourhood  of  Bath, 
among  which  may  be  mentioned  the  following : — 
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Box  Ground, — Found  in  beds  from  10  inches  to  4  J  feet  thick.  A  coarse 
but  sound  stone,  which  weathers  well  except  in  a  smoky  atmosphere  and  by 
the  sea.  It  is  harder  than  Combe  Down,  but  freer  from  vents.  The  stone  is 
not  now  so  easily  worked  as  it  used  to  be. 

Combe  Down  stone  differs  in  quality  according  to  locality.  The  old  quarries 
of  this  name  are  worked  out.  A  new  quarry,  called  Lodge  Stile  Combe,  has 
been  opened,  which  is  said  to  produce  a  stone  particularly  suitable  for  expo- 
sure to  smoky  atmospheres  or  sea  air,  of  a  light  colour,  and  in  beds  from  1 
to  5  feet  thick. 

Farleigh  Doum  stone  is  soft  and  very  fine  grained.  It  occurs  in  different 
beds,  from  10  inches  to  3^  feet  thick,  some  of  a  yellow,  and  others  of  a  red 
colour.  The  former  does  not  weather  well,  and  is  used  for  tracery  and 
internal  work. 

JVestwood  Down  is  produced  from  a  quarry  somewhat  recently  opened,  and 
is  stated  to  be  a  very  superior  stone,  free  from  vents  and  defects,  and  pro- 
curable in  large  and  sound  blocks. 

Cor  sham  Down, — ^This  quarry  consists  of  three  principal  varieties  in  several 
beds.  The  '^  soft  scallet,"  in  beds  about  3  feet  thick,  is  found  about  90  feet 
below  the  surface.  The  stone  from  these  beds  is  of  fine  grain,  and  suitable 
for  sculpture  and  mouldings.  Next  below  is  the  "  comgrit,"  about  4  feet 
thick,  a  harder  stone,  full  of  little  pieces  of  flint  ;  of  a  good  colour,  sound, 
and  durable,  but  imable  to  resist  frost  It  is  difficult  to  work,  but  good  for 
carrying  weight,  and  used  chiefly  for  engine  beds,  columns,  landings,  steps, 
etc.  Below  this  again  is  the  **  bottom  bed,"  an  excellent  soft  stone,  about  4^ 
feet  thick,  but  occasionally  stained  iivith  blue  patches. 

Corsham  Ridge  is  also  a  recent  quarry,  and  supplies  good  hard  stone.  It 
was  used  for  the  face  work  and  carved  pediments  of  the  Koyal  Aquarium  at 
Westminster. 

Stoke  Ground  is  an  old  quarry  which  has  recently  been  worked  with  vigoxir. 
It  consists  of  one  bed  about  6^  feet  thick,  yielding  blocks  up  to  6  tons 
weight.  The  stone  is  of  a  light  brown  colour,  soft,  easy  to  work,  fit  for  carv- 
ing, and  when  seasoned  for  external  work. 

Portland  Stone  is  obtained  from  the  upper  parts  of  the  Oolitic  series. 

It  has  already  been  mentioned  that  there  are  four  distinct  varieties  of 
Portland  stone  used  for  building,  of  which,  however,  three  only  are  generally 
sent  into  the  market. 

The  section  of  a  quarry  given  at  page  7  is  here  reproduced  for  conveni- 
ence, but  it  will  not  be  necessary  again  to  describe  the  order  in  which  the 
different  varieties  occur. 

Beginning  at  the  top  of  the  quarry  and  working  downwards,  we  find  (inters 
spersed  with  cap,  flinty  tiers,  and  other  beds  useless  for  building  purposes 
four  varieties  of  stone  all  more  or  less  useful  to  the  engineer  or  builder 
These  are  True  Roach,  Whitbed,  Bastard  Roach  or  Curf,  and  Basehed, 

As  these  four  varieties  of  stone  differ  greatly  in  their  characteristics  and  in 
the  uses  to  which  they  may  be  applied,  it  will  be  well  to  describe  them 
separately. 

Chemical  Composition. — The  chemical  composition  of  the  different  varieties 
is  almost  the  same,  and  it  may  therefore  be  given  at  once  for  the  whole. 

The  following  is  the  analysis  made  by  Professors  Daniel  and  Wheatstone  for  the  com- 
missioners who  selected  the  stone  for  the  Houses  of  Parliament : — 

SiUca 1-20 

Carbonate  of  lime  .  .  .  .  95*16 

Carbonate  of  magnesia  .  .  .  1  "20 


LIMESTONES.  6i 

IroD  uid  ■lumins  ....        0*50 

Water  uid  loss   .  .  .  .  1-94 

Bitumen  .....  A  tnce. 

It  will  be  Been  tlut  the  stone  canuBta  almost  entirely  of  carbonate  of  lime. 
"  The  moat  durable  atone  haa  ita  cementing  matter  in  a  solid  and  half  crystal- 
line etate  ;  in  the  least  durable  Btone  it  is  in  an  earthy  and  powdery  state."  * 

Mould. 

Clay  and  ahingly  mattiir  ;  debris  of  Purbeck 


Skty  beds  of  stone. 

Bacon  tier,  with  layers  of  sand. 


Soft  Burr. 

Dirt  bed,  containing  fossil  trees  (Cycades). 

Cap  rising. 

Top  cap,  8  or  10  feet  tliiek. 


Roach  (true),  2  or  3  feat  thick. 


Whitbed,  8  to  10  feet  thick. 


Corf  and  Basebed  roach. 
Basehed  stone,  G  or  6  feet  thick. 

Flat  beds  or  Sinty  tiers. 


■  Beport  of  Conunissioners  lespecting  st 
of  Parliament 


re  used  in  building  the  new  Hon 
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Eoaeli,  or  Tmt  Roach  as  it  U  sometimeB  c«Ued,  is  a  maaa  of  fosfflla  united 
.  by  a  cement  cotnposed  of  carbonate  of  lime. 

The  stone  also  contains  a  great  nomber  of  cavities,  kige  and  ranall,  being 
the  moulds  left  by  foasila  that  have  dropped  oat. 

MoBt  of  the  fossils  are  merely  costs,  bnt  in  some  cases  portions  of  the  shell 
are  left 

The  true  roach  may  be  disdngniahed  from  the  other  as  it  contains  the 
peculiar  fossil  shown  in  Fig.  3,  and  known  as  the  "  Portland 
s      screw,"  which  is  never  found  in  the  bastard  roach.     This  is  an 
f  ,    important  distinction,  as  the  true  roach  weathers  far  better 
°-  g    than  the  bastard  roach. 

\%        True  roach  is  one  of  the  best  stones  that  can  be  used  for 
heavy  engineering  works. 

It  is  remarkably  tough  and  strong,  weathers  admirably,  and 
resists  the  action  of  water  particularly  welL 

It   has    been   much  naed  .for  fortifications,  breakwaters, 
dock  and  sea  walls,  and  is  suitable  for  massive  plinths  ex 
.   other  ashlar  work  where  a  rough  fiice  is  appropriate  ;  but 
^  _    the  numerous  cavities  it  contains  render  it  unsuitable  for 
^^   fine  work,  and  for   positions  where  smootli  faces  or  sharp 
clear  arrises  are  required. 
Fig.  S.'  llie  colour  of  true  roach  is  a  very  light  blown. 

Whitbed. — This  u  the  most  valuable  bed  of  the  Portland 
series.  It  immediately  underlies  the  true  roach  stone,  which  is  firmly 
attached  to  its  upper  surface. 

The  stone  consists  of  fine  oolitic  grains,  well  cemented  together,  and  inter- 
spersed occasionally  with  a  small  amount  of  shelly  matter.  The  cementing 
material  is  hard  and  crystalline. 

Good  whitbed  stone  resists  the  weather  admirably.  It  is  easily  dressed  to 
a  smooth  surface,  and  will  take  a  very  fine  arris.  It  is  suitable  for  the  finest 
class  of  ashlar  work.  Some  of  it  is  too  hard  and  not  sufficiently  uniform  in 
texture  for  carving  ;  other  blocks  are  quite  tit  for  the  most  intricate  work. 
When  examined  tluough  a  microscope  the  grains  of  whitbed  will  be  found  to 
have  a  more  oolitic  or  roe-like  appearance  Ujan  those  of  basebed  (see  p.  63). 
The  grain  is  also  more  open,  and  the  cementing  materiU  ia  stronger. 

The  colour  is  generally  whil«,  or  nearly  so,  but  some  of  the  best  stone 
has  a  decidedly  brown  tint. 

It  ia  unfortunate  that  there  is  no  more  marked  distinction  between  whitbed 
and  baaebed,  as  the  weathering  qualities  of  the  Utter  are  greatly  inferior.  Baae- 
bed  is  fit  only  for  internal  work,  and  great  disappointment  is  caused  when  it  ia 
used,  mistaking  it  for  whitbed,  in  external  work  exposed  to  trying  atmospheres. 
The  carver,  however,  prefers  basebed,  though  it  is  not  so  durable,  because  it 
looks  better  and  is  more  easily  worked. 

Battard  Soeuh,  BatAtA  Boaeh,  or  (7ur/.'— This  stone  resembles  true  roach 
in  appearance,  being  a  mass  of  fossila  and  cavities.  The  cementing  material 
is,  however,  inferior,  the  stone  does  not  weather  well,  and  it  ia  not  used  for 
building  or  engineering  works,  except  in  the  immediate  locality. 

The  thickness  of  basebed  roach  varies  considerably  in  different  qnaniefl.  -  In 


'  From  Lyell'a  Ceo/nji;).  *  Somotimes  written  "Kerf." 
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some  there  is  scarcely  any,  in  others  the  bed^ias  a  thickness  of  from  12  to  24 
inches,  or  even  more. 

These  beds  are  sometimes  interspersed  with  thin  layers  of  flint. 

The  basebed  roach  is  suitable  for  foundations,  for  backing  walls,  and  for 
internal  work  where  it  will  not  be  subjected  to  blows  or  traffic. 

Btuebed  is  not  easily  distinguished  from  whitbed.  The  external  appear- 
ance of  the  stone  from  both  beds  is  almost  exactly  the  same. 

The  basebed  is,  however,  more  uniform  in  structure,  and  freer  from  shelly 
matter.  Its  weathering  qualities  are  not  so  good  as  those  of  whitbed,  but 
as  it  is  softer  to  work,  it  is  often  preferred  by  masons,  and  is  known  in  the 
market  as  besl-bed. 

If  basebed  be  required  for  external  work,  it  should  be  seasoned  for  a  year 
before  use,  in  order  that  it  may  have  every  chance  of  weathering  welL 

The  stone  from  this  bed  is  well  adapted  for  internal  work  and  carving  of 
the  highest  class. 

QuABRiES. — ^The  Portland  stone  quarries  are  worked  from  open  faces. 
Blocks  of  great  size,  such  as  10  or  12  tons  (140  or  170  cubic  feet),  can  easily 
be  procured. 

After  experimenting  upon  stone  from  the  different  beds.  Professor  Abel 
reported  that  "on  the  whole  the  evidence  may  be  considered  a  little  in 
favour  of  the  opinion  that  an  improvement  in  the  strength  of  the  stone  is 
effected,  to  some  extent,  by  seasoning."  ^ 

The  whole  island  of  Portland  is  full  of  quarries,  each  of  which  produces 
the  different  beds  of  stone  above  described. 

The  conmiissioners  reported  that  "  the  best  stone  is  in  the  NJEL  part  of  the 
island,  the  worst  in  the  S.W.  part" 

Several  of  the  quarries  belong  to  the  Government,  but  some  of  the  best 
are  in  private  hands,  and  the  stone  is  worked  in  great  quantities  for  the 
market. 

The  names  of  the  principal  quarries  are  Waycroft,  Wide  Street,  Maggot, 
Weston  Independent,  Inmosthay,  Tout,  Westcliff,  etc. 

The  Westcliff  whitbed  is  considered  the  most  durable,  but  it  is  hard  to 
work  ;  the  whitbed  quarried  at  the  Bill  is  harder  still. 

Buildings  in  which  used. — Portland  stone,  chiefly  whitbed,  was  used  for 
all  buildings  of  importance  erected  in  London  from  about  1600  to  1800. 
It  was  also  used  for  the  west  front  of  St.  Paul's,  for  the  Horseguards,  Somerset 
House,  the  General  Post  Office  St.  Martins-le-Grand,  the  India  House  and 
Foreign  Offices  in  Downing  Street,  the  Reform  Club,  and  many  other  im- 
portant buildings. 

Chilmark  Stone. — This  stone  is  procured  from  the  Portland  and  Purbeck 
series  of  the  oolitic  formation  as  developed  near  Tisbury,  Wardour  Castle, 
in  Dorsetshire. 

It  is  known  also  as  Wardour  stone,  and  in  London  as  Tisbury  stone. 

The  siliciferous  nature  of  the  cement  which  binds  the  particles  (carbonate 
of  lime)  of  the  stone  gives  it  excellent  weathering  qualities,  while  the  softness 
and  even  grain  of  some  of  the  beds  renders  them  capable  of  being  elaborately 
worked. 

There  are  four  distinct  varieties  of  the  stone. 


*  Professionaff  Fpip^j^lfiftyai  Engiiietrs^  vol.  xii. 
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The  Trough  or  Hard  Bed  is  <jf  a  close  even  texture,  of  yellowish-brown 
colour. 

It  has  an  average  thickness  of  2  feet  6  inches,  but  stones  may  be  obtained 
3  feet  6  inches  thick  and  of  any  reasonable  length  and  breadth — the  random 
blocks  averaging  16  cubic  feet. 

It  is  used  principally  for  steps,  also  for  cornices,  copings,  siUs,  plinths, 
chimney-pieces,  paving,  road  metal,  heavy  engineering  works,  and  in  any  posi- 
tion exposed  to  wet  and  hard  wear. 

Th€  Scott  or  Brown  Bed  is  of  warmer  colour  than  the  hard  bed.  Average 
thickness  of  bed  3  feet,  maximum  4  feet,  random  blocks  average  16  cubic  feet. 

Principally  used  for  ashlar  mouldings,  carvings,  random  rubble,  and  for 
building  purposes  generally. 

The  General  Bedf  from  Uie  Garden  quarry,  is  of  a  rich  yellow  tint  and  fine 
texture.  It  is  capable  of  being  elaborately  carved,  and  is  chiefly  used  for  that 
purpose,  also  for  ashlar,  mouldings,  etc. 

The  average  thickness  of  bed  is  4  feet,  maximum  5  feet 

Strenffth. 

RodsUnce  TenBile 

to  crashing         strength  per 
per  foot  sup.        square  inch. 

Haidbed    .  .  196  tons.  500  lbs. 

Scott  bed     .  .  104    „  206  „ 

General  bed  .  .  100    „  865  „ 


Chemical  Analysis, 


Silica 
Carbonate  of  lime 

„  magnesia 

Iron  alumina 
Water  and  loss     . 


10-4 

79-0 

8-7 

2-0 

4*2 


Working, — ^The  stone  has  to  be  cut  with  a  wet  saw,  and  the  relative  cost  of 
working  the  beds  compared  with  Portland  1b  stated  by  the  proprietors  to  be — 

Portland  and  Hard  bed    •  »  .  r  1*0 

Scott  and  Garden  bed      .  *  .  .  0*6 

Buildings  in  which  used, — Salisbury  Cathedral,  Tisbury  Church,  Wardour 
Castle,  Fonthill  Abbey,  Priory  Church,  Christ  Church ;  Post  Office,  West-  ^ 
minster  Boad,  London  ;  Post  Office,  Exeter  ;  Sorting  Post  Office,  Hampstead  ; 
London  and  County  Banks,  Hastings  and  Banbury  ;  restoration  of  Chichester 
and  Rochester  Cathedrals,  and  of  Chapter  House,  Westminster  Abbey  ;  Long- 
ford Castle,  Wilts  ;  Crewe  Hall,  near  Chester,  etc.  etc. 

r 

Kentish  Rag^  is  found  in  the  Greensand  formation,  in  a  dist^ct  running 
through  the  central  part  of  Kent,  about  thirty  miles  long  and  from  foxir  to 
ten  miles  broad,  including  the  towns  of  Sevenoaks,  Maidstone,  Lenham^  etc 

Beds.*— The  Ragstone  is  found  in  beds  varying  from  6  inches  to  3  feet  in 
thickness,  alternating  with  fine  sand  known  as  Hassockf  which  is  frequently 
so  consolidated  as  to  form  a  stone  that  can  be  used  for  building. 

^  Taken  chiefly  from  Observations  on  Kentish  Eagstone,  by  J.  Whichcord. 
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The  hassock  is  generally  found  adhering  to  the  ragstone,  and  at  the  bed  of 
junction  organic  remains  often  occur. 

The  ragstone  itself  is  a  very  compact,  heavy  stone,  which  absorbs  very 
little  water,  and  resists  the  weather  well. 

The  hassock,  attached  to  it,  is  a  calcareous  sandstone,  soft,  porous,  and  very 
perishable  under  atmospheric  influences. 

There  are  several  beds  in  a  Kentish  ragstone  quarry  ;  many  of  them  are 
worthless.     It  may  be  interesting  to  mention  a  few  of  the  most  usefuL 

After  a  top  layer  of  mould  and  loam  there  are  two  or  three  beds  of  hassock 
and  ferruginous  sand,  after  which  come  the  more  useful  beds,  the  best  of 
which  are  mentioned  below  in  succession. 

Land  Rag, — About  8  or  10  inches  deep ;  dark  grey  ;  free  working.  Below 
this  is  a  bed  of  flne  hassock. 

Header  laying. — Thin  dark  stone  used  for  headers. 

Green  Rag, — 10  inches  thick ;  greenish  colour ;  free  working ;  not  very 
sound.  Fossils  generally  found  on  top  bed.  Below  this  is  a  layer  of  work- 
able hassock. 

Yellow  Rag. — Broken  up  into  headers  for  pitching. 

Pelsea  yields  large  hard  blocks  12  inches  thick  ;  difiicult  to  quarry. 

Next  come  two  inferior  and  flinty  beds  interspersed  with  hassock. 

Great  Rag  is  a  layer  sometimes  3  feet  deep,  but  split  into  two  thicknesses 
full  of  Cross  fissures  ;  no  large  stones  from  it.  Broken  up  for  headers,  or 
makes  the  best  description  of  lime.  A  very  superior  layer  of  hassock  (often 
containing  fossils)  is  found  below  this  bed. 

Newington  Cleaves. — A  flinty  bed  ;  produces  some  large  blocks.  Then  a 
flinty  bed  between  two  layers  of  hassock. 

JVhitelayid  Bridge  produces  blocks  12  feet  long,  any  width,  and  14 
inches  thick  ;  stone  very  free  working ;  bluish  colour. 

Main  Bridge. — Like  the  last  bed,  but  of  small  scantling.  Used  for  paving 
kerbs.     After  the  last  bed  comes  some  inferior  hassock. 

Garl  yields  hard  blocks  of  considerable  side,  used  for  headstones.  Upper 
and  lower  surfaces  of  the  be<l  show  a  red  colour. 

Horse  Bridge  yields  blocks  of  good  stone,  15  feet  long  and  16  inches 
thick. 

Headstone  laying  yields  blocks  about  7  inches  thick,  used  for  headstones. 
Then  a  deep  bed  of  soft  hassock. 
^  White  Rag,  which  is  of  no  use  for  building,  as  it  tumbles  to  pieces  upon 

exposure  to  the  air. 

The  Ragstone  is  used  chiefly  for  rubble  work,  being  very  difficult  to  dress. 
It  does  not  gain  in  beauty  by  being  tooled,  because  even  the  best  kinds  are 
full  of  small  hassocky  spots,  which  show  themselves  upon  a  smooth  face,  turn 
rusty  ux>on  exposure  to  the  weather,  and  facilitate  the  decay  of  the  stone. 

The  ragstone  makes  very  good  paving  sets  and  curbs.  It  is  also  used  for 
road  metal,  but  yields  a  good  deal  of  dust  in  dry  weather. 

If  used  as  ashlar,  great  care  must  be  taken  to  place  it  on  its  natural  bed, 
otherwise  it  will  decay. 

The  ragstone  is  not  suitable  for  internal  work,  for,  as  it  is  non-absorbent, 
the  moisture  of  the  air  condenses  upon  its  surface,  causing  what  is  known  as 
sweating. 

All  ragstone  used  for  external  work  should  have  the  hassock  carefully 
knocked  ofl!. 

B.  C. — III  F 
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It  is  important  also  to  see  that  the  small  "  pockets  "  containing  iron,  which 
often  occur  in  the  stone,  are  not  exposed  upon  the  face,  otherwise  the  iron 
will  oxidise  upon  exposure  to  the  atmosphere,  and  cause  ugly  rust  stains. 

The  Hassock  is  totally  unfit  for  external  work,  but  it  is  frequently  used  as  a 
lining  to  walls  built  of  ragstone,  by  which  the  sweating  above  mentioned  is 
avoided. 

Quarries. — There  are  several  quarries,  among  which  may  be  mentioned  the 
Iguanodon,  Chillington,  Allington,  all  near  Maidstone.  Also  quarries  at 
Aylesford  and  at  Boughton. 

Ctmposition, — The  following  are  analyses  of  the  Kentish  Rag  and  Hassock 

respectively  : — 

Kentish  Bag. 

Carhonate  of  lime  with  a  little  magnesia      .  .92*6 

Earthy  matter        .  .  .  .         6'6 

Oxide  of  iron  .....         0*5 

Carbonaceous  matter  .  .  .  .0*4 


100-0 


ffassock. 

Carbonate  of  lime  .  .  .  .  .26*2 

Earthy  matter        .....       72*0 
Oxide  of  iron  .  •  .  .  .         1  *8 


100-0 


Yellov7  Mansfield  is  obtained  from  quarries  at  Mansfield  Woodkoiise^  two 
miles  from  Mansfield.     It  is  crystaUine,  and  has  a  warm  yellow  colour. 

This  stone  almost  exactly  resembles  the  Bolsover  Moor  stone,  which  was 
selected  by  the  Royal  Commissioners  for  the  Houses  of  Parliament. 

The  only  difference  is  **  that  its  colour  is  rather  deeper,  partly  owing  to  its 
having  a  greater  number  of  minute  black  specks,  which  is  a  peculiarity  more 
or  less  to  be  found  in  all  varieties  of  the  magnesiau  limestone  rocks." 

The  chemical  composition  of  Mansfield  stone,  and  the  characteristics  which 
it  shares  with  other  magnesian  limestones,  are  given  at  pages  58,  59. 

Uses. — It  is  useful  for  ashlar,  mouldings,  columns,  etc.,  and  is  eminently 
adapted  for  highly  carved  work. 

Where  used, — Amicable  Life  Assurance  Office,  Fleet  Street. 

Caen  and  Aubigny  Stones  are  Oolitic  limestones,  which  may  be  men- 
tioned here,  as  they  are  a  good  deal  used  in  this  country,  though  they  are 
found  in  Normandy. 

Caen  Stone  is  of  a  pale  cream-yellow  colour.  It  is  very  soft  when  first  quarried, 
but  hardens  upon  exposure  ;  is  easily  worked  and  carved,  but  weathers  very 
badly  ;  weighs  120  lbs.  per  foot  cube.  Used  in  Henry  VIL  Chapel,  West- 
minster Abbey  ;  the  Tower,  Buckingham  Palace,  and  many  other  buildings. 

AvJbigny  Stone  is  similar  to  Caen,  but  more  crystalline,  harder,  and  heavier. 
It  also  weathers  badly.  Used  at  St.  Mary's,  Stoke  Newington,  and  other 
buildings. 

Several  other  limestones  of  considerable  importance  will  be 
found  in  the  following  Tables  : — 
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ARTIFICIAL  STONK 

In  consequence  of  the  difficulty  which  exists  in  many  localities 
of  obtaining  durable  natural  stone  at  a  moderate  cost,  many  pro- 
cesses have  been  invented  for  the  manufacture  of  artificial  stone. 

Some  of  these  processes  are  successful  in  producing  artificial 
stones  which  compare  favourably  in  all  their  qualities  with 
natural  stones  having  a  high  character. 

The  expense  of  artificial  stone  is  a  bar  to  its  extensive  use  for 
ordinary  blocks,  but  the  facility  with  which  it  can  be  moulded  to 
the  most  intricate  forms  makes  it  very  economical  when  it  is 
required  to  take  the  place  of  carvings  or  other  enrichments  in 
natural  stone. 

A  few  of  the  best  known  artificial  stones  will  now  be  described. 
Some  of  them  are  merely  forms  of  concrete,  and  will  be  mentioned 
in  the  chapter  devoted  to  that  material. 

Hansome's  Artificial  Stone  is  made  by  mixing  artificially-dried  sand 
with  silicate  of  soda  (dissolved  flint)  and  a  small  proportion  of  powdered  stone 
or  chalk.  These  are  thoroughly  incorporated  in  a  pug  or  mortar  mill,  and 
forced  by  hand  into  moulds. 

The  blocks  turned  out  have  a  cold  solution  of  chloride  of  calcium  poured 
over  them,  and  are  then  immersed  in  a  boiling  solution  of  the  same,  sometimes 
under  pressure,  so  that  the  pores  of  the  material  are  entirely  filled  with  the 
solution,  after  which  it  is  found  to  be  as  hard  as  most  building  stones. 
The  excess  of  chloride  of  sodium  is  then  washed  off,  otherwise  it  is  apt  to 
cause  efflorescence. 

It  will  be  seen  that  the  above  process  depends  upon  the  double  decomposi- 
tion of  the  silicate  of  soda  and  chloride  of  calcium.  The  chlorine  and  soda 
combine  to  form  chloride  of  sodium,  which  is  washed  out,  and  the  siUca 
attacking  the  calcium  forms  silicate  of  lime,  a  strong  and  durable  cement 
which  binds  the  particles  of  the  stone  together. 

Characteristics. — This  stone  has  a  fine  homogeneous  structure,  so  that  it  can, 
if  necessary,  be  worked  and  carved  like  the  best  building  stones. 

The  great  advantage  that  it  possesses  is  the  facility  with  which  it  may  be 
moulded  into  any  form  required. 

Several  experiments  have  been  made  upon  this  material. 

It  absorbs  about  6*6  per  cent  of  water. 

Its  tensile  strength  is  about  360  lbs.  per  inch. 

Its  resistance  to  crushing  about  2  tons  per  inch. 

It  weighs  about  1 20  lbs.  per  cubic  foot. 

Of  course  these  figures  vary  according  to  the  nature  of  the  material  used  in 
making  the  stone,  the  age  of  the  specimen,  etc. 

The  composition  of  this  stone  indicates  that  it  will  weather  well,  and  some 
experiments  made  by  Professor  Frankland  show  that  its  resistance  to  acids  was 
fully  equal  to  Portland,  An8ton,Parkspring,  and  other  of  the  best  building  stones. 

Details  of  the  experiments  made  by  different  observers  will  be  found  col- 
lected in  Qwilt*8  Encyclcpasdia  of  Architecture,  page  485. 
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Uses, — ^This  stone  is  well  adapted  for  all  purposes  for  which  natural  sand- 
stones and  limestones  are  used.  It  can,  however,  be  most  economically 
employed  for  dressings  (especially  for  those  of  an  ornamental  character),  and  for 
imitation  carved  work,  though  its  use  for  this  purpose  has  been  condemned 
from  an  artistic  point  of  view. 

This  stone  is  also  used  for  caissons  or  hollow  blocks  for  foundations,  for 
griiidstones,  filters,  etc. ;  and  by  substituting  grains  of  corundum  and  oxide  of 
iron  for  the  sand,  a  substance  called  solid  emery  is  produced,  which  is  formed 
into  wheels  for  sharpening  tools,  polishing  metal  surfaces,  etc. 

Ransome's  stone  has  been  used  at  St.  Thomas's  Hospital,  the  India  Office, 
the  London  Docks,  the  Brighton  Aquarium,  the  Albert  Bridge,  and  in  several 
other  buildings  both  at  home  and  abroad. 

Apcenite  is  a  variety  of  Ransom e's  stone,  made  with  5  parts  of  sand,  1  of  Fam- 
ham  rock,  1 J  of  Portland  cement,  with  the  same  proportion  of  silicate  of  soda. 

It  can  be  made  more  quickly,  and  is  considered  superior  to  the  other. ^ 

Moreover,  it  has  the  great  advantage  that  it  can  be  made  on  the  works 
where  it  is  to  be  placed  in  position. 

It  is  used  for  steps,  balustrades,  cylinder  foundations,  etc. 

It  weighs  about  137  lbs.  per  cubic  foot,  and  absorbs  in  24  hours  about  5^ 
per  cent  of  its  weight  of  water. 

Victoria  Stone  consists  of  washed,  finely-powdered  granite,  bound  together 
with  the  strongest  Portland  cement,  aud  then  hardened  by  immersion  in  sili- 
cate of  soda. 

The  silicate  is  formed  by  boiling  ground  Famham  stone  in  cream  caustic  soda. 

A  mixture  of  four  parts  of  crushed  granite  with  one  of  Portland  cement  is 
allowed  to  set  for  three  days  or  more  into  a  hard  block  moulded  to  the  re- 
quired shape.  It  is  then  immersed  in  the  silicate  of  soda  for  some  seven  or 
eight  weeks. 

The  lime  in  the  cement  combines  with  the  silicate,  the  whole  mass  being 
indurated  by  the  silicate  of  lime  thus  formed. 

CharacterUtics  and  Uses, — This  artificial  stone  is  used  chiefly  for  paving, 
which  is  said  to  be  more  durable,  to  be  cheaper,  and  to  stand  a  greater  crush- 
ing force,  than  Yorkshire  flags.  It  is  used  also  for  window  sills,  coping 
stones,  caps  for  piers,  stairs,  landings,  troughs,  tanks,  sinks,  etc. 

It  weighs  from  140  to  160  lbs.  per  cubic  foot,  and  absorbs  from  2  to  6  per 
cent  of  its  weight  of  water  in  24  hours.  The  thinner  flags  are  less  compact 
and  more  absorptive  than  the  thicker  ones.^ 

"  The  white  colour,  semi-transparency,  and  extreme  hardness  of  this  oxy- 
chloride,  as  well  as  the  small  quantity  which  is  required  for  binding  together 
a  considerable  mass  of  any  material,  facilitate  the  procluction  of  imitations  of 
any  description  of  stone,  and  render  it  highly  probable  that  it  will  play  an 
important  part  in  the  future  history  of  artificial  stone."  ^ 

Where  used. — This  stone  has  been  used  for  the  whole  of  the  external  stone- 
work, except  the  cornice,  at  Fresh  Wharf,  London  Bridge. 

Also  for  the  panels  in  the  tower,  and  for  the  chimney  shafts  at  Messrs. 
Peek  and  Frean's  biscuit  manufactory  at  Bcrmondsey,  and  for  paving  in  many 
parts  of  Loudon. 

Silicated  Stone  is  made  in  the  same  way  as  Victoria  stone,  and  is  used 
for  paving  slabs  and  drain  pipes. 

Sorel  Stone  is  so  called  after  M.  Sorel,  a  French  chemist 

*  Dent.  «  Wray. 


76  NOTES  ON  BUILDING  CONSTRUCTION 

Native  carbonate  of  magnesia,  or  maguesite,  is  calcined  and  mixed  with  sand 
or  powdered  marble.  It  is  then  wetted  with  waste  liquor  from  salt  works 
containing  a  large  proportion  of  magnesium  chloride,  pugged,  and  then 
rammed  or  stamj^ed  into  iron,  wooden,  or  plaster  moulds. 

It  hardens  rapidly,  setting  throughout  its  mass  like  ordinary  hydraulic 
cement  In  24  hours  it  is  hard  enough  to  remove  from  the  moulds,  and  the 
blocks  will  bear  handling  in  three  or  four  days. 

The  proportion  of  magnesia  to  the  inert  material  bound  together  varies 
from  3  to  15  per  cent. 

This  stone  has  been  found  to  resist  an  enormous  compression.  The  re- 
sistance of  2-inch  cubes  varied  in  different  experiments  from  4923  to  21,562 
lbs.  per  square  inch. 

Chance's  Artiflcial  Stone  is  made  by  melting  the  Rowley  Rag,  a  basaltic 
rock  found  in  Staffordshire,  and  then  casting  it  into  the  shapes  required  for 
different  architectural  ornaments. 

Greenstone,  whinstone,  or  any  similar  rock,  may  be  treated  in  the  same  way. 

The  moulds  are  of  sand  in  iron  boxes,  and  are  at  a  red  heat  when  they 
receive  the  melted  stone.  They  should  cool  slowly,  in  order  to  obtain  a  hard 
material  like  the  original  stone  ;  if  allowed  to  cool  too  quickly  the  material 
becomes  brittle  and  glassy.  ^ 

BiiBt's  Vitrified  Marble  is  produced  by  fusing  together  a  mixture  of  glass 
and  sand.  '^  The  soft  pasty  mass  is  taken  out  of  the  pot  on  the  end  of  an 
iron  rod,  and  placed  in  a  small  metal  mould  of  any  required  shape  or  design. 
The  large  proportion  of  sand  used  prevents  the  mass,  when  thus  suddenly 
cooled,  from  acquiring  such  a  high  state  of  tension  as  to  be  liable  to  fly  to 
pieces,  which  would  be  the  case  with  glass  alone.  The  material,  when  cool, 
is  either  used  in  the  form  in  which  it  is  cast,  or  it  is  broken  up  into  small 
pieces  by  the  stroke  of  a  light  hammer,  to  be  used  in  the  construction  of 
mosaics  for  pavements,  or  other  purposes. 

"  Any  colour  can  be  given  to  the  mass  when  in  a  semi-fluid  state  by  mixing 
with  it  the  oxides  of  iron,  chromium,  cobalt,  or  such  other  colouring  materials 
as  are  usually  employed  for  fired  ware.  This  vitrified  marble  has  been  used  for 
the  bosses  and  coloured  portions  of  the  string  course  which  extends  round  the 
Home  and  Colonial  Offices,  and  also  at  the  Albert  Memorial  in  Hyde  Park."  > 

Other  artificial  marbles^  are  made,  which  partake  of  the  character  of 
plasters,  and  will  be  noticed  in  Chapter  UI. 


PEESERVATION   OF  STONE. 

In  consequence  of  the  rapid  decay  of  some  of  our  public  build- 
ings (especially  the  Houses  of  Parliament),  the  question  of  the 
preservation  of  stone  has  of  late  years  attracted  much  attention. 

Several  methods  have  been  proposed — a  great  number  of 
different  solutions  and  preparations  have  been  tried ;  but  none  of 
them  combine  eflSciency  and  cheapness  to  such  an  extent  as  to 
have  come  into  very  general  use. 

*  Descriptive  CalcUogue,  Museum  of  Practical  Geology,  Jennyn  Street. 

»  Dent. 
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It  is  unnecessary  to  give  a  description  of  these  preparations  in 
detail,  but  they  naturally  range  themselves  under  two  distinct 
classes  which  may  be  noticed. 

The  first  of  these  classes  consists  of  preparations  containing 
dissolved  organic  substances;  these  fill  the  pores  of  the  stone, 
and  preserve  it  for  a  time,  but  they  are  themselves  subject  to 
decay,  and  therefore  can  afford  only  a  temporary  protection. 

The  preparations  of  the  second  class  are  solutions  of  substances 
whicli  act  either  upon  the  constituents  of  the  stone  to  which  they 
are  applied,  or  upon  one  another  (when  more  than  one  is  applied) 
so  as  to  form  insoluble  compounds  which  fill  the  pores  and 
harden  the  structure  of  the  stone,  at  the  same  time  making  it  also 
denser,  more  impervious,  and  abler  to  resist  atmospheric  influences. 

Many  processes  are  successful  in  the  laboratory  of  the  chemist ; 
but  none  is  likely  to  be  of  use  in  the  practical  execution  of 
engineering  or  building  works,  which  is  not  economically  applicable 
on  a  large  scale. 

It  has  been  recommended  that  stones  should  be  placed  in 
vacuum  chambers  so  as  to  introduce  solutions  more  readily — also 
that  stones  should  be  heated,  or  immersed  in  solutions.  All  these 
methods  are  impracticable  in  dealing  with  large  blocks,  on  account 
of  the  expense  and  inconvenience  attending  the  manipulation. 

Any  preservative  solution,  to  be  of  practical  value,  must  be 
capable  of  application  to  the  surface  to  be  protected  by  means  of 
a  brush. 

Preparations  containing  Organic  Substances. — Filling  the  Pores 
wrrH  Organic  Matter. — Paint. — One  of  the  most  common  methods  of  pre- 
serving the  snrface  of  stone  is  to  paint  it.  This  is  effectual  for  a  time,  but 
the  paint  is  destroyed  by  atmospheric  influence  in  the  course  of  a  few  years. 
"  In  London  the  time  hardly  amounts  to  three  years  even  under  favourable 
circumstances."  ^  Moreover,  it  cannot  well  be  used  in  important  buildings 
where  appearance  has  to  be  considered. 

Oil  has  also  been  used  as  a  coating  ;  it  fills  the  pores  of  the  stone  and  keeps 
out  the  air  for  a  time,  but  it  discolours  the  stone  to  which  it  is  applied. 

Paraffin  is  more  lasting  than  oil,  but  is  open  to  the  same  objection  as 
regards  discoloration  of  the  stone. 

Sojlsoap  dissolved  in  water  {\  lb.  soap  per  gallon),  followed  by  a  solution 
of  alum  (J  lb.  alum  per  gallon),  has  been  frequently  employed.^ 

Paraffin  dissolved  in  Naphtha. — **  1^  lb.  paraffin  to  a  gallon  of  coal  tar 
naphtha,  and  applied  warm,  is  perhaps  superior  to  both  the  former  for  this 
special  purpose." 

"  There  is,  however,  no  evidence  to  show  that  any  methods  such  as  these 
are  likely  to  be  successful  in  aflbrding  permanent  protection  to  stone."  * 

*  Ansted.  '  Dent. 
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Beeswax  dissolved  in  coal  tar  Naphtha  has  also  been  proposed,^  or,  when  the 
natural  colour  of  the  stone  is  to  be  preserved,  white  wax  dissolved  in  double 
distiUed  Camphine, 

Wax  varnish  to  preserve  statues  and  marble  exposed  to  the  air. — The  follow- 
ing is  given  in  Spons*  Workshop  Receipts: — **  Melt  2  parts  of  wax  in  8  parts 
of  pure  essence  of  turpentine." 

The  surface  should  be  cleaned  with  water  dashed  with  hydrochloric  acid, 
but  should  be  perfectly  dry,  the  solution  applied  hot  and  thin. 

Preparations  not  containing  Organic  Substances. — Soluble  silica, — 
There  is  a  large  class  of  preparations  whose  preservative  influences  depend 
upon  the  presence  of  soluble  silica,  which  combines  with  substances  con- 
tained in,  or  added  to  the  stone  under  treatment. 

By  this  means  insoluble  silicates  are  formed,  which  not  only  preserve  the 
stone  from  the  attacks  of  the  atmosphere  but  also  add  considerably  to  its 
hardness. 

Unfortunately  the  use  of  these  substances  sometimes  causes  efflorescence  on 
the  face  of  the  wall  to  which  they  are  applied.  The  soluble  alkaline  salts 
left  in  the  pores  of  the  stone  are  drawn  to  the  surface  ;  these  crystallise  in  the 
form  of  white  powder,  and  disfigure,  or  in  some  cases  injure,  the  walL 

The  soluble  silica  is  sometimes  found  in  the  natural  state. 

A  large  proportion  may  be  obtained  from  the  Famham  rock,  or  from  the 
lower  chalk  beds  of  Surrey  and  Hampshire  by  merely  boiling  with  an  alkali 
in  an  open  vessel. 

Alkaline  Silicates. — Ordinary  silica  in  the  form  of  flints  may,  however, 
be  dissolved  by  being  digested  with  caustic  soda,  or  potash,  under  pressure. 

If  a  piece  of  porous  limestone  or  chalk  be  dipped  into  this  solution,  part  of 
the  silica  in  solution  separates  from  the  alkali  in  which  it  was  dissolved  and 
combines  with  the  lime,  forming  a  hard  insoluble  silicate  of  lime  ;  part  of  it 
remains  in  the  pores  and  becomes  hard. 

Kuhlmann's  Process  consists  in  coating  the  surface  of  stone  to  be  preserved 
with  a  solution  of  silicate  of  potash  or  silicate  of  soda* 

The  hardening  of  the  surface  is  due  to  the  decomposition  of  the  silicate 
of  potash.  If  the  material  operated  upon  be  a  limestone,  carbonate  of  potash, 
silicio-carbonate  of  lime  and  silica  wiU  be  deposited  ;  besides  which  the  car- 
bonic acid  in  the  air  will  combine  with  some  of  the  potash,  caiising  an  efflor- 
escence on  the  surface,  which  will  eventually  disappear.^ 

When  applied  to  sulphate  of  lime,  crystallisation  takes  place  which  disin- 
tegrates the  surface. 

In  order  to  correct  the  discoloration  of  stone  sometimes  produced  by  the 
application  of  preservative  solutions,  M.  Kuhlmann  proposed  that  the  surfaces 
should  be  coloured. 

Surfaces  that  are  too  light  may  be  darkened  by  treatment  with  a  durable 
silicate  of  manganese  and  potash. 

Those  that  are  too  dark  may  be  made  lighter  by  adding  sulphate  of  baryta 
to  the  siliceous  solutions. 

By  introducing  the  sulphates  of  iron,  copper,  and  manganese,  he  obtuned 
reddish-brown,  green,  and  brown  colours. 

Ransome's  Indurating  Solutioi^s  consist  of  silicate  of  soda  or  potash,  and 
chloride  of  calcium  or  barium. 

The  surface  of  the  stone  is  made  thoroughly  clean  and  dry,  all  decayed  parts 
being  cut  out  and  replaced  by  good. 

*  Gillmore. 
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The  silicate  is  then  diluted  with  from  1  to  3  parts  of  soft  water  until  it  is 
thin  enough  to  be  absorbed  by  the  stone  freely.  The  less  water  that  is  used 
the  better,  so  long  as  the  stone  is  thoroughly  penetrated  by  the  solution. 

The  solution  is  applied  with  an  ordinary  whitewash  brush.  '*  After  say  a 
dozen  brushings  over  the  silicate  will  be  found  to  enter  very  slowly.  When 
it  ceases  to  go  in,  but  remains  on  the  surface  glistening,  although  dry  to  the 
touch,  it  is  a  sign  that  the  brick  or  stone  is  sufficiently  charged  ;  the  brushing 
on  should  just  stop  short  of  this  appearance. '^  .  .  .  "No  excess  must 
on  any  account  be  allowed  to  remain  upon  the  face.*'  After  the  silicate  has 
become  perfectly  dry,  the  solution  of  chloride  of  calcium  is  "  applied  freely 
(but  brushed  on  lightly  without  making  it  froth)  so  as  to  be  absorbed  with 
the  silicate  into  the  structure  of  the  stone.*'  ^ 

The  effect  of  using  these  two  solutions  in  succession  is  that  a  double  de- 
composition takes  place,  and  insoluble  silicate  of  lime  is  formed  which  fills 
the  pores  of  the  stone  and  binds  its  particles  together,  thus  increasing  both  its 
strength  and  weathering  qualities. 

In  some  cases  it  may  be  desirable  to  repeat  the  operation,  and  as  the  sili- 
cate of  lime  is  white  or  colourless,  "  in  the  second  dressing  the  prepared  chlo- 
ride of  calcium  may  be  tinted  so  as  to  produce  a  colour  harmonising  with  the 
natural  colour  of  the  stone." 

'^Before  applying  this  second  process  the  stone  should  be  well  washed  with 
rain  water  and  allowed  to  dry  again." 

The  following  cautions  are  given  in  Messrs.  Bateman's  circular  : — 

"  1.  The  stone  must  be  clean  and  dry. 

"  2,  The  silicate  should  be  applied  till  the  stone  is  fully  charged,  but  no 
excess  must  upon  any  account  be  allowed  to  remain  upon  the  face, 

**  3.  The  calcium  must  not  be  applied  until  after  the  silicate  is  dry  ;  a  clear 
day  or  so  should  intervene  when  convenient. 

*^  4.  Special  care  must  be  taken  not  to  allow  either  of  the  solutions  to  be 
splashed  upon  the  windows  or  upon  painted  work,  as  they  cannot  afterwards 
be  removed  therefrom. 

**  5.  Upon  no  account  use  any  brush  or  jet  for  the  ailcium  that  has  pre- 
viously been  used  for  the  silicate,  or  vice  versd." 

The  bottles  or  drums  of  silicate  have  a  black  seal,  those  of  calcium  a  red  seal. 

Under  ordinary  circumstances  about  four  gallons  of  each  solution  will  be 
required  for  every  hundred  yards  of  surface,  but  this  will  depend  upon  the 
porosity  of  the  material  coated. 

This  material  has  been  used  with  success  not  only  for  the  preservation  of 
stone  from  decay,  but  also  to  keep  out  damp. 

It  has  been  used  at  St.  George's  Hall,  Liverpool,  for  preserving  the  sculp- 
ture ;  at  Trinity  College,  Dublin  ;  Cardiff  Town  Hall ;  Greenock  Custom 
House,  and  for  other  buildings  both  in  this  country  and  in  India. 

It  is  applicable  not  only  to  stone  and  brick  surfaces,  but  also  to  those 
rendered  with  cement  or  lime  plaster. 

Szerelmbt's  Stone  Liquid  is  stated  by  Professor  Ansted  to  be  ^'  a  combina- 
tion of  Kuhlmann's  process  with  a  temporary  wash  of  some  bituminous  sub- 
stance.'^ 

The  wall  being  made  perfectly  dry  and  clean,  the  liquid  is  applied  in  two  or 
three  coats  with  a  painter's  brush  until  a  slight  glaze  appears  upon  the  surface. 

This  composition  was  used  with  some  success  in  arresting  for  a  time  the 
decay  of  the  stone  in  the  Houses  of  Parliament. 

*  Patentee's  circular. 
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The  stone  liquid  is  transparent  and  colourless,  but  Szerelmey's  stone  paint 
is  opaque  and  of  different  colours,  and  is  applied  like  ordinary  paint  (see  p.  4 1 2). 

The  Petrifying  Liquid  of  the  Silicate  Paint  Company  is  stated  in  their  cir- 
cular to  be  *^  a  solution  of  silica,"  thinned  with  warm  water,  and  applied  to 
clean  wall  surfaces,  which  must  be  warmed  if  they  are  not  already  dry. 
1  cwt.  will  cover  from  120  to  150  square  yards. 

Other  Prooesses. — Among  other  processes  which  have  been  tried  are — 

Solution  of  Baryta  followed  by  solution  of  Ferro-silicic  ^cu2  so  as  to  fill 
the  pores  of  the  stone  with  an  insoluble  ferru-silicate  of  baryta. 

Solution  of  Baryta  followed  by  solution  of  Superpho»phate  of  Lime  pro- 
ducing an  insoluble  phosphate  of  lime  and  phosphate  of  baryta. 

Soluble  Oxalate  of  Alumina  applied  to  limestones  produces  insoluble  oxalate 
of  lime  and  alumina. 

'*  These  three  processes  last  alluded  to  all  possess  the  advantage  of  pro- 
ducing by  the  changes  they  undergo  within  the  stnicture  of  the  stone  an 
insoluble  substance,  without  at  the  same  time  giving  rise  to  the  formation  of 
any  soluble  salt  likely  to  cause  efflorescence,  which  necessaiAly  attends  the 
use  of  alkaline  silicates."  ^ 

Temporary  Protection  of  Stone  Surfaces, — During  the  erection  of  large 
buildings  the  surface  of  the  masonry  built  in  the  earlier  stages  of  the  work 
is  smeared  over  with  a  sort  of  thin  mortar,  so  as  to  preserve  it  from  atmo- 
spheric influence,  and  to  make  it  easier  to  clean  down. 

Tables  illustrating  the  PropertieB  of  Different  Stones. — The  fol- 
lowing Tables  give  a  selection  from  the  results  of  a  great  number  of  ex- 
periments upon  stone  made  by  various  authorities 

In  many  cases  the  figures  given  are  not  directly  comparable  with  each 
other,  inasmuch  as  the  experiments  have  been  made  by  different  observers 
and  under  different  conditions. 

They  afford,  however,  a  useful  indication  of  what  may  be  expected  in  deal- 
ing with  stones  of  different  descriptions. 

The  Table  on  page  81  shows  the  weight  required  to  crush  stones  of  different 
kinds. 

Experiments  upon  the  resistance  of  stones  to  crushing  have  generally  been 
made  upon  cubes. 

Professor  Rankine  says  that  these  experiments  indicate  "  somewhat  more 
than  the  real  strength  of  the  material.'' 

The  reason  for  this  is  that  the  fracture  of  stones  under  compression  gener- 
ally takes  place  by  their  shearing  on  a  plane  inclined  at  a  slope  having  1^ 
rise  to  1  of  base. 

In  order  to  ascertain  the  strength  of  any  stone  for  a  special  purpose,  experi- 
ments should  be  made  on  prisms  whose  heights  are  about  1^  times  their 
diameters. 

The  hardest  stones — such  as  basalts,  primary  limestones,  slates,  etc. — give 
way  suddenly.     Other  stones  begin  to  crack  under  from  ^  to  §  the  crushing  load. 

It  should  be  noticed  that  the  size  of  cul)es  experimented  upon  varies  con- 
siderably. With  the  same  kind  of  stone  the  larger  the  specimen  the  greater 
is  the  weight  per  square  inch  required  to  crush  it 

The  working  stress  allowed  in  practice  upon  ashlar  blocks  should  not 
exceed  -h  of  the  crushing  weight  given  above.* 

*  Dent.  '  Stoney  On  Strains. 
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Crashiog 

Length 

Crashing 

Length 

Rmm. 

Weight  per 

of 

Autho- 

^■hv^WR 

Weight  per 

Anttao- 

OIV^K. 

Square  Inch 
in  Tons. 

Side  of 
Cube. 

rity. 

wlvnjb* 

Square  Inch 
in  Tons. 

Side  of 
Cnbe. 

rity. 

€fTanUe9, 

Inches. 

Sandstones. 

Inches. 

Aberdeen  (bine) 

4-87 

H 

R 

Weak  specimens, 

1-34  to  1-56 

2 

F 

Da 

8-47 

1 

V 

locality  not  stated 

Peterhead . 

87 

U 

R 

Runcorn    . 

0-97 

•  •• 

L.  Clark 

Do.      . 

2-8 

1 

y 

Quartz  rock    on 

11-38 

•  «  • 

MsUet 

Cornish 

2-84 

u 

R 

natural  bed 

Dartmoor  . 

1-64 

1 

V 

Quartz         rock, 

6-25 

•  •  • 

Da 

Do. 

812 

layers  vertical 

Herm 

•86 

2 

B 

Corsehill    . 

8-58 

6 

Kirk- 

Mount  Sorrel 

6-74 

•  •  • 

F 

Marbles. 
White  statuary  . 
Do 

aldy 

Killiney    . 
BaUyknocken 

4-81 
1-41 

1 
1 

W 

1-43 
2*7 

1 
H 

U 

R 
R 

Argyleshire 
IrLsh  (yarions)    . 

4-87 
1-0  to  6-0 

•  •  • 

1 

F 
W 

Black  Brabant  . 
White  Italian     . 

A     f 

9-46 
9-72 

R 
R 

Basalts,  etc. 
Whinstone 
Do. 

3-69 
5-34 

•  •  • 

•  •  • 

B 
F 

Devon  (red) 
Ealkenny  (black) 
Galway,       do. 

3-31 
6-76 
9 

•  •  • 

1 
1 

R 
W 
W 

Granwacke,  Pen* 

7-54 

2 

F 

Limestones. 

maenmawr 

Ck)mpact  (strong) 

3-8 

2 

F 

Felspathic 

7-68 

•  •  • 

W 

Magnesiau,  do. 

8-16 

2 

F 

greenstone 

Do.     (weak) 

1-86 

2 

F 

Homblendic 

10-97 

•  •  • 

W 

Portland    . 

1-66 

2 

R 

greenstone 

Do. 

2-03 

U 

R 

Irish  (various)    . 

3i  to  14i 

1 

W 

Do. 
Do. 

1-6 
117 

2 
1 

I 
V 

SlaUs. 

Do. 

1-74 

2 

C 

Valencia  on  bed 

5 

W 

Purbeck     . 

4-08 

H 

R 

Do.         layers 
vertical 

4-71 

W 

Ancaster    . 

1-04 

2 

C 

Bamack    . 

0-79 

2 

C 

Glanmore  . 

9-63 

W 

Ketton       . 

1-14 

2 

C 

Killaloe     • 

13-71 

W 

Do.     (rag)       . 

4-01 

2 

C 

Cahircivean 

2-75 

W 

Bath  (Box) 

0-66 

2 

C 

Do.      . 

0-54 

1 

V 

Sandstones. 

Chalk 

0-5 

li 

R 

Bnimley  Fall     . 

2-7 

u 

R 

Bolsover    . 

8*86 

2 

C 

Do.    . 

2-6 

y 

Bramham  Moor 

2-64 

2 

C 

Craigleith  . 

1-4 

y 

Brodsworth 

2-05 

2 

C 

Do. 

2-46 

H 

R 

Cadeby 

0-72 

2 

C 

Do. 

3-5 

2 

C 

Chilmark  . 

2*84 

2 

0 

Dundee 

3-86 

U 

R 

Hamhill    . 

1-8 

2 

C 

York  paving 

2-56 

H 

R 

Huddlestone 

1-98 

2 

C 

Binnie 

2-24 

2 

C 

Park  Nook 

1-93 

2 

C 

Darley  Dale 

316 

2 

C 

Roche  Abbey 

1-74 

2 

C 

Giffneuk    . 

215 

2 

C 

Do. 

0-69 

1 

y 

Kenton 

2-21 

2 

C 

Tottemhoe 

0-86 

2 

c 

Mansfield  (red) . 

2-27 

2 

C 

Auston 

1-36 

•  •  • 

F 

Do.       (white) 

2-34 

2 

C 

Anglesea    . 

3-33 

•  •  • 

L.  Clark 

Morlej  Moor 

2-21 

2 

C 

Listowel 

8-33 

w 

Park  Spring 

3-38 

2 

C 

Longhome 

7-68 

w 

Stanley      . 

2-66 

2 

C 

Ballyduff  . 

4-93 

w 

Strong  Yorkshiro 

4-38 

2 

F 

Moyne 

8*03 

w 

mean  of  9  expts 

Limerick   . 

3-9 

n 

R 

Irish  (various)    . 

•75  to  10-0 

1 

W 

Irish  (various)    . 

•5  to  14-0 

W 

I,  Inntitution  of  British  Architects.  B,  Bramah. 

n.  Buchanan,  quotetl  by  Stoney  F,  Falrtiaim,  I7«/ttZ  InJomuUioH.  for  Engiween. 

R,  Rvnnie.  W,  Wilkinson,  PraetUxU  Geology,  Ireland. 

U,  CoiQuiissiouera  on  Stone  for  Houses  of  Parliament. 

B.C. HI  G 
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Tensile  Strength  of  Stone, — Stone  ifl  rarely  employed  bo  as  to  be  BuLject  to 
a  tensile  stress.  The  following  Table  ib  chiefly  from  Mr.  Stoney's  work  on 
Strains,  and  he  remarks  that  it  would  be  well  to  have  the  figures  corrobo- 
rated. 


t 

Matkrul. 

Tearing 

Weight  per 

!k]TiaTe  Inch 

inlbe. 

Authority. 

Arbroath  paving       .... 

1261 

Buchanan. 

Caithness    do. 

1054 

Do. 

Chilmark 

500 

Do. 

Craigleith  stone 

458 

Do. 

Hailes 

336 

Do. 

Humbie    . 

283 

Do. 

Binnie 

279 

Do. 

Whinstone 

1469 

Do. 

Marble,  white  . 

722 

Hopkinson 

Do. 

551 

Do. 

Slate 

9600  to 
12,880 

Rankine. 

Transveree  Strength  of  Stone}- 


Sandstone 
Slate 


Modulus  of  rupture 
lbs.  per  square  inch. 

1100  to  2360 
6000 


^  From  Rankine*s  Useful  Rules  and  Tables, 


ABSORPTION  OF  WATER  BY  STONES, 
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AbwrpHofk — ^Table  showing  the  bulk  of  Water  absorbed  in  twenty-four 
hours  by  yarious  stones : — 


Nature  of  Stoke. 

Balk  of  Wator 

alMorbed  as 

compared  with 

bulk  of  stone 
per  cent. 

Aathority. 

Several  specimens  of   good    granite 
and  syenite          .... 

J  per  cent 

W 

Do.         do.        indiifercnt  specimens 

1     „ 

w 

Do.         do.        very  bad 

3     „ 

w 

Trap  and  basalt         .... 

A  trace    . 

w 

Do.         da      .                  ... 

i\f  to  J  p.  c. 

SandstoTies. 

Craigleith — Very  durable  . 

8  i)er  ceut 

c 

Park  Spring        Do. 

8        „ 

c 

Giffneuk — Moderately  durable 

10        „ 

c 

Heddon                  Do. 

10-4     „ 

c 

Kenton                   Do. 

90     „ 

c 

Mansfield               Do. 

10-4     „ 

c 

Hassock — Very  bad 

20  0     „ 

w 

Limestones. 

Marble 

A  trace. 

Portland — Verv  durable 

13  "5  per  cent 

c 

Ancaster — Durable   . 

16-6     „ 

c 

Bath  (Boxground)     . 

17        „ 

c 

Ketton — Durable 

151     „ 

Chilmark 

8-6     „ 

c 

Roche  Abbey — Durable 

17-2     „ 

c 

Kent  Rag              Da 

li            M 

w 

Ransome's  stone  (artificial) 

12        „ 

w 

Victoria     Do.            do. 

7-6     „ 

w 

Apcenite     Do.            do. 

12        „ 

w 

W,  Deduced  from  Experiments  detailed  in  Wray  On  Stow. 
C,  Rnyal  Commission  on  Stone  for  Houses  of  Parliament 

WeiglU  of  Stone. — A  long  list  of  stones,  giving  the  weight  per  cubic  foot  of 
each,  was  prepared  by  Mr.  G  H.  Smith  for  the  Mineral  Statistics  published 
at  the  Museum  of  Practical  Geology. 

The  information  contained  in  that  list  has  been  given  in  the  Tables,  pp. 
18,  39,  67,  et  s^q.,  and  it  will  therefore  not  be  repeated. 
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The  following  Table  shows  approximately  the  weights  of  different  clasc^cs 
of  stone,  and  may  be  useful 

Tabli  giving  the  Weight  and  Bulkiness  of  Different  Varieties  of  Stone. 


Granites  and  Syenites 
Trap  and  Busalt 
Slate 

Serpentine 
Sandstones 
Marble  . 

Limestones,  Compact 
Granular 


Shelly  granular 

Shelly 

Magnesian    . 

Kent  Rag 

Lias 

Chalk 


Quartz 
Felspar 


Weight  per  cubic 
foot  m  lbs. 

162  to  187 

164  to  187 
166  to  181 

116  to  170 
168  to  172 

165  to  172 

116  to  151 
130  to  140 
157  to  167 

126  to  153 
166 

127  to  156 

117  to  174 
165 

162 


Resistanob  to  Weab. — Mr.  Walker  exposed  the  undermentioned  descriptionB  of 
granite  and  whinatone  to  very  heavy  waggon  traffic  for  seventeen  months,  and  found  their 
vertical  wear  to  be  as  follows  : — 


Ouemsey  granite 
Herm  , , 

Baltic  whinstone 
Peterhead  blue  granite  . 


Inch. 
•060 
•075 
•082 
•181 


Heytor  granite 
Aberdeen  red  granite   . 
Dartmoor  granite 
Aberdeen  blue  granite  . 


Inch. 
•141 
•159 
•207 
•225 


Mr.  Newton's  experiments  on  the  flags  used  in  Liverpool  showed  Kilrush  flags  to  be 
most  dnrable,  Caithness  flags  next.  The  flags  found  to  be  least  durable  were  those  from 
Llangollen  and  Yorkfthim.^ 


^  D.  Rinnear  Clarke  On  Roads  and  Streets, 


Chapter  II. 
BRICKS,  TILES,  TERRACOTTA,  ktg. 

THERE  are  many  different  forms  in  which  clay  after  it  is 
burnt  or  baked  is  used  by  the  builder  and  engineer. 

Some  of  the  more  important  of  these  will  now  be  described 
under  the  following  classification : — 

Bricks. 

Fireclay  and  Fire-bricks. 

Terracotta. 

Stoneware. 

Miscellaneous  clay  goods  of  Earthenware,  Fireclay,  Stoneware, 
Terracotta. 


BEICKS. 

Ordinary  building  bricks  are  made  of  clay  and  other  earths 
subjected  to  several  processes  (which  somewhat  vary  according  to 
local  practice,  influenced  by  the  nature  of  the  material),  formed  to 
the  required  shape  in  moulds,  and  burnt. 


BRICK  EARTHS. 

Constituents  of  Briok  Earth. — The  earths  used  for  making 
ordinary  bricks  generally  consist  of  alumina  and  silica,  either 
alone  or  in  combination  with  other  substances,  such  as  lime, 
magnesia,  iron,  etc. 

It  is  beyond  the  province  of  these  Notes  to  go  into  the  chemistry 
of  the  subject,  but  it  will  be  usefid  just  to  glance  at  the  part 
played  by  each  of  these  constituents,  and  the  effect  that  it  has 
upon  earth  considered  as  a  material  for  brickmaking. 

It  may  here  be  remarked  that  mere  inspection  or  even  chemical 
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analysis  of  a  clay  gives  very  little  information  as  to  its  suitable- 
ness for  brickmaking.  No  test  is  satisfactory  but  that  of  actually 
trying  the  clay  by  making  a  few  bricks  with  it. 

In  the  absence  of  facilities  for  burning  full-sized  bricks,  a  fair 
indication  of  the  quality  of  a  clay  for  brickmaking  may  be  arrived 
at  by  making  it  into  a  small  brick  about  3  inches  long  by  1^  inch 
wide  by  1  inch  thick.  This  small  brick  may  be  burnt  in  a  com- 
mon house  fire,  being  protected  from  contact  with  the  fuel  by 
placing  it  inside  a  shield  made  by  roughly  rolling  a  piece  of  sheet- 
iron  round  into  a  hollow  cylinder  of  about  2  inches  diameter. 

Alumina  is  a  principal  constituent  in  nearly  every  kind  of  clay.  It  gives 
the  material  its  plastic  qualities,  but  it  shrinks  and  cracks  in  drying,  warp.<i, 
and  becomes  yeiy  hard  under  the  influence  of  heat. 

;S't7tca  exists  to  a  greater  or  less  extent  in  all  clay,  in  a  state  of  chemical 
combination  with  the  alumina,  forming  silicate  of  alumina. 

It  is  found  also  in  nearly  all  clays  in  an  uncombined  state — as  sand. 

Silica  is  infusible  alone,  or  in  the  presence  of  alumina  only,  except  at  very 
high  temperatures. 

If,  however,  the  silica  and  alumina  be  in  nearly  equal  proportions,  the 
presence  of  a  small  quantity  of  oxide  of  iron  will  render  them  fusible  at  a 
comparatively  low  temperature. 

Pure  silicate  of  alumina  is  plastic,  but  shrinks  when  drying,  and  warps 
with  heat. 

The  action  of  sand  is  to  prevent  cracking,  shrinking,  and  warping,  and  to 
provide  the  silica  necessary  for  a  partial  vitrification  of  the  materials,  which 
is  generally  desirable. 

The  larger  the  proportion  of  sand  present,  the  more  shapely  and  equable 
in  texture  will  the  brick  be. 

An  excess  of  sand  in  clay  renders  the  brick  made  from  it  too  brittle. 

The  difference  between  the  silica  which  is  in  a  state  of  chemical  combina- 
tion and  that  which  exists  merely  as  sand  is  not  shown  in  ordinary  chemical 
analyses,  and  this  is  one  reason  why  they  are  not  so  useful  as  they  might  be 
in  determining  the  value  of  a  day  for  brickmaking. 

Lime  has  a  twofold  effect  upon  the  clay  containing  it 

It  diminishes  the  contraction  of  the  raw  bricks  in  dr3ring,  and  it  acts  as  a 
flux  in  burning,  causing  the  grains  of  silica  to  melt,  and  thus  binding  the 
jiarticles  of  the  brick  together. 

An  excess  of  lime  causes  the  brick  to  melt  and  lose  its  shape. 

Again,  whatever  lime  is  present  must  be  in  a  very  finely  divided  state. 
Lumps  of  limestone  are  fatal  to  a  clay  for  brickmaking.  When  a  brick  con- 
taining a  lump  of  limestone  is  burnt,  the  carbonic  acid  is  driven  off,  the  lump 
is  formed  into  "  quicklime,"  and  is  liable  to  slake  directly  the  brick  is  wetted 
or  exposed  to  the  weather.  Pieces  of  quicklime  not  larger  than  pin-heads 
have  been  known  to  detach  portions  of  a  brick  and  to  split  it  to  pieces. 

The  presence  of  lime  may  be  detected  by  heating  the  clay  with  a  little 
dilute  sulphuric  acid.  If  there  is  lime  present  an  effervescence  will  take 
place. 

Bricks  containing  lumps  of  quicklime  should  be  immersed  for  several  hours 
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before  use,  so  as  to  kill  the  lime  and  prevent  it  from  slaking  after  the  bricks 
are  made,  of  even  built  into  the  work. 

Inn  Pyrites  often  occurs  in  clays,  and  should  l)e  carefully  removed. 

If  not,  the  pyrites  is  partially  decomposed  in  the  kiln,  will  oxidise  in  the 
brick,  crystallise,  and  split  it  to  pieces. 

Carbonactous  matter,  when  it  exists  naturally  in  clays  to  any  considerable 
extent,  is  objectionable.  "  When  not  burnt  completely  out  in  the  kiln,  which 
is  sometimes  with  the  denser  clays  difficult,  the  bricks  are  of  a  different  colour 
in  the  interior  and  exterior,  and  will  not  bear  cutting  for  face  work  without 
spoiling  the  appearance'  of  the  brickwork. 

**  But,  worse  than  this,  such  bricks  when  worked  in  the  wall  occasionally 
pass  out  soluble  compounds  like  those  absorbed  from  soot  by  the  bricks  of 
flues,  and  like  those  (when  used  again  in  new  work)  discolour  plastering  or 
stucco  work,"  * 

Alhaliei,  when  they  exist  in  clay  to  a  considerable  extent,  make  it  unfit  for 
the  manufacture  of  bricks.  They  act  as  a  flux,  and  cause  the  clay  to  melt 
and  become  shapeless. 

Salt, — "  Common  salt  is  nearly  always  present  in  minute  quantity  in  clays  ; 
but  when  these  are  taken  from  the  sea-shore,  or  without  or  beneath  the  sea- 
washes,  or  from  localities  in  and  about  the  salt  formations  (Trias),  they  fre- 
quently, though  in  all  other  respects  excellent  clays,  are  unfit  for  burning  into 
good  bricks. 

"  Chloride  of  sodium  *  is  not  only  a  powerful  ilux  when  mixed  even  in  very 
small  proportion  with  clays,  but  it  possesses  the  property  of  being  volatilised 
by  the  heat  of  the  brick  kilns,  and  in  that  condition  it  carries  with  it  in  a 
volatile  state  various  metallic  compounds,  as  those  of  iron,  which  exist  in  all 
clays,  and  act  as  fluxes.  The  result  is  that  bricks  made  of  such  clays  warp, 
twist,  and  agglutinate  together  upon  the  surfaces  long  before  they  have  been 
exposed  to  a  sufficient  and  sufficiently  prolonged  heat  to  burn  them  to  the  core 
into  good  hard  brick.  Place  bricks  can  Ixj  made  of  such  clay,  but  nothing 
more,  and  these  are  nearly  always  bad,  becau  :e  never  after  free  from  hygro- 
metric  moisture."  * 

Oxide  of  Iroii  in  clay  influences  the  colour  of  the  bricks  to  be  produced  (see 
p.  89).  The  tint  resulting  after  burning  depends  upon  the  proportion  of 
iron  in  the  clay  and  the  temperature  to  which  it  has  been  raised. 

When  in  the  presence  of  silica  and  alumina  whose  proportions  are  nearly 
efjual,  iron  renders  them  fusible. 

Praotioal  Classification  of  Brick  Earths.— Brick  earths  are 
generally  divided  into  three  classes. 

1.  Plastic  or  Strong  Clays  (called  by  the  brickinaker  *'foid  clui/s"), 
which  are  composed  of  silica  and  alumina,  with  but  a  small  pro- 
portion of  lime,  magnesia,  soda,  or  other  salts.  These  are  also 
known  as  pure  days. 

2.  Loams  or  Mild  Clays,  consisting  of  clay  and  sand,  and  some- 
times called  sandy  chys. 

3.  Marls  or  Calcareous  Clays,  which  contain  a  large  proportion 

of  carbonate  of  lime. 

\  Mallet  On  Brickmaking.  *  Common  salt 


{ 


88 


NOTES  ON  BUILDING  CONSTRUCTION 


Malm  is  an  artificial  imitation  of  natural  marl,  and  is  made  by 
mixing  clay  and  chalk  in  a  wash  mill.  It  is  sometimes  called 
washed  clay. 

It  generally  happens  that  a  clay  as  found  in  nature  is  unfit  for 
brickmaking  by  itself. 

It  will  probably  turn  out  to  be  deficient  in  some  necessary 
quality  which  has  to  bo  supplied  by  mixing  it  with  other  clays, 
or  by  adding  the  constituent  required,  such  as  sand  or  lime. 

A  good  Brick  Earth  should  contain  sufficient  flux  to  fuse  its 
constituents  at  a  furnace  heat,  but  not  so  much  as  to  make  tlie 
bricks  run  together  and  become  vitrified. 

Such  earths  contain  from  3^  to  ^  alumina,  and  from  ^  to  |  silica, 
the  remainder  consisting  of  carbonate  of  lime,  carbonate  of  mag- 
nesia, oxide  of  iron,  etc. 

The  bricks  made  from  such  clays  are  a  silicate  of  alumina  and 
lime  or  other  fluxes. 

The  following  Table  gives  the  analysis  of  some  brick  clays : — 


Burham  Clay.^ 

London 
Brick  Clay.i 

Loam.^ 

Marl.* 

Silica 
Alumina  . 

42-92 
20-42 

49^5 
343 

667 
27-0 

} 

43-00 

Oxide  of  iron    . 

6-00 

7-7 

1-3 

3-00 

Carbonate  of  lime 

18-91 

1-4 

0-6 

40-50 

Carbonate  of  mag- 

•12 

51 

••• 

3-50 

neaia 

Potash  and  soda 
Water       . 

•33 
6-68 

••• 

•  •  • 

••• 
•  •  • 

) 

4-00 

Oiganic  matter . 

501 

1-9 

60 

•  •  • 

Charaoteristios  of  different  kinds  of  Brick  Earth. — The  quality  of 
the  bricks  produced  depends  to  a  very  great  extent  on  the  selection  and  mixing 
of  the  clay. 

PxjBB  or  Foul  Clatb  are  sometimes  used  for  bricks  without  the  addition 
of  other  substances.  In  such  a  case  any  sand  they  contain  acts  merely  to 
prevent  excessive  contraction.  For  want  of  a  flux  it  does  not  become  fused 
so  as  to  bind  the  particles  of  the  brick  together. 

Bricks  made  from  such  clays  are  rather  baked  than  burned.  They  are  not 
so  well  able  to  resist  the  action  of  the  weather  as  those  which  are  partly 
vitrified  through  the  aid  of  a  flux. 

Pure  clays  are  therefore  very  much  improved  by  the  addition  of  sand  or  loam, 
by  adding  lime  to  act  as  a  flux,  or  ashes  to  provide  alkalies  for  the  same  purpose. 


Abney. 


'  Kiiapi). 
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Loams  are  so  loose  and  sandy  that  they  require  a  flux  to  fuse  and  bind  the 
particles  together,  and  to  take  up  the  excess  of  sand  that  would  otherwise 
remain  in  an  uncombined  state. 

Marls  are,  of  all  the  clays,  the  best  suited  for  making  bricks  without  mixture 
with  other  substances,  though  they  are  often  mixed  with  chalk  or  lime  when 
there  is  any  deficiency  in  that  constituent. 

The  Colour  of  Bricks  depends  upon  the  composition  of  the 
clay,  upon  the  kind  of  sand  used  for  moulding,  on  the  state  of 
dryness  of  the  bricks  before  burning,  on  the  temperature  at  which 
they  are  burnt,  and  upon  the  amount  of  air  admitted  to  the  Idln. 

Pure  clay,  free  from  iron,  wiU  bum  white,  but  the  colour  of 
white  bricks  is  generally  produced  by  adding  chalk  to  the  clay. 

The  presence  of  iron  produces  a  tint  which  varies  from  ligM 
yellow  to  oranrje  and  red ;  the  colour  increases  in  intensity 
according  to  the  proportion  of  iron  contained  in  the  clay. 

To  obtain  a  clear  bright  red  brick  the  clay  should  be  free  from 
impurities,  and  should  contain  a  large  proportion  of  oxide  of  iron, 
which  is  converted  by  burning  into  the  red  oxide,  but  not  fused. 

When  there  is  from  8  to  1 0  per  cent  of  oxide  of  iron,  and  the 
brick  is  raised  to  an  intense  heat,  the  red  oxide  of  iron  is  con- 
verted into  the  black  oxide,  combines  with  the  silica,  and  fuses, 
producing  a  dark  bliie  or  purple  colour. 

When  a  smaU  quantity  of  manganese  is  present,  with  a  large 
proportion  of  iron,  the  brick  becomes  darker  stiU,  Uue  or  even 
hla/ik, 

A  little  liTTie  in  the  presence  of  a  small  quantity  of  iron  pro- 
duces a  cream  colour ;  an  increase  of  the  iron  changes  the  colour  to 
red,  and  an  increase  of  the  lime  produces  a  hrovm  colour. 

Magnesia  in  tlie  presence  of  iron  makes  the  brick  yellow, 

A  clay  containing  alkalies  and  burnt  at  a  high  temperatui*e 
becomes  a  bluish  green, 

BRICKMAKING. 

The  operations  involved  in  brickmaking  are  very  numerous, 
though  not  intricate ;  they  differ  in  several  particulars  in  different 
localities,  according  to  local  custom,  generally  influenced  by  the 
nature  of  the  clay. 

To  describe  these  operations  in  sufficient  detail  to  be  of  any 
practical  value  would  require  a  separate  treatise  of  considerable 
Inilk  and  profusely  illustrated. 
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Such  descriptions  would  be  beyond  the  province  of  these  Notes, 
and  would  be  unnecessary,  for  the  practices  in  the  brickfields  of 
dififerent  localities  are  fully  described  in  Dobson  On  BHck  and  Tile 
Making,  one  of  Weale's  series  of  very  valuable  technical  works.^ 

It  may  be  useful,  however,  to  give  a  general  sketch  of  the 
operations  involved  in  brickmaking — not  such  details  as  would  be 
of  practical  use  to  the  brickmaker,  but  just  so  much  as  will  enable 
any  one  using  bricks  to  understand  and  appreciate  more  cleariy 
the  qualities  and  peculiarities  of  different  varieties,  many  of  the 
characteristics  of  which  are  caused  by  differences  in  the  processes 
of  manufacture. 

With  this  object  the  various  operations  will  now  be  rapidly  and 
shortly  sketched  in  succession. 

Preparation  of  Brick  Earth. — Unsoiling, — The  surface  of  the 
site  from  which  the  clay  is  to  be  obtained  is  first  stripped  of  its 
turf  and  mould,  which  is  removed  to  a  spoil  bank  and  kept  to  be 
respread  over  the  site  after  the  clay  has  been  dug  out. 

The  mould  is  sometimes  called  encallow,  and  the  process  of 
removing  it  encallowing. 

Clay-digging  and  Weathering. — In  the  autumn  the  clay  is  dug, 
and  the  various  descriptions  which  it  is  intended  to  mix,  together 
with  the  ashes  which  are  to  be  incorporated  in  the  mixture,  are 
wheeled  to  heaps,  in  some  places  called  kerfs,  in  which  they 
remain  during  the  winter,  sometimes  during  two  or  three  winters, 
so  that  they  may  be  thoroughly  disintegrated  by  the  action  of 
frost. 

This  mellowing  of  the  clay  renders  the  bricks  made  from  it  less 
liable  to  warp. 

Clearing  from  Stones, — If  the  clay  contain  pebbles  or  pieces  of 
ironstone  they  must  be  carefully  picked  out  by  hand ;  or  If  they 
are  found  in  large  numbers,  the  clay  must  be  washed  in  small 
quantities  and  strained  through  a  grating  so  as  to  separate  all  the 
stones  from  the  mass. 

Grinding, — When  the  clay  is  of  a  hard  marly  character  and 
full  of  lumps,  or  contains  fragments  of  limestone,  known  by  brick- 
makers  as  race,  it  requires  to  be  ground  between  cast-iron  rollers, 
which  must  be  set  sufficiently  close  to  reduce  the  hard  paiticles  to 
powder. 

Tempering. — ^This  is  done  after  the  winter's  frosts,  generally 
in  March  or  April,  before  the  brickmaking  begins. 

^  Now  published  by  Messrs.  Crosby  Lockwood  and  Company,  Stationers'  Hall 
Court,  E.C. 
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It  consists  in  digging  and  turning  over  the  kerfs  or  heaps  of 
clay ;  sometimes  the  clay  is  also  well  trodden  under  foot,  in  some 
places  it  is  passed  through  a  pug-mill,  and  occasionally,  for  the 
very  best  bricks  it  is  kept  damp  in  cellars  for  a  year  or  two  to 
ripen. 

Pbeparation  of  Malm. — The  clay  is  dug  in  the  autumn  and 
at  once  tipped,  together  with  a  proportion  of  ground  chalk  in  pulp, 
into  a  wash  mill.  This  consists  of  a  brick-lined  circular  tank  in 
which  are  revolving  harrows,  knives,  or  implements  of  some  kind 
to  disintegrate  and  mix  up  the  clay  and  chalk. 

The  exact  proportion  of  the  chalk  difters  according  to  the  com- 
position of  the  clay,  but  in  some  cases  the  chalk  is  about  ^  of 
the  bulk  of  the  clay. 

The  mixture  having  been  reduced  to  a  creamy  consistence  is 
strained  off  thi'ough  fine  gratings  into  large  shallow  tanks  called 
hacks,  and  there  left  till  it  is  nearly  solid. 

After  that  it  is  soiled  in  layers  from  1  to  3  feet  deep,  i.e. 
covered  about  \  its  bulk  with  screened  cinders,  and  allowed  to 
remain  during  the  winter. 

In  the  spring  the  hacks  are  dug  out,  the  layers  of  clay  and 
ashes  being  thoroughly  incorporated  in  a  pug-milL 

In  some  places  the  preparation  of  malm  is  known  as  washiTig, 

Malm  bricks  are  made  with  the  mixture  of  clay  and  chalk  de- 
scribed above. 

Washed  Bricks, — These  contain  a  certain  proportion  of  malm, 
and  are  made  in  two  ways. 

In  some  parts  of  the  country — in  Essex  for  example — they  are 
composed  wholly  of  an  inferior  malm,  made  like  the  malm 
described  above,  except  that  the  proportion  of  chalk  is  only  one 
half  of  that  in  the  ordinary  malm,  and  the  cinders  are  unscreened. 

In  other  brickfields,  including  those  near  London,  a  certain  pro- 
portion of  ordinary  liquid  malm  is  poured  over  unwashed  clay,  and 
mixed  with  it  so  that  the  w^hole  becomes  an  inferior  maimed  clay. 

Quantily  of  Clay  required. — The  quantity  of  clay  used  for 
making  bricks  is  very  variable,  depending  upon  the  nature  of  the 
clay  and  the  processes  to  wliich  it  is  subjected. 

The  quantity  required  for  1000  bricks  of  ordinary  size  ranges 
from  1 J  to  3^  cubic  yards,  measured  before  digging.  Tlie  stronger 
the  clay,  the  more  of  it  is  required. 

Hand-Moulding. — The  moulds  used  are  rectangular  boxes 
without  top  or  bottom,  about  10  inches  long,  5  inches  wide,  and 
3  inches  deep,  the  exact  size  depending  upon  that  of  the  brick 
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required,  and  upon  the  contraction  of  the  clay  in  burning,  which 
may  be  about  -jJ^  or  -^^  of  the  linear  dimensions. 

The  moulds  are  sometimes  made  of  wood  edged  or  lined  with 
iron,  or  of  sheet-iron  strengthened  at  the  sides  with  wood,  or,  as 
in  the  best  works,  with  sides  and  ends  of  brass  protected  by  wood. 

The  mould  stands  either  upon  the  table  at  which  the  moulder 
works — in  which  case  the  bottom  of  the  brick  is  flat— or  it  rests 
upon  a  stock  hoard,  or  bottom  made  to  fit  the  mould,  and  upon 
which  is  a  raised  projection  which  forms  an  indentation  or  frog  ^ 
in  the  bottom  of  the  brick. 

The  process  of  hand-moulding  consists  in  dashing  a  clot  of  clay 
into  the  mould,  and  pressing  it  home  so  as  thoroughly  to  fill  every 
comer. 

When  a  stock  board  is  used  the  lower  side  of  the  brick  rests 
upon  it.  The  superfluous  clay  protruding  above  the  top  is  swept 
or  scraped  ofif  by  a  strike  or  straight-edge  of  wood  or  steel. 

Thus  the  lower  surface  of  the  brick  is  indented  by  the  frog  on 
the  stock  board,  but  the  upper  surface  is  struck  smooth. 

When  there  is  no  stock  board  the  bottom  of  the  brick  rests 
upon  the  moulding-table,  and  the  top  surface  is  formed  by  means 
of  a  plane,  which  is  a  piece  of  board  about  9  inches  by  3 
inches  with  a  short  vertical  handle  near  one  end. 

.  Slop-moulding  is  the  term  used  when  the  mould  is  dipped 
frequently  in  water  to  prevent  the  wet  bricks  from  sticking  to  it. 

Sand-moulding  is  when  the  mould  is  sprinkled  with  sand  or 
fine  ashes  for  the  same  purpose,  and  is  considered  to  produce 
cleaner  and  sharper  bricks  than  slop-moulding. 

Beabing  off. — As  each  brick  is  moulded  it  is  disposed  of  in 
one  of  two  ways — 

1.  It  may  be  carried  by  a  boy  in  the  mould  to  the  drying  floor 
or  ground,  and  there  deposited,  the  mould  being  taken  off  and  re- 
turned to  the  moulder.     Or, 

2.  It  may  be  deposited  upon  a  pallet  (a  piece  of  board  ^  inch 
thick,  the  same  width  as  the  mould  but  longer),  and  placed  by 
the  boy  upon  a  bearing-off  or  hack  harrow  for  removal  to  the 
drying  ground.  These  barrows  are  made  with  springs,  and  run 
upon  smooth  wrought-iron  wheeling  plates,  so  as  to  shake  the 
brick  as  little  as  possible. 

Drying. — The  raw  moulded  bricks  may  be  dried  either  in  sheds 
imder  cover  or  out  of  doors. 

Drying   in   Sheds. — Drying   sheds  are  extensively  used   in 

'  Sometimes  called  a  kick. 
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Nottingliamshire  and  the  Midland  counties,  and  they  insure  the 
great  advantage  of  being  independent  of  weather  in  dr3dng  the 
bricks. 

Where  coals  are  cheap  the  sheds  may  be  warmed  by  flues  run- 
ning under  the  floor.  This  secures  tlie  raw  bricks  against  the 
effects  of  frost,  and  enables  the  brickmaking  to  be  continued 
throughout  the  winter. 

Drying  out  of  Doors. — Hacking, — Bricks  to  be  dried  out  of 
doors  are  placed  upon  hacks,  which  are  long  parallel  banks 
raised  about  6  inches  from  the  ground.  They  have  a  slight  in- 
clination toward  the  kiln  to  facilitate  drainage  and  transport  of 
the  bricks,  and  are  sometimes  made  of  brick  rubbish  and  ashes  so 
that  they  may  be  quite  dry. 

The  bricks  are  placed  upon  the  hacks,  sometimes  laid  square 
in  plan,  sometimes  diagonally,  and  piled  up.  They  should  not 
be  more  than  eight  courses  deep,  or  the  lowest  course  would  be 
liable  to  be  crushed. 

Scintling, — ^Wlien  the  raw  bricks  are  half  dry  they  are  scintled, 
that  is,  placed  diagonally  and  a  little  distance  apart,  so  that  the 
wind  may  pass  between  them.  They  therefore  take  up  more 
room  in  plan,  but  as  the  bricks  are  drier,  about  fourteen  courses 
may  be  piled  up  instead  of  eight  as  before. 

The  bricks  on  the  hacks  are  generally  protected  from  the  wea- 
ther by  light  coverings  or  roofs,  made  of  straw,  called  lews,  or  by 
boards  or  tiles. 

In  permanent  brickyards  the  hacks  are  sometimes  covered  by 
sheds,  with  sliding  roofs  so  that  they  may  be  uncovered  in  favour- 
able weather  and  closed  in  case  of  rain,  or  when  the  sun  is  so 
strong  as  to  warp  the  bricks. 

The  time  of  drying  varies  according  to  the  weather.  The  raw 
bricks  generally  take  about  ten  days  before  being  scintled,  and 
about  three  to  six  weeks  for  the  whole  process  of  drying. 

Maohine-Moulding« — Wlien  there  is  a  large  niimber  of  bricks 
to  be  made  at  tlie  same  spot,  it  pays  to  set  up  machines  for 
moulding,  and  in  cases  where  the  clay  is  very  hard,  stony,  or  in 
any  way  refractory,  machines  become  a  necessity. 

There  are  several  varieties  of  machines  for  brick-moulding,  but 
they  may  be  divided  into  two  general  classes.  These  will  be  just 
referred  to,  but  to  describe  even  the  most  common  brickmaking 
machines  in  detail  woidd  be  beyond  the  province  of  these  Notes. 

Plastk  Clay  Machines. — In  these  the  clay  is  first  pugged  in  the 
machine,  next  forced  through  an  o[»eniugof  about  10  inches  by  5 
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inches  in  a  plastic  band,  from  which  the  bricks  are  cut  ofif  by 
means  of  wires,  and  then  dried  or  burnt  as  usual. 

Machines  of  this  class  are  suitable  for  any  plastic  clay  free  from 
hard  lumps  or  stones,  which,  if  they  exist,  must  be  taken  out  or 
crushed. 

Dry  Clay  Machines  in  which  the  clay  is  first  reduced  to  powder, 
then  filled  by  the  machine  dry  into  a  mould,  and  subjected  to 
enormous  pressure  which  consolidates  it,  and  forms  a  well-shaped 
brick  with  hard  even  surfaces. 

These  machines  are  well  adapted  for  stony  and  marly  clays, 
and  they  are  economical  inasmuch  as  they  save  the  expense  and 
time  employed  in  drying,  which  process  is,  of  course,  unnecessary. 

Some  machines  receive  the  clay  in  a  semi-dry  condition,  and 
deal  with  it  in  the  same  way  as  the  dry  clay  machines  just  men- 
tioned. 

Pressed  Bricks  are  made  by  placing  ordinary  raw  bricks  when  nearly  dry 
in  a  metal  mould  or  die,  and  eubjecting  them  to  powerful  compression  ujider 
a  piston. 

This  may  be  done  in  hand  presses,  or  in  larger  machines  worked  by  steam 
power. 

Such  treatment  gives  the  bricks  good  faces  and  arrises,  but  thoy  require 
more  care  in  drying  and  burning,  and  the  oil  necessarily  used,  gives  them  a 
glazed  surface,  which  peels  off  upon  exposure  to  the  weather. 

Dressed  Bricks  after  being  moulded  are  beaten  with  a  dresser  shaped  like  a 
small  cricket  bat,  and  sometimes  tipped  with  iron.  This  toughens  the  clay, 
corrects  its  warping,  and  improves  the  arrises  of  the  brick. 

**  Polished  Bricks,  as  they  are  called,  are  rubbed  upon  a  bench  plated  with 
iron,  to  make  their  surfaces  perfectly  even,  and  are  also  dressed  with  a  dresser 
as  before  described. 

"  This  process  is  only  gone  through  with  the  very  best  bricks,  and  its  cost 
is  such  that  it  is  not  employed  to  any  very  great  extent'*  * 

Frog. — Most  hand-made  bricks  have  a  hollow  on  one  of  the 
larger  suriF aces  called  the  "  frog  "  or  "  kick." 

The  object  of  this  is  to  afibrd  a  key  for  the  mortar.  The  reason 
why  there  is  not  a  hollow  on  both  sides  in  hand-moulded  bricks 
is  that  the  top  of  the  brick  is  struck  off  to  a  flush  surface  by  the 
moulder. 

Bricks  should  be  laid  with  the  lioUow  uppermost. 

Wire-cut  bricks  (see  above)  have,  of  bourse,  no  frogs. 

In  some  machine  bricks  made  by  pressure  there  is  a  frog  on 
each  side. 

Burning. — Bricks  are  burnt  in  "clamps"  or  in  "kilns"  ac- 
cording to  the  practice  of  the  locality. 

^  Dohson. 
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Clamp  Burning. — Clamps  are  stacks  of  dried  raw  bricks 
dexterously  built  up  over  a  system  of  flues  roughly  formed 
with  burnt  bricks,  and  leading  from  livc-holcs  or  eyes  at  which  the 
fire  is  introduced. 

Clamps  in  a  permanent  brickfield  are  made  in  a  very  elaborate 
manner,  which  is  fully  described  in  Dobson  On  Brick  and  Tile 
Making. 

The  following  brief  notes  refer  merely  to  the  rough  kind  of 
clamp  used  in  a  temporary  brickfield. 

Bricks  intended  to  be  burnt  in  clamps  should  always  be  made 
from  clay  mixed  with  ashes  or  breeze,  so  that  they  contain  fuel 
which  enables  the  fire  to  seize  upon  them  and  bum  them  through- 
out more  readily. 

Building  the  Clamp, — Before  building  a  clamp  the  ground  is 
first  made  firm,  thoroughly  drained,  and  sometimes  formed  to  a 
dish-shaped  section. 

On  the  ground  is  placed  a  foundation  of  burnt  bricks  on  edge 
close  together  to  keep  out  the  moisture  from  the  earth,  so  that  the 
bricks  may  lean  inwards  towards  the  centre  of  the  clamp,  and  not 
tend  to  faU  outwards. 

[This  foundation  course  is  sometimes  omitted,  especially  if  the 
ground  has  been  the  site  of  a  recently  burning  clamp,  so  that  it 
is  pretty  dry.] 

The  clamp  itself  is  commenced  by  laying  two  courses  of 
burnt  bricks  on  edge,  in  parallel  lines.  In  the  lowermost 
course  of  these  two  the  parallel  lines  run  diagonally  across  the 
clamp,  with  spaces  about  2  inches  wide  between  the  lines. 
The  uppermost  course  is  laid  crossways  upon  the  lower,  the  lines 
of  bricks  being  parallel  to  the  end  of  the  clamp,  and  the  bricks 
close  together.  The  spaces  between  the  bricks  are  filled  in  with 
breeze. 

In  laying  these  courses  the  live-holes^  about  9  inches  square 
are  left  right  across  the  clamp,  filled  up  with  faggots,  and  the 
whole  covered  with  breeze  from  5  to  7  inches  thick  (marked  p  in 
Fig.  6). 

Upon  the  layer  of  breeze,  p,  is  placed  the  first  course  of  raw 
bricks  as  headers ;  along  the  clamp,  above  this  course,  another 
layer  of  breeze,  o,  from  4  inches  to  7  inches  thick;  and  then 
alternate  heading  and  stretching  courses  of  raw  bricks  on  edge, 

^  In  many  cases  there  is  only  one  live-hole — near  the  end  of  the  clamp,  as  in  Fig. 
4.  If,  however,  the  burning  does  not  keep  pace  with  the  building  of  the  clamp, 
live-holes  are  formed  at  intervals,  so  as  to  start  the  burning  at  other  points. 
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up  to  a  height  of  10  or  12  feet.^  On  the  uppermost  course 
of  raw  bricks  a  3 -inch  layer  of  breeze  is  sometimes  spread,  and 
the  top  of  the  clamp  is  covered  with  a  casing  of  burnt  bricks 
two  or  three  courses  deep. 

In  some  cases  a  thin  layer  of  breeze  (about  -|  inch  thick)  is 
spread  over  the  top  of  each  course  of  raw  bricks  throughout  the 
clamp.  In  other  cases  a  little  breeze  is  inserted  only  at  the 
edges  of  the  courses. 

In  rough  clamps  used  for  temporary  works,  the  ends  and  sides 
are  smeared  with  clay.  In  permanent  brickfields  they  are  cased 
with  burnt  bricks. 

The  bricks  nearest  the  outside  of  the  clamp  are  tilted  a  little 
upward  by  the  insertion  of  bats,  so  that  they  may  not  have  a 
tendency  to  fall  outw^ards. 

Figs.  4  to  7  are  taken  from  measurements  of  a  clamp  in  one 
of  the  Kentish  brickfields. 

Fig.  4  is  a  plan  of  one  end  of  the  clamp,  showing  the  live- 
hole  and  the  arrangement  of  the  bricks  in  the  fii-st  course. 

Fig.  5  is  a  plan  of  part  of  the  second  course. 

Fig.  6  is  an  enlarged  section  of  one  of  the  sides  of  the 
clamp,  showing  at  q  how  the  bricks  are  packed  so  as  to  give  a 
batter  to  the  outer  wall  of  burnt  brick. 

0  is  a  layer  of  breeze  4  inches  thick,  p  a  layer  7  inches  thick. 

Fig.  7  is  a  longitudinal  section  of  the  clamp — ^which  may 
be  of  any  length. 

Time  of  Burning, — The  operation  of  burning  takes  from  two 
to  six  weeks.  A  good  deal  depends,  however,  upon  the  situation 
and  direction  of  wind.  The  nearer  the  live-holes  are  together  the 
quicker  the  burning. 

The  completion  of  the  burning  process  is  indicated  by  the 
settling  down  of  the  top  of  the  clamp,  caused  by  the  shrinking  of 
the  bricks  as  they  become  burnt. 

Qy^lity  of  Bricks, — The  bricks  taken  from  a  clamp  will  be 
found  very  unequal  in  quality.  Those  from  near  the  eyes  are 
often  fused  together,  or  misshapen,  forming  harrs.  Those  near 
the  outside  are  underbumt  and  soft. 

Again,  much  depends  upon  the  proportion  of  breeze  used  in 
the  clamp.  Too  much  will  cause  the  bricks  to  })e  weak  and 
porous. 

*  In  some  clamps  a  third  layer  of  breeze  some  2  or  3  inches  thick  is  introduced 
between  o  and  the  mass  of  raw  bricks  above  it. 
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Broken  SKtUm  on  line  A  B. 

BurtU  Brick  tkoam  thua  I 
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The  quantity  of  breeze  required  will  vary  a  good  deal  accord- 
ing to  the  quality  of  the  clay,  but  the  following  may  be  taken  as 
an  approximation  per  1000  bricks: — 

Mixed  with  the  clay — J  chaldron ;  in  the  clamp — ^  chaldron. 
Besides  about  2  to  3  cwts.  of  coal  in  each  fire-hole,  that  is  about 
■^  cwt.  per  1000  bricka. 

Kiln  Burning.- — There  are  several  descriptions  of  kilns  used 
for  burning  bricka,  but  it  will  only  be  necesaary  to  refer  to  those 
that  are  likely  to  be  used  by  the  engineer  or  builder  in  estab- 
lishing a  temporary  brickfield  to  supply  bricks  for  special  works 
in  progress. 

Several  forms  of  kiln,  used  chiefly  in  permanent  brickmakiug 
yards,  may  be  excluded,  or  very  lightly  touched  upon,  as  being 
interesting  to  the  brick-manufacturer  rather  than  to  the  engineer. 

Scotch  Kiln.'- — The  form  of  kjln  most  commonly  used  in  the 


Fig-  9.  Onmnd-plan. 

United    Kingdom  for  making  a    moderate    supply  of  bricks  is 
known  as  the  Scotch  kiln. 

The  Scotch  kiln  is  a  rough  rectangular  building,  open  at  the 
top,  and  having  wide  doorways  at  (he 
ends.  The  side  walla  are  buHt  pf  old 
bricks  set  in  clay,  and  in  them  are  seve- 
ral openings  called  fire-holes,  or  "  eyes," 
■  (e  e.  Fig.  9),  built  in  firebricks  and  fire- 
clay, opposite  one  another. 

The  dried  raw  bricks  are  arranged  in 
the  kilns  so  as  to  form  flues  connecting  the  fire-holea  or  eyea,  and 
>  SometimM  called  the  Duick  Kiln. 


Fig.  10.  Crota  Section. 
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they  are  packed  so  as  to  leave  spaces  between  the  bricks  from 
bottom  to  top,  through  which  the  fire  can  find  its  way  to  and 
around  every  brick. 

After  the  dried  bricks  are  "  crowded^'  i.e.  filled  into  the  kiln, 
the  ends  are  built  up,  and  plastered  over  with  clay. 

At  first  the  fires  are  kept  low,  simply  to  drive  off  the 
moisture. 

After  about  three  days  the  steam  ceases  to  rise  ;  the  fires  are 
allowed  to  bum  up  briskly ;  the  draught  is  regulated  by  par- 
tially stopping  the  fire-holes  with  clay,  and  by  covering  the  top 
of  tlie  kiln  with  old  bricks,  boards,  or  earth,  so  as  to  keep  in  the 
heat. 

In  from  48  to  60  hours  the  bricks  will  be  sufficiently  burnt, 
and  they  will  be  found  to  have  settled  down. 

The  fire-holes  are  then  completely  stopped  with  clay,  all  air 
excluded,  and  the  kiln  is  allowed  to  cool  very  gradually. 

Fud. — About  a  half-ton  of  soft  coal  is  required  for  burning 
1000  bricks.  The  exact  quantity  depends  upon  the  nature  of 
the  clay,  the  quality  of  the  fuel,  and  the  skill  in  setting  the  kiln. 

Size  of  Kiln. — A  convenient  size  for  a  kiln  is  about  60  feet 
by  1 1  feet  internal  dimensions,  and  1 2  feet  high.  Tliis  \n31  con- 
tain about  80,000  bricks.  The  fire-holes  are  3  feet  apart.  These 
kilns  are  often  made  12  feet  wide,  but  11  feet  is  enough  to  bum 
through  properly. 

Time  of  Ijitrnituj  and  Produce. — A  kiln  takes  on  an  average  a 
week  to  burn,  and,  including  the  time  required  for  crowding  and 
emptying,  it  may  l>e  burnt  about  once  every  three  weeks,  or  ten 
tunes  in  an  average  season.  This  will  produce  about  800,000 
bricks,  that  is  about  as  many  as  would  be  turned  out  by  two 
moulders  in  full  work. 

The  bricks  in  the  centre  of  the  kiln  are  generally  well  burnt. 
Those  at  the  bottom  are  likely  to  be  very  hard,  some  clinkered. 
Those  at  the  top  are  often  badly  burnt,  soft,  and  imfit  for  exterior 
work. 

A  'modification  of  the  Scotch  Kiln  is  used  in  Essex  and  Suffolk.  The  floor 
is  made  with  openings  like  lattice  work,  through  which  the  heat  ascends 
from  arched  furnaces  underneath.^ 

Comparative  Advantages  of  Kiln  and  Clamp  Burning. — The 
following  advantages  are  claimed  for  kiln-burning  over  clamp- 
burning  : — 

^  Dobson. 
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1.  In  kilns  the  bricks  are  nearly  all  turned  out  of  the  same 
quality,  being  equally  burnt ;  whereas  the  bricks  produced  from 
different  parts  of  the  same  clamp  vary  greatly  in  quality,  and 
many  of  them  are  almost  useless. 

2.  For  kiln-buming  the  bricks  need  not  stand  so  long  on  the 
hacks  to  dry,  because  the  fires  in  the  kiln  can  be  regulated  so  as 
to  drive  off  the  moisture  gradually. 

This  prevents  warping,  which  often  occurs  with  bricks  clamped 
in  too  moist  a  condition. 

3.  Though  the  kiln-buniing  requires  more  fuel,  yet  the  speed 
with  which  the  crowding,  burning,  and  discharging  take  place,  the 
absence  of  waste,  and  the  superior  quality  of  the  bricks  produced, 
render  it  preferable  even  from  an  economical  point  of  view. 

Hoffmann's  Kiln  is  used  chiefly  in  brick-manufactories  on  a  large  scale, 
where  a  great  number  of  bricks  is  required  annually,  and  a  continuous  supply 
has  to  be  kept  up  ;  but  it  is  also  employed  in  making  bricks  for  very  exten- 
sive works  where  several  millions  of  bricks  are  required. 

This  kiln  is  circular  in  plan. 

It  consists  of  an  annular  tunnel-shaped  chamber  (marked  1  to  12,  Fig. 
1 1)  of  brickwork  lined  with  firebricks. 

At  certain  equidistant  points  there  are  grooves  formed  in  the  sides  of  this 
anntOar  chamber,  so  that  it  can  be  screened  across  by  an  iron  shutter  tem- 
porarily inserted  (see  S,  Fig.  1 1)  at  any  of  these  points. 

The  portions  of  the  kiln  between  these  points  are  called  "  chambers "  or 
"  compartments." 

They  are  marked  1  to  1 2  in  Fig.  1 1  ;  each  of  them  is  connected  by  means 
of  a  flue,  /,  with  a  high  central  chimney,  C. 

The  number  of  compartments  varies  in  diff*erent  kilns  from  8  to  24,  but  a 
1 2-chambered  kiln  is  found  in  practice  to  be  the  most  convenient  for  the 
purpose  of  the  engineer  in  providing  a  temporary  brickfield  to  supply  s|)ecial 
works. 

Each  flue  can  l>e  cut  off  from  the  chimney  by  lowering  upon  it  a  cast-iron 
damper,  (/. 

Each  compartment  has  a  doorway  leading  outside  the  kiln,  marked  D  in 
the  figure.  This  doorway  can  be  filled  up  by  dry  brick  walls  with  sand 
packed  in  between  tliem. 

Fire-holes  with  covers  arc  provided  at/A, //t, by  which  fuel  in  the  shape  of 
powdered  coal  may  be  supplied  to  the  bricks. 

The  olyect  of  these  anangements  is  to  utilise  all  the  lieat  produced  by 
the  fuel,  and  thus  to  save  expense  in  firing. 

Thus  in  a  1 2-chambered  kiln  on  a  certtiin  day  the  chambers  might  be  in 
use  as  shown  in  Fig.  1 1. 

The  annular  chamber  is  closed  by  an  iron  shutter  at  S,  between  compart- 
ments 12  and  1. 

The  flue  from  No.  12  is  placed  in  communication  ^vith  the  chimney  by 
raising  the  damper,  d^^  ;  all  the  other  dampers  are  closed. 

The  state  of  things  is  then  as  follows  : — 
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Chamber  No.  1  is  being  filled  with  raw  bricks. 

„         No.  2  is  being  emptied  of  cold  burnt  bricks. 

„         Nos.  3,  4,  5,  6  contain  bricks  which  have  been  burnt  and  are 

cooling. 
„         Nos.  7,  8  contain  bricks  which  are  being  burnt,  fuel  being  sup- 
plied to  them  through  the  fire-holes,  fh,  fh. 
„         Nos,  9,  10,  11,  12  are  drying  and  becoming  very  hot  under  the 
influence  of  the  heat  from  Nos.  7,  8. 

The  cold  air  is  entering  through  the  open  doors  of  1  and  2,  and  proceeds 
in  the  direction  shown  by  the  arrows.  Becoming  partly  heated  by  passing 
over  the  cooling  bricks  in  3,  4,  5,  6,  it  enters  7  and  8,  whence  it  goes  on  in 
a  highly  heated  state  to  dry  and  heat  the  raw  bricks  in  Nos.  9, 10,  11,  12. 
Meeting  the  screen  between  12  and  1,  it  passes  through  the  flue  /j^,  goes  up 
at  d^^  into  the  chimney. 

The  next  day 

No.  2  would  be  filled  with  raw  bricks. 

No.  3  would  be  emptied  of  cold  burnt  bricks. 

Nob.  4,  5,  6,  7  would  contain  burnt  bricks  cooling. 

Nos.  8,  9  would  contain  bricks  burning. 

Nos.  10,  11,  12,  1  would  be  drying. 

The  screen  would  be  between  1  and  2,  and  the  smoke,  etc.,  would  escape  up 
the  chimney  through  the  flue  /i,  the  damper  d^  being  raised,  and  all  the  other 
dampers  down.     The  doors  Dj  Ds  would  be  open  ;  all  the  other  doors  shut. 

A  similar  change  is  made  each  day,  so  that  the  kiln  bums  continuously, 
never  being  allowed  to  go  out  except  for  repairs. 

Size  and  Prodtice  of  Kiln, — ^Each  chamber,  if  made  about  36  feet  long,  15 
feet  mean  width,  and  8  feet  high,  will  hold  25,000  bricks. 

12  X  25,000  =  300,000  bricks  may  therefore  be  burnt  in  the  whole  kiln 
every  twelve  days,  or  (as  the  bricks  are  not  filled  in  or  unloaded  on  Sundays) 
say  once  a  fortnight 

Such  a  kiln  will  therefore  burn  some  four  or  five  million  bricks  per  annum. 

Disadvantages. — The  great  drawback  to  the  use  of  Hoffmann's  kiln  is  the 
first  cost  of  its  construction. 

It  is  necessary  to  bum  some  six  to  ten  million  bricks  before  the  saving  in 
fuel  has  compensated  for  the  cost  of  building  the  kiln. 

It  is  therefore  not  adapted  for  burning  bricks  for  special  works  unless  they 
are  on  a  very  large  scale. 

It  is,  however,  the  most  economical  form  of  kiln  for  permanent  brick- 
making  works  turning  out  a  large  annual  supply  of  bricks. 

Advantages, — The  advantages  of  Hoffmann's  kiln  are — 

1.  Economy  of  Fud, — In  Scotch  and  similar  kilns  a  great  deal  of  the  heat 
from  the  burning  fuel,  and  also  all  the  heat  from  the  bricks  when  cooling, 
passes  away  and  is  wasted  ;  by  this  kiln  they  are  both  preserved,  and  utilised 
in  drying  and  heating  the  bricks  before  burning. 

The  result  \a  that  only  2  to  3  cwt  of  coal  dust  and  slacks  costing  4d.  or  5(1., 
are  required  per  1000  bricks,  instead  of  half  a  ton  of  good  coal,  costing  4s.  or  58. 

The  prices  given  are  those  quoted  by  the  patentees,  and  vary  of  course  in 
different  localities. 

2.  There  being  no  rapid  draught,  the  hot  gases  fill  the  chambers,  and  tlio 
bricks  in  all  parts  of  the  kiln  are  burnt  equally  well. 
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3.  The  bricks  can  at  any  time  be  examined,  and  the  burning  regulated, 
through  the  fire-holes. 

4.  As  the  fuel  is  thrown  into  the  chambers  after  they  are  at  a  high  heat, 
wood,  turf,  or  coal  can  be  used. 

5.  The  charging  and  emj)tying  of  the  kiln  goes  on  continuously  and  with- 
out interruption,  so  that  a  regular  supply  of  bricks  can  be  maintained. 

6.  The  height  of  the  chambers,  only  8  or  9  feet,  is  such  that  there  is  no 
danger  of  crushing  the  lower  courses  when  the  bricks  are  raw  or  at  a  high 
temperature. 

7.  The  bricks  are  not  liable  to  injury  by  sudden  changes  of  temperature. 

8.  There  is  no  smoke,  as  the  combustion  of  the  fuel  is  perfect. 
Modifications  of  Hoffman'rCs  Kilns  are  used  in  different  parts  of  the  country. 

In  many  of  them  the  chambers  are  differently  arranged.  Tliey  are  often  placed 
in  a  straight  line,  and  tlie  waste  heat  from  each  is  utilised  in  a  somewhat 
similar  manner.  Among  these  may  be  mentioned  Lancaster's,  Morand's. 
Clayton*s,  Pollock  and  Mitchell's,  and  Chamberlain  and  Wedekind's  kilns. 

BulVs  patent  Semi-continuous  Kiln  is  said  to  utilise  the  waste  heat  and 
thoroughly  to  consume  the  fuel,  without  expense  in  construction  of  a  very  large 
kiln.     The  expenditure  of  coal  is  stated  to  be  about  3  cwts.  per  1000  bricks. 

The  bricks  are  packed  in  a  somewhat  elaborate  manner.  The  whole  con- 
struction is  fully  explained  in  Engineering  of  the  2 2d  October  1875. 

Cupolas,  or,  as  they  are  lociiUy  called,  ovens^  are  small  circular  domed 
kilns.  They  are  used  in  Staffordshire  for  the  celebrated  bricks  of  that  dis- 
trict (see  p.  108).  They  are  sometimes  used  in  other  localities,  and  also  for 
burning  firebricks. 

Other  Forms  of  Kiln. — -An  immense  number  of  different  kilns  are  in  use 
for  burning  bricks  and  tiles  of  special  descriptions.  New  forms  of  kiln  are 
invented  nearly  every  week.  It  would  l)e  impossible,  for  want  of  space,  to 
describe  even  a  few  of  these,  and  such  a  description,  if  given,  would  be  inte- 
resting to  the  manufacturer  rather  than  to  the  engineer  or  builder. 

Classiflcatioii  of  Bricks — Building  bricks  may,  for  the  pur- 
poses of  the  engineer  or  architect,  be  divided  into  three  classes. 

1.  Cutt-ers  or  Jitibbers,  i.e.  bricks  intended  to  be  cut  or  rubbed 
to  some  shape  different  from  that  in  which  they  were  originally 
moulded. 

2.  Ordinary  Bricks,  intended  to  be  used  without  cutting  except 
where  required  to  form  the  bond. 

The  best  of  these  are  selected  for  fronts,  and  are  termed  facing 
bricks. 

Specially  hard  varieties  are  used  for  coping,  also  for  paving, 
quoins,  and  other  positions  where  they  wuU  be  subjected  to  unusual 

wear. 

3.  Undcrburnt  and  misshapen  Bricks,  only  fit  for  inside  work. 
Of  each  of  these  classes  there  are  in  most  brickfields  several 

varieties,  varying  in  quality  according  to  circumstances.  Their 
general  chamcteristics  are,  however,  as  follow  : — 
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Cutters  or  Bubbers  are  purposely  made  sufficiently  soft  to  be 
cut  approximately  to  the  shape  required  with  a  trowel,  and  then 
rubbed  to  a  smooth  face  and  to  an  accurate  shape. 

To  ensure  this  they  are  made  of  washed  earth  carefully  freed 
from  lumps  of  all  kinds,  and  uniform  in  composition  throughout 
its  mass. 

The  best  rubbers  are  burnt  to  a  point  a  little  short  of  vitrification. 

Inferior  kinds  are  often  stinted  in  firing ;  the  cohesion  between 
the  particles  is  small,  and  they  are  easily  destroyed  by  rain  or  frost. 

For  the  sake  of  durability  it  is  better  to  avoid  rubbers  in  all 
exposed  work,  and  to  use  "  purpose-made "  bricks  moulded  to  the 
shape  required  and  thoroughly  well  burnt. 

This  is  often  done  in  good  work. 

The  characteristics  of  good  rubbers  are  mentioned  at  page  111. 

Ordinary  Building  Bricks. — The  second  class  of  bricks  in- 
cludes the  bulk  of  those  required  for  building.  The  qualities  and 
characteristics  of  these  vary,  not  only  in  different  localities,  but 
also  in  the  same  brickyard  (see  p.  110). 

Such  bricks  are  made  either  from  washed  earth  or  malm,  from 
partly  washed  earth,  or  from  earth  which  has  merely  been  tem- 
pered, not  washed  at  all. 

They  should  be  hard  and  well  shaped,  those  most  uniform  in 
colour  being  selected  for  facing,  and  the  whole  of  the  remainder 
being  fit  to  use  for  good  sound  work. 

Underburnt  and  Misshapen  Bricks. — ^The  underbumt  bricks 
of  the  third  class  are  generally  known  as  grizde  or  place  bricks, 
in  some  places  as  samel  bricks. 

They  are  always  soft  inside,  and  sometimes  outside  also,  are 
very  liable  to  decay,  and  unfit  for  good  work. 

They  are,  however,  often  used  for  the  inside  of  walls. 

Names  of  different  Varieties  of  Bricks. — ^As  before  mentioned, 
the  names  given  to  different  classes  of  bricks  vary  in  different 
districts,  and  even  in  different  brickfields  of  the  same  district. 

Classification  op  Clamp-burnt  Bricks. — The  subjoined  list  of  the 
names  for  clamp-bumt  bricks,  adopted  in  a  Kentish  brickfield  supplying  the 
London  market,  may  be  taken  as  a  specimen. 

Following  it  is  a  description  of  some  of  the  more  important  varieties. 

The  bricks  are  divided  generally  into  three  classes — Malms,  IVaslud,  and 
Common — according  to  the  manner  in  which  the  earth  for  them  is  prepared 
(see  p.  91).  For  the  third  or  Common  class  the  earth  is  not  washed  at  all. 
All  three  classes  are  moulded  and  burned  in  exactly  the  same  manner,  and 
are  then  further  sorted  into  a  number  of  varieties  according  to  the  manner 
in  which  they  have  been  aflfected  by  the  fire. 
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Malms 


Washed 


i 


Common 


Cutters 

Best  Seconds 

Mean     do. 

Pale      do. 

Brown  Facing  Paviors 

Hard  Paviors 

Shippers 

Bright  Stocks 

Grizzle 

Place 

Bright  Fronts 

Stocks 

Shippers 

Hard  Stocks 

Grizzles 

Place 

'  Shippers 

Stocks 

Grizzles 

Rough  Stocks 
V  Place 


The  classes  are  subdivided  as  follows  : — 

Price  per  Thousand. 

110/. 

86/. 
76/. 
45/. 
65/. 
50/. 
37/6,  48/. 
50/. 
38/. 
35/. 

60/. 

45/. 
48/. 
42/. 
36/. 

34/. 

48/. 
44/. 
36/. 
35/. 
33/. 

The  prices  above  mentioned  were  those  current  when  these  N(ites  were 
written.  They  were,  however,  at  the  time  abnormally  high.  The  differ- 
ences between  them  serve,  however,  to  show  the  relative  value  of  the  different 
classes  of  bricks. 

Of  the  above  classes  cutters  have  already  been  described. 

Seconds  are  similar  to  cutters,  but  with  some  slight  unevenness  of  colour. 

Facing  Paviors  are  hard-burned  malm  bricks  of  good  shape  and  colour 
used  for  facing  superior  walls. 

Bright  Fronts  are  the  corresponding  quality  from  "  washed  "  earth. 

Hard  Paviors  are  rather  more  burned,  and  slightly  blemished  in  colour. 
They  are  used  for  superior  paving,  coping,  etc. 

Shippers  are  sound,  hard-burned  bricks,  not  quite  perfect  in  form.  They 
are  chiefly  exported,  ships  taking  them  as  ballast. 

Stocks  are  hard-burned  bricks,  fairly  sound,  but  more  blemished  than 
shippers.     They  are  used  for  the  principal  mass  of  ordinary  good  work. 

Hard  StocJ;^  are  overbumt  bricks,  soimd,  but  considerably  blemished  both 
in  form  and  colour.  ITiey  are  used  for  ordinary  pavings,  for  footings,  and  in 
the  body  of  thick  walls. 

Grizzle  and  Place  bricks  are  underbumt.  They  are  very  weak,  and  two 
out  of  five  **  common  "  or  unwashed  place  bricks  are  allowed  to  be  bats,  the 
stones  left  in  the  unwashed  earth  making  them  very  liable  to  breakage. 

These  two  last-mentioned  descriptions  are  only  used  for  inferior  or  tem- 
porary work,  and  are  commonly  covered  with  cement  rendering  to  protect 
them  from  the  weather  when  intended  to  be  permanent. 

Chuffs  are  bricks  upon  which  rain  has  fallen  while  they  were  hot,  making 
them  full  of  cracks,  and  perfectly  useless. 

Burrs  are  lumps  of  bricks  vitrified  and  run  together.  They  are  used  for 
rough  walling,  artificial  rock- work,  etc. 
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BcUs  are  broken  brickB. 

Of  the  above  varieties  those  firom  ''  common  **  or  unwashed  clay  are  hardly 
ever  quite  perfect  in  form  on  account  of  the  stones  left  in  the  earth,  which 
make  them  shrink  unequally,  and  become  distorted  in  burning. 

Bricks  from  "  washed  "  clay  suffer  in  the  same  way  to  a  less  degree. 

Classification  of  Kiln-burnt  Bricks. — Kiln-burnt  bricks  are  generally 
pretty  equally  bumt^  and  are  classed  chiefly  according  to  the  process  by  which 
they  are  made. 

Thus  in  one  yard  the  classification  is  as  follows  : — 

Patent  bricks. 
Common  hand-made. 
Copper  moulds. 
Pressed  bricks. 
Dressed  pressed  bricks. 

In  another  yard  the  classes  are 

Best  white  pressed. 
Second  do.        do. 
Pink     do.      do. 
White  wire  cut 
Second  do.   do. 
Pink  wire  cut. 

The  Burham  Company's  bricks  are  thus  classified  in  their  circulars  : — 

No.  1.  Pressed  Qault  (Facing). 

2.  Do.         (Mingled). 

3^  Do.         (Paviors). 

No.  1.  Wire  Cut  (Facing). 

2.  Do.      (as  they  rise  from  kiln). 

3.  Do.       (Mingled). 

Varieties  of  Brioks  in  the  Market. — The  bricks  used  in  ordi- 
nary buildings  generally  are,  or  should  be,  the  best  that  are  made 
in  the  neighbourhood. 

Some  descriptions  of  bricks,  however,  are  universally  known, 
and  are  used  even  outside  the  locality  in  which  they  are  made, 
either  for  special  purposes,  or  in  buildings  of  such  importance  as 
to  justify  incurring  the  expense  of  carriage. 

A  few  of  the  more  important  of  these  varieties  may  now  be 
noticed. 

White  Bricks. — ^The  best  materials  from  which  to  make  white  bricks 
are  a  refractory  clay,  which  will  naturally  bum  to  pale  yellow  or  white,  and 
a  fine  white  or  yellow  sand,  which  vitrifies  slightly  imder  a  strong  heat. 

In  the  absence  of  such  material,  however,  every  clay  which  does  not  con- 
tain more  than  6  per  cent  of  iron  will  bum  into  a  white  brick,  provided 
it  is  strong  enough  to  stand  a  sufficient  quantity  of  chalk  mixed  with  it. 
In  the  case  of  very  refractory  clays  the  mixture  with  a  large  proportion 
of  chalk  will  render  the  resulting  brick  friable. 

The  processes  usually  gone  through  in  the  manufacture  of  white  bricks 
do  not  differ  very  materially  from  those  applied  to  other  bricks. 
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"The  best  mode  of  manufacture  is  to  grind  the  clay  dry,  mix  it  tho- 
roughly with  sand  while  dry,  and  then  through  a  press."  ^ 

White  bricks  are  frequently  burnt  in  close  kilns,  carefully  protected 
from  smoky  flames  and  soot,  thoroughly  burned  in  a  dead  heat,  and  allowed 
to  cool  down  ;  gradually,  or  the  faces  will  be  full  of  cracks. 

The  clays  from  which  white  bricks  are  made  are  generally  heavy,  and 
they  are  in  such  case  lightened  by  being  made  hollow  or  perforated. 

Green  stains  are  often  noticed  on  the  surface  of  white  bricks  if  they  are 
underbumt. 

These  stains  can  generally  be  rubbed  ofif  when  the  brick  is  dry ;  if  they 
reappear  they  can  be  permanently  removed  **  by  mixing  up  a  wash  of  clay 
and  sand  of  which  the  brick  was  made  with  sulphate  of  copper,  painting 
over  the  brick  with  it,  and  leaving  it  till  it  is  perfectly  dry,  and  then 
rubbing  it  ofif  with  a  brush."  ^ 

White  bricks  may  be  procured  from  several  parts  of  England.  Some  of 
the  best  come  from  Suffolk,  Essex,  Arsley,  Ewill  in  the  district  of  the  Med- 
way  ;  from  Dorsetshire  (Beaulieu  bricks  and  others) ;  from  the  London  brick- 
fields ;  from  Exbury  and  Cowes.  Others  are  made  in  Cambridgeshire, 
Devonshire,  Lincolnshire,  and  the  Midland  counties. 

A  few  of  the  best  known  varieties  will  be  further  noticed. 

Gault  Bricks  are  made  from  a  band  of  bluish  tenacious  clay  which  lies 
between  the  Upper  and  Ix>wer  Greensand  formations. 

This  clay  in  its  natural  state  contains  sufficient  chalk  to  flux  the  mass, 
and  to  give  the  brick  a  white  colour. 

The  bricks  made  from  this  clay  are  of  very  good  quality  ;  extremely  hard 
throughout,  very  durable,  but  difficult  to  cut. 

They  are  generally  white,  but  the  lower  qualities  have  a  pink  tinge 
caused  by  irregularities  in  burning. 

Bricks  made  from  Gault  clay  are  generally  very  heavy.  To  remedy  this 
a  large  frog  is  j^ometimes  formed  in  the  brick,  or  it  is  perforated  through- 
out its  thickness. 

Bricks  of  this  description  are  manufactured  by  the  Burham  Company  at 
Burham,  near  Rochester,  and  at  Aylesford,  near  Maidstone ;  also  at  Folke- 
stone, near  Hitchin,  and  at  other  places. 

Svffolh  white  Bricks  are  also  made  from  the  Gault  clay. 

They  contain  a  very  large  proportion  of  sand  which  makes  them  useful 
for  rubbers. 

Tliey  are  rather  soft  for  ordinary  building  purposes,  but  harden  in  time, 
which  is  attributed  to  the  silicic  acid  in  the  clay  acting  upon  the  chalk  so 
as  to  form  some  of  it  into  a  silicate  of  lime. 

Beaulieu  Bricks  are  made  from  white  clay  at  Exbury  on  the  Beaulieu 
river  near  Southampton. 

These  bricks  are  of  a  good  white  colour,  and  are  much  used  for  facing. 

BcUlingdon  Bricks,  inaile  by  Beart's  process  near  Sudbury,  in  Suffolk,  are 
much  used  for  facework. 

Beart's  Patent  Bricks  are  made  at  Arsley,  near  Hitchin,  from  the  Gault  clay. 

There  are  different  classes.  "  White  rubbers,  hand-made,  moulded,  solid 
brick,  equal  to  the  best  Sufi'olks.  No.  1,  best  selected  white  facing  brick 
(pierced)  and  ordinary.  These  two  are  of  uniform  colour,  hard  and  well 
burnt,  and  used  extensively  for  facings.     No.  2,  mingleil  red  and  pink,  vary 

*  Building  News,  Sept.  and  Oct.  1874. 
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from  the  above  only  in  colour,  and  are  equal  in  every  respect  to  the  best 
made  stock  bricks."  ^ 

The  clay  contains  lime,  and  requires  to  be  burnt  with  great  care,  or  the 
lime  will  remain  in  a  quick  state,  and  slake  after  the  brick  is  in  use. 

8ta£ford8hire  Blue  Brioke  are  made  from  the  clavs  and  marls  of  that 
county,  which  contain  from  7  to  10  per  cent  of  oxide  of  iron. 

They  are  burnt  in  circular  ovens  with  domed  tops,  being  raised  to  a  very 
high  temperature,  which  causes  the  peroxide  or  red  oxide  to  be  converted 
into  the  protoxide  or  black  oxide  of  iron. 

These  bricks  are  generally  of  a  dark-blue  or  nearly  black  colour,  with 
smooth  glassy  surfaces.  They  are  very  durable,  impervious  to  w^ater,  and 
will  resist  enormous  pressure. 

Bricks  of  this  description  are  extensively  used  throughout  the  country  for 
paving,  coping,  channels,  and  other  special  purposes  in  which  great  hardness 
and  durability  are  required. 

For  building  ordinary  strong  work  the  second-class  Staffordshire  bricks  are 
more  suitable  than  the  first  quality,  as  the  former  have  rougher  surfaces  to 
which  the  mortar  adheres  more  firmly. 

An  inferior  class  of  these  bricks  is  made  by  the  use  of  a  surface  wash  of 
iron.     These  look  well  for  a  time,  but  the  Colour  does  not  wear  well. 

Duii  Bricks  are  blue  bricks,  for  which  coal-dust  is  used  in  moulding  instead 
of  sand.     They  have  glossy  surfaces,  are  very  hard,  and  are  used  for  paving.  ^ 

Red  and  Drab  coloured  bricks  are  also  made  in  Staffordshire.  The  former 
are  used  for  building,  and  the  latter  chiefly  as  a  fire-brick,  where  intense 
heat  is  not  required.* 

Tipton  Elite  Bricks  are  Staffordshire  blue  bricks  from  the  neighbourhood  of 
the  town  after  which  they  are  named. 

Black  Bricks  are  obtained  from  Cowbridge  in  South  Wales,  from  Maiden- 
head in  Berkshire,  and  from  other  places. 

Some  inferior  black  bricks  are  made  with  a  mixture  of  soot,  and  are  weak 
and  almost  useless. 

Fareham  Red  Bricks  are  made  from  a  moderately  plastic  clay,  which  is 
found  in  very  deep  beds  aroimd  the  town  of  Fareham,  and  in  other  places  in 
the  neighbourhood. 

They  are  dressed  or  batted  (as  described  at  p.  94)  when  partially  dry, 
and  thus  brought  to  a  very  true  surface.  They  are  also  carefully  burnt  in 
small  oven  kilns  holding  from  20,000  to  30,000  each. 

These  bricks  are  of  a  fine  deep-red  colour,  and  have  been  much  used  in 
London  for  superior  buildings. 

The  facework  of  St.  Thomas's  Hospital  is  of  Fareham  bricks,  and  many 
are  being  used  in  the  new  Law  Courts. 

Sometimes  these  bricks  are  rubbed  so  as  to  obtain  very  fine  surfaces  and 
thin  mortar  joints,  but  this  removal  of  the  outer  skin  is  bad,  as  it  tends  to 
make  the  brick  decay  quickly  under  atmospheric  influences. 

Nottingham  Patent  Bricks  are  made  by  the  dry  clay  process,  the  clay 
being  ground  and  subjected  to  pressure  of  about  200  tons  on  the  brick  in 
moulding. 

They  are  very  close  in  texture,  and  have  good  surfaces  and  arrises,  but  they 
appear  to  be  deficient  in  toughness,  and  do  not  "  ring"  properly  or  weather  well. 

They  are  of  a  dull  red  colour.     Many  of  them  are  burnt  in  Hoffmann's 

1  Gwilt  «  Dobaon. 
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kilns,  in  which  case  the  ends  are  generally  of  a  yellowish  shade.  This  is 
owing  to  the  ends  being  exposed  to  the  fire,  whereas  the  other  parts  of  the 
brick  are  protected. 

Sometimes  bricks  are  purposely  packed  on  end,  so  as  to  protect  the  ends 
from  fire,  make  them  red,  so  as  to  afford  headers  of  an  imiform  colour. 

These  bricks  were  used  for  part  of  the  St.  Pancras  Station. 

Lancashire  Red  Pressed  Facing  Bricks  are  made  by  Piatt's  patent 
brickmaking  machine. 

Dutch  Clinkers  are  small  bricks,  well  burnt,  very  hard,  vitrified  through- 
out, and  sometimes  warped. 

They  are  used  almost  entirely  for  paving. 

Adamantijie  Clinkers  are  similar  bricks,  harder,  denser,  and  heavier,  of  a 
fine  pink-white  colour  and  smooth  surface. 

They  are  sometimes  chamfered  on  the  edge  so  as  to  give  a  firmer  foothold 
when  used  for  paving. 

Terra-metallic  Clijikers  are  bricks  of  the  same  size  and  shape,  made  from  a 
clay  which  is  burnt  very  hard  to  a  dark-brown  or  nearly  black  colour. 

Bnamelled  Bricks  have  a  white  or  light  yellow  glazed  surface  like  that 
of  china. 

This  is  produced  by  a  thin  coating  of  white  material  over  the  brick,  which 
in  inferior  descriptions  is  apt  to  peel  off. 

Bricks  of  this  kind  are  much  used  for  the  siike  of  cleanliness  in  lavatories, 
urinals,  butchers'  shops,  dairies,  etc.  ;  also  in  order  to  obtain  reflected  light, 
as  in  some  of  the  underground  railway  stations. 

Saltod  Bricks  have  a  thin  glaze  over  their  surfaces,  produced  by  throw- 
ing salt  into  the  fire  during  the  burning  process. 

Moulded  Bricks  are  produced  in  every  variety  of  pattern,  from  simple 
sections  like  those  of  cornice,  plinth,  and  string-course  bricks,  already  men- 
tioned, up  to  the  most  elaborately  decorated  blocks  of  different  forms,  such  as 
voussoirs  for  arches,  diaper  patterns  for  walls,  panels,  string-courses,  etc. 

The  simpler  patterns  are  made  in  moulds  furnished  with  shifting  sides  and 
ends  on  which  the  pattern  is  raised  or  sunk.  These  can  be  screened  up 
against  the  soft  clay,  and  then  released  so  as  to  liberate  the  moulded  brick. 

Sometimes  the  pattern  is  formed  on  the  stock-board,  or  on  a  plaster  cast 
which  takes  its  place. 

In  the  more  elaborate  patterns  iron  moulds  are  used,  which  are  opened 
and  closed  by  simple  machinery. 

Pethet^s  Oniameiital  Brides  are  made  by  the  Burham  Company  from  Qault 
clay  forced  into  a  hinged  iron  mould. 

They  can  be  made  to  almost  any  design,  however  elaborate,  and  afford  a 
cheap  and  very  durable  means  of  decoration. 

Fallette  Bricks  "rebated  on  edge  so  as  to  hold  a  Ij-inch  fillet  securely 
in  the  wall,  splayed  from  J  inch  at  one  edge  to  \  inch  at  the  other,  have  been 
occasionally  used  of  late  but  are  not  recommended,  as  the  advantage  gained  is 
not  to  be  compared  to  the  extra  labour  and  expense  involved."  ^ 

Concrete  Bricks  should  hardly  be  noticed  in  this  chapter,  as  they  are 
not  nuide  of  clay,  and  they  do  not  require  burning. 

Bodmet^s  Bricks  consist  of  a  species  of  fine  concrete,  the  constituent  parts 
of  which  vary,  some  being  of  about  J  to  ^  of  its  weight  of  sand  with  selenitic 
lime  or  cement,  others  of  black  furnace  slag  mixed  with  about  A  of  its 
weight  of  lime  or  cement  according  to  quality. 
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The  ingredients  are  filled  into  moulds,  and  subjected  to  considerable  pres- 
sure which  binds  the  particles  together. 

The  moulded  bricks  are  then  left  to  ripen  and  harden  out  of  doors  for  a 
period  which  varies  with  the  setting  properties  of  the  lime  or  cement  used. 

The  resulting  bricks  are  hard  and  dense,  with  good  arrises  and  surfaces, 
and  they  w6igh  about  58  cwts.  a  thousand. 

The  cost  of  labour  for  making  these  bricks  Ib  said  to  be  from  3s.  to  3s.  6d. 
per  thousand.^ 

Wood^s  Patent  Concrete  Bricks  are  similar  to  those  just  described.  They  are 
made  at  Middlesborough  from  slag  reduced  by  agitation  in  water  to  the  state 
of  sand.  The  slag  sand  is  ground  and  mixed  with  j  its  bulk  of  lime.  The 
mixture  is  forced  into  moulds  imder  a  pressure  of  about  half  a  ton  per  square 
inch.     The  bricks  are  dried  in  the  air,  and  are  then  ready  for  use. 

These  bricks  may  be  made  with  ordinary  sand  or  crushed  stone  instead  of 
slag  sand. 

81a^  Bricks  are  made  by  running  molten  slag  into  iron  moulds.  The 
blocks  are  removed  while  the  interior  is  still  molten,  and  then  annealed  in 
ovens. 

Charaoteristios  of  good  Brioks. — Freedom  from  Flaws  orLumj^s. 
— Good  building  brick  should  be  sound,  free  from  cracks  and 
flaws,  also  from  stones,  or  lumps  of  any  kind. 

Lumps  of  lime,  however  small,  are  specially  dangerous ;  they 
slake  when  the  brick  is  exposed  to  moisture,  and  split  it  to  pieces. 

A  small  proportion  of  lime  finely  divided  and  disseminated 
throughout  the  mass  is  an  advantage,  as  it  affords  the  flux  neces- 
sary for  the  proper  vitrification  of  the  brick. 

In  examining  a  brick,  lumps  of  any  kind  should  be  regarded 
with  suspicion  and  tested. 

Shape  and  Surface. — In  order  to  ensure  good  brickwork  the 
bricks  must  be  regular  in  shape  and  uniform  in  size. 

Their  arrises  (or  edges)  should  be  square,  straight,  and  sharply 
defined. 

Their  surfaces  should  be  even,  not  hoUow ;  not  too  smooth,  or 
the  mortar  will  not  adhere  to  them. 

Absorption. — The  proportion  of  water  that  a  brick  will  absorb 
is  a  very  good  indication  of  its  quality. 

Insufficiently  burnt  bricks  absorb  a  large  proportion  and  are 
sure  to  decay  in  a  short  time. 

It  is  generally  stated  in  books  that  a  good  brick  should  not 
absorb  more  than  ^  of  its  weight  of  water. 

The  absorption  of  average  bricks  is,  however,  generally  about 
^  of  their  weights,  and  it  is  only  very  highly  vitrified  bricks  that 
take  up  so  little  as  ^3^  or  -^.     (See  p.  114.) 

*  Spons'  UltutrcUed  Price  Book. 
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Texture, — Good  bricks  should  bo  hard,  and  burnt  so  thoroughly 
that  there  is  incipient  vitrification  all  through  the  brick. 

This  may  be  seen  by  examining  a  fractured  surface,  or  the 
surface  may  be  tested  with  a  knife,  which  will  make  hardly  any 
impression  upon  it  unless  the  brick  is  underburnt. 

A  brick  thoroughly  burnt  and  sound  will  give  out  a  ringing 
sound  when  struck  against  another.  A  dull  sound  indicates  a 
soft  or  shaky  brick. 

A  well-burnt  brick  will  be  very  hard,  and  possesses  great 
power  of  resistance  to  compression.     (See  p.  115.) 

CiLAJiACTERiSTics  OF  GooD  EuBBERS. — A  really  first-class  rubber 
(see  p.  104)  will  not  be  easily  scored  by  a  knife  even  in  the 
centre,  and  the  finger  wiU  make  no  impression  upon  it. 

Such  a  brick  will  be  of  uniform  texture,  compact,  regular  in 
colour  and  size,  free  from  flaws  of  any  description. 

Method  of  distinguishing  Clamp-humt,  Kiln-burnt,  and  Machin&^made 
Bi-icks. — In  clamp-bumt  bricks  the  traces  of  the  breeze  mixed  with  the  clay 
can  generally  be  seen. 

Kiln-bumt  bricks  very  often  have  light  and  dark  stripes  upon  their  sides, 
caused  by  their  being  arranged  while  burning  with  intervals  between  them. 
Where  the  brick  is  exposed  it  is  burnt  to  a  light  colour  ;  where  it  rests  upon 
or  against  other  bricks  it  is  dark. 

In  some  cases  care  is  taken  to  prevent  this,  and  the  best  kiln-bumt  bricks 
are  of  an  uniform  colour. 

Machine-made  bricks  may  generally  easily  be  distinguished,  if  wire-cut,  by 
the  marks  of  the  wires  ;  if  moulded,  by  the  peculiar  form  of  the  mould,  letters 
on  the  surface,  etc.,  or  sometimes  by  having  a  frog  on  both  sides. 

In  many  cases  the  marks  made  by  pronged  forks,  used  for  hacking  the 
bricks,  may  be  seen  on  their  sides. 

Size  and  Weight  of  Bricks. — Before  the  year  1839  a  duty 
was  paid  upon  bricks ;  their  size  was  then  practically  fixed  by  Act 
of  Parliament,  and  it  has  since  remained  materially  unaltered. 

Ordinary  bricks  in  the  neighbourhood  of  London  are  about  8^ 
inches  long,  4^  wide,  and  2^  inches  thick,  and  weigh  about  7 
lbs.  each. 

In  different  parts  of  the  country  the  size  and  weight  vary 
slightly ;  in  the  north  of  England  and  in  Scotland  they  are  larger 
and  heavier.     (See  p.  113.) 

A  very  large  brick  is  inconvenient  for  an  ordinary  man  to  grasp, 
and  a  heavy  brick  fatigues  the  bricklayer,  who  has  to  lift  it  when 
wet  and  lay  it  with  one  hand. 

In  order  to  obtain  good  brickwork  it  is  important  that  the 
length  of  each  brick  should  just  exceed  twice  its  breadth  by  the 
thickness  of  a  mortar  joint. 
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The  following  Table  gives  the  Size  and  Weight  of  some  of  the 
best  known  varieties  of  Bricks  in  this  country.  See  also  Tables, 
pages  114,  115. 


BuK  IN  Inches. 

Wkiqht. 
Lbs. 

Weight 

PER  1000  IN 
CWT8. 

London  Stock 

81 

4i 

21 

6-81 

60i 

Red  Kiln     .... 

8| 

4i 

2} 

7  0 

63 

Fareham  Redn 

8-6 

4-16 

2-6 

6-3 

66-2  G 

Do.      Rubbers    . 

10-9 

4-8 

2-9 

8-8 

78  0  G 

Catty  Brook  Pressed  Brick  (near 
Bristol) 

»i 

4 

3 

9-5 

85 

Biidgewater  Red  Brick 

8-76 

4-3 

2-76 

Lancashire  Red  Pressed  Facing  Brick 

9 

4i 

3 

8-9 

80 

Pressed  Brick  from  Leeds   . 

9-6 

4-6 

3-5 

10 

89 

Scotch  Brick  from  Sandyfauld,  near 
Glasgow 

9-6 

4-5 

3-5 

9-7 

86-6 

Bricks  made  from  Bhuze  near  Glasgow 

9 

4-8 

3-4 

8'^ 

77 

Scotch  Brick  from  Elgin  (used  for 
partitions) 

12 

6 

3 

Irish  Brick  from  Athy 

8 

8} 

2i 

Burham  Wire  Cut  . 

8-6 

4-0 

2-6 

6-4 

68-2  G 

Do.        Pressed  . 

• 

8-76 

4-2 

2-7 

6-1 

64-5  G 

Suffolk  Brimstone  . 

9 

4-6 

2-6 

6-8 

60-7  G 

Do.     White 

9-2 

4-8 

2-6 

6-3 

66-2  G 

Staffordshire  thin  Paving    . 

9 

4i 

3 

8*9 

80 

Do. 

9 

4i 

2 

61 

55 

Staffordshire  Brick-on-edge,  for  edge 
paving 

9 

3 

3i 

7*8 

70 

Tipton  Blue 

9 

4i 

8 

10 

89 

Adamantine  Clinker 

6 

24 

If 

2 

18 

Dutch  Clinker 

6i 

3 

U 

1-65 

14 

The  Pigures  marked  O  are  from  GTanrs  Experiments,  Pnouding*  Itut.  Civ. 

VOL  zxv.  p.  86. 
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Tests  for  Brioks. — The  best  method  of  testing  bricks  is  to 
see  if  they  ring  when  struck  together ;  to  ascertain  their  hardness 
by  throwing  them  on  to  the  ground,  or  by  striking  them  against 
other  bricks. 

The  fractured  surface  should  also  be  examined  in  order  to 
ascertain  if  it  exhibits  the  characteristics  mentioned  at  page  111. 

Brard's  test  is  sometimes  used  for  bricks,  but  is  not  of  much 
practical  benefit,  for  the  reasons  stated  at  page  11. 

The  amount  of  water  absorbed  by  bricks  is  to  a  certain  extent 
an  indication  of  their  quality,  and  their  resistance  to  compression, 
either  singly  or  when  built  into  brickwork,  will  show  whether 
they  are  strong  enough  for  the  purpose  required. 

The  following  Table  shows  the  weight  and  absorption  of  seve- 
ral diflTerent  classes  of  bricks.  The  results  marked  L  are  from 
experiments  made  by  Mr.  Baldwin  Latham.^  The  remainder  are 
the  results  of  experiments  made  by  a  friend  of  the  present 
writer's. 

^  Latham's  Sanitary  Engineer in/j. 
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Table  showing  Absorption  of  Water  by  Different  Varieties 

OF  Bricks. 


DESCRIPTION  OF  BRICK. 

Wbiohtc 
whkkDrt. 

PERCBirrAOB  OF 

Water 

AB80RBED. 

LB. 

Ol. 

Malm  Cutters 

4 

15 

22 

Malm  Best  Seconds  . 

6 

14 

20 

Malm  Brown  Facing  Paviors 

6 

01 

17 

Do.    Hard  Paviors  . 

4 

13 

H 

Washed  Bright  Yellow  Fronts 

6 

1 

20 

Malm  Shippers 

6 

u 

84 

Malm  Bright  Stocks  . 

4 

18i 

22 

Washed        do.          .            . 

6 

04 

16 

Common  Shippers 

5 

01 

9 

Common  Grey  Stocks 

6 

0 

104 

Do.      Hard    do.  . 

6 

04 

74 

Malm  Grizzles 

4 

184 

22 

Do.     Place  .            .            .            . 

6 

04 

21 

Common  Place 

6 

04 

20 

Washed  Shippers 

5 

2 

10 

Do.     Hard  Stocks 

4 

164 

4i 

Do.    Grizzle 

6 

0 

21 

Common  Grizzle 

6 

1 

18 

Washed  Place 

6 

0 

21 

Staffordshire  Dressed  Blue 

9 

6 

2-3  L 

Do.           Pressed  Blue 

8 

11 

87  L 

Do.           Common  Blue  . 

9 

0 

6-5  L 

Do.           Bastard 

9 

8 

11-8  L 

Machine-made  Red    . 

9 

14 

9-9  L 

Do.          from  Leeds    . 

10 

0 

10  0 

Wire-cut  White  Oault 

6 

3 

190  L 

Pressed  Gault 

5 

12 

19-5  L 

Brown  Glazed  Brick  . 

8 

6 

8-6  L 
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Strength  of  Bricks. — ^In  practice  bricks  are  subjected  to  com- 
pression, and  sometimes  to  transverse  stress,  but  not  to  tension. 

The  compressive  stress  brought  upon  evenly-bedded  bricks  is 
generally  far  less  than  they  are  able  to  bear. 

In  some  cases,  however,  as  in  arches  and  retaining  walls,  the 
stress  may  be  concentrated  upon  a  small  portion  of  the  brick,  or 
the  same  effect  may  be  produced  by  the  bed  of  the  brick  being 
uneven. 

Such  concentrated  stresses  are  apt  to  crack  the  portion  of  the 
brick  upon  which  they  act. 

Resistance  of  Bricks  to  Compression. 


Debcriftion  of  Bbick. 

Dimensions  of 
Spocimen. 

Area 
exposed  to 
Crashing. 

Average 

Weiffht 

under 

which 

Brick 

Cracked. 

Average 

Weight 

required 

to  crush 

Brick. 

Weiffht 

required 

perSciuare 

Inch 

to  crush 

Brick. 

Authority. 

Length. 

Breadth. 

Thickness. 

Unbumt  Brick 

8-875 

4-375 

2-875 

Sq.  Inches. 
38-83 

Tons. 
10 

Tons. 
9-0 

Tons. 
•23 

G 

Common  Red    . 

907 

4-27 

3  0 

38-7 

9-5 

57-0 

0-96 

L 

Machine-made  formed 
Red 

9-3 

4-4 

3-3 

40-9 

23 

33 

-791 

L 

Common  Stock 

8-9 

4-07 

2-55 

36-2 

10 

128 

3-668 

L 

Sittingboume  Stocks 

8-81 

4  13 

2-50 

36-35 

5-7 

33-9 

-93 

G 

Fareham  Reds  . 

8-60 

4-25 

2-62 

36  13 

8-42 

26-1 

•72 

G 

Do.       Rubbers 

10-19 

4-88 

2-94 

49-64 

1-40 

16-7 

•32 

G 

Tipton  Blue      . 

8-75 

4-31 

2-50 

37-73 

21-26 

96*20 

•39 

G 

Exbory  Best 

8-876 

4-25 

2-75 

37-78 

210 

28-6 

•76 

G 

Do.      Second 

8-876 

4-25 

2-75 

37-73 

210 

39-0 

•77 

G 

Do.      Third  . 

8-60 

4  1 

2-6 

35-06 

11-8 

29  0 

•83 

G 

Suffolk  Brimstone    . 

9-06 

4-56 

2-69 

41*34 

61 

810 

•77 

G 

Do.     Best  Whites  . 

9-19 

4-66 

2-62 

41-9 

6  1 

19-6 

•47 

G 

Gault 

8-75 

4-25 

2-75 

3718 

12-7 

36  1 

•94 

G 

Wire-cut  White  Gault 

9-04 

4-33 

2-72 

39  1 

11-0 

63 

1-35 

L 

Pressed  Gault  . 

8-9 

4-33 

2-68 

38-2 

8-0 

46-6 

1-28 

L 

Gault  Wire-cut,  No.  2 

8-63 

4-0 

2-63 

34-50 

6-4 

32-90 

•96 

G 

Do.    Pressed,  No.  1 

8-75 

4-19 

2*69 

86-64 

7-4 

86-80 

1^0 

G 

Staffordshire  Dressed 
Blue 

9-07 

4-47 

2-97 

40-8 

156 

114- 

2-803 

L 

Staffordshire  Pressed 
Blue 

8-93 

4-46 

2-88 

89-8 

21-5 

78 

1-861 

L 

Staffordshire  Common 
Blue 

9-39 

4-38 

3-01 

41  1 

13-0 

39 

•954 

L 

Staffordnhire  Bastard 

9-23 

4-58 

3-21 

^  41-2 
39-5 

27  0 

41-5 

1006 

L 

Brown  Glazed  Brick 

9  0 

4-39 

3-39 

16 

23 

-579 

L 

O,  Qraiit's  Experiments,  Proctniin^f  /lut.  Ofv.  Bfigifuert,  vol. 
L,  Baldwin  Latham'  Sanitary  Engineering,  p. 
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Strength  of  Columns  of  Brickwork} — Piers  of  brickwork  having 
a  height  of  less  than  twelve  times  their  least  thickness. 

Weight  per  foot 

super,  at  which  crushing 

commences. 

Bricks,  hard  stocks,  l)est  quality,  set  in  Portland  tom. 

cement  and  sand,  1  to  1,  3  months  old  .  40 

Bricks,   ordinary  well    homt^   London   stocks,    3 

months  old  .....  30 

Bricks,  hard  stocks,  Roman  cement  and  sand,  1  to 

1,  3  months  old        ....  28 
Bricks,  hard  stocks,  Lias  lime  and  sand,  1  to  2,  6 

months  old  .  .  .  .  24 

Bricks,  hard  stocks,  grey  chalk  lime  and  sand,  1  to 

2,  6  months  old        .  .  .  12 

Transverse  Strength  of  Bricks. — The  only  records,  known  to 
the  writer,  of  experiments  on  the  transverse  strength  of  bricks 
do  not  state  how  the  weight  was  applied,  so  that  they  are  value- 
less. 

Tensile  Strength  of  Brick — The  tenacity  of  brick  is  given  by 
the  late  Professor  Eankine  as  varying  from  280  to  300  lbs.  per 
square  inch. 

The  writer  is  not  aware  of  any  reliable  record  of  experiments 
on  this  point 

Different  Forms  of  Bricks. — The  different  forms  in  which  bricks  are 
made  for  special  purposes  are  almost  innumerable. 

It  would  not  be  worth  while,  even  if  space  were  available,  to  describe 
them  all  ;  but  a  few  of  the  principal  varieties  may  be  mentioned. 

Ordinary  Bricks  are  of  rectangular  section,  both  longitudinally  and  trans- 
versely, and  solid  throughout     They  have  already  been  described. 

Purfose-made  Bricks  are  those  which  are  specially  moulded  to  shapes  suited 
for  particiilar  situations,  such,  for  example,  as  the  voussoirs  of  arches  struck  to 
a  quick  curve,  the  comers  of  obtuse-angled  structures,  etc.  etc. 

There  are  several  advantages  in  having  the  bricks  thus  purpose-moulded  : 
cutting  is  saved,  and  the  surface-skin  of  the  brick  is  left  intact,  which  enables 
the  brick  to  resist  the  weather  far  better  than  if  the  surface  were  removed  by 
cutting. 

Arch  Bricks  are  shaped  as  voussoirs  of  arches. 

Compass  Bricks  taper  in  one  direction  at  least  If  they  taper  in  thickness 
they  are  suitable  for  the  voussoirs  of  an  arch,  and  are  called  Arch  bricks  or 
Sidc-wedgt  bricks.  If,  however,  the  thickness  is  constant,  and  they  vary 
gradually  in  width,  they  are  useful  for  steining  walls,  and  are  sometimes 
called  Bullheads, 

The  name  Compass  bricks  is  sometimes  applied  only  to  bricks  tapering  in 
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both  directions,  as  in  Fig.  13.     Such  bricks  are  used  for  parts  of  furnaces 
etc.  etc. 

Perforated  Bricks  (Fig.  14)  have  cylindrical  holes  through  their  thickness, 
which  makes  them  easier  to  bum  (because  the  fire  can  penetrate  them  more 
thoroughly),  and  lighter  to  handle. 

Such  bricks  are  often  made  from  the  denser  and  heavier  clays. 

An  objection  sometimes  stated  against  them  is  that  they  transmit  sound 
readily. 

Splits  arc  bricks  of  the  ordinary  area,  but  of  reduced  thickness,  being  9 
inches  by  4^  inches  wide,  and  1, 1^,  or  2  inches  in  thickness. 

Soixps  are  bricks  9  inches  loii*(,  2]  inches  wide,  and  2 J  inches  thick. 


^^••»  •  •  ©  •  •  >*! 


Fig.  13. 


Fig.  14. 


Angle  Brick.       Stretcher.        Header. 
Fig.  15.  Fig.  16.  Fig.  17. 


Some  varieties  of  these  bricks,  pierced  with  elaborate  patterns,  and  used  for 
ventilating  purposes,  are  made  in  stoneware  and  terracotta  (see  p.  1 34). 

Hollow  Bricks  should  be  moulded  from  the  best  and  most  homogeneous 
day.  They  may  be  of  large  size,  as  their  shape  enables  them  to  be  thoroughly 
burnt,  and  makes  them  lighter  to  handle. 

There  are  a  great  many  forms  of  these  bricks  used  for  building  hollow 
walls. 

Figs.  15,  16,  17  show  hollow  bricks  made  by  Messrs.  Clayton,  Son,  and 
Howlett*s  machines. 

The  three  figures  show  an  angle  brick,  stretcher,  and  header  in  position 
as  for  the  angle  of  a  wall,  but  spread  out  so  as  to  show  their  construction. 
They  are  so  arranged  that  a  solid  side  or  end  is  always  presented  on  the  face 
of  the  walL 

In  other  forms  the  perforations  are  somewhat  different ;  for  example,  as  in 
Figs.  18,  19 — 


Header, 
Fig.  18. 


Stretcher. 
Fig.  19. 


Fig.  20. 


The  form  and  use  of  other  hollow  bricks  are  shown  by  the  section.  Fig.  27, 

Tubular  Bricks  are  hollow  bricks  in  which  there  is  one  large  perforation 
running  through  the  length  of  the  brick. 

Tubular  bricks  are  also  made  in  the  form  shown  in  Fig.  20,  so  that  several 
of  them  built  up  together  form  a  pillar. 

Somewhat  similar  bricks,  but  flat,  instead  of  round,  are  made  for  building 
up  pilasters. 
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Plinth,  Conriet,  and  String-Cowit  Bricki  aie  maile  of  wveral  patterns. 


P1«.  21. 


Fig.  22.  Fig.  23.  Fig.  24. 

)  aa  to  be  bnilt  in  aa  headers  and  atretchera, 


I  is  a  stretcher,  i  a  header, 


They  h&ve  to  he  arranged  a 
and  also  for  angles. 

ThoB  figs.  21  to  34  ere  all  plinth  bricks : 
e  an  eztenud  angle,  <1  an  internal  angle. 

Those  that  ate  intended  to  project  should  have  a  throat  on  the  lowet  side, 
M  in  Kg.  35. 

Sometimes  several  different  forms  of  moulded  bricks  are  combined  to  form 


Fig.  26. 


Fig  28. 


Fig.  27. 


a  oomice,  as  in  Figs.  36,  37,  which  are  from  an  advertisement  by  the  Broom- 
hall  Company, 

Bricks  shaped  like  0,  Fig.  36,  are  known  as  Holiow  Comiet;  those  of 
section  like  p  are  FuU  (jarniet,  while  ;  and  r  are  Moulded  Gorniet  hricki. 

S)  O  O  Q 

Vig.  28.  Fig.  2B.  Fig.  80.  Fig.  31. 

Bawad-tnded  and  BkU-nowii  Brick*. — Figs.  z8  and  39  are  for  use  at  comers 
where  sharp  arrises  wonld  be  liable  to  damage, 

Spioy  Brida  are  bevelled  off  on  one  side,  like  Fig.  30.  They  are  some- 
times called  liopu. 

Double  Oant  Brieh  have  a  splay  on  both  eide«,  like  Fig.  31. 

Fig.  S2.  Fig.  88.  Fig.  34.  Fig.  3G. 

Pavingi  are  made  genenlly  of  dark  blue  Staffordshire  ware,  very  bard,  the 
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Burlaoes  rendered  less  slippery  by  being  indented  with  flutes,  or  with  a 
diamond  pattern.     See  Figs.  33,  33. 

Chiiier  Bricks,  called  also  Channel  and  Sough  bricks,  are  made  of  various 
sections,  such  as  that  in  Fig.  34,  which  shows  a  gutter  brick  with  stop  end. 

Drain  Bricks  are  of  the  form  shown  in  Fig.  35.  A  nimiber  of  these 
placed  side  by  side  form  a  suitable  floor  for  a  cattle-shed,  for  a  wash-house, 
or  for  any  building  where  much  liquid  falls  on  the  floor,  and  has  to  be 
carried  off  at  once. 

Coping  Bricks  are  made  of  several  different  sections  to  suit  walls  of  dif- 
ferent thicknesses. 


Fig.  36. 


Fig.  37. 


When  they  are  to  project  they  should  always  be  throated  as  in  Fig.  37. 

They  are  either  prepared  to  receive  palisades,  as  in  Fig.  36,  or  left  plain 
¥rith  a  curved  or  an  angular  top  as  in  Fig.  3  7. 

Copings  for  Platforms  and  Wing  IFalls  are  for  railway  or  other  platforms, 
and  for  retaining  and  wing  walls.  They  are  made  either  plain,  or  (for  plat- 
forms) with  indented  or  fluted  surfaces. 


Fig.  38. 

Coping  bricks  are  made  of  considerable  size,  even  as  large  as  18  inches 
by  6  inches  by  6  inches. 

Stopped  ends  and  angles  are  made  for  all  coping  bricks. 


Fig.  39. 


Fig.  40. 


Fig.  41. 


Kerb  Bricks  for  footpaths  are  mode  of  the  section  shown  in  Fig.  39,  and  of 
other  sections. 

Tunnel  Heads  are  of  the  form  shown  in  "Fig,  40,  and  are  made  gener- 
ally in  fireclay  for  parts  of  furnaces. 

Boiler  Beatings,  of  the  shape  shown  in  Fig.  41,  are  also  made  in  fireclay. 

Besides  the  forms  of  bricks  above  illustrated,  there  are  several  which 
cannot  be  described,  such  as  Sink  bricks,  made  in  the  form  of  a  dished  sink  ; 
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Manger  hricks,  which  when  put  together  form  a  manger ;  Sill  hricks,  which 
are  shaped  like  the  centre  and  ends  of  a  stone  sill. 

Colouring  Bricks.^ — Bricks  may  be  coloured  either  (1)  by  mixing  sub- 
stances with  the  clay  which  will  produce  the  required  colour  when  burnt ;  or 
(2)  by  dipping  the  brick  in  colouring  matter  after  it  is  burnt. 

The  former  method  may  be  adopted  when  the  colouring  matter  is  cheap 
and  plentiful ;  the  latter  when  it  is  expensive. 

(I.)  When  the  colours  are  mixed  with  the  clay  it  should  be  remembered 
that  red  ochre  burns  yellow. 

Yellow  ochre  bums  red. 

Iron  bums  red  at  low  temperature  ;  black  at  high  temperature. 

Manganese  bums  black. 

T    |.         J  f    retain  their  colours  when  exposed  even  to  a  white 

Indian  red,  V       ^^^  ^ 

French  ultramarine,  ) 

The  above-mentioned  colours  may  be  mixed  with  the  clay  in  different  pro- 
portions according  to  the  tint  required. 

(2.)  When  bricks  are  to  be  coloured  by  dipping,  the  colouring  matter  is 
added  to  a  mixture  of  linseed  oil  and  turpentine,  containing  a  little  litharge 
as  a  drier. 

The  colouring  matters  used  are  as  follows  : — 

In  dark  red  bricks,  Indian  red. 
„  blue  „      French  ultramarine. 

„  black  „      manganese. 

>»  R^y  9»      white  lead  and  manganese. 

Tlie  bricks  are  heated  on  an  iron  plate,  and  dipped  when  hot,  then  slightly 
washed  with  cold  water,  and  allowed  to  dry. 

If  the  brick  be  burnt  after  being  dipped,  it  will  be  covered  with  a  glaze. 

The  colour  penetrates  about  ^  inch  into  ordinary  porous  bricks  (not  so  far 
into  terracotta),  and  it  stands  the  weather  well. 

If  the  bricks  cannot  conveniently  be  heated  and  dipped,  the  liquid  may  be 
heated  and  laid  on. 


FIRECLAY  AND  FIREBRICKS. 

Fireclay  is  the  name  given  to  any  clay  which  is  capable  of 
standing  a  high  temperature  without  melting  or  becoming  soft. 
Such  clays  are  also  called  Tefraciory. 

Uses  in  BuUding. — Fireclay  is  required  in  buildings  for  setting 
stoves,  ovens,  backs  of  ranges,  etc. 

It  is  also  used  for  the  manufacture  of  firebricks,  fire  lumps, 
drain  pipes,  chimney  pots,  and  other  similar  articles. 

Where  found, —  Clay  of  this  description  ak)unds  in  the  coal- 
measures,  just  beneath  the  sevei-al  seams  of  coaL 

The  following  list  gives  some  of  the  coimties  in  which  fireclay 

*  Roorkee  TrecUiae  of  Civil  Engineering, 
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is  foiind,  together  with  the  localities  producing  the  best  known 
descriptions : — 

Ayrshire    .         .         .  Kihnamock,  Dean,  Hillhead,  Percetoiu 

Buckinghamshire         .  Hedgerley. 

.  St.  Austells. 

,  Burton-on-Trent 

.  Plympton. 

.  Poole. 

.  LiUyhill. 

.  Gamkirk,  Gleuboig. 

,  Newport 

.  Newcastle-on-Tyne. 

.  Dowlais,  Neath. 

.  Brierly  Hill,  Wolverhampton. 

I  Stourbridge,    Dudley,   Tipton,    Hanford, 
(       Gomal,  etc. 

.  Wortley  (near  Leeds),  EUand,  Stannington,  etc 


Cornwall 

Derbyshire 

Devonshire 

Dorsetshire 

Fife 

Lanarkshire 

Monmouthshire 

Northumberland 

South  Wales 

Staffordshire 

Worcestershire 

Yorkshire 


Composition. — A  refractory  fireclay  will  contain  nearly  pure 
hydrated  silicate  of  alumina. 

The  more  alumina  that  there  is  in  proportion  to  the  silica,  the 
more  infusible  will  be  the  clay. 

The  composition  of  different  fireclays  varies,  however,  con- 
siderably. 

They  contain 

From  59  to  96  per  cent  silica. 
„       2  to  36       „        alumina. 
„       2  to    5       „         oxide  of  iron. 

A  very  small  percentage  of  lime,  magnesia,  potash,  soda. 

The  fire-resisting  properties  of  the  clay  depend  chiefly  upon 
the  relative  proportions  of  these  constituents. 

If  the  oxide  of  iron  or  the  alkalies  are  present  in  large  propor- 
tion, they  act  as  a  flux,  and  cause  fusion ;  the  clay  is  no  longer 
fireproof  or  refractory. 

It  will  not,  however,  be  necessary  to  enter  in  detail  upon  the 
part  played  by  each  of  the  constituents  that  ai*e  found  in  fire- 
clay. These  constituents  are  the  same  as  those  found  in  brick 
earth  (though  their  proportions  are  difierent),  and  the  effect  they 
produce  upon  the  clay  is  the  same  in  both  cases  (see  p.  86). 

The  presence  of  an  extremely  small  proportion  of  lime,  potash, 
or  soda,  may,  however,  improve  the  clay,  by  soldering  the  par- 
ticles firmly  together.^ 

When  a  clay  containing  iron  requires  the  addition  of  sand  to 

^  Percy's  Mttallurgy. 
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prevent  its  cracking,  it  is  a  common  practice  to  add  burnt  clay 
instead,  so  as  to  produce  the  same  beneficial  efifect  without  risk 
of  making  the  clay  fusible. 

The  chemical  analysis  of  a  clay  is  not  a  very  safe  criterion  of 
its  qualities.  The  silica  shown  may  be  either  soluble  silica  in- 
fluencing the  chemical  constitution  of  the  clay,  or  it  may  be  sand 
which  is  chemically  inert 

In  the  analysis  there  is  no  distinction  made  between  the  two. 

"  A  good  fireclay  should  have  an  uniform  texture,  a  somewhat 
greasy  feel,  and  be  free  from  any  of  the  alkaline  earths."  ^ 

The  following  Table  shows  the  Analyses  of  diflferent  Clays 
used  for  the  manuiacture  of  Firebricks  : — 


SIO^ 

A1,0,. 

KO. 

NaO. 

CaO. 

Mjp.  ' 

FeO. 

Fe.O,. 

Water. 

Organic 
Matter. 

i 
1 

i 

£ 

< 

1 

i 

i 

3 

s 
1 

Protoxide 
Iron. 

Peroxide 
Iron. 

Be 

Organic 
Matter. 

Brieriy  HUl,  Stofford- 
shire,                       P 

51-80 

30-40 

•  •  • 

Trace 

... 

0-50 

4  14 

■  •  • 

1311 

Borton-on-Trent,        G 

68-08 

36-89 

-20 

1-88 

55 

-14 

•  •  • 

2-26 

Cornwall,                   P 

46-32 

89-74 

•  •  • 

•  •  • 

0-36 

0-44 

0-27 

•  •  • 

24-75 

Dinaa,                          G 

97-62 

1-4 

-10 

-10 

-29 

•  •  • 

•  •  • 

-49 

Dowlaia,  best,             P 

67  12 

21-18 

2-02 

•  •  • 

0-32 

0-84 

■  •  • 

1-85 

6-21 

1-90 

Glascote,    near    Tarn- 
worth,                     P 

50-20 

32-59 

2-82 

•  •  • 

0-86 

0-44 

•  •  • 

3-52 

12-69 

Glasgow,                     P 

66*16 

22-54 

•  •• 

•  •  • 

1-42 

Trace 

5-31 

•  •  • 

314 

Hedgerley,  Bucks,      G 

84-65 

8-85 

•  •  • 

•  •  • 

1-90 

-35 

•  •  • 

4-26 

Howth,  near  Dublin,  P 

74-44 

19*04 

2-07 

•  •  • 

0-45 

0-27 

•  »  • 

0-61 

3-71 

Ireland,                      P 

79-40 

12-25 

•  •  • 

•  •  • 

0-50 

•  •  • 

•  •  • 

1-80 

5-20 

Kilmarnock,  AyrBhire,G 

58-92 

85-65 

114 

1-06 

-39 

-35 

•  •  • 

2-49 

Newcastle,                 P 

55-50 

27*75 

2-19 

0-44 

0-67 

0-75 

•  •  • 

2-01 

10-53 

Plympton,  Devon,     G 

74-02 

21-37 

-82 

-09 

-40 

-36 

•  •  • 

1-94 

Poole,  Dorset,            P 

48-99 

8211 

8*31 

•  •  • 

0-43 

0-22 

2-34 

•  •  • 

11-96 

> 

Stourbridge,     Worces- 
tershire,                 P 

63-30 

28-30 

•  •  • 

•  •  • 

0-78 

•  •  • 

1*80 

•  •  • 

10 

30 

Teignmouth,  Devon,  P 

52-06 

29-38 

2*29 

•  •  • 

0-43 

0-02 

2-37 

•  •  • 

12-83 

Wortley,  I-^eds,          G 

65-25 

29-71 

-43 

-12 

-40 

•61 

Titanic 
Acid 

•41 

8-07 

P,  Percy*!  UOaUur^, 


O,  Capt  Orover,  R,E.  Prof.  Papen,  vol  zix. 
^  Page's  Economic  Geology. 
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Grain. — It  should  be  remarked  that  the  infusibility  of  fire- 
clays does  not  depend  altogether  upon  their  chemical  composition, 
but  also  upon  their  degree  of  fineness.  A  fireclay  with  a  coarse 
open  grain  will  probably  prove  more  refractory  than  one  with  a 
close  even  texture. 

Firebrioks  are  made  from  fireclay  by  processes  very  similar  to 
those  adopted  in  making  ordinary  bricks. 

The  clay  is  dug,  weathered,  tempered,  ground  under  rollers, 
passed  through  riddles  to  remove  lumps,  pugged,  moulded,  burnt 
in  cupolas  or  in  Hoffmann's  kilns  at  a  heat  slowly  increasing 
until  it  attains  a  very  high  temperature,  and  then  allowed 
gradually  to  cool. 

There  are  several  varieties  of  firebrick  in  general  use,  named 
usually  after  the  locality  providing  the  fireclay  from  which  they 
are  made. 

Stourbridge  Firebricks  are  made  in  a  district  about  twenty  miles  south- 
west of  Birmingham,  which  contains  several  varieties  of  fireclay. 

The  material  used  for  these  firebricks  is  a  black  clay  found  in  a  thick 
seam  under  the  coal-measures. 

The  bricks  produced  are  generally  of  a  pale  brownish  colour,  sometimes 
reddish  or  yellow-gi-ey.  They  are  frequently  mottled  with  dark  spots,  which 
are  stated  by  Dr.  Percy  to  be  due  to  the  presence  of  particles  of  iron  pyrites. 

^  With  Stourbridge  clay  it  is  customary  to  mix  burnt  ordinary  clay.  For 
common  firebricks  the  proportions  of  the  latter  to  the  former  are  often  as 
much  as  two  to  one.  This  gives  a  brick  capable  of  resisting  the  action  of  the 
heat  caused  by  a  house  fire,  though  it  would  not  be  sufficiently  refractory  for 
resisting  a  furnace  temperature.  Fireclay  being  expensive,  the  inferior  brick 
is  naturally  cheaper,  and  is  much  used.**  ^ 

Kilmarnock  and  Newcastle  furnish  firebricks  somewhat  similar  to  those 
from  Stourbridge. 

Dinas  Firebricks  are  made  from  a  so-called  fireclay  found  in  Glamor- 
ganshire. 

It  will  be  seen  from  the  table  of  analyses  on  the  previous  page  that  the 
so-called  '^  clay  "  consists  nearly  entirely  of  silica.  It  is  found  in  the  state 
of  sand.  About  1  per  cent  of  lime  is  added,  and  enough  water  to  make  it 
cohere.  The  bricks  are  then  moulded  by  machinery  under  pressure,  dried, 
and  burnt  in  a  close  kiln. 

The  bricks  made  from  this  substance  will  bear  a  most  intense  heat,  being 
the  only  description  that  will  resist  the  temperature  (4000"  to  SOOO**  Fahr.) 
of  a  regenerative  furnace.' 

They  expand  under  heat,  are  porous,  and  will  not  stand  rough  usage. 

The  fractured  surface  of  a  Dinas  firebrick  ''presents  the  appearance  of 
coarse  irregular  white  particles  of  quartz,  surrounded  by  a  small  quantity 
of  light  brownish-yellow  matter.     The  lime  which  is  added  exerts  a  flux- 

^  Abney's  Notes  on  Chemistry  of  Building  McUerials. 
*  Dr.  Siemens,  Chemical  Society^  7th  May  1868. 
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ing  action  on  the  surface  of  the  fragments  of  quartz,  and  so  causes  them 
to  agglutinate.  •  .  .  From  their  siliceous  nature  it  is  obvious  that  they 
should  not  be  exposed  to  the  action  of  slags  rich  in  metallic  oxides.''  i 

Guismuffda  Firebricks,  made  near  Swansea,  and  Narherth  Firebricks^  from 
Pembrokeshire,  are  of  the  same  description  as  those  from  Dinas. 

Lee  Moor  Firebricks  are  made  from  the  refuse  of  china  clay  produced 
by  the  disintegration  of  felspathic  granite  (see  p.  16),  found  chiefly  in  Corn- 
wall and  Devonshire  granite. 

A  well-known  variety  of  these  bricks  Ib  manufactured  at  Lee  Moor,  near 
Plympton.  They  have  a  compact  surface  of  a  dull  reddish-brown  ;  are  very 
hard  and  highly  refractory. 

Windsor  or  Hedgerly  Firebricks  are  made  from  the  sandy  slate-coloured 
loam  used  for  the  manufacture  of  rubbers,  and  are  of  a  red  colour  when 
burnt  These  bricks  consist  chiefly  of  sand  ;  they  contain  only  9  per  cent 
of  alumina,  and  a  laige  proportion  (4^  per  cent)  of  oxide  of  iron.  They 
are  unable,  therefore,  to  resist  very  high  temperatures. 

The  following  Table  shows  the  Crushing  Strength,  Weight 
when  dry,  and  Absorptive  Power  of  different  classes  of  Fire- 
bricks : — 

Resistance  to  Compression,  Weight,  and  Absorption  of 

FiREBBICKS. 


DcscRiPTioir  OF  Brick. 

DiineMsioira  of  Sfkcimkn, 
in  Inches. 

Area 
exposed 

to 
crush- 
ing. 

Average 
weiffht 
under 
which 
brick 
crushed. 

Average 

force 

required 

to  crush 

brick. 

Weight 

when 

dry. 

Per- 
centage 
of  water 
absorbed. 

Antho- 
rity.2 

Length. 

Broadth. 

Thickness. 

Stourbridge  firebrick   . 
Lee  Moor         do. 
Newcastle        do. 
Dinas              do. 
Welsh             do. 

9-08 
912 
8-91 
8-92 
8-64 

4-4 

4-84 

4-40 

432 

4-62 

2-47 
2-54 
2-44 
2-44 
2-65 

Sq.In. 
89-9 

39-6 

39-2 

38-7 

36-8 

Tons. 
25-0 

14-8 

27-0 

28-0 

14-4 

Tons. 
60-9 

54-9 

45*6 

49-0 

53-8 

Lbs. 

7-2 
7-7 

6  1 
6-9 
6-9 

9-6 
4-9 
9-9 
9-3 
6-2 

L 
L 
L 
L 
L 

TERRA  COTTA. 


Terra  Cotta  is  a  kind  of  earthenware  which  is  rapidly  coming 
into  use  as  a  substitute  for  stone  in  the  ornamental  parts  of 
buildings. 

*  Percy's  Metallurgy^  p.  238. 
'  Mr.  IWd^vin  Latham,  Sanitary  Engineering. 
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Many  localities  furnish  clay  from  which  terra  cotta  may  be 
made,  as,  for  example,  Tamworth,  in  Staffordshire;  Watcombe, 
in  Devonshire;  Poole,  in  Dorsetshire;  Everton,  in  Surrey,  and 
other  places  in  Northamptonshire  and  ComwalL 

Making  Terra  Cotta. — The  great  diflSculty  to  be  overcome 
in  making  terra  cotta  is  the  imcertain  shrinkage  of  the  clay. 

To  obviate  this  as  much  as  possible,  different  clayis  are  mixed 
together,  and  a  large  proportion  of  grotmd  glass,  pottery,  and,  in 
some  cases,  of  sand,  is  added. 

This  mixture  is  ground  into  fine  powder,  thrown  into  water, 
finely  strained,  pugged,  kneaded,  forced  into  plaster  moulds  smeared 
with  soft  soap,  vety  carefully  dried,  gradually  baked  in  a  pottery 
kiln,  and  slowly  cooled. 

The  drying  process  requires  to  be  conducted  with  extreme 
care.  If  the  blocks  are  subjected  to  draughts  of  cold  air,  if  they 
are  of  imequal  thickness,  or  if  the  operation  is  conducted  too 
quickly,  they  will  warp,  twist,  and  become  useless. 

Nature  of  Clay, — ^As  before  mentioned,  the  red  clays  contain 
oxide  of  iron.  If  this  is  in  considerable  proportion  (say  from  8 
to  10  per  cent),  it  makes  them  very  fusible  and  difficult  to  bum 
successfully. 

This  fusibility  is  aggravated  by  the  presence  of  lime,  magnesia, 
and  other  impurities,  and  the  resulting  terra  cotta  is  not  so  hard 
and  durable  as  that  from  the  more  refractory  white  clays. 

In  some  cases  the  white  clay  is  used  with  an  admixture  of 
oxide  of  iron  just  sufficient  to  make  it  bum  to  a  good  red  colour. 

Fireclays  are  used  for  the  manufacture  of  terra  cotta,  in  some 
instances  with  very  little  preparation. 

Terra  cotta  made  from  fireclays,  when  properly  bumt^  is 
excellent  in  texture,  colour,  and  surface,  but  appears  ragged  and 
porous  directly  the  outer  skin  is  removed.  It  manifestly  suffers 
for  want  of  a  small  proportion  of  some  flux,  such  as  that  afforded 
by  the  lime  and  alkalies  in  the  mixed  clays. 

The  mixed  clays  used  for  terra  cotta  contract  from  iV  to  -j^ 
of  their  linear  dimensions  in  drying  and  baking. 

The  red  clays  shrink  only  about  -^  lineally,  while  fireclays 
shrink  as  much  as  4.  More  than  half  of  this  shrinkacce  is  in 
drying,  and  the  remaSder  in  burning. 

Blocks, — The  blocks  used  for  building  purposes  should  average 
from  about  1  to  3  cubic  feet  in  bulk,  and  no  block  should  contain 
more  than  4  cubic  feet. 
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Such  blocks  are  generally  made  hollow,  the  thickness  of  the 
shell  of  terra  cotta  being  &om  1  inch  to  2  inches. 

Large  blocks  should  have  a  diaphragm,  or  partition  of  terra 
cotta  across  them,  to  prevent  their  warping. 

If  req^uired  to  bear  considerable  weight  the  blocks  should  be 
filled  with  broken  brick  bedded  in  good  mortar  or  Soman  cement 

Portland  cement  should  not  be  used,  as  there  is  a  danger  of  its 
being  hot,  expanding,  and  bursting  the  blocks. 

BuiLDiNCt  Tebea  Cotta. — The  blocks  should  be  so  shaped  as  to 
form  a  good  bond  with  the  brickwork,  or  whatever  material  is 
used  for  the  backing. 

Iha  blocks  are  usually  made  from  12  inlthes  to  18  inches 
long,  6  inches  to  1 5  inches  high,  and  from  4^  to  9  inches  thick 
on  the  bed.  These  dimensions  are  suitable  for  bonding  into 
brick  backing. 

When  the  blocks  are  of  the  thicknesses  above  mentioned,  the 
joints  are  made  square  and  flush  as  in  ordinary  ashlar  work. 

In  some  cases,  however,  the  blocks  are  made  6  inches  and  1^ 
inches  thick  alternately.  A  lip  joint,  as  sbowo  in  Fig.  42,  is 
then  employed. 

This  plan,  however,  is  not  often  adopted,  nor  does  it  afford 
such  substantial  work  as  the  other. 


Fig.  VL  Fig.  48. 

Mortar  Joints. — The  mortar  joints  may  be  bevelled  as  in  Fig. 
43.  Such  joints  throw  off  the  water,  prevent  the  terra  cotta 
from  flushing,  and  relieve  the  face  of  the  work  better  than  if  the 
joints  were  full  and  flush  with  the  surface  of  the  blocks. 

ADTA24TAGE8. — The  advantages  of  teira  cotta  are  as  follows ; — 

Durability. — If  properly  burnt,  it  is  unaffected  by  the  atmo- 
sphere, or  by  acid  fumes  of  any  description. 

LigfUnets. — If  solid  it  weighs  122  lbs.  per  foot  cube ;  but  if 
hoRow,  as  generally  used,  it  weighs  only  from  60  to  70  lbs.  per 
foot  cube,  or  half  the  weight  of  tie  lightest  building  stones. 

Strength. — Its  resistance,  when  solid,  to  compression  is  nearly 
^  greater  than  that  of  Portland  stone. 

Hardnees. — Mr.   Page  found   by   experiment  that   it  lost  -^ 
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inch  in  thickness,  while  York  stone  lost  ^  inch  with  the  same 
amount  of  friction.     It  is,  therefore,  well  adapted  for  floors. 

Cost — It  is  cheaper  in  London  tlian  the  better  descriptions  of 
building  stone.  It  is  so  easily  moulded  into  any  shape,  that  for 
intricate  work,  such  as  carvings,  etc.,  it  is  only  half  the  cost  of 
stone. 

Disadvantages. — Terra  cotta  is  subject  to  unequal  shrinkage 
in  burning,  which  sometimes  causes  the  pieces  to  be  twisted. 

When  this  is  the  case  great  care  must  be  taken  in  fixing  the 
blocks,  otherwise  the  long  lines  of  a  building,  such  as  those  of 
the  string-courses  or  cornices,  which  are  intended  to  be  straight, 
are  apt  to  be  imeven,  and  the  faces  of  blocks  are  often  ''in 
winding." 

Twisted  and  warped  blocks  are  sometimes  set  right  by  chisel- 
ling, but  this  should  be  avoided,  for  if  the  vitrified  skin  on  the 
surface  be  removed,  the  material  will  not  be  able  to  withstand 
the  attacks  of  the  atmosphere,  etc. 

Colour. — Terra  cotta  is  made  in  several  colours,  depending 
chiefly  upon  the  amount  of  heat  it  has  gone  through. 

White,  pale  grey,  pale  yellow,  or  straw  colour,  indicate  a  want 
of  firing. 

Eich  yellow,  pink,  and  buff  varieties  are  generally  well  burnt 

A  green  hue  is  a  sign  of  absorption  of  moisture,  and  is  a  sign 
of  bad  material. 

A  glazed  surface  can  be  given  to  terra  cotta  if  required. 

Inferior  Terra  Cotta  is  "  sometimes  made  by  overlaying  a 
cocuBely-prepared  common  body  with  a  thin  coating  of  a  finer  and 
more  expensive  clay." 

"  Unless  these  two  bodies  have  been  most  carefully  tested  and 
assimilated  in  their  contraction  cmd  expansion,  they  are  sure  in 
course  of  time  to  destroy  one  another ;  that  is,  the  inequality  in 
their  shrinkage  will  cause  hair  cracks  in  the  fine  outer  skin,  which 
will  inevitably  retain  moisture,  and  cause  the  surface  layer  to 
drop  oflT  in  scales  after  the  winter  frosts." 

"  Another  very  reprehensible  custom  is  that  of  coating  over  the 
clay,  just  before  it  goes  into  the  kiln,  with  a  thin  wash  of  some 
ochreish  paint,  mixed  with  finely  groimd  clay,  which  produces  a 
sort  of  artificial  ])loom,  very  pretty  looking  for  the  first  year  or  two 
after  the  work  is  executed,  but  sure  to  wear  off  before  long."  * 

Where  used, — Terra  cotta  has  been  extensively  used  in  Ihilwich 

'  Jttpartaon  Erhihition,  1876,  p.  14. 
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College,  in  Messrs.  Doulton's  new  warehouses,  Lambeth,  in  the 
Albert  Hall,  in  the  New  Natural  History  Museum,  and  in  several 
other  of  the  new  buildings  near  the  South  Kensington  Museum. 

Stoneware  is  the  name  given  to  articles  made  from  the 
plastic  clays  of  the  Lias  formation,  obtained  chiefly  in  the  south 
of  England. 

The  best  comes  from  Poole,  in  Dorsetshire,  or  from  the 
vicinity  of  Teignmouth,  in  Devonshire.  It  contains  about  76 
parts  silica  and  24  of  alumina,  with  a  very  small  proportion  of 
other  ingredients. 

This  clay  contains  very  little  infusible  matter.  It  is  generally 
mixed  with  a  certain  proportion  of  powdered  stoneware,  ground 
and  calcined  flints,  ground  decomposed  Cornish  granite  (see  p. 
16),  or  sand,  to  prevent  excessive  shrinkage. 

They  are  burnt  in  domed  kilns  like  fireclay  goods,  but  at 
a  very  much  higher  temperature. 

A  fractured  surface  shows  that  this  ware  is  thoroughly  vitrified 
throughout  It  is  intensely  hard,  dense  in  texture,  close  in  grain, 
and  rings  well  wlien  struck. 

This  material  is  admirably  adapted  for  all  purposes  where 
strength  cmd  resistance  to  atmospheric,  chemical,  or  other  destroy- 
ing influences  are  required. 

Stoneware  articles  are  often  salt  glazed  (see  p.  129),  but  the 
material  is  in  itself  non-absorbent,  and  will  resist  the  effect  of 
moisture  even  when  unglazed. 


PIPES  AND  MISCELLANEOUS  CLAY  WARES. 

Pipes  and  other  articles  made  in  clay  are  practically  divided 
under  fom*  heads. 

1.  Unglazed  EarthenvHiTe,  made  from  ordinary  clays,  similar  to 
those  used  for  common  bricks  and  tiles. 

Earthenware  of  this  description  is  weak,  porous,  liable  to  the 
attacks  of  frost,  and  is  not  adapted  to  resist  the  atmosphere  or 
other  destroying  agents. 

2.  Fireday  Ware^  made  from  the  fireclays  of  the  coal-measures 
(see  p.  120). 

This  material  has  a  very  open  grain,  is  porous,  except  where 
protected  by  glazing ;  and  is  weak  when  compared  with  terra  cotta 
or  stoneware. 


PIPES  AND  MISCELLANEOUS  CLA  Y  WARES.         129 

It  is  much  used  for  common  varieties  of  the  different  articles 
about  to  be  described,  especially  in  the  localities  where  the  fire- 
clay is  found ;  but  it  is  inferior  to  stoneware  or  to  terra  cotta 
for  nearly  every  purpose. 

3.  Stoneware  is  made,  as  before  stated,  from  clays  of  the  Lias  forma- 
tion, mixed  with  sand  and  ground  pottery,  to  prevent  shrinkage. 

The  characteristics  of  this  material  have  already  been  pointed 
out  (see  p.  128). 

Its  strength,  durability,  imperviousness,  and  resistance  to 
destructive  influences  make  it  an  admirable  material  for  sanitary 
ware,  sewer  pipes,  ornamental  works  exposed  to  the  atmosphere, 
and  for  vessels  to  contain  chemical  compounds. 

4.  Terra  Cotta  is  often  used  for  pipes  and  other  miscellaneous 
articles. 

Its  composition,  and  the  mode  in  which  it  is  manufactured, 
have  already  been  described. 

It  is  inferior  to  stoneware,  inasmuch  as  it  is  more  absorbent 
and  less  dense  in  grain.  It  is  burnt  at  the  same  heat  as  fireclay 
goods,  but  is  superior  to  them  in  strength  and  durability. 

Glazing. — It  is  often  advisable  to  glaze  the  surface  of  articles 
made  in  clay,  sometimes  for  appearance,  but  more  generally  in 
order  to  protect  portions  exposed  to  the  action  of  the  atmosphere, 
to  sewage,  or  other  destroying  agents. 

These  glazes  are  either  transparent — merely  a  film  of  glass — 
or  opaque,  like  an  enameL 

Transparent  Glazes  of  several  kinds  are  known  in  the  trade. 
Two  methods,  adapted  to  the  somewhat  rough  articles  used  by 
the  engineer  and  builder,  will  now  be  described. 

Salt  Glazing  is  effected  Ijy  throwing  salt  into  the  furnace  when 
the  articles  it  contains  are  at  a  high  tem|)erature.  The  heat  of 
the  fire  volatilises  the  salt  (chloride  of  sodium),  the  vapour  being 
in  the  i)resence  of  oxygen  and  silica  is  decomposed,  the  clilorine 
goes  off  through  the  top  of  the  furnace,  the  sodium  combines 
with  the  silica  in  the  clay  to  form  silicate  of  soda,  which  again 
unites  with  the  silicates  of  alumina,  lime,  or  iron  in  the  clay,  to 
fonn  a  surface  coating  of  glass. 

This  method  of  glazing  has  great  advantages.  The  vai>our  of 
the  volatilised  salt  gets  into  every  crevice,  however  small,  and 
coats  it  with  an  impenetrable  film  of  glass. 

It  is  used  for  stoneware,  and  also  for  articles  made  from  fireclay. 

Lead  Glaziuff  is  carried  out  by  dipping  the  article  to  be  glazed 
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(after  it  has  been  once  burnt)  into  a  bath  containing  oxide  of 
lead  and  tin— or  borax  with  kelp,  sand,  etc.,  ground  to  powder, 
and  stirred  in  water  to  a  creamy  consistence. 

The  particles  of  these  different  materials  adhere  to  the  surface 
of  the  article  when  it  is  dipped.  It  is  then  withdrawn  and  re- 
burnt.  The  high  temperature  of  the  furnace  causes  the  particles 
to  run  together  and  to  form  a  film  of  glass  over  the  whole  surface. 

This  method  of  glazing  is  used  for  terra  cotta,  and  sometimes 
for  articles  made  from  fireclay. 

Lead  glazing  is  also  used  for  earthenware  crocks,  etc.,  which 
are  made  out  of  inferior  clays  such  as  would  not  stand  the  high 
temperature  required  for  salt  glazing.  A  lead  glaze  wiU  generally 
chip  off  easily. 

Opaque  Glazes  are  required  in  cases  where  it  is  wished  to 
give  (to  the  whole,  or  to  any  portion  of  an  article)  an  appearance 
superior  to  that  presented  by  the  ordinary  burnt  material. 

The  article  to  be  glazed  is  dipped  before  burning  into  a  slip 
formed  of  superior  clay,  veiy  finely  worked,  dried,  etc.,  and 
brought  to  the  colour  required. 

Thus  the  pans  of  water-closets  are  often  made  white  inside, 
and  of  a  cream  colour,  or  some  other  tint,  outside. 

Burning. — Terra  cotta,  stoneware,  and  fireclay  ware,  are  all 
burnt  in  domed  kilns. 

The  heat  is  applied  gradually,  and  after  it  lias  risen  to  its 
height  is  kept  up  for  a  period  varying  from  24  to  72  hours, 
according  to  the  size  of  the  kiln  and  of  the  articles  in  it.  The  kiln 
is  then  allowed  to  cool  down  gradually. 

Terra  cotta  is  burnt  at  a  much  lower  temperature  than  stoneware. 

In  order  to  protect  articles  of  a  delicate  nature  from  direct  contact  with 
the  fire,  which  would  discolour  them,  they  are  placed  in  large  fire-clay  jars 
called  seggars,  or  enclosed  in  a  casing  of  fire-brick  formed  within  the  kiln,  and 
known  as  a  muffie. 

Pipes  are  made  from  clay,  very  finely  ground,  washed,  sieved, 
tempered,  pugged,  and  forced  by  machinery  through  a  mould, 
or  dod  jis  it  is  called — dried,  and  baked  in  a  circular  kiln. 

Agricultural  Drain  Piprs  are  maile  of  various  sections,  but  the  circular 
and  O  sha[>ed  are  those  iu  most  common  use. 

These  pijKJs  are  sold  in  2-foot  lengths,  and  of  diameters  varying  by  half 
inches  from  1  inch  to  6  inches. 

Collars  are  short  pieces  of  pipe  sometimes  used  to  cover  the  joints  between 
each  pair  of  lengths  of  the  drain  pipes,  so  as  to  give  the  ends  of  the  pipes  a 
firm  bed. 
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They  are  3  or  4  inches  in  length,  and  about  1  inch  greater  in  diameter 
than  the  pipes  they  unite. 

They  are,  however,  generally  omitted  altogether. 

Sewbr  Pipes  should  be  of  a  vitreous  imperishable  material,  of  sufficient 
strength  to  resist  fracture,  having  toughness  enough  to  withstand  shocks, 
tenacious,  hard,  homogeneous,  impervious,  uniform  in  thickness,  true  in  sec- 
tion, perfectly  straight  longitudinally,  or  formed  to  the  proper  curve,  uniformly 
glazed  both  inside  and  outside,  firee  from  fire  cracks  and  flaws  of  all  kinds. 

When  struck  they  should  ring  clearly. 

Porous  substances  are  not  so  good  as  those  that  are  vitreous  throughout, 
and  pipes  burned  at  a  low  temperature  are  inferior  to  those  that  have  been 
subjected  to  a  considerable  heat. 

Sewage  pipes  are  made  both  from  stoneware  and  fireclay.  The  former  is 
the  stronger  material,  and  is  said  better  to  resist  the  decomposing  effect  of 
sewage  and  other  substances  having  a  chemical  action. 

Salt-glazed  pipes  only  should  be  used  ;  if  the  glaze  can  be  picked  off  it  is 
proof  that  the  pipes  are  made  out  of  a  clay  that  would  not  stand  a  high  tem- 
perature ;  in  fact,  that  the  pipes  are  not  stoneware. 

Fireclay  pipes  should  be  made  thicker  than  those  of  the  same  diameter  in 
stoneware. 

Different  Forms  of  Sewer  Pipes. — Several  forms  of  sewer  pipes  have  been 
devised,  but  only  one  or  two  of  the  most  common  need  be  noticed. 

Socket  Pipes. — Pipes  intended  to  convey  sewage  are  generally  made  with 
sockets.     Care  should  be  taken  that  this  socket 
is  in  the  same  piece  with  the  pipe,  not  formed 
separately,  as  is  sometimes  the  case. 

Half  Socket  Pipes  have  a  socket  on  the  lower 
half  of  the  circular  section  only,  so  that  a 
broken  length  may  at  any  time  be  taken  out 
and  replaced,  or  a  junction  inserted. 

The  following  Table  gives  the  dimensions  and  thickness  of  stoneware, 
fireclay,  and  other  clay  pipes,  as  laid  down  by  Mr.  Baldwin  Latham  : — * 
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*  Specification  for  Bideford  Waterworks. — Humher, 
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Mr.  Baldwin  Latham  states  that  he  "  has  found  in  some  cases  that  the 
thickness  given  in  the  above  Table  for  fireclay  pipes  is  not  sufficient."  ^ 
;    Socket  pipes  may  readily  be  obtained  as  small  as  2  inches  in  diameter ; 
also  pipes  of  21,  24,  and  30  inches  in  diameter,  in  2^  or  3  feet  lengths. 

Bends  are  curved  lengths  of  pipe  which  are  made  to  varying  radii,  and  of 
8,  3,  4,  6,  9,  12,  15,  and  18  inches  bore.  They  should  always  be  segments 
of  circles,  and  should  form  perfect  curves  when  jointed  together. 

Taper  Pipes  (Fig.  45)  are  intended  to  form  a  con- 
nection between  two  pipes  of  different  diameter. 

Junctions  for  pipes  are  made  in  several  different 
Fig.  45.  forms.    They  are  usually  in  2  feet  lengths. 

Single  Junctions  are  those  to  form  the  joint  when 
one  pipe  enters  the  side  of  another.  The  junction  may  either  be  at  right 
angles  to  the  pipe,  as  in  Fig.  46,  or  joined  to  it  by  a  gradual  bend,  as  in  Fig. 
47.     The  latter  is  the  best  construction. 


Fig.  46.  Fig.  47. 

Dovhle  Junctions  are  to  form  the  joint  where  two  pipes  meet  a  third, 
either  at  the  sides  as  in  Fig.  48,  or  at  one  end  as  in  Fig.  49. 
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Fig.  48. 


Fig.  49. 


Mr.  Baldwin  Latham  gives  the  following  directions  for  forming  bemls  and  junctions  : — 
"  The  centre  from  which  a  branch  on  a  main  is  struck  mnst  be  ui>ou  a  line  at  right  angles 
to  the  centre  line  of  the  main  pipe,  the  inside  of  the  main  pipe  meeting  the  inside  of  the 
branch  at  a  tangent  on  a  radios  line  from  which  it  is  struck  ;  the  ends  of  all  curved  pipes 
must  be  in  the  direction  of  the  radius  of  the  curves  with  which  they  are  descril>e<1. "  ^ 

Saddles  and  Ch^ibs  in  earthenware  are  formed  of  such  a  shape  as  to  make 
a  secure  junction  between  the  adjacent  lengths  of  a  sewer  pipe,  and  yet  to 
enable  the  sewer  to  be  examined  at  any  time,  and  any  obstruction  to  be 
removed  without  breaking  a  pipe. 


^  Latham's  Sanitary  Engineering.         '  Specification  for  Bidcford  Waterworks. 
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Figs.  50,  51  show  the  junctions  of  Jenning's  improved  patent  drain  pipes. 


Fig.  50. 


Fig.  61. 


The  chair  is  shown  at  C  in  position  supporting  the  end  of  a  pipe  ;  another 
length  would  be  placed  in  the  vacant  half  of  the  chair,  and  then  the  short 
piece  S  placed  between  the  two  lengths  over  the  chair.  The  bottom  of  the 
short  piece  is  flush  with  that  of  the  lengths  of  pipe  united  by  it. 

Some  of  the  saddles  are  plain,  as  at  P,  which  shows  one  in  position.  Others 
have  junctions  attached,  as  at  J. 

Other  saddle  and  chair  junctions  introduced  by  Mr.  Jennings  have  no 
short  piece  attached  to  the  saddle.  The 
chair  and  saddle  are  rebated  at  each  end, 
of  a  depth  equal  to  the  thickness  of  the 
adjacent  lengths  of  pipes,  which  therefore 
fit  into  the  rebates,  and  have  their  inner 
surfaces  flush  with  those  of  the  saddle  and  chair. 

Fig.  52  shows  one  of  these  chairs.  The  saddle  is  exactly  similar  in 
form,  being  made,  however,  with  or  without  junctions,  as  in  Fig.  5 1. 

The  objection  to  pipes  with  half  sockets,  saddles,  etc.,  is  that  when  the 
sewer  is  more  than  half  full  they  leak  or  overflow. 

Opercular  or  Lidded  Pipes  were  introduced  by  Messrs.  Doulton. 

They  are  similar  in  form  to  ordinary  socket  pipes,  but  are  strengthened  by 
two  ribs  running  lengthways,  shown  at  r  r  in  Fig.  53,  which  is  a  section 
of  the  pipe. 


Fig.  62. 
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WKTER-UNE  WHEN  OPEN 
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Fig.  6i. 


A  longitudinal  nick  or  furrow  is  made  throughout  the  length  of  the  pipe 
along  these  flanges,  so  that  by  inserting  a  chisel  the  upper  portion  of  the  pipe 
between  r  r  may  easily  be  removed. 

Thus  the  whole  length  of  the  pipe  may  be  opened  up  for  inspection  or  for 
removal  of  obstructions. 

Capped  Pipes  have  circular  or  oval  holes  in  them,  with  loose  covers,  so 
that  they  can  be  examined  without  being  broken  or  taken  up. 

Stphon  Traps  in  stoneware  may  be  obtained  of  almost  any  shape  and 

description,  either  with  or  without  in- 
lets for  examination. 

One  form  is  shown  in  Fig.  55,  with 
the  inlet  dotted.     This  description  may 
be  obtained  of  2,  3,  4,  6,  9,  and  12 
inches  bore. 
Fig.  56. 
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The  poeitioD  of  inlet  Bhown  in  Fig.  55  ia  the  usual  one,  but  a  trap  so 
formed  U  lUble  to  choke,  and  it  is  better  to  have  the  inlet  at  the  upper  end 
of  the  pipe. 

Tests  for  Sevxr  Pipes. — "  The  impermeability  of  a  pipe  may 
be  tested  by  tying  a  piece  of  bladder  over  one  end,  reversing 
it,  and  filling  with  water.  If  it  is  not  perfectly  impervious,  the 
water  will  begin  to  ooze  through  the  pores  "  of  the  pipe. 

The  absorption  of  water,  aacertained  by  weighing  a  dry  pipe, 
immersing  it  for  twenty-four  hours,  wiping  dry,  and  reweighiiig, 
was  found  by  Mr.  Baldwin  Latham  to  vary  from  -429  to  689 
per  cent  of  the  weight  of  the  dry  pipe. 

The  power  to  resist  chemical  action  may  he  tested  by  pulver- 
ising a  piece  of  the  pipe  and  boiling  it  in  hydrochloric  acid,  waah- 
ing  on  filter,  and  noting  loss  in  we^ht.  Dr.  Millar  has  shown 
that  in  stoneware  pipes  there  should  be  no  loss. 

^8  Paieni  JoiiU  is  used  in  order  to  get  a  perfectly 
close  joint  between  the  lengths  of 
socket  pipes. 

This  is  ensured  by  casting  upon 
the  spigot  and  in  the  socket  of  each 
pipe,  lings  of  a  durable  material  (a 
mixture  of  coal-tar,  sulphur,  and 
[  ground  pipes),  which,  when  put  to- 
\  gether,  fit  mechanically,  so  as  to  form 
a  water-tight  joint  without  the  aid  of 
cement. 

In  putting  such  a  joint  together, 
the  surface  is  sometimes  greased  with  Russian  tallow  and  resin. 

Mifloellaneoiu  Clay  Wares. — The  variety  of  articles  used  by 
the  engineer  and  builder — which  are  made  from  burnt  or  baked 
clay — ia  endless. 

A  few  of  the  more  important  may  now  be  mentioned. 

Pkbtoratbd  Aia  Bbioes  are  made  in  stonevaie  and  terra  cotta.    Thej  are 
pierced  with  difTeKnt  patterns,  and  are  most 
useful  for  ventilating  courses,  snpptying  air  Vo 
stores,  etc. 

Thejr  are  better  for  this  purpose  than 
gratings,  as  the;  are  cheaper,  more  durable,  do 
not  stun  the  walls  with  rust,  or  require  paint- 


I 


"Hie  pattern  shown  is  feom  Mr,  Jennings'  cii^ 
cular.     Thof  are  made  in  all  uzea,  from  ft  x  3  inches  np  to  18  x  18  inches. 
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Dahp-proof  Coubsrs  are  maile  in  atonewaie  (or  sometimes  in  firecla;) 
pieiced  with  pcrfotations  of  ditrerant  patterns. 


Fig.  68. 


Fig.  69. 


The  slahe  are  generally  9  inches  long.  They  vary  from  9  inches  to  18 
inches  in  width,  to  suit  different  thicknesses  of  brick  wall,  and  their  own 
height  or  thickness  varies  from  1^  to  Z|  inches. 

A  damp-proof  course  slab  in  stoneware,  as  made  by  Messrs,  Doulton,  with 
ribbed  surfaces  and  tongue  and  groove  joints,  is  shown  in  Fig.  58. 

A  thicker  slab,  as  niado  by  Mr.  Jennings,  is  shown  in  Fig.  59. 

The  method  in  which  these  damp-proof  courses  are  used  is  explained  at 
p^je  216,  Part  II. 

BosDiNa  BaiCKu. — These  bricks,  introduced  by  Mr.  Jeimings,  are  used  for 
uniting  the  opposite  sides  of  hollow 

The  original  bricks  were  straight. 
A  sketch  of  one  is  given  in  Fig.  61. 

The  improved  bonding  bricks  are,  p j„  gj 

however,  bent  (see  Fig.  60),  bo  that 
;    water  endeavouring  to  pass  from  the  outer  to  the  inner 
side  of  the  wall  would  have  to  go  up  an  incline. 

An  illustration  of  the  use  of  these  bricks  is  given  at 
page  216,  Part  IL 

These  bricks  are  made  in  four  sizes,  ranging  from  No.  4  to  No.  7  ; 
dimensions  being  as  follows  : — 


pMrtaofthe 

brink.    Bee 

Kig.  W. 

».... 

No.  6. 

No.  0. 

No.  T. 

ah 

2i 

21 

H 

<1 

be 

3 

3 

3 

11 

ed 

21 

11 

il 

1| 

Wall  Fagihqs  are  made  of  different  patterns,  in  earthenware  and  in  temt 
cotta.    Thoae  patented  by  the  Broomliall  Company  are  of  an  L  shape,  and 

are  used  to  form  a  superior  facing  to  walls  built  of  concrete. 

Slegpbb  Blocks,  made  in  stoneware,  are  useful  for  carrying  floora  which 
are  close  to  the  ground  in  damp  sitnations. 
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Fig.  6 1  shows  a  Bpecimen  of  one  of  these,  as  made  hj  Mr.  Jennings. 
Hiey  Are  made  for  9  inch  and  4i  inch  walls,  or  wall  plates. 


Fig.  82. 


Fig.  88. 


Fig.  81. 


CHniNBT-n.uE  Pipes  ^  are  made  in  tena  cotta,  fiieclaj,  etc. 
These  pipes  are  intended  for  lining  chimney  flues,  instead  of  pargetting 
them  (see  Fart  II.  page  243}. 

They  are  frequently  cylindrical,  with  plun  butt  joints,  sometimes  with 
ordinaiy  sockets,  or  with  the  sides  of  the  sockets  cut  off,  aa  in  Fig.  63. 

Tliey  are  made  of  9,  10,  or  IS  inches  in  diameter,  and  geueially  In  S-feet 
kngths, 

lliese  pipes  aie  sometimes  oval,  01  of  a  section  consisting  of  a  rectangle 
with  the  comers  lonnded,  as  in  Fig.  64. 

The  oblong  sectiona  are  manu&ctnied  by  Messra.  Dotdton  and  Co.  in 
thneuiea: — 

16  X   10  inches, 
14  X     8      „ 
10  X     6      „ 

Cowinned  Smoke  and  Air  Fluet  are  made  in  the  form  shown  in  Fig.  65. 

Hese  pipes  are  intended  to  be  built  into  chimney 

breasts.     Tlie  smoke  escenda  the   Que  S,  while  the  foul 

dr  is  drawn  off  through  the  flues  marked  //. 

The  blocks  containing  these  flues  are  made  in  differ- 

9  ent  forms  and  sizes.     In  some  patterns  the  smoke  flue 

1  is  circular,  IS  inches  in  diameter,  the  whole  block  occu- 

I  pying  18x14  inches.     lu  others  there  is  only  one  air 

j  flue,  and  the  whole  block  takes  up  only  14  x  91  inches 

in  plan. 

L'niKN&T  Pots  of  every  imaginable  design  are  made  in 
tena  cotta.     Any  attempt  to  illustrate  them  in  detail  would  be  useless. 

BiUm^t  Chimney  Ttnninali,  with  partitions  siniilar  to  those  described  in 
Fart  XL  page  243,  are  made  in  terra  cotta  by  Mesois.  Donlton  and  Co. 

Invert  Bhckt  of  stoneware  for  sewers  have  been  mentioned  in  Part  II.,  and 
their  advantages  described. 

The  best  of  these  are  provided  with  a  projecting  lip,  as  shown  iu  Fig,  67, 
which  covers  the  joint  between  two  adjacent  blocks. 

Bometimee  two  or  three  blocks  are  combined  to  form  an  invert,  as  in 
Fig.  66. 

jDMonoN  Blocks  (Fig,  69}  are  intended  .to  be  built  into  brick  sewm  to 
leceive  pipe  drains, 

'  Sc  Vent-liningi. 


Fig.  as. 
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Fig.  86. 


Fig.  87. 


They  are  made  either  direct  anti  A,oi  oblique  as  at  £,  to  miit  the  pou- 
tion  of  the  diain. 

The  blocka  vaiy  in  pattern  so  aa  to  fit  draina  of  any  size,  placed  at  diffe- 
lent  angles  of  iDclination. 


Fig.  6S. 

Seohental  Severs  are  made  in  Btonewore  of  pieces  fonned  to  the  ahqw 
of  segments  of  the  ciiclc,  and  united  by  groove  and  tongue  jointa. 

Qulleg  Trapt  foT  Rtrecta  and  yards,  TVopi,  Slnice  PaJwi,  Valw  Tn^, 
Channel  Pipe*  for  sewage,  Cmdaiti,  etc.,  of  every  form  and  variety,  are 
mode  in  stoneware,  but  any  detailed  description  of  them  in  uecestarily  omitted 
here  for  want  of  space. 

The  same  reason  makes  it  necceaory  to  exclude  any  description,  of  the 
varioUB  ornamental  articles  executed  in  terra  cotta,  such  as  dentil,  dcg-tooth, 
and  moulded  comiccs,  truBaea,  medallions,  cornices,  moulded  arch  blocks, 
lintels,  jambs,  capitals,  piei  caps,  parapet  fittings,  terminals,  etc.  etc; 

Stoneware  is  also  made  of  every  form  and  colour  for  wall  decoration,  holli 
external  and  internal. 
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TILES. 

The  tiles  used  in  connection  with  buildings  may  be  divided 
into  two  great  classes. 

1.  Common  tiles  of  different  shapes  used  for  roofing  and 
paving. 

2.  Encaustic  tiles  used  for  decorative  purposes. 

Ck>inmon  Tiles  are  made  out  of  somewhat  the  same  material 
as  ordinary  bricks,  but  they  should  be  purer  or  stronger  clays — 
well  worked  so  as  to  bear  "  thwacking,"  or  they  will  be  liable  to 
lose  shape  in  burning. 

The  clay  is  weathered  either  by  exposure  to  frost  or  sun — 
allowed  to  mellow  in  pits — ^tempered — ^pugged,  cleared  from  stones 
— ^moulded,  trimmed  with  a  knife — ^thwacked  (that  is  beaten  when 
half  dry  with  a  wooden  bat  to  coirect  warping)  and  burned  in  a 
domed  kUn. 

Common  tiles  are  made  in  a  great  variety  of  shapes,  for  roofing, 
paving,  and  other  purposses. 

Paving  Tiles — for  common  purposes — are  made  in  different 
shapes,  such  ad  squares,  hexagons,  etc.,  and  in  sizes  varying  from 
6x6  inches,  to  about  12  x  12  inches,  and  about  1  inch 
thick. 

Flooring  tiles  are  sometimes  known  as  Qtiarries. 

EooFiNG  Tiles. — Of  these  there  are  several  different  kinds,  a  few 
of  which  will  now  be  described. 

Tile  roof  coverings  are  heavy ;  moreover  they  are  apt  to  absorb 
water,  and  to  keep  the  roof  wet. 

To  prevent  this  they  should  be  glazed,  which  involves  rebum- 
ing  and  makes  them  expensive. 

Many  descriptions  of  roof  tiles  do  not  fit  together  very  closely, 
and  therefore  require  pointing  to  make  a  tight  roof. 
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I  TiU»  Bie  flat,  either  rectangular,  or  cnt  to  vaiionB  patterns.     See 


Fig.  n. 


'  Each  tile  is  pierced  with 
two  holes  near  its  apper  edge, 
thiaujih  which  small  oak  p^ 
an  driven,  by  which  the  tile 
is  hung  on  to  battens  or  laths, 
nailed  apart  at  the  proper 
gauge,  as  described  ip  Fart  IL  - 

Sometimes    the    holes   1 
omitted,   or    two    little  pro- 
jections at  the  back  of  the  tile 
are  provided  to  take  the  place 
of  the  oak  pins. 

Figs.  70  and  7 1  are  from  page  264,  Part  TI.,  where  the  method  of  laying 
these  tiles  is  described. 

PantiUi '  are  moulded  flat,  and  afterwardfl  bent  to  the  form  , 
ahown  in  Fig.  71,  over  another  mould. 

Each  tile  has  a  ttiA,  projecting  about  ^inch  from  the  centre  of  I 
the  back  of  the  upper  edge  of  the  tile,  by  which  it  is  hooked  o 
the  laths. 

The  method  of  laying  these  tiles   is  described  at  page  i 
PartlL 

A^^0^^M     D-'iiil*    RoU    Tilt*    are   like  two  pantiles    joined 
J^K^^m^^KJm  together,  side  by  side.     They  have  three  stube  on  the 

jHHHff  back. 
J^^^^^^^K^m        CorrugaUd  Tile*  are  similar  to  pantiles,  but  each 
^^H^^P^^BV    tile  contains  three  or  four  corrugations,  as  in  Fig.  73. 
Fig.  73. 

Improved  Corrugated  Tile*  have  flat  pieces  alternating  between  the  cor- 

>  Sometimes  called  FlemiA  Tila. 


i 

■     Fig.  72. 
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Taylot'i  Patent  Baojing  TiUt,  now  known  as  the  BrooTnhali    Company't 
Pattnt  Baojing  TiUi,  fonn  a  handsome  roof  covering. 

The  form  of  the  tiles  is  shown  in  Fig,  75,     They  are  laid  alternately  as 


Fig.  76. 


Fig.  16. 


capping  and  channel  tiles,  as  shown  in 
Fig.  76,  in  which  T  T  are  laid  as  channel 
Idles,  while  U,  being  B  tile  of  the  same  form 
as  the  others,  is  reversed  to  fit  over  them 
as  a  capping  tile, 

A  description  of  the  method  of  laying 
these  tiles  has  been  given  at  page  266, 
PartIL 

Venetian  or  /(olion    TiU»  are  of  the 


form  shown  in.Fig.  77,  which  is  fcom  page  S66,  Fart  IL 


Fig.  77. 


The  snow  is  rather  apt  to  lodge  upon  these  tiles,  and  when  it  thaws  to  pass 
through  the  roof. 

Wade  and  Ckerr^*  TiU». — These  tiles  are  each  shaped  something  like  the 
aee  of  spades,  so  that  their  fonn  renders  the  amount  of  lap  smaller  than  in 
Qcdinaiy  tiles. 


ff 


A  flange,  or  raised  rim,  of  dovetailed  oi  nnder^mt  section  ia  formed  on  tl 
top  half  of  the  uppermost  side  of  each  tile  (see  Figs.  79,  80),  and  on  the  lowi 
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half  of  the  undennost  side  (the  latter  is  dotted  in  Fig.  78).  The  tipper 
flanges  correspond  to  r  r.  Of  course  B  in  the  figure  hooks  on  to  the  lower 
flanges  «  «.  This  holds  them  firm,  and  it  is  said  to  exclude  wind  and  rain, 
and  to  render  pointing  unnecessary. 

Ridgt  Tiles  are  made  of  various  forms :  Plain,  as  in  Figs.  81,  82  ;  with 
a  grooved  roll  to  contain  detached  /eurSf  as  in  Fig.  70  ;  or  with  a  plain  rolL 

The  various  lengths  may  be  joined  by  pegs,  holes  for  which  are  left  in  the 
rolls,  as  in  Fig.  7 1,  or  they  may  be  made  to  lap,  as  in  Fig.  82. 


Fig.  81.  Fig.  82. 

In  some  varieties  fleurs  or  other  ornaments  are  made  in  one  piece  with  the 
tile. 

Other  kinds,  such  for  example  as  the  Broomhall  tiles  above  mentioned, 
require  special  ridges. 

IIip  and  Valley/  Tiles  are  made  of  special  shapes,  to  fit  the  hips  and  valleys 
of  tiled  roofs.  Their  form  necessarily  varies  according  to  the  pattern  of  tQe 
and  the  pitch  of  the  roof  to  which  they  are  to  be  fitted. 

Enoaustio  Tiles  axe  those  in  which  the  colours  are  produced 
by  substances  mixed  in  with  the  clay — not  printed  on  after  the 
tile  is  made. 

Such  tiles  may  be  made  from  ordinary  clays  and  marls  care- 
fully prepared — sometimes  mixed  with  finer  clays,  and  also  with 
different  colouring  substances,  such  as  manganese  for  black,  cobalt 
for  blue. 

Those  tiles  which  are  ornamented  by  inlaid  patterns  of  different 
colours  are  made  in  the  foUowing  manner : — 

The  clay  used  is  first  very  carefully  prepared — mixed  with  the 
colouring  matter,  and  "  slipped,''  that  is  passed  through  fine  muslin 
or  silk  sieves ;  boiled  in  the  slip-kiln  until  it  becomes  plastic, 
wedged,  that  is  cut  up  into  pieces,  wliicli  are  dashed  against  one 
another  to  drive  out  the  air  and  consolidate  them  ;  and  aged,  that 
is  kept  for  several  montlis,  during  which  fermentation  goes  on 
and  organic  matters  disappear.  During  tliis  time  the  wedging 
should  be  repeated  at  intervals.  After  this  the  clay  is  slapped, 
that  is,  cut  up  by  means  of  a  wire  into  long  pieces,  wliich  are 
kept  always  in  tlie  same  direction.  This  consolidates  the  mass 
and  preserves  the  grain. 

Each  tile  generally  consists  of  tliree  layers  : — The  face,  which 
is  a  slab  of  very  pure  clay  of  the  colour  required  for  the  ground 
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of  the  pattern ;  the  body,  which  is  of  coarser  clay ;  and  the  back, 
to  prevent  warping,  which  is  formed  with  a  thin  layer  of  clay  dif- 
ferent from  the  body. 

The  clay  for  the  face  is  cut  into  a  pat  about  \  inch  thick,  and 
as  much  larger  in  area  as  will  allow  for  contraction  in  burning. 
It  is  then  placed  upon  a-  plaster-of-Paris  slab,  upon  which  the 
form  of  the  inlaid  pattern  is  left  in  relief.  The  face  clay  pressing 
upon  this  receives  an  indentation  corresponding  to  the  form  of  the 
pattern  required. 

It  is  then  backed  up  with  the  body  of  coarser  clay,  and  the 
thin  layer  to  form  the  back. 

At  this  stage  the  maker's  name  is  stamped  on  the  back,  and  also 
a  few  holes  to  make  the  cement  adhere  to  the  tile  when  it  is  set. 

Slip  clay  of  the  diflTerent  colours  required,  according  to  the 
design,  is  then  poured  into  the  different  parts  of  the  indented 
pattern  on  the  face. 

After  this  has  become  hard,  the  superfluous  clay  is  carefully 
scraped  off,  leaving  it  only  in  the  parts  originally  indented  so  as 
to  form  the  pattern. 

The  raw  clay  tiles  are  then  trimmed,  carefuUy  dried,  baked 
in  ovens,  protected  from  smoke,  etc.,  by  being  arranged  in  lai^ 
fireclay  jars  called  seggars. 

The  burnt  tiles  may  then,  if  required,  be  glazed  by  dipping  them 
into  a  mixture  of  powdered  glass  and  water,  and  reheating. 

Inferior  EncavMic  Tiles. — "  A  class  of  pseudo-encaustic  tiles  is 
now  being  largely  made,  in  which  the  colour,  which  should  be 
burnt  in  along  with  the  clay,  is  merely  applied  as  a  transfer 
printed  pattern  on  the  surface. 

"Such  tiles  are  frequently  coated  in  the  glass  oven  with  a 
transparent  fritted  glaze,  and  serve  for  flower  boxes,  waU  tiles, 
and  such  like  purposes. 

'*  To  give  them  the  appearance  of  having  true  inlaid  colours, 
the  edges  of  these  tiles  have  frequently  a  little  colour  applied 
to  them  to  represent  the  depth  of  the  insertion  of  the  coloured 
clay."i 

Dry  Tiles, — These  tiles,  each  of  which  is  of  the  same  colour 
throughout,  are  made  by  the  dry  process. 

The  clay  having  been  very  carefully  prepared  is  mixed  with 
the  colouring  matter,  " slipped**  dried,  and  reduced  to  fine  powder. 

It  is  then  placed  in  a  press  and  subjected  to  enormous  pressure 

^  Report  on  International  Exhibition  1871  ;  by  Gilbert  Redgraye,  Esq. 
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from  a  steel  die.  This  reduces  the  powder  to  a  third  of  its  bulk 
and  thoroughly  consolidates  it ;  at  the  same  time  the  pattern,  if 
any,  is  impressed  upon  the  tile  by  means  of  the  die. 

They  are  then  carefully  dried  in  a  hot  room,  glazed,  and  fired. 

There  are  several  places  in  which  encaustic  tUes  are  made, 
but  the  most  celebrated  manufactory  in  the  country  is  that  of 
Messrs.  Minton,  HoUins,  &  Co.,  at  Stoke-upon-Trent ;  the  foimder 
of  which,  Mr.  Herbert  Minton,  brought  the  art  to  its  present  state 
of  perfection. 

There  are  other  manufacturers  at  Stoke,  Staffordshire,  at  Poole 
in  Dorsetshire,  also  at  Broseley,  near  Hereford. 

Tesserm  are  tiles  sometimes  made  by  the  dry  process  just 
described,  and  are  so  accurate  in  form  that  they  can  be  laid  as 
mosaic  work  in  pavement  without  any  rubbing  or  injury  of  the 
face. 

They  are  sometimes  made  out  of  moist  clay,  and  cut  into 
various  shapes  by  wires. 

Majolica  Tiles  have  their  colour  "  applied  in  the  form  of  an 
enamel  or  coloured  opaque  glaze.  They  have  not  therefore  the 
same  amount  of  durability,  and  are  only  used  for  walls  and  similar 
ornamental  purposes."^ 

Mosaic  Paving  Slabs  are  made  by  arranging  tesserae  in  the 
pattern  required.  Strips  of  wood  are  placed  round  the  whole 
so  as  to  form  a  rough  frame. 

Portland  cement  is  then  run  in  over  the  backs  of  the  tesserse, 
and  the  whole  strengthened  and  formed  into  a  slab  by  two  layers 
of  common  tiles  set  in  cement.^ 

Uses, — Flat  encaustic  tiles  made  by  either  process  may  be  used 
for  paving  or  waU  decoration,  but  those  with  raised  patterns 
must  of  course  be  restricted  to  the  latter  purpose. 

In  some  cases  the  tiles  for  wall  decoration  are  put  together  in 
panels  before  being  glazed.  A  picture  is  painted  upon  the  panel, 
the  tiles  compasing  it  are  then  separated,  burnt  at  a  high  tem- 
]xjrature,  an<l  glazed. 

Chemical  Analysis. — In  order  to  make  these  Notes  more  complete,  and 
i\s  a  matter  of  interest  to  those  wlio  possess  the  necessary  chemical  knowledge, 
a  description  of  the  analysis  of  a  brick  earth  or  brick  is  appended.' 

^  Report  on  the  International  Exiiibition,  1871  ;  by  Gilbert  Redgrave,  Esq. 

*  Gwilt's  Eiuyclopccdia. 
'  From  Notes  on  the  Chemistry  of  Building  Materials^  by  Captain  Abncy,  R.E., 
F.R.8. 
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''  The  analysis  of  a  brick  or  brick  earth  is  conducted  in  a  very  similar 
manner  to  that  of  a  lime  or  a  cement  (see  p.  223). 

"  To  find  the  constituents,  a  small  portion  of  the  finely  powdered  brick  is 
taken  and  treated  with  dilute  HCl,  and  digested  with  it  until  nothing  more  is 
dissolved.  The  solution  is  then  filtered  and  tested  in  the  same  manner  as 
directed  when  treating  on  cements. 

''  The  insoluble  residue,  after  being  dried,  is  mixed  with  about  three  times 
its  bulk  of  a  mixture  of  tlie  carbonates  of  soda  and  potash,  in  the  proportion 
of  5^  parts  of  the  sodium  to  7  of  the  potassium  carbonate,  and  placed  in  a 
platinum  crucible  containing  a  little  of  the  fluxing  mixture  at  the  bottom,  and 
heated  over  a  strong  flame.  The  mass  will  melt  and  a  decomposition  take 
place,  owing  to  the  silicic  acid  of  the  brick  having,  when  heated,  a  stronger 
affinity  for  the  soda  and  potash  of  the  fluxing  mixture  than  for  the  bases 
with  which  it  was  combined  in  the  brick. 

^'  The  crucible  should  be  allowed  to  remain  over  the  flame  till  no  more 
bubbling  is  observed,  caused  by  the  escape  of  CO,,  which  will  generally  be 
in  about  five  or  ten  minutes ;  it  should  then  be  carefully  removed  and 
allowed  to  cool,  and  the  contents  as  far  as  possible  detached  from  the  sides  of 
the  crucible,  and  the  whole  placed  in  a  dish  with  some  dilute  HCl  which  will 
dissolve  the  fused  mass.  The  crucible  should  be  removed  from  the  dish,  and, 
after  washing  it,  the  solution  should  be  evaporated  to  complete  dryness,  re- 
dissolved  in  acid,  and  the  SiO^  which  by  the  process  of  drying  has  become 
insoluble,  be  filtered  out  The  examination  of  the  solution  should  be  pro- 
ceeded with  as  the  one  originally  obtained,  after  treating  the  brick  with  acid. 

''  The  common  constituents  of  bricks  are 


SiHca. 

Iron. 

Manganese. 
Lime. 
Soluble  Salts. 

Alumina. 
Magnesia. 
Sulphur. 

The  sulphur  may  exiBt  in  the  brick  in  one  or  two  states,  either  as  sulphuric 
acid,  or  combined  with  iron  as  sulphide  of  iron.  If  contained  in  the  acid 
state  it  may  be  detected  by  boiling  some  in  water  and  adding  barium  chloride, 
which  produces  a  white  precipitate  insoluble  in  acids.  As  a  sulphide  it  may 
be  detected  by  fusing  a  portion  with  a  little  of  the  fluxing  mixture,  detaching 
the  fused  mass  and  moistening  it  on  a  silver  plate  or  coin.  The  sulphide  of 
soda  formed  by  the  fusion  will  blacken  or  stain  the  silver. 

"  Quantitative  Analysis. — 25  grains  are  very  carefully  weighed  out  and 
transferred  to  a  porcelain  dish  into  which  dilute  hydrochloric  and  nitric  acids 
are  poured,  and  the  whole  heated  ;  the  portion  remaining  undissolved  is 
filtered  out,  dried,  and  weighed.  The  nitric  acid  acts  upon  any  sulphur 
which  the  brick  may  contain  and  converts  it  into  sulphuric  acid." 


Chapter  III. 

LIMES,  CEMENTS,   MORTAR, 
CONCRETE,   PLASTERS,  AND  ASPHALTES- 

LIMES  AND  CEMENTS. 

THEEE  are  hardly  any  materials  used  by  the  engineer, 
architect,  or  builder,  on  which  so  much  depends  as  upon 
mortar  and  concrete. 

There  are  differences  of  opinion  on  many  points  connected  with 
the  preparation  and  use  of  these  materials,  and  there  is  still 
much  prejudice  existing  in  favour  of  exploded  notions  and  of  old- 
fashioned  ideas. 

Tlie^se  prejudices  are  the  more  difficult  to  overcome,  because 
the  old-fashioned  methods  of  j)reparing  mortar  and  concrete  were, 
as  a  rule,  less  troublesome  than  those  of  more  recent  introduc- 
tion. 

In  order  to  clear  the  way  for  a  proper  understanding  of  this 
important  subject,  it  will  be  well,  first,  to  explain  the  meaning  of 
some  of  the  commonest  terms  used  in  connection  with  it 

Terms  in  Use. — The  natural  Limes  arid  Cements  used  for  build- 
ing are  produced  by  the  calcination  of  limestones  or  other  cal- 
careous minerals,  the  effect  of  which  is  to  drive  off  the  carbonic 
acid  and  moisture  they  contain. 

Calcination  is  heating  to  redness  in  air. 

Quicklime  or  Caustic  Lime  is  the  resulting  lime  as  left  imme- 
diately after  calcination. 

Slaking  is  the  process  of  chemical  combination  of  quicklime 
with  water.  This  gives  rise  to  various  phenomena  which  will  be 
more  particularly  described  hereafter.     (See  p.  146.) 

Slaked  Lime  is  the  substance  remaining  after  slaking,  and  is 
chemically  known  as  the  "  hydrate  of  limey  ^ 

^  Calcium  hydraf^.  The  ordinary  chemical  nomenclature  has  been  adopted 
throughout  these  Notos  as  being  more  familiar  to  readers  goneraUy  than  the  new 
nomenclature.    The  modem  names  ore  given  in  footnotes. 

B.  C. III  li 
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Setting  is  the  hardening  of  lime  which  has  been  mixed  into  a 
paste  with  water. 

This  is  quite  a  different  thing  from  mere  drying.  During  dry- 
ing the  water  in  the  paste  evaporates,  but  no  setting  action 
takes  place. 

HydraxdieUy, — Lime  or  cement  is  said  to  be  more  or  less 
hydraulic,  according  to  the  extent  to  which  paste  or  mortar  made 
from  it  will  set  under  water,  or  in  positions  where  it  is  free  from 
access  of  air. 

Limestones  and  other  minerals  from  which  limes  and  cements 
are  produced  differ  greatly  in  their  composition,  ranging  from 
pure  carbonate  of  lime,^  such  as  white  chalk  or  marble,  to  stones 
containing  from  10  to  30  per  cent  of  clay,  in  addition  to  other 
foreign  constituents,  such  as  magnesia,  oxide  of  iron,^  etc. 

As  the  properties  of  the  resulting  lime  or  cement  depend  very 
greatly  upon  the  composition  of  the  stone  from  which  it  is  pre- 
pared, it  will  be  instructive  briefly  to  note  the  characteristics  of 
the  most  common  constituents  of  such  stones  before  proceeding 
further;  especially  distinguishing  those  which  produce  hydrau- 
licity  from  those  which  have  not  that  effect. 


CONSTITUENTS  OF  LIMESTONE. 

OcmBtitaeiitB  of  IdmeBtoneB  which  do  not  produoe  Hydraulicity. 
— Carbonate  of  Ldcb.^ — A&  already  noticed,  some  limestones,  such  as  chalk 
and  marble,  consist  entirely  of  this  substance,  and  in  all  it  plays  an  important 
part 

When  pure  carbonate  of  lime  is  calcined,  the  carbonic  add  and  water  con- 
tained in  it  are  driven  off,  and  *'  quicklime  ^  results.' 

Slaking, — K  the  quicklime  is  treated  (either  by  sprinkling  or  dipping)  with 
as  much  water  as  it  will  easily  absorb,  it  almost  immediately  cracks,  swells, 
and  falls  into  a  bulky  powder  with  a  hissing  crackling  sound,  slight  ex- 
plosions, and  considerable  evolution  of  heat  and  steam  ; — ^this  is  the  process 
of ''  slaking."  By  it  pure  lime  is  increased  in  volume  from  2  to  3^  times 
its  original  bulk, — the  variation  depending  both  on  the  density  of  the  original 
carbonate  and  on  the  manner  of  conducting  the  process. 

Air-slaking, — If  the  pure  quicklime  be  exposed  to  the  air,  it  will  gradu- 
ally absorb  moisture,  and  fall  into  a  powder  with  increase  of  volume,  but 
without  perceptible  heating ;  it  is  then  said  to  be  '^  air-slaked.**  Some  car- 
bonic acid  is  also  absorbed  in  ^  air-slaking." 

Setting. — If  a  small  pat  be  made  of  paste  from  the  slaked  lime  and  placed 

^  Calcium  carbonate,  '  Ferric  oxide, 

'  Called  also  **  anhydroas"  or  "  caustic  *'  lime. 


CONSIITUENTS  OF  LIMESTONE.  147 

under  water,  it  will  slowly  dissolve,  until  (if  the  quantity  of  water  be  suffi- 
cient, or  is  changed  often  enough)  it  entirely  disappears. 

In  air  the  surface  of  the  pat  will  absorb  carbonic  acid,  which  reconverts  it 
into  a  carbonate  of  lime.  This  action  continually  decreases,  and  practically 
ceases  after  forming  a  surface  crust  less  than  half  an  inch  thick — the  in- 
terior remaining  pulpy  or  friable,  according  as  the  situation  is  damp  or  dry, 
and  undergoing  no  farther  change  of  any  kind. 

Sand,  of  an  ordinary  description  (such  as  that  &om  flint  or  grains  of 
quartz)  occurring  as  an  impurity  in  the  limestone,  has  by  itself  no  chemi- 
cal action  with  the  quicklime,  when  forming  part  of  a  limestone  calcined 
at  the  temperature  ordinarily  reached  in  a  kiln,  but  constitutes  with  it  a 
mere  mechanical  mixture  ;  forming  what  is  called  a  '^  Poor  lime,"  and 
having  the  effects  described  at  page  152. 

Constituents  of  Ijimestone  which  produce  Hydraulioity. — ^The  sub- 
stances above  noticed  give  the  lime  no  hydraulic  properties  whatever. 

It  is  most  important  to  understand  distinctly  what  constituents  are 
necessary  in  a  limestone  to  confer  upon  it  the  characteristic  of  hydrau- 
licity. 

These  will  now  be  shortly  referred  to. 

Clay  \a  the  most  important  constituent  of  those  which  produce  hydraulicity 
in  limestones,  indeed  the  great  majority  of  hydraulic  limes  owe  their  pro- 
perties to  the  clay  they  contain. 

The  effects  produced  by  the  presence  of  clay  in  a  limestone  are  as  follows : — 

a.  It  greatly  modifies  the  slaking  action.  When  a  large  proportion  of  clay 
is  present,  such  action  does  not  take  place  at  all. 

h.  It  confers  the  power  of  setting,  and  remaining  insoluble  under  water,  or 
in  other  positions  where  the  air  has  no  access. 

In  order  that  the  clay  may  properly  fulfil  its  functions,  it  is  necessary — 

1.  That  the  amount  of  clay  should  be  projierly  proi^rtioned  to  that  of  the 
remaining  constituents. 

(The  effects  above  mentioned  are  more  marked  as  the  proportion  of  clay  is 
greater,  up  to  a  certain  limit  when  the  excess  of  clay  becomes  injurious.) 

2.  That  the  stone  should  be  calcined  at  the  pro];)er  temperature. 

fThis  is  a  very  important  and  very  intricate  portion  of  the  subject.  The 
same  stone  will  give  very  different  results  according  to  the  degree  of  calcina- 
tion to  which  it  is  subjected.) 

The  nature  of  the  changes  undergone  by  the  clay,  and  the  evils  caused  by 
over-burning  or  under-burning  the  stone,  are  explained  at  page  216. 

These  changes  are  of  a  somewhat  complicated  nature,  and  it  will  be  suf- 
ficient at  present  to  note  the  fact  that  after  proper  calcination  of  a  limestone 
containing  clay,  the  result  is  a  substance  containing  a  proportion  of  free 
quicklime  together  with  compounds  (formed  by  the  clay  and  lime)  which  have 
the  property  of  becoming  hard  when  formed  into  a  paste,  even  if  secluded 
from  the  air  or  placed  under  water. 

Soluble  Silica. — ^There  are  several  forms  of  silica,  such  as  sand,  flint,  etc., 
which,  as  already  noticed,  are  useless  in  lime,  for  they  are  only  in  a  state  of 
mechanical  mixture  with  it.  The  silica  must  be  in  combination  with  other 
substances  and  in  a  peculiar  soluble  state,  or  it  will  not  combine  with  the 
lime  ;  in  such  a  state  it  is  found  in  clay. 

Unfortunately,  in  most  analyses  of  limestones  the  soluble  or  usefully  active 
form  of  silica  is  not  distinguished  from  the  sand,  or  silica  in  an  inert  state  ; 
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this  leads  to  some  confasion,  and  renders  the  analyses  less  useful  than  they 
would  otherwise  be. 

Carbonate  of  Magnesia  ^  combined  with  lime  reduces  the  energy  of  the 
slaking,  and  increases  that  of  the  setting  processes ;  when  other  substances  are 
present,  its  behaviour  and  combination  with  them  are  similar  to  those  of  lime. 

When  carbonate  of  magnesia  is  present  in  sufficient  quantity  (about  30  per 
cent),  it  renders  lime  hydraulic  independently  of  and  in  the  absence  of  clay. 

Alkalies  and  Mstallio  Oxides. — ^These  if  exposed  to  a  great  heat  become 
fused  and  quite  inert ;  but  when  subjected  only  to  lower  temperatures 
sometimes  tend  to  produce  soluble  silicates,  and  thus  to  cause  hydraulicity. 

Sulphates  in  small  quantities  tend  to  suppress  the  slaking  action,  and  to 
increase  the  rapidity  of  setting. 

The  introduction  of  these  is  the  basis  of  a  very  important  class  of  cements 
which  will  be  considered  presently.     (See  p.  169.) 


CLASSIFICATION  OF  LIMES  AND  CEMENTS. 

The  calcined  limestone  is  divided,  according  to  its  action  in  slaking  and 
setting,  into  the  following  classes  : — 

1.  Rich,  Fat,  or  Pure  Limes. 

2.  Poor  Limes. 

3.  Hydraulic  Limes. 

4.  Cements. 

Hiese  classes  merge  gradually  the  one  into  the  other,  without  sharp  distinc- 
tions, the  difference  between  them  depending  upon  the  nature  and  amount  of 
tiie  foreign  constituents  associated  with  the  lime,  and  upon  the  degree  of 
calcination  to  which  the  stone  has  been  subjected. 

Tlie  physical  characteristics  of  the  raw  stone  are  no  index  to  the  properties 
of  the  lime  or  cement  produced  from  it.  These  properties  may  however  be 
inferred  from  the  nature  and  proportions  of  the  chemical  constituents  of  the 
stone.  A  general  composition  has  been  assigned  to  the  materials  yielding 
each  of  the  classes  above  mentioned,  but  it  must  be  borne  in  mind  that  this 
is  only  an  approximate  indication  of  quality,  and  that  the  behaviour  when 
calcined  and  treated  with  water  is  the  only  safe  means  of  classification. 

The  following  Table  shows  the  composition  of  a  number  of  limestones 
and  cement  stones,  chosen  as  characteristic  examples,  and  intended  to  give 
some  idea  of  the  varieties  actually  met  with. 

In  comparing  these  analyses  with  others,  it  must  be  borne  in  mind  that 
these  show  the  composition  of  the  raw  stone,  or  raw  material  from  which  the 
linie  or  cement  is  produced.  Analysis  of  the  burnt  lime  or  cement  would  in 
eadi  case  have  given  a  higher  percentage  of  clay  and  sand,  and  the  lime  and 
magnesia  would  not  appear  as  carbonates.  (The  carbonic  acid  would  have 
been  expelled  during  calcination.) 

^  MagneHxtm  carbonate. 
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of 
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Blue     Liaa,  Lyme    79-2  f:arb.  lime 
Begia(«eep.  1(^; 


Carfionlferocui, 
Holjwell,    Wale« 
(Ualkin  MonnUin 
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Aiden,  near  Olaa- 
fptw  (see  p.  156) 
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AaalTvt  or 
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Native     MoKnesia 
(Madras) 


Dcdomli4s  Portgyfu, 
North  Wales 


Ros<indalo  Onu^nt 
Htone,  I^ayer  No. 
9.  Iliffh  Halls.  Ul- 
ster, Now  York 


ICadtna       Cemfnt 
BtoM  (see  p.  168) 


77'    carb.  lime 

77  0 

76*0  carb.  lime 
'8  (;arb.  magnesia 

77-4 

DP  carb.  magnesia  . 


26-8  cUy 
2-4  iron 
'Ochloridea 

128-8 


27alomtDa 
3*6  iron 
16-8  sUica 
1-0  alkalies 

9*2  iron  and  alu- 
mina 
13*4  siUca 

22j6 
*6  silica 


21 '4  carb.  lime 
01*10  carb.  magnesia 

82  56 

4'Mi  carb.  lime 
20  0  carb.  magnesia 


00-3 


47*80  carb.  llmo 
4r80 


6-68  siUca 
2*07  alumina 
8 '70  iron 

10*41 


207  silica  and  alu- 
mina 
1-9  iron 

2*0  sulphuric  acid 
4*2  alkaline   chlo- 
rides 

28*8 

26*09  iron  and  alu- 
mina. 
1*60  sulphuric  acid 
24*60  silica 
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Professor  Cabutt 
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Professor  Boynton 
(Qilmore). 


Ingram. 
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Composition  of  Limestones,  etc. — Continued. 


Com  POSITION  of  Raw  Stone  or  Raw  Material. 


Nature 
of  Llmo 

or 

Cement 

produced. 


a 
B 

a;  / 

M 

<5 


Description. 


Roman  Cement  Stone 
from   Calderwood 
(Scotland),  see  p. 
159 


Medina  Cement 
Stone  from  Ports- 
month,  Isle  of 
Wight  (see  p.  158) 


Roman  Cement 
Stone  fh)m  Bou- 
logne Septaria 


Roman  Cement 
Stone  from  Shoppy 
Septoria 


Rosendale  Cement 
Stone,  Layer  No. 
10,  High  FallM, 
New  York 


Carboimto  of  Lime 

and  Carbonate 

of  Magnesia. 


54  0  carb.  lime 
14*2  carb.  magnesia 


68-a 

45*32  carb.  lime 
'50  carb.  magnesia 


45-82 


61  0  carb.  lime 


61-6 

057  carb.  lime 
•5  carb.  magnesia 


60-2 

40*0  carb.  lime 
17*8  carb.  magnesia 


Clay,  Sand,  Iron, 
etc. 


3*4  alumina 
13*31  Iron 
8*8  silica 
2*6  phosphates 


281 


14*15  iron  and  alu- 
mina 
1*70  sulphuric  acid 
37*05  silica 


53*50 

4*8  alumina 
15*0  silica 
9*0  Iron 

28;8 

0*6  alumina 
0*8  iron 
1*9  manganese 
18*0  silica 


63*8 


32*5 

30*0  silica  and  alu- 
mina 
1*3  Iron. 

'2  sulphuric  acid 
4*1   alkaline   chlo- 
rides 


35*0 


Water 
and 
Loss. 


8*7 


•08 


9-0 


i;w 


Analyst  or 
Authority. 


Professor    Fumy 
(Gilmoro). 


Drapplng  (Captain 
Smiths  Vicat). 


Do. 


Professor  Boynton 
(GilmoreX 


Bough  Tests. — A  few  rough  tests  may  be  applied  to  a  limestoue  to  see  if  it 
is  likely  to  furnish  a  hydraulic  lime  or  cement 

Such  a  stone  will  generally  have  an  earthy  texture,  and  will  weather  to  a 
brown  surface. 

Acid  will  not  cause  uiK)n  it  so  great  an  effervescence  as  upon  purer  lime- 
stones. 

"When  breathed  upon  or  moistened  a  clayey  odour  is  emitted  from  the 

stone. 

The  best  plan,  however,  is  to  bum  a  little  of  the  stone  in  a  small  experi- 
mental kiln,  to  judge  by  the  slaking,  and  by  the  behaviour  of  pats  made  from 
the  paste. 
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LIMES. 

Bioh  or  Fat  Limes  are  those  calcined  from  pure,  or  very  nearly 
pure,  carbonate  of  lime,  not  containing  sufficient  foreign  con- 
stituents to  have  any  appreciable  efifect  upon  either  the  slaking  or 
setting  actions. 

The  phenomena  attendant  upon  these  actions  and  the  charac- 
teristics of  the  resulting  paste  exactly  resemble  those  described 
for  pure  carbonate  of  lime  (see  p.  146),  and  need  not  be  repeated. 

Uses. — The  solubility  and  want  of  setting  power  of  fat  lime 
render  it  unsuitable  for  making  mortar,  except  for  the  walls  of  out- 
houses and  for  other  similar  positions.  It  is  nevertheless  fre- 
quently used  for  the  mortar  in  structures  of  a  much  more  imposing 
character. 

It  is  however  better  than  hydraulic  limes  for  sanitary  purposes 
(being  purer),  and  is  very  useful  for  plastering  and  for  white- 
washing. It  is  also  extensively  employed  in  the  manufacture 
of  artificial  hydraulic  limes  and  cements. 

Precat^ions  in  Using, — ^Fat  lime  requires  to  be  mixed  with  a 
great  deed  of  sand  to  prevent  excessive  shrinkage,  but  this  addi- 
tion does  not  materially  injure  it,  as  it  attains  no  strength  worth 
mentioning  imder  any  circumstances. 

The  only  setting  that  takes  place  in  it  is  the  formation  of  a 
thin  surface  crust,  bearing  a  small  proportion  to  the  whole  bulk  ; 
mortar  made  from  such  lime  may  therefore  be  left  and  re- worked 
repeatedly  without  injury. 

STAimcD  Fat  Ldibs. — Some  of  the  lime  which  finds  its  way  into  tbo 
London  market,  under  the  assumed  names  of  Dorking,  Hailing,  and  Mers- 
tham,  is  merely  fat  lime  tinged  with  iron  sufficiently  to  give  it  the  bufif  colour 
characteristic  of  the  hydraulic  lime  made  out  of  the  grey  chalk  from  the 
localities  above  mentioned  (see  p.  155). 

Of  course,  this  stained  lime  makes  mortar  of  the  same  inferior  descrip- 
tion as  woiQd  be  obtained  from  a  common  fat  white  lime,  and  has  no 
hydraulic  properties  whatever. 

Poor  Limes  are  those  containing  from  60  to  90  per  cent  of  car- 
bonate of  lime,  together  with  useless  inert  impurities,  such  as  sand, 
which  have  no  chemical  action  whatever  upon  the  lime,  and  there- 
fore do  not  impart  to  it  any  degree  of  hydraulicity. 

These  limes  slake  sluggishly  and  imperfectly,  the  action  only 
commences  after  an  interval  of  from  a  few  minutes  to  more  than 
an  hour  after  they  are  wetted,  less  water  is  required  for  the  pro- 
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cess,  and  it  is  attended  with   less  heat  and  increase  of  volume 
tlian  in  the  case  of  the  fat  limes. 

If  they  contain  a  large  proportion  of  impurities^  or  if  they  are 
over-burnt,  they  cannot  be  depended  upon  to  slake  perfectly 
unless  first  reduced  to  powder. 

The  resulting  slaked  lime  is  seldom  completely  pulverised — is 
only  partially  soluble  in  water,  leaving  a  residue  composed  of  the 
useless  impurities,  and  without  consistence. 

The  paste  formed  from  the  slaked  lime  is  more  incoherent,  and 
shrinks  less  in  drying,  but  behaves  in  other  respects  like  that 
made  from  fat  lime — in  fact,  it  is  like  a  fat  lime  mortar  contain- 
ing a  certain  proportion  of  sand. 

Mortar  made  from  poor  lime  is  less  economical  than  that  from 
fat  lime,  owing  to  the  former  increasing  less  in  slaking,  bearing 
less  sand  (as  the  lime  already  contains  some  in  the  form  of 
impurities),  and  requiring  a  more  troublesome  manipulation  than 
the  latter.  It  is  in  no  way  superior  as  regards  setting,  and 
should  therefore  only  be  used  when  no  better  can  be  had. 

Hydraulio  Limes  are  those  containing,  after  calcination,  enough 
quicklime  to  develope  more  or  less  the  slaking  action,  together 
with  sufficient  of  such  foreign  constituents  as  combine  chemi- 
cally with  lime  and  water  to  confer  an  appreciable  power  of 
setting  without  drying  or  access  of  air. 

Their  powers  of  setting  vary  considerably.  The  best  of  the 
class  set  and  attain  their  full  strength  when  kept  immersed  in 
water. 

They  are  produced  by  the  moderate  calcination  of  stones  con- 
taining from  73  to  92  per  cent  of  calcium  carbonate,  combined 
with  a  mixture  of  foreign  constituents  of  a  nature  to  produce 
hydraulicity. 

Different  substances  have  this  effect,  as  already  mentioned  (see 
p.  147),  but  in  the  great  majority  of  natuixil  hydraulic  limes  com- 
moidy  used  for  making  mortar,  the  constituent  which  confers 
hydraulicity  is  day} 

The  phenomena  connected  with  the  slaking  of  limes  varies 
greatly  according  to  their  composition.  With  none  is  it  so 
violent  as  with  the  pure  carbonate  of  lime  (see  p.  146),  and  the 
more  clay  the  limes  contain  the  less  energy  do  they  display,  imtil 
we  arrive  at  those  containing  as  much  aa  30  per  cent  of  clay, 

^  In  some  yarieties,  as  before  mentioned,  a  portion  of  the  carbonate  of  lime  is  ft- 
placed  by  carbonate  of  magnesia,  which  increases  the  rapidity  of  setting,  and  adds  to 
the  ultimate  strength  of  the  mortar. 
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when  hardly  any  effect  at  all  is  produced  by  wetting  the  calcined 
lime,  unless  it  is  first  ground  to  powder. 

The  setting  properties  of  hydraulic  lime  also  dififer  very  con- 
siderably in  proportion  to  the  amoimt  they  contain  of  the  clay  or 
other  constituent,  which  gives  the  lime  its  power  of  setting  with- 
out drying  or  the  access  of  air. 

This  led  to  their  being  subdivided  by  Vicat  into  three  classes, 
as  shown  in  the  following  Table : — 


CLASSIFICATION  OF  HYDRAULIC  LIMES. 


NameofGlua. 

Percentage  of  Clay, 

Meodaied  with 
Carbonate  of  Lime 

only,  or  with 

Carbonate  of  Tiime 

and  Carbonate  of 

Magnesia. 

Behavioar  in  slaking  after 
being  vetted. 

Behavionr  in  setting 
under  Water. 

Feebly 
Hydiaalic 

6  to  12  p.  c 

Pftoses  a  few  minutes, 
then  slakes  with  de- 
crepitation,    develop- 
ment of  heat,  cracK- 
ing,  and  ebullition  of 
vapour. 

Firm  in  15  to  20  days. 
In  12  months  as  hiuxl 
as  soap->dis8ol  ves  with 
j^reat  difficulty,  and 
in  frequently  renewed 
water. 

Oidinarilj 
Hydramic 

15  to  20  p.  c. 

Shows  no  sign  of  slaking 
for  an  hour,  or  perhaps 
several  hours — ^finally 
cracks  aU  over,   with 
slight  fumes,  develop- 
ment of  heat,  but  no 
decrepitation. 

Resists  the  pressure  of 
the  finger  in  6  or  8 
days,  and  in  12  months 
as  nard  as  soft  stone. 

Eminently 
Hydramic 

20  to  30  p.  c 

Very  difficult  to  slake — 
commences  after  long 
and  uncertain  periods 
— very  slight  develop- 
ment of  heat,  sensible 
t)nly   to   touch — ^very 
often  no  cracking,  or 
powder  produced. 

Firm  in  20  hours — ^hard 
in  2  to  4  days — very 
hard  in  a  month — in  6 
months  can  be  worked 
like  a  hard  limestone, 
and  has  a  similar  frac- 
ture. 

VarietieB  of  Lime  in  Ck>mmon  Use. — ^Fat  Limbs. — ^White  chalk,  marble, 
the  Oolitic  limestomes,  and  shells,  when  calcined,  furnish  the  fiat  limes  in 
ordinary  use.  A  great  variety  of  fat  limes  is  found  in  England,  Scotland,  and 
Ireland. 

Oysters  and  other  shells  require  burning  at  a  high  temperature.  They 
contain  gelatine,  which  is  converted  into  chiutsoal,  and  bums  with  difficulty  ; 
the  result  is  a  tendency  to  produce  a  badly  slaking  lime. 
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Hydraulic  Limes. — Grty  Chalk  Lime  (called  *'  stone  lime  ^  in  London)  is 
of  a  feebly  hydraulic  character. 

It  is  obtained  from  the  lower  chalk  beds  in  the  South  of  England,  the 
present  supplies  coming  from  Hailing,  Dorking,  Lewes,  Petersfield,  Mers- 
tham,  etc. 

This  lime  is  usually  of  a  light  buflf  colour,  and  slakes  very  freely.  When 
iised  with  two  parts  of  sand  in  brickwork,  a  good  sample  should  sensibly 
resist  the  finger-nail  at  a  month  old. 

Lias  Lime  varies  greatly  in  its  properties  according  to  the  locality  of  the 
beds  from  which  it  is  procured,  i|ome  being  only  moderately  hydraulic,  and 
others  eminently  so. 

The  raw  stone  is  of  a  dark  blue  colour  (hence  the  lime  is  called  '^  blue 
lias ''),  and  the  burnt  lime  a  pale  grey. 

It  slakes  very  sluggishly,  and  should  set  well  in  wet  situations  (according 
to  its  composition)  in  from  one  or  two  to  several  days. 

This  lime  is  sold  both  in  lump  and  groxmd.  The  latter  is,  as  a  rule,  the 
best,  as  the  softer  stones,  containing  more  clay,  are  selected  for  grinding, 
but  it  may  be  adulterated  with  sand,  or  be  air-slaked  (see  p.  190). 

The  lime  is  ground  to  nearly  the  same  fineness  as  Portland  cement  (see  p. 
161),  and  sold  in  sacks,  or,  for  export,  in  casks. 

Mr.  Eeid  says  that  limestones  which  approach  nearest  to  the  analysis  given 
in  the  Table,  p.  150,  "should  have  the  preference." 

Lias  lime  is  procured  chiefly  from  the  Midland  and  South-western  counties — 
the  best  known  being  that  from  £arrow-on-Soar,  in  Leicestershire  ;  from 
Watchet,  in  Somersetshire  ;  Lyme  Regis,  in  Dorset ;  Whitby,  in  Yorkshire  ; 
and  Rugby,  in  Warwickshire. 

The  Carboniferous  LimesUyiies  yield  very  valuable  hydraulic  limes,  among 
which  may  be  mentioned  the  Hal  kin  Mountain  limestone,  from  Holywell,  in 
Flintshire  ;  the  Aberthaw  lime,  found  near  Cardiff ;  lime  found  near  Berwick, 
in  Northumberland,  etc. 

The  Arden  lime,  found  in  this  formation  near  Glasgow,  is  of  an  eminently 
hydraulic  character,  and  has  been  much  used  for  docks  and  other  important 
work.  It  partiikes  rather  of  the  character  of  a  Roman  cement,  and  will  not 
stand  a  large  proportion  of  sand. 

The  Milton  or  Hurltitt  lime,  and  the  Kilbride  lime,  from  the  same  neigh- 
bourhood, are  of  a  similar  description. 

Hydraulic  lime  is  found  also  in  Fifeshirc,  at  Dunbar,  etc.  etc. 

The  Magnedan  LimedoiKs^  found  in  Durham,  Yorkshire,  Derbyshire,  and 
Notts  (see  p.  59),  also  furnish  hydraulic  limes,  which  are  sometimes  of  a 
powerful  character. 

In  Ireland  the  calp  limestone  yields  a  hydraulic  lime,  but  it  is  very  vari- 
able in  quality.^  A  good  hydraulic  lime  is  obtained  from  the  Qillogue 
qiiarry  in  the  carboniferous  formation  near  Limerick. 

The  lias  has  not  been  met  with  to  any  extent,  and  is  usually  imported. 

Artifioial  Hydraulio  Lime  may  be  made  by  moderately  cal- 
cining an  intimate  mixture  of  fat  lime  with  as  much  clay  as  will 
give  the  mixture  a  composition  like  that  of  a  good  natural  hydraidic 
limestone,  of  which  the  product  should  be  a  successful  imitation. 

A  soft  material  like  chalk  may  be  groimd  and  mixed  with 

^  Wilkinson's  Practical  Geology  of  Ireland, 
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the  clay  in  the  raw  state.  Compact  limestone,  on  the  other  hand, 
is  more  commonly  burnt  and  slaked  in  the  first  instance  (as 
being  the  most  economical  way  of  reducing  it  to  powder),  then 
mixed  with  the  clay  and  burnt  a  second  time. 

Lime  so  treated  is  called  "  twice  kilned"  lime. 

The  mixture  may  be  made  by  violently  agitating  the  materials 
together  in  water  by  machinery,  or  by  grinding  them  together  in 
a  dry  state,  afterwards  adding  water  to  form  them  into  a  paste. 

The  paste  in  either  case  is  moulded  into  bricks,  which  are  dried, 
calcined,  and  otherwise  treated  like  ordinary  lime. 

Artificial  hydraulic  limes  are  not  much  manufactured  or  used 
in  this  coimtry. 

CEMENTS. 

The  cements  used  in  building  and  engineering  works  are  cal- 
careous substances,  similar  in  many  respects  to  the  best  hydraulic 
limes,  but  possessing  hydraulic  properties  to  a  far  greater  degree. 

They  may  be  divided  into  two  classes — 

1.  Natural  Cements. 

2.  Artificial  Cements. 

They  are  distinguished  from  limestones  by  not  slaking  or 
breaking  up  when  mixed  with  water  after  calcination. 

Cements  are  used  chiefly  for  foundations  in  wet  places ;  for 
subaqueous  work  of  all  kinds;  for  important  structures,  where 
great  strength  is  required,  such  as  dock  walls  and  lighthouses ; 
also  for  making  concrete  and  cement  mortar. 

The  more  exposed  parts  of  ordinary  structures,  such  as  the 
copings  of  walls,  are  frequently  built  in  cement. 

Cements  are  also  used  for  the  walls  of  cesspits,  the  joints  of 
drains,  etc. ;  for  protecting  the  outer  faces  of  waUs  and  buildings 
from  the  weather ;  for  thin  walls  where  extra  strength  is  required  ; 
for  pointing,  filleting,  and  many  minor  purposes. 

NATURAL  CEMENTS. 

Natural  cements  are  burnt  direct  from  stones  containing  from 
20  to  40  per  cent  of  clay,  the  remainder  consisting  chiefly  of 
carbonate  of  lime  alone,  or  of  carbonate  of  lime  mixed  with 
carbonate  of  magnesia. 

Carbonate  of  Magnesia  by  itself,  when  calcined,  yields  anhy- 
drous magnesia,  which  does  not  slake  like  quicklime,  but  if 
powdered    and   made   into  paste,  sets  through  its    whole    mass. 
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permanently  expanding,  but  not  breaking  up.  It  is  soluble  in  water, 
but  not  so  readily  as  lime. 

Cement  Stones  or  Nodules  are  frequently  found  in  thin 
strata,  amongst  those  of  hydraulic  limestone.  They  are  usually 
brown-  or  fawn-coloured,  of  compact  texture,  and  with  an  earthy 
fracture. 

Those  met  with  in  this  country  generaUy  contain  a  lai^e  pro- 
portion  of  clay  (about  30  or  32  per  cent),  are  burnt  at  a  low 
temperature,  and  yield  a  quick-setting  cement  of  no  great  ultimate 
strength. 

These  stones  will  not  bear  much  heat  without  fusing,  as  they 
contain  a  large  proportion  of  iron  (see  p.  219). 

Stones  containing  a  lower  proportion  of  clay  (about  22  per 
cent)  are  strongly  burnt,  and  yield  a  heavy  slow-setting  cement. 

The  natural  cement  found  at  Boulogne  (see  Table,  p.  151)  is  of 
this  character,  and  a  similar  description  has  been  met  with  at 
Kugby ;  but  slow-setting  natural  cements  are  rare  in  this  country. 

More  than  40  per  cent  of  clay  injures  the  cement.  If  the 
stone  is  haK  clay,  it  should  be  used  as  a  "  pozzuolana"  (see  p.  184) ; 
if  there  is  more  than  two-thirds  clay,  it  will  not  set  under  water. 

Slaking  and  Setting. — Lumps  of  burnt  cement  stones  are  hardly 
affected  by  water;  when  ground  to  powder  and  wetted,  they 
produce  a  paste  which,  without  any  preliminary  slaking  action, 
sets  imder  water  in  from  five  minutes  to  as  many  hours,  and 
acquires  within  a  year  a  strength  varying  from  that  of  soft  brick 
to  that  of  the  stronger  kinds  of  stone ;  the  differences  in  setting 
powers  and  strength  depending  upon  the  composition  of  the 
stone. 

The  shrinkage  of  cements  setting  in  air  is  very  slight,  the  paste 
being  much  denser  than  that  made  from  lime,  in  consequence  of 
the  absence  of  the  expansion  caused  by  slaking. 

Boman  Cement  (originally  called  Parker's  Cement)  is  made 
by  calcining  nodules  found  in  the  London  clay.  These  con- 
tain from  30  to  45  per  cent  of  clay;  before  being  burnt  they 
have  a  fine  close  grain,  pasty  appearance,  and  greasy  surface 
when  broken. 

The  burning  is  conducted  at  a  low  temperature  and  requires 
great  care. 

The  colour  of  the  calcined  stone  is  generally  a  rich  brown,  and 
is  no  guide  to  the  quality  of  the  cement. 

Weight  and  Strength. — Good  Boman  cement  shoiQd  not  weigh 
more  than  75  lbs.  per  bushel,  and  shoiQd  set  very  quickly  (within 
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about  15  minutes  of  being  gauged  into  paste),  but  attains  no 
great  ultimate  strength  (see  Table,  p.  159). 

Specifications  should  mention  a  minimum  weight  for  these  and 
similar  cements,  for  a  heavy  cement  is  likely  to  be  over-burnt,  and 
moreover  a  stale  cement  will  have  become  heavier  by  absorption 
of  carbonic  acid  from  the  air. 

The  little  strength  possessed  by  Boman  cement  rapidly  dimin- 
ishes on  the  addition  of  sand. 

1  or  1^  part  of  sand  to  one  of  cement  is  the  greatest  propor- 
tion that  should  be  added. 

Storing. — Boman  cement  is  sold  in  a  ground  state,  and  kept  in 
casks,  which  must  be  kept  carefully  closed  and  dry,  otherwise  the 
cement  will  absorb  carbonic  acid  and  become  inert.  For  the 
same  reason  it  is  important  to  examine  this  cement  carefully 
before  using  it. 

Uses. — It  should  be  mixed  in  very  small  quantities  and  used 
at  once,  and  on  no  account  beaten  up  again  after  the  setting  has 
commenced. 

The  properties  of  Boman  cement  make  it  valuable  for  use  in 
work  to  be  done  and  set  between  tides,  2md  for  other  purposes  where 
quick  setting  is  desirable,  and  no  great  ultimate  strength  is  required. 

It  is  also  used  for  external  rendering  or  stucco,  but  is  liable  to 
efflorescence  on  the  surface,  which  presents  an  unsightly  appear- 
ance (see  p.  224). 

Market  Forms, — Roman  cement  is  usually  sold  in  casks  ;  sometimes,  if  it 
18  to  be  used  at  once,  in  sacks. 

The  inside  dimensions  of  the  casks  are  2  feet  4  inches  high,  1  foot  4^ 
inches  diameter  at  middle,  1  foot  3i  inches  diameter  at  ends. 

Each  cask  usually  contains  3^  trade  bushels^  of  70  lbs.  each — i.6.  245  lbs. 

The  sacks  measure  3  feet  7  inches  by  2  feet,  and  contain  3  trade  bushels 
— i.e.  210  lbs. 

Medina  Cement  is  made  from  the  septaria  found  in  Hampshire  and  the 
Isle  of  Wight,  and  from  those  dredged  up  out  of  the  bed  of  the  Solent 

It  sets  very  rapidly,  is  of  a  light  brown  colour,  and  resembles  Honian 
cement  in  its  characteristics,  but  is  stronger. 

It  is  sold  in  casks  containing  3^  trade  bushels  of  68  lbs.  each,  or  sacks 
containing  3  bushels. 

Harwich  and  Sheppt  Cements  are  similar  materials  made  from  nodules 
found  in  the  London  clay  at  Harwich  and  Sheppy. 

*  There  are  two  kinds  of  bushel  used  in  connection  with  cements  : — (1)  The  **  striked 
buahel,"  being  a  measure  containing  1*28  cubic  feet,  lightly  filled,  and  struck  smootli  at 
the  top  with  a  straight  edge  (see  p.  168) — 21  of  these  bushels  go  to  a  cubic  yard  ;  (2) 
The  trade  btishelf  which  is  a  given  weight  established  by  practice,  and  varying  for  each 
cement.     The  weights  of  trade  bushels  of  different  kinds  of  cement  are  given  at  p.  242. 

Unless  cement  is  ordered  by  weight,  there  is  likely  to  be  some  confusion  between  tlie 
two  kinds  of  bushel  above  mentioned. 
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Whitby,  Muloravb's,  or  Atkinson's  Cement  is  made  from  the  septaria 
of  the  Whitby  shale  beds  of  the  Lias  formations  in  Yorkshire.  It  is  some- 
thing like  Portland  cement  in  colour,  takes  slightly  longer  to  set  than  Roman 
cement,  and  absorbs  more  moisture,  but  resembles  it  in  its  characteristics 
generally. 

Calderwood  Cement  is  a  variety  of  Roman  cement  of  a  dark  colour  firom 
nodules  foxmd  in  Scotland. 

Ea»i  Kilbride  in  Lanarkshire  furmshes  a  very  similar  cement 

The  following  Table,  compiled  from  different  sets  of  experiments  by  Mr.  Orant,^  shows 
the  strength  of  two  different  samples  of  Roman  cement,  and  of  one  of  Medina  cement, 
and  also  the  weakening  effect  of  sand  when  added  to  one  of  the  former : — 


Roman  Cement. 

Age  and  Time 

immersed  in 

Water. 

Sample  A. 
Neat. 

Sample  B. 
Neat 

1  Cement 

(B) 
ISand. 

1  Cement 

2  Sand. 

1  Cement 

(B) 
SSand. 

Medina 
Cement. 

Neat 

7  Days    . 

202 

120-5 

47-5 

7-0 

10-0 

211-0 

14     „       .         . 

173 

169-9 

65-6 

42-8 

19-2 

808-4 

21     „       .         . 

186-5 

155-2 

74-2 

45-9 

17-4 

298-0 

1  Month 

260-3 

358-2 

81-2 

41-9 

•  •  • 

806*0 

3  Months 

822-5 

220-4 

121-9 

91-75 

•  •  • 

448*0 

6      „    . 

472-7 

252-5 

314-8 

•  •  • 

•  •  • 

412-0 

9       ,,     . 

471-1 

251-5 

«  •  • 

•  •  • 

•  •  • 

467-2 

12      „    .         . 

643-1 

268-5 

•  •  • 

■  •  • 

•  •  • 

476-9 

2  Years  . 

546-3 

•  •  • 

•  •  • 

•  ■  • 

•  •  • 
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Hydraulic  cement  is  made  artificially  by  a  process  similar  to 
that  already  described  for  artificial  hydraulic  limes  (see  p.  155), 
a  higher  proportion  of  clay  being  added  to  make  the  mixture 
resemble  the  composition  of  a  natural  cement  stone. 

The  twice-kilned  lime  is  not  however  used,  but  the  raw  lime- 
stone is  if  necessary  crushed  by  machinery  before  mixing. 

The  cements  usually  manufactured  are  of  a  heavy  slow-setting 
character,  and  require  to  be  calcined  at  a  high  temperature,  which 
produces  incipient  vitrification.  As  it  is  impossible  to  maintain 
a  perfectly  uniform  temperature  all  through  the  mass,  the  result 
is  a  mixture  of  products  of  different  degrees  of  calcination,  includ- 
ing half-raw  under-burnt  portions  of  light  yellow  cement,  and 
dense  heavy  clinker  (see  p.  181). 

A  judicious  selection  of  them  for  grinding,  and  more  especially 
the  rejection  of  the  under-burnt  portions,  is  essential  to  the  pro- 
duction of  good  and  uniform  cement. 

^  Min.  Proceedings  Civil  Engineers,  vols.  xzy.  and  xxxii. 
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As  the  best  of  the  cements  are  burnt  to  the  state  of  clinkers, 
the  subsequent  breaking  and  grinding  are  tedious  and  costly  opera- 
tions. Fine  grinding  is  however  most  essential  to  properly 
develope  the  strength  of  the  cement  when  used,  as  it  commonly 
is,  with  sand. 

Portland  Cement  is  so  called  from  a  fancied  resemblance  in  its 
colour  to  Portland  stone. 

It  is  by  far  the  most  valuable  of  all  the  cements,  and  is  made 
by  intimately  mixing  and  calcining  together  substances  of  different 
kinds,  so  as  to  obtain  a  material  containing  when  burnt  some  33 
per  cent  of  clay  combined  with  lime  (see  p.  227). 

The  materials  used  may  be  either  chalk  and  clay — which  are 
mixed  by  the  wet  process — or  limestone  and  clay  or  shale  mixed 
by  the  dry  process. 

Manufacture  from  Chalk  and  Clat. — ^The  cement  best  knoiiin  in  this 
country  is  made  on  the  banks  of  the  Thames  and  Medway,  from  chalk  and 
day  mixed  by  the  wet  process. 

The  proportion  of  chalk  and  day  mixed  together  depends  upon  the  com- 
position of  the  chalk  before  burning.  The  result  required  is  to  obtain  a 
mixture  containing  some  20  to  25  per  cent  of  clay. 

With  white  chalk  (which  itself  contains  no  clay)  3  volumes  of  chalk 
are  mixed  with  1  volume  of  alluvial  day  or  mud  from  the  lower  Thames 
or  Medway. 

If  the  chalk  itself  contains  clay,  the  proportion  of  clay  added  is  modified 
accordingly. 

For  example,  with  grey  chalk,  4  parts  of  chalk  are  used  to  1  of  clay. 

The  chalk  and  clay  are  mixed  in  water  to  the  condition  of  a  creamy 
liquid,  which  is  called  *'  slurry,"  the  fine  partides  in  suspension  are  allowed 
to  settle  in  large  tanks,  reservoirs,  or  ^^  backs,"  for  several  weeks,  and  when 
the  deposit  becomes  nearly  solid,  the  water  is  run  off,  the  residue  is  dug  out, 
sometimes  pugged,  dried  on  iron  plates  over  coking  ovens,  or  over  the  flues 
from  the  kiln,  burnt  in  intermittent  kilns  (see  p.  178),  at  a  very  high  tem- 
peraturei  and  tiien  ground  to  a  fine  powder. 

This  method  of  manufacture  is  of  course  applicable  only  when  the  mate- 
rials to  be  mixed  can  easily  be  liquefied  in  water. 

The  above  is  the  wet  process  as  ordinarily  practised  on  the  Thames  and  Modway, 
bat  in  very  modem  works  modifications  have  been  introdnoed,  some  of  which  may  be 
mentioned. 

Under  the  patents  of  Messrs.  I.  C.  Johnson  &  Co.  of  Greenhithe  the  undermentione4l 
processes  have  been  adopted  at  their  various  works,  and  some  of  them  have  been  intro- 
duced at  other  works. 

The  chalk  and  clay  are  mixed  with  much  less  water  (only  about  10  per  cent)  to  the 
consistency  of  batter  pudding.  The  slurry  thus  formed  is  passed  through  gratingn  into 
a  pit,  whence  it  is  lifted  by  buckets  fixed  to  the  circumference  of  a  vertical  revolving 
wheel,  and  passed  through  miUstones  which  grind  it  to  a  minute  degree  of  fineness. 

The  mixture  is  then  pumped  up  and  spread  over  the  floor  of  a  large  arched  chamber 
which  branches  out  horn,  the  kiln  at  a  height  of  about  15  feet  above  the  fire  bars. 
The  top  of  the  kiln  is  closed,  so  that  the  waste  heat  and  gases  have  to  pass  through  this 
chamber  and  over  the  surface  of  the  slurry,  which  is  thus  quickly  and  thoroughly  dried. 
It  is  then  burnt  in  the  usual  manner. 
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It  will  be  seen  that  by  this  system  the  hacks  are  rendered  mmecessary.  This  is  a 
great  advantage,  for  they  take  up  much  room  ;  moreover,  when  slurry  is  allowed  to  sub- 
side in  a  deep  bock  the  heavier  particles  have  a  tendency  to  separate  from  the  other,  so 
that  the  resulting  material  is  not  uniform  in  composition  ;  and  lastly,  in  using  this  sys- 
tem, any  slurry  foimd  by  analysis  to  be  defective  can  more  easily  be  dealt  with  than  it 
can  in  the  large  mass  contained  in  a  reservoir. 

The  method  of  drying  the  slurry  is  effective  and  also  economicaL  It  utilises  the 
whole  heat  from  the  kiln,  a  large  proportion  of  which  in  ordinary  kilns  escapes  at  the  top. 

Mamufacturb  from  Limestones  and  Clat  or  Shale. — In  some  parts  of  the  country 
the  denser  limestones  are  used  in  the  absence  of  chalk  for  the  manufacture  of  Portland 
cement :  hard  shales  have  also  often  to  be  used  instead  of  clay. 

Thus  the  Warwickshire  (Rugby)  and  Somersetshire  Portland  cements  are  made  from 
Lias  limestone,  and  in  Cheshire  (Doveholes)  the  limestones  of  the  Carboniferous  forma- 
tion  are  used  for  the  same  purpose. 

When  dense  limestones  are  used  for  the  manufacture  of  Portland  cement,  they  must 
be  crushed  by  machiuery.  The  shale  or  clay  is  roughly  burnt  to  ballast  (see  p.  182), 
the  two  are  then  mixed  in  the  proper  proportion  (according  to  their  composition)  to  give 
the  percentage  of  clay  and  lime  required — and  are  ground  to  a  fine  powder. 

This  powder  is  passed  into  the  pug-mill  of  a  brick-making  machine — thoroughly 
mixed — slightly  moistened,  and  then  moulded  semi-dry  into  bricks.  These  bricks  are 
then  dried  upon  hot  plates  to  drive  off  any  remaining  moisture — burnt  in  kilns  as  here- 
inafter described — and  then  ground  to  powder. 

The  process  of  manufacture  just  described  is  adapted  for  hard  limestones  and  shaly 
days,  which  cannot  be  reduced  to  liquid  and  thus  mixed  together.  The  dry  process  is 
stated  by  Mr.  Reid  to  be  very  efficient  and  economical.  He  says,  moreover — *'  The 
carbonate  of  lime  is  in  so  finely  comminuted  a  state,  and  so  accurately  blended  with  the 
silica  and  alumina,  that  no  injurious  development  from  this  source  can  possibly  arise,  at 
all  events  in  the  direction  of  the  cracking  or  blowing  danger." 

The  plant  required  for  a  Portland  cement  manufactory  is  so  extensive  that  it  can 
hardly  ever  be  worth  while  for  an  engineer  or  builder  to  manufacture  for  himself.  This 
branch  of  the  subject  will,  therefore,  not  be  pursued  further  ;  but  any  one  who  is 
interested  in  it  will  find  full  details  of  the  processes  of  manufacture,  wiUi  much  other 
useful  information,  in  Mr.  Reid's  works  :  A  PraciiccU  Treatise  on  the  Manufacture  of 
Portland  Cement ;  The  Practical  Manufacture  of  Portland  Cement^  translated  trom 
Lipowitz  ;  and  The  Science  and  Art  of  the  Manufacture  of  Portland  Cement, 

Portland  cement  differs  very  considerably  in  its  cbaracteristics  and  action. 

It  can  be  manufactured  more  cheaply  when  under-burnt,  because  then  a 
greater  bulk  of  cement  is  produced  with  a  given  quantity  of  material,  and  it 
requires  less  fuel  and  less  grinding ;  it  also  sets  more  quickly,  but  never 
arrives  at  the  same  ultimate  strength  as  a  properly  burnt  cement.  Under- 
burnt  cement  contains,  moreover,  an  excess  of  free  quicklime,  which  is  apt 
to  slake  in  the  work  and  cause  great  mischief.  This  may  be  remedied  by 
exposing  the  cement,  and  allowing  these  particles  to  become  air-slaked. 

Tests  of  Quality. — A  very  slight  difference  in  the  manufac- 
ture may  make  a  great  difference  in  the  character  of  the  material, 
and  rigid  testing  is  necessary  in  order  to  secure  the  best  cement. 

Before  using  Portland  cement  for  important  work,  the  under- 
mentioned points  should  be  inquired  into  : — 

Fineness  of  Grit, — The  cement  should  be  groimd  to  a  fine 
powder. 

This  can  be  judged  by  rubbing  it  between  the  fingers,  or  by 
passing  it  through  a  sieve  with  meshes  of  known  size. 

With  regard  to  the  exact  degree  of  fineness  that  is  advan- 
tageous, there  is  some  difference  of  opinion. 

B,  c. — III  M 
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A  heavy  cement  is  diflBcult  to  grind  properly,  and  it  will 
often  contain  a  considerable  proportion  of  coarse  particles. 

Messrs.  Colson's  and  Mann's  experiments^  show  that  when  nsed 
neai  (i,e,  without  admixture  of  sand)  a  coarse-grained  cement  is 
stronger  than  one  finely  ground,  the  difference  in  its  favour  being 
greater  as  the  proportion  of  sand  in  the  mortar  is  greater. 

When  mixed  with  sand,  however,  the  finely  ground  cement 
makes  stronger  mortar  than  the  other. 

The  cemeDt  used  for  the  Metropolitan  Main  Drainage  Works  was  specified 
to  be  ground  *'  extremely  fine,''  but  the  exact  size  of  mesh  it  should  pass 
is  not  fully  determined. 

Heavy  cements  can  easily  be  obtained  which  will  pass  a  sieve  of  900  meshes 
to  the  inch,  and  Mr.  Mann's  experiments  show  that  practically  the  grinding 
should  be  such  that  not  more  than  10  per  cent  of  the  cemeut  would  be 
stopped  by  a  sieve  containing  2500  perforations  to  the  square  inch. 

"  l-50th  inch  square  (2500  holes  per  square  inch)  is  as  fine  a  mesh  as  can  be 
conveniently  used  in  practice,  smaller  ones  clogging  very  easily  ;  on  the  other 
hand,  cement  reduced  to  this  fineness  has  a  very  appreciable  superiority  with 
Band,  as  compared  with  even  slightly  coarser  samples.'*  ^ 

Practice  varies  considerably,  however,  on  this  point. 

In  order  to  get  a  reliable  comparison  of  breaking  tests,  the  cement  tested 
should  be  sifted  to  the  same  degree  of  fineness. 

In  the  second  series  of  very  elaborate  and  useful  experiments  made  by 
Mr.  Grant,  the  resident  engineer  of  the  MetropoHtan  Main  Drainage  Works, 
the  cement  tested  had  all  been  passed  through  a  sieve  of  only  400  holes 
to  the  square  inch,  the  weight  of  the  sifted  cement  being  1 10*56  lbs.  per  bushel. 

At  the  Dover  Harbour  Works  the  same  degree  of  fineness  was  required  for 
a  cement  weighing  1 20  lbs.  a  busheL 

The  War  Department  requh^  the  cement  for  ordinary  work  in  harracks  to  have  a 
weight  of  108  Ibe.  per  hoshel,  and  80  per  cent  of  it  to  pass  through  a  sieve  of  2500 
meshes  to  the  square  inch. 

The  cement  for  the  Clyde  Improvement  Works  is  of  the  same  degree  of  fineness,  hut 
weighs  115  Ihs.  per  husheL 

The  cement  for  the  Liverpool  Corporation  Works  is  required  to  pass  through  a  sievo 
of  2500  meshes  to  the  inch,  leaving  a  residue  of  only  10  per  cent. 

Weight, — This  particular  should  be  carefully  ascertained,  as 
it  is  to  a  certain  extent  an  indication  of  the  quality  of  the  cement. 

The  weight  of  the  Portland  cement  in  the  market  varies  from 
95  lbs.  to  about  130  lbs.  per  striked  bushel. 

The  heavier  cements  are  slow-setting,  but,  as  a  general  rule,^ 
they  ultimately  have  a  greater  tensile  strength  than  those  of  small 
specific  gravity. 

*  Proceedings  Inst.  Civ,  Eng.,  vols.  xli.  xlvii. 

*  Captain  Innes,  R.E.,  JLE.  Corps  Papers,  vol.  xxi.  p.  4. 

'  The  experiments  of  Messrs.  Grant,  Colson,  and  Mann  show  that  this  rule  does  not 
always  hold  good. 
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A  heavy  cement  is  likely  to  be  thoroughly  burnt  throughout, 
but  care  must  be  taken  to  ascertain  that  its  weight  is  not  caused 
by  its  containing  a  large  proportion  of  coarse  unground  particles. 

The  experiments  on  the  effect  produced  by  screening  out  the  coarse  particles  give 
differing  results.  Some  show  that  it  slightly  weakens  the  cement ;  others  that  it  xn^es 
no  difference. 

In  some  cases  a  heavy  cement  contains  a  large  proportion  of 
over-burnt  particles,  and  unless  these  are  most  carefully  ground  to  a 
fine  powder,  they  slake  very  slowly,  frequently  not  till  they  have 
been  used  in  the  work,  in  which  case  they  cause  serious  injury. 

In  very  heavy  cements  there  is  some  danger  of  an  excess  of 
lime,  which  would  render  the  cement  unfit  for  the  joints  of  sewers, 
or  for  any  position  where  it  would  be  liable  to  the  attacks  of 
chemical  agents,  which  would  destroy  the  carbonate  of  lime.^ 

The  weight  of  a  given  bulk  of  cement  depends  to  a  great  extent  upon  the 
fineness  of  its  grit ;  a  coarse  cement  is  heavier  than  one  finely  ground.  In 
comparing  weights  of  different  samples  this  must  be  borne  in  mind,  and  also 
the  method  in  which  the  measure  was  filled — one  sample  must  not  be  more 
tightly  packed  than  another. 

The  weight  of  the  Portland  cement  originally  used  on  the  Main  Drainage 
Works  was  specified  to  be  at  least  110  lbs.  per  striked  busheL 

The  cement  actually  supplied  averaged  114*15  lbs.  per  bushel  in  weight 

The  cement  for  the  later  series  of  experiments  by  Mr.  Grant  was  specified 
to  weigh  112  lbs.  per  striked  busheL  It  weighed  11 3*2  lbs.,  including 
the  coarser  particles,  but  only  that  portion  of  it  was  used  which  passed  through 
a  mesh  of  400  holes  to  the  inch,  and  weighed  1 10*56  lbs.  per  bushel,  as  above 
stated. 

In  a  few  cases  a  cement  weighing  123  lbs.  per  bushel  was  experimented 
upon.  It  does  not  seem  desirable,  as  a  rule,  to  specify  a  weight  for  cement 
of  more  than  from  110  to  115  lbs.  per  bushel. 

A  very  heavy  and  strong  cement  is  required  in  important 
engineering  works ;  but  for  ordinary  purposes  of  building  great 
tensile  strength  is  not  of  the  first  importance,  and  in  some  cases, 
e,g,  for  rendering  walls,  a  lighter  and  more  quickly-setting  cement 
may  be  used  with  advantage. 

Metlwd  of  Weighing. — In  order  that  the  cement  may  be 
accurately  weighed,  great  care  must  be  taken  in  filling  the 
measure. 

This  may  be  done  by  allowing  the  dry  cement  to  run  down  a  board  or 
shoot  into  the  measure,  any  superfluity  being  carefully  struck  off  with  a  light 
straight-edge. 

^  Mr.  Baldwin  Latham,  Min.  Proc,  Inst.  Oiv,  Eng.,  vol.  xxxii.  p.  68. 
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A  vessel  with  holes  in  it  is  sometimes  used  for  filling  instead  of  the  shoot 
The  measure  may  be  filled  through  a  sieve  held  a  short  distance  above  it,  or 
the  cement  may  be  poured  from  a  hopper  placed  about  two  feet  above  the 
measure. 

The  weight  is  generally  stated  in  lbs.  per  bushel ;  21  bushels  (each  con- 
taining 1*283  cubic  foot)  make  a  cubic  yard. 

Colour. — This  point  should  be  examined,  though  it  is  not  of  very- 
great  importance.     Bad  cement  may  be  of  a  good  colour. 

Good  Portland  cement,  as  received  from  the  manufacturers,  should  be  of 
a  grey  or  greenish-grey  colour. 

A  brown,  or  earthy  colour,  indicates  an  excess  of  clay,  and  shows  that 
the  cement  is  inferior — ^likely  to  shrink  and  disintegrate. 

A  coarse  bluish-grey  powder  is  probably  overlimed  and  likely  to  blow. 

The  colour  may  best  be  observed  by  rubbing  the  cement  on  the  hand  or 
on  a  piece  of  white  paper. 

Test  for  Tensile  Strength. — This  is  the  most  important  test 
in  most  cases,  and  it  should  be  made  with  the  aid  of  a  proper 
machine,  as  hereinafter  described.     (See  p.  172.) 

The  tensile  strength  of  Portland  cement,  as  required  by  the 
original  specification  for  the  Metropolitan  Main  Drainage  Works, 
was  400  lbs.  on  the  briquette  area  of  2^  inches  after  6  days' 
immersion. 

Shortly  after  this  the  specified  breaking  weight  was  raised  to 
500  lbs.  per  area  of  2\  square  inches. 

The  average  strength  of  the  cement  supplied  under  this  speci- 
fication during  five  years  was  806*63  lbs.  on  the  briquette  area. 

The  standard  breaking  weight  specified  on  these  works  was 
afterwards  raised  to  787  lbs.  on  the  briquette  area,  or  350  lbs. 
per  square  inch  after  seven  days'  immersion,  the  specification 
being  as  follows : — 

"  The  whole  of  the  cement  shall  be  Portland  cement  of  the  very  best  quality,  groand 
extremely  fine,  weighing  not  less  than  112  lbs.  to  the  striked  bushel,  and  capable  of 
maintaining  a  breaking  weight  of  350  lbs.  per  square  inch  seven  days  after  being  made 
in  a  mould  and  immersed  in  water  during  the  interval  of  seven  days." 

The  rigid  testing  on  these  and  other  engineering  works  has  raised 
the  tensile  strength  of  the  best  cement  manufactured  since  that  date. 

The  breaking  weights  specified  on  the  works  mentioned  below 
are  shown  in  the  following  Table : — 
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Weight  of 

Cement  per 

striked  bushel, 

in  lbs. 

Age  of  Sample. 

Breaking 
Strength  per 
square  inch. 

Dover  Harbour         .... 

120 

2  days 

130  lbs. 

i» 

do. 

8    „ 

175   „ 

>> 

do. 

4    » 

200   „ 

»» 

do. 

7    ., 

225  „ 

Aberdeen  Harbour  .... 

115 

2    „ 

133   „ 

>> 

•  •  • 

4    » 

200   „ 

>> 

•  •  • 

7    „ 

266  „ 

Clyde  Improvement  Works 

116 

do. 

600  „ 

London  Main  Drainage  Works  (at 
first) 

110 

do. 

178  „ 

it                 „          (subsequently) 

112 

do. 

850  „ 

Liverpool  Corporation  Works  . 

Not  stated 

do. 

856  „ 

War  Department  Barracks 

108 

do. 

250  „ 

After  a  large  number  of  experiments,  Mr.  J.  T.  Mann  comes  to  the  conclu- 
sion that  '^  a  minimum  breaking  weight  of  from  350  to  370  lbs.  per  square 
inch  is  as  much  as  can  be  reasonably  expected  from  seven-day  samples.'' 

It  will  be  noticed  that  most  of  the  tests  above  mentioned  are  applied  seven  days  after 
the  cement  is  gauged  and  formed  into  a  briquette. 

It  has,  however,  often  been  suggested  that,  especially  in  the  case  of  a  heavy  slow- 
setting  cement,  seven  days  is  too  short  a  period  for  its  properties  fully  to  develop,  and 
a  perioil  of  thirty  days  has  been  suggested  as  one  which  would  give  the  cement  a  fairer 
trial. 

There  would  be  a  practical  disadvantage  in  having  to  keep  a  consignment  of  cement 
thirty  days  before  it  is  accepted  or  rejected,  otherwise  the  longer  period  might  be  prefer- 
able.    If  it  were  adopted,  of  course  a  far  higher  tensile  test  would  be  necessary. 

Mr.  Mann  found  the  increase  in  strength,  in  samples  kept  under  water  thirty  days,  to 
be  about  20  per  cent  as  compared  with  those  kept  only  seven  dajrs. 

Mr.  Grant  says  that  cement  required  to  bear  350  Va&,  per  square  inch  after  seven  days 
should  bear  450  lbs.  after  thirty  days. 

It  has  also  been  suggested  that  as  the  cement  has  generally  to  be  used  in  the  form  of 
mortar,  it  should  be  mixed  with  sand  before  being  tested.  Such,  however,  is  not  the 
practice  in  this  country. 

The  Briquette. — ^The  tensile  stress  that  a  cement  will  bear 
depends  greatly  upon  the  manner  in  which  the  test  is  made,  the 
form  of  briquette,  the  method  in  which  the  cement  is  gauged,  the 
amount  of  water  used,  etc.  etc. 

Method  of  making  Briquette. — ^The  usual  course  is  to  gauge  the  cement  as 
stiff  as  possible,  and  to  fill  it  into  the  mould  tightly  but  without  pressure. 
Directly  the  cement  has  set  sufficiently  to  hold  together,  the  briquette  is 
released  from  the  mould,  and  immersed  in  water. 

This  should  always  be  within  twenty-four  hours,  but  not  too  soon,  or  the 
briquettes  will  lose  their  shape  and  be  difficult  to  fit  into  the  clips  of  the 
testing  machine. 

When  solid  moulds  (M,  Fig.  88)  are  used,  a  press  may  be  employed  to 
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push  the  briquette  out  of  the  mould  ;  but  with  hinged  moulds,  as  in  Fig.  90, 
it  may  be  released  by  simply  opening  the  mould. 

A  good  deal  of  valuable  information  on  these  points  was  elicited  by  Mr.  Maun  from 
the  results  of  his  experiments.^ 

He  says  that  the  following  method  adopted  by  him  gave  good  results  : — **  After  being 
thoroughly  mixed  and  incorporated  by  a  light  (plasterer's)  trowel,  the  cement  was 
packed  closely  into  the  mould,  heaped  a  little  higher  than  the  edges,  and  pressure 
applied  by  means  of  a  small  board  held  in  the  hands  of  the  operator  ;  this  may  be  done 
a  second  time,  after  adding  a  little  drily  gauged  cement.  The  pressure  forces  out  any 
superfluous  water,  replaces  it  with  cement,  and  prevents  the  occurrence  of  air  holes  or 
other  defects. 

**  Except  in  the  case  of  very  slow-setting  cement,  only  so  much  was  gauged  at  a  time 
as  sufficed  to  make  one  sample — the  water  for  gauging  being  added  at  one  operation." 

This  slight  pressure  was  found  to  increase  the  strength  of  the  sample  more  than  25 
per  cent. 

Mr.  Mann  points  out  that  the  application  of  the  pressure  is  not  inconsistent,  as  the 
cement  when  used  in  practice  will  be  subject  to  compression  from  the  superincumbent 
work. 

The  application  of  this  pressure  has  not  hitherto  been  usual ;  but  it  seems  to  be 
advantageous,  and  to  be  fair  to  the  manufacturers,  as  it  fills  up  the  minute  air  holes  which 
weaken  a  sample  that  has  been  carelessly  mixed. 

Nature  and  Proportion  of  Water, — Salt  water  is  as  good  for  mixing  with 
the  cement,  so  far  as  strength  is  concerned,  as  fresh  water.  In  fact  Mr.  Grant 
found  that  the  briquettes  gauged  with  salt  water  stood  a  higher  stress  than 
the  others. 

Salt  water  is,  however,  open  to  the  objections  stated  at  p.  187,  and  dirty 
water  must  be  avoided  for  the  reasons  there  given. 

Mr.  Mann*8  experiments  show  that  about  6  ounces  of  water  to  32  ounces  of  cement 
give  the  best  results.  With  this  proportion  the  cement  was  moderately  dry,  but  could 
be  finished  and  smoothed  off  with  the  troweL  Less  water  made  the  samples  too  dry,  and 
also  weaker,  and  an  increase  of  the  water  from  6  to  9  ounces  for  82  ounces  of  cement 
reduced  the  strength  of  the  sample  fh)m  440  lbs.  to  214  lbs.  per  square  inch. 

^uipe  of  Briquette. — ^The  cement  to  be  tested  is  formed  into  a  briquette 
shaped  in  one  of  the  forms  shown  in  section  in  Figs.  83  to  87. 

The  briquette  is  placed  in  the  clips  of  a  testing  machine  (see  p.  1 72),  and 
broken  by  slow  tension.  Each  of  the  figures  shows  the  briquette  in  the  clips 
ready  to  be  attached  to  the  machines. 

No  form  of  briquette  has  yet  been  proved  to  be  decidedly  the  best,  but 
there  is  no  doubt  that  the  shape  of  the  briquette  has  an  important  influence 
upon  its  strength. 

The  transition  from  the  thicker  parts  of  the  briquette  to  the  minimum  or 
breaking  section  should  be  gradual — all  angles  avoided — the  shoulders  should 
be  80  shaped  that  the  bearing  of  the  clips  upon  them  is  uniform — the  clips 
hung  BO  that  the  stress  shall  pass  through  their  central  points. 

The  form  first  used  in  this  country  is  shown  in  Fig.  83  ;  the  principal  angles 
were  afterwards  rounded  off  as  shown  in  Fig.  84,  which  is  still  a  very  common 
form  of  briquette.  It  is  not,  however,  a  good  form,  for  it  generally  breaks  as 
shown  by  the  dotted  line,  and  not  at  the  minimum  section. 

Whenever  the  clips  bear  upon  a  considerable  part  of  the  surface  of  the 
briquette,  as  in  Figs.  83,  84,  it  is  very  difficult  to  prevent  them  from  pressing 
more  at  one  point  than  another,  and  thus  causing  want  of  uniformity  in 
the  stress. 

To  avoid  this  the  clips  are  sometimes  done  away  with,  and  the  bricjuette 
is  suspended  by  pins  with  knife-edges  passed  through  holes  in  its  ends,  as  in 

*  Min.  Proc,  Inst,  Civ,  Eng.^  vol.  xlvii.  p.  259. 
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Figs,  85,  86,  which  represent  one  of  the  forms  used  by  Mr.  Grant  in  hia 
eipemneuts. 

The  last  form  adopted  by  the  Board  of  Works  is  shown  in  Pig.  87.  Tie 
change  of  form  in  the  briquette  is  very  gradual ;  the  clips  are  rounded  so  at  to 
bear  on  it  at  only  four  pointa,  are  hung  on  knife-edgea  iA,  and  have 
loose  joints  at  AB,  so  tJiat  the  stress  may  pass  through  their  centre  points 
This  form  of  brirjuette  geema  to  be  the  best  that  has  been  introduced. 

It  will  be  uijderstood  that  the  briquettes  shown  in  the  figures  are  all  \\ 
inch  X  i  \  inch  =  2^  square  inches,  at  the  waist  or  part  intended  to  be 
brokea  This  is  clearly  seen  in  Figs.  85,  86,  and  also  in  Fig  84a,  which  is  a 
sketch  of  the  briquette  in  Fig.  84  removed  from  the  dips.  In  some  cases 
■'      weakest  section  of  the  briquette  is  made  only  1  y  1  square  inch,     (See 


Fig.  83.  Fig.  %i. 


Fig.  8Ja. 


Tests  for  Coolness. — In  some  cases  cement  which  appears  per- 
fectly good  in  every  way  has  a  tendency  to  craek  and  swell  when 
placed  under  water.  This  action,  which  is  commonly  known  as 
"  blowing,"  is  caused  by  the  cement  being  under-burnt,  by  its  con- 
taining an  excess  of  lime,  or  by  its  not  being  properly  "  cool," 
that  ia,  free  from  unslaked  particles. 

In  order  to  detect  this  tendency  to  blow,  the  briquette  placed 
under  water  should  be  carefully  watched. 

If  it  is  inclined  to  blow,  it  will  show  signs  of  expansion  after 
a  day  or  two  under  water ;  in  extreme  cases  the  samples  will 
entirely  break  up,  but  a  few  cracks  about  the  edges  are  the  com- 
monest indications. 

Pats  are  also  made  about  3  inches  in  diameter  and  \  inch  thick,  gai^jed  in 
neat  cement  with  tliin  edges. 

One  is  placed  under  water  and  watched  ;  if  twenty-four  hours  after  ita 
immersion  there  are  no  fine  cracks  round  the  edges,  the  cement  may  be  con- 
sidereil  safe. 

The  other  |>n.t  is  left  in  the  air,  and  should  remain  of  a  dark  grey  colour. 
If  it  is  yellow  or  ochrey,  the  cement  contains  too  much  clay,  and  is  likely  to 
be  deficient  in  tensile  strength. 
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Additional  Tests  for  Portland  Cement. — Besides  the  ordi- 
nary tests  above  mentioned,  the  following  rough  tests  will  give  an 
indication  as  to  some  important  qualities  of  the  cement  before 
using  it. 

1.  A  bottle  is  fiUed  with  paste  made  from  the  neat  cement.  If,  after  the 
cement  has  been  set  some  days,  the  bottle  remains  imcracked,  it  may  be  con- 
sidered that  the  cement  is  not  too  hot. 

If  the  cement  has  shrunk  within  the  bottle  it  is  probably  under-burnt ; 
the  shrinkage  can  be  detected  by  pouring  in  a  little  coloured  water. 

2.  Another  test  is  to  fill  a  piece  of  glass  tubing  with  neat  cement  paste, 
and  to  note  whether  there  is  any  shrinkage. 

3.  A  rough  method  of  ascertaining  whether  the  cement  \b  cool  enough  for 
use,  is  by  plunging  the  bare  arm  into  the  cement. 

If  it  feels  hot  the  cement  has  not  been  sufficiently  weathered,  and  requires 
farther  turning  over.  If  it  feels  quite  cold  it  is  probably  dead — ^to  be  fit 
for  use  it  should  feel  comfortably  warm,  at  about  blood  heat 

4.  ''  Cement  sometimes  contracts  after  setting,  causing  cracks  in  mouldings, 
eta"  This  may  be  caused  by  a  superfluity  of  lime  "  finely  distributed 
through  the  mass,  which  slakes  as  soon  as  the  cement  sets,  producing  a  mix- 
ture of  cement  and  slaked  lime,  the  latter  shrinking  when  the  mortar  driea'' 

^  To  test  this,  put  upon  a  slate  lime  cement  and  cement  mixed  with  sand. 
In  a  few  days  after  it  has  lain  alternately  in  air  at  30"*  Cent  and  in  cold 
water  this  defect  will  develop  itself."  ^ 

Storing. — Portland  cement  is  generally  received  in  bags ;  these 
should  at  once  be  emptied,  the  cement  spread  out  for  a  month  or 
so  on  a  wooden  floor,  to  a  depth  not  exceeding  3  or  4  feet,  in  a 
large  weather-tight  room,  and  occasionally  turned  over,  so  that  it 
may  become  thoroughly  air-slaked  and  cooled.  (See  tests  for 
coolness,  p.  167.)  During  the  time  it  is  ,thus  exposed  the 
cement  if  fresh  will  increase  considerably  in  bulk. 

Strength. — The  strength  of  Portland  cement  rapidly  increases 
with  age,  the  breaking  weight  on  a  sectional  area  of  2  J  square 
inches  being  as  shown  in  the  second  column  of  the  following 
Table  for  neat  cement  weighing  112  lbs.  per  bushel.* 


Age  and  time 
unmerBed. 


IWeek   . 
1  Montli . 

5  Months 

6  Mouths 
9  Mouths 

12  Months. 


Profobtiok  of  Clbak  Pit  Sand  to 

1  Cement. 

Neat 
Cement 

Itol 

2tol 

8toi 

4tol 

5tol 

445  0 

162  0 

64-5 

44-5 

22-0 

679-9 

826-5 

166-5 

91-5 

71-5 

49-0 

877-9 

549-6 

451-9 

805-8 

153-0 

123  0 

978-7 

6392 

497-9 

804-0 

275-6 

218-8 

995*9 

718-7 

594-4 

388-6 

1075-7 

795-9 

607-6 

424-4 

317-6 

215-6 

^  Lipowitz  On  Manufacture  of  rortland  Cement.  '  Grant's  Ex^teriments. 
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Its  resistance  to  crushing  after  nine  months  is  greater  than 
that  of  most  building  materials,  being  3  tons  per  square  inch. 

It  will  be  seen  by  the  above  table  that  the  strength  of  Portland 
cement  mortar  decreases  rapidly  in  proportion  to  the  amount  of 
sand  used. 

Under  still  water  the  cement  becomes  about  \  stronger  than  in  air. 

Limit  to  Increase  of  Strength  with  age. — Mr.  Grant's  experiments  with  a 
cement  weighing  123  lbs.  per  bushel  lead  him  to  the  conclusion  that  it 
attained  its  maximum  strength  after  constant  immersion  for  two  years.  The 
period  at  which  the  maximum  strength  is  attained  varies,  however,  with  the 
class  of  cement — ^in  the  case  of  a  light  cement  it  would  probably  be  much 
shorter. 

Market  Forms. — Portland  cement  is  sold  in  casks  or  in  sacks  for  home 
consumption,  and  in  casks  for  export 

The  inside  dimensions  of  the  casks  are  sometimes  as  follows,  but  they 
vary  Length,  27^  inches.  Diameter  at  middle,  17i  inches.  Diameter  at 
ends,  15  inches. 

Each  cask  usually  contains  3^  trade  bushels  of  100  lbs.  each,  but  some- 
times is  filled  to  as  much  as  424  lbs.  (net). 

The  weight  of  casks  varies  according  to  order  ;  sometimes  there  are  6  to 
the  gross  ton,  sometimes  6. 

The  sacks  measure  22  inches  x  38  inches,  and  each  usually  contains  2 
trade  bushels  or  200  lbs.  of  cement,  but  sometimes  is  filled  so  as  to  contain  2 
cwt 

Mixing  and  Usino. — The  cement  should  be  mixed  with  as  little  water  as 
possible,  and  the  bricks  or  other  materials  to  be  united  should  be  thoroughly 
soaked. 

The  mortar  should  be  used  soon  after  it  is  mixed,  and  should  on  no 
account  be  left  to  commence  setting,  and  then  be  beaten  up  again. 

Good  Portland  cement  is  slow  setting  as  compared  with  the 
cements  made  from  most  natural  cement  stones,  but  surpasses 
them  in  ultimate  strength ;  and  is  more  extensively  used  than  any 
other,  for  all  kinds  of  work  for  which  cement  is  suitable.  It  is 
particularly  well  adapted  for  making  concrete. 

Scott's  Processes. — General  Scott's  two  processes  depend  upon 
an  intimate  admixture  with  the  lime  of  a  small  quantity  of  a 
sulphate,  usually  sulphate  of  lime,^  before,  or  at  the  same  time 
that,  the  water  is  added. 

All  limes  are  improved  by  them,  and  converted  into  a  kind  of 
cement,  the  slaking  action  being  suppressed,  and  the  lime  setting 
without  expansion,  thus  forming  a  denser  and  harder  mortar. 

The  quickness  of  setting  is  greatly  increased  by  these  processes 
for  aU  limes,  and  their  ultimate  strength  is  also  improved. 

Scott's  Cement  is  prepared  by  passing  the  fumes  of  burning  sulphur  through  lumps 

*  Calcium  sulphate. 
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of  quicklime  placed  on  gratings,  and  raised  almost  to  a  red  heat,  by  which  about  5  per 
cent  of  it  is  turned  into  a  sulphate. 

The  calcined  stone,  if  properly  burnt,  will  be  found  to  have  lost  all  power  of  slaking  ; 
upon  being  ground  it  becomes  a  fine  homogeneous  powder,  of  a  tint  similar  to  that  of  the 
unslaked  lime  from  which  it  is  prepared. 

Good  Scott's  cement  should  be  finely  ground,  and  contain  not  less  than  10  per  cent  of 
soluble  silica  ;  it  should  weigh  fully  60  lbs.  per  striked  bushel,  and  when  mixed  with  two 
parts  of  sand  should  be  strong  enough  to  come  out  of  the  mould  in  twenty-four  hours. 
After  being  left  for  seven  days  in  a  dbry  place,  the  weight  required  to  break  it  should  be 
not  less  than  66  lbs.  per  square  inch. 

This  material  was  coming  into  considerable  use  some  years  ago  for  making  mortar,  but 
especially  for  plastering.  It  is  not  now  in  the  market,  having  been  superseded  by  selenitic 
cement,  in  which  the  same  qualities  and  characteristics  are  obtained  by  a  much  simpler 
process  of  manufacture.  It  has,  however,  been  described  here,  as  there  is  sometimes  a 
confusion  between  the  two. 

Selenitio  Cement,^  sometimes  known  as  selenitic  lime,  is  a  more  recent 
invention  of  General  Scott's,  which  is  rapidly  coming  into  extensive  use. 

This  cement,  like  the  other,  contains  a  small  proportion  of  sulphate  of  lime, 
which  is  added  in  the  form  of  plaster  of  Paris,  mechanically  mixed  and 
ground  with  lime.  Lime  may,  however,  be  selenitised  by  adding  a  small 
proportion  of  any  sulphate,  or  by  mixing  it  with  sulphuric  acid. 

The  sulphate  begins  to  take  e£fect  directly  water  is  added.  Its  presence 
arrests  the  slaking  action,  causes  the  cement  to  set  much  more  quickly,  and 
enables  it  to  be  used  with  a  much  larger  proportion  of  sand  than  ordinary 
lime  without  loss  of  strength. 

Nature  of  Lime, — This  cement  may  be  made  from  any  lime  possessing 
hydraulic  properties.  The  limes  from  the  magnesian  limestones  are  much 
used  for  the  purpose,  also  those  frora.  the  grey  chalk.  But  the  best  limes  for 
selenitising  are  those  from  the  Lias  formation. 

Fineness  of  Grit. — ^The  cement  should  be  finely  ground  so  as  to  pass  through 
a  sieve  of  900  meshes  to  the  inch. 

Proportion  of  Sulphate, — ^The  quantity  of  sulphate  the  cement  should  contain 
depends  upon  the  quality  and  description  of  the  lime  used  for  its  manufacture, 
and  varies  from  4  to  7  per  cent,  the  usual  proportion  being  about  6  per  cent. 

When  more  than  7^  per  cent  of  sulphate  is  required  to  stop  the  slaking 
action,  the  lime  may  be  considered  not  suitable  for  making  selenitic  cement. 
In  this  case,  however,  the  lime  may  be  rendered  suitable  by  mixing  it  with 
one  containing  more  clay. 

Where  used, — This  cement  has  been  used  at  the  New  Law  Courts  ;  Grosvenor 
Mansions  ;  Chesterfield  Mansions,  etc. ;  and  for  plastering  at  the  Alexandra 
Palace,  Manchester  New  Town  Hall,  and  several  of  the  principal  new 
buildings  in  London,  and  other  large  towns. 

Strength. — ^The  Table  on  the  opposite  page  is  taken  from  a  circular  issued 
by  the  Selenitic  Cement  Company. 

It  shows  the  comparative  strength  of  selenitic  and  Portland  cement,  with 
different  proportions  of  sand,  and  also  the  increase  of  strength  which  accrues 
to  a  lime  when  it  is  prepared  by  the  selenitic  process. 

Ordinary  lime  may  he  selenitised  during  the  process  of  mixing  it  into  mor- 
tar.    The  method  of  doing  this  is  described  at  p.  195. 

Selenitic  Clay  is  a  preparation  of  clay  and  sulphate  of  lime,  which,  when 
added  to  a  pure  or  nearly  pure  lime,  confers  upon  it  hydraulicity,  and  also 
the  quick-setting  properties  of  selenitic  cement 

*  So  called  from  Selenite,  the  scientific  name  for  gypsum,  which  is  sulphate  of  lime, 
and  forms,  when  burnt  and  ground,  plaster  of  Paris. 
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Keihods  of  artifldaUy  prodooing  Hydraalloity. — In  addition  to  Ui« 
nuDufaetare  of  hjdrsalic  limes  and  cements  hj  the  intimate  mixtoTe  and 
calcination  of  the  necessary  ingredients,  hydraulic  properties  are  sometimes 
conferred  npon  mortan  made  from  fat  lime  by  adding  to  them  such  sub- 
stances as  are  known  to  produce  hydraulicity. 

PozzuoLANA  HoRTAitB.— These  are  formed  by  adding  to  ordinary  fat  lime 
or  feebly  hydianlicmortan  such  a  proportion  of  pozznolana  (see  p.  184)  as  will 
make  good  dteic  deficiency  in  clay.  This  proportion  depends  upon  the  com- 
position of  the  lime  in  the  mortar  to  be  improved. 

The  success  of  pozzuolana  mortar  depends  upon  the  intimal«  mixture  of  the 
ingredients,  which  should  be  leduced  to  a  fine  powder. 

Good  pozzuolana  mortal  behaves  like  that  made  from  eminently  hydraulic 
lime. 

Alkaldtb  Silicates,  produced  by  boiling  flints  in  an  alkali,  may  be  added 
to  mortar  in  the  form  of  a  thin  syrup. 

They  are  found  to  greatly  quicken  the  setting  of  fat  lime  mortars,  TnaViTig 
tliem  to  resemble  hydraulic  limes  and  cements  in  this  respect,  according  to 
the  quantity  used,  but  they  do  not  materially  increase  their  strength. 

Ueaiu  for  teBting  Tensile  Strength  of  Cement. —  It  has 
already  been  mentioned  that  the  tensile  strength  of  Portland 
cement  for  important  works  should  always  be  tested  by  direct 
experiment. 

There  are  several  different  machines  by  means  of  which  this 
test  can  be  accurately  applied, 

A  few  of  these  will  now  be  described. 

Adift^  TMtlng  Kaahina  was  one  of  tiie  first  adopted  for  this  purpose, 
and  is  still  widely  known  and  extensively  used. 


AdWa  No.  1  Ofm*n/-  Tealiiig  MaAme. 

This  machine,  by  means  of  a  straight  lever,  applies  a  known  strai 
briquette  of  cement  (see  p.  167),  until  the  latter  breaks  across  at  the  t 
central  part,  the  area  of  which  is  accurately  known. 
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Fig.  88  gives  an  elevation  of  the  machine  ;  M  (Fig.  88)  shows  one  form  of 
mould  in  which  the  briquette  may  be  made  ;  ^,  a  metal  plate  of  the  same 
shape  and  area  as  the  inside  of  the  mould,  fitting  it  loosely.  Fig.  89  below 
represents  a  press,  by  which  the  briquette  may  be  moved  from  the  mould  M. 

The  Press  consists  of  a  metal  frame  /  made  to  fit  upon  the  outside  edge  of 
the  gun-metal  mould,  and  suspended  from  two  C  springs  over  a  cast-iron 
block  of  the  same  shape  and  size  as  the  intended  briquette.     The  mould  con- 


Fig.  89.     Cement  Mould  Press.  Fig.  90.     Split  Mould, 

taining  the  newly-made  briquette  is  placed  upon  the  block,  and  the  handle 
H  is  gently  depressed,  forcing  down  the  frame,  and  with  it  the  gun-metal 
mould,  leaving  the  briquette  on  the  block. 

Fig.  90  is  a  split  rtundd  for  the  briquette.  It  is  arranged  to  divide  longi- 
tudinally into  two  parts,  so  that  the  briquette  may  easily  be  liberated  with- 
out the  aid  of  a  press.     Split  moulds  are  sometimes  hinged  at  one  end. 

These  figures  are  taken  from  a  photograph  obtained  from  the  maker  (Mr. 
Adie,  1 5  Pall  Mall),  and  the  following  instructions  are  from  his  circular  : — 

In  setting  up  the  machine  (Fig.  88)  care  must  be  taken  to  bolt  down  the 
pillar  P,  so  that  the  beam,  when  strained  (by  putting  some  of  the  mould 
plates,  p,  or  a  moulded  briquette  of  cement,  into  the  clips  C  and  C',  and  then 
tightening  by  means  of  the  winch  I),  may  take  its  position  freely  in  the 
centre  of  the  fork  H. 

The  wire  cord  passes  twice  round  the  pulley  above  H,  and  once  round  that  at 
R,  and  should  never  be  very  tight. 

The  method  of  procedure  is  as  follows  : — 

The  mould  M  is  laid  upon  a  flat  surface,  flange  uppermost,  and  the  plate 
p  is  dropped  to  the  bottom  of  the  mould. 

The  cement  to  be  tested  is  carefully  mixed  with  as  little  water  as  possible 
(see  p.  1 66),  but  of  homogeneous  consiBtency  throughout  The  mould  M  ia 
then  filled  up  to  the  top  with  the  cement  paste — sometimes  subjected  to 
slight  pressure  (see  p.  166) — and  the  top  scraped  flush. 

When  the  cement  is  set  sufiBciently  to  hold  together,  the  briquette  is 
removed  from  the  mould,  and  placed  in  water  for  the  specified  period  of  im- 
mersion (generally  seven  days,  see  p.  164).  The  iron  plate  is  then  removed, 
and  the  briquette  placed  in  the  clips  C  C.  The  wheel  I  underneath  is 
turned  until  the  briquette  is  drawn  down  sufficiently  to  raise  the  end  of  the 
beam  at  H  nearly  up  to  the  pulley  at  the  zero  line. 

The  main  weight  W  is  left  near  the  pillar  P  all  this  time. 

Now,  by  turning  the  handle  Q,  move  the  carriage  and  weight  W  sua* 
pended  from  it  gently  along,  watching  the  briquette,  and  stopping  directly  it 
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breaks.  The  stress  applied  can  then  be  read  off  on  the  lower  line  of  figures 
engraved  upon  the  lever. 

The  weight  N  should  nwer  he  hung  m  shovm  unless  it  is  desired  to  apply 
stresses  of  less  than  300  lbs.,  in  which  case  the  top  line  of  figures  on  the 
lever  (not  shown  in  Fig.  88)  will  indicate  the  stress  applied. 

If  the  main  weight  W  applied  (without  N)  should  be  insufficient  to  break 
any  of  the  briquettes,  roll  the  weight  back  to  the  point  marked  600  lbs. 
on  the  lower  side  of  the  beam  —  hang  on  the  extra  weight  0,  which  is 
made  so  as  to  add  600  lbs.  or  more  to  the  scale  reading,  and  repeat  the  test. 


Fig.  91.     Adie'a  No,  2  Cement- Testing  Machine, 

Adis's  No.  2  Testing  Machine. — Fig.  91  is  a  smaller  machine  by  Mr.  Adie  for  test- 
ing briquettes  having  a  central  section  of  1  inch  square.  It  can  also  be  used  as  a  weigh- 
ing machine. 

This  figure,  slightly  modified,  and  the  following  instructions,  are  from  the  maker's  circular. 

If  the  standard  a  be  not  in  its  place  when  received  from  the  manufacturer,  it  must  be 
bolted  down  to  the  stand,  so  that  the  beam  when  strained  (by  putting  a  moulded  brick  of 
cement  into  the  clipe  B  and  0  and  then  tightening  by  means  of  the  wheel  underneath  at 
d)  may  take  its  position  freely  in  the  centre  of  the  fork  B.  The  cord  must  be  wound  once 
round  the  pulley  above  a,  and  twice  round  that  above  E.  The  cement  to  be  tested  is  then 
mixed  with  as  little  water  as  possible  (see  p.  166),  the  mould  laid  on  a  flat  surface,  or  on 
the  iron  plate  supplied  for  the  purpose,  and  filled  with  the  prepared  cement,  the  top  being 
scraped  flush.  When  set,  the  briquette  is  taken  out  of  the  mould  carefully,  and  placed 
on  the  flat  plate  in  water  for  the  specified  period  of  immersion  (see  p.  164),  after  which 
it  will  be  ready  for  testing.  To  efiect  this  it  is  placed  in  the  clips,  and  the  wheel  at  D  is 
turned  until  the  clipe  clasp  the  brick  with  sufficient  force  to  raise  the  end  of  the  beam 
nearly  up  to  the  pulley  above. 

(a)  For  strains  from  0  to  90  lbs.,  using  the  bottom  row  of  figures,  the  transferable 
weight  f  is  hung  in  the  notch  at  the  head  of  the  beam  (as  shown  in  the  drawing),  and  the 
vernier  weight  a  is  rolled  along  till  90  lbs.  is  reached. 

(5)  From  70  or  90  to  160  lbs.,  using  the  middle  row  of  figures,  f  must  be  removed 
from  the  machine,  and  o  rolled  forward  as  before. 

(c)  Above  160  lbs.,  using  the  top  row  of  figures,  F  must  be  hung  on  the  notch  under  o, 
(carrying  f  with  it),  and  G  rolled  forward  as  before. 

Tu  use  this  instrument  as  a  Weighing  Afachinef  the  sliding  block  carrying  D  and  c 
must  be  removed,  the  top  clip  B  taken  out,  and  the  scale  pan  hung  on  instead.  A  hook 
passing  through  a  hole  in  the  stand  can  be  supplied  with  one-tenth  bushel  measure  to 
weigh  the  cement  if  required. 

Miohele's  Machine  is  one  which  has  come  very  largely  into  use  of  late 
years. 

Fig.  92  18  a  sketch  taken  from  the  illustrated  advertisement  of  the 
machine. 

A  briquette  of  neat  cement  having  been  made  as  before  described,  and 
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1  the  clips 


immersed  in  water  for  the  specified  number  of  days,  is  placed  ii 
V  L,  as  shown. 

The  handle  H  is  then  turned ; 
it  is  fitted  vith  a  pinion  which 
works  in  the  rack  K.  The  end 
of  the  rack  being  drawn  down 
by  the  motion  of  the  pinion, 
draws  down  the  clip  L,  and 
brings  a  stress  upon  the  bri- 
quette, which  in  its  turn  draws 
down  V  and  the  short  arm  S  of 
a  bent  lever. 

The  long  arm  L  of  this  lever 
carries  two  weights,  WW ;  as 
the  short  arm  S  is  drawn  down, 
these  weights  are  lifted. 

While  they  rise,  the  leTemg.^ 
with   which  they   act   increases     -r.-     ^„      ,,.,,.„  ^     ■      „    ,  ■ 

With   their    horizontal    distance       ''  ^ 

from  the  fulcrum  F,     When  the  stress  produced  is  sofBcient  to  overcome  the 
resistance  of  the  briquette  it  breaks  across. 

The  nula  11  which  secure  the  clips  prevent  the  weights  WW  from  falling 
back  more  than  about  half-an-inch. 

The  stress  applied  is  measured  along  the  graduated  arc  A,  The  pointer 
p  is  carried  up  with  the  long  arm  of  the  lever  as  it  rises,  but  remains  when 
the  weights  fall,  to  show  the  point  to  which  they  rise. 

These  machines  are  made  to  test  up  to  1500  lbs.  on  the  briquette. 

Reid  uid  Bailey's  Cement  Tester  is  shown  in  elevation  in  Fig.  93,  which  is 
taken  from  the  niskers'  circular,' 

The  briquette  harm;  been  in- 
serted in  the  clips  holds  down  the 
short  arm  of  a,  Btraight  lever.  The 
long  orm  has  a  graduated  nieaaure 
attached  to  its  end  ;  this  is  gradu- 
allj  weighted  bf  water  running  from 
the  cistern  above.  When  the  bri- 
quette breaks,  the  fall  of  the  long 
arm  of  the  lever  draws  down  ft,  and 
ahuta  otr  the  supply  cock.  The 
weight  required  to  rapture  the  bri- 
quette is  indicated  by  the  amount 
of  water  in  the  measure.  Ur.  Reid 
■tatea  that  this  machine  is  reliable 
sod  accurate.  The  weight  is  ap- 
plied very  gradually  and  without 
tremulous  vibration,  and  is  recorded 
untomatically  by  the  machine  itself. 
Thurston's  Testins  Haohins. 
— In  order  to  avoid  the  difficulty  of 
getting  the  stress  fairly  diatribuled 
over  the  aiea  to  be  fractureil,  which 
always  occurs  in  tensile  tests,  cement 
has  been  tested  by  tiButiig. 

ProfessorTliurston's  m  achine  used 
for  testing  metals  by  torsion  has,  in 
America,  been  applied  to  cements. 

This  machine  has  not,  however, 
been  adopted  in  this  country,  and 
it  need  not  therefore  be  described. 


»  Messrs.  Bailey  and  Co,,  Satford. 
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LIME  AND  CEMENT  BUENTNG. 

Limestone  is  calcined  (burnt  into  lime)  in  ''  clamps ''  or  in  "  kilns "  of 
different  forms. 

Clamps  consist  merely  of  heaps  composed  of  alternate  layers  of  limestone 
and  coal,  having  a  fire-hole  below,  and  covered  with  clay  or  sods  to  prevent 
the  escape  of  heat 

This  is  a  very  wasteful  method  of  burning^  and  should  only  be  used  where 
limestone  and  ^el  are  abundant 

Very  similar  arrangements  for  burning  lime  are  in  some  parts  of  the 
countiy  called  Sow  Kilns, 

JAme  SZilns  are  divided  into  two  classes,  Tunnel  Kilns  and  Flare  Kilns, 

Tunnel  Kilns  are  those  in  which  the  fuel  and  stone  are  placed  in  alternate 
layers. 

Flttre  KUns  have  the  fuel  below,  so  that  the  flame  only  reaches  the  stone 
in  the  kiln  above. 

Either  form  of  kiln  may  be  worked  on  the  continuous  or  on  the  inter- 
mittent  system. 

The  Continuous  system  is  that  in  which  the  lime  is  gradually  removed  from 
the  bottom  of  the  kiln  in  small  portions,  fresh  limestone  being  added  at  the 
top  to  make  up  for  the  burnt  lime  removed  at  the  bottom. 

The  Intermittent  system  consists  in  burning  and  discharging  a  whole  kiln- 
ful  at  a  time.  After  the  stone  is  well  burnt  through,  the  kiln  is  allowed  to 
cool  down,  and  the  burnt  lime  is  removed.  The  empty  kiln  is  then  re- 
charged, and  the  operation  repeated. 

The  continuous  system  is  most  generally  applied  to  tunnel  kilns. 

The  lime  so  produced  is  likely  to  be  unequally  burnt,  but  the  process  is  a 
cheaper  one. 

By  the  intermittent  system,  in  which  the  whole  kilnful  is  burnt  at  once, 
the  lime  is  more  uniformly  calcined  throughout 

Tunnel  Kilns,  called  also  Continuous,  "  Running,"  "  Pkrpktual,"  or 
"  Draw-Kilns." 

A  kiln  of  this  class  is  shaped  internally  either  like  a  cylinder,  an  inverted 
cone,  or  a  pair  of  vertical  cones  base  to  base.  It  is  lined  with  firebrick,  and 
has  an  opening  below,  generally  protected  from  the  weather  by  a  shed. 

At  the  lower  extremity  of  the  cone  is  a  grating,  upon  which  is  placed  a 
layer  of  brushwood,  and  then  alternate  layers  of  coal  and  moistened  stone. 
Teaching  to  the  top,  the  largest  pieces  being  in  the  middle,  where  they  will 
get  most  heat 

As  the  lime  becomes  burnt  it  is  withdrawn  through  the  grating,  and  fresh 
stone  and  fuel  are  added  at  the  top. 

This  kiln  is  economical  in  fuel,  requiring  only  about  ^  the  weight  of  the 
lime  produced,  but  the  lime  is  not  equally  well  burnt  throughout,  and  it 
requires  great  experience  to  manage  the  kiln  properly. 

Fig.  94  is  a  section  of  the  form  of  kiln  frequently  erected  as  a  temporary 
arrangement  to  bum  lime  during  the  progress  of  large  works. 

The  kiln  may  be  built  of  either  bricks,  stone,  or  concrete,  or  sunk  into  the 
ground. 
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Fig.  9*. 


When  concrete  or  verj  rough  masonry  is  uwd,  bonding  tunben  ue  bniU 
in,  or  iron  bare  are  fixed  extemally  to  bind  the 

atructure  together.  '    " 

The  interior  is  lined  with  fiiebricks,  a  hollow 
space  being  left  behind  the  lining. 

The  fuel  and  broken  stone  are  thrown  in  at  the 
top  of  the  kiln,  and  lie  in  alternate  layers,  the 
thiclineBS  of  each  layer  of  shine  being  from  rai 
to  eight  times  that  of  the  fuel. 

At  the  lower  end  of  the  kiln  lies  the  wood  for 
kindling  the  fire,  resting  upon  a  grate  of  loose 
bars,  which  can  be  drawn  out  one  at  a  time. 

liie   fire  having  been   lighted   at   the    bottom 
below  the  grating,  the  heat  pasaea   through   the 
layers  ;  those  nearest  the  bottom  are  burnt  first,  and  are  withdrawn  throngli 
the  grating  by  removing  one  or  more  of  its  bars. 

As  the  burnt  lime  is  taken  ont  at  the  bottom,  the  bulk  of  the  content*  of 
the  kiln  slide  down,  and  the  Hpac«  thus  left  at  the  top  is  filled  with  freah 
layers  of  fuel  and  stone. 

It  is  convenient  to  have  a  shed  in  front  of  the  drawhole,  to  secure  the 
freshly  burnt  lime  from  the  weather. 

The  size  of  tie  kiln  varies  according  to  the  supply  required.  A  kiln  of 
the  form  ahown  in  Fig.  94,  16  feet  high,  4  feet  wide  at  the  bottom,  and  S 
feet  at  the  top,  will  hold  "  about  25  tons  of  limestone,  and  will  bnm  suffident 
lime  to  keep  twenty  brickkyeia  constantly  supplied  with  mortar."'- 

Fig.  95  shows  in  section  a  form  of  kiln  largely  used  in  the  Midland 
counties  for  burning  Lias 

The  conical  mound  on 
the  top  is  composed  of 
layers  of  fuel  and  stone, 
plastered  over  with  clay. 

"  Care  is  taken  that 
the  clny  plastering  cover- 
ing the  conical  mound 
does  not  give  too  much 
vent  in  any  one  part  to 
the  products  of  combus- 
tion, lest  too  strong  a 
draught  should  be  set  np 
tonard  such  orifice,  and  cans- 

"  Tlie  fuel  is  made  to  burn 


Fig.  95. 


overLumiog  of  the  lime  in  its  course. 
1  a  smouldering  fashion  throughout  ite  operation. 
At  the  opening  of  the  drawliole,  in  order  to  ignite  the  contents  of  the 
kiln,  a  few  la^e  pieces  of  coal  are  built  up. 

"The  fuel  layers  vary  from  6  to  3  inches  in  thickness,  those  at  the  bottom 
being  the  thickest.  Tlie  layers  of  mineral  Tary  from  10  inches  at  the  bottom 
to  18  inches  at  the  top."' 

Flare  Eilna,  called  also  Intebmittbhi  Kilkb,  are  generally  in  the  form  of 


'  Hill's  LcU«ra  oh  Machmtry. 


*  Cooke's  Aide  iltmoin. 
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a  qrlinder,  Hnmuniiiteil  in  moat  cases  by  a  conical  vault.    The  bioken  Umestone 
rests  npon  arcbes,  roughly  fonued  buia  large  pieces  of  the  same  material 


e  worked  con- 
The  necessity 


Fig.  07.    StOtoa. 

These  tough  atches  mnst  be  carefully  built,  and  the  he«t  applied  graJualJy 
BO  as  not  to  split  the  stones. 

The  fire  Is  lighted  below,  only  the  flame  being  in  contact  with  the  stone, 
thns  producing  much  cleaner  lime  than  that  obtained  by  the  methods  in 
which  they  are  mixed  together. 

Such  a  kiln  is  mote  easily  managed  than  the  kinds  which  a. 
tinuously,  and  the  lime  produced  is  mote  uniform  in  quality. 
of  letting  the  fire  out  after  each  charge  is  botut  is  a  great  i 
also  causes  waste  of  fuel 

For  the  same  kind  of  lime  this  kiln  requires  about  \  (i.«.  nearly  double) 
U  much  coal  as  does  the  tunnel  kiln.  Moreover,  the  intermittent  kiln 
requires  relining  every  twelve  months,  which  is  a  source  of  great  expense. 

Fig.  96  is  the  plan,  and  Fig^  97  a  section  of  a  pair  of  flare  kilns,  such  as 
are  used  fot  burning  grey  chalk  into  lim&  L  is  Uie  hole  through  which  the 
lower  part  of  the  kiln  is  loaded,  i  that  Ua  the  higher  levela.  The  draw- 
holes  D  D  open  into  a  central  passage  F. 

In  the  section  the  kiln  to  tlie  right  is  shown  as  loaded,  the  other  as  empty. 
The  rough  arches  of  limestone  ore  shown  in  the  former.  The  fire  bats  for 
the  fuel  are  shown  in  plan  and  section,  the  spaces  C  0  are  packed  with 
bivken  chalk,  ue  with  chalk  duet.  The  firebrick  lining  is  hatched  with  broken 
lines,  the  ordinary  brickwork  with  continued  and  broken  lines  alternately. 
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Fi^  98  ia  the  section  of  a  nmplei  flare  kiln  in  common  n 


Portland  Cement  KilnB  {Common  Form)  — Fig.  99  ia  the  section,  and 
Fig.  100  &D  elevation  of  a  form  of  luln  commonl;  lued  for  bnming  Port- 
land cement  in  tlie  Medway  dutnct 


Fig.  SS.     SeUam. 


Fig.  100.     EUnOiirK. 


It  ia  worked  upon  the  intermittent  sjstem  ;  the  coke  and  aluny  are,  how- 
ever, packed  in  alternate  lajera  6  and  4  inches  deep. 

Such  kilns  hold  about  tbiity  tona.  Theii  contents  are  burnt  in  for^-ei^t 
honia,  and  are  drawn  about  once  evei;  four  duf  a 

Tha  kiln  is  lined  with  firebrick,  sometimea  only  np  to  the  line  a,  but 
better  throughout,  and  loaded  at  the  holes  H  H  H. 

Hie  firebrick  lining  should  be  detttched  from  the  mass  of  the  brickwork,  ao 
as  to  be  &ee  to  expand  and  contract  under  the  great  changes  of  tempeiatnra 
to  which  it  is  aubjected. 

The  inude  should  be  painted  over  with  wet  stuff  from  the  hatlt  each  time 
before  the  kiln  is  charged.    Thia  will  greatly  increase  ita  durability. 

lu  some  forma  of  thia  kiln  the  top  haa  a  wider  opening,  and  the  abort 
vertical  neck  or  chimney  is  frequently  omitted. 


iSo 
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The  description  of  VHa  used  variea  in  diffei^iit  placea.  A  modification  of 
HofiDoann'a  kiln  aimilai  to  th&t  used  for  bricks  maj  be  economically  adopted 
where  a  latge  continuous  supply  of  cement  is  required  year  after  year. 

He  time  required  to  bum  a  kila  varies  accoiding  to  the  proportion  of  the 
materials,  the  position  of  the  kiln,  etc. 

The  contents  are  hnmt  at  a  high  temperatare,  bat  the  amonut  of  firing 
depends  upon  the  proportions  of  the  mizt»r&  If  the  lime  be  in  eiceSH  it  can 
hardly  be  overbumt,  but  if  there  be  too  much  clay  it  will  fall  into  duat 

TKi  MiehtU-JoAmon  Kiln  is  a  modification  of  the  kiln  mentioned  at  p^  160. 

The  arched  chamber  there  referred  to  as  branching  out  from  the  kiln  has 
a  Tery  thin  arch  over  it  Above  this  the  cool  slurry  is  spread  for  a  prelimi- 
nary drying  before  it  is  forced  through  the  openings  of  the  arch  and  spread 
over  the  floor  of  the  chamber  ;  there  it  is  further  dried  by  the  hot  air  and 
gases  &om  the  kiln,  which  pass  through  the  chamber  on  their  way  to  the 
chimney, 

"Romftn  Csmant  Kilns. — Tig.  loi  is  a  plan  and  Fig.  io3  a  cross  section 


Fig.  101.     Flan. 


Fig.  102. 


of  the  kiln  used  for  burning  Boman  cement  It  is  worked  on  the  constant 
system.  The  stone  is  packed  in  stnta  separated  at  intervals  of  &om  6  to  9 
Inches  by  thin  layers  of  fiieL  The  cone  in  the  centre  guides  the  burnt  cement 
to  the  drawboles  D  D  where  it  is  taken  ont 

Qeneral  Kflmnrka  oa  Bamiiig. — -Qradval  luating  is  necessary  in  hnming 
lime  or  cement  stone.  If  the  heat  be  suddenly  applied,  the  carbonic  acid  and 
moistnre  will  be  driven  out  with  such  violence  as  to  blow  the  stone  to  pieces. 

Apptaranee  of  the  Burning  Stime. — As  long  as  the  burning  is  incomplete, 
and  any  carbonic  acid  is  left  in  the  atone,  it  will  remain  of  a  dull  red  colour. 
When  the  carbonic  acid  is  all  expelled,  the  stone  in  the  kiln  becomes  pecu- 
liarly bright,  which  is  a  sign  that  the  calcination  is  complete,  and  that  tlie 
lime  may  be  withdrawn. 

The  Temperaturt  at  which  a  lime  or  cement  should  be  burnt  depends  upoa 
its  composition. 

A  pure  or  fat  lime  requires  only  heat  enough  to  drive  oS  the  cirbonio  add 
and  mobtuie. 
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limes  containing  clay  require  a  somewhat  greater  heat,  in  order  that  the 
silicates  and  aluminates  may  be  formed  which  give  the  hydraulic  properties 
required. 

A  great  deal  depends,  however,  upon  the  composition  of  the  clay. 

A  large  proportion  of  iron  and  alumina  (especially  of  iron)  as  compared 
with  the  silicic  acid,  greatly  facilitates  the  action  which  takes  place  in  calcin- 
ation, and  the  prepared  mortar  also  sets  more  quickly. 

Great  care  must  be  taken,  however,  that  the  heat  is  not  sufficient  to  fuse 
the  particles  of  the  lime  or  cement. 

Thus  Roman  cements,  in  which  the  quantity  of  iron  and  alumina  together 
nearly  equals  the  silicic  acid,  ai'e  burnt  with  little  fuel  at  a  low  temperature. 

Portland  cement,  on  the  other  hand,  in  which  the  iron  and  alumina  are 
less  than  half  the  silicic  acid,  is  burnt  at  very  high  temperatures.  There  is 
very  little  danger  of  fusing  the  particles,  and  the  heat  may  with  advantage  be 
raised  to  a  point  just  short  of  vitrification.^ 

The  Size  of  the  Lumps  into  which  the  lime  or  cement  stone  is  broken  greatly 
influences  the  burning  operation. 

The  denser  the  stone  and  the  higher  the  temperature  at  which  it  is  to  be 
burnt,  the  smaller  must  be  the  pieces  into  which  it  is  broken. 

Pure  or  fat  limestones  are  broken  into  pieces  containing  from  one  to  two 
cubic  feet 

Hydraulic  limestones  into  pieces  containing  about  a  quarter  of  a  cubic  foot. 

Koman  cement  stones  and  others  of  the  same  quick-setting  class  are  broken 
into  pieces  containing  one  or  two  cubic  inches. 

The  Quantity  of  Fuel  is  of  course  influenced  partly  by  the  form  of  kiln,  but 
chiefly  by  the  nature  of  the  stone  and  by  the  temperature  at  which  it  is  to  be 
burnt. 

Thus,  for  the  calcination  of  pure  dense  limestones  about  ^  to  ^  their  weight 
of  coal  is  required. 

For  hydraulic  limestones  about  i  to  }  their  weight 

For  Roman  and  other  quick-setting  cements  about  i  to  iV  of  the  weight  of 
stone. 

For  Portland  cement  about  ^  the  weight  of  the  dried  slurry. 

Portland  Cement  Clinker. — The  clinker  of  good  Portland  cement,  when 
properly  burnt,  is  of  a  dark  greenish-black  colour,  differing  in  density  accord- 
ing to  the  amount  of  fuel  used. 

It  is  almost  impossible  to  bum  the  contents  of  any  kiln  quite  uniformly 
throughout,  and  the  clinker  will  be  found  differing  in  colour  accordingly. 

It  should  not  be  clinkered  into  large  masses — should  rattle  well  as  it 
comes  out  of  the  kiln — should  be  honeycombed  in  texture  and  nearly  free 
from  dust 

Some  will  be  found  of  a  bright  yellow  colour,  and  of  light  specific  gravity. 
This  will  set  very  quickly,  and  it  may  be  safely  mixed  with  the  dark  green. 

Some,  again,  will  be  of  a  pink  or  dirty  white  colour,  but  more  or  less  heavy 
according  to  the  heat  to  which  it  has  been  subjected.  Clinker  of  this  kind 
has  been  imperfectly  burnt,  and  must  be  again  passed  through  the  kiln.  It 
is  a  dangerous  substance  to  use. 

Dense  glazeil  black  clinker  indicates  excess  of  lime,  and  will  also  yield 


1  General  Scott  in  R.E.  Papers^  vol.  xi. 
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dangerous  cement  inclined  to  blow ;  djark  blue  clinker,  a  sluggish  cement ; 
and  a  brown  clinker  with  much  dust,  a  weak  cement 

Dangerous  liimeB  and  Cements. — Sometimes,  from  defects  in  the  pro- 
cess of  calcination  of  a  stone  which  should  produce  an  eminently  hydraulic 
lime  or  cement,  compoimds  result  which  are  of  a  most  dangerous  character. 

These  are  caused  either  by  over-burning  or  under-burning. 

Over-burnt, — In  the  former  case,  a  hard  and  heavy  substance  is  produced, 
burnt  almost  to  a  clinker,  which  slakes  with  very  great  difficulty,  and  after  a 
considerable  lapse  of  time. 

This  can  only  be  remedied  by  screening  out  the  hard  portions  and  grinding 
them  to  a  fine  powder  ;  otherwise  any  larger  particles  that  may  be  left  will 
slake  after  the  mortar  has  been  laid  in  the  work,  and  may  do  great  damage  to 
the  masonry. 

Under-burnt. — ^When,  on  the  other  hand,  the  stone  has  been  under-burnt, 
a  somewhat  similar  result  occurs,  but  from  a  different  cause. 

The  substance  produced  consists  partly  of  a  perfect  cement  or  hydraulic 
lime,  and  partly  of  free  quicklime.  The  latter  is  prevented,  by  the  setting 
action  of  the  cement,  from  slaking  at  once,  but  does  so  eventually,  and  with 
the  same  disastrous  consequences  as  occur  with  over-burnt  lime. 

This  dangerous  action  may,  however,  be  got  rid  of  by  free  exposure  of  the 
lime  or  cement,  so  as  to  air-slake  the  caustic  portions,  or  by  frequently  re- 
working the  mortar,  or  by  adding  a  proportion  of  soluble  silicates,  which 
anticipate  and  prevent  the  slaking  action.  The  latter  is,  however,  seldom  if 
ever  done  in  practice. 

Dead-burnt  Iiinie  is  lime  that  has  been  imperfectly  calcined  and  will  not 
slake  with  water. 

This  may  be  caused  by  under  burning,  so  that  only  part  of  the  carbonic 
add  is  expelled,  the  resulting  substance  being  a  compound  of  quicklime  and 
carbonate  of  lime,  which  refuses  to  slake. 

Hydraulic  lime  may  be  rendered  "  dead "  by  over-burning  ;  the  silicates 
are  partially  fused  and  coat  the  stone,  so  that  the  evolution  of  the  carbonic 
add  is  prevented  ^  (see  p.  220). 

Flare-burnt  Iiime  is  lime  burnt  in  flare  kilns,  in  which  it  is  kept  cleaner 
than  in  tunnel  kilns  owing  to  its  not  being  in  contact  with  the  fuel 

^  Dent 
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Sand  is  known  as  "  argillaceous,"  "  siliceous,"  or  "  calcareous," 
according  to  its  composition. 

It  is  procured  from  pits,  shores  of  rivers,  sea-shores,  or  by 
grinding  sandstones. 

It  is  cliiefly  used  for  mortar  concrete  and  plaster.  The  qualities  it 
should  possess  for  those  purposes  are  pointed  out  at  page  186. 

Pit  Sand  has  an  angiilar  grain,  and  a  porous,  rough  surface,  which  makes 
it  good  for  inortar,  l)ut  it  often  contains  clay  and  similar  impurities. 

River  Sand  is  not  so  sharp  or  angular  in  its  grit,  the  grains  having  been 
rounded  and  polished  by  attrition. 

It  is  fine  and  white,  and  therefore  suited  for  plastering. 

Sea  Sand  also  is  deficient  in  sharpness  and  grit  from  the  same  cause. 
It  contains  alkaline  salts,  which  attract  moisture. 

Screening. — When  sand  contains  lumps  or  stones  it  should  be  "  screened," 
or,  if  required  of  great  fineness,  passed  through  a  sieve. 

Washing. — Sand  found  to  contain  impurities,  such  as  clay,  loam,  etc., 
which  unfit  it  for  almost  every  purpose,  should  be  washed  by  being  well 
stirred  in  a  wooden  trough  having  a  current  of  water  flowing  through  it  which 
carries  off  the  impurities.  It  is  sometimes  washed  by  machinery,  such  as  an 
Archimedean  screw  revolving  and  carrying  up  the  sand,  while  a  stream  of 
water  flows  down  through  it 

Examination  of  Sand. — Clean  sand  should  leave  no  stain  when  rubbed 
between  the  moist  hands.  Salts  can  be  detected  by  the  taste,  and  the  size  and 
sharpness  of  the  grains  can  be  judged  of  by  the  eye. 

Substitates  for  Sand. — Burnt  Clat  is  sometimes  used  as  a  substitute 
for  sand  in  mortar. 

It  is  prepared  by  piling  moistened  clay  over  a  bonfire  of  coals  and  wood. 
As  the  clay  becomes  burnt  and  the  fire  breaks  through,  fresh  layers  of  day 
and  coal,  '*  breeze,"  or  ashes,  are  piled  on,  and  the  heap  may  be  kept  burning 
until  a  sufficient  supply  has  been  obtained. 

The  clay  should  be  sti£  Care  must  be  taken  that  it  is  thoroughly  burnt 
Raw  or  half-burnt  pieces  would  seriously  injure  mortar. 

Crushed  Stone. — Sand  is  sometimes  very  economically  obtained  by  grind- 
ing the  refuse  "spalls"  left  after  working  the  stones  for  walling.  It  is  generally 
clean  if  carefully  collected,  but  the  sharpness  of  its  grit  depends  upon  the 
nature  of  the  stone  from  which  it  is  procured. 

ScoRiiG  from  ironworks.  Slag  from  furnaces,  Clinkex  from  brick  kilns,  and 
Cinders  from  coal,  make  capital  substitutes  for  sand  when  they  are  quite  clean 
and  properly  used.     Wood  Cinders  are  too  alkaline. 
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POZZUOLANAS,  etc. 

• 

PozzuOLANA  is  a  name  given  to  several  substances  which  somewhat  re- 
semble each  other ;  including  the  Pozzuolana  proper,  also  Trass,  Ar^nes, 
Psammites,  etc 

These  are  clayey  earths  containing  80  to  90  per  cent  of  clay,  with  a  little 
lime,  and  small  quantities  of  magnesia,  potash,  soda,  oxide  of  iron,^  or  man- 
ganese. 

When  finely  powdered  in  their  raw  state  without  being  calcined,  they  may 
with  great  advantage  be  added  to  fat  lime  paste. 

In  consequence  of  the  amount  of  clay  they  contain  they  confer  hydraulic 
properties  upon  the  lime  to  a  very  considerable  degree. 

The  Italian  pozzuolana  may  with  advantage  be  used  with  fat  lime  and 
sand  in  the  following  proportions  : — ^ 

12  Pozzuolana  well  pulverised. 
6  Quartzose  sand  well  washed. 
9  Rich  lime  recently  slaked. 

Natu/ral  Pozzuolana  is  a  naturally-burnt  earth  of  volcanic  origin,  found 
at  Pozzuoli,  near  Vesuvius,  and  in  other  parts  of  southern  Europe. 

It  is  found  in  the  form  of  powder  more  or  less  coarse  in  grain,  of  a  brown 
colour,  sometimes  passing  into  red,  grey,  yellow,  and  white. 

Trass  is  also  a  naturally-burnt  argillaceous  earth,  found  on  the  sites  of  ex- 
tinct volcanoes,  chiefly  near  Andemach  on  the  Rhine. 

It  occurs  in  lumps  of  a  greyish  colour  and  earthy  appearance,  is  used  in 
the  same  way  as  pozzuolana,  and  confers  hydraulic  properties  upon  fat  limes. 

Ai&NES  are  natural  mixtures  of  sand  and  clay.  They  appear  not  to  have 
been  subjected  to  heat,  but  they  confer  hydraulic  properties  upon  fat  lime, 
probably  because  they  contain  a  large  proportion  of  soluble  silica. 

Pbammitss  may  be  considered  as  ^  very  feeble  pozzuolanas  in  the  crude  state, 
and  acquire  but  a  slight  increase  of  hydraulic  energy  by  any  degree  of  cal- 
cination. 

''  £ven  their  feeble  powers,  however,  confer  upon  them  this  advantage, 
that  for  mortars  not  absolutely  inmiersed  in  water  when  green,  and  when 
there  is  ample  time  for  their  properties  to  develop  themselves  before  sub- 
mersion, they  can  be  employed  in  larger  proportions  than  any  species  of  sand 
wholly  inert  would  admit  of."  2 

Disintegrated  Granite,  Schists,  and  Basalt  furnish  sand  having  the 
same  characteristics  as  the  Psammites. 

Artificial  Pozzuolanas  are  prepared  from  clays  of  suitable  composition 
by  a  slight  calcination. 

Pounded  bricks  or  tiles  possess  the  properties  of  pozzuolana  in  some  degree. 

*  Ferric  oxUlc.  ^  Gilhnore. 
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MOETAE. 

Ordinary  Mortar  is  composed  of  lime  and  sand  mixed  into  a 
paste  with  water. 

When  cement  is  substituted  for  the  lime,  the  mixture  is  called 
Cement  Mortar, 

Uses. — Tlie  use  of  mortar  in  brickwork  or  masonry  is  to  bind 
together  the  Imcks  or  stones,  to  afford  them  a  soft  resting-place, 
which  prevents  their  inequalities  from  bearing  upon  one  another, 
and  thus  to  cause  an  equal  distribution  of  pressure  over  the 
beds. 

It  is  also  used  in  concrete  (see  page  196)  as  a  matrix  for 
broken  stones  or  other  bodies  to  be  amalgamated  into  one  solid 
mass  ;  for  plastering,  and  other  purposes. 

The  quality  of  mortar  depends  upon  the  description  of  materials 
used  in  its  manufacture,  their  treatment,  proportions,  and  method 
of  mixing.     These  particulars  will  now  be  considered. 

Desoription  of  Lime  or  Cement  to  be  used  in  Mortar. — Fat 
Limes  should  only  be  allowed  for  inferior  or  temporary  work. 

On  account  of  their  being  cheap  and  easy  to  manipulate,  they 
are  often  used  in  positions  for  which  they  are  entirely  unfit. 

Mortar  made  from  fat  lime  is  not  suitable  for  damp  situations 
or  for  thick  walls.  In  either  case  it  remains  constantly  moist ; 
when  placed  in  positions  where  it  is  able  to  dry  it  becomes  friable, 
and  in  any  case  is  miserably  weak. 

Even  the  economy  of  fat  lime  mortar  is  in  many  cases  doubt- 
ful ;  for  walls  built  witli  it  are  injured  by  frost,  require  constant 
repainting,  and  perliaps  before  many  years  rebuilding. 

M.  Yicat  says  of  fat  limes  : — "  Tlieir  use  ought  for  ever  to  be 
proliibited,  at  least  in  works  of  any  importance." 

Sir  Charles  l^asley  adds  with  regard  to  fat  lime  mortar  that 
"  when  wet  it  is  a  pulp  or  paste,  and  when  dry  it  is  a  little  better 
tlian  dust." 

Evils  of  Fat  Lime  Mortar, — If  a  pure  or  feebly  hydraulic 
lime  mortar  is  used  in  massive  brickwork  or  masonry,  it  is  only 
the  outer  edges  of  the  joints  that  are  affected  by  the  carbonic  acid 
in  the  air.  A  small  i)ortion  of  the  exterior  of  the  joints  sets,  but 
the  mortar  in  the  inside  of  the  wall  remains  soft.  The  residt  of 
this  is  that  a  heavy  pressure  is  thrown  upon  the  outer  edges  of 
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the  bricks  or  stones,  and  tliey  become  "  flushed,"  that  is,  chipped 
off.  In  some  cases,  from  the  same  cause,  the  headers  of  brickwork 
are  broken,  so  that  the  face  of  the  wall  becomes  detached,  and 
liable  to  fall  away. 

Again,  these  weak  mortars  retain  or  imbibe  moisture,  which, 
when  it  freezes,  throws  off  the  outer  crust.  Pointing  is  then 
resorted  to.  If  this  is  done  with  the  same  sort  of  mortar,  the 
same  residt  ensues,  and  in  an  aggravated  degree,  for  as  the  opera- 
tion is  repeated,  the  joint  becomes  wider.  In  the  end  it  will 
often  be  found  that  more  has  been  expended  in  patching  up  work 
done  with  bad  mortar  than  would  have  sufficed  to  provide  good 
mortar  at  the  first. 

Hydraulic  Lime  or  Cement  should,  therefore,  always  be  used 
in  mortar  for  work  of  any  importance.  In  subaqueous  construc- 
tions it  is,  of  course^  absolutely  necessary. 

K  there  is  any  choice,  the  class  of  hydraulic  lime  used  will 
depend  upon  the  situation  and  nature  of  the  work  to  be 
done. 

For  ordinary  buildings,  not  very  much  exposed,  slightly 
hydraulic  limes  will  suffice  to  form  a  moderately  strong  joint,  and 
to  withstand  the  weather. 

For  damp  situations,  such  as  foundations  in  moist  earth,  a  more 
powerful  hydraulic  lime  should  be  prepared. 

For  masonry  under  water  an  eminently  hydraulic  lime  or 
cement  mortar  will  be  necessary.  K  the  work  be  required  to  set 
very  quickly,  Boman  cement,  or  a  cement  of  that  class,  would  be 
used ;  whereas,  if  quick  setting  be  not  necessary,  but  great  idti- 
mate  strength  is  required,  a  heavy  Portland  cement  should  be 
adopted. 

Cement  is  also  generally  used  for  copings,  plinths,  arches,  and 
other  important  parts  in  ordinary  house-building. 

Description  of  Sand  to  be  used  in  Mortar. — Sand  is  used  in 
mortar  to  save  expense  and  to  prevent  excessive  shrinkage. 

Ordinary  sands  are  not  in  any  way  chemically  acted  upon  by 
the  lime,  but  are  simply  in  a  state  of  mechanical  mixture  with 
it ;  with  hydraulic  limes  and  cements  the  effect  of  sand  is  to 
weaken  the  mortar. 

When  fat  lime  is  used,  however,  the  porous  structure,  caused 
by  the  sand,  enables  the  carbonic  acid  of  the  air  to  penetrate 
farther,  and  to  act  upon  a  larger  portion  of  the  joint. 

Moreover,  the  particles  of  fat  lime  adhere  better  to  the  surfaces 
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of  the  grains  of  sand  than  they  do  to  one  another ;  therefore  the 
sand  is  in  two  ways  a  source  of  strength  in  fat  lime  mortar. 

It  is  of  the  utmost  importance  that  the  sand  used  for  mortar 
should  be  perfectly  clean,  free  from  clay  or  other  impurities  which 
will  prevent  the  lime  from  adhering  to  it 

Sand  for  this  purpose  sliould  have  a  sharp  angular  grit,  the 
grains  not  being  rounded,  their  surfaces  should  not  be  polished, 
but  rough,  so  that  the  lime  may  adhere  to  them. 

It  has  been  foimd  that,  speaking  generally,  the  size  of  the 
grains  of  sand  does  not  influence  the  strength  of  the  mortar. 

Mr.  Mannas  experiments  tend  to  show  that  in  samples  four 
weeks  old  Portland  cement  mortar  made  with  fine  sand  was 
weaker  than  that  made  with  coarse  sand. 

Very  fine  sand  is  objectionable  for  fat  lime  mortar,  as  it  pre- 
vents the  air  from  penetrating,  which  is  necessary  in  order  that 
the  mortar  may  set. 

Although  coarse  irregular-grained  sand  may  make  the  best 
mortar,  when  very  thin  joints  are  used  finer  sand  is  sometimes 
necessary. 

Calcareous  sands,  on  the  whole,  give  stronger  mortars  than 
siliceous  ones. 

Sea  sand  contains  salts,  which  are  apt,  by  attracting  moisture, 
to  cause  permanent  damp  and  efflorescence. 

This  moisture  will  effectually  prevent  a  fat  lime  from  setting, 
or  rather  drying,  but  would  tend  to  increase  the  strength  of  a 
hydraulic  lime  or  cement  (see  page  221). 

Great  care  must  l)e  taken  to  exclude  all  organic  animal  matter 
from  the  sand,  or  substitutes  for  sand,  that  may  be  used  in  mor- 
tar for  building  or  plastering  the  walls  of  dwellings,  otherwise  they 
will  putrefy,  and  render  the  walls  and  ceilings  sources  of  unwhole- 
some emanations. 

Substitutes  for  S.vnd  in  Mortak. — Any  of  the  substances 
mentioned  at  page  183  may  be  used  as  substitutes  for  sand  in 
mortal',  some  of  them  with  advantage,  as  there  pointed  out. 

Smiths'  ashes  and  coal  dust  are  used  to  make  the  hla/^k  mortar 
used  for  pointing,  slating,  and  for  some  kinds  of  rubble  masonry. 

The  Description  of  Water  to  be  used  in  Mortar. — The  water 
used  for  mixing  mortar  should  be  fret*,  from  nuul,  clay,  or  other 
impurities. 

Salt  Water  is  objectionable  in  some  situations,  as  it  causes 
damp  and  efflorescence. 


i88  NOTES  ON  BUILDING  CONSTRUCTION 

The  salts  it  contains  attract  moisture,  which  improves  the 
strength  of  hydraulic  limes  and  cements  by  preventing  them  from 
drying  too  quickly,  but  is  fatal  to  a  pure  lime  for  the  reasons 
given  above. 

Dirty  water,  and  water  containing  organic  matter,  are  of  course 
objectionable  for  the  same  reasons  as  dirty  sand. 

Strength  of  Mortar  as  compared  with  Bricks  in  a  Wall. — Lime  is 
much  more  expensive  than  sand.  It  is,  therefore,  a  source  of  economy  to 
add  as  much  sand  as  is  possible  without  unduly  deterioratmg  the  strength 
of  the  mortar. 

So  long  as  the  joints  of  masonry  or  brickwork  are  weaker  than  the  stones 
or  bricks,  the  strength  of  the  wall  will  increase  in  proportion  as  the  strength 
of  the  mortar  increases,  until  they  are  nearly  equal  in  power  of  resistance. 

The  mortar  need  not  be  quite  equal  in  strength  to  the  bricks,  because  in  a 
bonded  wall  the  fracture  is  constrained  to  follow  a  longer  path  than  when  the 
work  is  put  together  without  breaking  joint. 

The  object,  then,  is  to  produce  such  an  equality  of  resistance  as  will  com- 
pel the  fracture  to  follow  a  straight  line,  t^  to  break  the  material  of  the 
wall  straight  across  rather  than  to  follow  the  joints. 

This  cannot  always  be  done,  with  a  due  regard  to  economy,  where  the  wall 
is  built  with  very  hard  stone,  but  it  can  be  done  with  the  generality  of 
bricks. 

In  some  cases  a  stronger  mortar,  no  doubt,  adds  to  the  strength  of  the 
wall.  For  example,  when  the  bricks  are  very  bad,  they  will  sometimes 
weather  out  on  the  face,  leaving  a  honeycomb  of  mortar  joints. 

Again,  unusually  strong  mortar  is  required  sometimes  for  the  voussoirs  of 
arches — ^to  prevent  sliding — for  the  lower  joints  of  chimneys  and  walls, 
etc.  etc 

Ab  a  rule,  however,  it  can  hardly  be  economical  to  make  the  strength  of 
the  mortar  joints  greater  than  that  of  the  bricks  or  stones  they  unite. 

Proportion  of  Ingredients. — In  considering  the  proportion  of 
sand  to  be  mixed  with  dififerent  limes  and  cements  it  is  necessary 
to  bear  in  mind  that  the  strength  of  the  joint  formed  by  the 
mortar  will  have  an  influence  upon  that  of  the  wall 

The  following  Table  shows  how  different  limes  and  cements  are 
weakened  by  the  addition  of  various  proportions  of  sand  : — 
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TABLE 

Showing  the  effect  of  different  Proportions  of  Sand  in  Mobtabs 

made  from  varioos  Cement8. 


Naturs  of  Materiau 


Portland  Cement 

Medina  . 
Roman  . 
Atkinson's 
Scott's  Cement 
Lias  Lime 


Age 
when 
tried. 


11  days 


Proportion  or  Crmekt  or  Limb  and  Sakd. 


Ic. 

1  c. 

Ic. 

ic. 

Ic. 

s^eat 

18. 

2  8. 

Ss. 

4  8. 

la 
6b. 


Brkakino  Weight  in  lbs.  upon  Area  or  10  iNcnn. 


Bricks 
broke 
first 

604 

433 

303 

420 

400 

352 

278 

201 

149 

400 

279 

178 

164 

149 

•  •  • 

385 

176 

79 

49 

292 

286 

308 

828 

281 

119 

80 

124 

29 

37 

288 

83 
78 

194 
42 


The  above  figures  arc  from  experiments  made  for  General  Scott  by  tearing 
asimder  bricks  united  by  the  different  kinds  of  mortar,  and  set  in  air.  The 
sectional  area  torn  asunder  being  4x2^  =  10  inches  in  each  case. 

The  Table  at  page  168  gives  fuller  particulars  as  to  the  loss  of  strength 
caused  by  adding  sand  to  Portland  cement. 

The  proportion  of  the  ingredients  in  mortar  is  generally  speci- 
fied thus : — "  1  quicklime  to  2  (or  more)  of  sand,"  meaning  that 
1  measure  of  quicklime  in  lump  ^  is  to  be  mixed  with  2  measures 
(or  more)  of  sand. 

Now,  the  quantities  of  sand  put  at  different  times  into  a 
measure  vary  a  little,  according  to  the  amount  of  moisture  the 
material  contains ;  but  so  little  that  practically  it  makes  no  differ- 
ence, and  this  mode  #f  measuring  sand  is  very  convenient  and 
sufficiently  accurate. 

With  the  lime,  however,  many  conditions  have  to  be  fulfilled 
in  order  to  make  it  certain  that  the  same  quantity  always  fills 
the  same  measure. 

The  specific  gravity  of  the  calcined  stone,  the  size  of  the 
lumps,  the  nature  of  the  burning,  the  freshness  of  the  lime,  all 


^  The  pieces  of  calcined  stone  are  called  ** lump-lime,"  or  in  the  North  "lime- 
shells." 
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cause  the  actual  quantity  contained  in  a  given  measure  to  differ 
considerably. 

In  order  to  avoid  this  uncertainty  it  has  been  proposed  that 
the  weight  of  lime  for  a  given  quantity  of  sand  should  be 
specified. 

Practically,  however,  this  has  not  been  carried  out  to  any  great 
extent,  and  the  bulk  of  lime  to  be  used  is  generally  specified  as  well 
as  that  of  the  sand. 

The  following  proportions  are  given  by  General  Scott  for  mor- 
tar in  brickwork  built  with  ordinary  London  stock  bricks. 


Fat  limes 

Feebly  hydraulic  limes  . 

Hydraulic  limes  (such  as  Lias) 

Roman  cement 

Medina       „ 

Atkinson's  „ 

Portland     „ 

Scott's        „ 

Selenitic     „ 


Parts  by  Measure. 

Qoickllme.      Sand. 
3 

2 

lorlj 
2 
2 
5 
4 
(see  p.  171). 


"  The  proportions  here  recommended  apply  only  to  works  above 
the  surface  of  the  ground,  or  free  from  the  action  of  a  body  of 
water." 

**  For  hydraulic  purposes  and  foimdations  1  sand  to  1  quick- 
lime is  as  much  as  should  be  admitted.  With  cement  mortar  2 
sand  may  be  used  with  1  cement,  unless  actually  in  contact  with 
water,  when  1  part  of  sand  should  be  the  limit  allowed."  ^ 

Preparation  and  Mixing. — The  quicklime  and  sand  having 
been  procured,  and  their  proportions  decided,  the  preparation  of 
the  ingredients  commences. 

Slaking. — ^A  convenient  quantity  of  the  quicklime  is  measured 
out  on  to  a  wooden  or  stone  floor  under  cover,  and  water  enough 
to  slake  it  is  sprinkled  over  it. 

The  heap  of  lime  is  then  covered  over  with  the  exact  quantity 
of  sand  required  to  be  mixed  with  the  mortar ;  this  keeps  in  the 
heat  and  moisture,  and  renders  the  slaking  more  rapid  and 
thorough. 

In  a  short  time— varying  according  to  the  nature  of  the  lime 
— it  will  be  found  thoroughly  slaked  to  a  dry  powder. 

In  nearly  all  limes,  however,  there  wiU  be  found  overburnt 

*  General  Scott  in  R,E,  Corps  Papers,  vol.  xt 
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refractory  particles,  and  these  should  be  carefully  removed  by 
screening — especially  in  the  case  of  hydraulic  limes ;  for  if  they 
get  into  the  mortar  and  are  used,  they  may  slake  at  some  future 
time,  and  by  their  expansion  destroy  the  work. 

Quantity  slaked  and  Time  required, — The  fat  limes  may  be 
slaked  in  any  convenient  quantity,  whether  required  for  inmie- 
diate  use  or  not  Plenty  of  water  may  be  used  in  slaking  without 
fear  of  injuring  them,  and  they  will  be  found  ready  for  use  in  two 
or  three  hours. 

Hydraulic  limes  shoidd  be  left  (after  being  wetted  and  covered 
up)  for  a  period  varying  from  twelve  to  forty-eight  hours,  accord- 
ing to  the  extent  of  the  hydraulic  properties  they  possess;  the 
greater  these  are,  the  longer  wall  they  be  in  slaking.  Care  should 
be  taken  not  to  use  too  much  water,  as  it  absorbs  the  heat  and 
cliecks  the  slaking  process.  Only  so  much  should  be  slaked  at 
once  as  can  be  worked  ofif  within  the  next  eight  or  ten  days. 

With  strong  hydraulic  limes,  or  with  others  that  are  known  to 
contain  overbumt  particles,  it  is  advisable  to  slake  the  lime 
separately,  and  to  screen  out  all  dangerous  lumps,  etc.,  before 
adding  tlie  sand,  or  the  safest  plan  is  to  have  the  lime  ground 
before  using  it. 

Ground  Lime, — ^When  lime  is  purchased  ready  ground  there 
is  sometimes  danger  of  its  having  become  air-slaked,  by  which 
wear  and  tear  of  machinery  in  grinding  is  saved  at  the  expense 
of  loss  of  energy  on  the  part  of  the  lime. 

At  the  same  time,  if  unadulterated  and  fresh,  ground  lime  is 
likely  to  be  of  good  quality  for  the  reasons  stated  at  p.  155. 

Quantity  of  Water  "used, — The  quantity  of  water  required  for 
slaking  varies  with  the  pureness  and  freslmess  of  the  lime,  and  is 
generoJly  between  one-third  and  one-half  of  its  bulk. 

A  pure  lime  requires  more  water  than  one  with  hydraulic  pro- 
perties, as  it  evolves  more  heat  and  expands  more  in  slaking. 

A  recently-burnt  lime  requires  more  water  than  one  that  has 
been  allowed  to  get  stale. 

Mixing. — The  great  object  in  mixing  is  to  thorouglily  incor- 
porate the  ingredients,  so  that  no  two  grains  of  dry  sand  should 
lie  together  without  an  intervening  layer  or  film  of  lime  or 
cement 

On  extensive  works  a  mortar-mill  is  universally  adopted  for 
mixing  the  ingredients,  and,  indeed,  is  absolutely  necessary  for 
the  intimate  incorporation  of  large  quantities. 
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A  few  different  forms  of  mortar-mill  are  shown  and  described  at 
page  210. 

The  heap  of  slaked  lime  covered  with  sand,  above  described, 
(p.  190)  is  roughly  turned  over  and  shovelled  into  the  revolving 
pan  of  the  mortar-mill,  enough  water  being  added  to  bring  the 
mixture  to  the  consistency  of  thick  honey. 

When  the  ingredients  are  thoroughly  mixed  and  ground  to- 
gether, the  mortar  is  shovelled  out  of  the  pan  on  to  a  "  banker  "  or 
platform  to  keep  it  from  the  dirty  ground,  whence  it  is  taken 
away  by  the  labourers  in  their  hods. 

A  good  deal  has  been  said  regarding  the  number  of  revolutions 
that  should  be  given  to  the  pan.  Nothing  seems  to  have  been 
settled  upon  this  point  except  that  the  mortar  should  be  thoroughly 
mixed,  yet  not  kept  so  long  in  the  mill  as  to  be  groimd  to 
pap. 

On  very  small  works  the  mixing  is  effected  by  hand  or  in  a 
pug-milL  It  is  evident,  however,  that  such  a  mixture  must  be 
very  incomplete  unless  a  great  deal  of  time  is  devoted  to  it 

Before  hydraulic  lime  is  mixed  in  this  manner  it  is  absolutely 
necessary  that  it  should  first  be  ground  to  a  fine  powder,  and  with 
any  description  of  lime  the  smallest  refractory  unslaked  particles 
should  be  carefully  screened  out 

Mortar,  especially  when  made  with  cement,  is  sometimes  mixed 
dry,  the  ingredients  being  carefully  turned  over  together  two  or  three 
times  before  the  water  is  added.  By  this  process  a  very  thorough 
incorporation  of  the  materials  can  be  effected,  but  in  many  cases 
it  would  involve  a  separate  grinding  of  the  lime,  and  would  be 
too  expensive. 

Qtuintities  mixed. — If  a  hydraulic  mortar  is  allowed  to  com- 
mence to  set  and  is  then  disturbed,  it  is  greatly  injured.  Care 
should  be  taken,  therefore,  to  mix  it  only  so  long  as  is  required 
for  thorough  reduction  and  incorporation  of  the  ingredients,  and 
only  to  prepare  so  much  as  can  be  used  within  a  few  hours. 
With  fat  limes  it  matters  little  whether  large  or  small  quantities 
of  mortar  are  made  at  once,  because  they  set  very  slowly. 

Very  quick-setting  cements  must  be  used  iiomediately  they  are 
mixed. 

Bvlk  of  Mortar  produced, — The  bulk  of  mortar  produced  in 
proportion  to  that  of  the  ingredients  differs  greatly  according  to 
the  nature  of  the  lime  or  cement  and  the  quantity  and  descrip- 
tion of  the  sand  added  to  it 
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The  more  hydraulic  limes  produce  a  smaller  amount  of  mortar 
because  they  expand  less  in  slaking. 

The  following  Table  shows  the  bulk  of  mortar  found  by  experi- 
ment to  be  produced  from  a  few  of  the  most  common  ingredients 
in  ordinary  usa  It  must  be  regarded  only  as  a  guide  to  the 
approximate  quantities.  The  actual  bulk  would  vary  according 
to  the  freshness  of  the  lime  and  the  coarseness  of  the  sand. 


MoRTAB  made  from  given  Quantities  of  Lihe  and  Cement  and  SAin>. 


Description. 

Quirk- 
lime  or 
Cemeut. 

1 

Sand. 

Water. 

Mortar 
made. 

Remarks. 

Cub.  ft. 

Cub.  a 

Gallons. 

Cub.  a 

White   chalk    lime    in 
lump 

Do.         do.     . 

Portland  Rtone  lime  in 
lump 

1 

2 

3 
3 

7i 

8 
7} 

2A 
8| 

The    (quantity   of  water 
mentioned  includes  that 
required  for  both  slak- 
ing and  mixing. 

Grey  chalk  lime  in  lump 

2 

n 

2i 

Do.             do. 

3 

84 

3 

Stone  lime  (Plymouth,^ 
in  lump 

s 

9i 

H 

Lias    (Keynsham)  ^    in  i      1 
lump 

3 

n 

2} 

liias  (Warwickshire)  in  !      1 
lump 

2 

3 

2i 

Do.        do.      ground 

2 

3 

24 

TiiaH  (Keynsham)  ^    do. 

2 

3 

2 

Do.           do.           do. 

3 

*i 

2* 

lias  (Lyme  Regis)    do. 

2 

i\ 

2* 

Arden  lime  ground 

1 

81 

lA 

Roman  cement  *    . 

1 

5 

If 

Portland  cement ' 

1       1 

1 

1 

2 

n 

Do.« 

2 

n 

2! 

Do.« 

3 

n 

Si 

Do.« 

1 

4 

1! 

*i 

Do.« 

5 

u 

64 

^  Deduced  from  Cooke's  Aide  M^moire. 

•  Deduced  from  Grant's  Experiments,  3f,LP.C.E.,  vol.  xxv.  The  quantities'yaried 
according  to  the  amount  of  water  used  ;  the  Table  shows  the  average. 

Where  authorities  are  not  given,  the  quantities  stated  have  been  derived  from 
experiments  made  for  this  work. 

B.  c. — m  0 
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The  results  of  further  experiments,  giving  the  same  kind  of 
information,  will  be  foimd  in  Hurst's  Surveyor's  Handbook, 

Selenitio  Mortar  is  generaUy  made  by  mixing  selenitic  cement 
and  sand.  It  was  at  one  time  made  by  mixing  a  small  propor- 
tion of  calcined  sulphate  with  ordinary  lime  and  sand. 

The  licenses  now  issued  by  the  patentees  render  it  necessary 
that  selenitic  cement  should  be  used.  The  proportion  of  sulphate 
required  to  develop  the  characteristics  of  the  material  is  added 
to  the  cement  before  it  is  sold,  and  the  process  of  mixing  the 
mortar  is  carried  on  imder  the  following  rules,  which  are  taken 
firom  the  circular  of  the  patentees  : — 

SsLBNiTio  Mortar  icads  with  Selenitised  Lime  or  Selenitic  Cement. 
N,B, — One  bushel^  of  prepared  Belenitic  lime  requires  about  six  gallons 
of  water  (two  full-sized  pails). 

If  Tprepared  in  a  Mcriar  MUL — \$t^  Pour  into  the  pan  of  the  edge-runner 
four  full-sized  pails  of  water. 

2(2,  Gradually  add  to  the  water  in  the  pan  2  bushels  of  prepared  selenitic 
lime,  and  grind  to  the  consistency  of  creamy  paste,  and  in  no  case  should  it 
be  thinner. 

Zdy  Throw  into  the  pan  10  or  12  bushels  of  clean  sharp  sand,  burnt  clay, 
ballast,  or  broken  bricks,  which  must  be  well  ground  till  thoroughly  incorpo- 
xftted.  If  necessary,  water  can  be  added  to  this  in  grinding,  which  is  pre- 
feiable  to  adding  an  excess  of  water  to  the  prepared  lime  before  adding  the 
sand. 

When  the  mortar-mill  cannot  be  used,  an  ordinary  plasterer's  tub  (contain- 
ing about  30  or  40  gallons)  or  trough,  with  outlet  or  sluice,  may  be  sub- 
stituted. 

If  prepared  in  a  Plaster  en's  Tvb, — l«f,  Pour  into  the  tub  4  full-sized  pails 
of  water. 

2<i,  Gradually  add  to  the  water  in  the  tub  2  bushels  of  prepared  selenitic 
lime,  which  must  be  kept  weU  stirred  until  thoroughly  mixed  with  the  water 
to  the  consistency  of  creamy  paste,  and  in  no  case  should  it  be  thinner. 

Zdy  Measure  out  10  or  l2  bushels  of  clean  sharp  sand  or  burnt  clay 
ballast,  and  form  a  ring,  into  which  pour  the  selenitic  lime  £rom  the  tub, 
adding  water  as  necessary.  This  should  be  turned  over  two  or  three  times, 
and  well  mixed  with  the  larry  or  mortar  hook. 

Both  the  above  mixtures  are  suitable  for  bricklayers*  mortar  or  for  first 
coat  of  plastering  on  brickwork  (see  p.  232). 

N3, — ^The  Selenitic  Cement  Company  recommend  that  the  workman 
intrusted  with  the  making  up  of  the  selenitic  mortar  be  supplied  with  suitable 
measures  for  lus  lime  and  sand,  to  ensure  that  the  proportions  stated  in  the 
circulars  be  adhered  to.  The  want  of  this  frequently  leads  to  unsatisfactory 
results. 

A  box  measuring  inside  13 J  inches  by  13j  inches  by  13j^  inches  would 
contain  about  1  bushel,  and  would  be  useful  for  measuring  the  lime,  and 

^  A  striked  bushel*=  128  cubic  feet  (see  p.  168). 
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should  be  kept  dry  for  that  purpose  ;  and  a  box  without  a  bottom,  measuring 
inside  36  inches  by  18  inches  by  18  inches  would  contain  about  5^  bushels^ 
and  would  be  very  useful  for  measuring  the  sand. 

Increase  or  decrease  the  quantities  given  proportionately  with  the  reqoiie- 
ments.  The  prepared  selenitic  lime  must  be  kept  perfectly  dry  until  made 
into  mortar  for  use. 

N,B. — It  is  of  the  utmost  importance  that  the  mode  here  indicated  of  pre- 
paring the  mortar,  concrete,  etc,  should  be  observed — viz.  First  well  stirring 
the  prepared  selenitic  cement  in  the  water  before  mixing  it  with  the  sand, 
ballast,  or  other  ingredient,  otherwise  the  cement  will  slake  and  spoLL 

Selenitic  Mortae  made  with  Ordinary  Limk — ^A  few  years 
ago  persons  using  selenitic  mortar  were  permitted  to  add  the  sul- 
phate for  themselves,  and  where  selenitic  cement  is  not  procurable 
the  process  might  still  be  useful 

It  is  conducted  as  follows  : — 

Three  pints  of  plaster  of  Pans  are  stirred  in  2  gallons  of  water.  After 
the  mixture  is  complete  it  is  poured  into  the  pan  of  a  mortar  mill ;  then 
4  gallons  of  water  are  added,  and  the  mill  revolved  three  or  four  times,  so 
as  to  ensure  thorough  mixing. 

A  bushel  of  finely-ground  unslaked  lime  is  now  added ;  the  mixing  is 
continued  till  the  whole  becomes  a  creamy  paste,  and  then  5  bushels  of 
sand  are  gradually  introduced,  the  whole  being  thoroughly  mixed. 

No  more  is  mixed  than  will  be  required  during  the  day. 

If  the  water  gets  heated  or  sets  too  rapidly,  a  little  more  plaster  of  Paris 
should  be  added,  but  not  more  than  \  pint  extra  per  bushel  of  lime. 

When  the  lime  used  in  this  last-described  process  \r  deficient  in  hydraulic 
properties,  a  proportion  of  selenitic  clay  should  be  added  so  as  to  bring  the 
total  amount  of  clay  in  the  prepared  lime  up  to  about  20  per  cent 

It  will  be  seen  that  the  addition  of  the  plaster  of  Paris,  clay,  etc.,  requires 
considerable  skill  and  judgment,  and  the  simpler  process  is  to  use  the  selenitio 
cement,  in  which  the  necessary  additions  have  already  been  carefully  made  by 
the  patentees. 

Tlie  following  Table,  from  the  patentees'  circular,  shows  the  strength  of 
selenitic  cement  mortar  with  different  proportions  of  sand  as  compared  with 
mortars  made  with  other  cements. 
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TABLE 

Showing  the  relative  Breaking  Weights  in  Iba  of  Briquettes  having  a 
sectional  area  at  the  neck  of  two  and  a  quarter  square  inchea 


Nature  of  Lime 
or  Cement. 


Portland  cement    . 

White  chalk  lime  . 

Do.     (Selenitic)  . 

Bnrham  lime  (Selen- 
itic) 

Do.  do. 

Do.  do. 

Halkin  lime  (Selen- 
itic) 

Dolgoch  lime  (Selen- 
itic) 


Age  in 

Days 

when 

fhuitured. 


167 
164 
161 
165 

234 

161 

76 

62 


CoicposiTioN  OF  Mortar. 


8  sand 

4  sand 

6  Band 

tol 

tol 

tol 

cement 

cement 

cement 

or  lime. 

or  lime. 

or  lime. 

6  8and 

tol 

cement 

or  lime. 


Breaking  Tkkrils  Strfss  on 
2\  Square  Inches. 


•  •  • 

206 

149 

67-5 

63 

58 

78 

■  •  • 

■  •  • 

170 

•  «• 

340 

•  •  • 

255 

•  •• 

•  •  ■ 

128-5 

197 

99 

155 

156-5 

157 

113-5 

72-3 
210 


250 
111 

206-5 


Remarks. 


Good  Med  way  grey 
'     lime,    sold   by 
Messrs.  Lee. 

Good  hydraulic  lime. 
Very  hydraulic  lime. 


Mixture  of  Lime  and  Cement. — Bad  lime  is  much  improved 
by  mixing  Portland  cement  with  it. 

(Jeneral  Gillmore  says: — "Lime  paste  may  be  added  to  a 
cement  paste  in  much  larger  quantities  than  is  usually  practised 
ID  important  works  without  any  considerable  loss  of  tensile 
strength  or  hardness. 

There  is  no  material  diminution  of  strength  until  the  volume  of 
lime  paste  becomes  nearly  equal  to  that  of  the  cement  paste,  and 
it  may  be  used  within  that  limit  without  apprehension  under  the 
most  unfavourable  circumstances  in  which  mortars  can  be  placed" 

The  following  was  used  in  the  outer  wall  of  the  Albert  Hall : — 

1  Portland  cement 
1  grey  lime  (Burham). 
6  clean  pit  sand 

The  lime  was  slaked  for  twenty-four  hours,  then  mixed  with 
sand  for  ten  minutes.  The  cement  was  then  added,  and  the 
"^hole  ground  for  one  minute. 

Such  a  mixture  must  be  used  at  once. 
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Grout  is  a  very  thin  liquid  mortar  sometimes  poured  over 
courses  of  masomy  or  brickwork  in  order  that  it  may  pene- 
trate into  empty  joints  left  in  consequence  of  bad  workmanship. 

It  may  also  be  necessary  in  deep  and  narrow  joints  between 
large  stones. 

It  is  deficient  in  strength,  and  should  not  be  used  where  it  can 
be  avoided. 

Freoautions  in  using  Mortar. — Fat  lime  mortars,  unless  im- 
proved by  adding  pozzuolana  and  similar  substances,  are  so  wanting 
in  strength  that  any  precautions  in  using  them  are  of  but  little 
avail. 

In  using  hydraulic  limes  and  cements  it  should  be  remembered 
that  the  presence  of  moisture  favours  the  continuance  of  the  for- 
mation of  the  silicates,  etc.,  commenced  in  the  kiln,  and  that  the 
setting  action  of  mortars  so  composed  is  prematurely  stopped  if 
they  are  allowed  to  dry  too  quickly. 

It  is,  therefore,  of  the  utmost  importance,  especially  in  hot 
weather,  that  the  bricks  or  stones  to  be  imbedded  in  the  mortar 
should  be  thoroughly  soaked,  so  that  they  cannot  absorb  the 
moisture  from  the  mortar ;  and  also  in  order  to  remove  the  dust 
on  their  surfaces,  which  would  otherwise  prevent  the  mortar 
from  adheruig. 

Mortar  should  be  used  as  stiff  as  it  can  be  spread ;  the  joints 
should  be  all  well  filled ;  grout  should  never  be  used  except  where 
from  the  position  of  the  joint  it  cannot  be  filled  by  mortar  of 
proper  consistency. 

In  frosty  weather  the  freezing  and  expansion  of  the  water 
in  the  mortar  disintegrates  it  and  destroys  any  work  in  which  it 
may  be  laid. 

Mortar  should  always  be  placed  for  the  use  of  the  builder  on  a 
small  platform  or  "  banker,"  or  in  a  tub,  to  keep  it  from  the  dirt. 

Cement  mortars  have,  of  course,  peculiarities  depending  upon 
the  nature  of  the  different  cements.  These  have  been  noticed  in 
treating  ol^ihose  substances. 
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CONCRETK 

Concrete  is  an  artificial  compound,  generally  made  by  mixing 
lime  or  cement  with  sand,  water,  and  some  hard  material,  such  as 
broken  stone,  gravel,  burnt  clay,  bits  of  brick,  slag,  etc.  etc. 

These  ingredients  should  be  thoroughly  mixed  so  as  to  form  a 
sort  of  conglomerate. 

The  lime,  or  cement,  sand,  and  water,  combine  to  form  a  lime 
or  cement  mortar  in  which  the  hard  material  is  imbedded,  so  that 
the  result  is  a  species  of  very  rough  rubble  masonry. 

The  broken  material  is  sometimes  for  convenience  called  the 
aggregate,  and  the  mortar  in  which  it  is  encased  the  matrix. 

The  strength  and  other  qualities  of  concrete  depend  chiefly 
upon  the  matrix.  They  are,  however,  influenced  also  by  the 
aggregate,  and  it  will  be  well  to  make  a  few  remarks  upon  these 
two  parts  of  the  material  separately  before  proceeding  further. 

The  Matrix,  as  before  stated,  is  the  lime  or  cement  mortar  in 
which  the  hard  broken  material,  or  aggregate,  is  imbedded. 

The  lime,  or  cement,  sand,  and  water,  should  be  so  proportioned 
that  the  mortar  resulting  from  their  mixture  is  the  best  that  can 
be  made  from  the  materials  available.  As  a  rule  it  should  be 
better  than  the  mortar  used  for  walling,  especially  if  the  concrete 
is  to  be  used  in  important  positions.  The  reason  for  this  is,  that, 
in  concrete,  the  mortar  receives  less  assistance,  from  the  form  and 
arrangement  of  the  bodies  it  cements  together,  than  it  does  in 
masonry  or  brickwork. 

In  some  cases  the  mortar  is  mixed  separately,  just  as  if  it  were 
to  be  used  in  building  brickwork  or  masonry,  and  then  added  to 
the  hard  material 

More  generally,  however,  the  ingredients  are  mixed  together  in 
a  dry  state. 

For  further  remarks  on  the  subject  of  mixing  see  p^e  202. 

The  Aggregate  is  generally  composed  of  any  hard  material 
that  can  be  procured  near  at  hand,  or  in  the  most  economical 
manner. 

Almost  any  hard  substance  may  be  used  when  broken  up. 
Among  these  may  be  mentioned  broken  stone,  slag,  bits  of 
brick,  of  earthenware,  burnt  clay,  breeze,  and  shingle.  If  there  is 
any  choice,  preference  should  be  given  to  fragments  of  a  somewhat 
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porous  nature,  such  as  pieces  of  brick  or  limestone,  rather  than 
to  those  with  smooth  surfaces,  such  as  flints  or  shingle,  as  the 
former  offer  rough  surfaces  to  which  the  cementing  material  will 
readily  adhere. 

Any  aggregate  of  a  very  absorbent  nature  should  be  thoroughly 
wetted,  especially  if  it  is  used  in  connection  with  a  slow-setting 
lime  or  cement,  otherwise  the  aggregate  wiU  suck  aU  the  moisture 
out  of  the  matrix,  and  greatly  reduce  its  strength. 

Shape, — ^Again,  many  engineers  prefer  aggregates  composed  of 
angular  fragments  rather  than  those  consisting  of  rounded  pieces, 
eg,  broken  stone  rather  than  shingle.  The  reason  for  this  is  that 
the  angular  fragments  fit  into  one  another,  and  sUghtly  aid  the 
coherence  of  the  mortar  or  cement  by  forming  a  sort  of  Txmd, 
while  the  round  stones  of  the  shingle  are  simply  held  together  by 
the  tenacity  of  the  matrix.  Moreover,  the  angular  stones  are 
cemented  together  by  their  sides,  the  rounded  stones  only  at  the 
spots  where  they  touch  one  another. 

Size, — ^The  aggregate  is  generally  broken  so  as  to  pass  through 
a  1 J  or  2  inch  mesh.  Very  large  blocks  cause  straight  joints  in 
the  mass  of  the  material,  wliich  should  be  avoided  if  the  cement  is 
to  bear  a  transverse  stress  or  to  carry  any  considerable  weight. 

Of  the  aggregates  in  common  use,  broken  brick,  breeze  or  coke  from  gasworkB 
if  clean,  and  bumJt  clay  if  ahnost  vitrified  throughout,  all  make  very  good 
concrete.  .Gravel  and  ballati  are  also  good  if  angular  and  clean.  Shingle  is  too 
round  and  smooth  to  be  a  perfect  aggregate.  Brokers  stone  varies  ;  some 
kinds  are  harder,  rougher  on  the  surface,  and  therefore  better,  than  othen. 
Flints  ore  generally  too  round,  or,  when  broken,  smooth  and  splintery.  Chalk 
is  sometimes  used,  and  the  harder  varieties  make  good  concrete  in  positions 
where  they  are  safe  from  moisture  and  frost. 

Slag  from  iron  furnaces  is  sometimes  too  glassy  to  make  good  concrete^ 
but  when  the  surface  is  porous  it  is  one  of  the  best  aggregates  that  can  be 
used.  It  is  hard,  strong,  and  heavy,  and  the  iron  in  it  combines  chemically 
with  the  matrix,  making  it  much  harder  than  it  would  otherwise  be. 

The  results  of  experiments  as  to  the  relative  value  of  some  of  these  aggre- 
gates are  given  at  p  209. 

The  materials  for  concrete  may  be  broken  by  hand,  except  when  large 
quantities  are  required,  in  which  case  a  Blake's  stone-crusher  is  generally 
employed. 

The  size  of  the  pieces  of  which  the  aggregate  is  formed  influ- 
ences the  content  of  the  void  spaces  between  them,  and  therefore 
the  quantity  of  lime  and  sand  that  must  be  used. 

Unless  the  mortar  is  of  such  a  description  that  it  will  attain  a 
greater  hardness  than  the   aggregate,  the  object  should  be  for 
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the  concrete  to  contain  as  much  broken  material  and  as  little 
mortar  as  possible. 

The  following  Table  shows  the  amoimt  of  voids  in  a  cubic 
yard  of  stone  broken  to  different  sizes,  and  in  other  materials : — 

1  Cubic  Yard  contains 
Voids  amounting  to 

Stone  broken  to  2|-inch  gauge  .  .  10  cubic  feet. 

Do.  2         do.  .  .  lOf       do. 

Do.  1^       do.    .  .  .  11 J       do. 

Shingle        .  .  .  .  .  9         do. 

Thames  ballast  (which  contains  the  necessary 

sand)        .  .  .  .  .  4^       do. 

A  mixture  of  stones  of  different  sizes  reduces  the  amount  of 
voids,  and  is  often  desirable. 

The  contents  of  the  voids  in  any  aggregate  may  be  ascertained 
by  filling  a  water-tight  box  of  known  dimensions  with  the  mate- 
rial, and  measuring  the  quantity  of  water  poured  in  so  as  to  fill 
up  all  the  interstices,  or  by  weighing  a  cubic  foot  of  the  aggregate 
and  comparing  its  weight  with  that  of  a  cubic  foot  of  the  solid 
stone  from  which  it  is  broken. 

FcuMng. — In  building  walls,  or  other  masses  of  concrete,  large 
pieces  of  stone,  old  bricks,  chalk,  etc.,  are  often  packed  in  for  the 
sake  of  economy. 

Care  should  be  taken  that  the  lumps  thus  inserted  do  not 
touch  one  another.  They  should  be  at  least  an  inch  apart,  and 
some  distance  clear  of  the  face,  so  that  they  may  be  entirely  sur- 
rounded by  cementing  matter. 

Where  chalk  or  lumps  of  absorbent  material  are  used,  care 
must  be  taken  that  they  are  not  exposed  so  as  to  absorb  wet  or 
moisture,  otherwise  they  will  be  liable  to  the  attacks  of  frost,  and 
may  become  a  source  of  destruction  to  the  walL 

Proportion  of  Ingredients. — ^The  materials  to  form  concrete 
for  ordinary  work  are  generally  mixed  together  in  a  dry  state, 
the  proportion  of  each  being  determined  by  custom,  rule  of  thumb, 
or  experience. 

A  very  common  mixture  consists  of 

1  quicklime.  Or     1  quicklime. 

2  sand.  7  Thames  Ballast  (which  contains 
6  or  6  gravel,  broken  stone,  or  brick.  sand  and  shingle). 

The  same  proportions  are  often  blindly  adhered  to,  whatever 
may  be  the  nature  of  the  materials  used. 


CONCRETE.  20I 

The  best  proportions  for  the  ingredients  of  a  cubic  yard  of  con- 
crete to  be  made  with  any  given  materials  may,  however,  always 
be  arrived  at  by  ascertaining  the  contents  of  the  voids  in  a  cubic 
yard  of  the  aggregate  (without  sand),  and  adding  to  the  latter 
such  materials  as  will  make  mortar  of  the  best  quality  and  in 
sufficient  quantity  to  perfectly  fill  those  voids. 

If  the  aggregate  contain  sand  (as  in  the  case  of  gravel  or 
ballast),  the  sand  should  be  screened  out  of  the  sample  before 
the  voids  are  measured,  and  the  amount  of  sand  thus  screened 
out  will  be  deducted  from  that  required  for  the  mortar  which  is 
to  foim  the  matrix  of  the  concrete. 

The  content  of  the  voids  can  easily  be  ascertained  by  mea- 
suring the  quantity  of  water  that  can  be  poured  into  a  vessel  (of 
known  size)  filled  with  the  aggregate. 

In  practice  a  little  more  mortar  than  is  actually  required 
to  fill  the  voids  is  provided,  in  order  to  compensate  for  imperfect 
mixing. 

The  following  instanceR  give  some  idea  of  the  great  variety  in  the  compo- 
sition of  concrete  used  by  different  engineers  under  various  circumstances  : — 
Mr.  Drake  recommends  ^ 

1  Portland  cement )  -         „     i»v  'u- 
c,  \  >  for  walls  of  buildings. 

1  Portland  cement  )  -  -    «  . 

^  ,  >  for  roofs,  floors,  etc. 

On  the  Metropolitan  Main  Drainage  Works  the  following  proportions  were 
adopted : — ^ 
1  Portland  cement  . 
5^  ballast,  including  sand. 

1  Portland  cement  .  )  ^^^  backing  walls  and  other  work,  except  sewers. 

8  ballast,  including  sand  .  j 
Some  heavy  waUs  in  Chatham  Dockyard  are  of  concrete   composed  as 

follows ; — ^ 

1  Portland  cemeut )  ^^^  ^^  ^^ 

8  slag  .         .  j 

1  Portland  cement )  ^^^  ^^^  backuig. 
12  gravel  .  J 

At  the  fortification  works,  Cork  Harbour,*  the  concrete  was  composed  of 

1  Portland  cement, 
8  broken  stone  and  sand 
(the  bulk  of  the  sand  being  J  that  of  the  broken  stone). 
Under  water  the  concrete  consisted  of 

1  Portland  cement, 
4  to  6  of  broken  stone  and  sand  ; 
the  larger  proportion  of  cement  being  necessary  in  order  to  make  up  for  loss 
by  scour. 

>  Building  Neios,  July  3,  1876.  "  M.LRCE,  voL  xxv. 

'  Bemays  on  Chatham  Doclqrard  Works. .       ^  R,E.  Corps  Papers,  vol.  xi 


,'  >  for  sewers. 
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In  the  sea  forts  of  Copenhagen  the  compoeition  of  the  concrete  was  as  fol- 
lows:— 

1  part  Portland  cement, 
4    „     sand, 
16    „     fragments  of  stone.^ 

Concrete  is  much  used  for  paving,  being  made  into  slabs,  and 
then  laid  like  ordinary  stone  flags. 

For  this  purpose  it  is  preferable  to  use  an  aggregate,  such  as 
shingle,  much  harder  than  the  matrix,  and  to  use  very  little  sand 
in  the  latter. 

As  the  matrix  becomes  worn  away,  the  pebbles  of  the  aggr^ate 
project  slightly,  making  the  surface  slightly  rough,  and  therefore 
less  slippery,  and  at  the  same  time  the  matrix  is  protected  from 
further  wear. 

Mixing. — Materials  mixed  ail  together. — ^As  before  mentioned, 
the  materials  are  generally  mixed  in  a  dry  state.  The  proportions 
decided  upon  are  measured  out  either  roughly  by  barrow-loads,  or 
in  a  more  precise  manner  by  means  of  boxes  made  of  sizes  to  suit 
the  relative  proportions  of  the  ingredients  to  be  used. 

Such  boxes,  in  which  the  quantities  to  be  mixed  together  can 
be  accurately  gauged,  should  always  be  used  in  mixing  cement  or 
other  concretes  intended  for  important  work. 

The  measured  materials  are  then  heaped  up  together,  and 
turned  over  at  least  twice^  better  three  times,  so  as  to  be  most 
thoroughly  incorporated.    ' 

The  dry  mixture  should  then  be  sprinkled,  not  drenched,  the 
water  being  added  gradually  through  a  rose,  no  more  being  used 
than  is  necessary  to  mix  the  whole  very  thoroughly.  If  too 
much  water  be  added,  it  is  apt  to  wash  the  lime  or  cement  away. 

The  mixture  should  then  again  be  turned  over  once  or  twice. 

When  lime  is  used  it  should  be  in  a  fine  powder. 

If  a  fat  lime  (which  is  almost  useless  for  concrete  in  most  posi- 
tions), it  should  be  slaked  and  screened. 

If  a  hydraulic  lime,  it  should  be  finely  groimd,  or,  in  the  absence 
of  machinery  for  grinding,  it  should  be  carefully  slaked,  and  all 
imslaked  particles  carefully  removed  by  passing  it  through  a  sieve 
or  fine  screen. 

The  lime  is  often  used  fresh  from  the  kiln,  piled  on  to  the 
other  ingredients  during  the  mixing.  This  is  apt  to  leave 
imslaked  portions  in  the  lime,  and  is  a  dangerous  practice. 

When  Portland   cement   is   used   for   concrete,  it   must   be 

^  Rei<l  On  Concrete. 
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thoroughly  cooled  before  mixing.  Cements  of  the  Eoman  class 
should  be  fresh. 

Mortar  mixed  separately, — ^When  the  mortar  is  prepared  separ- 
ately, and  then  added  to  the  aggregate,  it  may  be  mixed  in 
mortar-mills,  or  by  any  other  means  available,  the  same  precau- 
tions being  taken  as  in  mixing  mortar  for  other  purposes. 

The  mortar  should  not  be  too  wet,  but  should,  when  added  to 
the  dry  material,  contain  about  as  much  moisture  as  coarse  brown 
sugar.  It  can  then  be  readily  turned  over  and  incorporated  with 
the  aggregate.  The  aggregate  should  be  wet  throughout  so  that  it 
may  not  suck  the  moisture  out  of  the  mortar. 

Relative  advantages  of  the  two  methods, — Some  engineers  consider 
it  important  that  the  lime  or  cement  and  sand  should  be  mixed 
dry  with  the  aggregate ;  others  think  that  it  is  better  to  mix 
the  mortar  separately  and  then  add  it  to  the  dry  material 

The  relative  advantages  of  these  two  methods  depend  upon 
circumstances.  When  the  aggregate  is  in  the  form  of  sandy 
ballast  or  gravel,  the  second  method  could  not  be  adopted  without 
the  expense  of  screening. 

The  most  intimate  mixture,  and  therefore  (other  conditions  being 
the  same)  the  best  concrete,  can  probably  be  produced  by  mixing 
the  matrix  separately  and  adding  it  in  a  moist  (not  wet)  state  to 
the  moistened  aggregate. 

With  quick-setting  cements  this  method  seems  to  be  open  to 
the  objection  that  the  mortar  wiU  begin  to  set  before  being  added 
to  the  aggregate,  and  that  the  setting  process  will  be  disturbed 
by  the  after  process  of  mixing  with  the  aggregate. 

As  a  rule,  however,  the  second  method  is  more  expensive  than 
that  in  which  the  dry  materials  are  all  mixed  together ;  and  when 
such  is  the  case,  it  is  not  worth  while  to  adopt  it  for  ordinary 
concrete. 

Laying. — ^A  coBMnon  practice,  which  until  lately  was  much 
insisted  upon,  is  to  tip  the  concrete,  after  mixing,  from  a  height  of 
10  feet,  or  more,  into  the  trench  where  it  is  to  be  deposited. 

This  process  is  now  considered  objectionable,  on  the  ground 
that  the  heavy  and  light  portions  separate  while  falling,  and  that 
the  concrete  is  therefore  not  uniform  throughout  its  mass. 

Wooden  shoots  or  steeply-inclined  troughs  are  sometimes  used, 
down  which  the  concrete  is  shot  from  the  place  where  it  is  mixed 
to  the  site  where  it  is  to  be  used.  Such  shoots  are  also  objection- 
able, because  the  larger  stones  have  a  tendency  to  separate  firom 
the  soft  portions  of  the  concrete. 
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Concrete  should,  after  thorough  mixing,  be  rapidly  wheeled  to 
the  place  where  it  is  to  be  laid,  gently  tipped  (through  a  height 
of  not  more  than  3  feet)  into  position,  and  carefully  and  steadily 
rammed  in  layers  about  12  inches  thick. 

Each  layer  should  be  left  till  it  is  perfectly  set  before  another 
layer  is  put  upon  it. 

It  is  essential  that  the  layers  should  be  horizontal ;  if  not,  the 
water  trickling  off  wiU  carry  the  cement  with  it. 

Each  layer,  after  it  is  thoroughly  set,  should  be  carefully  pre- 
pared to  receive  the  one  that  is  to  rest  upon  it. 

Its  surface  should  be  careftdly  swept  clean,  wetted,  and  made 
rough  by  means  of  a  pick. 

This  is  especially  necessary  if  it  has  been  rammed,  for  in  that 
case  the  finer  stuff  in  the  concrete  works  to  the  top,  and  also  a 
thin  milky  exudation,  which  will,  unless  removed,  prevent  the 
next  layer  from  adhering. 

The  joints  between  the  layers  are  the  most  important  points  to 
be  attended  to  in  concrete.  When  the  proper  precautions  have 
not  been  taken,  they  are  found  to  be  sources  of  weakness,  like 
veins  in  rocks,  and  the  mass  can  easily  be  split  with  wedges.^ 

When  there  is  not  time  to  allow  each  layer  to  set  before  the 
concreting  is  continued,  it  is  better  to  ram  it  as  quickly  as  possible, 
and,  before  it  is  set,  to  add  the  layers  above  it. 

Anything  is  better  than  to  allow  the  layers  to  be  disturbed  by 
^^*^^3^^°^g>  by  walking  over  them,  or  in  any  other  way,  after  they 
have  commenced  to  set 

Concrete  made  with  a  very  quick-setting  cement  should  there- 
fore not  be  rammed  at  alL 

When  concrete  has  to  be  laid  under  water,  care  must  be  taken 
that  it  is  protected  during  its  passage  down  to  the  site  of  deposit, 
so  that  the  water  does  not  reach  it  until  it  is  laid. 

This  protection  is  afforded  sometimes  by  shoots,  by  boxes,  or  by 
specially  contrived  iron  "  skips,"  which  can  be  opened  from  above 
when  they  have  reached  the  spot  where  the  concrete  is  to  be 
deposited,  so  as  to  leave  it  there.  Sometimes  the  concrete  is 
fiUed  into  bags  and  deposited  without  removing  the  bags. 

Concrete  is  also  made  into  blocks  varying  in  size  from  2  to  200 
tons.  These  are  allowed  to  set  on  shore,  and  deposited,  the 
smaller  ones  in  the  same  way  as  blocks  of  stone,  those  of 
enormous  size  by  special  arrangements  which  cannot  here  be 
described. 

^  Prof.  Papers,  Corps  of  Boyal  Engineers,  voL  xxii. 
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The  Cementmg  Material  to  be  used  for  Conorete. — It  is 

hardly  necessary  to  say  that  when  there  is  a  choice  the  strength 
and  quality  of  the  cementing  material  should  be  in  proportion  to 
the  importance  of  the  part  tlie  concrete  has  to  play. 

Thus  fat  lime  concretes  would  be  objectionable  almost  anywhere 
except  as  filling  in  the  spandrils  of  arches. 

Hydraulic  lime,  or  cement,  is  advisable  for  concrete  in  nearly 
all  situations. 

Eminently  hydraulic  limes  should  be  used  for  concrete  founda- 
tions in  damp  ground,  and  in  the  absence  of  cement  for  sub- 
aqueous work  of  any  kind. 

Portland  cement  concretes  are  adapted  for  all  positions,  espe- 
cially for  work  under  water,  or  where  great  strength  is  required ; 
also  in  situations  where  the  concrete  has  to  take  the  place  of 
stone,  as  in  facing  to  walls,  copings,  etc.  ete. 

For  work  to  be  executed  between  tides,  where  the  concrete  is 
required  to  set  quickly  but  not  to  attain  any  great  ultimate 
strength,  Eoman  or  Medina  cement  may  be  used  with  advantage. 

When,  for  the  sake  of  its  strength,  Portland  cement  concrete 
is  necessarily  used  imder  water,  it  must  be  protected  by  canvas 
covering  or  other  means  from  any  action  which  would  wash  it  away 
before  it  had  time  te  set. 

When  concrete  is  likely  te  be  exposed  to  great  heat,  as  .in  fire- 
proof floors,  gypsimi  has  been  used  as  a  matrix  (see  p.  235). 

Bulk  of  Concrete  produced. — The  bulk  of  concrete  or  b^ton 
obtained  from  a  mixture  of  proper  proportions  of  lime,  sand,  and 
aggregate,  varies  considerably  according  to  the  nature  and  propor- 
tions of  the  materials  and  method  of  treatment ;  but  it  should  in 
general  be  a  little  more  than  the  cubic  content  of  the  aggregate 
before  mixing,  as  the  other  substances,  if  in  proper  proportion, 
should  nearly  fit  into  and  disappear  in  its  voids. 

The  following  examples  show  how  the  bulk  of  concrete  produced  varies 

according  to  circumfltances  : — 

Concrete  of  1  Portland  cement  ^  to  6  shingle  (or  broken  stone)  and  2  sand. 

27  cubic  feet  shinele  or  broken  stone,  \     ,,  , 

Q  A  \     Make  one 

4 J       „         Portland  cement  (3 J  bushels),  (  \^ 

AK      11  a.  I      concrete. 

26  gallons  water,  / 

Concrete  of  1  Portland  cement  to  7  Thames  ballast  1  (consisting  of 

2  stone  1  sand). 

33  cubic  feet  ballast,  \     Make  one 

4  J  cubic  feet  Portland  cement  (3  J  bushels),         >    cubic  yard 

30  gallons  water,  )    of  concrete. 

»    HUTHt. 


2o6  NOTES  ON  BUILDING  CONSTRUCTION. 


Concrete  of  1  Portland  cement  to  1 2  gravel,  Uised  at  Chatham  dockyard. 
32  cubic  feet  gravel  (before  shrinkage),  \         Made  one 

2        „        Portland  cement,  >     cubic  yard  of 

50  gallons  water,  j    concrete  in  bU'w, 

Concrete  of  1  Portland  cement  to  8  stone  and  sand,  used  at 

Cork  Harbour  works. 
27  cubic  feet  stone  broken  to  1^-inch  gauge,        \         Made  one 
9         „        sand,  >     cubic  yard  of 

^\      „        Portland  cement,  )    concrete  in  situ. 

In  some  concrete  landings  made  with  breeze  from  gasworks  and 

Portland  cement. 

29  cubic  feet  breeze  broken  to  f  gauge,  J  h*       n)    f 

8        „         Portland  cement,  J  J  -      'a 

"  '  I,   concrete  tn  wu. 

Concrete  used  at  Portland  Breakwater  Fort,  stone  used  in  two  sizes  and 

mortar  mixed  separately. 

14  cubic  feet  stones  broken  to  3^inch  gauge,      v      ^  |^ 

1  >i  A  1 1  I     JDoLaKe  one 

10         "        «md,  *        »  f    cubic  yard 

I     Oi  concrece 
5         ,,         Portland  cement,  I 

23j^  gallons  water,  ^ 

After  being  rammed  the  concrete  is  compressed  into  about  nine- 
tenths  of  the  volume  it  occupies  when  first  made. 

Selenitio  Conorete. — Concrete  may  be  made  with  selenitic 
cement  mortar  as  the  matrix. 

Portland  cement  is  sometimes  added  in  small  quantities  to  the 
selenitic  cement. 

"  From  a  series  of  experiments  made  on  behalf  of  the  patentees 
it  appears  that  a  mixture  of  one  part  of  Portland,  four  parts  of 
selenitic  cement,  and  twenty-five  parts  of  sand,  was  if  anything 
superior  to  the  same  Portland  used  with  four  parts  of  sand."  ^ 

The  patentees'  directions  for  preparing  the  concrete  are  as  follow  : 

FcT  Concrete,— A  full-sized  pails  of  water  ;  2  bushels  of  prepared  selenitic 
lime  ;  2  bushels  of  clean  sand. 

These  ingredients  are  to  be  mixed  as  before  in  the  edge-runner  or  tub,  and 
then  turned  over  two  or  three  times  on  the  gauging-floor,  to  ensure  thorough 
mixing  with  12  or  14  bushels  of  ballast  When  the  tub  is  used  the  sand 
will  be  first  mixed  dry  with  the  ballast,  and  the  lime  poured  into  it  £rom  the 
tub  and  thoroughly  mixed  on  the  gauging-floor.  An  addition  of  one-sixth  of 
best  Portland  cement  will  be  found  to  improve  the  setting. 

Expansion  of  Concrete. — Concrete,  when  made  with  hot 
lime  or  cement,  swells  to  an  extent  amounting  to  from  one-eighth 
to  three-eighths  of  an  inch  per  foot  of  its  linear  dimensions. 

This  is  owing  to  the  imperfect  slaking  or  cooling  of  the  lime  or 
cement. 

^  Building  News,  80th  January  1874. 
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It  is  probable  that  when  such  expansion  takes  place  there  'is 
a  slight  disintegration  throughout  the  mass  of  concrete,  and  that 
its  coherence  is  destroyed. 

It  has  been  ascertained  by  experiment  that  when  lime  is  care- 
fully slaked  the  concrete  does  not  expand  at  all,  and  concrete 
should  be  so  carefully  prepared  that  no  expansion  will  take 
place. 

The  expansion  which  occurs  in  concrete  made  with  hot  lime  or 
cement  has,  however,  been  taken  advantage  of  in  uTiderpinning 
walls  that  have  settled  in  parts ;  hot  concrete  forced  tightly  into 
openings  made  below  the  faulty  portions,  expands  and  sets,  filling 
the  opening,  and  lifting  the  superincumbent  work  into  its  proper 
position. 

nses  of  Conorete. — Concrete  has  long  been  used  for  the  found- 
ations of  structures  of  all  kinds,  and  for  filling  in  the  spandrils 
of  arches  or  the  hearting  and  backs  of  walls. 

Of  late  years,  as  the  material  has  improved,  it  has  been  em- 
ployed for  many  other  purposes,  a  few  only  of  which  can  now  be 
mentioned. 

The  walls  of  ordinary  houses,  as  well  as  the  more  massive  walls 
of  engineering  structures,  are  now  frequently  built  in  concrete, 
either  in  continuous  mass  or  in  blocks. 

Concrete  is  also  used  for  walls  in  the  form  of  slabs  fitted  into 
timber  quartering;  and  in  hollow  blocks,  something  like  those 
of  terra  cotta  (see  p.  126),  filled  in  with  inferior  material 

Tliis  material  is  also  used  for  arches,  for  stairs,  for  flooring  of 
different  kinds  (see  Part  II.,  p.  371),  and  even  for  roofs. 

It  can  easily  be  made  in  slabs  well  fitted  for  paving,  and  by  the 
use  of  wooden  moulds  can  readily  be  cast  in  the  form  of  window 
sills,  lintels,  dressings  of  all  kinds,  steps,  etc.,  and  can  even  be 
used  for  troughs  and  cisterns. 

The  different  methods  of  building  monolitliic  walls,  of  making 
blocks,  and  of  casting  concrete  into  different  forms,  cannot  here  be 
entered  upon. 

B^ton  is  a  name  given  by  some  writers  to  any  concrete  made  with  hydraulic 
Hme  or  cement 

By  others  a  distinction  is  made  between  the  two,  concrete  being  the  name 
given  when  the  materials  are  all  mixed  together  at  once,  and  h4ton  when  the 
mortar  is  made  separately. 

Practically,  however,  the  word  "  concrete  "  covers  any  form  of  artificial  con- 
glomerate, except  artificial  stones,  which  receive  distinct  names  under  various 
patents  (see  p.  74). 

Coignet^B  B/ton  Agglofindr4  is  a  description  of  concrete  made  from  a  mixture 
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of  Portland  cement  and  lime,  to  which  is  added  a  large  proportion  of  sand,  no 
gravel  or  broken  stone  being  used. 

The  ingredients  are  moistened  with  a  minimum  quantity  of  water  and 
pugged  in  a  special  mill ;  after  which  the  mixture  is  thrown  into  a  framework 
of  the  shape  tiie  concrete  is  intended  to  assume,  and  rammed  in  layers  about 
6  inches  deep. 

This  material  has  been  largely  used  in  making  the  Paris  sewers,  and  also 
occasionally  in  this  country. 

Some  experiments  made  to  contrast  the  Coignet's  B^ton  with  Portland 
cement  concrete  showed  the  former  to  be  a  weaker  material  than  the  other.  ^ 

EXPBRIHENTS   ON   THE   RESISTANCE   OF   CONCRETE   TO   Ck)MFRE8SI0N. 

The  following  particulars  are  extracted  from  the  accounts  of  the  well-known 
experiments  by  Mr.  J.  Qrant.' 

Strength  of  Concrete. — Concrete  blocks  12  inches  cube,  made  of  Port- 
land cement,  weighing  110'56  lbs.  per  bushel.  This  cement  (neat)  broke 
under  a  tensile  stress  of  427  lbs.  per  square  inch  after  seven  days'  immersion 
in  water. 

The  blocks  were  made  in  layers  1  inch  thick,* and  compressed  by  ramming, 
or  in  a  hydraulic  press. 

They  were  kept  twelve  months  before  being  tested — half  of  them  in 
air,  the  others  in  water. 


Composition  of 
Concrete. 

Critshxd  at  Tons. 

Blocks  kept  in 
Air. 

Blocks  kept  in 
Water. 

Cement.    BaUast. 

Tons. 

Tons. 

1     to      1 

107* 

170* 

1      „      2 

149 

160 

1      „      8 

118 

115 

1      „      ^ 

108 

108 

1      ,,      5 

89 

99 

1      „      6 

80 

91 

1      „      7 

76 

80 

1      »      8 

61 

76 

1      »      0 

54 

68 

1      „    10 

48 

48 

*  ExceptionaL 

These  experiments  showed  that  the  blocks  made  with  the  larger  proportions 
of  cement  are  the  stronger,  the  strength  being  nearly  in  proportion  to  the  quan- 
tity of  cement. 

Further  experiments  showed  that  compressed  blocks  were  ''apparently 


^  M,LP,C.E,  vol.  xxxii.,  Grant's  Experiments. 
'  Proeeedmgs  IndiitUe  (Hvil  EngiTuers,  vol.  xxxii.  Table  1,  Appendix. 
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stronger  than  uncompressed  blocks  in  larger  proportion  than  their  di£ference 
in  density." 

The  relative  strength  of  the  concrete  cubes  made  with  different  kinds  of 
aggregate  is  shown  in  the  following  Table. 

Several  different  proportions  between  the  aggregate  and  cement  were  tried, 
but  the  following  relate  to  cubes  containing  eight  parts  of  the  aggregate  to  one 
of  cement. 


Blocks  1 2  inches  cube  (compressed),  8  Aggregate  to  1  Cement* 


Material  for 
Aggregate. 

Ballast   . 

Crushed 

AT  Tons. 

Blocks  in  Air. 

Blocks  in  Water. 
76 

61 

Portland  stone 

110 

126 

Gravel    . 

74 

85 

Pottery  . 

97 

118 

Slag       .         .         . 

85 

70 

Flints     . 

103 

117 

Glass 

65 

94 

These  experiments  showed  that  the  concrete  of  pottery  or  broken  stone  was 
stronger  than  that  of  gravel,  probably  because  in  tha  latter  case  a  good  deal 
of  the  cement  is  taken  up  in  binding  the  particles  of  sand  together ;  partly 
because  the  gravel  was  wanting  in  angularity. 

Tar  Concrete  is  made  of  broken  stones  and  tar. 

About  1 2  gallons  tar  are  used  per  cubic  yard  concrete. 

If  the  tar  is  too  thin,  pitch  is  added  to  bring  it  to  the  proper  consistency. 

Adding  ^  to  1  bushel  of  dried  and  pounded  chalk,  or  dead  lime,  dried  clay, 
brick  dust,  or  pounded  cinders,  etc.,  to  every  12  gallons  tar,  tends  to  harden 
the  mass. 

The  materials  should  be  heated,  or,  at  all  events,  be  made  perfectly  dry, 
before  admixture  with  the  tar.* 

Mineral  tar  or  bitumen  is  better  for  the  purpose  than  coal  tar.  The  former 
contains  an  oil  which  in  coal  tar  is  very  volatile — escapes,  and  leaves  the  tar 
brittle. 

Iron  Concrete  is  composed  of  cast-iron  turnings,  asphalte,  bitumen,  and 
pitch. 

Qas  tar  is  sometimes  substituted  for  the  asphalte. 

Tliis  material  has  been  tried  as  a  backing  for  armour  plates  in  iron  for- 
tifications. 

Concrete  consisting  of  1  part  iron  borings  to  34  of  gravel  (by  bulk)  was  used  with 
success  at  the  Stranraer  Pier.' 

Ijead  Concrete,  made  of  broken  bricks  immersed  in  lead,  has  also  been 
iwed  in  iron  forts. 


^  M,P.LC,E,  vol.  xxxii.  Table  6,  Appendix.       •  Hurst       *  Stevenson  On  Harbours. 
B.  C. — III  P 
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MORTAK-MIXING  AND  CONCRETE-MIXDfG 
MACHINERY. 


Moitar-mixiiig  UftOhiUM. — Mortar-MiU  driven  bv  Steam  Pma/r. — A  full 
description  of  the  diiTurent  machinea  in  uae  for  tniiing  mortar  would  be  out 
of  place  in  these  Notes,  bnt  a  glance  at  one  or  two  of  the  commoneat  forms 
may  be  luefiil. 

The  mortar-mill  in  ordinary  use  on  large  works  ia  shown  in  Fig,  103. 

A  cast-iron  pan,  P,  aliout  ft  or  7  feet  in  diameter  is  made  to  revolve  by 


Fig.  103.     MoTiOT-Mm. 

machinery  under  a  pair  of  heavy  cast-iron  loUers  filled  with  concrete,  and 
weighing  from  1  to  3  tons  the  pair. 

Tb.t  ingredients  of  the  mortar  are  thrown  into  the  pan  while  it  is  revolving ; 
plates  of  iron,  marked  it  in  the  figure,  are  fixed  in  suitable  positions  to 
guide  the  material,  bo  tliat  it  may  all  come  under  the  rollers. 

The  pan  has  a  loose  Irattom  of  cast  iron,  formed  in  segments,  which  can  be 
removed  and  replaced  as  they  wear  out 

Machines  of  tliis  description  are  generally  driven  by  a  small  agricultural 
engine,  a  4-horBe  power  engine  being  required  for  a  6-feet  pan,  and  in  pro- 
portion for  other  sizes.  The  band  from  the  engine  is  passed  over  the  driving- 
wheel  D,  and  thus  turns  the  spur-geaiing  which  movea  the  pan. 

These  mills  are  made  in  different  sizes,  the  pons  varying  in  diameter  from 
5  to  10  feet ;  the  rollers  from  2  feet  8  inches  to  3  feet  6  inches. 

A  mill  with  a  7-feet  pan  will  turn  out  about  IJ  cubic  yard  of  ordinary 
lime  and  sand  mortar  per  hour  ;  if,  however,  the  mortar  is  made  with  burnt 
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baUast,  or  brick  rubbish,  which  requires  grinding  as  well  aa  mixing,  only  about 
1  cubic  yard  per  hour  will  be  turned  out. 

Portable  Mortar-Mill. — For  smaller  works,  and  those  which  are  scattered 
— as,  for  inatancc,  along  a  line  of  railway — a  portable  mortar-mill  msj  be 
used  (see  Fij;.  104). 

This  ni.ichinu  somewhat  resembles  the  one  last  described,  but  is  mounted 
ou  wheels,  and  carries  a  small  three  horse-power  engine  with  it. 

Tbc  pan  of  this  machine  is  sometimes  5  feet,  sometimes  0  feet  in  diamet«r  ; 
the  rollers  2  feet  &  inches  or  3  feet  in  diameter. 


..     Portable  Morhir-MUl. 

Dugh  mortar  to  keep  ten  or  twelve  bricklayers 


Fig.  105.     Horae  Mortar-Mill. 

Horu  Morlnr-MilL — A  special  mill,  mailc  by  Messrs.  Huiham  and  Brown  of 
Eseter,  to  be  worked  by  horse-power,  is  shown  on  Fig.  105. 
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Band  Mortar-Mill. — For  stilt  Bmaller  works  hand  mort&T-milla  maf  be 
need  of  the  forms  shown  in  Fig.  Io6. 

The  isgredieDts  of  the  mortar  are  ponied  into  the  hopper  H,  and  find  th^ 
way  into  the  cylinder  C,  which  contains  a  series  of  blades  fixed  on  a  central 
shaft,  and  made  to  revolve  hj  means  of  the  handle. 


Fig.  loa.     Saad  Mttrtar-MUl 

It  is  stat«d  that  hj  the  aid  of  this  machine  one  boy  can  keep  eight  men  at 
work,  and  that  one  man  using  it  caa  keep  twenty  men  at  work. 

Conoreta-mlxliig  UaohlneB. — Concrete  can  be  thoroughly  well  mixed  by 
hand  in  small  quantitiea  ;  but  wheu  large  qaantities  hare  to  be  dealt  with, 
it  ia  difficult,  without  good 
organisation,  discipline,  and 
very  close  superintendence, 
to  ensure  the  thorough  in- 
corporation upon  which  the 
.  quality  of  the  material  so 
much  depencU. 

In  most  cases  the  use  of 
machinery  is  a  cheap  as  well 
as  an  efficient  way  of  mixing 
lai^ge  quantities. 

Several  arrangements  have 

been     devised     at   different 

times,  suited  to  the  peculiar 

circumstances    of    particular 

Fig.  107.     Inclawd  Cylinder  ComveU-ULcer.         works,  but  it  is  proposed  to 

describe  in  these  Notes  only 

two  or  three  forms  that  are  commonly  used,  and  one  or  other  of  whi<^ 

would  be  applicable  in  ordinary  cases. 
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Inelirud  (finder  Machine. — A  (rimple  form  of  concrete-mixer  coneuts  in 
an  inclined  hollow  iron  cylinder  mounted  as  shown  in  Fig.  107. 

The  ingredienta  of  the  concrete  are  filled  in  by  the  aid  of  a  hoK>er  through 
a  dooT  at  either  end,  and  the  cylinder  ia  made  to  rotate,  the  band  of  tJ^e 
engine  being  passed  round  the  driving-wheel  D. 

The  eccentric  motiou  of  the  cylinder  causes  its  contents  to  be  rolled  over 
and  over,  thrown  from  side  to  eide,  and  end  to  end  of  the  cylinder,  and  thus 
thoroughly  mixed. 

A  modification  of  tliia  machine  was  used  at  the  Dover  Harbour  worlu. 

This  machine  ia  made  in  four  sizes,  containing  respectively  \,  \,  \,  and  1 
cubic  yard. 

Fig.  107  is  taken  from  the  circular  of  a  manufacturer,  Mr.  H.  Sykes,  of  66 
Bankside,  London. 

Maienft  Patent  ConereU-Miteer. — The  following  description  of  thia  machine 
and  the  illustration  Fig.  108,  are  taken  from  the  ciicularof  the  makers,  Messra. 
Stothert  and  Pitt  of  Bath. 

"  It  conaiata  of  a  closed  box  or  chamber  revolving  on  an  arie,  and  of  auch  a 
form  as,  when  half  filled  with  the  materials  for  making  concrete,  to  cause  them 
to  be  turned  over  sideways,  as  well  as  endways,  four  times  in  each  revolution 


Ttc  dotted  Itnia  allow  diB^reDt  pnsitloni  of  th«  bopp*''.  ■iid  ilso  the 


of  the  chamber,  bo  that,  in  from  six  to  twelve  ruvolutiona  (the  number  neces- 
sary being  varied  according  to  the  weight  and  nature  of  the  materials),  a  more 
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perfect  mixture  is  effected  than  can  poRsibly  be  produced  by  hand,  or  (except 
in  a  much  longer  time)  by  any  other  machine." 

"  The  mixer  is  worked  by  hand  or  steam  power,  and  is  mounted  on  a  trolly 
of  the  ordinary  railway  gauge,  and  travelled  by  the  same  handles  that  are 
used  for  turning  it  The  travelling  gear  can,  however,  be  disengaged  when 
the  machine  has  to  be  taken  a  long  distance  by  horse  or  locomotive. 

'^  For  filling  concrete  into  a  trench,  or  the  hearting  of  a  pier,  the  machine  is 
supported  over  the  opening,  on  two  balks  of  timber  ;  a  waggon  containing 
the  gravel  (and  cement  in  bags)  follows  on  the  same  line.  The  hopper,  shown 
in  the  figure,  suspended  from  a  davit,  is  made  to  contain  the  proper  measure 
of  gravel  for  a  charge,  whilst  the  bags  contain  the  proper  quantity  of  cement, 
and  a  cistern  near  at  hand  (filled  by  a  flexible  hose)  the  proper  quantity  of 
water.  Two  men  standing  on  the  waggon  (the  sides  of  which  are  generally 
raised  so  that  it  contains  about  twice  the  quantity  of  an  ordinary  earth  waggon) 
are  able  to  fill  the  hopper,  in  the  time  employed  by  four  men  to  give  the 
mixer  the  requisite  number  of  turns.  For  counting  these,  a  tell-tale  is  pro- 
vided, which  indicates  when  the  proper  number  of  turns  is  completed  ;  the 
mixer  is  then  stopped  with  the  door  downwards.  The  door  fastening  is  released, 
and  the  charge  of  concrete  falls  into  its  place,  the  discharge  being  instantaneous. 
The  opening  of  the  mixer  is  then  turned  upwards  as  in  the  figure,  the  door  is 
opened  (through  the  dotted  arc,  as  shown),  the  hopper,  suspended  from  the 
davit,  is  brought  over  the  opening  and  at  once  discharged  into  it,  and  the 
water  is  run  in  from  the  cistern  at  the  same  time.  The  door,  which  closes 
water-tight,  is  then  shut,  and  the  mixing  resumed,  the  hopper  being  mean- 
time refilled  for  the  next  charge. 

^  For  making  concrete  blocks,  the  hand  mixer  is  mounted  on  a  light  travel- 
ling frame,  capable  of  being  moved  from  one  mould  to  another,  and  the 
materials  filled  into  a  large  tray,  holding  from  10  to  15  tons,  are  lifted  on 
to  a  raised  portion  of  the  travelling  frame  by  the  steam  travelling  crane 
provided  for  lifting  the  concrete  blocks. 

"  With  the  hand-mixer  above  described,  a  gang  of  six  men,  with  a  boy  for 
attending  to  the  water  cistern,  can  make  from  30  to  40  cubic  yards  of  concrete 
blocks,  and  a  larger  quantity  of  concrete  in  bulk  in  a  trench  in  a  day,  of  better 
quality  and  at  a  cheaper  rate  than  can  be  done  by  shovel  mixing  ;  and  when 
the  mixers  are  turned  by  steam,  as  at  Aberdeen,  etc.,  twice  the  above  quantities 
are  made. 

"  The  mode  of  applying  steam-power  varies  with  the  locality  and  the  quan- 
tity of  work  to  be  done. 

"  The  great  advantages  of  this  mixer  over  others,  are  its  portable  shape  and 
self-contained  arrangements,  which  enable  it  to  be  easily  moved  and  used  in 
different  parts  of  a  work,  dispensing  with  mixing  platform  and  measures  ;  its 
economy,  and  above  all,  the  rapid  and  perfect  amalgamation  of  materials 
effected  by  it,  producing,  for  a  certainty,  with  moderate  supervision,  concrete 
of  superior  strength  and  quality." 

The  machine  just  described  was  invented  by  Mr.  Messent,  the  engineer 
of  the  Tyne  Pier  works,  Tynemouth. 

It  has  been  extensively  used  on  the  Tyne  at  the  new  breakwaters  ;  at  the 
harbour  works,  Aberdeen  ;  at  the  Surrey  Commercial  Docks,  London  ;  for  the 
Sulina  works  at  the  mouth  of  the  Danube  ;  for  the  Alexandria  Dock  works 
at  Kurrachee,  etc  etc. 

Le  Memrier*8  Concrete  Machine  is  shown  in  plan  and  elevation  in  Figs.  109, 
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t  lo.  Theee  figures,  and  the  following  descriptiou  of  the  mschme,  are  from 
the  circular  of  the  makere,  Meggra.  Jamen  Taylor  and  Ca,  Birkenhead. 

"  The  figures  ehow  the  inschiDe  ready  for  working.  It  may  be  driven  hj  on 
ordinary  5  horae-power  portable  engine.  AA  are  hoppers  to  contain  each 
about  8  cubic  feet,  into  which  the  ballast  is  shovelled,  or  material  from  stone 
crusher  (if  used)  is  delivered, 

"  These  hoppers  revolve  as  on  a  turn-table,  and  in  courae  of  revolution  the 
Band  and  cement  are  added. 

"  When  a  hopper  arrivea  at  B  the  door  is  opened,  and  its  contents  delivered 
on  to  the  elevator  band,  the  arrangement  of  which  speaks  for  it«elf 

"  The  supply  of  water  is  added  as  the  materials  are  delivered  from  the  ele- 
vator into  tiie  revolving  miring  cylinder  at  C. 

"  The  mixer  is  a  plain  cylinder  of  wrought  iron,  with  some  dividing  plates 


Fig.*109.     Le  MasuTier'i  CoTterete  MacMne.     Eltvation. 


^J'-^l^,  IjTpstelf^lWfi 


Fig,  110.     Plan. 

in  it,  and  is  slightly  inclined.  In  traveUiog  throngh  it  the  concrete  becomea 
thoroughly  mixed,  and  is  delivered  at  D  either  into  a  shoot  leading  direct  to 
its  destination,  or  into  barrows  for  wheeling  it  away. 

"  When  barrows  are  employed  a  short  swivelling  shoot  is  used,  ttansfenble 
from  one  to  the  other,  so  Uiat  the  delivery  is  conthiuouB. 

"  In  case  of  interruption  there  is  a  clutch  by  which  the  miier  may  be 
thrown  out  of  gear. 

"  It  will  be  seen  from  the  drawing  that  the  whole  apparatus  is  portable  in 
two  partBj  one  the  turn-table  of  hoppers,  which  is  consUucted  on  a  bogie,  and 
the  other  the  mixer  and  elevator,  Uie  latter  being  hinged  to  the  frame  at  E, 
so  that  the  end  F  may  be  raised  dear  of  the  ground,  and  retained  so  by  the 
clip  at  G. 

"  For  following  up  straight  work  the  end  F  of  elevator  may  be  suspended 
to  the  bogie  under  the  hopper  turn-table,  and  the  whole  moved  as  ooe 
machine  on  baulks  of  timber. 

"  lu  addition  to  the  advantages  of  simplicity,  portability,  and  efficiency, 
there  is  economy,  as  this  machinery  will  easily  produce  150  cubic  yards  of 
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very  superior  coucrete  at  a  cost  of  fourpence  per  yard,  including  engine 
power. 

*^  It  will  thus  be  noted  that  the  moderate  prime  cost  is  very  small  in  pro- 
portion to  the  advantages.'* 

This  machine  has  been  extensively  used  in  the  new  dock  works  at  Birken- 
head, and  also  at  HulL 

Ridley* B  Goncrete-Mixer  has  a  fixed  inclined  cylinder,  with  a  central  shaft 
carrying  longitudinal  shelves,  which  lift  the  materials  as  the  shaft  revolves, 
and  mix  them  together. 

Stoney's  Concrete-Mixer  is  an  inclined  open  iron  trough  having  a  shaft 
passing  through  its  centre,  with  projecting  blades  which  revolve  and  mix  the 
materials. 

American  Concrete-Mixer. — This  machine  consists  of  a  long  box  or  shoot 
divided  vertically  into  compartments  separated  from  one  another  by  doors. 

The  ingredients  are  placed  in  the  uppermost  compartment,  and  the  doors 
being  opened  by  long  levers  worked  from  the  top  of  the  shoot,  the  materials 
fall  gradually  from  one  compartment  to  the  other  until  they  reach  the  bottom 
of  the  shoot  thoroughly  mixed. 

The  advantage  of  this  arrangement  is  that  the  lower  end  of  the  shoot  may 
be  placed  at  the  point  where  the  concrete  is  to  be  deposited,  so  that  any 
further  handling  of  the  concrete  after  mixing  it  is  unnecessary. 

This  machine  is  not  used  in  England,  and  therefore  no  illustration  of  it  is 
given. 


ON  THE  ACTION  OF  FOEEIGN  CONSTITUENTS  IN 

LIMESTONES  AND  CEMENTS. 

The  following  is  an  attempt  to  convey  some  information  with  regard  to  the 
peculiarities  connected  with  the  burning,  setting,  etc,  of  Umes,  cements,  and 
mortars  of  dififerent  classes. 

The  subject  is  one  almost  too  intricate  for  a  treatise  of  such  an  elementary 
character  as  this,  in  which  much  chemical  knowledge  cannot  be  presupposed. 
Nevertheless  it  is  touched  upon,  for  without  some  idea  of  the  principles 
involved,  all  dealing  with  these  important  materials  must  be  conducted 
entirely  by  rule  of  tliumb,  or  guess  work. 

A  very  slight  acquaintance,  however,  with  the  changes  that  take  place 
during  the  different  operations  will  enable  the  student  more  easily  to  remem- 
ber, and  more  intelligently  to  avail  himself  of,  the  several  characteristics  of 
different  limes  and  cements. 

Pure  or  Fat  Tiimes. — From  the  experiments  made  with  limes  of  which 
the  composition  is  accurately  known,  it  is  evident  that  the  differences  in  their 
slaking  and  setting  properties  is  due  to  the  nature  and  proportion  of  the 
foreign  constituents  they  contain.  These  are  chiefly  clay  and  magnesia. 
Pure  or  fat  limes  contain  none  of  these  foreign  constituents. 

Calcination. — Pure  carbonate  of  lime^  contains  nothing  but  lime,  car- 
bonic acid,  and  water.  When  it  is  calcined  the  carbonic  acid  and  water  are 
driven  off  by  the  heat,  and  pure  quicklime  remains. 

*  Calcium  carbonate. 
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Slakinq. — Such  a  quicklime,  when  slaked,  shows  very  violent  action,  great 
heat  is  evolved,  the  mass  is  greatly  swollen,  and  thoroughly  disintegrated. 

Sbtting. — The  residue  left  after  slaking  is  soluble  in  water,  and  has 
within  itself  no  constituent  which  will  enable  it  to  solidify,  except  to  a  very 
slight  extent  It  is  therefore  constantly  soft  when  in  a  moist  situation,  and 
wiU  dissolve  under  water. 

Such  portions  of  its  surface,  however,  as  are  exposed  will  imbibe  carbonic 
acid  from  the  air,  and  will  be  reconverted  into  a  crust  of  carbonate  of  lime, 
as  before  described  (p.  147). 

Mortar  maj>e  from  Fat  Lime. — It  has  before  been  pointed  out  that  the 
addition  of  sand  improves  the  setting  of  fat  limes — 

1.  Because  the  porous  structure  causcil  by  the  presence  of  the  sand  enables 
the  carbonic  acid  of  the  air  to  penetrate  farther,  and  thus  to  reconvert  a 
greater  depth  of  the  lime  into  carbonate. 

2.  Because  the  particles  of  lime  adhere  more  firmly  to  particles  of  sand 
than  to  one  another. 

It  has  been  stated  also  that  pure  silica  in  the  shape  of  sand  acts  merely 
mechanically,  and  enters  into  no  chemical  combination  with  the  lime. 

For  all  practical  purposes  this  is  true,  but  experiments  have  shown  that  in 
the  course  of  several  years  some  such  action  does  take  place  to  a  very  alight 
degree. 

In  Petzholt's  experiments  (described  by  General  Gillmore)  he  found — 

1.  That  in  mortur  one  hundred  years  old  there  w^as  more  soluble  silica  than 
in  the  original  lime. 

2.  That  in  mortar  three  hundred  years  old  there  was  three  times  as  much 
soluble  silica  as  in  the  mortar  one  hundred  years  old. 

Now,  it  is  a  well-known  chemical  fact  that  silica  does  dissolve  in  alka- 
line water,  though  with  extreme  slowness  ;  and  in  this  case,  no  doubt,  in  the 
course  of  a  hundred  years,  a  small  iK)rtion  of  silica  had  been  so  dissolved, 
and  thus  enabled  to  attack  the  lime. 

On  the  other  hand.  General  Scott  mentions  a  case  in  which  fat  lime  mortar 
from  a  wall  five  years  old  was  found  to  be  set  only  on  the  exterior,  and  to  be 
in  a  friable  pulpy  state  inside.  Also  another  case  of  fat  lime  mortar  fifty 
years  old,  which  was  so  soft  that  it  could  be  beaten  up  with  a  trowel. 

On  the  whole  we  may  allow  that  in  fat  lime  mortar  made  with  siliceous 
sand  a  minute  proportion  of  silicate  is  formed  in  the  course  of  many  years. 
However,  the  time  required  to  develop  this  action  is  so  very  long  that  the 
fact  is  of  no  practical  importance  to  the  engineer  or  builder. 

The  hai-dening  of  lime  does  not  depend  merely  ui)ou  the  chemical  effect  of 
the  combinations  which  result  in  the  formation  of  the  carbonate,  and  to  a 
slight  degree  of  the  silicate. 

It  is  also  caused  partly  by  the  crystallisation  of  the  hydrate  of  lime.  The 
water  in  fresh  mortar  contains  lime  in  solution.  As  the  mortar  dries  the 
water  evaporates,  and  leaves  crystals  of  lime  deposited  upon  the  adjacent 
particles  of  lime  or  sand.  These  crystals  attach  themselves  firmly  to  the 
particles,  and  will  withstand  a  considerable  tensile  force. 

In  the  same  way,  wherever  the  air  can  penetrate  the  carbonic  acid  con- 
tained in  it  combines  with  the  lime,  and  deposits  crystals  of  carbonate  of  lime. 

As  before  mentioned,  the  formation  of  silicates  in  a  fat  lime  mortar,  if  it 
ever  occurs,  is  so  slow  as  to  be  of  no  practical  value. 
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The  nsclessness  of  fat  lime  mortar  for  good  work  is  shown  by  the  foUowing 
extracts  from  some  of  the  greatest  authorities  on  the  subject : — 

Sir  Charles  Paslej  says  that  '*  chalk-lime  mortar  when  wet  is  a  pulp  or 
paste,  and  when  dry  it  is  little  better  than  dust" 

Vicat  says,  "  Their  use  should  for  ever  be  prohibited  in  works  of  any  im- 
portance." 

Qeneral  Freussart  says, "  Where  good  hydraulic  lime  is  to  be  had,  no  other 
kind  should  be  used  for  any  purpose  whatever." 

General  Scott,  in  a  paper  on  the  subject,  says,  *'  In  the  foregoing  remarks 
the  worthlessness  of  pure  or  fat  lime  mortars  for  all  constructions,  and  espe- 
ciaUy  for  such  as  involve  the  use  of  heavy  masonry,  or  which  will  remain 
damp  for  any  length  of  time,  has  been  insisted  on  ;  and  it  has  been  explained 
that  their  unfitness  for  thick  and  damp  walls  results  from  their  not  contain- 
ing within  themselves  any  property  by  which  solidification  can  be  brought 
about" 

Hydraulio  liiines  and  Cements  containing  Clay. — With  a  lime 
containing  clay  the  action  is  different  from  that  of  a  pure  lime,  and  not  quite 
80  simple. 

Before  attempting  to  explain  this  action  it  will  clear  the  ground  to  make 
a  few  remarks  regarding  the  nature  and  composition  of  clay.  Some  of  the 
information  now  about  to  be  given  has,  however,  been  anticipated  in  the 
chapter  on  Bricks. 

Clay  is  a  compound  of  silica  and  alumina  with  water,  chemically  known 
as  '^  hydrated  silicate  of  alumina." 

Silica  and  alumina  alone,  or  in  the  presence  of  each  other,  are  infusible, 
except  at  extremely  high  temperatures. 

Tlie  presence  of  iron,  however,  causes  the  ndxture  (silica,  alumina,  and 
iron)  to  fuse  at  a  comparatively  low  temperature. 

The  same  effect  is  produced  to  a  still  greater  degree  by  potash,  soda,  and 
chlorides  of  potassium  and  sodium.  * 

Many  days  naturally,  contain  iron  and  also  the  alkalies  above  men- 
tioned. 

Lvme  is  also  an  infusible  substance.  When  burnt  with  clay  the  lime  is 
attacked  by  the  alumina  as  well  as  by  the  silica  of  the  clay,  and  both  silicate 
of  lime  and  aluminate  of  lime  are  formed. 

Calcination. — When  a  limestone  containing  clay  is  burnt,  the  carbonic 
add  from  the  carbonate  of  lime  and  the  water  from  the  clay  are  partially  or 
wholly  driven  off,  and  the  ingredients  are  re-arranged  in  a  new  set  of  com- 
pounds, the  exact  nature  of  which  varies  both  with  the  original  composition 
of  the  stone,  and  with  the  degree  to  which  it  is  burnt  In  general  terms  it 
may  be  said  that  these  compounds  consist  of  quicklime  mixed  with  silicate 
of  Hme  and  aluminate  of  lime* 

The  silicate  of  lime  is  formed  at  a  comparatively  early  stage  in  the  burn- 
ing, but  it  is  only  at  the  higher  temperatures  that  the  alumina  and  lime  enter 
into  combination  to  form  aluminate  of  lime. 

When  the  burning  has  been  carried  to  the  proper  point,  these  substances 
are  left  in  a  condition  in  which  they  will  combine  with  one  another  and  with 
a  proportion  of  water  (when  made  into  a  paste  with  the  latter).  During  this 
combination  they  form  a  new  set  of  compounds,  and  eventually  yield  a  hard 
substance  iu»oluble  in  water. 
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The  limit  of  temperature  to  which  the  burning  should  be  carried  varies  for 
different  stones,  and  can  only  be  found  out  experimentally. 

The  proportion  of  clay  contained  by  the  limestone,  also  the  composition  of 
the  clay,  both  affect  the  question  of  the  degree  of  burning,  and  it  will  be  well 
to  consider  these  points  separately. 

Proportion  op  Clay. — Effect  in  Stones  burnt  at  a  moderate  temperature, — 
If  the  stone  contain  a  lart/e  proportion  of  clay  and  is  burnt  at  a  moderate 
temperature,  the  silicic  acid  in  the  clay  attacks  the  lime,  forming  calcium 
silicate.  The  alumina  in  the  clay  does  not  combine  with  the  lime  as  long  as 
the  temperature  is  moderate. 

If  there  be  sufficient  clay  present,  the  whole  of  the  lime  is  so  converted 
into  silicate  of  lime,  and  the  result  is  a  quick-setting  cement  like  those  of  the 
Roman  class. 

If  there  is  only  a  smaU  ajnount  of  clay  (that  is,  not  sufficient  to  provide 
the  necessary  amount  of  silica  for  the  conversion  of  all  the  lime  into  silicate), 
some  of  the  lime  will  be  left  uncombined — i,e,  in  a  quick  state.  This 
imcombined  lime  will  slake  upon  the  addition  of  water. 

The  slaking  action  will,  however,  be  sluggish  as  regards  the  mass  of  the 
stone,  for  it  is  impeded  by  the  presence  of  the  clay. 

Such  a  state  of  things  exists  in  hydraulic  lim^ ;  in  these  the  greater  part 
of  the  compound  body  has  been  converted  into  silicate  of  lime  ;  but  there 
is  sufficient  uncombined  quicklime  remaining  to  develop  a  slaking  action, 
This  action,  however,  is  in  most  cases  feeble,  and  sometimes  almost  suppressed, 
in  consequence  of  the  bulk  of  quicklime  being  so  small  in  comparison  with 
that  of  the  mass. 

Effect  in  Cements  burnt  at  a  high  temperature. — ^When,  however,  the  calcina- 
tion is  carried  to  a  further  stage,  and  the  stone  is  burnt  at  a  very  high 
temperature,  not  only  is  the  carbonic  acid  driven  off  and  some  of  the  lime 
converted  into  silicate  of  lime,  but  a  further  combination  takes  place — ^the 
alumina  of  the  clay  combines  with  the  lime,  forming  aluminate  of  lim/S,  and 
at  the  same  time  a  further  silieate  of  lime  is  formed.  In  addition  to  these 
combinations,  there  are  others  of  an  intricate  character  which  result  in  the 
formation  of  double  silicates  of  lime  and  alumina. 

The  aluminate  of  lime  was  found  by  M.  Fremy  to  set  readily,  when 
powdered  and  wetted,  without  access  of  air,  and  also  to  be  capable  of  cement- 
ing together  inert  particles  such  as  those  of  sand. 

The  double  silicates  of  lime  and  alumina  aleo  have  the  property  of  setting 
when  hydrated — i.e.  when  mixed  with  as  much  water  as  they  will  take  up. 

AVhen  Portland  cement  is  raised  to  the  very  high  temperature  necessary  for 
the  proper  burning  of  that  material,  the  whole  of  the  lime  in  the  mixture 
is  converted  into  either  silicate  or  aluminate — the  entire  mass  is  composed  of 
either  one  or  the  other  of  these  compounds,  and  the  result  is  great  strengtL 

In  an  underbumt  Portland  cement,  however,  the  aluminate  is  not  formed, 
some  of  the  lime  is  left  free  ;  the  resulting  cement  is  quick  setting,  but  weak 
and  apt  to  '^  bUnc,**  the  uncombined  particles  of  lime  slaking  either  when 
they  are  wetted,  or  after  a  considerable  lapse  of  time. 

Composition  op  Clay. — If  the  clay  contains  a  large  proportion  of  iron 
and  alumina  (especially  of  iron)  as  compared  with  the  silica,  the  calcination 
must  be  at  a  comparatively  low  temperature,  or  the  particles  will  be 
fused. 

In  the  Roman,  Medina,  and  Atkinson's  cements  the  quantity  of  iron  and 
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alumina  together  nearly  equals  the  silica.  These  are  therefore  burnt  at  a 
low  temperature. 

When,  however,  the  iron  and  alumina  are  in  comparatively  small  propor- 
tion compared  with  the  silica,  the  mixture  can  be  burned  at  a  very  high 
temperature  without  danger  of  fusion.     Tliis  is  the  case  with  Portland  cement. 

The  presence  of  potash  or  soda  in  conjunction  with  the  alumina  produces 
the  same  effect  as  the  presence  of  iron,  but  to  a  greater  degree.  If  material 
containing  them  be  exposed  to  a  high  degree  of  calcination,  it  will  fuse  into 
glass  or  slag. 

The  same  relation  holds  good  between  the  composition  of  the  clay  in 
hydraulic  limestones  and  the  temperature  at  which  they  are  burnt 

"  The  larger  the  amount  of  the  iron  and  alumina  present,  the  more  readily 
will  the  lime  and  the  clay,  when  the  limestone  is  raised  to  a  red  heat,  pass 
successively  from  that  condition  in  which  the  lime  retains  all  its  own  proper 
energy  for  water,  to  that  in  which  the  lime  and  clay  prefer,  in  partnership 
as  it  were,  to  enter  into  combination  with  it  in  a  gradual  and  quiet  manner, 
and  to  that  in  which  the  formation  of  the  silicates  is  completed  without  the 
intervention  of  water,  and  the  resulting  vitrified  compounds  show  themselves 
quite  indifferent  to  it,  or  are  only  affected  by  it  after  having  been  submitted 
to  its  action  for  some  time.''  ^ 

Effects  caused  by  different  Degrees  of  Calcination. — It  has  already 
been  pointed  out  that  the  temperature  at  which  the  calcination  is  effected 
greatly  influences  the  nature  of  the  hydraulic  lime  or  cement  produced. 

As  a  general  rule  slight  calcination  produces  the  quickest-setting  cements, 
and  prolonged  calcination  those  which  have  the  greatest  strength. 

Hydraulic  Limestones, — ^When  a  stone  yielding  hydraulic  lime  is  subjected 
to  too  high  a  temperature,  the  effect  will  be  to  partly  fuse  the  particles, 
which  prevents  them  from  absorbing  water  and  slaking  at  once.  They  thus 
form  either  a  totally  inert  substance,  or  one  which  slakes  after  a  lapse  of 
some  considerable  time. 

Hydraulic  limestones  should  therefore  be  burnt  at  a  moderate  temperature. 

Cement  Stones  containing  a  small  amount  of  Clay, — With  a  stone  containing 
the  smallest  quantity  of  clay  required  to  form  a  cement,  a  slight  calcination 
will  not  carry  the  combination  far  enough  to  form  a  strong  cement,  and 
the  result  will  probably  be  either  a  hydraulic  lime  which  slakes  on  the 
addition  of  water  and  sets  afterwards,  or  a  mixture  of  quicklime  and  quick- 
setting  cement,  the  latter  of  which  sets  first,  and  is  then  broken  up  by  the 
slaking  of  the  lime. 

A  high  degree  of  calcination  produces  a  cement  of  great  strength  ;  the  best 
Portland  cement  is  therefore  produced  by  burning  at  a  high  temperature. 

If,  however,  the  calcination  be  carried  too  far,  the  extreme  heat  will  vitrify 
the  cement,  and  make  it  almost  entirely  inert 

Cement  Stones  containing  a  large  proportion  of  Clay, —  Stones  containing 
much  clay  give,  on  the  other  hand,  the  best  result  with  a  slight  calcinatian, 
many  indeed  at  a  point  short  of  the  expulsion  of  the  carlx)nic  acid.  A 
higher  degree  of  heat,  sufficient  to  make  the  whole  of  the  lime  caustic, 
sometimes  gives  a  mixture  of  limo  and  cement  like  that  produced  by  imder- 
buming  a  slow-setting  cement,  or  H  may  give  a  slow-setting  cement 

The  point  of  vitrification  is  reached  much  sooner  in  such  a  stone,  especially 
if  the  clay  contain  much  soda,  potjinh,  or  iron. 


General  Scott ;  H.E.  Corps  Papers,  vol.  xi 
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Boman  cement  and  others  of  the  same  ckss  are  produced  from  stones 
containing  a  large  proportion  of  clay  and  of  iron,  and  are  therefore  burned  at 
a  low  temperature. 

The  foregoing  ia  only  a  general  sketch  of  the  results  of  the  burning  process, 
to  which  there  are  many  exceptions  caused  by  peculiarities  of  composition. 

Some  stones  yield — 1,  a  cement ;  2,  an  intermediate  lime  ;  3,  a  cement ; 
4,  an  inert  substance ;  5,  a  cement ;  and  6,  an  inert  substance  again,  in  the 
order  given,  and  at  progressive  increasing  degrees  of  calcination. 

Slaking. — ^This  action  also  is  influenced  by  the  proportion  of  clay  con- 
tained in  the  lime. 

If  the  burnt  stone  contains  so  small  a  proportion  of  clay  that  the  silicates 
and  aluminates  cannot  combine  with  all  the  lime,  a  certain  proportion  of 
quicklime  is  left  in  an  uncombined  or  free  condition.  This  causes  a  modified 
slaking  action,  more  or  less  marked  in  proportion  to  the  amount  of  free  lime 
that  is  present 

In  proportion  as  the  amount  of  clay  increases,  and  therefore  in  proportion 
as  the  free  quicklime  diminishes,  e.g.  in  hydraulic  and  eminently  hydraulic 
limes,  this  slaking  action  is  more  and  more  suppressed. 

Finally,  in  the  case  of  cements,  where  the  quantity  of  uncombined  lime  is 
reduced  to  a  minimum,  the  slaking  action  entirely  disappears,  and  the  setting 
process  begins  immediately  upon  the  addition  of  water. 

Setting. — We  see,  then,  that  after  the  processes  of  burning  and  slaking 
hydraulic  limes  containing  clay,  there  is  left  within  them  a  mixture  of  pure 
lime  and  silicates,  or  of  pure  Ume,  silicates,  and  aluminates,  ready  to  combine, 
if  a  proper  communication  is  provided  to  bring  them  into  contact 

When  the  lime  is  placed  under  water,  this  is  effected,  for  the  water  at  once 
commences  to  disseminate  and  in  some  degree  to  dissolve  the  particles  of 
pure  lime  ;  these  mingle  with  the  silicates  (many  of  which  are  also  partially 
soluble),  and  combine  with  them,  one  by  one,  by  slow  degrees,  to  form  a  new 
set  of  hydrated  silicates. 

It  is  evident,  then,  that  the  water  acts  by  enabling  the  particles  of  alumina 
and  silica  to  get  at  the  particles  of  lime,  and  thus  to  attack  them  ;  whereas  if 
the  particles  remained  in  a  dry  state,  they  would  lie  within  a  short  distance 
of  one  another,  without  ever  combining. 

A  certain  proportion  of  the  water  also  plays  another  part,  by  itself  combin- 
ing with  the  silicates  and  aluminates  to  form  hydrated  compounds,  which  set 
by  crystallising,  and  ]>>ass  into  the  solid  state. 

This  explains  why  mortars  of  hydraulic  limes  should  not  be  allowed  to  dry 
too  quickly.  The  dissemination  and  dissolution  of  the  particles  is  thereby 
stopped,  and  the  setting  process  impeded. 

A  properly  burnt  lime,  containing  sufficient  clay,  when  saturated  with 
moisture  after  calcination,  or  when  quite  immersed,  is  therefore  in  a  favourable 
condition  for  forming  the  hard  and  insoluble  compound  above  mentioned  ;  in 
fact  its  composition  adapts  it  for  setting  under  water. 

Even  in  the  case  of  fat  limes  the  presence  of  moisture  for  a  certain  time  is 
useful,  for  it  enables  them  more  readily  to  absorb  carbonic  acid  from  the 
air.  In  hot  countries  it  is  necessary  that  work  in  which  they  are  used  should 
be  kept  moist  for  some  time,  otherwise  the  mortar  will  be  in  a  granular 
crumbly  state,  it  will  not  readily  absorb  carbonic  acid,  and  the  lime  will  not 
enter  the  crystalline  condition  which  is  essential  for  proper  setting. 

Proportion  of  Clay, — To  give  a  perfect  result  there  must  be  sufficient  day 
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to  combine  witli  all  the  lime  in  the  mixture ;  otherwise  some  of  the  lime, 
having  nothing  to  combine  with,  remains  pure  and  soluble,  and  reduces  the 
average  setting  property  of  the  whole. 

This  occurs  in  those  hydraulic  limes  which  contain  from  8  to  15  per  cent 
of  silica.  When  aU  this  silica  has  entered  into  combination,  there  is  still 
some  quicklime  left  (more  or  less  in  inverse  proportion  to  the  amoimt  of  clay). 
This  remaining  lime  develops  the  slaking  action  as  before  explained,  and 
impedes  the  action  of  setting. 

On  the  other  hand,  there  must  not  be  too  much  clay,  or,  after  the  lime  is 
turned  into  silicate,  there  will  be  a  surplus  of  free  clay  left — having  in 
itself  no  hardening  property,  and  which  will  decrease  the  strength  of  the 
resulting  cement 

The  proportions  required  to  produce  a  cement  vary,  however,  within 
tolerably  wide  limits  (22  to  36  per  cent)  ;  as  a  general  rule,  the  quicker- 
setting  cements  are  produced  from  stones  containing  most  clay. 

Composition  of  Clay, — Those  clays  which  contain  a  large  proportion  of  iron 
and  alumina  cause  the  Ume  in  which  they  occur  to  set  with  greater  rapidity 
than  do  ordinary  clays. 

The  following  Table  sums  up  approximately,  and  in  a  concise  form,  the 
mutual  relations  of  the  proportion  of  clay,  composition  of  clay,  degree  of 
calcination,  and  setting  properties  in  different  classes  of  limes  and  cements. 


Proportion  of 

Clay  before 

burning. 

Composition  of 
Clay. 

Degree  of 
Cal(»nation. 

Setting 
Properties. 

Examples  of  the 
Class. 

0  to  8  p.  C 

•  •  • 

Very  low. 

Absorb      car- 
bonic acid  from 
air. 

Fat  limes. 

8  to  18  p.  c. 

Variou.«L  Those 
with  most  iron 
and      alumina 
set  most  quickly 

Moderate. 

Moderately 
quick  setting. 
No  great 
strength. 

Tiias  and  other 
hydraulic  lime.s 

20  to  30  p.  a 

Iron  and  alu- 
mina.    Silicic 
acid. 

Very  high. 

Sets  slowly. 
Very  strong. 

Portland 
cement 

Do. 

Do. 

Extreme. 

Become  inert 

Do.  over-burnt. 

22  to  55  p.  c. 

Iron  and  alu- 
mina.    Silicic 
acid. 

Low. 

Seta  very 
quickly. 
No  great 
strength. 

Roman  cement 
and  others  of 
that  class  (see 
p.  168). 

Do. 

Do. 

High. 

Become  inert 

Do.  over-burnt. 

We  have  considered  the  effect  of  clay  in  conferring  hydraulic  properties 
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upon  limes,  which  it  does  by  presenting  silica  in  a  state  fit  for  combina- 
tion, but  clay  is  not  the  only  substance  which  has  this  effect 

PozzuoLANA,  eta — As  before  noticed,  the  presence  of  several  other  forms 
of  soluble  silica  and  pozzuolana  will  also  answer  the  purpose  in  a  greater  or 
less  degree. 

The  general  nature  of  the  reactions  that  take  place  in  the  setting  of  limes 
containing  these  substances  are  much  the  same,  and  produce  effects  similar  to 
those  already  described. 

It  has  been  recommended  that  mortar  made  with  substances  of  this  kind 
should  be  allowed  to  remain  in  paste  for  some  time  before  use.  The  reason 
for  this  is  that  in  consequence  of  the  clay  and  lime  not  having  been  burnt 
together,  none  of  the  silicates  have  been  fonned,  as  they  are  in  ordinary 
hydraulic  limes  burnt  in  the  kiln.  Every  facility  should  therefore  be  given 
to  the  silica  to  attack  the  lime  through  the  intervention  of  the  water  (see 
p.  221),  and  thus  to  form  silicates,  before  the  mortar  is  used. 

Carbonate  of  Magnesia. — Carbonate  of  magnesia  is  a  substance  very 
similar  to  carbonate  of  lime  ;  it  loses  its  carbonic  acid  in  burning,  combines 
with  silica,  etc.,  and  behaves  generally  in  the  same  way,  with  one  important 
exception,  viz.  that  the  calcined  magnesia  will  not  slake  on  the  addition  of 
water,  but  combines  with  it  gradually  and  quietly,  and  sets  to  some  extent  in 
doing  so.  When  silica  is  present  it  combines  with  the  magnesia,  and  with 
the  lime,  forming  a  double  silicate  of  lime  and  magnesia,  which  is  of 
greater  strength  than  either  silicate  of  lime  or  silicate  of  magnesia  separately. 

Besides  this,  the  magnesia  and  lime,  even  without  the  intervention  of  the 
silica,  wiU  combine  and  harden  under  water. 

The  hydraulic  mortar  that  is  produced  from  magnesian  limestones  and 
dolomites  (see  p.  69)  owes  its  properties  to  the  different  combinations  above 
mentioned. 

Sulphates. — Lime  can  also  be  made  to  unite  with  water  in  this  way  by 
the  presence  of  a  small  quantity  of  any  sulphates,  and  the  employment  of  this 
property  by  a  suitable  process  will  considerably  increase  its  setting  power. 

The  setting  of  lime  thus  treated  is  essentially  distinct  from  that  produced 
by  combination  with  silica,  inasmuch  as  it  depends  on  combination  with  water 
only  (which  becomes  solid)  and  the  resulting  substance  (which  is  simply 
hydrate  of  lime)  is  entirely  soluble  in  water,  though  with  more  difficulty 
than  ordinary  slaked  lime  owing  to  its  superior  density. 

Sulphate  of  magnesia  ^  (commonly  known  as  Epsom  salts)  is  very  soluble  in 
water. 

^  Magnesium  sulphate. 
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The  sarfaces  of  walls  are  often  coTei^  with  an  efflorescence  of  an 
nnsightlv  character. 

Thid  efflorescence  is  fonued  by  a  process  known  as  ttdtjtetreing.  It  shows 
itself  chieflj  in  the  case  of  newlj  built  walls,  bat  also  in  those  parts  of  older 
walls  which  are  exposed  to  damp.  It  Taries  somewhat  in  appearance  and  also 
in  chemical  composition,  and  is  most  apparent  in  dry  weather. 

Appearance, — It  is  generally  white  in  colour  and  crystalline  in  structure  ; 
the  crystals  presenting  the  appearance  of  rery  fine  fibres  or  needles,  or 
looking  like  a  thin  coating  of  snow  or  white  sugar. 

Compontion, — Chemical  amdysis  has  shown  that  these  crystals  yary  con- 
siderably in  composition.  They  often  consist  of  sulphate  of  magnesia,  also 
of  sulphate  of  lime  ;  of  carbonate,  sulphate,  or  nitrate  of  soda  ;  of  chlorides  of 
soda  and  potash,  and  carbonate  of  potash. 

Causes. — Efflorescence  is  attributable  sometimes  to  the  bricks  or  stones  of 
a  wall,  sometimes  to  the  mortar.  Dampness  is  favourable  to  its  formation. 
Cold  as  low  as  the  freezing  point  stops  it 

In  bricks  burnt  with  eoai  fires,  or  made  from  clay  containing  iron  pyrites 
(bisulphide  of  iron),  the  sulphur  from  the  fuel  converts  the  lime  or  magnesia 
in  the  clay  into  sulphates.  When  the  bricks  are  wet  these  dissolve  ;  when  dry, 
they  evaporate,  leaving  crystals  on  the  surface.  The  sulphate  of  magnesia  is 
generally  found  in  much  greater  quantity  than  the  sulphate  of  lime,  as  it  is 
far  more  soluble  in  water. 

Many  limestones  contain  magnesia  (see  p.  149) ;  these  are  acted  upon  during 
calcination  by  the  sulphur  in  the  foel ;  sulphates  are  formed,  which  find  their 
way  into  the  mortar  and  produce  efiects  similar  to  those  above  mentioned. 

Again,  the  sulphur  acids  evolved  from  ordinary  house  fires  attack  the 
magnesia  and  lime  in  the  mortar  joints  of  the  chimney  ;  these  dissolve  and 
evaporate  on  the  surface. 

The  formation  of  chlorides  is  nearly  sure  to  take  place  if  sea  sand  or  sea 
water  be  used,  or  in  bricks  made  from  clay  which  has  been  covered  by  salt 
water. 

In  some  situations  the  formation  of  the  nitrates  has  been  attributed  to  the 
absorption  of  ammonia  from  the  air. 

The  potassium  and  sodium  salts  are  supposed  in  many  cases  to  be  derived 
partly  from  the  limestone  used  for  the  mortar,  and  partly  from  the  fuel 
employed  in  burning  the  lime. 

Disadvantafjes. — Not  only  does  the  efflorescence  present  a  disagreeable 
appearance,  but  it  causes  damp  patches  on  the  surface  of  the  wall,  it  will 
eat  through  any  coat  of  paint  that  has  been  applied  after  the  efflorescence 
has  once  commenced,  and  will  even  detach  small  fragments  of  the  materials 
composing  the  wall. 

Remedies, — Prevention  in  this  case  is  better  than  any  attempt  at  cure. 

The  best  ])lan  is  to  avoid  all  the  materials  above  mentioned  as  likely  to 
give  rise  to  efflorescence. 

In  the  case  of  bricks,  clay  containing  pyrites  or  much  magnesia  should 
not  bo  used  ;  special  bricks  may  be  burnt  with  coke  or  wood. 
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As  regards  mortar,  the  use  of  limestones  containing  magnesia  to  any  great 
extent  may  generally  be  avoided. 

If,  however,  it  does  occur  in  spite  of  all  precautions,  the  following  remedies 
may  be  tried  : — 

In  the  case  of  ashlar-work  : — 1.  The  surfeu^e  may  be  covered  with  a  wash 
of  powdered  stone,  sand,  and  water,  which  is  afterwards  cleaned  off. 

This  fills  up  the  pores  of  the  stone,  and  temporarily  stops  the  efflorescence. 
When  the  wash  is  removed  the  saltpetreing  will  recommence,  but  in  a  weaker 
degree  than  before.^ 

2.  Painting  the  surface  is  sometimes  efficacious  if  it  is  done  before  the 
efflorescence  commences. 

The  mortar  before  use  may  be  treated  to  prevent  it  from  causing  efflores- 
cence— 

1.  By  mixing  with  it  any  animal  fatty  matter.  General  Qillmore  recom- 
mends 8  to  12  lbs.  of  fatty  matter,  100  lbs.  quicklime,  and  300  cement 
powder. 

2.  Potash  salts  may  be  rendered  harmless  by  adding  hydrofluosilicic  acid.^ 

ANALYSIS  OF  LIMES  AND  CEMENTS. 

The  strictly  chemical  view  of  this  subject  is  beyond  the  scope  of  these 
Notes  ;  but  in  order  to  render  them  more  complete,  the  following  directions  ' 
for  testing  and  analysing  a  lime  or  cement  are  added,  in  the  hope  that  they 
may  be  useful  to  such  readers  as  may  have  the  chemical  knowledge  neces- 
sary to  understand  them  and  put  them  into  practice. 

Chemical  Test. — "  A  useful  chemical  test  for  the  amount  of  hydraulicity 
is  made  as  follows  : — ^A  small  portion  of  the  lime  or  cement  (about  as  much  as 
can  be  piled  upon  a  sixpenny  piece)  is  placed  in  a  test-tube,  and  sufficient 
H,0  added  to  cover  it,  and  finally  about  1 J  drachm  of  HCl.  It  is  then 
warmed  over  a  gas  jet  or  spirit  lamp.  If  much  soluble  silicic  acid  be  present 
it  will  form  a  thick  jelly,  whilst  if  poor  or  if  it  have  become  inert,  it  will  be 
only  partially  gelatinised,  and  perhai>s  remain  liquid.  Taking  a  cement 
which  is  known  to  be  rich  in  silica,  and  comparing  it  with  the  one  which  is 
to  be  tested,  a  very  fair  estimation  of  its  hydraulicity  can  be  made.  Limes 
which  contain  much  magnesia  are  apt  to  part  with  their  silica  in  an  amorphous 
powdery  form,  yielding  only  a  slightly  gelatinous  appearance.  This  should 
be  noted,  and  a  sample  not  rejected  if  the  precipitated  silica  be  sufficiently 
large  in  amount.  If  the  cement  or  lime  effervesce  very  strongly  on  the  appli- 
cation of  the  HCl,  there  is  a  strong  suspicion  that  it  has  absorbed  too  much 
carbonic  acid,  and  has  thereby  weakened  its  setting  and  lasting  properties." 

Chemical  Analysis. — ^^The  chemical  analysis  of  a  lime  or  cement  is 
one  whicli  is  easily  performed,  and  requires  but  little  apparatus. 

**  About  30  grains  of  the  cement  should  be  powdered  in  a  mortar  and  placed 
in  a  small  porcelain  dish,  and  about  2  drachms  of  HgO  and  the  same  quantity 
of  HCl  added  to  it,  and  the  dish  placed  on  the  sand  bath  ;  a  brisk  effer- 
vescence being  noted,  shows  the  presence  of  carbonic  acid.     The  powder,  after 

*  Burnell  On  Limes  and  Cements. 

*  Gillmore  On  Limes  and  Cements. 

'  From  Notes  on  the  Chemistry  of  Buildimj  Materials^  by  Captain  Abney,  R.E., 
F.R.S. 
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BtiTring  with  a  glass  rod,  will  begin  to  dissolve,  and  after  five  minutes'  boiling 
a  residue  will  be  left  which  is  plainly  unattackable  bj  the  acid.  This  most 
be  filtered  out,  and  noted  as  insolvhle  residue,  consisting  most  probably  of 
sand.  After  filtering  and  washing  out  the  dish  the  liquid  is  evaporated  to 
drynesi.  When  the  dish  is  sufficiently  cool,  dilute  HCl  is  poured  on  the 
mass,  which  is  boiled  as  before.  It  will  now  be  found  that  a  white  residue  is 
left  undissolved.     This  is  nlicic  acid,  which  must  be  filtered  out. 

'*  A  small  portion  of  the  liquid  is  poured  into  a  test-tube,  and  a  little  H, S 
added.  Should  there  be  no  pp*,  the  absence  of  Group  II.  may  be  inferred.^ 
Another  portion  is  treated  with  NH4CI+NH4HO  ;  this  will  be  found  to  yield, 
in  almost  all  cases,  a  reddish  gelatinous  pp\  Such  being  the  case,  the  same 
re-agents  must  be  added  to  the  whole  remaining  portion  of  the  liquid  which 
should  be  transferred  to  a  glass  beaker.  The  pp^  must  next  be  filtered  out, 
and  well  washed  with  warm  H,0,  and  the  filtrate  (a)  left  for  further 
examination. 

"  The  pp*  being  dissolved  off  the  filter  by  passing  a  few  drops  of  strong  HCl 
through  it,  and  the  solution  being  diluted  with  a  little  water,  EHO  is  added 
in  excess.  A  red  gelatinous  pp^  at  once  becomes  apparent.  This  is  filtered 
out  and  tested  for  iron  by  (NH4)sS.  Blackening  shows  the  presence  of  iron. 
The  filtered  solution  is  now  treated  with  NH4CI,  and  should  a  white  gelati- 
nous pp^  be  formed  after  standing,  alumina  is  present  Solution  (a)  is  next 
examined, — a  small  portion  of  it  may  be  tested  with  ammonium  hydro- 
sulphate,  usually  without  any  result :  but  should  a  pp*  be  produced,  it  will 
indicate  Mn  or  Zn,  or  both  ;  the  remaining  portion  is  treated  with  (NHJ^COs  ; 
a  dense  white  pp^  will  be  at  once  formed,  this  must  be  filtered  out,  and  the 
solution  (fi)  put  away  for  subsequent  examination.  The  pp^  is  then  treated 
with  a  very  little  dilute  HCl,  which  dissolves  it.  To  a  portion  of  its  solution 
a  little  CaSO^  is  added  ;  a  pp*  on  boiling  indicates  the  presence  of  Ba  or  Sr, 
while  a  pp*  caused  by  (NH4)jCi04+NH4HO — in  a  fresh  portion  of  the  solution 
— shows  the  presence  of  lime. 

"  Solution  (P)  is  next  treated  with  a  few  drops  of  NH^HO  and  Na^HPO^,  and 
left  standing  an  hour  ;  a  pp^  being  then  visible  gives  evidence  of  magnesia, 

"  About  100  grains  of  the  cement  should  be  boiled  in  water  to  extract  any 
soluble  salts,  and  the  filtered  solution  evaporated  down  to  small  bulk  ;  none 
of  the  soluble  salts  of  the  metals  of  groups  iL,  iii.,  and  iv.  would  be  likely  to 
occur  in  a  lime  or  cement,  and  consequently  the  metals  of  these  groups  need 
not  be  looked  for.  A  small  quantity  of  lime  might,  however,  be  taken  up  by 
the  water.  A  small  quantity  of  anmiouium  oxalate,  and  an  excess  of 
ammonia,  must  be  added  to  the  solution  to  precipitate  it,  after  which  the 
filtered  solution  should  be  evaporated  to  dryness.  The  residue  should  then 
be  strongly  ignited  to  drive  off  the  excess  of  ammonium  oxalate,  and  should 
there  still  be  a  residue  it  must  consist  of  alkaline  chlorides  present  in  the 
cement  To  confirm  this  result,  redissolve  the  residue  in  water  and  test  a 
portion  for  chlorine  with  silver  nitrate,  which  should  produce  a  white  curdy 
precipitate,  insoluble  in  boiling  nitric  acid. 


^  Group  II.  consists  of  metals,  in  solntions  of  which  HCl  gives  no  precipitate,  but 
HC1  +  H,S  give  precipitates— the  metals  are  Hg.  Cu.  Bi.  Cd.  Aa  Sb.  Sn.  The  metals 
of  this  group  are  but  seldom  met  with  in  limes  or  cements ;  should  any  be  present, 
recourse  must  be  had  to  the  tables. 
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'^  Finally,  if  any  soluble  sulphate  be  present  it  will  have  been  taken  up  by 
the  H,0 ;  therefore,  a  fresh  portion  of  the  solution  should  be  tested  wiUi 
barium  chloride,  which  will  produce  a  white  precipitate  if  any  sulphuric  add 
be  present 

'^  A  further  search  for  acids  is  unnecessary,  no  one  of  any  importance  or  of 
any  value  could  be  found,  as  any  such  would  have  been  traced  in  the  examina- 
tion for  metals.  The  qualitative  examination  of  a  lime  or  cement  usually 
gives  the  following  as  present  j — 

"  Carbonic  Acid.  Lime. 

Insoluble  Residue.  Magnesia. 

Silicic  Acid.  Alkalies. 

Ferric  Oxide.  Chlorine. 

Alumina.  Sulphuric  Acid  (trace).'' 


The  following  Table  gives  analyses  of  a  few  cements  (made  by  a  friend  of  the  writer's) 
taken  from  actual  specimens  of  fair  quality  met  with  in  practice  : — 


1 

Portland  Cement. 

Roman  Cement. 

Medina 
Cement. 

Heavy 
slow- 
setting. 

Light 

quck- 

setting.! 

Average 

good 
cement 

Specimen  1. 

Specimen  2. 

Clay  unacted  upon     . 

•3 

4-4 

Traces. 

9-7 

7-9 

6-8 

Soluble  Silica    . 

22-3 

20-6 

22-0 

16-0 

17-2 

190 

Oxide  of  Iron    . 
Soluble  Alumina 

3-2 
7-2 

3-5 
10-9 

3-5 

8-0 

I   22-2 

-   21-6 
J 

'   16-6 

Sulphuric  Acid 

1-4 

2-4 

10 

Lime 

63  0 

500 

620 

41-2 

46-1 

49-8 

Magnesia  . 

•6 

•0 

10 

1-7 

1-6 

Alkalies    . 

1-3 

1-6 

1-5 

^ 

'     6-7 

■x 

1  Carbonic  Acid  . 

•  •  • 

60 

Traces. 

9-2 

9-3 

Moisture  and  loss 

•7 

1-5 

10 

' 

. 

^  This  cement  evidently  contains  too  little  lime. 
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Materials  used  by  Plasterers. — ^A  great  variety  of  composi- 
tions are  used  by  plasterers,  some  of  which  will  be  described. 

Among  the  most  important  of  these  are  cements  of  various 
kinds.  Many  of  these  are  used  also  for  building  purposes,  and 
have  abeady  been  considered.  Others  are  very  deficient  in  strength 
and  weathering  properties,  and  are  suitable  only  for  covering  the 
surfaces  of  internal  walls.     These  will  now  be  described. 

In  addition  to  these  there  are  several  mixtures  made  up  of 
lime,  sand,  and  other  materials,  distinguished  by  various  names, 
and  also  used  for  covering  surfaces  of  walls. 

The  description  of  these  was,  to  a  slight  extent,  necessarily 
4Uiticipated  in  Part  II.,  but  will  here  be  repeated. 

Materials  used  by  the  plasterer  in  common  with  other  trades, 
such  as  size,  laths,  etc.,  will  be  described  in  Chapter  IX. 

Cements,  etc.,  used  as  Plasters. — Gtfsum. — ^The  basis  of  most  plasters 
is  a  native  hydrated  sulphate  of  lime  occurring  as  a  soft  stone,  usually  of  a 
more  or  less  crystalline  texture,  and  varying  in  colour  from  white  through 
shades  of  brown  and  grey  to  black.  White  and  light  shades  are  the  com- 
monest in  England,  where  it  is  found  in  Derbyshire,  Nottinghamshire, 
Cheshire,  and  Westmoreland.  It  is  also  found  in  great  abundance  in  the 
neighbourhood  of  Paris. 

The  very  fine-grained  pure  white  varieties  are  termed  *'  alabaster,"  or,  when 
transparent, ''  selenites." 

The  raw  stone  is  prepared  either  by  simple  calcination,  or  by  calcination 
and  combination  with  various  salts  of  the  alkalies. 

Plaster  of  Paris  is  produced  by  the  gentle  calcination  of  gypsum  to  a 
point  short  of  the  expulsion  of  the  whole  of  the  moisture.  The  raw  stone  is 
sometimes  ground  in  the  first  instance  and  calcined  in  iron  vessels. 

Pftste  made  from  it  sets  in  a  few  minutes,  and  attains  its  full  strength  in 
an  hour  or  two. 

At  the  time  of  setting  it  expands  in  volume,  which  makes  it  valuable  for 
filling  up  holes  and  other  defects  in  ordinary  work. 

It  is  also  added  to  various  compositions  in  order  to  make  them  harden 
more  rapidly. 

Plaster  of  Paris  is  used  for  making  ornaments  for  ceilings,  etc,  which  are 
cast  by  forcing  it,  in  a  pasty  state,  into  wax  or  gutta-x>ercha  moulds. 

Where  it  is  plentiful,  as  in  the  neighbourhood  of  Paris,  it  is  used  in  all 
parts  of  house-construction  where  it  will  be  free  from  exposure  to  the 
weather,  for  which  it  is  unfit,  as  it  is  very  soluble  in  water. 

There  are  three  qualities  of  plaster  of  Paris  in  the  market — the  "  superfine ^^ 
**  fine^**  said  ^*  coarse ;  ^*  the  two  former  being  whiter  and  smoother  in  grain 
than  the  last  The  superfine  is  sold  in  casks,  and  the  other  qualities  in  casks 
or  sacks.     Both  casks  and  sacks  contain  2  cwt 
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Portland  Cement  is  mucli  used  by  plasterers  for  external  rendering  (see 
page  404,  Part  IL) 

As  before  mentioned,  the  lighter  varieties  of  Portland  cement,  weighing 
from  95  to  105  lbs.  per  bushel,  are  those  best  adapted  for  this  purpose. 
They  set  more  quickly,  and  thus  save  expense  nut  only  in  their  first  cost,  but 
also  in  the  labour  that  is  bestowed  upon  them  by  the  plasterer. 

Roman  Cement,  and  others  of  the  same  class,  described  at  page  157,  are 
used  for  internal  rendering,  as  mentioned  at  page  405,  Part  U. 

Ebene's  Cement  is  a  plaster  produced  by  recalcining  plaster  of  Paris  after 
soaking  it  in  a  saturated  solution  of  alum. 

One  pound  of  alum  is  dissolved  in  a  gallon  of  water,  and  in  this  solution 
are  soaked  84  lbs.  calcined  plaster  of  Paris  in  small  lumps  ;  these  lumps  are 
exposed  eight  days  to  the  air,  and  then  recalcined  at  a  dull  red  heat. 

The  addition  of  half-a-pound  of  copperas  gives  the  cement  a  cream  colour, 
and  is  said  to  make  it  better  capable  of  resisting  the  action  of  the  weather. 

This  cement  is  harder  than  the  other  varieties  made  from  plaster  of  Paris, 
and  is  consequently  used  for  floors,  skirtings,  columns,  pilasters,  etc. ;  it  is 
also  frequently  painted  to  imitate  marble. 

Keene's  cement  is  made  in  two  qualities,  the  coarse  and  the  superfine : 
the  former  is  white,  and  capable  of  receiving  a  high  polish  ;  the  latter  is  not 
so  white,  or  able  to  take  so  good  a  polish,  but  sets  hard.  The  superfine 
quality  is  sold  in  casks  containing  3^  bushels,  and  the  coarse  in  casks  of  the 
same  size,  and  in  sacks  containing  3  bushela 

Pabian  Cement,  sometimes  called  Keating's  Cement,  is  said  to  be  produced 
by  mixing  calcined  and  powdered  gypsum  with  a  strong  solution  of  borax, 
then  recalcining,  grinding,  and  mixing  with  a  solution  of  alum. 

There  are  two  qualities  of  Parian  cement  in  the  market — the  "  i^vperfine  " 
and  the  ''  coarse"  They  are  sold  in  casks  and  sacks  of  the  same  sizes  as  those 
used  for  Keene's  cement 

^*  Parian  is  said  to  work  freer  than  either  Keene's  or  Martin's  cement,  and 
is  therefore  preferable  for  large  surfaces,  which  have  to  be  hand-floated  before 
trowelling  ;  but  the  two  latter  cements  are  fatter ,  and  produce  sharper  arrises 
and  mouldings."  ^ 

As  Keene's  and  Parian  cement  are  not  used  for  mortar,  their  tensile  strength  is  of  no 
practical  importance.  When  allowed  to  set  in  air  their  strength  was  found  by  Mr.  Grant 
to  be  as  follows  per  sectional  area  of  2\  inches  : — 


Eeene. 

Parian. 

Seven  days 
Fourteen  days 
Three  months 

lbs. 
646-0 

585-8 

720-5 

642-3 
671-2 
853-7 

Martin's  Cement  is  made  in  a  similar  way  to  Parian — carbonate  of  potash 
(pearl-ash)  being  used  instead  of  borax,  and  hydrochloric  acid  being  some- 
times added. 

It  is  made  in  three  different  qualities — coarse,  fine,  and  superfine — the  coarser 
kinds  being  of  a  reddish-white  colour,  and  the  finer  pure  white.     It  is  said 
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to  cover  more  surface  in  proportion  to  its  bulk  than  any  other  similar 
material^ 

Metallic  Cement  ''  has  a  metallic  lustre,  is  suitable  for  outside  work, 
and  is  intended  to  dispense  with  colouring  or  painting,  but  is  not  much 
used."* 

One  variety  is  made  by  mixing  ground  slag  from  copper-smelting  works 
with  ordinary  cement  stone. 

Portland  Cement  Stticco  is  a  mixture  of  Portland  cement  and  chalk.  It  is  of  a 
good  colour  and  close  texture ;  weaker  than  Portland  cement,  but  not  so 
liable  to  crack. 

Lieu  Cement  is  produced  from  Lias  shales  containing  a  large  proportion  of 
soluble  silica.  It  resembles  Lias  lime  in  appearance ;  sets  in  eight  or  ten 
minutes,  and  is  used  for  lining  water-tanks,  or  other  purposes  for  which  a 
light  quick-setting  cement  is  required* 

John's  Stucco  Cement  is  used  as  a  wash  or  paint,  and  when  mixed  with 
three  parts  of  sand  as  a  stucco.  It  is  said  to  adhere  well,  to  be  hard  when 
set  and  impervious  to  wet,  and  to  be  fit  for  mouldings  or  castings.^ 

Uses. — ^These  so-called  *'  cements  "  or  plasters  are  largely  used 
for  the  best  class  of  internal  plastering,  and,  as  they  set  very 
quickly,  they  can  be  painted  within  a  few  hours,  which  is  a  great 
advantage. 

They  are  capable  of  receiving  a  very  high  polish,  to  obtain 
which  the  surface  is  rubbed  down  with  gritstones  of  various 
degrees  of  coarseness ;  afterwards  stopped  or  paid  over  with  semi- 
liquid  neat  cement  which  fills  up  the  pores ;  rubbed  again  with 
snake-stone,  and  finished  with  putty  powder. 

The  plasters  should  not  be  used  in  situations  much  exposed  to 
the  weather,  on  account  of  their  solubility.  This  consideration, 
combined  with  their  cost,  and  the  moderate  strength  they  attain 
even  under  favourable  circumstances,  makes  them  unsuitable  for 
most  engineering  works. 

Mastics  are  a  species  of  cements  consisting  of  brick,  burnt  clay,  or  lime- 
stone powdered,  mixed  with  oil  and  litharge,  or  some  other  drier. 

In  former  years  they  were  much  used  for  covering  external  mouldings,  etc. 
They  were  applied  in  a  thin  coat  with  great  care,  and  looked  well,  but 
required  painting  periodically  to  compensate  for  the  evaporation  of  the  oiL 

Several  varieties  were  used  on  the  Continent,  but  that  best  known  in  Eng- 
land was  called  Ham^lirCe  McuHc 

This  material,  however,  was  expensive,  and  has  been  superseded  by  Port- 
land cement 

The  Materials  used  in  Ordinary  Plastering  are   laid   on   in 
successive  coats,  which  differ  from  one  another  in  composition. 
In  all  of  them  the  lime  used  should  be  most  thoroughly  slaked, 
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or  it  will  throw  out  blisters  after  being  spread.  For  this  reason 
the  "stuff"  is  generally  made  long  before  it  is  required,  and  left 
for  weeks  to  cooL 

Pure  or  fat  limes  are  generally  used  for  the  sake  of  economy, 
and  for  safety.  Hydraulic  limes  would  require  special  attention 
to  prevent  them  from  blowing.  Moreover,  the  surface  of  plaster 
made  with  fat  lime  is  more  aljsorbent,  and  less  liable  to  encourage 
condensation,  than  that  of  plaster  made  with  hydraulic  lime. 

Salt  water  and  sea-sand  should  not  be  used,  as  the  salts  they 
contain  would  cause  permanent  dampness  and  efflorescence. 

HAiR,-^The  hair  used  by  the  plasterer  in  order  to  make  his 
"  coarse  stuff "  hang  together  is  obtained  from  the  tanner's  yard. 

It  should  be  long,  sound,  free  from  grease  and  dirt,  thoroughly 
separated,  beaten  up,  or  switched  with  a  lath,  so  as  to  separate  the 
hairs,  and  dried. 

It  is  classed  according  to  quality  as  Nos.  1,  2,  and  3,  the  last 
being  the  best.     A  bushel  weighs  from  14  to  15  lbs. 

White  hair  is  selected  for  some  work,  but  as  it  should  aU  be 
thoroughly  covered  by  the  coats  subsequent  to  that  in  which  it 
occurs,  its  colour  is  not  of  importance. 

Coarse  Stuff  is  a  rough  mortar  containing  1  or  IJ  part  of 
sand  to  1  of  slaked  lime  by  measure. 

This  is  thoroughly  mixed  with  long  sound  ox  hair  (free  from 
grease  or  dirt,  and  weU  switched,  or  immersed  in  water  to  sepa- 
rate  the  hairs)  in  the  proportion  of  1  lb.  hair  to  2  cubic  feet  of 
the  stuff  for  the  best  work,  and  1  to  3  for  ordinary  work. 

The  sand  is  generally  heaped  roimd  in  a  circular  dish  form ; 
the  lime,  previously  mixed  with  water  to  a  creamy  consistence, 
is  poured  into  the  middle.  The  hair  is  then  added,  and  well 
worked  in  throughout  the  mass  with  a  rake,  and  the  mixture  is 
left  for  several  weeks  to  "  cool,"  i.e,  to  become  thoroughly  slaked. 

"  If  mixed  in  a  mill  the  hair  should  only  be  put  in  at  the  last 
moment,  or  it  wiU  get  broken  and  torn  into  short  pieces. 

"  If  there  is  sufficient  hair  in  coarse  stuff  for  ceilings,  it  should, 
when  taken  up  on  a  slate  or  trowel,  hang  down  from  the  edges 
without  dropping  off. 

"  For  walls  the  hair  may  be  rather  less  than  in  top  stuff  for 
ceilings."  ^ 

Fes'e  Stuff  is  pure  lime  slaked  to  paste  with  a  small  quantity 
of  water,  and  afterwards  diluted  with  water  till  it  is  of  the  con- 
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sistence  of  cream.  It  is  then  allowed  to  settle ;  the  water  rising 
to  the  top  is  allowed  to  run  off,  and  that  in  the  mass  to  evapo- 
rate until  the  whole  has  become  thick  enough  for  use.  For  some 
purposes  a  small  quantity  of  hair  is  added. 

Plasterer's  Putty  is  pure  lime  dissolved  in  water,  and  then 
run  through  a  fine  sieve.  It  is  very  similar  to  fine  stufi*,  but  pre- 
pared in  a  more  careful  manner,  and  is  always  used  without  hair. 

Gauged  Stuff,  also  called  "  Putty  and  Plaster^'  contains  from 
^  to  ^  plasterer's  putty,  the  remainder  being  plaster  of  Paris. 

The  last-named  ingredient  causes  the  mixture  to  set  very 
rapidly,  and  it  must  be  mixed  in  small  quantities,  not  more  being 
prepared  at  a  time  than  can  be  used  in  half  an  hour. 

The  proportion  of  plaster  used  depends  upon  the  nature  and 
position  of  the  work,  the  time  available  for  setting,  the  state  of  the 
weather,  etc.,  more  being  required  in  proportion  as  the  weather  is 
damp.     An  excess  of  plaster  causes  the  coating  to  crack. 

It  is  used  for  finishing  waUs  and  for  cornices.  In  the  latter 
the  putty  and  plaster  should  be  in  equal  proportions. 

Belenitio  Plaster  is  made  with  selenitised  Ume,  otherwise  known  as 
selenitic  cement 

This  material  has  been  described  at  page  170. 

The  method  of  mixing  the  material  for  the  first  coat  of  plastering  on 
brickwork  is  exactly  similar  to  the  process  as  carried  out  for  mixing  mortar. 

This  process  has  been  described  at  pages  194,  195  ;  and  also  at  page  407, 
Part  XL,  and  need  not  therefore  be  repeated. 

For  plastering  on  lath  work  and  other  coats  the  following  directions  of  the 
patentees  should  be  rigidly  followed. 

They  have  already  been  given  in  Part  IL,  but  are  here  repeated  to  make 
these  Notes  more  complete  in  themselves. 

"  JTw  Plastering  on  Lath  fFarh — To  the  same  quantities  of  water  and  prepared 
lime,  as  given,  add  only  6  or  8  bushels  of  clean  sharp  sand  and  2  hods  of 
well-haired  lime  putty  ;  the  hair  being  previously  well  hooked  into  the  lime 
putty.  When  the  mill  is  used,  the  haired  putty  should  only  be  ground  suffi- 
ciently to  ensure  mixing.     Longer  grinding  destroys  the  hair. 

^  Lime  putty  should  be  run  a  short  time  before  being  used,  to  guard  against 
blisters,  which  will  sometimes  occur. 

**  N,B, — This  mixture  will  be  found  to  answer  equally  well  for  ceiUngs  as  for 
partitions.  If  the  sand  is  very  sharp,  use  only  6  bushels  of  sand  for  covering 
the  lath,  and  when  sufficiently  set,  follow  with  8  bushels  of  sand  for  floating 
(or  straightening). 

'*  Setting  Coat  and  Trowelled  Stucco, — ^For  common  setting  (or  finishing  coat 
of  plastering),  the  ordinary  practice  of  using  chalk  lime  putty  and  washed 
sand  is  recommended.  But  if  a  hard  selenitic  face  is  required,  care  must  be 
taken  that  the  prepared  selenitic  lime  be  first  passed  through  a  24  by  24 
mesh  sieve,  to  avoid  the  possibility  of  blistering,  and  used  in  the  following 
proportions  : — 4  pails  of  water  ;  2  bushels  of  prepared  selenitic  lime  (pre- 
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yiously  sifted  through  a  24  by  24  mesh  sieve) ;  2  hods  of  chalk  lime  putty  ; 
3  bushels  of  fine  washed  sand. 

'^  This  should  be  treated  as  trowelled  stucco  ;  first  well  hand-floating  the 
surface,  and  then  well  trowelling.     A  very  hard  surface  is  then  produced. 

"  Selenitic  Clay  Finish, — 5  pails  of  water ;  1  bushel  of  prepared  selenitic 
lime  ;  3  bushels  of  prepared  selenitic  clay  ;  2  bushels  of  fine  washed  sand  ;  1 
hod  of  chalk  lime  putty. 

''This  mixture,  well  hand-floated  to  a  fair  face,  and  then  well  trowelled,  will 
produce  a  finished  surface  equal  to  Parian  or  Eeene's  cement,  and  will  be 
found  suitable  for  hospital  walls,  public  schools,  etc.  Being  non-absorbent, 
it  is  readily  washed. 

*'  The  use  of  ground  selenitic  day  improves  the  mortar,  and  renders  it  more 
hydraulic. 

'^  When  the  selenitic  clay  is  used,  2  bushels  may  be  added  to  1  bushel  of 
prepared  selenitic  lime,  the  proportion  of  sand,  ballast,  etc.,  being  the  same  as 
for  prepared  selenitic  lime.  The  use  of  selenitic  clay  effects  a  considerable 
saving,  as  it  is  much  cheaper  than  lime. 

^^For  Outside  Plastering  use  6  or  8  bushels'only  of  clean  sand,  and  for  finish- 
ing rough  stucco  face  use  4  or  5  bushels  only  of  fine  washed  sand,  to  the  pro- 
portions of  lime  and  water  given.'' 

Hough  Cast  is  composed  of  washed  gravel  mixed  with  hot 
hydraulic  lime  and  water.  It  is  applied  in  a  semi-fluid  state,  as 
described  at  page  409,  Part  II. 

Stuooo. — This  term  is  very  loosely  applied  to  various  substances  which 
differ  considerably  from  one  another.  Tliese  may  be  classed  as  follows : — 
1.  Compounds  of  hydraulic  lime,  formerly  much  used  for  external  covering  to 
walls.  2.  Mixtures  of  lime,  plaster,  and  other  materials  for  forming  smooth 
surfaces  on  internal  walls,  chiefly  those  intended  to  be  painted.  3.  All 
sorts  of  calcareous  cements  and  plasters  used  for  covering  walls. 

These  latter  have  been  described  under  their  several  heads. 

Common  Stucco  consists  of  three  parts  clean  sharp  sand  to  one  part  of 
hydraulic  lime. 

It  was  much  used  at  one  time  as  an  external  covering  for  outside  walls, 
but  has  to  a  great  extent  been  superseded  by  cements  of  recent  introduction. 

The  method  of  applying  this  and  the  other  compositions  mentioned  below 
is  described  at  p.  406,  Part  II. 

Trowelled  Stucco  is  used  for  surfaces  intended  to  be  painted,  and  is  com- 
posed of  two-thirds  fine  stuff  (without  hair)  and  one-third  very  fine  clean  sand. 

Bastard  Stucco  is  of  the  same  composition  as  trowelled  stucco,  with 
the  addition  of  a  Httle  hair. 

Rough  Stucco  contains  a  larger  proportion  of  sand,  which  should,  more- 
over, be  of  a  coarser  grit  The  surface  is  roughened  as  described  at  page  406, 
Part  n.,  to  give  it  an  appearance  like  that  of  stone. 

Artifloial  Marbles  may  be  produced  by  skilful  workmen  by 
working  colours  in  with  almost  any  of  the  white  cements  or  rather 
plasters  mentioned  at  pages  228,  229. 

Certain  processes  for  imitating  marbles  are,  however,  known  by 
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distinctive  names,  and  one  or  two  of  the  more  important  of  these 
wiU  now  be  briefly  noticed. 

SoAOLiOLA  is  a  coating  applied  to  walls,  columns,  etc.,  to  imitate  marble.  It 
IB  made  of  plaster  of  Paris,  mixed  with  various  colouring  matters  dissolved  in 
glue  or  isinglass ;  also  with  fragments  of  alabaster  or  coloured  cement  inter- 
spersed through  the  body  of  the  plaster. 

The  method  of  applying  and  finishing  this  material  is  described  at  page 
410,  Part  II. 

Marbzzo  Marble  is  also  a  kind  of  plaster  made  to  imitate  marble. 

A  sheet  of  plate-glass  is  first  procured,  upon  which  are  placed  threads  of 
floss  silk,  which  have  been  dipped  into  the  veining  colours  previously  mixed 
to  a  semi-fluid  state  with  plaster  of  Paris.  Upon  the  experience  and  skill  of 
the  workman  in  placing  this  coloured  silk  the  success  of  the  material  pro- 
duced depends.  When  the  various  tints  and  shades  required  have  been  put 
on  the  glass,  the  body  colour  of  the  marble  to  be  imitated  is  put  on  by  haiid. 
At  this  stage  the  silk  is  withdrawn,  and  leaves  behind  sufficient  of  the 
colouring  matter  with  which  it  was  saturated  to  form  the  veinings  and 
markings  of  the  marble.  Dry  plaster  of  Paris  is  now  sprinkled  over  to  take 
up  the  excess  of  moisture,  and  to  give  the  plaster  the  proper  consistence.  A 
canvas  backing  \s  applied  to  strengthen  the  thin  coat  of  plaster,  which  '^  is 
followed  by  cement  to  any  desired  thickness  ;  the  slab  is  then  removed  from 
the  glass  and  polished. 

''  Imitation  marble  of  this  description  is  employed  for  pilasters  and  other 
ornamental  work,  and  is  .now  used  by  Mr.  Qeorge  Jennings  in  the  manufac- 
ture of  a  variety  of  articles." 

''  The  basis  of  Marezzo  marble,  as  well  as  of  Scagliola,  being  plaster  of  Paris, 
neither  of  them  is  capable  of  bearing  exposure  to  the  weather."  ^ 

^  The  Artificial  Marble  now  manufactured  ii^  London  is  made  on  the  same 
principle  as  the  Marezzo,  but  differs  from  it  in  the  character  of  the  cement 
used.  A  less  expensive  table  is  also  substituted  for  the  plate  glass,  and  the 
canvas  backing  is  altogether  omitted."  ^ 

Other  artificial  marbles  are  described  at  page  76. 

Bnriohments. — ^The  plasterer  requires  a  great  variety  of 
mouldings,  ornaments,  pateras,  flowers,  and  other  enrichments  for 
the  decoration  of  his  work. 

These  may  be  made  either  in  plaster  of  Paris  composition  or 
in  papier-mach^. 

Plaster  Ornaments  are  cast  either  in  wax  or  in  plaster,  the  latter  process 
being  used  chiefly  for  large  ornaments  which  have  an  undercut  pattern. 

The  ornament  is  in  either  case  first  modelled  in  clay  and  well  oiled. 

In  making  wax  moulds,  the  wax  is  melted,  mixed  with  rosin,  and  poured 
in  upon  the  model,  arrangement  having  been  made  to  prevent  its  escape  ; 
the  whole  is  then  steeped  in  water,  and  the  wax  becomes  detached  in  one 
mass. 

When  plaster  is  used  as  the  material  for  the  mould,  it  is  laid  on  to  the 
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model  in  plastic  pieces  fitted  together,  and  then  the  whole,  when  dry,  is 
immersed  in  boiled  linseed  oiL 

In  casting,  the  plaster  in  a  semi-fluid  state  is  dabbed  with  a  brush  into  the 
monld. 

Composition  Obnahents  are  made  with  a  mixture  of  whiting,  glue,  water, 
oil,  and  resin. 

The  oil  and  resin  are  melted  together  and  added  to  the  glue,  which  has 
been  dissolved  in  water  separately.  This  mixture  is  then  poured  upon 
pounded  whiting,  well  mixed,  and  kneaded  up  with  it  to  the  consistency  of 
dough. 

When  used  the  material  is  warmed  to  make  it  soft,  and  is  forced  into  box- 
wood moulds  carved  to  the  patterns  required. 

Papi£r-Mach£  is  a  much  lighter  material  for  ornaments  than  either  com- 
position or  plaster,  and  it  is  much  used  for  the  purpose. 

Cuttings  of  paper  are  boiled  down  and  beaten  into  a  paste,  mixed  with 
size,  placed  in  a  mould  of  metal  or  sulphur,  and  pressed  by  a  counter-mould 
at  the  back,  so  as  to  be  reduced  to  a  thickness  of  about  \  inch,  the  inner 
surface  being  parallel  to  the  outer  surface,  and  roughly  formed  to  the  same 
pattern. 

Papier-mach6  is  sometimes  made  of  sheets  of  paper  glued  together,  and 
forced  into  a  metal  mould  to  give  the  pattern  required. 

In  some  cases  a  composition  of  pulp  of  paper  and  rosin  is  first  placed  in 
the  mould.  This  adheres  to  the  paper  ornaments  moulded  as  above  described, 
and  takes  the  lines  and  arrises  of  the  mould  more  sharply  than  the  paper 
alone  would  do. 

Carton  Pierre  is  a  species  of  papier  mache  made  with  pulp  of  paper, 
whiting,  and  size,  pressed  into  plaster  moulds. 

Fibrous  Plaster  consists  of  a  thin  coating  of  plaster  of  Paris  on  a  coarse 
canvas  backing  stretched  on  a  light  framework. 

This  material  has  great  advantages  Large  surfaces  can  be  quickly  covered 
without  much  preparation  for  fixing,  as  it  is  very  light,  and  it  can,  if  required, 
be  painted  at  once. 

Dennett's  Fireproof  Material — The  material  used  for 
Dennett's  patent  fireproof  construction  is  a  concrete  of  broken 
stone  or  brick  imbedded  in  a  matrix  of  plaster  produced  by  calcining 
gypsum  at  a  strong  red  heat  (see  p.  372,  Part  II.)  It  sets  at 
about  the  same  rate  as  ordinary  Portland  cement,  and  attains  a 
strength  nearly  equal  to  that  of  the  original  gypsum. 
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ASPHALTES. 

Asphaltes  are  combinations  of  bitumen  and  calcareous  matter, 
sometimes  found  in  nature,  sometimes  artificially  formed. 

Natural  asphaltes  are  superior  to  artificial  imitations,  probably 
because  in  them  the  bitumen  is  more  thoroughly  incorporated 
with  the  limestone  or  other  calcareous  matter. 

The  natural  asphalte  is  generally  ground,  mixed  with  sand  and 
a  further  proportion  of  bitumen,  and  run  into  moulds.  When 
thus  mixed  it  is  known  as  mastic. 

In  the  preparation  of  mastic  mineral  pitch  (bitumen)  must  be 
used,  not  coal-tar  pitch ;  the  latter  is  brittle,  easily  softened,  and 
weak. 

Uses,  Advantages  and  Disadvantages.  —  Patent  asphalte 
(or  mastic)  is  waterproof,  fireproof,  easily  applied,  and  to  some 
extent  elastic,  it  can  therefore  be  used  with  advantage  for  many 
purposes. 

It  is  an  admirable  material  for  the  damp-proof  courses  of  walls 
(see  Part  II.  p.  214),  also  as  a  waterproof  layer  over  arches  or 
flat  roofs,  or  for  lining  tanks.  It  is  useful  for  floors  that  require 
a  very  smooth  surface,  as  in  racket  courts ;  also  for  those  that 
have  to  resist  water,  as  in  wash-houses,  and  for  skirtings  of  such 
floors.  When  spread  and  brought  to  a  smooth  surface  it  wears 
well  in  footpaths,  makes  substantial  and  almost  noiseless  carriage- 
ways, but  is  very  slippery  in  damp  weather. 

It  is  also  used  for  the  joints  of  pavements  of  stone  and  other 
materials,  and  prevents  the  penetration  of  wet,  but  makes  such 
pavements  more  noisy. 

Charaoteristios. — Good  mastic  should  be  proof  against  frost 
and  damp,  tough  not  brittle,  and  iminflammable.  It  should 
withstand  a  temperature  of  from  140°  to  160°  Fahr.  without 
softening  to  any  appreciable  extent,  and  should  not  become  so 
fluid  as  to  run  down  below  a  temperature  of  260°  Fahr.^ 

Laying. — ^Any  details  regarding  the  laying  of  asphalte  would 
be  out  of  place  in  these  Notes,  which  relate  to  the  characteristics 
of  materials,  not  to  the  manner  of  using  them. 

The  following  remarks  are  necessary,  however,  in  order  to 
understand  the  peculiarities  of  the  difierent  kinds  of  asphalte 
described  below. 

»  Dent. 
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There  are  two  principal  methods  by  which  asphaltes  may  be. 
applied  to  a  surface :  (1)  by  being  melted,  spread,  and  rubbed  to  a 
smooth  surfaca 

(2)  By  being  ground  to  powder,  spread,  and  consolidated  by 
ramming. 

Of  thesQ  methods  the  first  is  the  more  convenient  in  many 
positions,  but  asphaltes  laid  as  compressed  powder  appear  to  be 
the  most  durable  imder  considerable  wear,  as  in  carriage-ways.^ 

In  all  cases  asphalte  should  be  laid  on  a  good  base  of  concrete 
or  other  solid  material. 

When  the  surfiEice  is  at  a  slope  exceeding  about  ^^  the  asphalte  is  apt  to 
run  if  exposed  to  the  sun,  unless  a  good  key  can  be  obtained. 

For  steep  inclinations  and  for  vertical  work  (such  as  the  linings  of  tanks) 
the  fEice  must  be  roughed,  the  joints  well  raked  out  and  filled  with  asphalte, 
the  whole  surface  free  from  moisture  and  wanned  ;  the  asphalte  is  then  applied 
in  successive  thin  coatings.  Where  the  moisture  cannot  be  got  rid  of,  it  is 
necessary  to  build  the  face  of  the  wall  with  asphalte  joints,  to  which  the 
covering  asphalte  adheres.     Plates  of  asphalte  are  sometimes  used. 

'*  Minute  holes  are  noticeable  in  compressed  asphaltes  shortly  after  they  are 
laid,  which  seem  after  a  time  to  close  up  or  disappear,  while  others  open. 
The  cause  of  these  has  not  been  satisfactorily  explained.''  ^ 

Varieties  in  the  Market. — There  are  several  different  asphaltes 
in  the  market     A  few  of  them  will  now  be  described. 

Seyssel  Asphalte,  knoii^n  also  as  Claridge^s  Patent  Asphalte,  is  made  from 
a  bituminous  rock  found  at  Pyrimont  Seyssel,  in  the  Jura  mountains. 

It  is  a  Limestone  saturated  with  bitumen,  aud  contains  about  90  to  92  per 
cent  carbonate  of  lime  and  10  to  8  per  cent  of  bitumen. 

This  material  is  ground,  mixed  with  grit  and  with  heated  mineral  tar 
until  the  mass  has  thoroughly  amalgamated  and  become  reduced  to  a  mastic. 
It  is  then  run  into  moulds  to  form  blocks. 

These  blocks  are  18  inches  square,  6  inches  deep,  and  weigh  about  125 
lbs.  each  ;  countersunk  on  two  sides  with  the  words  PYRIMONT  AND 
SEYSSEL  as  the  trade  mark. 

The  asphalte  is  imported  in  this  form  by  the  Pyrimont  Seyssel  Asphalte 
Company,  from  whose  circular  most  of  the  following  information  is  obtained  : — 

QuALPriES. — There  are  three  qualities  in  the  market — 

1.  Fine,  without  grit,  used  for  magazine  floors  and  as  a  cement  for  yery 
close  joints  in  brickwork. 

2.  Fine-gritted,  for  covering  roofs  and  arches,  lining  tanks,  as  a  cement  for 
brickwork,  and  for  running  the  joints  of  stones. 

3.  Coarse-gritted,  containing  more  and  larger  grit ;  used  for  pavements  and 
floorings  where  great  strength  is  required,  as  gun-shed  floors,  tun-room  floors, 
margins  of  stall  floors;  etc  In  gateways  for  heavy  carriage  trafiic  small 
pieces  of  granite  chippiugs,  etc,  are  introduced. 

*  Report  of  Engineer,  City  of  London,  1871.  '  Clark  on  Roads. 
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Mixing.  — The  blocks  of  aspbalte  are  broken  up  into  pieces  of  not  more 
'than  1  lb.  weight  each,  and  melted  in  iron  caldrons  heated  by  wood  or  peat 

Coal  is  objectionable  on  account  of  the  smoke  it  creates  ;  coke  injures  the 
material  and  destroys  the  caldron. 

The  following  directions  are  from  the  circular  of  the  company  : — 

''  The  fire  having  been  lighted  in  the  caldron,  put  into  the  boiler  2  lbs.  of 
mineral  tar,  to  which  add  56  lbs.  of  asphalte,  broken  into  pieces  of  not  more 
than  1  lb.  each.  Mix  the  asphalte  and  tar  together  with  the  stirrer,  till  the 
former  becomes  soft,  and  then  place  the  lid  on  the  caldron,  keeping  up  a  good 
fire.  In  a  quarter  of  an  hour  repeat  the  stirring,  and  add  56  lbs.  more 
asphalte,  in  similar  sized  pieces,  distributed  over  the  surface  of  that  in  the 
caldron.  Again  cover  the  caldron  for  ten  minutes,  after  which  keep  the  con- 
tents constantly  stirred,  adding  by  degrees  asphalte  in  the  proportion  of  112 
lbs.  to  1  lb.  of  tar,  until  the  caldron  is  full  and  the  whole  is  thoroughly 
melted.^  When  fit  for  use  the  asphalte  will  emit  jets  of  light  smoke  and 
freely  drop  from  the  stirrer." 

The  asphalte  is  removed  from  the  cauldron  in  ladles,  poured  over  the  con- 
crete foundation,  or  other  place  where  it  is  to  be  applied,  brought  to  a  smooth 
surface  with  wooden  rubbers,  and  finished,  either  with  a  mixture  of  slate-dust 
and  silver  sand  in  equal  parts,  or  roughened  by  grit  stamped  in  while  the 
asphalte  is  soft 

Val  de  Travers  Asphalte  is  from  a  rock  found  at  Neuchatel  in 
Switzerland. 

It  Lb  said  to  be  richer  in  bitumen  than  the  asphalte  from  Seyssel,  contain- 
ing from  1 1  to  1 2  per  cent,  and  sometimes  as  much  as  20  per  cent. 

The  material  is  laid  in  two  difierent  ways — either  in  powder,  compressed,  by 
ramming,  into  a  solid  condition,  or  by  melting  and  spreading,  as  in  the  case 
of  Seyssel  asphalte. 

Hoi  Compressed  Process, — ^The  natural  rock  having  been  ground  to  powder, 
is  subjected  to  great  heat  in  a  revolving  boiler.  The  boiler  may  be  on  the 
spot,  or  the  powder  may  be  brought  in  a  hot  state  in  closed  iron  carts. 

A  foundation  of  Portland  cement  concrete  having  been  foi-med,  its  surface 
is  spread  over  with  the  powder,  which  is  then  compressed  by  means  of  hot  iron 
rammers  into  one  homogeneous  layer  without  joints,  and  impervious  to 
moisture. 

Carriage-ways  are  generally  laid  by  this  method. 

Liquid  Process. — The  material  used  is  composed  of  Val  de  Travers  rock, 
mixed  with  a  large  quantity  of  clean  grit  about  the  size  of  a  split  pea. 

The  asphalte  is  melted  in  boilers  as  above  described,  a  small  quantity  of 
bitumen  being  gradually  added. 

^  Practice,  however,  best  regulates  the  quantity  of  tar  to  properly  flux  the  asplialte. 
In  exposed  situations,  particularly  on  the  coast  during  cold  and  other  unfavourable 
weather,  a  strong  fire  is  necessary  to  be  kept  up,  and  at  such  times  the  asphalte  work 
is  longer  in  execution.  On  this  account  the  tar  is  more  quickly  consumed,  and  a 
small  quantity  will  have  to  be  added.  A  somewhat  larger  proportion  of  tar  is  also 
necessary  in  the  application  of  asphalte  to  brickwork,  and  also  in  running  the  joints 
of  stones.  In  warm  climates  an  excess  of  tar  must  be  avoided.  From  the  first 
lighting  of  a  caldron  about  8^  hours  will  be  occupied  before  the  entire  mass  with 
which  it  is  to  be  filled  will  become  melted.  The  subsequent  operation  will  ocoiijjy 
about  half  an  hoiu*  less  time. 
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It  is  carried  in  ladles  from  the  caldrons  to  the  concrete  foundation  pre- 
pared for  it,  and  spread  in  a  liquid  state  over  the  surface  and  allowed  to 
cool. 

About  18  parts  asphalte  and  2  parts  grit  are  used  for  roofs^  linings,  tanks, 
etc. 

About  16  parts  asphalte  and  2  parts  grit  for  flooring,  footways,  stalls, 
etc.  etc. 

Bather  more  bitumen  is  added  in  the  roofs  than  the  floors,  but  the  amount 
depends,  of  course,  upon  circumstances. 

Ijininer  Asphalte^is  obtained  from  Limner,  near  Hanover. 

The  asphalte  is  broken  up  and  mixed  with  clean  grit,  together  with  a 
small  quantity  of  bitumen. 

The  mixture  is  melted  in  caldrons,  and  laid  in  two  thicknesses,  the  lower 
stratum  having  coarser  grit  in  it  than  the  other. 

Brunswick  Bock  Asphalte  is  obtained  from  mines  at  Yorwohle,  in 
Brunswick,  Germany. 

Montrotier  Asphalte  is  a  French  production,  and  is  laid  in  compressed 
powder.     Mastic  Asphalte  comes  from  Spain,  and  is  laid  in  small  blocks. 

There  are  several  other  so-called  asphaltes  in  which  the  natural  substance 
is  mixed  with  various  ingredients. 

Among  these  may  be  mentioned  the  following  ; — 

Bamett's  liiquid  Asphalte  is  made  from  natural  or  artificial  asphaltes, 
mixed  with  powdered  oxide  of  iron  and  a  small  proportion  of  mineral  tar. 

The  materials  are  melted  and  laid,  as  before  described,  on  a  concrete 
foundation. 

Trinidad  Asphalte  is  a  mixture  of  Trinidad  pitch,  broken  stone,  chalk, 
and  other  ingredients,  and  is  laid  hot,  in  the  form  of  powder. 

Patent  British  Asphalte  is  a  mixture  of  quicklime,  pitch,  sawdust,  and 
ground  iron  slag,  heated  and  laid  in  a  semi-liquid  state. 

Inferior  Asphaltes  are  also  made  with  coal-tar  pitch  boiled  with  chalk 
and  sand. 

Pitch  plays  an  important  part  in  asphaltes,  and  it  will  be  well  to  distin- 
guish between  the  different  varieties. 

Mineral  Pitch,  or  bitumen,  is  the  constituent  that  makes  asphalte  so 
valuable. 

In  fact,  strictly  speaking,  solid  bitumen  is  asphalte  ;  the  rock  asphalte, 
generally  knowTi  by  engineers  as  asphalte,  is  merely  stone  saturated  with 
asphalte. 

It  used  to  be  found  in  large  quantities  on  the  Dead  Sea  (Lacus  asplialtitts), 
and  thus  obtained  the  name  of  Bitumen  of  Judca, 

Natural  bitumen  is  found  also  in  the  island  of  Trinidad. 

Bitumen  contains  an  oil  which  in  coal  tar  is  very  volatile,  and  escapes, 
leaving  the  tar  brittle. 

Coal  tar  is  very  brittle  at  the  freezing  point,  and  softens  at  116*  (Fahr.), 
whereas  true  bitumen  is  tough  at  20%  and  will  not  soften  at  170**  (Fahr.) 

Coal  Tar  Pitch  is  the  residue  obtained  by  distilling  coal  tar. 

This  material  is  sometimes  used  instead  of  bitumen  for  mixing  with 
asphalte. 

It  is,  however,  brittle,  softens  more  under  heat,  is  Ciisily  crushed,  and  is 
altogether  inferior. 
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WHITENING  AND  COLOUEING. 

Whitewash  is  made  from  pure  white  lime  mixed  with  water. 

It  is  used  for  common  walls  and  ceilings,  ''  especially  where,  for  sanitary 
reasons,  a  frequent  fresh  application  is  considered  preferable  to  any  coating 
which  would  last  better.  It  readily  comes  off  when  rubbed,  will  not  stand 
rain,  nor  adhere  well  to  very  smooth  or  non-porous  surfaces.  It  is  cheap,  and 
where  used  for  sanitary  reasons  should  be  made  up  of  hot  lime  and  applied 
at  once,  under  which  conditions  it  also  adheres  better.''  ^ 

Whitewash  is  improved  by  adding  1  lb.  of  pure  tallow  (free  from  salt)  to 
every  bushel  of  lime. 

The  process  is  generally  described  as  lime  whiting. 

The  following  is  a  method  recommended  for  making  whitewash  for  outside 
work. 

*^  Take  a  clean  water-tight  barrel,  and  put  into  it  half  a  bushel  of  lime. 
Slake  it  by  pouring  water  over  it  boiling  hot,  and  in  sufficient  quantity  to 
cover  it  5  inches  deep,  and  stir  it  briskly  till  thoroughly  slaked.  When  the 
slaking  has  been  effected^  dissolve  it  in  water,  and  add  2  lb.  sulphate  of  zinc 
and  1  of  common  salt ;  these  will  cause  the  wash  to  harden,  and  prevent  its 
cracking."  ^ 

Common  Colouring  is  prepared  by  adding  earthy  pigments  to  the  mixtures 
used  for  lime  whiting. 

The  following  proportions  '  may  be  used  per  bushel  of  lime  ;  more  or  less 
according  to  the  tint  required  : — 

Cream  Colour, — 4  to  6  lbs.  of  ochre. 

Fawn  Colour, — 6  to  8  lbs.  umber  ;  2  lbs.  Indian  red  ;  2  lbs.  lampblack. 

Buff  or  Stone  Colour, — 6  to  8  lbs.  raw  umber,  and  3  or  4  lbs.  lampblack. 

Whiting  is  made  by  reducing  pure  white  chalk  to  a  fine  powder. 

It  is  mixed  with  water  and  size,  and  used  for  whitening  ceilings  and  inside 
walls.     It  will  not  stand  the  weather. 

"  The  best  method  of  mixing  it  is  in  the  proportion  of  6  lbs.  whiting  to  1 
quart  of  double  size  (see  p.  433),  the  whiting  to  be  first  covered  with  cold 
water  for  six  hours,  then  mixed  with  the  size  and  left  in  a  cold  place  till  it 
becomes  like  jelly,  in  which  condition  it  is  ready  to  dilute  with  water, 
and  use." 

"  It  will  take  1  lb.  jelly  to  every  6  superficial  yards."  ^ 

Whiting  is  made  in  three  qualities — common,  town,  and  gilders.  It  is  sold 
by  weight  in  casks  containing  from  2  to  10  cwts.,in  sacks  containing  2  cwts., 
in  firkins  (very  small  casks),  in  bulk,  and  in  small  balls. 

Distemper  is  the  name  for  all  colouring  mixed  with  water  and  size. 

White  Distemper  is  a  mixture  of  whiting  and  size. 

The  best  way  of  mixing  is  as  follows  : — Take  6  lbs.  of  the  best  whiting 
and  soak  it  in  soft  water  sufficient  to  cover  it  for  several  hours.  Pour  off 
the  water,  and  stir  the  whiting  into  a  smooth  paste,  strain  the  material,  and 
add  1  quart  of  size  in  the  state  of  weak  jelly ;  mix  carefully,  not  breaking 
the  lumps  of  jelly,  then  strain  through    muslin  before  using ;  leave   in   a 

*  Seddon.  »  Burn. 
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cold  place,  and  the  material  will  become  a  jelly,  which  is  diluted  with  water 
when  required  for  use. 

SometimeH  about  half  a  tableapooufol  of  blue  black  u  miied  in  before  the 
size  is  added. 

It  is  sometimes  directed  that  the  size  should  be  used  hot,  but  in  that  case 
it  does  not  work  so  smoothly  as  when  lued  in  the  condition  of  cold  jelly, 
bat  on  the  contrary  dtags  and  becomes  crumpled,  thus  cauung  a  rough 
surface. 

When  the  white  is  reqnired  to  be  very  bright  and  clean,  potato  starch  is 
used  instead  of  the  size. 

GalovxeA  Diittmper  is  tinted  with  the  same  pigments  as  are  used  for  coloured 
paints  (see  p^  408),  whiting  being  used  as  a  basis  instead  of  white  lead  or 

In  mixing  the  tints  the  whiting  is  first  prepared,  then  the  colouring  pig- 
ment, the  latter  being  introduced  sparingly,  size  is  then  added,  and  the 
mixture  is  strained. 

The  colours  ate  classed  os"  Common,"  "  Sujierior,"  and  "  Delicate,"  in  the 
Fame  way  as  described  at  page  40S. 

Quantity  of  M&torialB  u«od  for  PlAstering,  eto. — The  quanti^  of 
materials  required  for  plastering,  rendering,  etc.,  depends  upon  the  nature  of 
the  inateriola  used,  the  degree  of  roughness  of  the  walls,  and  other  circum- 
stances. Infonuiition  on  this  subject  will  be  found  in  the  Builder^  Price- 
books,  Hurst's  Sitrw^r'i  Pocket-Book,  etc.  The  following  Table  was  carefully 
compiled  from  practical  observation  for  Major  Seddon's  Noia  on  the  Building 
Tradu,  etc — 
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WEIGHT  OF  LIMES,  CEMENTS,  etc. 

The  weights  of  various  limes  and  cements  are  given  approximately  below. 
The  precise  weight  varies,  of  course,  according  to  degree  of  freshness,  size  of 
lumps,  fineness  of  grinding,  etc 


Quicklime  in  Small  Lumps  (Fresh). 

White  chalk  lime    . 

Grey       „       „     (Hailing) 

Portland  stone  lime 

Blue  lias  „      „    (various) 


Weight  per  Foot  Cube 
in  Lbs. 

89 
44 

47 
68  to  70 


Quicklime,  Ground  (Fresh). 

Blue  Lias  lime  (various) 
Grey  chalk  lime 
Aldan  n       n        • 


Weight  per  Foot   Weight  per  Striked 
Cube  in  Lbs.         Bushel  in  Lba.i 


49  to  68 
48 
68 


68  to  87 
56 
87 


Weight  per 

Foot  Cube 

in  Lbs. 

Weight  per 

Trade  Bushel 

inLbs.! 

Weight  per 

Striked  Bushel 

inLba 

CnaanSy  vrc. 

Portland 

74  to  101 1 

100 

96  to  130 

Roman     . 

60  to    624 

70 

77  to    80 

Medina    . 

61 

68 

78 

Keene's    . 

64 

76 

82 

Pariair 

60 

66 

77 

Plaster  of  Paris 

60 

Sold  by  weight. 

64 

Whiting  . 

64 

Do. 

82 

^  See  page  168. 


Chapter  IV. 

METALS. 

THE  metals  used  by  the  engineer  and  builder  are  iron,  copper, 
lead,  zinc,  tin,  and  some  of  their  alloys. 

Ores. — These  metals  are  not  found  to  any  great  extent  in  the 
pure  metallic  state,  but  chiefly  in  the  form  of  oxides,  carbonates, 
or  sulphides,  called  "  ores." 

Dressing, — The  ores  are  broken  up,  and  separated  from  the 
earthy  matters  adhering  to  them,  by  stamping  or  crushing  in 
mills,  and  by  washing  in  a  stream,  which  carries  away  the  lighter 
impurities,  leaving  the  ore,  which  is  then  said  to  be  "  dressed." 

CalciTicUiari  and  Boasting, — The  next  step  is,  as  a  rule,  to  roast 
the  ore  in  heaps  or  in  kilns,  in  order  to  drive  off  the  moisture  and 
carbonic  acid,  and  to  fit  it  for  smelting. 

Smelting. — ^The  ore  is  mixed  with  a  substance  called  a  "  flux,** 
selected  in  consequence  of  its  tendency  to  combine  with  the  par- 
ticular impurities  of  the  ore.  The  mixture  is  then  thrown  into  a 
furnace  and  subjected  to  intense  heat,  upon  which  the  metal 
sinks  down  in  a  fluid  state,  while  the  impurities  combine  with 
the  flux,  and  run  off  in  a  light  and  fusible  slag. 
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Production. — Ores. — Iron  ores  are  generally  carbonates, 
hydrates,  or  oxides  of  the  metal,  the  latter  being  the  best. 

British  iron  is  obtained  from  ores  found  in  several  strata,  but 
chiefly  in  those  of  the  coal-bearing  or  carboniferous  series,  in 
which  they  are  most  conveniently  interspersed  with  the  fuel 
(coal)  and  the  flux  (limestone)  necessary  for  their  reduction. 

The  following  are  the  principal  British  iron  ores : — 

Clay  Ironstone  is  a  carbonate  of  iron  of  clay-like  appearance.     Thia  is  a  very  im- 
pure ore,  containing  not  only  clay,  but  pyrites  and  sulphur,  and  producing  in  some  cases 
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as  little  as  20  per  cent  of  iron.  However,  on  account  of  the  large  quantities  in  which  it 
is  found,  and  in  consequence  of  its  being  near  coal  and  limestone,  it  is  the  most  important 
iron  ore  worked  in  Great  Britain. 

It  occurs  chiefly  in  the  coal  measures  of  Derbyshire,  Staffordshire,  Shropshire,  York- 
shire, Warwickshire,  and  South  Wales  ;  also  in  the  Lias  formations  of  Yorkshire  (Cleve- 
land). The  ores  vary  greatly  in  quality,  having  a  yield  of  iron  which  ranges  from  20  to 
40  per  cent. 

BUickband  is  clay  ironstone  darkened  by  from  10  to  25  per  cent  of  bituminous  and 
carbonaceous  matter,  which  makes  it  cheaper  to  smelt.  It  is  found  chiefly  in  Lanark- 
shire and  Ayrshire,  where  it  yields  about  40  per  cent  of  iron  ;  also  in  Staffordshire,  Dur- 
ham, North  Wales,  where  the  yield  varies  considerably,  being  generally  less  than  in 
Scotland. 

Red  HcematUe  is  an  oxide  of  iron  found  in  many  forms,  often  in  globular  or  kidney- 
shaped  masses  of  red  colour. 

This  is  the  richest  British  iron  ore,  the  chief  impurity  being  silica ;  it  yields  from  50 
to  60  per  cent  of  iron. 

This  ore  is  found  in  the  carboniferous  limestone  of  Cumberland  (Cleator  Moor,  White- 
haven), Lancashiro  (Ulverston),  and  in  Glamorganshire. 

Some  of  these  ores  are  greatly  in  demand  for  making  Bessemer  steel. 

Brovm  Haematite  is  also  an  oxide  of  iron  (hydrated),  and  of  a  brown  colour.  It  con- 
tains some  60  per  cent  of  iron,  and  is  found  in  Gloucestershire  (Forest  of  Dean), 
Cumberland  (Alston  Moor),  in  Durham,  Devonshire,  Northamptonshiro,  and  on  the 
Continent. 

Magnetic  Iron  Ore  is  seldom  found  in  this  country.  A  little  occurs  in  Devonshiro, 
but  it  exists  in  large  quantities  in  Sweden  and  Norway. 

Spathic  Ore  is  a  crystallised  carbonate  of  iron,  generally  mixed  with  lime,  found  in 
Durham  (Weardale),  Devonshire  (Exmoor),  and  Somersetshire  (Brondon  Hills).  It  yields 
about  37  per  cent  of  iron. 

Such  of  these  ores  as  are  rich  in  manganese  are  used  for  the  manufacturo  of  Spieg- 
eleisen  (see  p.  290). 

Iron  ores  are  not  sufl&ciently  valoable  to  pay  for  their  being  washed  and 
dressed. 

Those  that  occur  in  large  masses,  such  as  clay  ironstone,  are  roasted  to 
drive  off  the  carbonic  acid,  and  to  render  them  more  easy  to  break  up. 

Smelting. — The  extraction  of  the  metal  from  the  ore  is 
effected  in  a  large  upright  furnace  lined  with  firebrick. 

Into  this  furnace  a  strong  blast  of  air  is  forced. 

In  former  years  the  air  for  the  blast  was  supplied  at  its  ordi- 
nary temperature.  This  is  still  done  in  some  few  instances,  the 
process  being  called  the  *'cold  blast"  and  the  resulting  material  cold- 
blast  iron. 

Some  years  ago  the  hot-blast  process  was  introduced.  In  this 
the  air  is  raised  to  a  temperature  of  some  800**  or  900**  Fahr. 
(sometimes  to  120 0**  or  1400*)  before  being  forced  into  the  furnace. 
By  this  a  very  great  saving  of  fuel  is  efifected,  and  a  greater  heat 
obtained.  Moreover,  calcining  may  sometimes  be  dispensed  with, 
coal  may  be  used  instead  of  coke,  and  altogether  the  process  is  far 
more  economical. 

The  object  of  smelting  is  to  free  the  metal  from  its  combina- 
tions, and  to  get  (as  far  as  possible)  all  impurities  out  of  the  ore 
in  the  form  of  a  fusible  slag. 
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To  effect  this  a  fiiuc  is  added  of  a  nature  suited  to  combine 
with  the  impurities  or  "  gwiigm  "  in  the  ore. 

If  the  gangue  is  chiefly  clay,  as  it  often  is  in  tliis  country, 
limestone  is  added  as  a  flux.  If  the  gangue  is  chiefly  quartz,  an 
argillaceous  iron  ore  and  lonestone  are  added.  If  the  gangue 
itself  is  limestone,  clay  or  clayey  ores  are  added. 

The  furnace  is  fiUed  to  a  certain  height  with  fuel.  When  this 
is  burning,  ore  mixed  with  flux  is  introduced  from  the  top,  and 
then  layers  of  fuel  and  ore,  with  flux,  alternately. 

When  the  furnace  is  fully  heated,  the  molten  iron  sinks  to  the 
bottom,  being  covered  by  the  lighter  and  more  fusible  impurities 
in  the  form  of  "  dagr 

A  furnace  once  lighted  is  not  allowed  to  go  out  until  it  requires 
thorough  repair,  but  is  continually  replenished  with  fuel  and  ore 
at  the  top. 

When  a  considerable  quantity  of  molten  iron  has  collected,  the 
furnace  is  tapped,  and  the  iron  is  nm  into  a  long  channel  formed 
in  sand,  having  branches  on  each  side,  called  the  sow  and  her 
pigs — hence  the  bars  produced  are  called  "  pig-iron." 

Comparative  Advantages  of  Hot  and  Cold  Blast  Iron, — The  very  high  tem- 
perature produced  by  the  hot  blast  enables  many  of  the  impurities  in  the  ore 
to  be  reduced  to  a  molten  state,  and  run  out  with  the  metal. 

If  this  is  taken  advantage  of,  the  impurities  are  retained  in  the  resulting 
metal,  instead  of  being  got  rid  of  in  the  smelting  process,  and  a  very  weak 
inferior  iron  is  produced. 

It  is  evident,  then,  that  the  hot  blast  may  be  used  to  produce  a  very 
inferior  material,  and  this  for  some  time  brought  it  into  disrepute. 

Many  specifications  still  direct  that  cold-blast  iron  is  to  be  used. 

It  has,  however,  been  shown  by  experience  that  the  temperature  of  the 
blast  has,  in  itself,  but  little  effect  upon  the  iron  produced,  and  that,  with  the 
same  care  in  the  selection  of  materials  and  conduct  of  the  process,  iron  may 
be  produced  by  the  hot  blast  of  as  good  quality,  and  as  reliable,  as  that  from 
a  cold-blast  furnace. 

After  a  great  many  experiments  on  the  relative  strength  of  hot-blast  and 
cold-blast  iron.  Sir  William  Fairbaim  came  to  the  following  conclusion  : — 

**  From  the  evidence  here  brought  forward  it  is  rendered  exceedingly  probable  that  the 
introduction  of  a  heated  blast  in  the  manufacture  of  cast  irons  has  injured  the  softer 
irons,  while  it  has  frequently  mollified  and  improved  those  of  a  harder  nature  ;  and  con- 
sidering the  small  deterioration  that  the  irons  of  quality  No.  2  ^  have  sustained,  and  the 
apparent  benefit  to  those  of  No.  3,  together  with  the  great  saving  effected  by  the  heated 
blast,  there  seems  some  reason  for  the  process  becoming  general,  as  it  has  done. "  ' 

There  are  but  few  cold-blast  furnaces  now  in  the  country.  Among  them 
may  be  mentioned  those  at  the  celebrated  Lowmoor  and  Bowling  works  ;  also 
some  at  Blsenavou  in  South  Wales. 

*  See  page  249.  *  Iron  Manufaeturef  etc,  by  Sir  William  Fairbaim. 
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PIG-IRON. 

Pig-iron  is  the  name  given  to  the  rough  beu^  of  unpurified  cast 
iron  run  from  the  blast  furnace. 

In  this  form  it  is  sold  to  the  founder  or  to  the  iron  manufacturer. 
By  them  it  is  subjected  to  various  processes,  which  will  here- 
after be  described. 

Different  Materials  produced  from  Pig-iron. — The  result  of 
these  processes  is  the  production  of  materials  which,  though  origin- 
ally from  the  same  ore,  and  still  of  nearly  the  same  chemical 
composition,  dififer  very  widely  in  their  mechanical  properties  and 
characteristics. 

These  materials  may  be  divided  into  three  general  classes : — 

Cast  iron, 
"Wrought  iron, 
and  SteeL 
The  different  processes  required  for  the  production  of  these 
three  classes  of  material,  and  those  connected  with  the  conversion 
of  the  metals  generally  into  the  forms  suited  for  the  market — such 
as  pigs  or  ingots,  plates  and  sheets,  bars  of  different  sections,  etc. — 
will  be  very  lightly  touched  upon. 

Though  every  engineer  ought  to  know  something  of  the  pro- 
cesses of  manufacture,  it  matters  very  little  to  him  how  the 
iron  he  uses  is  made,  for  he  can  generally  test  it  to  see  if  it 
is  good. 

Foreign  Substances  in  Pig-iron. — Pig-iron  always  contains 
foreign  substances,  among  which  are 

Carbon,  Silicon,  Sulphur,  Phosphorus,  and  Manganese,  besides 
many  others  in  smaller  proportion. 

Of  these  foreign  bodies  that  which  plays  by  far  the  most 
important  part  is  carbon. 

The  great  differences  (which  will  presently  be  pointed  out)  that 
exist  between 

Cast  iron, 
Steel, 

Wrought  iron, 
depend   chiefly  upon    the    amount    of  carbon  they  respectively 
contain. 

The  other  substances  may  generally  be  regarded  as  impurities. 
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Each,  however,  when  present,  plays  an  important  part  (see  pp. 
248,  249),  and  in  some  cases  their  presence  is  beneficial 

"With  regard  to  the  influence  of  carbon.  Dr.  Percy  makes  the 
following  remarks : — 

"  Of  all  the  compounds  of  iron  none  are  to  be  compared  with  those  of  carbon  in  prac- 
tical importance.  .  .  .  When  carbon  is  absent,  or  only  present  in  very  small  quantity, 
we  have  wrought  irony  which  is  comparatively  soft,  malleable,  ductile,  weldable,  easily 
forgeable,  and  very  tenacious,  but  not  fusible  except  at  temperatures  rarely  attain- 
able in  furnaces,  and  not  susceptible  of  tempering  like  steel.  When  present  in  certain 
proportions,  the  limits  of  which  cannot  be  exactly  prescribed,  we  have  the  various  kinds 
of  steely  which  are  highly  elastic,  malleable,  ductile,  forgeable,  weldable,  and  capable  of 
receiving  very  different  degrees  of  hardness  by  tempering,  even  so  as  to  cut  wrought  iron 
with  facility,  and  fusible  in  furnaces.  And  lastly,  when  present  in  greater  proportion 
than  in  steel,  we  have  cast  iron,  which  is  hard,  comparatively  brittle,  and  readily  fusible, 
but  not  forgeable  or  weldable.  The  differences  between  these  three  well-known  sorts  of 
iron  essentially  depend  upon  differences  in  the  proportion  of  carbon,  though — as  we  shall 
learn  hereafter — other  elements  may  and  do  often  concur  in  modifying,  in  a  striking 
degree,  the  facilities  of  this  wonderful  metaL  "  ^ 

It  is  very  important  for  the  proper  understanding  of  this  sub- 
ject that  the  student  should,  from  the  outset,  bear  in  mind  the 
fact  that 

Cast  Iron  contains  a  large  percentage  of  carbon  (about  2*0  to 
6*0  per  cent). 

Steel  contains  a  small  percentage  of  carbon  (about  '15  to 
1*8  per  cent). 

Wrought  Iron,  when  perfectly  pure,  is  quite  free  from  carbon. 
Practically,  however,  it  contains  a  small  quantity — not  exceeding 
0*25  per  cent. 

Between  these  main  classes  there  are  several  gradations,  merg- 
ing gradually  one  into  the  other,  and  to  which  no  definite  limits 
(as  to  percentage  of  carbon)  can  be  assigned. 

There  are  also  several  varieties  of  each  class,  varying  according 
as  the  percentage  of  carbon  varies  within  the  limits  of  that  class. 

These  minor  distinctions  wiU  presently  be  referred  to,  but  at 
present  it  will  be  only  necessary  to  remember  that  the  three 
great  divisions — cast  iron,  steel,  and  wrought  iron — differ  chiefly 
according  to  the  proportion  of  carbon  they  contain. 

The  Effect  of  Cakbon  upon  Cast  Iron. — There  are  many  varieties  of 
pig-iron,  which  themselves  also  differ  pretty  much  according  to  the  proportion 
of  carbon  contained  by  them. 

These  differences  depend  upon  the  quantity  of  fuel  used  in  the  reduction 
of  the  ore,  the  heat  at  which  the  reduction  was  effected,  and  other  particulars. 

Before  proceeding  to  consider  the  different  varieties,  it  is  necessary  to 
understand  that  there  are  two  distinct  forms  in  which  carbon  occurs  in  cast 
iron. 

^  Percy's  Metallurgy y  p.  102. 
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1,  In  the  state  of  Mechanical  Mixture. — In  this  state  the  carbon  is  visible 
in  the  shape  of  little  black  specks  interspersed  throughout  the  mass,  which 
give  the  iron  containing  them  a  dark-grey  colour. 

These  little  black  specks  are  particles  of  free  carbon,  otherwise  known  as 
graphite  or  plumbago. 

2.  In  the  state  of  Chemical  Cornbination, — The  carbon  in  this  state  is  not 
visible,  and  can  be  detected  only  by  analysis. 

The  properties  of  cast  iron  depend  not  upon  the  absolute  amcant  of  carbon 
it  contains,  but  upon  the  condition  in  which  that  carbon  exists. 

The  varieties  containing  a  large  proportion  of  free  carbon  are  of  a  dark-grey 
colour,  are  soft,  and  run  freely  into  moulds. 

When  the  carbon  is  all,  or  nearly  all,  in  chemical  combination  with  the 
iron,  there  are  no  black  specks ;  the  metal  is  white,  very  hard,  brittle,  and 
forms,  when  fused,  a  somewhat  pasty  mass,  which  wiU  not  freely  fill  a  mould. 

The  former  of  these  classes  merges  gradually  into  the  latter,  and  between 
them  there  are  several  gradations.  Some  varieties  contain  both  free  and  com- 
bined carbon. 

White  cast  iron  sometimes  contains  as  much  carbon  as  the  grey  varieties 
(about  4  per  cent),  but  of  this  very  nearly  all  is  in  a  state  of  chemical  combi- 
nation, whereas  in  the  grey  iron  a  very  large  proportion  of  it  is  free,  in  the 
shape  of  distinct  specks  of  plumbago,  only  about  1  per  cent  being  in  chemical 
combination  with  the  iron. 

Impurities  in  Fig-iron. — ^The  impurities  mentioned  below  are  originally  derived 
either  from  the  ore  or  fuel,  and  imless  eliminated  in  subsequent  processes,  they  will  iig'ure 
the  respective  metals  produced  in  the  manner  stated. 

SmicoN  is,  next  to  carbon,  the  most  common  constituent  of  pig-iron.  It  is  derived 
from  the  ore  and  from  the  fuel.  A  good  deal  of  it  is  got  rid  of  in  the  slag  produced 
by  smelting,  and  also  during  the  refining  and  puddling  processes. 

In  many  respects  silicon  resembles  carbon,  and  it  affects  cast  iron  in  nearly  the  same 
way. 

Wrotight  Iron  is  rendered  by  it  hard  and  brittle.  To  obtain  good  wrought  iron  the 
silicon  must  be  removed  as  far  as  possible  by  repeatedly  heating  and  working  the  iron. 

Steel. — ^-^-^  part  makes  it  cool  and  solidify  without  bubbling  and  agitation  ;  more 
makes  it  brittle.     ^  per  cent  makes  it  unforgeable. 

Phosphorus  is  very  readily  taken  up  by  the  iron  during  the  smelting  process,  and  is 
one  of  the  worst  impurities  it  can  contain. 

Cast  Iron  is  hardened  by  it,  but  is  made  more  readily  fusible.    Its  tenacity  is  reduced. 

Wrought  Iron  is  iigured  by  it  in  proportion  to  the  quantity  present. 

^V  per  cent  does  not  reduce  the  strength  of  wrought  iron  ;  and  improves  its  capacity 
for  welding. 

^  per  cent  makes  it  harder,  but  not  weaker. 

•j^  per  cent  makes  it  "  cold  short "  (see  p.  261). 

^  decidedly  cold  short. 

1  per  cent  makes  it  very  brittle,  and  unfit  for  any  but  special  purposes. 

Steel  is  injured  by  a  very  minute  proportion. 

■^  per  cent  makes  it  unfit  for  the  best  cutlery. 

-^  per  cent  makes  it  cold  short,  and  useless  for  tool-making  of  any  kind. 

Manganese  nearly  always  exists  in  cast  iron.  It  tends  to  produce  the  white  variety, 
in  which  a  large  proportion  is  generally  to  be  found. 

In  Wrought  Iron  and  Steel  it  counteracts  red  shortness,  probably  by  encouraging  the 
departure  of  the  sulphur  and  silicon. 

Its  presence  is  essential  in  the  manufacture  of  Bessemer  Steel,  and  in  some  other 
processes. 

SULPHTTR  is  derived  from  the  pyrites  in  the  ore  and  coal. 

In  Ckist  Iron  it  tends  to  produce  the  mottled  and  white  varieties. 

In  Wrought  Iron  i^  to  ^  per  cent  produces  red  shortness. 

In  Steel  more  than  ^  per  cent  unfits  it  for  forging ;  but  makes  it  more  fluid,  and  better 
for  casting.     -^  per  cent  produces  red  shortness. 
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CoFFEB  has  the  following  effects : — 

In  Cast  Iron  -^^  per  cent  does  no  harm. 

In  Wrought  Iron  y^^  per  cent  reduces  tenacity.     iV  pcr  cent  makes  it  red  short 

In  Steel  ^  per  cent  makes  it  red  short     2  per  cent  makes  it  brittle. 

Absenio  is  not  a  very  frequent  impurity  in  iron. 

In  Cast  Iron  a  smaller  proportion  is  said  to  be  good  for  chilled  castings. 

In  WroiLght  Iron  it  causes  red  shortness. 

Among  the  impurities  met  with  more  rarely,  or  in  smaller  quantities,  are 

Tin,  which  makes  wrought  iron  cold  short 

Tungsten,  which  imparts  hardness  and  elasticity  to  cast  steel,  and  renders  it  more 
capable  of  retaining  magneti^. 

Antimony,  which  makes  wrought  iron  both  hot  and  cold  short 

Titanium,  which  tends  to  produce  mottled  cast  iron.  The  so-called  'Hitanic  steel" 
contains  no  traces  of  titanium.  The  good  qualities  attributed  to  it  must  arise  from 
some  indirect  action.^ 

Classification  of  Pig-iron. — The  different  varieties  of  pig-iron 
are  sometimes  classed  imder  three  general  heads. 

Bessemer  Iron. — A  distinct  variety  of  pig-iron  made  from  haematite  ores 
for  conversion  by  the  Bessemer  process  (see  p.  290).  It  should  be  as  free  as 
possible  from  sulphur,  phosphorus,  or  copper ;  but  a  small  percentage  of 
manganese  and  of  silicon  improves  it  for  the  purpose. 

Foundry  Iron,  including  all  pigs  having  a  fracture  of  a  grey  colour,  con- 
taining a  considerable  proportion  of  free  car1)on,  and  being  therefore  adapted 
for  the  use  of  the  ironfounder. 

This  iron  is  produced  when  the  furnace  is  at  a  high  temperature  and  pro- 
perly provided  with  fuel. 

Forge  Iron,  consisting  of  those  pigs  which  are  almost  free  from  uncombined 
or  graphitic  carbon,  and  are  therefore  unfit  for  superior  castings,  being  useful 
only  for  conversion  into  WTOUght  iron. 

This  description  of  iron  occurs  when  the  temperature  is  low,  or  the  fuel 
insufficient,  also  when  there  is  much  sulphur  in  the  ore  or  fuel. 

Forge  iron  is  generally  run  from  the  blast  furnace  into  iron  moulds 
(instead  of  sand),  by  which  it  is  kept  free  from  the  impurities  of  the  sand, 
and  also  chilled,  and  thus  rendered  brittle  and  easy  to  break  up  for  further 
treatment. 

Tlie  pig-iron  of  commerce  is  more  carefully  divided  into  six  or 
sometimes  eight  varieties. 

The  exact  classification  varies  at  different  works. 

The  following  is  condensed  from  one  given  in  Wilkie's  Manu- 
facture of  Iron  in  Great  Britain,  and  quoted  by  Mr.  Matheson  in 
his  Works  in  Iron : — 

A^o.  1 . — The  fracture  of  this  quality  of  pig  is  of  a  dark-grey  colour,  with 
high  metallic  lustre  ;  the  crjstals  are  large,  many  of  them  shining  like  par- 
ticles of  freshly  cut  lead. 

This  iron  is  of  the  best  description,  and  the  highest  in  price.  The  amount 
of  carbon  it  contains  is  from  3  to  6  per  cent. 

No,  2  is  intermediate  in  quality  between  Nos.  1  and  3. 

No.   3  contains  much  les^  carbon  thau  No.  1.     The  crystals  shown  in  a 

^  Hauerman's  Metallurgy. 
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fracture  of  this  iron  are  smaller  and  closer  than  in  No.  1,  but  are  lai^ger  and 
brighter  in  the  centre  than  nearer  the  edges  of  the  fracture. 

The  colour  is  a  lighter  grey  than  that  of  No.  1,  with  less  lustre. 

No,  4  or  Bright — This  iron  has  a  light-grey  fracture,  and  but  little  lustre^ 
with  very  minute  crystals  of  even  size  over  the  whole  fracture.  It  is  not 
fusible  enough  for  foundry  purposes,  but  it  is  used  in  the  manufacture  of 
wrought  iron. 

It  is  the  cheapest  of  the  grey  irons. 

When  inferior  in  quality,  and  nearly  passing  into  the  variety  called 
mottled,  there  is  usually  a  thin  coat  or  ''list"  of  white  iron  round  the 
exterior  edges  of  the  fracture. 

Mottled  is  intermediate  between  No.  4  and  white  iron,  the  fracture  being  a 
dull  dirty  white,  with  pale  greyish  specks,  and  with  a  white  '*  Hst "  at  the 
edges.     It  is  fit  only  for  the  manufacture  of  wrought  iron. 

White, — This  is  the  worst,  most  crude,  hard,  and  brittle  of  the  pig-ironB, 
the  fracture  being  metallic  white,  with  but  little  lustre,  not  granulated,  but 
having  a  radiating  crystalline  appearance.  This  iron  is  largely  used  in  the 
manufacture  of  inferior  bar  iron. 

Oinder  Iron  is  an  inferior  material  obtained  from  the  slag  of  the  puddling 
furnace,  technically  called  "  cinder." 

This  cinder  contains  a  large  proportion  of  iron ;  but  also  the  phosphorus 
and  sulphur  which  have  been  extracted  in  making  the  better  iron. 

Such  iron  can  only  be  extracted  by  the  hot  blast,  and  has  done  a  great  deal 
to  discredit  the  material  produced  by  that  process. 

It  is,  however,  veiy  fusible,  and  therefore  valuable  to  mix  with  other  irons, 
and  is  useful  in  itself  for  castings  which  do  not  require  much  strength. 

Mine  Iron  is  a  name  given  to  iron  smelted  from  the  ore  only,  without 
admixture  of  slag. 

When  iron  is  specified  as  '^  hot-blast — ^all-mine,"  it  means  that  no  cinder- 
iron  or  slag  has  been  used  in  its  production. 


CAST  IRON. 
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Cast  Iron  is  obtained  by  remelting  the  foundry  pig-iron  of 
commerce,  and  running  it  into  moulds  of  the  shape  required  as 
hereinafter  described. 

In  some  cases  the  metal  is  run  into  the  moulds  direct  from  the 
blast  furnace,  but  in  superior  work  it  is  generally  specified  that 
the  cast  iron  is  to  be  of  the  "  second  melting ; "  that  is,  from  pigs 
remelted  in  a  cupola. 

The  cupola  is  somewhat  similar  to  a  small  blast  furnace,  and 
acts  in  the  same  way.  A  little  limestone  is  added  as  a  flux, 
which  combines  with  some  of  the  impurities  left  in  the  pigs,  and 
removes  them  in  the  form  of  slag. 

There  are  several  varieties  of  cast  iron — made  from  the  differ- 
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ent  qualities  of  pig-iron- — ^and  they  are  classified  by  engineers 
in  a  somewhat  similar  manner. 

Grey  Cast  Iron  is  made  from  foundry  pigs  Nos.  1,  2,  3  of 
the  classification  at  page  249,  and  is  itself  generally  divided  into 
three  classes  according  to  the  nature  of  the  pigs  from  which  it  is 
made. 

No.  1  is  of  a  dark-grey  colour,  caused  by  the  profusion  of 
specks  of  graphitic  carbon  throughout  its  mass ;  it  melts  into  a 
very  fluid  state,  which  adapts  it  for  very  fine  sharp  delicate  castings 
not  requiring  much  strengtL 

It  is,  however,  not  so  strong  as  the  other  varieties  of  cast  iron, 
and  is  very  soft,  yielding  readily  to  a  chisel. 

When  broken  it  gives  out  a  somewhat  dull  leaden  sound,  and 
shows  a  large,  dark,  bright  grain. 

No.  2  contains  less  free  carbon  than  No.  1,  is  therefore  lighter 
in  colour,  closer  in  the  grain,  and  more  difficult  to  melt ;  but 
being  harder  when  cold  is  better  for  machinery,  girders,  castings 
to  carry  weight,  or  in  any  position  where  strength  and  durability 
are  required. 

No.  3  is  of  a  lighter  grey,  with  less  lustre,  and  contains  still 
less  carbon  than  No.  2.  It  is  therefore  harder  and  more  brittle, 
and  is  employed  in  heavy  castings. 

White  Cast  Iron  is  made  from  forge  pigs ;  it  contains  very  little 
free  carbon  ;  is  of  a  silvery  hue,  extremely  hard  and  brittle,  and 
is  imfit  for  castings,  except  those  of  the  very  commonest  kind, 
such  as  sash  weights. 

White  cast  iron  can  be  converted  into  the  grey  variety  by 
melting  and  slowly  cooling  it,  and  grey  cast  iron  can  be  con- 
verted into  granular  white  cast  iron  by  melting  and  suddenly 
cooling  it. 

Mottled  Cast  Iron  contains  both  the  grey  and  white  varieties, 
which  can  easily  be  distinguished.  The  fractured  surface  is 
either  chiefly  white  with  grey  specks,  or  grey  with  white  spots 
and  patches. 

Gi*€y  cast  iron  may  he  distinguished  from  white  cast  iron  by 
treating  the  surface  of  a  fracture  with  nitric  acid.  On  grey  iron 
a  black  stain  will  be  produced,  on  white  iron  a  brown  stain. 

White  and  mottled  cast  iron  are  less  subject  to  be  destroyed 
by  rusting  than  the  grey  kind. 

They  are  less  soluble  in  acids,  are  hard,  brittle,  and  not  so 
elastic  as  the  softer  kinds. 
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Chilled  Iron. — It  is   sometimes   advisable   to   produce   a  casting,  some  ' 
parts  of  which  are  required  to  have  the  hardness  of  white  iron,  while  others 
are  required  to  be  of  the  toughest  grey  iron. 

This  effect  may  be  produced  by  placing  in  the  mould  over  those  parts 
where  a  hard  skin  is  required,  pieces  of  cold  iron  of  suitable  shapes,  thinly 
coated  with  loam.  Where  these  are  touched  by  the  molten  metal  its  surface 
ij8  suddenly  chilled  and  converted  into  white  iron. 

Thus  the  running  surface  of  the  wheel  of  a  railway  carriage  is  chilled,  and 
covered  with  a  hard  skin  of  white  iron,  while  the  remainder  of  the  wheel  is 
of  tough  grey  iron. 

Malleable  Cast  Iron  is  made  by  extracting  a  portion  of  the  carbon  from 
ordinary  cast  iron  in  order  to  assimilate  it  to  the  composition  of  wrought  iron, 
and  thus  increase  its  toughness.  This  is  generally  done,  in  the  case  of  very 
small  castings,  by  embedding  them  in  powdered  hsematite  ore,  or  in  scales  of 
oxide  of  iron,  and  raising  to  a  bright  red  heat  in  an  annealing  oven. 

Malleable  castings  "  may  be  easily  wrought  cold,  but  become  very  brittle 
when  heated,  breaking  to  pieces  under  the  hammer  at  an  incipient  white 
heat ;  at  a  higher  temperature  the  kernel  of  unaltered  cast  iron  melts,  so  that 
articles  that  have  been  subjected  to  the  process  cannot  be  united  by  welding, 
but  may  be  brazed  without  difficulty." 

Mr.  Einnear  Gark  states  that  the  tensile  strength  of  annealed  malleable 
cast  iron  is  ''  guaranteed  by  manufacturers  to  25  tons  per  square  inch/'  and 
that  it  ''is  capable  of  supporting  a  tensile  stress  of  10  tons  per  square  inch 
without  distortion."  ^ 

Castings  treated  by  this  process,  though  they  have  not  the  peculiar  fibrous 
structure  characteristic  of  wrought  iron,  become  to  a  certain  extent  malleable, 
and  can  be  hammered  or  bent  when  cold  without  fracture. 

They  are  specially  suitable  for  intricate  forms  which  could  not  be  foi^ged  in 
wrought  iron  without  much  difficulty  and  expense. 

The  depth  to  which  the  casting  is  effected  by  this  process  depends  upon  the 
time  during  which  it  is  exposed.  Pieces  about  half  an  inch  thick  are  ren- 
dered malleable  throughout ;  thicker  pieces  have  merely  a  skin  of  wrought 
iron,  the  interior  remaining  unaltered. 

This  process  is  applied  to  the  manufacture  of  buckles,  gun-locks,  snuffers, 
pokers,  tongs,  etc. ;  and  on  a  larger  scale  it  has  been  used  for  toothed  wheels 
of  machinery,  screw  propellers,  and  other  purposes  where  a  certain  amount  of 
toughness  is  required  combined  with  intricate  forma 

Mr.  Matheson  recommends  that  malleable  iron  castings  should  be  used  for 
the  shoes  and  connecting  pieces  in  roof  structures.^ 

Toaghened  Cast  Iron  is  produced  by  adding  to  the  cast  iron  and  melting  amongst 
it  from  i  to  I  of  its  weight  of  wrought  iron  scrap. 

Descriptions  of  Pig-Iron  for  Castings. — Great  experience  is  required  in 
order  to  know  exactly  what  descriptions  of  pig-iron  to  choose  in  order  to 
make  castings  for  any  particular  purpose. 

Mixtures  of  pigs  classed  under  different  numbers,  and  even  selections  from 
different  localities  and  makers,  are  recommended  for  large  and  important 
castings. 


'  Clark's  Tables.  *  Matheson, 
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Sir  William  Fairbaim  recommends  ^  the  following  mixture  as  being  of  "  great  value  in 
castings,  such  as  girders  for  bridges,  beams  for  buildings,  etc,  where  rigidity  and  strength 
are  required : — 

Low  Moor,  Yorkshire,       No.  3,  30  per  cent. 

Blaina,  or  Yorkshire,         No.  2,  25      „ 

Shropshire  or  Derbyshire,  No.  3,  25'      „ 

And  good  old  scrap,  20      „ 

100 

Many  other  recommendations  as  to  different  mixtures  were  made  before 
the  Royal  Commissioners  who  reported  on  the  employment  of  iron  in  railways. 

It  is  now,  however,  generally  considered  bettier  by  engineers  to  stipulate 
that  the  iron  shall  stand  certain  tests,  leaving  the  mixture  to  be  used  to  the 
judgment  of  the  ironfounder. 

Castmgs. — The  description  of  the  art  of  the  ironfoimder  does 
not  come  within  the  range  of  these  Notes. 

The  few  remarks  which  follow  are  intended  only  to  give  such 
a  general  idea  of  the  process  of  ironfounding  as  will  enable  the 
student  to  understand  the  points  to  be  observed  in  examining  and 
testing  castings  of  different  kinds. 

Casting  in  Sand. — Castings,  such  as  are  used  in  building  and 
engineering  works,  are  generally  made  by  pouring  molten  iron 
into  sand,  in  which  an  impression  of  the  article  required  has 
been  formed  by  means  of  a  wooden  pattern. 

The  sand  is  of  a  fine  loamy  character,  free  from  oxides,  and  is 
filled  into  iron  frames  or  boxes,  without  tops  or  bottoms,  called 
^^JlasksP  made  in  two  similar  parts,  one  of  which  fits  over  the 
other. 

The  '*  paitem''  having  been  accurately  formed  in  wood  (a 
little  larger  than  the  required  casting,  so  as  to  aUow  for  contrac- 
tion in  cooling,  see  p.  343),  is  placed  in  the  lower  flask,  and  the 
space  round  it  is  tightly  filled  with  damp  sand,  the  surface  of  the 
pattern  having  been  dusted  with  dry  "  parting  sand." 

The  upper  flask  is  then  placed  upon  the  lower  one,  and  in  its 
turn  filled  with  damp  sand  rammed  round  the  pattern. 

The  box  is  then  opened,  the  pattern  taken  out,  and  the  halves 
carefully  put  together  again  without  disarranging  the  sand,  an 
orifice  being  left  for  the  fluid  metal,  which  is  poured  through 
it,  into  the  space,  in  the  sand,  previously  occupied  by  the  pattern. 

In  order  to  prevent  the  metal  from  being  chilled  (see  page  252) 
by  contact  with  the  sand,  the  inside  of  the  mould  is  painted  with 
a  blacking  made  of  charred  oak,  which  evolves  gases  under  the 

^  Application  of  Iron  to  Building  PurposeSy  p.  85. 
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action  of  the  hot  iron,  and  prevents  too  close  a  contact  between 
the  metal  and  sand. 

The  sand  is  also  pierced  with  holes  to  allow  of  the  escape  of 
the  air,  and  of  gases  evolved  when  the  metal  is  poured  in.  If 
these  are  allowed  to  force  their  way  through  the  metal,  they  will 
cause  it  to  be  unsound  and  fuU  of  flaws. 

The  passages  through  which  the  molten  iron  is  poured  into  the 
mould  should  be  so  arranged  that  the  metal  runs  together  fixjm 
different  parts  at  the  same  time.  If  one  portion  gets  partially 
cool  before  the  adjacent  metal  flows  against  it,  there  will  be  a 
clear  division  when  they  meet,  the  iron  will  not  be  run  into  one 
mass,  but  will  form  what  is  called  a  cold  shut. 

The  above  is  the  simplest  fonn  of  the  procesa 

When  a  casting  is  to  be  hollow,  a  pattern  of  its  inner  surface,  called  a 
"core"  is  formed  in  sand,  or  other  material,  so  that  the  metal  may  flow 
round  it 

This  leads  to  arrangements  in  the  pattern  which  are  somewhat  complicated, 
and  which  cannot  here  be  fully  described. 

The  core  for  a  pipe  consists  of  a  hollow  metal  tube,  having  its  sorfiace  full 
of  holes.  This  is  wound  round  with  straw  bands,  and  the  whole  is  covered 
with  loam  turned  and  smoothed  to  the  form  of  the  inside  of  the  pipe. 

The  strength  of  a  casting  is  increased  if  it  be  run  with  a  head  or  superin- 
cumbent column  of  metal,  which  by  its  weight  compresses  the  metal  below, 
making  it  more  compact  and  free  from  babbles,  scori»,  etc  These  rise  into 
the  head,  which  is  i^terwards  cut  ofL 

For  the  same  reason  pipes  and  columns  are  generally  specified  to  be  cast 
vertically,  that  is  when  the  mould  is  standing  on  end.  This  position  has 
another  advantage,  which  is  that  the  metal  is  more  likely  to  be  of  imiform 
density  and  thickness  all  round,  than  if  the  pipe  or  column  is  run  in  a  hori- 
zontal position. 

In  the  latter  case  the  core  is  very  apt  to  be  a  little  out  of  the  centre,  so  as 
to  cause  the  tube  to  be  of  unequal  thickness. 

In  casting  a  large  number  of  pipes  of  the  same  size  iron  patterns  are  used,  as  they  are 
more  durable  than  wooden  ones,  and  draw  cleaner  from  the  sand.  Socket  pipes  should 
be  cast  with  their  sockets  downwards,  the  spigot  end  being  made  longer  than  required  for 
the  finished  pipe,  so  that  the  scoriae,  bubbles,  etc.,  rising  into  it  may  be  cut  off.  Pipes 
of  very  small  diameters  are  g^eraUy  cast  in  an  inclined  position.^ 

Casting  in  Loah. — Large  pipes  and  cylinders  are  cast  in  a  somewhat  dif- 
ferent way. 

A  hollow  vertical  core  of  somewhat  less  diameter  than  the  interior  of  the 
proposed  cylinder  is  formed  either  in  metal  or  brickwork. 

The  outer  siuface  of  this  is  plastered  with  a  thick  coating  of  loam  (which 
we  may  call  A),  smoothed  and  scraped  to  the  exact  internal  diameter  of  the 
cylinder  (by  means  of  a  rotating  vertical  template  of  wood),  and  covered  with 


^  Hmnber. 
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''  XMurting  mixture/'  Over  this  is  spread  a  layer  of  loam  (B)  thicker  than  the 
proposed  casting,  the  outer  surfiace  of  £  is  struck  with  the  template  to  the 
farm  of  the  exterior  of  the  proposed  casting,  and  dusted  with  parting 
mixture. 

This  surface  is  then  covered  with  a  third  thick  covering  of  loam  (C)  backed  up 
with  brickwork,  forming  a  wpt  built  upon  a  ring  resting  on  the  floor,  so  that 
it  can  be  removed. 

The  outer  brick  ccrpe  is  then  temporaiily  lifted  away  upon  the  ring.  The 
coating  (B)  is  cleared  out,  and  the  cope  is  replaced  so  that  the  distance  between 
its  inner  surface  and  the  outer  surface  of  A  is  equal  to  the  thickness  of  the 
casting. 

The  metal  is  then  run  in  between  C  and  A.  When  cool  C  and  A  can  be 
broken  up,  and  the  casting  extracted. 

The  core,  etc.,  have  to  be  well  dried  in  ovens  before  the  metal  is  run.  B 
is  often  dispensed  with,  and  the  inner  surface  of  C  struck  with  the  template. 

Form  op  Castings. — The  shape  given  to  castings  should  be  very  carefully 
considered. 

All  changes  of  form  should  be  gradual.  Sharp  comers  or  angles  are  a 
source  of  weakness.  This  is  attributed  to  the  manner  in  which  the  crystals 
compoBLDg  the  iron  arrange  themselves  in  cooling.  They  place  themselves  at 
right  angles  to  the  surfaces  forming  the  comer,  so  that  between  the  two  sets 
of  crystals  there  is  a  diagonal  line  of  weakness.  All  angles,  therefore,  both 
external  and  intemal,  should  be  rounded  ofL 

There  should  be  no  great  or  abrupt  differences  in  the  bulk  of  the  adjacent 
parts  of  the  same  casting,  or  the  smaller  portions  will  cool  and  contract  more 
quickly  than  the  larger  parts. 

When  the  different  parts  of  the  casting  cool  at  different  times,  each  acts 
upon  the  other.  The  parts  which  cool  first  resist  the  contraction  of  the 
others,  while  those  which  contract  last  compress  the  portions  already  cooL 

Thus  the  casting  is  under  stress  before  it  ia  called  upon  to  bear  any 
load. 

The  amount  of  this  stress  cannot  be  calculated,  and  it  is  therefore  a  source 
of  danger  in  using  the  casting. 

In  some  cases  it  is  so  great  as  to  fracture  the  casting  before  it  is  loaded 
at  all. 

Thus  in  cast-iron  girders  whose  section  has  been  improperly  designed,  as 
shown  in  Fig.  iii,  the  web  being  very  thin  would  cool  and  contract 
first.  The  subsequent  contraction  of  the  thick  flanges  would  be  resisted  by 
the  already  cold  and  rigid  web.      The  flanges  would  therefore  be  kept  by 

the  web  in  a  state  of  tension,   and  the 
web  would  be  kept  in  a  state  of  conv    "*' 
pression,   the   amount  of  which  is  un- 
known ;    moreover,    the     sharp    angles 
between  the  flanges  and  the  web  would  ^;j| 
also  be  a  source  of  weakness.  j 

When  the  girder  is  properly  designed,     I 
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Fig.  111. 


V 


as  in  Fig.  112,  the  change  of  thick- 
ness is  gradual,  and  the  unequal  contrao- 
tion  does  not  occur.  (See  Part  L  p. 
168.) 


Fig.  11! 
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Fig.  113. 


Ill  a  cast-iron  girder  of  ornamental  character  sacli  as  that  in  Fig.  11; 

with  an  open  web  and  moderately  thin  flanges,  tl 
flanges  and  verticals  contract  first,  then  the  subsequei 
contraction  of  the  diagonals  brings  them  into  tensioi 
and  they  are  very  liable  to  break  across. 

On  the  other  hand,  if  the  diagonals  contract  firs 
they  prevent  the  flanges  from  contracting,  and  cause 
rupture  in  them. 

The  internal  stress,  produced  by  unequal  coolin 
in  the  diflerent  parts  of  a  casting,  sometimes  causes  it  to  break  up  sponU 
neously  several  days  after  it  has  been  run. 

A  case  is  mentioned  by  Mr.  Anderson,^  which  actually  occurred  in  practice 
The  casting  was  of  the  form  shown  in  Fig.  114,  It  was  duly  delivere 
by  the  maker  without  any  apparent  flaw,  but 
after  lying  by  for  a  day  or  two  it  suddenly  split 
through  the  middle  to  within  a  few  inches  of 
the  outer  edges.  On  inquiry,  it  was  found  that 
the  cooling  of  the  mass  had  been  hastened.  The 
outer  edges  cooled  first ;  the  thicker  inner  portion 
remained  hot  and  prevented  the  outer  edges  from 
contracting,  so  they  became  stretched.  When  the 
interior  became  cooled  it  attempted  to  contract,  Fig.  114. 

but  the  outer  edges  being  rigid  cracked  in  the  attempt. 

Castings  should  be  covered  up  and  allowed  to  cool  as  slowly  as  possible 
they  should  remain  in  the  sand  until  cooL      K  they  are  removed  from  th< 
moulds  in  a  red-hot  state,  the  metal  is  liable  to  injury  from  too  rapid  an< 
irregular  cooling. 

The  unequal  cooling  and  consequent  injury  caused  by  great  and  suddei 
diflierences  in  the  thickness  of  parts  of  a  casting,  are  sometimes  avoided  bj 
tmcovering  the  thick  parts  so  that  they  may  cool  more  quickly,  or  by  cooling 
them  with  water. 

It  is  generally  thought  that  molten  cast  iron  expands  slightly  just  at  the 
moQient  when  it  becomes  solid,  which  causes  it  to  force  itself  tightly  intc 
all  the  comers  of  the  mould,  and  take  a  sharp  impression. 

This,  however,  has  been  disputed  by  Mr.  Mallet,  who  states  that  the  sharp 
impressions  taken  by  the  metal  in  casting  are  due  to  other  causes  too  compli- 
cated to  be  here  described.^ 

As  molten  iron  cools  down  it  shrinks  about  ^  in  all  its  dimensions  ;  the 
patterns  must  therefore  be  made  proportionately  larger. 

The  exact  amount  of  contraction  depends,  however,  upon  the  size  and 
thickness  of  the  casting,  and  upon  the  quality  of  the  iron.  The  amount  of  con- 
traction difiers  considerably  in  other  metals,  and  the  patterns  should  vary  in 
size  accordingly  (see  p.  343). 

The  patterns  should  also  be  slightly  bevelled  (about  i  inch  to  the  foot), 
80  that  they  may  be  easily  drawn  out  of  the  sand. 

Superior  castings  should  never  be  run  direct  from  the  furnace.  The  iron 
should  be  remelted  in  a  cupola.  This  is  called  the  second  meltingy  and  is 
generally  prescribed  in  specifications.  It  greatly  improves  the  iron,  and  gives 
an  opportunity  for  mixing  different  descriptions  which  improve  one  another. 
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Castmgs  required  to  be  tamed  or  bored,  and  found  to  be  too  hard,  are 
softened  by  being  heated  for  several  hours  in  sand,  or  in  a  mixture  of  coal 
dust  and  bone  ash,  and  then  allowed  to  cool  slowly. 

Examination  of  Castings.  —  In  examining  castings,  with  a 
view  to  ascertaining  their  quality  and  soundness,  several  points 
should  be  attended  to. 

The  edges  should  be  struck  with  a  light  hammer.  If  the  blow 
make  a  slight  impression,  the  iron  is  probably  of  good  quality, 
provided  it  be  imiform  throughout. 

If  fragments  fly  off  and  no  sensible  indentation  be  made,  the 
iron  is  hard  and  brittle. 

Air  bubbles  are  a  common  and  dangerous  source  of  weakness. 
They  should  be  searched  for  by  tapping  the  surface  of  the  casting 
all  over  with  the  hammer.  Bubbles,  or  flaws,  filled  in  with  sand 
from  the  mould,  or  purposely  stopped  with  loam,  cause  a  dulness 
in  the  sound  which  leads  to  their  detection. 

The  metal  of  a  casting  should  be  free  from  scoriae,  bubbles,  core 
nails,  or  flaws  of  any  kind. 

The  exterior  surface  should  be  smooth  and  clear.  The  edges 
of  the  casting  should  be  sharp  and  perfect. 

An  uneven  or  wavy  surface  indicates  unequal  shrinkage,  caused 
by  want  of  uniformity  in  the  texture  of  the  iron. 

The  surface  of  a  fracture  examined  before  it  has  become  rusty 
should  present  a  fine-grained  texture,  of  an  uniform  bluish-grey 
colour  and  high  metallic  lustre. 

Cast-iron  Pipes  should  be  straight,  true  in  section,  square  on  the  ends  and  in 
the  sockets,  the  metal  of  equal  thickness  throughout.  They  should  be  proved 
under  a  hydraulic  pressure  of  four  or  five  times  the  working  head.  The  sockets 
of  small  pipes  should  be  especially  examined,  to  see  if  they  are  free  from  honey- 
comb. The  core  nails  are  sometimes  left  in  and  hammered  up.  They  are, 
however,  objectionable,  as  they  render  the  pipe  liable  to  break  at  the  points 
where  they  occur.^ 

Tests  for  Cast  Iron. — For  small  girders  and  other  castings  intended  to 
carry  weight,  it  is  usual  to  test  a  certain  proportion  of  the  number  supplied 
by  loading  them  till  they  break,  and  noting  the  weight  imder  which  they  give 
way. 

For  large  castings  this  system  of  testing  would  be  too  expensive.  Small 
bars  are  therefore  cast  from  the  same  metal  and  at  the  same  time  as  the  cast- 
ings, and  these  are  tested  to  fracture  by  a  weight  applied  at  the  centre. 

Some  engineers  require  that  the  test  bar  should  be  cast  with  the  main 
casting,  and  not  broken  from  it  until  they  have  seen  it. 

The  test  bars  are  usually  about  3  feet  6  inches  long,  2  inches  deep,  and 

1  inch  wide,  with  a  clear  bearing  of  3  feet 

■■I  »  ^— ^— ~~^— ~^— ^— ^— — 

^  Humber. 
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The  test  weight  varies,  according  to  the  opinion  of  the  engineer,  from  16 
to  35  cwt 

It  is  important,  however,  to  ascertain  not  only  the  weight  that  will  break 
the  test  bar,  but  also  the  amount  of  deflection  that  will  occur  before  fracture. 

The  reason  for  this  is  that  a  very  hard  iron  will  often  bear  a  considerable 
cross  strain  when  it  is  steadily  applied,  though  it  would  be  so  brittle  as  to  be 
unfit  for  any  position  in  which  it  would  be  liable  to  slight  vibration  or  shocks 
of  any  kind. 

With  regard  to  this  point  Mr.  Mathcson  says  : — 

**  A  strength  capable  of  enduring  25  cwt.  on  the  test  bar  >vithout  fracture  should  be  the 
minimum  qaality  allowed  even  for  short  and  heavy  columns  ;  but  for  other  purposes  a 
load  of  from  28  to  30  cwt.,  and  a  deflection  of  ^  inch,  should  be  demanded. 

"The  deflection  will  vary  from  '3  to  '6  inch. 

"  There  is  no  difficulty  in  getting  such  iron,  and  higher  qualities  can  be  given  if  neces- 
sary, breaking  strains  of  30  to  35  cwt.  being  obtainable  with  judicious  mixtures  of  the 
best  kinds  of  iron  ;  and  in  testing  such  iron  it  will  generally  be  found  that  some  of  the 
bars  will  endure  as  much  as  38  cwt."  ^ 

Mr.  Stoney  points  out  "  a  singular  fact  that  there  is  an  excess  of  about  16  per  cent  in 
the  weight  that  a  2-inch  by  1-inch  test  bar  will  support  when  cast  on  edge  and  proved 
as  cast,  over  that  which  it  will  support  when  proved  with  the  underside  as  oast  placed 
at  the  top  as  proved,  and  8  per  cent  over  the  weight  which  the  same  test  bar  will  sup- 
port if  cast  on  its  side  or  end,  and  proved  on  edge. 

'*  Hence  cast-iron  girders  should  be  cast  with  the  tension  flange  downward  in  the 
«and."> 

Dr.  Pole  has  pointed  out  that  small  cast  bars  do  not  give  a  fair  indication 
of  the  strength  of  larger  castings  run  at  the  same  time,  for  the  reasons  stated 
at  ])age  302,  in  the  paragraph  headed  Size  of  Section, 

The  cast-iron  sleepers  for  the  Qreat  Indian  Peninsula  Railway  were  tested 
by  a  falling  weight ;  and  test  bars,  of  the  ordinary  form,  cast  at  the  same 
time,  were  broken  by  cross  strain  ;  others,  having  a  central  section  one  inch 
square,  were  broken  by  tension. 

Wrought  Iron. —  Wroivght  Iron  is,  or  should  be  (as  before 
mentioned)  very  nearly  the  pure  metal,  containing  not  more  than 
about  015  per  cent  of  carbon. 

It  may,  by  a  peculiar  process,  be  procured  direct  from  the  ore, 
but  is  generally  obtained  from  the  harder  descriptions  of  pig-iron 
by  a  succession  of  processes,  the  object  of  which  is  to  get  rid  of 
the  carbon,  and  of  the  phosphorus,  silica,  and  other  impurities, 
which  injure  the  iron  and  make  it  brittle. 

In  order  to  expel  these  foreign  substances  the  finest  qualities 
of  wrought  iron  are  refined  and  then  puddled :  the  inferior  quali- 
ties are  puddled  only. 

Forge  pig  is  generally  used  for  the  manufacture  of  wrought 
iron,  and  can  be  converted  at  once  by  the  puddling  process. 

Grey  iron,  however,  contains  graphite  and  silicon.  Tlie  latter 
makes  it  difficult  to  puddle,  and  it  is  often  removed  by  the  pre- 
liminary process  of  refining  described  below. 

'  Matheson*8  Works  in  Iron.  *  Stoney  On  StrainSf  p.  477. 
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Rbfiking  consists  in  keeping  the  pig-iron  in  a  state  of  fusion  on  an  open 
hearth  with  coke,  for  about  two  hours,  with  a  strong  current  of  air  directed 
upon  it.  It  is  at  the  same  time  well  stirred,  so  that  all  parts  of  it  are  brought 
into  contact  with  the  air  and  oxidised. 

The  oxygen  in  the  air  deprives  the  cast  iron  of  part  of  its  carbon,  and  at 
the  same  time  converts  the  silicon  into  silica,  which  combines  with  some  of  the 
oxide  of  iron  to  form  a  fusible  slag,  that  r\ms  off. 

The  liquid  iron  is  then  run  into  cast-iron  moulds  lined  with  loam,  and  kept 
cool  with  water  circulating  below  them,  so  that  it  is  chilled  and  easily  broken 
up  into  what  is  technically  known  as  ^^  plate  met^L" 

The  resulting  fine  metal  greatly  resembles  white  cast  iron  in  its  character- 
istics, but  the  percentage  of  impurities  will  be  found  to  have  been  consider- 
ably reduced  by  the  refining  process. 

Pdddlinq  consists  in  melting  the  pig-iron  in  a  reverberatory  furnace,  by 
«means  of  which  the  metal  is  subjected  to  the  heat  of  the  flame  and  a  strong 
current  of  air,  and  kept  quite  clear  of  the  fuel. 

The  molten  metal  is  at  the  same  time  well  mixed  with  oxidising  substances, 
such  as  haematite  ore,  oxide  of  iron,  forge  scales,  etc,  and  sometimes  with  lime- 
stone and  common  salt  The  oxygen  in  these  combines  with  the  remnant  of 
carbon  left  in  the  iron,  and  the  silicon  is  also  oxidised,  passing  ofif  in  slag. 

As  the  carbon  is  removed  the  iron  becomes  less  fusible,  and  clotty  lumps 
of  pure  iron  appear,  which  are  collected  by  the  puddler  and  pressed  together 
with  the  tool  until  they  are  formed  into  jnMle-halls  weighing  about  |  cwt. 
or  more. 

In  order  to  reduce  the  labour  in  puddling,  rotatory  furnaces  and  other 
ingenious  inventions  have  been  intro<luced  of  late  years.  These,  however, 
need  not  be  further  referred  to. 

Shinolino. — ^The  lumps  or  balls  formed  in  the  puddling  furnace  are  at 
once  placed  under  a  helve  or  a  tilt-hammer,  the  blows  of  which  force  out 
the  cinder  and  consolidate  and  weld  the  particles  of  iron  together,  forming  it 
into  what  is  called  a  bloom. 

Inferior  descriptions  of  iron  generally  have  the  slag  removed  by  a  squeezer, 
a  machine  something  like  the  jaws  of  an  alligator,  after  which  animal  it  is 
sometimes  named. 

On  many  works  the  steam-hammer  is  used  for  this  purpose,  and  it  can  be 
made  to  do  the  work  very  effectually.  It  may,  however,  be  used  to  produce 
very  inferior  iron,  because  it  can  be  adjusted  to  give  the  mass  such  very 
light  blows  that  the  slag  is  not  squeezed  out,  but  left  in  the  iron  to  its  very 
great  detriment.^ 

RoLLiNO. — Directly  after  this  the  red-hot  slab  of  iron  is  passed  between 
grooved  rollers,  which  convert  it  into  puddled  bars  about  3  or  4  inches  wide, 
f  to  1  inch  in  thickness,  and  10  or  12  feet  long. 

The  puddled  bars  thus  formed  are  wrought  iron,  but  of  the  lowest  class. 
They  possess  hardly  any  of  the  characteristics  of  the  higher  qualities,  and 
require  to  be  greatly  improved  by  subsecjuent  processes  of  piling,  reheating, 
and  rolling. 

Before  referring  to  these  processes  and  to  the  different  qualities  of  iron 
produced  by  them,  it  will  be  well  to  glance  at  the  effect  of  rolling  upon  the 
structure  and  strength  of  the  iron. 

1  Pole. 
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Efpect  of  Rolunq  Iron. — All  wrought  iron,  after  fuBion,  or  after  having 
been  exposed  to  high  temperatures  sufficient  to  induce  softening  or  paatmess, 
which  is  the  case  when  iron  is  reheated  to  a  white  heat,  consists  of  an  aggrega- 
tion of  crystals  of  a  cubical  form. 

In  the  act  of  rolling,  these  crystals  are  elongated  into  fibres,  which  form 
the  mass  of  all  good  wrought  iron. 

Some  authorities  consider  that  when  bar  iron  is  subjected  to  contdnaed 
vibration,  constantly  repeated  loads,  shocks,  or  blows,  its  structure  becomes 
altered,  and  that  it  returns  to  a  crystalline  condition.  On  this  point,  however, 
there  is  considerable  doubt  (see  p.  260). 

The  chemical  constitution  of  the  iron  as  well  as  its  mechanical  structure  is 
altered  during  the  process  of  rolling.  When  heated  the  surface  is  exposed  to 
the  oxidising  influence  of  the  atmosphere,  the  amount  of  carbon  is  consider- 
ably reduced,  and  a  large  proportion  of  other  impurities  may  be  got  rid  of. 

Some  expeiiments  made  at  Woolwich  on  Bessemer  wrought  iron  showed^ 
that  this  iron,  when  fused  and  run  into  a  mould,  had  a  tensile  strength  of 
18*412  tons  per  square  inch,  but  when  the  same  iron  was  rolled  its 
tensile  strength  became  32*4  tons  per  square  inch,  by  which  it  appears  that 
the  operation  of  rolliug  has  the  effect  of  nearly  doubling  the  strength  of  the 
iron. 

The  effect  of  rolling  is  illustrated  also  by  the  example  given  at  page  319. 

Iron,  however,  will  not  bear  to  be  rolled  too  often,  for  it  appears  from  Sir 
W.  Fairbaim*8  experiments  that  it  gains  strength  only  up  to  the  fifth  reheat- 
ing, and  then  its  strength  begins  to  fall  ofL 

Professor  Hankine  says  — ^^  Gk>od  bar  iron  has  in  general  attained  its  maxi- 
mum strength,  and  the  desired  size  and  figure  should  be  given  to  it  with  the 
least  possible  amount  of  reheating  and  working." 

Difibrent  Qualities  of  Bar  Iron. — The  products  of  the  rolling 
process  are  classified  as  follows : — 

Puddled  Bars,  also  known  as  No.  1  or  roiLgh  bars. 

The  puddled  bar  obtained  by  the  processes  above  described  is  of  a  very 
weak  and  inferior  quality. 

It  has  a  coarse  crystalline  structure,  and  very  small  tensile  strength  (see 
Table,  p.  304),  but  is  of  a  harder  texture  than  the  better  kinds  of  bar  iron 
about  to  be  mentioned. 

In  order  to  improve  the  quality  of  the  material,  the  puddled  bar  is  cut  up 
into  short  lengths  and  subjected  to  the  processes  of  piling,  reheating,  and 
rolling. 

The  effect  of  these  processes  is — Ist,  To  drive  out  the  slag  ;  2d,  To  give 
uniformity  of  structure,  weak  parts  of  one  bar  being  brought  alongside  the 
strong  parts  of  other  bars  ;  3d,  To  produce  a  finished  sxirface. 

Some  of  the  harder  kinds  of  iron  are,  however,  worked  chiefly  by  the 
hammer,  the  bar  being  passed  through  the  rolls  only  at  the  last  when  it  is 
to  receive  its  finished  section. 

Merchant  Bar  or  Common  Iron,  known  also  as  No.  2,  is  produced  by  piling 
up  short  lengths  of  puddled  bars,  raising  them  to  a  welding  heat,  and  passing 
them  through  rollers.  This  amalgamates  them  into  a  single  bar,  and  gives 
the  iron  a  fibrous  structure  which  greatly  increases  its  strength. 

This  quality  of  bar  is,  however,  still  very  inferior,  being  hard  and  brittle. 
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It  can  be  forged  only  with  difficulty,  and  is  nsefol  only  for  the  commonest 
purposes. 

Best  Bab  is  produced  by  cutting  up  merchant  bars,  and  repeating  the  pro- 
cesses of  piling,  reheating,  and  rolling. 

In  some  cases  the  top  and  bottom  of  the  pile  are  made  with  bars  that  have 
been  twice  rolled. 

Best  bar  is  far  tougher  and  more  easily  worked  than  merchant  bar,  and  is 
generally  used  for  ordinary  good  work. 

Best  Best  and  Best  Best  Best  iron  bars  are  those  which  have  respectively 
been  submitted  to  three  and  four  repetitions  of  the  processes  of  piling,  weld- 
LDg,  and  rolling. 

Scrap  Bahs  are  made  from  short  pieces  that  are  useful  for  no  other  pur- 
pose welded  and  rolled  together  into  a  single  bar. 

When  the  scraps  used  are  old  pieces  not  thoroughly  cleaned,  the  resulting 
bar  is  of  an  iuferior  description. 

If,  however,  the  scraps  used  are  of  new  and  clean  iron,  such  as  the  short 
ends  cut  off  finished  rails,  an  iron  of  capital  quality  is  produced,  which  is 
known  as  best  scrap  or  best  best  scrap, 

Maitufacture  of  T  and  I  Ibon. — ^In  manufacturing  iron  of  T,  I,  or  other 
sections,  or  rails,  a  pile  of  bars  is  formed,  heated,  and  welded  together  under  a 
steam  hammer. 

This  is  then  rolled  into  a  bloom  of  about  half  or  two-thirds  the  sectional 
area  of  the  original  pUe. 

The  bloom  is  reheated,  and  rolled  down  in  grooved  finishing  rollers,  each 
approaching  more  and  more  nearly  to  the  section  of  the  finished  raiL 

The  rails  are  then  cut  to  a  length,  straightened,  and  finished. 

For  rails  which  have  to  withstand  traffic,  the  upper  and  lower  surfaces  of 
the  piles  are  of  superior  or  better- worked  iron. 

Wrought  iron  girders  can  be  rolled  with  ease  up  to  a  depth  of  about  10  inches.  When 
they  are  required  of  greater  depth  than  this,  the  upper  and  lower  portions  are  sometimes 
rolled  separately,  and  then  united  by  inserting  a  piece  of  iron  containing  more  carbon, 
and  which  is  therefore  more  fusible.  This  piece  is  subjected  to  a  fierce  heat  from  blow- 
pipes, and  at  the  same  time  hammered  on  both  sides,  so  as  to  weld  the  upper  and  lower 
portions  of  the  girder  together. 

Contraction  of  Wrought  Iron. — ^^  When  a  bar  of  wrought  iron  is  heated 
to  redness  and  quenched  in  water  it  becomes  permanently  shorter  than 
before.  This  fact  is  well  known  to  practical  men,  who  sometimes  avail  them- 
selves of  it  when  a  ^Tought-iron  crank,  etc.,  has  been  accidentally  bored  out 
too  large  for  its  shaft ;  by  one  or  more  heats  it  may  be  reduced  so  as  to  be  a 
good  fit"  1 

Cold  BoUed  Iron. — Wrought  iron  bars  and  plates,  rolled  under  a  great 
pressure,  acquire  a  polished  surface,  and  have  their  tensile  strength  increased, 
and  their  ductility  reduced  as  shown  in  the  Table,  p.  305. 

Defeots  in  Wrought  Iron. — Cold  Short  iron  is  very  brittle 
when  cold,  and  cracks  if  bent  double,  though  it  may  be  worked  at  a 
high  temperature. 

This  defect  generally  appears  in  an  iron  produced  from  a  poor 
ore,  or  is  caused  by  an  excess  of  phosphorus. 

^  Box  on  Heat, 
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Eed  Short  or  Hot  Short  iron  cracks  when  bent  or  finished  at 
a  red  heat,  but  is  sufficiently  tenacious  when  cold.  The  defect  is 
generally  caused  by  sulphur  from  the  fuel.  Eed  short  iron, 
though  useless  for  welding  and  for  many  other  purposes,  is  tougher, 
when  cold,  than  other  iron,  and  is  much  used  for  tin  plate. 

Arsenic,  copper,  and  several  other  impurities  also  produce  red 
shortness. 

TESTS  FOR  WROUGHT  IRON. 

General  Bemarks. — There  are  several  ways  in  which  the 
quality  of  a  piece  of  wrought  iron  may  be  ascertained. 

It  may  be  broken  by  direct  slow  tension,  or  by  a  falling  weight, 
the  breaking  stress,  elongation,  contraction  of  area,  and  other  par- 
ticulars being  noted.  In  the  absence  of  facilities  for  breaking  it, 
it  may  be  subjected  to  certain  rough  tests  which  will  be  presently 
described. 

Where  these  tests  cannot  be  applied,  some  idea  may  be  formed 
of  the  quality  of  the  iron  by  the  appearance  of  the  fractured  sur- 
face. 

Wrought  iron  is  used  in  many  structures  in  which  it  is  liable 
to  receive  sudden  and  often-repeated  shocks.  This  is  the  case, 
for  example,  in  bridges,  and  to  a  certain  extent  in  roofs.  It  must, 
therefore,  be  able  not  only  to  resist  a  great  tensile  stress,  but  also 
to  withstand  sudden  concussion  or  continued  vibration. 

A  very  hard  iron  will  withstand  a  very  high  tensile  stress,  but 
is  brittle,  and  will  snap  under  a  sudden  strain. 

A  good  iron  must,  therefore,  not  only  possess  great  tensile 
strength,  but  must  be  ductile,  that  is,  able  to  stretch  before  it 
gives  way.  This  ductility  may  be  measured  either  by  the  pro- 
portion borne  by  the  permanent  elongation  to  the  original  length 
of  the  iron,  or  by  the  amount  of  contraction  of  area  of  section 
caused  by  the  stretching. 

A  specimen  of  such  iron  when  torn  asunder  by  slow  tension 


Fig.  116. 


Fig.  116. 
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will  not  break  off  short  as  in  Fig.  1 1 5/  but  "will  draw  out  as 
in  Fig.  116/  not  only  becoming  longer,  but  also  being  reduced 
in  diameter  and  sectional  area  at  the  centre.  The  dotted  lines  in 
Fig.  116  show  the  original  size  of  the  specimen. 

In  order  that  both  strength  and  ductility  may  be  secured,  it 
is  now  usual  for  engineers  to  require  that  the  iron  for  bridges 
and  similar  important  work  should  fulfil  at  least  two  condi- 
tions : — 

(1)  That  it  shall  not  break  with  a  tensile  stress  less  than  a 
certain  specified  amount. 

(2)  That  before  breaking  it  shall  elongate  not  less  than  a 
named  proportion  of  its  original  length ;  or 

That  before  breaking  its  sectional  area  shall  be  reduced  (as  a 
consequence  of  its  stretching)  by  not  less  than  a  certain  named 
proportion  of  its  original  area. 

Of  these  two  forms  of  the  test  for  ductility,  the  measurement 
of  the  elongation  is  simpler  and  more  easily  managed  than  the 
measurement  of  the  reduction  of  area. 

With  ordinary  irons,  as  a  rule,  that  specimen  which  has  the 
greatest  tensile  strength  is  the  hardest,  and  wiU  contract  least  in 
sectional  area,  or  lengthen  the  least  before  breaking. 

Iron  can,  however,  be  made  which  will  possess  both  qualities 
in  a  very  high  degree. 

In  addition  to  ascertaining  the  strength  and  ductility  of  the 
iron,  it  is  desirable  to  know  how  the  iron  will  behave  when 
reheated  and  worked. 

This  is  ascertained  by  bending  or  otherwise  distorting  the  iron 
when  hot,  as  described  at  page  267,  under  the  head  of  Forge 
Tests. 

Such  tests  are  especially  valuable  when  the  iron  is  to  be  forged 
into  different  shapes  before  use  in  the  structures  for  which  it  is 
intended. 

Mr.  Kirkaldy's  Experiments. — At  one  time  it  was  thought  that  the 
tensile  stress  required  to  break  a  piece  of  iron  was  all  that  was  necessary  to 
be  known  in  order  to  ascertain  its  quality. 

The  investigations  of  Mr.  Eirkaldy  founded  upon  an  elaborate  series  of 
experiments  made  by  him  on  iron  of  every  description  and  quality,  led  him, 
however,  to  the  following  conclusions,^  among  many  others,  some  of  which 
will  be  referred  to  presently  : — 

'  From  Eirkaldy's  ExperitrunU  on  Iron  and  StuL 
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1.  The  breaking  strain  does  not  indicate  the  qnality  as  hitherto  assnniftd. 

2.  A  high  bre^dng  strain  may  be  due  to  the  iron  being  of  superior  quality,  dense, 
fine,  and  moderately  soft,  or  simply  to  its  being  very  hard  wd  unyielding. 

"  8.  A  low  breaking  strain  may  be  due  to  looseness  and  coarseness  in  the  texture^  or 
to  extreme  softness,  though  yery  close  and  fine  in  quality. 

"  4.  The  contraction  of  area  at  fracture,  preriously  OTerlooked,  forms  an  eaiential 
element  in  estimating  the  quality  of  specimens. 

**  5.  The  respective  merits  of  various  specimens  can  be  correctly  ascertained  by  com- 
paring the  breaking  strain  jointly  with  the  contraction  of  area. 

"6.  Inferior  qualities  show  a  much  greater  variation  in  the  breaking  strain  than 
superior. 

**7.  Greater  differences  exist  between  small  and  large  bars  in  coarse  than  in  fine 
varieties. 

"  8.  The  prevailing  opinion  of  a  rough  bar  being  stronger  than  a  turned  one  is  erro- 
neous. 

"9.  Rolled  bars  are  slightly  hardened  by  being  forged  down. 

"10.  The  breaking  strain  and  contraction  of  area  of  iron  plates  are  greater  in  the 
direction  in  which  they  are  rolled  than  in  a  transverse  direction."  (The  experiments 
show  the  difference  to  be  about  10  per  cent.) 

Unh'ORHITT. — In  choosing  iron  for  railway  bridges  and  similar  stractores 
it  is  not  only  important  that  the  iron  should  be  strong  and  tough,  but  also 
that  it  should  be  uniform  in  quality. 

Iron  structures  are  generally  so  proportioned  that  an  equal  stress  shall 
come  upon  every  square  inch  of  the  section  of  every  part  It  is  of  no  advan- 
tage that  the  iron  in  one  part  should  be  so  good  as  to  enable  it  to  take  more 
than  this  working  stress,  when  at  the  same  time  another  part  would  give  way 
if  the  stress  were  applied. 

Different  Mbthods  of  TssriNa.^ — (1)  Upon  receiving  a  quantity  of 
iron  for  any  work,  pieces  may  be  taken  at  random  and  tested  to  breaking  in  the 
manner  before  described. 

This  is  the  best  way  of  testing — all  the  particulars  required  to  be  known 
with  regard  to  the  iron  may  be  ascertained — and  though  some  bad  pieces  may 
escape  detection,  yet  the  general  average  of  the  whole,  and  the  d^ree  of  uni- 
formity which  exists,  is  pretty  well  arrived  at 

In  order  that  the  iron  may  be  uniform  in  ductility  as  well  as  in  tensile 
strength,  it  has  been  recommended  that  a  maximum  percentage  of  elongation 
or  contraction  of  area  should  be  specified  as  well  as  a  minimum.  This,  how- 
ever, is  not  done,  the  minimum  only  being  referred  to  in  most  specifications. 

There  are,  however,  other  ways  in  which  engineers  endeavour  to  ascertain 
the  quality  of  a  lot  of  iron  by  applying  a  tensile  stress. 

These  may  just  be  mentioned 

(2)  Sometimes  eveiy  piece  to  be  used  in  the  work  is  tested  under  a  small 
stress,  any  bars  which  appear  to  elongate  more  than  the  others,  and  sooner  to 
take  a  permanent  set  (see  p.  315),  being  considered  inferior.  This  test  gives 
no  information  regarding  the  ultimate  strength  of  the  iron.  Moreover,  there 
is  danger  of  testing  each  piece  beyond  its  limit  of  elasticity  (see  p.  315),  and 
thus  doing  it  a  permanent  injury. 

(3)  In  other  cases  it  is  specified  that  all  bars  shall  be  rejected  the  elonga- 
tion of  which  exceeds  a  certain  fixed  proportion  under  a  specified  stress. 

This  is  a  bad  test  of  the  quality  of  the  iron,  for  the  large  elongation  may 
be  due  either  to  the  iron  being  a  good  tough  material,  which  stretches  con- 


^  Unwin's  Iron  Bridges  and  Moo/s, 


TESTS  FOR  WROUGHT  IRON. 


265 


aideiably  long  before  breaking,  or  it  may  be  due  to  tbe  lion  being  of  a  weak 
description  and  on  the  point  of  breaking. 

Testing  Machines. — ^The  machines  for  accurately  testing  iron  and  steel 
are  too  cumbrous  and  expensiye  for  ordinary  use.  Engineers  generally  send 
their  specimens  to  be  tested  by  Mr.  Kirkaldy,  of  The  Grove,  Southwark,  or  to 
one  of  the  chain-testing  establishments,  such  as  those  at  Birkenhead  and 
Sunderland. 

A  description  of  Mr.  Kirkaldy's  admirable  machineiy  for  testing  is  given 
in  Spon*s  Dictionary  of  Engineering, 

Tensile  Tests  for  Wrought  Iron. — ^The  Tables  at  page  304  give  the 
tensile  strength,  the  contraction  of  area,  and  other  particulars,  with  regard  to 
several  different  descriptions  of  iron. 

These  particulars  differ  in  nearly  every  case.  It  is  not  usual  to  make  shades 
of  difference  in  the  tests  applied,  so  that  they  do  not  vary  with  each  minute 
difference  in  the  description  of  iron  that  is  to  be  used. 

The  following  Tables,  showing  the  tests  that  are  applied  to  the  various 
classes  of  iron  by  the  different  Qovemment  departments,  will  therefore  be 
useful 

India  Office, — ^The  following  Table  is  extracted  from  one  prepared  for  the 
India  Office  by  Mr.  Kirkaldy :  ^ — 

Scale  of  Tensile  Tests  for  Ikon  of  Various  Qualities. 


Class  C. 


DnOBXFTIOK. 


OB 


1T8,     round    or 
square   . 

Eurs,  flat  . 

DgleandTeeorT 

lates,      grain 

lengthways 
latea,      grain 

crossways 


Tous. 
27 
26 
25 


^23 
22  J 


Per  cnt. 
45 
40 
30 


20^ 
12. 


Class  D. 


6  •  «> 


Tons. 
26 
25 
24 


23>| 
16!      V21J 
20  J 


Per  cnt 
35 
30 
22 


15^ 
9. 


12 


Class  E. 


id 

B  5  p 


Tons. 


25 
24 


23 


22 


19  J 


20i 


o     -tj 


Per  cnt. 


80 


25 
18 


Class  F. 


s  ®  0 


12>| 


Tons. 


24 
23 


22 


21^ 
18  J 


a 

o 


o     *» 


Per  cnt. 


25 


20 
15 


10^ 


Class  O. 


Bi 


7 


i 


Tons. 
23 
22 
21 


20^ 
17  J 


Per  cnt 
20 
16 


12 


8 


8 


} 


5} 


Stress  I 
inch.  ) 


Swedish  Bars. 

22  ton.  --r^^^ljeopercent 


Ultimate  Stress  )  ««  ^ Contraction 


per  square  men.  )  area 

Comparing  this  Table  with  the  Tables  of  strength  given  at  page  304,  it  will 
be  seen  that 

The  best  Yorkshire  iron  might  be  expected  to  stand  the  tests  under 
Class  C. 


*  Wray*8  Theory  0/  CoTutruction, 
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The  Bert  Bert  iicnis  of  the  nuurkrt  ahonld  rtand  the  terts  nnder  CUat  K 
The  ordinary  Bert  iron  of  the  muket  Bhoald  rtand  thoae  of  Claaa  G. 

A  ftDd  B  are  reserved  for  special  qualities  of  iron  which  might  be  required  rt  any 
fntnre  time,  and  the  Classes  D  to  F  woold  be  for  qualities  intermediate  between  the  others. 

The  nnder-mentioned  condition  is  attached  to  the  contract : — 

^  4.  The  Saperintendent  of  Stores,  or  his  depntj,  will  select  materials  representing  4  per 
cent  of  the  yaloe,  from  which  will  be  cut  pieces  20  inches  in  length,  and  of  plates  and 
sheets  20  inches  by  18  inches.  These  pieces,  after  being  stamped  at  or  near  the  ends 
with  the  Saperintendent  of  Stores*  stamp,  in  addition  to  the  maker's  brand,  will  be  sent 
to  Mr.  DaVid  SLirkaldy,  Testing  and  Experimenting  Works,  The  GroTe,  Southwark 
Street^  London,  B.E.,  to  be  tested  and  reported  npon  by  him  to  the  Saperintendent  of 
Stores. 

**  The  iron  will  be  accepted,  although  ander  the  above  specified  strain,  provided  the  con- 
traction of  area  at  fracture  is  the  same  percentage  higher,  or,  in  other  words,  softer  iron 
than  that  specified  will  be  accepted. 

^  In  order  to  avoid  expense  and  dehty  arising  from  rejection  of  materials,  the  attention 
of  contractors  is  particularly  requested  to  the  foregoing  tests,  which  will  be  strictly 
enforced  in  all  cases. 

"The  contractor  will  be  required  to  supply  and  deliver  the  materials,  but  the  cort  of 
testing  will  be  borne  by  the  India  Store  Department." 

Admiralty, — The  Admiralty  Tests  may  be  tabulated  as  follows  : — 


BB  or  Irt  class  plate  iron  and  shert    |  (grain  lengthways) 
iron  4  inch  thick  and  above  .    {  (grain  crossways) 


Do.,  boiler  plate,  do. 


do. 


{(grain  lengthways) 
(grain  crossways) 


B  or  second  dass  plate  and  sheet  iron  .    1 1^  J^fJ^IyJ)^^ 


Tensile  Strain 
per  square  inch. 

22  tons. 
18 


21 
18 


>t 


ft 


20    „ 
17    . 


^''^^i:^^'^'''^'''^'''''\(f^^-^--y^)      •        .        22 


>r 


Bert  merchant  or  malleable  once-worked^ 
iron,  firrt  brand ;  BB  bar  iron,  mould- 
ing,  sash  bar,  half  round,   and  seg-  >         Do.  22    „ 
mental  iron.     Fire-bar  iron 

BB  nail  rod,  BB  hoop  iron. 

All  the  above  are  in  addition  to  the  forge  tests  enumerated  at  page  267. 

Test  by  meanB  of  Falling  Weight,  or  Impact  Test. — In  testing  iron 
for  very  important  situations,  where  it  will  be  subject  to  sudden  shocks^  it  is 
well  to  subject  it  to  the  tension  produced  by  a  weight  falling  from  a  height, 
so  as  to  imitate  as  nearly  as  possible  the  action  of  the  force  to  which  it  will 
be  subjected. 

This  is  done  in  the  case  of  bolts  for  fastening  the  thick  iron  plates  of 
armour-plated  forts. 

These  are  tested  by  means  of  a  ton  weight  falling  through  a  distance  of  30 
feet  The  testing  apparatus  is  so  arranged  that  the  blow  acts  in  the  direction 
of  the  length  of  the  bolt  Tins,  it  is  found,  will  pull  asunder  a  d-inch  bolt 
in  six  or  seven  blows.  The  fracture  is  required  to  be  "  silky  fibrous,  not 
crystalline  in  any  degree,"  and  the  contraction  of  area  40  per  cent. 

Iron  rails  are  also  sometimes  tested  by  a  falling  weight 

Bough  Tests  for  Wrought  Iron. — ^There  are  several  very  useful  testa 
which  may  be  applied  to  iron  of  different  forms  in  addition  to  the  tensile  tests. 
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Forge  Tests, — Plate  iron  may  be  bent  either  hot  or  cold,  with  or  across  the 
grain.  The  bending  is  done  upon  a  cast-iron  rectangular  slab,  having  the 
comer  slightly  rounded  o£f.  The  angle  throitgh  which  the  plate  shovld  head 
without  cracking  depends  upon  the  quality  and  thickness  of  the  iron,  and  is 
shown  in  the  following  tables,  which,  together  with  the  tests  following  for 
angle  irons,  etc.,  have  been  extracted  from  the  Admiralty  directions  for  test- 
ing iron. 


PLATE  IRON. 

Hot. 

Cold. 

Thickness. 

1  inch  thick 
and  under. 

linch. 

finch. 

}inch. 

iinch. 

Best  best,  grain  lengthways . 

,,            „    crossways 
Best)  grain  lengthways 
„       ,,     crossways  .... 

126° 
90° 
90° 
60° 

16° 

6° 

10° 

•  •  • 

25° 

10° 

20° 

6° 

35° 
16° 
80° 
10° 

70° 
80° 
56° 
20° 

SHEET  IRON. 

Hot. 

Cold. 

Best  best,  grain  lengthways . 
,,            „     crossways    . 
Best,  grain  lengthways 
,,         „    crossways  .... 

125° 
90° 
90° 
60° 

90° 
40° 
76° 
80° 

N^, — It  should  be  noticed  that  the  angle  mentioned  above  in  each  case  is  the  angle 
throngh  which  the  plate  is  bent,  commencing  at  the  horizontal,  not  the  angle  between  the 
two  sides  of  the  plate  after  it  is  bent. 

Different  descriptions  of  iron  may  be  tested  as  follows  : — ^ 


HOT. 
Angle  Irons 

May  be  bent  thus 


Or  thus 


COLD. 

Notched  and  broken  across  to 
show  quality  of  the  iron. 


^  These  are  the  tests  used  by  the  Admiralty. 
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HOT. 
Or  flattened  thus 


I 


And  end  bent  over  thus 


fP 


Tee  Irons 


May  be  bent  thus 


Or  thus 


(cid 


Tee  htUh  iron  may  be  tested  like 
Tee  iron,  and  angle  bulb  iron 
like  angle  iron,  after  the  bulb 
in  each  case  is  cut  ofil 


Bulb  Iron 


Cut  off  bulb,  and  bend 
web  thus 


Channtl  Iron 


Bent  thus 


COLD. 

One  flange  cut  off  and  bent  cold, 
thus 


fP 


Same  as  for  angle  irons. 


The  bulb  may  be  notched  on  one 
side,  and  broken  cold  to  show 
the  quality  of  the  iron. 


Bulb  notched  on  one  side,  and 
broken  to  show  quality  of  iron. 


Flange  cut  off  and  bent  cold  as 
for  angle  iron.  One  sample 
notched,  and  broken  cold,  to 
show  quality  of  iron. 


BxveU  of  good  quality  Bhould  double  when  cold  without  Bhowing  any  signs 
of  fracture.  The  heads  ''  when  hot  should  stand  being  hammered  down  to 
less  than  |-inch  thickness  without  cracking  at  the  edge.  Rivets  should  also 
stand  haying  a  punch  of  nearly  their  own  diameter  driven  right  through  the 
shank  of  the  rivet  when  hot  without  cracking  the  iron  round  the  hole,"  ^ 

Appearance  of  the  Fractured  Surface  of  Wrought  Iron, — At  one  time  it  was 
thought  that  a  fibrous  fracture  was  a  sign  of  good  tough  wrought  iron,  but  that 
a  crystalline  fracture  showed  that  the  iron  was  bad,  hard,  and  brittle, 

Mr.  Eirkaldy's  experiments  led  him,  however,  to  the  following  conclu- 
sions.^ 

"  1.  Whenever  wrought  iron  breaks  suddenly,  a  crystalline  appearance  is  the  invari* 
able  result ;  when  gradually,  invariably  &JSfrous  appearance. 


1  Graham  Smith  in  Proceedings  Liverpool  Engineering  Society,  from  "  Engineer." 
*  Kiikaldfs  Eaq^erimenti  on  Wrought  Iron  and  SteeL 
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"  2.  Whether,  on  the  one  hand,  it  is  finely  or  coarsely  (nTstalline,  or,  on  the  other, 
the  fibre  be  fine  and  close,  or  coarse  and  open,  depends  npon  the  quality  of  the  iron. 

"  8.  When  there  is  a  combination  in  the  same  bar  or  plate  of  two  kinds — the  one 
harder  or  less  ductile  than  the  other — ^the  appearance  will  be  partly  crsrstalline  and  partly 
fibrons,  the  latter  produced  by  the  gradual  drawing  asunder  action  previous  to  and  at  the 
time  of  rupture  ;  whilst  in  the  former  the  iron  breaks  suddenly,  without  elongating  at 
time  of  rupture. 

"  4.  When  the  proportion  of  the  harder  is  considerably  less  than  the  softer,  the  for- 
mer snaps  suddenly,  whilst  the  latter  continues  stretching  ;  but  when  nearly  equal,  or  the 
less  ductile  predominates,  both  portions  break  together,  or  almost  at  the  same  moment ; 
the  one  part,  gradually  arriving  at  its  limit  of  endurance,  breaks  with  a  fibrous  appear- 
ance, whilst  a  greatly  increased  strain  consefjuently  coming  on  the  remaining  portion,  it 
suddenly  gives  way  producing  a  crystalline  appearance. 

'*  5.  The  relative  qualities  of  various  irons  may  be  pretty  accurately  judged  of  by 
comparing  their  fractures,  provided  they  have  all  been  treated  in  precisely  the  same  way, 
and  all  broken  under  the  same  sort  of  strains  similarly  applied. 

"6.  By  varying  either  the  shape,  the  treatment,  the  kind  of  strain,  or  its  application, 
pieces  cut  off"  the  same  bar  will  be  made  to  present  vastly  different  appearances  in  some 
kinds  of  iron,  whereas  in  others  little  or  no  difference  will  result." 

It  will  be  seen  then  that  the  appearance  of  the  fractured  surface  of  wrought 
iron  is  to  a  certain  extent  an  indication  of  its  quality,  provided  it  be  known 
how  the  stress  was  applied  which  produced  the  fracture. 

Good  iron  may  be  either  crystalline  or  fibrous,  according  as  the  stress  which 
caused  fracture  was  sudden  or  gradual,  but  it  should  be  remarked  that  bad 
iron  is  never  fibrous. 

Small  uniform  crystals  of  a  uniform  size  and  colour,  or  fine  close  silky  fibres, 
indicate  a  good  iron. 

Coarse  crystals,  blotches  of  colour  caused  by  scoriso  or  other  impurities,  loose 
and  open  fibres,  are  signs  of  bad  iron,  and  flaws  in  the  fracture  surface  are 
signs  that  the  piling,  welding,  and  rolling  processes  have  been  imperfectly 
carried  out 

Fractures  examined  should  be  those  of  bars  at  least  half-an-inck  thick,  or 
they  will  become  distorted  and  will  not  exhibit  the  characteristic  peculiari- 
ties to  be  seen  in  larger  bars. 

The  fibres  of  wrought  iron  are  readily  exposed  by  immersing  the  specimen 
for  a  few  days  in  very  weak  hydrochloric  or  nitric  acid,  which  eats  away  the 
material  between  the  fibres,  leaving  the  latter  exposed. 


DIFFEEENT  DESCEIPTIONS  AND   MAEKET  FOEMS  OF 
WEOUGHT  lEON,  AND  THEIE  EELATIVE  VALUE. 

DESCRIPTIONS  OF  WROUGHT  IRON. 

The  following  are  the  different  kinds  of  wrought  iron  most  generally  known 
in  this  country. 

Swedish  Iron  is  made  from  pure  magnetic  iron  ore^-chiefly  from  Danne- 
mora — smelted  with  charcoal. 

It  excels  any  iron  made  in  this  country  with  regard  to  tenacity  and  tough- 
ness, but  its  great  cost  precludes  it  from  use  in  engineering  and  building 
structures. 

Best  Yorkshire  Iron — produced  by  certain  well-known  firms  of  long  stand- 
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ing  (see  p.  285).  This  iron  can  be  more  thorouglily  relied  upon  for  strength , 
toughness,  and  uniformity  than  any  other  made  in  this  country.  It  is  gener- 
ally specified  for  important  work  intended  to  withstand  an  imusual  stress,  or 
to  resist  sudden  shocks,  or  changes  of  temperature. 

Other  Yorkshire  manufactures — Staffordshire  Iron,  Scotch  Iron,  Cleveland 
Iron,  Newcastle  Iron,  Middletboroagh  Iron,  Welsh  Iron,  etc.  eta,  are  other 
descriptions  of  bar  and  plate  iron  in  the  market  They  vary  considerably  in 
quality ;  some  of  them  possess  considerable  strength  and  toughness,  are  only 
half  the  cost  of  best  Yorkshire  iron,  and  are  more  generally  used  for  ordi- 
nary purposes. 

These  different  varieties  are  generally  distinguished  by  marks  or  brands, 
which  are  described  at  p.  282.  The  qucdities  of  the  different  kinds  of  iron  are 
further  referred  to  in  connection  with  the  brands  under  which  they  are  sold. 

MARKET  FORMS  OF  WROUGHT  IRON. 

Wrought  Iron  is  prepared  for  the  market  in  several  convenient  forms. 

Ordinary  Dimensions  are  those  generally  made  and  kept  in  stock.  Every- 
thing required  of  different  dimensions  from  these  must  be  paid  for  at  a  higher 
price.  The  ordinary  dimensions  for  each  district  are  given  in  the  list  of 
extras,  p.  277. 

The  extras  charged  in  South  Staffordshire,  also  in  the  North  of  England, 
Wales,  and  Scotland,  are  shown  in  the  list  at  page  277,  which  is  copied  £rom 
that  compiled  by  Messrs.  W.  Bird  and  Co.,  London. 

Dead  Lengths  a/nd  Exact  Dimensions  are  also  charged  for  extra,  that  is  when 
a  bar  must  be  the  exact  length  specified  within  i^  inch,  or  when  a  plate  must 
be  a  special  imusual  length  by  a  special  unusual  width  in  disproportion. 

Iron  of  irregular  or  unusual  figure  or  dimensions,  or  cut  according  to 
sketches,  is  also  chaiged  extra. 

Bar  Iron  includes  simple  sections — round,  square,  or  flat. 

^^^  *  I  Ordinary  dimensions  are  generally  from  J  inch   to    3  inches 

(  diameter,  or  sides,  increasing  by  I'k  of  an  inch  each  size. 
round.  ) 

-  If  under  J  an  inch  diameter,  they  are  classed  as  rods ;  or  if  imder  A  inch 
diameter,  as  wire, 

■IHB  Flat  Bars. — The  ordinary  dimensions  are  generally  from  1  foot  by  J 
of  an  inch  to  6  inches  by  1  inch,  the  width  increasing  i  of  an  inch  and  the 
thickness  increasing  A  of  an  inch  (at  the  same  time)  in  the  various  sizes. 

Bars  of  these  sections  may  be  readily  obtained  of  to  22  feet  in  length  with- 
out extra  charge. 

^■^  Half  round,  ^^  Oval,  ^  ■       Convex,    M^m^  ^Half-oval,  ^  Hexagon, 

V  Octagon,  and  aiBi^  Tyre  iron,  are  other  sections  which  are  useful  for  dif- 
ferent purposes,  but  which  need  not  be  more  fully  described. 

Bar  iron  is  classified  as  to  quality  in  the  manner  described  at  p.  260. 

Uses. — Best  Yorkshire  Bar  Iron  is  used  for  locomotives,  and  in  superior 
shipbuilding,  also  for  bolts  and  fastenings  of  very  important  structures. 

Best  Best  Bar  Iron  of  other  descriptions  is  used  for  all  very  important  work 
where  the  expense  of  Lowmoor,  Bowling,  or  other  best  Yorkshire  irons  ex- 
cludes their  use. 
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Best  Staffordshire  Bar  Iron  is  nsed  for  ordinary  work  in  bridges  and  roofs. 

Common  Bar  Iron  is  used  where  the  iron  requires  hardly  any  forging,  and 
is  not  expected  to  offer  much  resistance.  It  suffices  for  hurdles,  standards, 
and,  in  fact,  ordinary  work. 

Angle  and  T  Irons. — Iron  of  these  sections  is  most  useful  in  a  great 
many  building  and  engineering  structures,  such  as  roofs,  girders,  bridges,  etc. 
etc. 

The  sections  are  made  of  a  great  variety  of  dimensions.  Iron  merchants 
generally  publish  lists  showing  those  that  they  keep  in  stock. 


The  sides  a  5,  6  c  are  sometimes  equal,  as  in  Fig.  117;  sometimes  unequal, 
as  in  Fig.  118. 

These  forms  of  iron  are  obtainable  in  lengths  up  to  about  40  feet. 

It  vnW  be  seen  that  extras  are  charged  for  the  smaller  sized  angle  and  T 
irons,  also  for  sections  exceeding  8  united  inches^  that  is  sections  in  which  the 
sum  of  the  length  of  the  sides,  or  of  the  length  of  both  and  stem,  is  more 
than  8  inches. 

Extras  are  also  charged  for  sections  having  an  obtuse  or  an  acute  angle,  as 
in  Figs.  121,  122  ;  or  "round-backed,"  as  in  Fig.  123. 

Angle  irons  cannot  well  be  rolled  of  a  thickness  less  than  ^  of  the  width 
of  one  side.  On  the  other  hand,  if  they  are  very  thick,  there  is  a  consider- 
able percentage  of  loss  of  metal  in  the  rivet  holes. 

They  should  have  sides  or  flanges  of  equal  thickness — holding  up  the  full 
thickness  to  the  ends  of  the  flanges,  not  feather-edged. 

Channel  Iron,  known  also  as  half  H  iron,  is  a  form  fre- 
quently used  in  lattice  girder  bridges  and  similar  structures. 

The  united  inches  in  channel  iron  consist  of  the  width  added  to 
twice  the  height  ^«-  ^24. 

Boiled  Girder  Iron,  known  also  as  Rolled  Joist  Iron,  Beam  Iron,  I  Iron, 
or  H  Iron. 

This  is  one  of  the  most  useful  sections  of  iron  for  fireproof  and 
other  floors,  parts  of  bridges,  roofs,  etc.,  and  is  rolled  in  depths  of 
from  3  to  14  inches. 

An  endless  variety  of  sections  is  kept  by  different  makers  who 
generally  publish  full-size  sections  of  their  iron  joists,  showing  the 
weight  per  foot  run  of  each  joist,  and  the  distributed  load  that  it  ^.     .„,. 
will  support  ^'  ^^^' 

Misoellaneoua  Sections. — Besides  the  above-mentioned  there  are  a  great 
many  forms  of  wrought  iron,  some  of  which  are  in  common  use,  others  re* 
quired  only  for  special  purposes. 

A  few  of  these  will  now  be  briefly  mentioned.  Their  sections  are  shown 
below. 

I   T   UL  L 

Figs.  126.  127.  128.  129.  180.  131. 
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Bulb  Beam  (Fig.  126)  is  chiefly  used  for  ahipbuilding. 

BuU)  Tee  Beam  or  Deck  Beam  (Fig.  127)  is  also  used  for  ships,  and  some- 
times for  roofs. 

Bidb  Angle  (Figs.  128,  129)  also  for  ships. 

SqtMre  Root  (Fig.  130),  used  for  riveted  stnictares  in  which  the  feather 
edge  would  cause  an  empty  space. 

Double  Angle  or  Z  Sections  (Fig.  131),  used  for  riveted  structures  instead  of 
a  flat  and  two  angle  irons. 

Bail  Bars. — These  are  made  of  various  sections ;  some  of  them  may  be 
illustrated,  but  need  not  be  described. 


Z 


Figs.  132.  133.  134.  135. 

Double-headed  BaU  (Fig.  132). — Formerly  a  section  in  common  use,  but 
now  mostly  found  on  British  lines  only. 

Vignoles  or  FlairboUomed  Rail  (Fig.  133),  used  especially  on  Continental 
lines. 

Bridge  Rail  (Fig.  134),  used  mainly  by  the  Qreat  Western  Railway  Com- 
pany for  the  broad-gauge  traffic 

Tram  Rail  (Fig.  135). — This  is  only  one  of  the  many  forms  of  sections  used 
for  tramways  in  streets. 

Sash  OTui  Fancy  Iron, — ^This  class  includes  a  great  variety  of  forms  of  iron 


Figs.  136.  137. 


sash  bars,  such  as  those  in  Figs.  136  to  138 ;  Beading  Iron,  for  ornamental 
work,  as  in  Figs.  139  to  141  ;  Gross  Iron  (Fig.  142),  for  struts ;  Quadrant 
Iron  (Fig.  143),  for  building  up  parts  of  structures ;  and  other  sections  useful 
for  different  purposes. 

Market  Sections. — Before  ordering  L,  T,  LJ  iron,  joists,  or  iron  of  the 
various  other  sections,  it  is  well  to  ascertain  the  dimensions  of  the  usual  sec- 
tions kept  in  stock  by  the  merchants,  or  for  which  the  works  have  rolls.  Iron 
merchants  give  their  customers  printed  lists  of  all  such  sections,  and  selections 
should  be  made  from  them.  If  sections  of  unusual  form  and  dimensions  are 
called  for,  extra  expense  and  delay  are  occasioned. 

The  lists  include  almost  every  variety  that  can  possibly  be  required  ;  for 
example,  in  those  of  Messrs.  Wm.  Bird  and  Co. 

Angle  irons  are  shown  from  ^  inch  x  ^  inch  x  ^  inch  thick  up  to  8  inches 
X  8  inch  x  \  inch  thick. 

T  irons  from  -fn  inch  table  x  |  inch  stem  x  \  inch  thick,  up  to  1 2  inch  table 
X  3|  inch  stem  x  ^  inch  thick. 

U  irons  from  f  inch  wide  x  |  high  x  A  thick,  to  12  inches  wide  x  4  inches 
high  X  1^  inch  thick. 

I  iron  from  2}  inches  high  x  1  inch  wide  x  |  inch  thick,  to  43|  inches  high 
X  lli^  inches  wide  x  1^  inch  thick. 
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Rivet  Iron,  Chain  Iron,  Horse-shoe  Iron,  Nail  Iron,  are  special 
qualities  maniifactured  for  the  purposes  indicated  by  their  respective  names. 

Plate  Iron  is  made  in  thicknesses  between  \  inch  and  1  inch. 

The  different  thicknesses  vary  iVth  inch  each  in  succession. 

When  beyond  J  inch  thick  the  plates  are  generally  of  ordinary  quality, 
unless  specified  "best"  or  "best  best" 

Extras, — Large  or  heavy  plates  are  more  expensive  because  they  require 
more  care  and  labour  in  manufacture. 

The  extras  charged  upon  plates  vary  slightly  in  the  different  districts,  a 
will  be  seen  by  the  list  of  extras. 

Thus,  in  Staffordshire,  an  extra  is  charged  if  the  plate  is  more  than  15  feet 
long  or  4  feet  wide,  or  if  it  contains  more  than  30  square  feet  surface,  or 
weighs  more  than  4  cwt  In  the  North  of  England  many  of  these  extras  are 
given  up,  and  a  proportion  (say  10  per  cent)  of  an  order  for  plates,  weighing 
as  much  even  as  10  cwts.  per  ])late,  ¥rill  be  rolled  without  extra  charge. 

Plates  less  than  J  inch  thick  are  charged  extra  in  the  Cleveland  district 

Uses. — Common  plates  are  used  for  shipbuilding,  and  called  "  ship  platea" 

Best  plates,  also  for  shipbuilding  where  more  tensile  strength  is  required, 
and  for  girder  work. 

Best  best  plates,  for  the  better  class  of  shipbuilding,  such  as  men-of-war,  also 
for  boilers  of  engines. 

Treble  best  plates  are  used  in  boilers  of  sui>erior  construction,  and  first-class 
work  generally. 

Charcoal  Plate  is  produced  by  a  peculiar  process  of  refining  with  charcoal 
instead  of  coke. 

It  is  very  tough  and  strong,  and  can  be  bent  either  way,  with  or  against 
the  grain,  and  is  used  chiefly  for  the  manufacture  of  utensils  which  are 
stamped  out  of  it. 

Tin  Plates  are  coke  or  charcoal  iron  plates  coated  with  tin. 

Terne  Plate  is  the  same  plate  coated  with  an  amalgam  of  lead  instead  of 
tin,  and  wears  a  le.ss  brilliant  look,  but  sufiiices  for  lining  packing-cases,  etc 

Mallet's  Buckled  Plates. — These  are  plates  of  any  shape  in  plan,  arched 
from  the  edges  towards  the  centre  ;  the  arch  has  a  very  slight  rise,  and  forms 
a  dome  or  groined  surface,  acconling  as  the  plate  is  round  or  square. 

Such  plates  will  bear  a  very  great  weight,  and  are  applicable  to  fireproof 
floors,  bridges,  and  several  other  purposes. 

Flitch  Plates  are  made  in  widths  up  to  18  inches  for  use  in  flitch  girders 
(see  p.  278,  Part  II.)  Tliey  are  generally  of  common  iron,  as  they  require  no 
bending  or  smithing,  nothing  but  a  few  holes  punched. 

Sheet  Iron  is  so  called  when  the  material  is  of  a  thickness  equal  to  or  less 
than  No.  4  B.W.G. — i.e.  '239  inch  ;  above  that  thickness  the  material  is 
called  plate  iron. 

It  is  generally  of  superior  quality  and  *  higher  price  (as  there  are  so  many 
more  sheets  to  the  ton,  and  consequently  extra  labour  in  rolling,  etc.,  than  in 
plate  iron)  and  its  thickness  is  specified  in  terms  of  the  Birmingham  wire 
gauge  (B.W.G.) 

The  following  table  shows  the  classification  of  sheet  iron  as  to  thickness : — 


B.  G. —  III  T 
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Name  of  Class. 

B.W.  Gauge. 

Thickness. 

Prom 

To 

From 

To 

Singles 

4 

20 

•239 

•085 

Doubles 

20 

25 

•035 

•020 

Lattens 

25 

27 

•020 

•016 

Sheet  iron  is  not  mucli  required  for  engineering  purposes,  but  in  many  places 
it  is  used  for  roofing  churches,  houses,  sheds,  etc 

Corrugated  Sheet  Iron  is  made  by  passing  sheets  between  grooved  rollers, 
which  force  and  bend  them  into  a  series  of  parallel  waves  or  corrugations. 
These  enormously  increase  the  stiffness  and  strength  of  the  sheets,  and  adapt 
them  for  several  purposes  for  which  the  flat  sheets  would  be  too  weak. 

The  sheets  must  be  of  good  quality  to  stand  the  process,  or  they  will  crack. 

The  sheets  are  in  sizes,  generally  about  6  feet  by  3  feet  2  inches,  or  8  feet 
by  3  feet  2  inches,  before  corrugation  ;  with  corrugations  5  inches  apart,  which 
reduce  the  width  from  3  feet  2  inches  to  2  feet  6  inches. 

The  thicknesses  and  weights  are  as  follows  : — 


Birmingham 

Wire  Gauge. 

RW.G. 

Thickness 
in  inches. 

Weight 

per  square 

in  lbs. 

Width 

of 
Flutes. 

Uses. 

No.  16    . 

•066 

380 

5  in. 

Where  great  strength  is  required. 

„    17    . 

•056 

320 

ff 

1 

„    18    . 

•049 

280 

»» 

\  For  first-class  work  geaerally. 

,,    19    . 

•042 

252 

»> 

j 

»    20   . 

•035 

224 

3  in. 

,.    21    . 

•032 

205 

»» 

»    22   . 

•020 

185 

»» 

„    23   . 

•025 

165 

"       ^ 

M    24   . 

•022 

150 

„        \  Sent  to  Colonies. 

„    26   . 

•020 

112 

if 

J 

Fig.  144. 


"The  flutes  or  comigations  are  made  of  various 
widths,  those  most  usual  in  England  being  3,  4,  and 
5  inch.  Sheets  with  5  inch  flutes  are  commonly  pre* 
ferred  by  engineers.  The  depth  D  is  generally  J  of 
the  width  A,  and  the  proportions  can  only  be  modi- 
fied in  the  manufacture  by  making  special  new  dies. 
Sheets  with  flutes  wider  than  5  inch  are  occasionally 
used  when  great  strength  is  required,  l)ut  in  such  cases 
the  thinner  gauges  of  iron  slioiUd  not  be  employed."  ^ 

The  ordinary  form  of  corrugation  is  shown  in  Fig.  144,  the  sheets,  when 

used  for  roof-covering,  being  laid  with  the  corru- 
gations parallel  to  the  slope.  A  special  form,  shown 
in  Fig.  145,  is  sometimes  made  for  sheets  intended 
to  be  laid  with  the  corrugations  parallel  to  the 
ridge. 

Corrugated  iron  is  generally  galvanised  (see  next 
Fig.  145.  i>aragraph). 


*  Mathesou's  Works  in  Iron. 
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Galvanised  Iron  is  iron  covered  with  a  coating  of  zinc  by  the  process 
described  at  page  321. 

The  quality  of  galvanised  sheets  depends  npon  the  kind  and  thickness  of 
the  iron^  the  purity  of  the  zinc,  and  the  care  with  which  the  process  has  been 
conducted. 

Hoop  Iron  is  made  of  the  widths  and  gauges  specified  in  the  list  of  extras, 
p.  278. 

It  is  not  much  used  in  building,  except  as  an  additional  bond  in  brickwork, 
for  which  purpose  it  is  generally  about  1^  inch  wide  and  of  No.  16  B.W.Q., 
tarred  and  sanded,  and  laid  as  described  in  Part  IL  p.  228. 


RELATIVE  VALUE  OF  DIFFERENT  DESCRIPTIONS 
AND  FORMS  OF  WROUGHT  IRON. 

The  price  of  iron  of  all  kinds  fluctuates  continually  according 
to  the  state  of  the  market.  These  Notes  do  not  profess  to  deal 
with  the  cost  of  materials;  and  the  following  lists  are  given 
merely  to  show  the  relative  value  of  iron  from  the  districts 
named,  and  the  difference  in  cost  of  the  various  forms  and 
qualities. 

The  Table  of  Prices  on  page  276,  and  the  list  of  extras  charged 
on  British  iron  from  Staffordshire,  the  North  of  England,  Wales, 
and  Scotland,  are  taken  from  the  current  price-list  for  December 
1877,  issued  by  Messrs.  Wm.  Bird  and  Co.,  of  2  Laurence  Pount- 
ney  Hill,  London,  E.C.  The  prices  and  extras  for  Lowmoor  iron 
are  from  the  list  of  Mr.  Berkeley  Paget,  of  2  Laurence  Pountney 
Hill. 

The  details  which  follow  with  regard  to  extras,  brands,  etc.,  may 
appear  to  be  superfluous,  or  at  any  rate  too  voluminous. 

They  serve,  however,  to  impress  upon  the  student  that  there  is 
a  great  variety  as  to  these  particulars  in  different  districts ;  and  it 
is  hoped  that  they  may  be  of  value  to  those  engaged  in  practice, 
to  whom  a  few  condensed  paragraphs  on  the  subject  would  be  dis- 
appointing and  almost  useless. 
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Phiob  Ccrbkht,  Ma;  1878. — Hkbchamt  Ibom. 
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8    8    0 

— 

7    0    0 

TWO 

»  «  0 

ChUnlmn      . 

7  10    0 

BOO 

a  0  • 

NiUBoda.    . 

r  »  0 

0   1  e 

T  a  0 

BOO 

8    0    0 

e  IS  0 

7  10    0 

8    0    0 

PLlTB.TUk       . 

BID     0 

W    1   « 

8  10     0 

8    0    0 

SIO    0 

- 

8  10    0 

0    0    0 

Sblp.    .    .    . 

8    8    0 

8    0    0 

8  10    0 

Cb«qiu»d.    . 

10  10   0 

u   0  0 

18     I    0 

10  10  0 

818    0 

B  10    0 

- 

8  IS    0 

0  It    0 

BBnn,ri>^. 

8  10   fl 

IS    1    0 

8  10    0 

- 

- 

- 

8  10    0 

0    0    0 

»    0  •- 

Hook  (OrdlDUj 

T  a  0 

7  IS    0 

■8    •  «, 

OmtXi 

AiTOLBlmtni.    . 

T  10    0 

B  10    0 

•  17   e 

T  10    0 

0  0  0 

a  10  0 

- 

7  10    0 

8    0    0 

H    0    « 

[TaSimlt^Iu.} 

Tnlnm  (ditto) 

S     6     0 

10   1  0 

8    S    0 

T    &    0 

T    8    0 

- 

8    0    0 

BIO    0 

ii  0  0 

SjiaHiKDFutoi 

10     0     0 

BduIbm    .    . 

B     0    0 

10    0    0 

111!     6 

BIS     0 

7  1fi    0 

8  a  0 

8  10    0 

g  0  0 

r™iB»»  .  . 

8  10    0 

0    0     0 

11     8    0 

8  1S    0 

7    0    0 

7  10    0 

- 

TIO    0 

8    0    0 

n  10  • 

B>t»  for    Bat 

SOa. 

vn. 

BOl 

IOb. 

10». 

lOa. 

ID*. 

Iron 

Brtrm    for   B«t 

40l 

MNL 

aos. 

30*. 

SOL 

Bart 

BitimlMTnblo 

80^ 

Mb, 

m. 

SOL 

BMt 

Ddistrt  in  UrtrpaiL 

orriM 

DdiiHTV  In  Gbu- 

£Wi~r, 

Lirrr- 
pool. 

~ 

Srrff/. 

Borit 

London  1  Sb.  to  Tl.  «d.  p«t 

Uveipool,m.M. 

paJtonertnu 

1^ 

Landon,     I3i.  Od. 

LlTBipO0l.lSL«d. 

peitonutn. 

-?i 

■Dd  pkrnieiit,  £S  :  IDi.  to  teftt  ton. 
nc  Baili  n»  PntuHHiT  wit,  iceoniins 
■ad  pvBMOt,  £T  :  Sl  to  .IT  ;  IS*,  pa  ton. 


i  oTdeUmy 
o  iwitloo,  (pcdDoatiaD,  and  ocodlUoiu  at  dcUmr; 
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Joist  Iron,  Oirder  Iron,  and  Channel  Iron  are  not  inclnded  in  the  above  list,  bat  their 
prices  as  given  in  Messrs.  Bird's  other  lists  may  be  summarised  as  follows  : — 


SIZES  IN  INCHES. 

Prioc  pes  Tox. 

moM 

TO 

Depth. 

Width. 

Thickness. 

Depth. 

Width. 

Thickness. 

Joist  Iron,  Eng- 
lish 

4 

U 

i 

8 

24 

i 

£8:5s.to£8:158. 

Girder  Iron 

H 

8J 

A 

12 

6 

1 

£9  to  £11 

Channel  Iron 

2 

1 

A 

10 

3f 

ii 

£7  to  £11 

Lengths  np  to  SO  feet  without  extra.  Sawing  hot  to  lengths  included.  Dead  lengths 
cut  cold,  78.  6d.  per  ton  extra. 

The  higher  prices  are  for  those  sections  with  wider  flanges  and  peculiar  shapee. 
Foreign  joist  iron  may  be  obtained  at  about  £2  a  ton  less  than  English  joist  iron. 


List  of  Extras  Charged  on 

Staffordshire. 


Iron. 


A    1^    i 


ROTJKD  AND  SQUARE. 
Ordinaiy  dimensions  are  from  )  to  3  inches. 
A    A    H     i      HA    H    SJtoSi   8Jto4   4Jto4J    4}  to  5  in. 


^— r-^ 


80s.  60s.  408.  858.  80s*  25s«  20s.  15s.  10s.  5s.       10s. 


20s. 


^— r-^ 


40s.    50s.  per  ton. 


ROUND  ONLY. 

5i  to  5i     5}  to  6    6i  to  64    6}  to  7  inches. 


70s. 


90s. 


110s.        180s.  per  ton. 


FIlAT  IRON. 

Ordinary  dimensions  are  from  1  to  6  inches  wide  by  J  ^  ^  ^ch  thick. 


1  inch  wide 

8  l» 

9  If 


11 


«> 


4^ 

208. 
SOs. 
808. 
40s. 
40s. 


lOs. 
10s« 
20s. 
308. 
30s. 


i 


lOs. 
lOs. 
20s. 
208. 


lOs. 
10s. 
208. 
208. 


6  to  7,    8  to  11  inches  wide. 

20s.  30s.  per  ton. 

HALF  ROUND,   OVALS,  STO. 

For  every  }  less  than  1  inch  wide  .        .        .        . 
„      iV  i^  thickness  less  than  J  inch 

ANGLE  AND  T  IRON. 
i 


I  inch  thick. 

...   per  ton. 
10s.      „ 
10s.      „ 

20s.  ,y 

20s.      „ 


IS 

^|3 


lOs.  per  ton. 

58. 


ft 


24  to  1  inch  wide 
I 

i 


It 
tt 


20s. 
80s. 
408. 


10s. 
20s. 
SOs. 


i  inch  thick. 

...   per  ton. 
lOs.      „ 

Av8.  „ 


For  every  inch  or  part  of  an  inch  exceeding  8  united  inches,  lOs.  per  ton. ' 
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HOOP  ROK. 

Ordiiury  Widtlis  and  Ganges  are  as  foOowi : — 


3}  to  6*   not  tlunner  than  Xo.  14  W.G. 
SitoSr  „  „     15    „ 

l|toy  ^  .     17    „ 


li  to  ir  not  thinner  than  No.  18  W.G. 
1    toll*  „  „     19 

4to    r  „  „     20 


n 
ft 


Should  the  abore  widths  be  required  in  thinner  gauges  than  specified,  10s.  per  ton 
xtra  win  be  charged  for  each  nomber  of  the  Wire  Gaoge  np  to  No.  20,  and  208.  per  ton 
xceeding  that  Na 

(V      r       V       \'  ^ 

Extzm  for  width -{  —  —  —  —     }■  per  ton. 

L2OS.         408.         80s.         120b.  j 

8HKET  IROK. 

Singles  to  No.  20  W.G.  — .     Doubles,  21  to  24  W.G.,  80s.  per  ton ;  and  Latten,  25 
to  27  W.G.,  60s.  per  ton  above  the  price  of  Singles. 

For  each  No.  thinner  than  27  W.G.,  and  for  Sheets  8  inches  wide  and  under,  from  14 
at  27  W.G.,  as  per  agreemenL 

PLATBB. 

Up  to  4  cwX.  per  plate,  not  exceeding  30  square  feet  and  not  aboTe  15  feet  long  or 

4  feet  wide  : — 


From  4to5       5to6      6to7      7to8      8tol 

)  cwt.  per  plate. 
,  per  ton. 

lOs.          258 

508.          758.          llOs 

ROUND  AN 

Per  ton  extra. 
lOs. 
20s. 
308. 
408. 

108. 

208. 

Horth  of  TSnglanci. 

D  SQUARE. 

Per  too  extra. 
4Jto4r    .                  308. 
4|  to  5  Rounds  only  40s. 
5i  to  5r        „           608. 
5f  to  6^         „           70s. 
6i  to  ej"        ,           808. 

FLAT  IRON. 

Per  ton  extra. 
J'wide    .                  80s. 
f    „       .         .         20s. 
r      n        .           .           10s. 

7"    „      .        .         lOs. 
7*"  „      .        .        158. 
8"    „      .        .        208. 

3i  to  3A' 
3|  to  4' 

-^  and  under  }  inch  thick,  10s.  per  ton  extra. 
No  common  iron  made  above  6  inches  wide,  or  8  inches  round  or  square,  or  below 
4  inch  round  or  square.     6  to  8  inch  Flats  is  not  rolled  thinner  than  |  inch. 


ANGLE  IRON. 


1  X  r 

208. 


Uxi' 


li  X  ir 


V 

lOs. 


lOs. 


6x4' 


54  X  34' 


6x8* 


^— y-^ 


6x4" 


6  X  84" 

10s.  per  ton. 
6  X  44" 


808.  per  ton. 


lOs.  10s.  lOs.  208. 

■ff  inch  thick,  10s.  per  ton. 

Up  to  8  united  inches,  ordinary  length  is  40  feet ;  above  8»  and  not  exceeding  10 
united  inches,  ordinary  length  is  85  feet. 

For  every  foot,  or  part  of  a  foot,  above  ordinary  lengths,  28.  6d.  per  ton. 

■ 

BOILER   PLATES. 

Exceeding  6  cwt.  in  Best  and  Beat  Best,  and  4  cwt  in  Best  Best  Best 

^  qualities  .......        208.  per  ton. 

•^  and  under  \  inch  thick         ......        10s.       „ 

8         »»         Tnr         »»  ......         208.        „ 

For  every  6  inches,  or  part  of  6  inches,  exceeding  4  feet  wide,  20s.  per  ton. 

Above  15  feet  and  not  exceeding  18  feet  long    ....        20s. 
»»      18  „  25        „  .  .  .  .        40s. 

,.25  „  80        „  ....        60s. 


EXTRAS  ON  WROUGHT  IRON, 


279 


Welsh. 

Ordinary  dimensions  are  from  j  to  8  inches  round  and  square,  and  Flats,  1  inch  wide 

by  I,  and  H  by  J  inch  to  6  by  1  inch. 


11  to  4' wide  x  A" 


8MALL  FLATS. 


41  X  6"  wide  x  ^ 


— v — 

10s. 


1  and  1 1  x  J         1  X  T*^ 

V . ^  V ^ ^ 

10s.  20s. 


20s. 
1  to  IJ  X  i        I  X  8 


1  >c  A 
10s.  per  ton. 


— V — 

30h. 


10s.       10s.  10s.  30s.    30s.  per  ton. 


10s.   20$.  20s.  80s.  40s.     20s.     808.  30s.  408.  50s.    30s.     40s.  408.  50s.  60s.  per  ton. 


3i  to  4"  X  2J  to  3" 
4J  „  5"  X  2    „  3" 
54  „  6"  X  U  „  H" 
51  „  6"  X  If  „  2" 
6i  „  7"  X  T?, 


A  * 
»»    Iff 


LARGE   FLATS. 

lOs.  per  ton. 

20s. 

lOs. 

208. 

308. 


»» 
»» 


7i  to    8'  X  A  to  A 

71  „  8"  X  I  „  r 

71  „    8*  X  li  „  2^ 

9    „  10*  X    j  „  2" 

12  X     j  „  2^ 


80s.  per  ton. 

20s. 

808. 

50s. 

60s. 


It 
11 
It 
tt 


10s. 


SMALL   ROUND,   SQUARE,   AND   OCTAGON   IKON, 


lOs. 


20s. 


808. 


40s. 


508. 


lOOs.  per  ton. 


LARGE   ROUND   AND  SQUARE   IRON. 

Not  over  6  cwt.  per  bar. 


-A— 


3ito31        8gto4        41to41 


4i  to  5        51  to  5i        5}  to  6 


^— >— ^ 


10s.  20s.  30s.  ;  rounds  only  50s.  60s.  80s.  i)er  ton. 

Bundling  sizes  above  A  ^^^  rounds  and  squares,  and  1}  x  1  inch  flats,  2s.  6d.  per  ton. 


Sootch. 

Ordinary  dimensions  are  from  ^  to  3  inches  round  and  square,  and  Flats  at  1}  to  6 

inches  wide  by  ;!  to  1  inch  thick. 


FLAT,   HALF-ROUND,   OVAL,   AND   HALF-OVAL. 


i 


8"  wide 


I" 

H 


r 
r 

landli" 
11  to  6' 

6i  to  r 


»» 
11 
tt 
t« 
»» 
tt 
It 
tt 


60s. 
40s. 
308. 


7r 

20s. 


8" 
808. 


100s. 

•  •  • 

60s. 
50s. 
40s. 
30s. 
20s. 
10s. 
208. 

8i' 
40s. 


\_ 

808. 
60s. 
50s. 
40s. 
80s. 
20s. 
lOs. 

« •  • 

lOs. 
9' 

608. 


A 


60s. 
60.'*. 
508. 
40s. 
80s. 
20s. 
lOs. 

•  •  • 

lOs. 
10" 

50s. 


50s. 
40s. 
30s. 
20s. 
10s. 


10s. 


20s. 

•  •  • 

80s. 
10s. 
lOs. 


10s. 


per  ton. 


ir 

60s. 


12* 

60s.  per  ton. 


8ito3f 


4i 


ROUND,  SQUARE,  AND  OCTAGON. 

4   4}   5   5i   5i   53 


6   A   i   A   i 


lOs.    20s.  80s.  408.  508.  60s.  70s.  80s.  90s.  100s.  lOs.  208.  SOs.  408. 
No.  4  W.G.    No.  5  W.G.    A  and  No.  6.    No.  7  W.G.    No.  8  W. 

50s.         608.         808.         lOOs.      '  1208. 


V, 
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FLATS,   ROUNDS,   AND  SQUARES,  WHERE  NOT  EXTRA  FOR  SIZE. 

For  every  half-cwt.  over  5  cwt.,  lOs.  per  ton. 
Common  quality  of  Rounds,  Machine-straightened,  10s.  \«t  ton. 
For  Ovals,  twice  the  extra  ;  and  for  Half-ovals,  three  times  the  extra  on  above  sizes  of 
Flats.     Convex  IJ'  broad  and  under,  20s.  per  ton. 

Half -circles,  1^  inch  broad  and  under,  20s.  per  ton  in  addition  to  above  extras  for 
Half -ovals. 


I"  X  r  wide 


ANGLE  AND  T   IRON. 

X  X  J"  wide  ,V  tl»»ck 


J*  thick 


T 

208.  SOs.  10s.  20s.  per  ton. 

For  every  half -inch  exceeding  8  united  inches,  10s.  per  ton. 

HOOP  IRON. 

6}  inches  to  2^  inches  wide,  if  thinner  than  15  W.G. ' 

2         „        \\  „  „  17    „       !  10s.  per  ton  for  each 

\\       M        li  „  „  18    „       I  number  of  the  W.O. 

\         \         \        \  inch  ¥ride 

208.    408.    808.  1208.  per  ton.      If  thinner  than   20  W.G.,  20s.  per  ton  for  each 

number  of  W.G. 


»» 


Doubles,  No.  21  to  24  W.G. 
Latten,      „     25  to  27 
For  each  gauge  thinner 
If  under  12  inches  wide 
24     „      long 


SHEET  IRON. 


It 


If 


)» 
>» 


If 

»» 


SOs. 

per  ton. 

608. 

ft 

208. 

f» 

108. 

»> 

10«. 

»» 

10s. 

per  ton. 

10s. 

n 

10s. 

t> 

10s. 

If 

10s. 

»i 

20s. 

n 

SOs. 

n 

10s. 

n 

PLATES. 

For  each  cwt.  above  6  cwt,  per  plate 

„        foot    „     15  ft.  long 
If  under  12  inches  wide 
„        24     „      long 
If  above  51  to  54  inches  wide 
54  to  57 
57  to  60 
From  No.  7  W.G.  to  \  inch  bare  thick,  per  plate 

N.B. — Extras  are  charged  for  imusual,  and  also  for  dead  lengths  and  irregular  shapes. 
Some  works  adopt  a  different  scale  of  extras,  which  will  be  charged  when  their  make  is 
specially  ordered. 

Yorkshire. 

The  following  prices  and  extras  charged  upon  Lowmoor  Iron  may  be  taken  as  a  sample 

of  those  for  other  Best  Yorkshire  Iron. 

Bars — Flat^  Hovndf  and  Sqiiare,  Rods — Fl4xt  and  Round. 

Weight,  cwts...To  3i  3J  to  5  5  and  upwards.  8ize...li  x  J"  Under  |  to  i'  Under  J  to  J*  |" 
Price  per  cwt... 20s.       2l8.  238.  Price, cwt.  208.       2l8.  228.       258. 

For  each  }''  less  than  \"  lOs.  extra  per  ton. 

Rods — Sqvare.  Rods — Round. 

Size J"  and  upwards.    ,V   i''andT«V''  i'     Size,  f  upws.  VV'andJ'  A'andf  A"  t" 

lYice  iMjr  cwt.  208.  228.        248.       268.   Price,  cwt.  208.    228.  24s.      26s.  288. 

Rivet  Iron — Same  as  above.     Chain  Iron — £2  per  ton  extra. 

LMB. — Best  bars  and  ro<lR,  Ss.  per  cwt.  extra. 

BoiwiR  Plate— Weight  in  cwts.  .2^    2ito3  3to3i3ito4  4to5  5to6  6to7  Above  7. 

Price  per  cwt.... 248.     258.       278.       298.      32s.     35s.     38s.       418, 
All  plates  exceeding  6  inches  wide,  28.  per  cwt.  extra.    All  plates  differing  from  squares 
or  regular  tapers,  3s.  per  cwt  eoUra.     All  regular  taper  plates,  the  work  from  which  in 
shearing  from  square  form  exceeds  20  per  cent,  3s.  extra  per  cwt     Thick-edged  plates, 
8s.  per  cwt  extra. 

L  and  T  Iron— Not  exceeding  10  united  inches,  248.  jHjr  cwt. ;  extra  per  additional 
inch.  Is,  per  cwt.     Sheets,  11  to  17  W.Q.,  268.  i>er  cwt. 
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BRANDS  ON  IRON. 

Fig-Iron  Brands. 

The  different  pig-irons  in  the  market  are  distinguished  by  brands,  which 
indicate  the  locality  from  which  the  iron  was  procured. 

The  brands,  which  are  in  raised  letters  on  the  pig,  serve  as  a  guide  to  the 
quality  and  place  of  manufacture.  The  brands  are  sometimes  the  initials  of 
the  manufacturer,  but  more  commonly  refer  to  the  place  of  production. 
Thus  the  brands  Blaenavon,  Gartsherrie,  Weardale,  indicate  at  once  to  the 
initiated  that  the  first  is  a  Welsh,  the  second  a  Scotch,  and  the  third  a  North 
of  England  pig-iron. 

G.M.B.  are  letters  often  quoted  in  price-lists,  etc. ;  they  do  not  refer  to 
any  particular  locality,  but  stand  for  '*  Good  Marketable  Brands." 

As  already  stated,  the  engineer  has  but  little  personal  concern  with  the 
peculiarities  and  shades  of  difference  between  the  brands  of  the  same  or  differ- 
ent districts.  It  is  sufficient  for  him  to  specify  that  the  finished  iron  he 
requires  must  stand  certain  tests,  and  the  selection  of  ores,  pig-iron,  and  other 
raw  material,  required  to  effect  this  is  better  left  to  the  manufacturers. 

It  may  be  useful,  however,  to  mention  a  very  few  of  the  principal  brands 
in  each  district,  with  their  characteristics.  The  classification  of  pigs  by 
numbers  has  been  described  at  p.  249. 

Y0RK6HIBE  Brands. — There  are  several  ordinary  descriptions.  The  best 
works,  such  as  Lovmioor,  Bowling,  FarnUyy  etc.,  use  the  local  ores  mixed 
with  other  kinds. 

Scotch  Brands,  such  as  Calder,  Clyde,  Govan,  Cambroe,  Carron,  QarU- 
herrie,  Langloan,  Coltness,  This  pig-iron,  chiefly  from  clay  ironstone,  and  used 
largely  for  foundry  purposes  ;  sometimes  mixed  with  N.  England  pig-iron  to 
improve  its  strength. 

North  of  England  Brands,  such  as  Acklam,  Ridsdale,  Southbank, 
Weardale,  etc,  are  chiefly  from  ores  of  the  Carboniferous  system,  tougher  and 
stronger  than  Scotch,  and  used  chiefly  for  forge  purposes.  Cleveland  Iron  is 
from  ore  of  the  Lias  formation. 

Welsh  Brands,  such  as  Blaenavon,  Gadlys,  Ystalyfera,  Pentyrch,  are  from 
good  but  lean  ores,  generally  mixed  with  Spanish,  Cumberland,  or  other 
hsematite  ores,  and  used  in  the  district  for  rails. 

Blaenavon  is  a  cold-blast  pig  used  for  engine  cylinders  and  other  special 
purposes. 

HiEMATiTB  Pig-Iron — Askam,  Barrow,  Workington,  Cleator,  Camforth, 
Harrington — is  made  from  the  rich  ores  of  Cumberland  and  the  Forest  of 
Dean.  Is  used  largely  by  steel,  tin-plate,  and  sheet-iron  manufacturers.  A 
special  quality — "  Bessem^  Pig  "  (see  p.  249) — is  made  for  the  Bessemer  steel 
workers.     The  ore  is  often  mixed  with  others  and  used  for  iron  rails. 

Northamptonshire  Pig-Iron  is  made  from  poor  ore,  but  useful  to  mix 
wuth  others. 

Shropshire  Brands  are  Lillieshall,  Madeley  Wood,  Old  Park,  etc. 

Staffordshire  Pig-Iron  differs  very  much  in  quality,  and  is  mostly  used 
in  the  distiict.  Much  of  the  Staffordshire  iron  is  made  from  ores  from  other 
counties. 
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Wrought  Iron  Brands. 

In  order  to  understand  the  different  qualities  of  British  wrought  iron  in 
the  market,  the  relative  cost  of  the  different  forms,  and  to  form  some  idea  of 
the  brands  by  which  they  are  distingmshed,  it  will  be  well  to  examine  the 
current  Price  List  given  at  page  276. 

It  will  be  seen  from  that  list  that  the  prices  of  iron  vary  according  to 
the  shapes  in  which  it  is  manufactured,  according  to  the  locality  it  comes 
from,  and  also  with  its  quality,  i,e,  best,  best  best,  or  treble  best. 

Before  proceeding  further  it  should  be  mentioned  that  all  good  iron  has 
some  sort  of  mark  upon  it  to  indicate  where  it  came  from,  although  it  does 
not  follow  that  all  marked  iron  is  good  ;  an  unmarked  iron  may  be  suspected 
to  be  bad ;  the  maker  is  probably  ashamed  of  it. 

In  most  cases  the  only  sure  way  of  ascertaining  the  quality  of  a  piece  of 
iron  is  to  test  it  as  described  at  p.  262  ;  but  as  some  engineers  still  specify 
certain  brands  in  order  to  secure  a  good  quality  of  iron,  it  will  be  as  well  to 
know  what  some  of  those  brands  mean. 

It  may  be  stated  with  regard  to  brands  generally,  that,  though  they 
differ  in  detail,  they  frequently  consist  of  the  maker's  initials,  name,  or  device 
stamped  upon  the  bar  or  plate  near  its  end,  immediately  after  which  is  stamped 
either  best,  best  best,  or  best  best  best,  to  indicate  the  quahty ;  the  letters  B, 
BB,  or  BBB  are  often  used  instead  of  the  words.  The  crown  which  is  intro- 
duced in  many  brands  has  no  special  signification ;  indeed,  several  crowns 
have  been  known  on  very  bad  iron. 

Some  large  exporters  use  their  own  marks  for  particular  marketa  Thus 
Messrs.  William  Bird  and  Company  sell  certain  irons  branded  Bird  with  a 
horseshoe,  crown,  or  similar  device,  or  with  stars  so  placed  that  they  can 
always  trace  the  works  whence  the  iron  came. 

Staffordshire  Brands. — It  will  be  seen  that  these  irons  are  divided  into 
three  classes,  which  are  (putting  them  in  order  of  price)  list  brands,  good 
mawked  iron,  and  common  iron. 

List  Brands  are  those  used  by  some  of  the  oldest  established  manufac- 
turers, known  as  the  list  makers,  who  having  years  ago  obtained  a  good  cha- 
racter for  their  iron,  and  thereby  secured  a  connection  for  their  productions, 
are  able,  as  a  rule,  to  dispose  of  it  and  to  fix  their  own  prices.  Many  engineers 
who  have  heard  of  the  good  qualities  of  the  iron  in  former  days,  or  are  tm- 
wiUing  to  take  the  responsibility  of  a  change,  still  specify  the  brands  to  which 
they  have  been  accustomed,  though  they  pay  a  higher  price  for  doing  so. 

As  specimens  of  list  brands,  the  following  are  given  : — ^ 


The  iron  fix)m  the  Earl  of  Dudley's  Round  Oak  Works  is 
marked 

and  also  best,  double  best,  treble  best,  according  to  quality. 


0 


*  It  will  be  understood  that  a  few  of  the  brands  of  each  sort  are  given  as  speci- 
mens ;  it  is  not  intended  to  assert  that  they  are  the  best  in  the  market. 
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/     -p  p  1^       with  the  usual  quality  distinc- 
'  tions  of  B,  BB,  BBB. 


Messrs.  Thorney croft  and  Co/s    j 
brands  were  *  \ 


Scrap  bars,  angle,  T,  and  H 
TC  or  S        "^^»- 

T  N  S      Rivet  iron. 


Boiler  plates  and  ship  plates. 


V       T  B^t  sheet  iron. 

fHf  is  the  brand  used  by  Messrs.  Bradley  of  Stourbridge,  known  by  engi- 
5  Q      neers  as  "  SC  Crown  Iron." 

BBH  is  the  mark  used  by  Messrs.  W.  Barrow  and  Sons,  of  South  Staf- 
fordshire. 

I  B  stands  for  John  Bagnall  and  Sons  (Limited),  StaffoT<lshire. 
NB  -»^  ^^  IC 

is  the  brand  of  the  New  British  Iron  Company. 


the  brand  of  various  makers  and  firms  with  or  without  their  initials. 


is  the  brand  of  Messsrs.  Philip  Williams  and   Sons,  Wednesbury 
Oak  Works,  known  as  "  Mitre  Iron." 


HB  Best  H  B 


are   brands   used   by   Messrs.   Brown   and    Freer 
(late   Hunt  and  Brown),  Leys  Ironworks,  near 
Best  H  B         Stourbridge. 

^^   is  used  for  galvanized  iron  by  the  Chillington  Company  (Limited), 
C  C  1b        who  also  make  a  second  quality  of  iron  marked    ^^If 

*-f-*        is  the  brand  of  Messrs.  William  Lee  and  Company,  Gospel  Oak 
0  M/  0       Works. 


Good  Marked  Iron  is  that  produced  by  many  manufacturers  of  repute, 
who  do  not  belong  to  the  liti  makers ;  their  brands  are  well  known,  but  not 
60  long  established.     Their  iron  can  be  purchased  at  5s.  to  1 5s.  a  ton  cheaper 

-  ■  ■     .  -    ■    ■     ■  .  .       ^  ■-.,■■,.  , 

^  The  firm  retired  from  the  trade  while  these  Notes  were  in  press. 
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than  the  li»i  brands^  though  it  may  be  of  exactly  the  same  quality  when 
gauged  by  the  result  of  tests.  They  frequently  brand  iron  with  their  names, 
initials,  or  devices,  and  with  the  usual  additions  to  denote  quality — such  as 
bedy  bed  bed^  bed  bed  bed.  A  good  deal  of  this  iron  is  made  in  North 
StajQfordshire. 

Uses, — Of  the  qualities  of  iron  above  mentioned,  BBB  is  used  for  rivets  and 
chains.     BB  iron  is  used  for  swing  bridges  and  similar  important  structures. 

B  iron,  or  iron  of  equal  quality,  is  generally  specified  for  bridges,  roofs,  and 
other  ordinary  structures  in  iron. 

Under  this  head  the  following  brands  are  given  as  specimens : — 

North  StafordMre, 
SHELTON  flf  ^^^  ^7  ^6  Shelton  Bar  Iron  Company. 

SSe  H    IHV  Silverdale  (Stanier  and  Company). 


TK 


Kinnersley  and  Company,  Clough  Hall  Iron  Works,  Kids- 
grove. 

Swik  Staffordshire. 


are  brands  used  by  Messrs.  W.  Millington  and  Company, 
Sunmier  Hill  Iron  Works^  Tipton. 
WfiT&Oa 


trpB  mmm 


gpf  by  the  Birchills  Hall  Iron  Company. 

ij  y/\     are  brands  of  the  Darlaston  Steel 

^§A     ^  ^r^  X^x       ^^  ^^  Company,  near  Wed- 

anwnoM       L    (SD^t  DC®  ^     ^^       nesbuiy,  Staffordshire. 


Samuel  Groucutt  and  Son& 
S&ScS 

Common  Iron  is  made  by  manufacturers  who^  being  slovenly  and  careless 
in  manufacture,  or  having  but  a  small  range  of  sizes,  or  being  known  to  buy 
common  pig-iron  and  raw  material,  or  having  been  found  unreliable  or  want- 
ing in  uniformity  of  quality,  etc.,  have  to  submit  to  lower  rates.  Common 
iron  is,  or  should  be,  used  only  for  unimportant  work  which  requires  but 
little  heating  or  forging  to  bring  it  into  the  shape  required. 

Midland  and  other  Districts. — The  remarks  upon  the  iron  manufactured 
by  the  less  known  makers  in  Staffordshire  apply  also  to  the  qualities  of  iron 
priced  in  this  colunm  of  the  Table,  page  276. 

ffW  is  the  brand  used  by  the  Midland  Iron  Company  (Limited),  Botherham. 
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Sfl  is  the  brand  of  the   Pearson  and  Enowles  Coal  and  Iron  Company 
B  F      (Limited),  Warrington,  for  bars  and  plates. 

V    is  the  brand  of  the  same  company  for  sheets  and  hoops. 
WIW 

ISTorth  of  Bngland. — ^The  principal  make  in  this  locality  is  in  rails,  ship 

plates,  angles,  and  T  irons  for  shipbuilding,  also  common  boiler  plates.    The 

better  varieties  of  this  iron  are  marked  with  a  crown. 

Well-known  brands  are — 

used  by  Bolckow,  Vaughan,  and  Company  (Limited),  Middles- 
borough,  Cleveland,  and  Wilton  Park  Works. 


by  Jno.  Abbot  and  Company  (Limited),  Qateshead-on-Tyne. 

"  SKERNE,"  by  the  Skeme  Iron  Company  (Limited),  Darlington. 

"  CONSETT,"  by  the  Consett  Iron  Company,  Newcastle-on-Tyne. 

F  H  &  Co.  S^ip>  bridge,  or  tank  plates,  \  inch  to  J  inches  thick,  by  Messrs. 
A  Fox,  Head,  and  Company,  Middlesborough-on-Tees. 

ITorkshire. — ^The  term  "  best  Yorkshire  qualities  "  is  generally  understood 
to  refer  to  iron  made  by  the  following  works  or  manufacturers  : — Lowmoor 
Works  and  Bowling  Works,  near  Bradford,  Famley  Works,  Taylor  Brothers, 
S.  C.  Cooper's  and  Monkbridge  Works — the  last  four  in  or  near  Leeds.  These 
makers  owe  their  reputation  to  the  good  ore  and  coal  used  by  them,  and, 
above  aU,  to  the  great  care  with  which  their  iron  is  made. 

Every  process  is  carefully  watched.  The  different  qualities  and  textures 
of  iron  produced  at  the  various  stages  of  manufacture  are  carefully  selected, 
sorted,  and  blended  together,  so  that  the  resulting  iron  as  turned  out  is 
thoroughly  homogeneous  and  uniform  in  quality,  and  may  be  relied  upon  as 
equally  good  throughout 

Iron  of  this  class  is  generally  branded  with  the  name  of  the  place  where 
it  is  produced  in  fidl  :  thus — LOWMOOR  ;  but  it  has  no  marks  relating  to 
quality,  Ixicause  it  is  all  of  the  very  best  description. 

The  above-mentioned  works  make  a  good  deal  of  bar  iron,  but  their  chief 
manufacture  is  in  plates  for  boilers,  and  railway  carriage  and  waggon  tyres, 
locomotive  axles,  armour  bolts,  eta 

Their  iron  costs  about  double  the  price  of  ordinary  brands,  principally  be- 
cause it  bears  such  a  high  character  that  it  is  generally  specified  for  parts  of 
structures  which  have  to  be  subjected  to  great  heat,  changes  of  temperature, 
or  sudden  shocks,  combined  with  great  tensile  strains. 

There  are  several  other  makers  in  Yorkshire.     One  well-known  brand  is 


KM   KiRKSTALL 


for  merchant  bars. 


Their  manufactures  are  classed  and  priced  in  the  same  way  as  those  in  the 
column  headed  Midland  and  other  Districts, 

Wales. — The  manufacture  of  bar  iron  and  plates  in  this  locality  has  of  late 
years  nearly  ceased,  the  chief  business  carried  on  being  in  making  rails.  The 
best  known  brands  are  WC  (Crawshays),  GL  (Dowlais  Company),  JBS  and 
Lie  (Llynvi  Iron  Company,  Limited),  TW  and  Company,  BJ  and  Company, 
Clydach.. 
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Sootlaiid. — Manufactured  iron  brands  of  ordinary  quality  are  ''Coats" 
(short  for  ''  Coatbridge/')  Somewhat  better  brands  are  Glasgow  and  Monk- 
land. 

Swedish  Iron  is  marked,  and  the  brands  are  noted  and  classified  in  an 
official  book.     Examples  of  them  will  be  seen  in  Percy's  MtiaUtargtf, 


STEEL. 

Steel  has  been  defined  by  Dr.  Percy  as  "iron  containing  a 
small  percentage  of  carbon,  the  aUoy  having  the  property  of  taking 
a  temper ;  and  this  definition  is  substantially  equivalent  to  those 
found  in  the  works  of  Karsten,  Wedding,  Griiner,  and  Tunner."  ^ 

On  this  point,  however,  there  are  many  opinions,  some  of  which 
will  presently  be  briefly  referred  to. 

The  amount  of  carbon  in  steel,  as  used  in  engineering,  varies 
from  about  12  to  1*5  per  cent. 

It  contains,  therefore,  less  carbon  than  cast  iron,  but  more  than 
wrought  iron. 

Practically,  steel  often  contains  other  substances  besides  iron  and  carbon. 

These  substances  are  generally  got  rid  of^  as  far  as  possible,  in  the  process 
of  manufacture.  When,  however,  they  remain  in  the  steel,  they  influence  its 
characteristics  in  the  manner  described  at  p.  248. 

In  consequence  of  the  practical  existence  of  these  impurities,  and  for  other 
reasons,  it  is  difficult  to  give  an  exact  definition  of  steeL 

Several  definitions  have  been  proposed,  some  depending  upon  the  chemical 
composition,  and  some  upon  the  physical  characteristics  of  the  material.  None, 
however,  has  at  present  been  universally  accepted.' 

M.  Adolphe  Grenier,  of  Seraing^  has  dassifled  the  irons  and  steels,  socordiiig  to  the 
proportion  of  carbon  they  contain,  in  the  following  manner  : — ' 


Percentage     of 
carbon. 

0  to  015. 

0 

0  15  to  0-45. 

0-45  to  0-65. 

0-55   to  1-60, 
or  more. 

Series    of    the 
irons. 

Ordinary  irons. 

Granular  irons. 

steely  irons  or 
puddled  steels. 

Cemented  steels. 
Styrian  steel. 

Series    of    the 
steels. 

Extra  soft  steeL 

Soft  steel. 

Half  soft  steels. 

Hard  steels. 

Sir  Joseph  Whitworth  has  pointed  out  that  a  definition  based  upon  chemical  com- 
position is  unsatisfactory.     He  proposes  to  do  away  with  all  distinctive  names  such  as 


^  Dr.  Siemens'  Address,  Iron  and  Steel  Institute^  1877. 

^  Journal  Iron  and  Steel  Institute,  1873  ;  Ck>uche*8  Railways, 
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blister  steel,  shear  steel,  cast  steel,  etc.,  and  *'to  express  ivhat  is  wanted  to  be  known 
by  two  numbers  which  should  represent  tensile  strength  and  ductility.  ...  He 
would  suggest  that  the  limit  of  tensile  strength  be  taken  at  about  18  tons  })er  square 
inch,  so  that  the  metal  exceeding  this  strength  should  be  called  'steel,'  while  any  descrip- 
tion of  iron  falling  below  this  limit  of  tensile  strength  should  be  known  as  *  wrought 
iron.' "  1 

An  International  Committee  sitting  at  Philadelphia  in  1876  recommended  a  some- 
what elaborate  nomenclature  for  diflFerent  descriptions  of  iron  and  steeL  Dr.  Siemens, 
alluding  to  this,  says — 

"  Difficulties  .  .  .  have  hit!ierto  prevented  the  adoption  of  any  of  the  proposed 
nomenclatures,  and  have  decided  engineers  and  manufacturers  in  the  meantime  to  include 
under  the  general  denomination  of  cast  steel  aU  compounds  consisting  ch^fiy  of  iron 
which  have  been  produced  through  fusion  and  are  malleable.  Such  a  general  definition 
does  not  exclude  from  the  denomination  of  steel  materials  that  may  not  have  been  pro- 
duced by  fusion,  and  which  may  be  capable  of  tempering,  such  as  shear  steel,  blister  steel, 
and  puddled  steel ;  nor  does  it  interfere  with  distinctions  between  cast  steels  produced  by 
dilSerent  methods,  such  as  pot  steel,  Bessemer  steel,  or  steel  by  fusion  on  the  open  hearth."' 

To  the  engineer  some  practical  definition  which  would  enable  him  to  know 
exactly  what  material  he  would  receive  under  a  certain  specification  would  be 
of  great  value. 

In  whatever  way  steel  may  be  defined,  it  is  of  the  utmost  importance  that 
the  characteristic  differences  between  it  and  iron,  both  cast  and  wrought, 
should  be  clearly  imderstood. 

Some  of  these  will  now  be  pointed  out. 

Characteristics  of  Steel. — Hardening. — The  characteristic 
differeDce  between  steel  and  pure  wrought  iron  is  as  follows : — 

Wlien  steel  is  raised  to  a  red  heat  and  then  suddenly  cooled 
in  water  it  becomes  hard  and  brittle.  This  process,  which  is  known 
as  hardeninff,  has  no  effect  upon  pure  wrought  iron. 

TEMPERiNCf  is  a  characteristic  of  steel  which  distinguishes  it 
from  cast  iron.  If  steel  has  been  hardened  by  being  heated  and 
suddenly  cooled,  as  above  described,  it  may  be  softened  again  by 
applying  a  lower  degree  of  heat  and  again  cooling.  This  is  known 
as  tempering. 

Cast  iron,  on  the  contrary,  though  it  is  hardened  by  the  first 
process,  cannot  be  softened  by  tlie  second. 

When  a  bar  of  steel  is  struck  it  gives  out  a  sharp  metallic  ring, 
quite  different  from  the  sound  produced  by  striking  wrought  iron. 

Other  characteristics  of  steel  are  its  great  elasticity  and  its  reten- 
tion of  magnctisTfi. 

Amount  of  Carbon  in  Steel. — It  has  already  l)een  stated  that  the  peculiari- 
ties of  cast  iron,  wrought  iron,  and  steel  are  caused  by  the  difference  in  the 
amounts  of  carbon  which  they  respectively  contain. 

Pure  wrought  iron  contains  no  carbon.  The  wrought  iron  of  commerce 
contains  a  minute  quantity,  steel  contains  more,  while  the  largest  percentage  is 
found  in  the  softer  kinds  of  grey  cast  iron. 


*  I^ocjirdings  Mechanical  En^necrSy  1875. 
-  Dr.  Siemens'  Addn-ss,  Iron  :ind  Stind  In.stitiit^^,  1877. 
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The  transition  from  one  class  to  the  other  is  so  gradual  and  insensible  that 
it  is  difficult  to  say  where  one  ends  and  the  other  begins,  but  the  following 
remarks  bear  with  them  the  high  authority  of  Dr.  Percy. 

"  When  the  carbon  reaches  '6  per  cent  and  other  foreign  matters  are  present 
in  small  quantity,  iron  is  cajyable  of  being  hardened  sufficiently  to  give  sparks 
with  flint,  and  may  then  be  regarded  as  steeL  But  in  the  case  of  iron  per- 
fectly free  from  foreign  matters,  not  less  than  '65  of  carbon  is  required  to 
induce  this  property. 

"Iron  containing  from  1*0  to  1*5  per  cent  is  steel,  which,  after  hardening, 
acquires  the  maximum  hardness  combined  with  the  maximum  tenacity. 

'*  When  the  carbon  exceeds  the  highest  of  these  limits  still  greater  hardness 
may  be  obtained,  but  only  at  the  expense  of  tenacity  and  weldability. 

"  When  the  carbon  nses  to  1  *9  per  cent  or  more,  the  metal  ceases  to  be 
malleable  while  hot ;  and  2  per  cent  of  carbon  appears  to  be  the  limit  be- 
tween steel  and  cast  iron,  when  the  metal  in  the  softened  state  can  no  longer 
be  drawn  out  without  cracking  and  breaking  to  pieces  under  the  hammer."  ^ 

As  a  general  rule  it  may  be  said  that  the  varieties  of  steel  containing  the 
larger  proportions  of  carbon  are  harder,  stronger,  more  brittle,  and  more  easily 
melted.  Those  containing  less  carbon  are  tougher,  more  easily  welded  and 
forged,  but  are  weaker  as  regards  tenacity.^ 
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Methods  of  Making  SteeL — Steel  may  be  produced  either  by- 
adding  carbon  to  wrought  iron,  or  by  partially  refining  pig-iron, 
thus  removing  a  portion  of  its  carbon  until  the  proper  amount 
only  remains. 

There  are  several  ways  in  which  these  processes  may  be  carried 
out,  the  result  being  that  there  are  several  descriptions  of  steel 
in  the  market.  Of  these,  however,  only  a  few  of  the  most  import- 
ant can  here  be  described. 

Blister  Steel  is  produced  by  placing  bars  of  the  purest  wrought  iron  in  a 
furnace  between  layers  of  charcoal  powder,  and  subjecting  them  to  a  high 
temperature  for  a  period  varying  from  five  to  fourteen  days,  according  to  the 
quality  of  steel  required. 

This  process  is  called  cementation,  ^^ 

Swedish  iron  is  generally  used  for  the  purpose,  that  marked  (L)  ,  from  the 
Dannemora  mines,  being  the  best 

The  steel  differs  greatly  from  the  bar  iron  from  which  it  was  produced. 

Its  distinctive  name  is  derived  from  the  appearance  of  its  surface,  which  is 
covered  with  blisters  due  to  the  evolution  of  carbonic  oxide. 

The  bars  are  now  brittle,  the  fracture  is  of  a  reddish  or  yellowish  tinge,  with 
but  little  lustre. 

The  structure  is  no  longer  fibrous  but  crystalline ;  "  the  finer  the  grain  and 

^  Percy's  Metallurgy.  *  Rankine. 
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the  darker  the  colour,  the  more  highly  carbonised,  or  harder,  will  be  the  steel 
produced.** 

"  When  the  blisters  are  small  and  tolerably  regularly  distributed  the  steel 
is  of  good  quality ;  but  when  large,  and  only  occurring  along  particular  lines, 
they  may  be  considered  as  indicative  of  defective  composition,  or  want  of 
homogeneity  in  the  iron  employed."  ^ 

Uses, — Blister  steel  is  full  of  fissures  and  cavities,  which  render  it  unfit  for 
forging  except  for  a  few  rough  purposes.  It  is  used  for  welding  to  iron  for 
certain  parts  of  machines,  for  facing  hammers  and  steeling  masons'  points, 
etc,  but  not  for  edge  tools.  Most  of  the  blister  steel  made  is  used  for  con- 
version into  other  descriptions  of  steeL 

Spring  Steel  is  blister  steel  heated  to  an  orange  red  colour,  and  rolled  or 
hammered. 

Shear  Steel,  sometimes  called  Tilted  steel — By  the  process  of  cementation 
just  described,  the  exterior  only  of  the  bars  is  carbonised.  To  produce  steel  of 
uniform  quality  throughout  its  mass,  bars  of  blister  steel  arc  cut  into  short 
lengths  ;  these  are  piled  into  bundles  or  faggots,  sprinkled  with  sand  and  borax, 
placed  at  a  welding  heat  under  a  tilt  hammer,  which  by  rapid  blows  removes 
the  blisters,  closes  the  seams,  beats  and  amalgamates  the  faggots  into  a  bar  of 
single  sluar  steel. 

In  order  still  further  to  improve  the  quality  of  the  metal,  this  bar  is 
doubled  or  faggoted,  and  again  subjected  to  the  processes  of  hammering  and 
rolling,  the  result  being  a  bar  of  chuble  shear  steel. 

The  oftener  the  processes  of  faggoting  and  hammering  are  repeated,  the 
more  uniform  is  the  resulting  steel,  but  at  the  same  time  it  loses  carbon  during 
these  operations,  and  therefore  becomes  softer. 

CJuiractenstics, — ^The  processes  to  which  the  steel  has  been  subjected  restore 
its  fibrous  character.  It  is  still  weldable,  is  more  malleable,  and  tougher, 
is  close  grained,  and  capable  of  receiving  a  finer  edge  and  higher  polish  than 
blister  steel. 

Uses, — Shear  steel  can  be  forged  into  such  tools  as  are  required  to  be  tough 
without  extreme  hardness,  such  as  large  knives,  scythes,  plane  irons,  shears, 
etc.,  and  it  is  useful  for  such  instruments  as  are  composed  of  iron  and  steeL 

Cast  Steel. — There  are  several  ways  of  producing  cast  steel,  some  of  which 
will  now  be  mentioned. 

The  ingots  produced  by  any  of  these  processes  generally  contain  cavities.  In 
order  to  get  rid  of  these,  they  arc  reheated  at  a  low  temperature  and  hammered 
into  bars,  being  increased  in  length  and  reduced  in  section,  by  which  they 
are  made  compact,  solid,  and  homogeneous. 

"  The  appearance  of  the  fractured  surface  of  ingots  of  cast  steel  varies  with  their  hard- 
ness or  relative  proportion  of  carbon.  The  softer  kinds  are  bright  and  finely  granular. 
The  harder  qualities  often  show  crystalline  plates  of  a  certain  size,  arranged  in  parallel 
stripes  or  columns  at  right  angles  to  the  surface  of  the  mould,  so  that  in  a  square  ingot 
the  columns  intersect,  forming  a  cross."  ' 

Crucible  Cast  Steel  may  be  made  by  melting  fragments  of  blister  steel  in 
covered  fireclay  crucibles,  and  running  the  metal  into  iron  moulds.  This  pro- 
cess was  originally  introduced  by  Huntsman  of  Sheffield. 

Most  crucible  steel,  however,  is  now  made  direct  from  bars  of  the  best  wrought 
iron  (often  Swedish  iron  produced  from  pure  magnetic  ores).  The  bars  are  broken 

*  Bauennann's  Metallurgy.  «  Bauermann. 
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into  lengths  and  placed  in  the  crucibles  together  with  a  small  quantity  of  char- 
coal, the  amount  varying  according  to  the  temper  of  the  steel  to  be  produced. 
Spiegeleisen  (see  below),  or  oxide  of  manganese,  is  subsequently  added. 

Characteristics, — Cast  steel  is  the  strongest  and  most  uniform  steel  that  is 
made.  It  is  much  denser  and  harder  than  shear  steel,  but  requires  more  skill 
in  forging. 

Cast  steel  made  in  this  way  should  never  be  raised  beyond  a  red  heat,  or  it 
will  become  brittle,  so  that  it  cannot  easily  be  foi^ged.  It  is  unweldable,  for 
it  will  fly  to  pieces  when  struck  by  the  hammer. 

In  yniilring  tools,  after  forging,  the  cutting  edge  should  be  well  hammered 
down,  so  as  to  close  the  pores  or  grain  of  the  metal. 

The  fracture  of  cast  steel  should  have  a  slaty-grey  tint  almost  without  lustre, 
the  crystals  being  so  fine  that  they  are  hardly  distinguishable.. 

Uses, — It  is  used  for  the  finest  cutlery,  for  cutting  tools  composed  of  steel 
only,  especially  those  in  which  great  hardness  is  required. 

Heath's  Process  is  an  improvement  on  the  method  just  described,  and  consists  in  add- 
uig  to  the  molten  metal  a  small  quantity  of  carburet  of  manganese. 

"  After  this  addition  the  cast  steel  possesses  much  more  tenacity  at  a  high  temperature, 
and  can  bo  welded  either  to  itself  or  to  wrought  iron,  so  that  it  may  be  employed  for 
the  fabrication  of  many  implements  which  were  formerly  obliged  to  be  made  of  shear 
steel.  Thus  the  blades  of  table  knives  can  be  made  of  cast  steel,  welded  on  to  an  iron 
ton^,  as  that  part  of  the  knife  is  called  which  is  fixed  into  the  handle."  ^ 

HeaUnCs  Process  consists  in  adding  nitrate  of  soda  to  molten  pig-iron,  thus  romoving 
most  of  the  carbon  and  silicon. 

Mushefs  Process. — In  this  malleable  iron  is  melted  in  crucibles  with  oxide  of  manga- 
nese and  charcoal. 

Bessemer  Process. — By  this  process  steel  is  made  from  pig-iron.  The 
whole  of  the  carbon  is  first  removed  so  as  to  leave  pure  wrought  iron,  and  to 
this  is  added  the  precise  quantity  of  carbon  required  for  the  steeL 

The  pig-iron  used  should  be  dark  grey,  containing  a  large  proportion  of 
free  carbon,  and  a  small  percentage  of  silicon  and  manganese.  It  should  be 
almost  free  from  sulphur  and  phosphorus. 

The  pigs  are  melted  in  a  cupola,^  and  run  into  a  converter^  which  is  a  laige 
pear-shaped  iron  vessel  huug  on  hollow  trunnions,  and  lined  with  firebrick, 
fireclay,  or  ^' ffanister,"  ^ 

A  blast  of  air  is  then  blown  through  the  metal  in  the  converter  for  about 
twenty  minutes. 

This  removes  all  the  carbon,  after  which  from  6  to  10  per  cent  of  spiegel- 
eisen *  (a  variety  of  cast  iron  rich  in  carbon  and  manganese)  is  added. 

The  blowing  may  then  be  resumed  for  a  short  time,  in  order  to  thoroughly 
incorporate  the  two  metals,  the  steel  is  run  off  into  a  ladle,  and  thence  into 
moulds. 

The  colour  of  the  flame  issuing  from  the  mouth  of  the  converter  indicates 
the  moment  at  which  all  the  carbon  has  been  removed,  or  this  may  be  accu- 
rately ascertained  by  examining  the  flame  with  a  spectroscope. 

^  Bloxam's  Metals, 

'  In  some  works  the  melted  metal  is  carried  direct  from  the  blast  furnace  to  the 
converter. 

'  A  sandstone  from  the  coal  measures  much  used  in  a  powdered  state  for  this  and 
similar  purposes. 

*  Mirror-iron  ;  so  called  from  its  shining  appearance. 
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The  ingots  produced  contain  air-holes,  and  are  not  sufficiently  dense.  They 
are  therefore  reheated  and  rendered  compact  by  the  blows  of  a  steam  hammer, 
after  which  they  may  be  rolled  or  worked  as  required  for  the  purpose  for 
which  they  are  intended. 

Uses, — Bessemer  steel  is  used  chiefly  for  rails  and  tjrres  for  the  wheels  of 
railway  carriages,  also  for  common  cutlery  and  tools,  such  as  hatchets,  ham- 
mers, etc. 

It  is  sometimes  used  for  the  members  of  roofs  and  trussed  bridges,  also  for 
the  expansion  rollers  of  such  structures,  and  for  boiler  plates. 

Siemens'  Proobbs. — In  this  process  pig-iron  and  ore  are  the  ingredients 
employed  to  produce  steel  by  fusion  upon  the  open  hearth  of  a  regeneratiye 
gas  furnace.  The  pig  metal  is  first  melted  upon  the  hearth  of  the  furnace, 
and  after  having  been  raised  to  a  steel-melting  temperature,  rich  and  pure  ore 
(such  as  Mokta  ore  ^)  and  limestone  are  added  gradually,  whereby  a  reaction  is 
established  between  the  oxygen  of  the  ferrous  oxide  and  the  carbon  and 
silicon  contained  in  the  metal.  The  silicon  is  thus  converted  into  silicic  acid, 
which  with  the  lime  forms  a  fusible  slag,  whereas  the  carbon  in  combining 
with  oxygen  escapes  as  carbonic  acid,  causing  a  powerful  ebullition  in  the 
bath. 

Modification  of  Siemeni  Process, — According  to  another  modification  of  the 
process,  the  iron  ore  is  treated  in  a  separate  rotatory  furnace  with  carbon- 
aceous material,  and  converted  into  balls  of  malleable  iron,  which  are  trans- 
ferred in  the  heated  condition  from  the  rotatory  to  the  bath  of  the  steel-melt- 
ing furnace.  This  latter  process  is  suitable  for  the  production  of  steel  of  very 
high  quality,  because  the  impurities,  such  as  sulphur  and  phosphorus,  in  the 
ore  are  separated  from  the  metal  in  the  rotatory  furnace.' 

Si£HEN&-Martin  Pbcxjebs. — In  another  important  modification  of  the 
same  process,  which  is  known  generally  as  the  Siemens-Martin  Process,  a  bath 
of  highly-heated  pig  metal  is  prepared  in  the  furnace,  and  three  or  four  times 
its  weight  of  scrap-iron  or  steel  is  gradually  added  (preferably  in  a  highly- 
heated  condition)  and  dissolved  in  the  fluid  bath. 

Towards  the  end  of  these  various  operations  samples  are  taken  from  the 
bath  in  order  to  ascertain  the  percent^e  of  carbon  still  remaining  in  the 
metal,  and  ore  is  added  in  small  quantities  to  reduce  the  carbon  to  about 
iSth  per  cent.  At  this  stage  of  the  process  the  furnace  contains  from  6  to  12 
tons  of  fluid  malleable  iron,  to  which  siliceous  iron,  spiegeleisen,  or  ferro- 
manganese  is  added  in  such  proportions  as  to  produce  steel  of  the  required 
degree  of  hardness.  The  metal  is  thereupon  discharged,  either  by  tapping 
into  a  ladle,  or  more  generally  directly  into  ingot  moulds  by  the  ascensional 
process. 

Landore  Siemens-Steel  is  a  variety  of  steel  made  (at  the  Landore  Works  '  in 
South  Wales)  by  the  **  Modification  of  Siemens'  Process,"  described  above. 

This  material  has  lately  attained  a  great  reputation  in  consequence  of  the 
very  satisfactory  manner  in  which  it  has  withstood  the  rigorous  tests  to  which 

^  From  Algeria. 

'  See  paper  by  Dr.  C.  William  Siemens,  "Some  further  Remarks  regarding  Pro- 
duction of  Iron  and  Steel  by  direct  process,**  read  at  Newcastle  meeting  of  Iron  and 
Steel  Institute,  September  1877. 

'  Also  by  the  Steel  Company  of  Scotland,  and  (in  rails  only)  by  the  Panteg  Steel 
Company. 
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it  has  been  submitted  iu  order  to  ascertain  its  fitness  for  the  purpose  of  build- 
ing ships  of  war. 

Its  great  value  consists  not  in  its  ultimate  strength,  which  is  considerably 
less  than  that  of  many  other  varieties  of  steel,  but  in  its  extreme  ductility, 
which  makes  it  yield  under  sudden  blows  instead  of  breaking. 

Among  the  advantages  claimed  for  this  steel,  which  seem  to  be  borne  out 
as  far  as  possible  by  the  experiments  hitherto  made,  are  the  following  : — 

a.  '*  It  has  nearly  the  same  Rtrength  in  both  directions  of  the  plate,  and  that  that  is 
much  greater  than  that  of  iron. 

6.  '*  That  its  ductility  is  equal  to  that  of  iron,  and  greatly  superior  to  that  of  ordinary 
steel  plates. 

e.  "That  the  resistance  afforded  to  impact  ...  is  superior  to  that  of  plates 
fi*om  either  very  good  iron  or  ordinary  steel. 

d,  "  That  the  '  tempering '  and  consequent  diminution  of  strength  produced  by  shearing 
or  punching  is  not  as  great  as  is  the  case  with  either  iron  or  ordinary  steeL"  ^ 

Uses, — This  material  is  coming  rapidly  into  use  for  shipbuilding,  and 
modifications  of  the  same  have  been  extensively  used  for  rails,  tyres,  boilers, 
forgings  for  engines,  wire  rods,  etc. 

It  is  also  suitable  for  bridges,  roofs,  and  engineering  work  generally. 

Whitworth's  Compressed  Steel. — It  has  already  been  stated  that  ordi- 
nary steel,  as  first  cast,  is  porous,  full  of  small  cavities,  which  have  to  be  re- 
moved by  hammering  before  a  sound  metal  is  produced. 

In  order  to  remedy  this  evil,  Sir  Joseph  Whitworth  subjects  the  molten 
steel  to  a  pressure  of  some  six  tons  per  square  inch,  by  which  all  cavities  are 
closed  up,  the  gases  contained  in  them  driven  out,  the  metal  is  compressed  to 
about  f  of  its  bulk,  its  density  and  strength  being  greatly  increased. 

Sir  J.  Whitworth  gives  the  steel  a  maximum  ductility  of  about  30  per  cent 
He  considers  that  more  is  unnecessary, ''  for  cylinders  of  such  metal  do  not 
fly  into  pieces  when  hurt,  but  simply  open  out  or  tear  like  paper,  and  a  metal 
of  greater  ductility  could  not  be  required  for  structural  purposes."*  The 
strength  and  ductility  of  the  different  varieties  is  given  at  p.  309. 

Puddled  Steel  is  produced  by  stopping  the  puddling  process  used  in  the 
manufacture  of  wrought  iron  before  all  the  carbon  has  been  removed. 

The  small  amount  of  carbon  that  is  left,  i,e,  from  '3  to  1*0  per  cent,  is  suf- 
ficient to  form  an  inferior  steel. 

It  is  used  chiefly  for  making  inferior  boiler  plates  and  plates  for  shipbuilding. 

A  similar  product  resulting  from  imperfect  refining  is  known  as  NaJtwral 
Steel  or  German  Steel, 

Mild  Steel  contains  from  *2  to  *5  per  cent  of  carbon.  When  more  carbon 
is  present  it  becomes  Hard  Steel. 

Mild  steel  is  stronger  and  more  uniform  in  texture  than  hard  wrought  iron, 
and  superior  to  it  in  nearly  every  way. 

It  is  used  for  welding,  also  for  steel  rails,  spades,  and  hammers. 
^     Mild  steel  made  by  the  Bessemer  and  Siemens-Martin  process  is  now  coming 
greatly  into  use  for  boiler  plates,  shipbuilding,  etc. 

Tungsten  Steel  and  Ohromium  (or  Chrome)  Steel  are  made  by  adding  a  small 
percentage  of  the  metals  named  to  crucible  steel ;  the  result  in  each  case  being  a  steel  of 
great  hardness  and  tenacity,  suitable  for  drills  and  other  special  tools. 


1  Proceedings  Institute  of  Naval  Architects,    1876.      Paper  by  J.    Riley,   Esq., 
manager  of  the  Landore  Siemens-Steel  Works. 

*  Proceedings  Inst,  Mech.  Engineers^  1875. 
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HomogeneouB  Metal  is  a  name  that  was  formerly  given  to  a  variety  of 
cast  steel  containing  about  *25  per  cent  of  carbon. 

This  material  "  welds  with  facility,  and,  with  proper  precautions,  may  be 
joined  to  iron  or  steel  at  a  very  high  welding  heat."  ^ 

It  is  used  for  rifleproof  shutters,  guns,  etc. 

Hardening  SteeL — It  has  already  been  mentioned  that  steel  plunged 
into  cold  water  when  it  is  itself  at  a  red  heat  becomes  excessively  hard. 
The  more  suddenly  the  heat  is  extracted  liie  harder  it  will  be. 

This  process  of  hardening^  however,  makes  the  steel  very  brittle,  and  in 
order  to  make  it  tough  enough  for  most  purposes  it  has  to  be  tempered. 

Tempering. — ^The  process  of  tempering  depends  upon  another  characteristic 
of  steel,  which  is  that  if  (after  hardening)  the  steel  be  reheated,  as  the  heat 
increases,  the  hardness  diminishes. 

In  order  then  to  produce  steel  of  a  certain  degree  of  toughness  (without  the 
extreme  hardness  which  causes  brittlcness),  it  is  gradually  reheated,  and  then 
cooled  when  it  arrives  at  that  temperature  which  experience  has  shown  will 
produce  the  limited  degree  of  hardness  required. 

Heated  steel  becomes  covered  with  a  thin  film  of  oxidation,  which  becomes 
thicker  and  changes  in  colour  as  the  temperature  rises.  The  colour  of  this 
film  is  therefore  an  indication  of  the  temperature  of  the  steel  upon  which  it 
appears. 

Advantage  is  taken  of  this  change  of  colour  in  the  process  of  tempering, 
which  for  ordinary  masons'  tools  is  conducted  as  follows  : — 

Tempering  Masons*  Tools. — ^The  workman  places  the  point  or  cutting-end  of 
the  tool  in  the  fire  till  it  is  of  a  bright  red  heat,  then  hardens  it  by  dipping 
the  end  of  the  tool  suddenly  into  cold  water.  He  then  immediately  withdraws 
the  tool  and  cleans  ofif  the  scale  from  the  point  by  rubbing  it  on  the  stone 
hearth.  He  watches  it  while  the  heat  in  the  body  of  the  tool  returns,  by 
conduction,  to  the  point  The  point  thus  becomes  gradually  reheated,  and 
at  last  he  sees  that  colour  appear  which  he  knows  by  experience  to  be  an 
indication  that  the  steel  has  arrived  at  the  temperature  at  which  it  should 
again  be  dipped.  He  then  plunges  the  tool  suddenly  and  entirely  into  cold 
water,  and  moves  it  about  till  the  heat  has  all  been  extracted  by  the  water. 

It  is  important  that  considerable  motion  should  be  given  to  the  surface  of 
the  water  while  the  tool  is  plunged  in,  after  tempering,  otherwise  there  will 
be  a  sharp  straight  line  of  demarcation  between  the  hardened  part  and  the 
remainder  of  the  tool,  and  the  metal  will  be  liable  to  snap  at  this  point 

Tempering  very  small  Tools. — In  very  small  tools  there  is  not  sufficient  bulk 
to  retain  the  heat  necessary  for  conduction  to  the  point  after  it  has  been  dipped. 
Such  tools,  therefore,  are  heated,  quenched,  rubbed  bright,  and  laid  upon  a 
hot  plate  to  bring  them  to  the  required  temperature  and  colour  before  being 
finally  quenched. 

In  some  cases  the  articles  so  heated  are  allowed  to  cool  slowly  in  the  air, 
or  still  more  gradually  in  sand,  ashes,  or  powdered  charcoal.  The  effect  of 
cooling  slowly  is  to  produce  a  softer  degree  of  temper. 

Table  of  Temperatures  and  Colours. — The  following  Table  shows  the  tem- 
perature at  which  the  steel  should  be  suddenly  cooled  in  order  to  produce  the 
hardness  required  for  different  descriptions  of  tools.  It  also  shows  the  colours 
which  indicate  that  the  required  temperature  has  been  reached. 

*  Mushet  on  Iron  and  Steel. 
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CSolonrofFUm.  D^*ii5iir.  Nature  of  Tool 

Very  pale  straw  yellow     .  430      Lancets  and  tools  for  metaL 

A  sbade  of  darker  yellow .  440      Razors  and  do. 

Darker  straw  colour         .  470      Penknives. 

Still  darker  straw  yellow  .  490      Cold  chisels  for  cutting  iron,  tools  for  wood. 
Brownish  yeUow      .         .  500  {^^^^^^  plane  irons,  pocket  knives,  chipping 
Yellow  tinged  with  purple  520  \  y^^S^^or  working  granite. 
Lig^t  purple   .        .         .  530  )  Swords,  watch  springs,  tools  for  cutting  sand- 
Dark  purple    .         .  550  (      stone. 
Dark  blue       .         .         .  570      Small  saws. 
Pale  blue        .         .         .  600      Large  saws,  pit  and  hand  saws. 
Paler  blue  with  tinge  of  green  630      Too  soft  for  steel  instruments. 

The  tempering  colour  is  sometimes  allowed  to  remain,  as  in  watch  springs, 
but  is  generally  removed  by  the  subsequent  processes  of  grinding  and  polishing. 

A  blue  colour  is  sometimes  produced  on  the  surface  of  steel  articles  by 
exposing  them  to  the  air  on  hot  sand.  By  this  operation  a  thin  film  of  oxide 
of  iron  is  formed  over  the  surface,  which  gives  the  colour  required. 

Steel  articles  are  often  varnished  in  such  a  way  as  to  give  them  an  appear- 
ance of  having  retained  the  tempering  colours. 

The  exact  tempering  heat  required  to  produce  the  same  degree  of  hardness 
varies  with  different  kinds  of  steel,  and  is  arrived  at  by  experience.  It  would 
be  impossible  to  go  very  fully  into  the  subject  in  these  Notes.  The  above 
remarks  will  give  some  idea  of  the  process,  and  the  effects  produced  upon  the 
strength  and  ductility  of  steel  by  tempering  in  different  ways  is  shown  in  the 
Table,  page  311. 

Different  Methods  cf  "Beating, — There  are  several  ways  of  heating  steel 
articles  both  for  hardening  and  tempering. 

They  may  be  heated  in  a  hollow  or  in  an  open  fire,  exposed  upon  a  hot 
plate,  or  in  a  dish  with  charcoal  in  an  oven,  or  upon  a  gas  stove. 

Small  articles  may  be  heated  by  being  placed  within  a  nick  in  a  red-hot  bar. 

If  there  is  a  large  number  of  articles,  and  a  uniform  heat  of  high*  degree  is 
required,  they  may  be  plunged  into  molten  metal  alloys,  or  oil  raised  to  the 
temperature  required* 

Degree  of  Heat  for  Hardening, — In  hardening  steel  care  must  be  taken  not 
to  overheat  the  metal  before  dipping.  In  case  of  doubt  it  is  better  to  heat 
it  at  too  low  than  too  high  a  temperature. 

**  The  best  kinds  require  only  a  low  red  heat  If  cast  steel  be  overheated 
it  becomes  brittle,  and  can  never  be  restored  to  its  original  quality.**  ^ 

I^  however,  the  steel  has  not  been  thoroughly  hardened  it  cannot  be  tem- 
pered.    The  hardness  oi  the  steel  can  be  tested  with  a  file. 

The  process  of  hardening  often  causes  the  steel  to  crack.  The  expansion 
of  the  inner  particles  caused  by  the  heat  is  suddenly  arrested  by  the  crust 
formed  in  consequence  of  the  cooling  of  the  outer  particles,  and  there  is  a 
tendency  to  burst  the  outer  skin  thus  formed. 

Cooling, — When  the  whole  bulk  of  any  article  has  to  be  tempered,  it  may 
either  be  dipped  or  allowed  to  cool  in  the  air.  ''  It  matters  not  which  way 
they  become  cold,  providing  the  heat  has  not  been  too  suddenly  applied,  for 
when  the  articles  are  removed  from  the  heat  they  cannot  become  more  heated, 
consequently  the  temper  cannot  become  more  reduced."  But  those  tools  in 
which  a  portion  only  is  tempered,  and  in  which  the  heat  for  tempering  is  sup- 

»  Edcs,  80. 
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plied  by  conduction  from  other  parta  of  the  tool  (as  described  at  p.  293), 
''  must  be  cooled  in  the  water  directly  the  cutting  part  attains  the  desired 
colour,  otherwise  the  body  of  the  tool  will  continue  to  supply  heat  and  the 
cutting  part  will  become  too  soft."  ^ 

Hardening  and  Tempering  in  Oil. — ^When  toughness  and  elasticity  are 
required  rather  than  extreme  hardness,  oil  is  used  instead  of  water  both  for 
hardening  and  tempering,  and  the  latter  process  is  sometimes  called  toughening. 

The  steel  plunged  into  the  oil  does  not  cool  nearly  so  rapidly  as  it  would 
in  water.  The  oil  takes  up  the  heat  less  rapidly.  The  heated  particles  of 
oil  cling  more  to  the  steel,  and  there  is  not  so  much  decrease  of  temperature 
caused  by  vaporisation  as  there  is  in  using  water. 

Sometimes  the  oil  for  tempering  is  raised  to  the  heat  suited  to  the  degree 
of  hardness  required. 

When  a  large  number  of  articles  have  to  be  raised  to  the  same  temperature 
they  are  treated  in  this  way. 

Blazing. — Saws  are  hardened  in  oil,  or  in  a  mixture  of  oil  with  suet,  wax,  etc. 

They  are  then  heated  over  a  fire  till  the  grease  inflames.  This  is  called 
being  blasecL 

After  blazing  the  saw  is  flattened  while  warm,  and  then  ground. 

Springs  are  treated  in  somewhat  the  same  manner,  and  small  tools  after 
being  hardened  in  water  are  cooled  with  tallow,  heated  till  the  tallow  begins 
to  smoke,  and  then  quenched  in  cold  tallow.' 

Annealing  or  Softening  Steel  is  effected  by  raising  hardened  steel  to  a  red 
heat  and  allowing  it  to  cool  gradually,  the  result  of  which  is  that  it  regains 
its  original  softness. 

Case-Hardening  is  a  process  by  which  the  surface  of  wrought 
iron  is  turned  into  steel,  so  that  a  hard  exterior,  to  resist  wear,  is 
combined  with  the  toughness  of  the  iron  in  the  interior. 

This  is  effected  by  placing  the  article  to  be  case-hardened  in 
an  iron  box  full  of  bone  dust  or  some  other  animal  matter,  and 
subjecting  it  to  a  red  heat  for  a  period  varying  from  half-an-hour 
to  eight  hours,  according  to  the  depth  of  steel  required. 

The  iron  at  the  surface  combines  with  a  proportion  of  carbon, 
and  is  turned  into  steel  to  the  depth  of  from  ^  to  f  of  an  inch. 

If  the  surface  of  the  article  is  to  be  hardened  all  over,  it  is 
quenched  in  cold  water  upon  removal  from  the  furnace.  If  parts 
are  to  remain  malleable  it  is  allowed  to  cool  down,  the  steeled 
surface  of  those  parts  removed,  and  the  whole  is  then  reheated 
and  quenched,  by  which  the  portions  on  which  the  steel  remains 
are  hardened. 

Gun-locks,  keys,  and  other  articles  which  require  a  hard  sur- 
face, combined  with  toughness,  are  generally  case-hardened. 

A  more  rapid  method  of  case-hardening  is  conducted  as  follows  : — The 
article  to  be  case-hardened  is  polished,  raised  to  a  red  heat,  sprinkled  with 

1  Edes,  86.  «  Holtzapffel. 
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finelj  powdered  prussiate  of  potash.  When  this  has  become  decomposed  and 
disappeared,  the  metal  is  plimged  into  cold  water  and  quenched. 

The  case-hardening  in  this  case  may  be  made  local  by  a  partial  .application 
of  the  salt. 

Malleable  castings  (see  p.  252)  are  sometimes  case-hardened  in  order  that 
they  may  take  a  polish. 

To  DiBTiNOUiBH  Stesl  FROM  I  RON. — Steel  may  be  distinguished  from 
wrought  iron  by  placing  a  drop  of  dilute  nitric  acid  (about  1  acid  to  4  water) 
upon  the  surface.  If  the  metal  be  steel  a  dark  grey  stain  will  be  produced, 
owing  to  the  separation  of  the  carbon.^ 

Tests  for  SteeL — Steel  to  be  used  in  important  work  should 
be  tested  as  to  its  strength,  ductility,  and  other  qualities.  The 
methods  of  testing  are  similar  to  those  adopted  for  wrought  iron 
and  described  at  p.  262. 

Fractured  BurfSsM^. — Many  people  think  that  they  con  judge  of  steel  by 
the  appearance  of  the  fracture. 

Mr.  Kirkaldy  found  that  "  the  condnsions  respecting  wrought  iron  are  equaUy  appro- 
priate to  steel,  viz. — Whenever  rupture  occurs  slowly ,  a  silky  fibrous,  and  when  suddenly^ 
a  granular  appearance,  is  invariably  the  result,  both  kinds  varying  in  fineness  according 
to  quality. 

'*  The  surface  in  the  latter  case  is  even,  and  always  at  right  angles  with  the  length  ; 
in  the  former,  angular  and  irregular  in  outline. 

"The  colour  is  a  light  pearl  gray,  slightly  varying  in  shade  with  the  quality ;  the 
granular  fractures  are  almost  entirely  free  of  lustre,  and,  consequently,  totally  unlike  the 
brilliant  crystalline  appearance  of  wrought  iron.' 

The  appearance  of  the  fracture  is,  however,  at  the  best  but  a  vague  and 
uncertain  guide,  and,  without  great  experience  on  the  part  of  the  observer, 
almost  useless. 

Trial. — A  better  test  in  the  hands  of  a  practical  man  is  to  heat  the  steel, 
and  try  it  with  regard  to  its  tenacity,  welding  powers,  and  resistance  to  crush- 
ing when  struck  with  a  hanmier  upon  a  hard  surface. 

Tensile  Tests. — The  only  certain  test,  however,  for  tensile  strength  and 
ductility  is  by  direct  experiment. 

The  tensile  strength  of  steel  may  be  tested  in  the  same  way  as  that  of 
wrought  iron. 

The  varieties  of  steel  are,  however,  even  more  numerous  than  those 
of  wrought  iron,  and  their  strength  differs  accordingly.  Moreover,  it  is 
greatly  influenced  by  the  treatment  to  which  the  steel  has  been  subjected. 

ADMmALTT  Tests  fob  Steel  Plates. — Tensile  stress  per  square  inch — lengtliwajrs,  83 
tons ;  crossways,  80  tons.  Th^  tensile  strength  is  in  no  case  to  exceed  40  tons  per 
square  inch. 

Forge  Test  (Hot). — All  plates  of  one  inch  in  thickness  and  under  should  be  of  such 
ductility  as  to  admit  of  bending,  but  without  fracture,  to  the  following  angles  : — 
Lengthways  of  the  grain  .  .  .140  degrees. 

Across  the  grain  ....         110      „ 

Forge  Test  {CM). — All  plates  should  admit  of  bending,  but  without  fracture,  as  fol- 
lows : — 

^  Bloxam's  Chemistry. 
^  Kirkaldy's  Experiments  on  Wrought  Iron  and  Steel. 


TESTS  FOR  STEEL,  297 

With  the  Grain,  Across  the  Orain, 

1  inch  in  thickness  to  an  angle  of  30  degs.     1  inch  in  thickness  to  an  angle  of  20  degs. 


1 

»f 

40 

1 

^ 

25 

^j 

i 

60 

i 

40 

i 

60 

8 

35 

1 

70 

i 

40 

A 

76 

^ 

60 

1 

» 

80 

i 

60 

A 

85 

^ 

65 

\  and  under 

90 

i  ^ 

Eind  under 

70 

The  edges  should  be  drilled  or  sawn,  not  punched,  in  cutting  the  sample  from  the  plate. 
In  other  respects  the  samples  should  be  prepared  in  the  same  way  as  those  of  wrought 
iron  (see  p.  264). 

Admiraltt  Tests  fob  Landore  Steel.— The  Landore  steel  made  by  the  Siemens 
process  has  been  subjected  by  the  Admiralty  authorities  to  a  great  variety  of  tests,  both 
when  cold  and  when  hot. 

These  were  fully  described  in  a  paper  read  by  Mr.  Riley  before  the  Institute  of  Naval 
Architects  on  7th  April  1876,  but  a  few  only  of  them  can  be  mentioned  here. 

Th6  Admiralty  tests  are  as  follows  : — 

1.  Tensile  and  Extension  Tests. — Strips  cut  lengthways  or  crossways  of  the  plates,  to 
have  an  ultimate  tensile  strengtli  of  not  less  than  2(5  and  not  excee<Ung  30  tons  per  square 
inch  of  section,  with  an  elongation  of  20  per  cent  in  length  of  eight  inches. 

2.  Tempering  Tests. — Strips  cut  lengthways  of  the  plates  IJ  inch  wide,  heated  uni- 
formly to  a  low  cherry  red,  and  cooled  in  water  82**  Fahrenheit,  must  stand  bending  in  a 
press  to  a  curve  of  which  the  inner  radius  is  I4  time  the  thickness  of  the  plates  tested. 

Hot  Forge  Tests. — Pieces  of  4  inch  plate,  about  1 J  in.  wide,  were  "  welded  together, 
and  bent  in  the  weld  to  a  radius  of  ^  in.  without  fracture. 

**  Two  pieces  of  plate  weMetl  together  and  bent  in  the  parts  welded,  one  to  an  angle 
of  90°  and  the  other  to  an  angle  of  105^  without  fracture." 

A  piece  of  I4  inch  plate,  dished  into  the  form  of  a  cup  then  flatten^  back  nearly  to  its 
original  form,  "stood  well." 

A  piece  of  angle  steel  6  feet  long,  6  in.  by  3. J  in.  by  t^,  the  sides  close<l  together  at 
one  end  and  at  the  other  opened  out  flat  and  turned  back  into  the  form  of  a  ring  "  stood 
well." 

Cold  Tests. — A  piece  of  3  in.  by  3  in.  by  J  in.  steel  angle  iron,  1  foot  long,  was  flat- 
tened out  by  two  blows  of  a  steam  hammer.     No  fracture. 

A  piece  of  3  in.  by  3  in.  by  |  in.  steel  angle  iron,  1  foot  long,  closed  by  two  blows  of 
a  steam  hammer.     No  fracture. 

A  piece  of  1^  in.  round  bar  formed  into  a  knot  occupying  2^  in.  by  1^  in. 

A  piece  of  ^  in.  steel  plate  12  in.  diameter  dishe<l  to  3^  in.  deep  by  five  blows  from  a 
60  cwt.  steam  hammer. 

A  piece  of  i)late  doubled  close  up  fourfold.     Without  fracture. 

Llotd's  Tf^TS.  —The  steel  used  in  shii)s  to  be  cla.sse<l  in  the  register  of  Lloyd's 
Insurance  Corporation  has  to  stand  those  tests  applied  by  the  Admiralty  to  Landore 
steel,  which  are  numbered  1  and  2  above. 

Test  by  Repeated  and  Falling  Iioads. — Steel  rails  are  sometimes 
tested  by  repeated  loads,  and  generally  by  a  falling  weight  The  following 
extract  is  from  a  specification  of  the  Midland  Railway  requiring  both  tests: — 

"  Each  rail  shall  he  capalde  of  bearing  a  weight  of  20  tons  applied  fre- 
quently in  the  centre  of  the  bearing  without  ^juring  its  elasticity  or  pro- 
ducing a  permanent  set ;  and  also  shall  be  capable  of  resisting  without  frac- 
ture three  blows  of  a  ram  weighing  20  cwt.  falling  from  a  height  of  1 2  feet 
on  the  centre.  The  bearings  to  be  as  follows : — For  (double-headed)  rails 
having  a  section  equal  to  a  weight  of  83  lbs.  per  yard,  the  bearing  to  be 
4  feet  ;  and  for  (double-headed)  rails  weighing  70  lbs.  per  yard  the  bearings 
to  be  3  feet  4  inches."  ^ 


Couch e's  Riulicays. 
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MARKET  FORMS,  RELATIVE  VALUE  OF  DIFFERENT  KINDS, 

AND  BRANDS  ON  STEEL. 

Mabrbt  Forms. — Steel  maj  be  obtained  in  most  of  the  forms  adopted  for 
wrought  iron,  and  described  at  page  270,  but  there  is  a  smaUer  choice  of 
sizes  and  sections.  Angle  and  T  irons  of  all  sizes  up  to  4  inches  x  4  inches  are 
easily  obtained.    There  are  but  few  sections  in  the  market  bejond  that  size. 

BeUUive  value  of  different  kinds  of  Steel. — The  following  extract  from  one  of  Messrs. 
William  Bird  and  Company's  price  lists  is  given  to  show  the  prices  of  different  descrip* 
tions  of  steel  as  compared  with  those  of  iron  (see  p.  276) : — 

Bars  £10    0  0      to  £11  10  0  per  ton. 

PUtes                     .  12  10  0      „  13  10  0      „ 

„    boiler  quality  16     0  0      „  17  10  0      „ 

Sheets        .            .  16    0  0      „  17     0  0 

Hoops        .            .  10  10  0      „  11     0  0 

Angles  13    0  0      „  14    0  0 

Tees           .            .  13  10  0      „  14  10  0 

Double  shear          .  2    6  0,,  850  per  cwt. 

Single      „             .  1  14  0      „  8    0  0 

Borer  steel             .  18  0,,  8  15  0 

Cast  steel  for  turning  tools  1  18  0      „  8    6  0 

Special  die  steel     .  4    0  0,,  5  12  0 

„     tool  „        .  5  12  0 

Cast  steel  plates  and  sheets    10  0      „  2  10  0 

Extras  on  Steel  Plates. — ^The  steel  trade  is  at  present  too  much  in  its  infancy  for  an 
oflScial  list  of  extras,  and  for  steel  bars  and  angle  irons  no  extras  are  published  at  alL 
The  extras  on  steel  plates  are  as  follows  : — 

For  every  4  feet  length  or  fraction  of  4  feet,  over  16  feet 
For  every  8  inches  or  fraction  of  8  inches,  over  4  feet  wide   . 
Under  \  inch,  not  less  than  ^  inch  thick     .... 

»»      i«    »f  f»  ■  »f  .... 

»»      ¥    fi            »f             Tnr        »»            ..... 
Plates  tapering  4  inches  to  12  inches 

i»  12      „      tola     „ 

„  more  than  18        „ 

Circular  plates 


Per  ton. 

£1     0 

0 

0  10 

0 

0  10 

0 

1     0 

0 

2     0 

0 

0  10 

0 

1     0 

0 

1  10 

0 

1  10 

0 

Brands  on  Steel. — There  are  no  list  brands  for  steel  (see  p.  282).  Each 
maker  has  his  own  trade  mark,  generally  the  name  of  his  firm,  with  or  with- 
out name  of  his  work.  Thus— (Atlas),  Jno.  Brown  and  Company,  Limited  ; 
! Cyclops),  Cammell  and  Company,  Limited  ;  (Globe),  Ibbotson  and  Company ; 
Norfolk),  Messrs.  Thomas  Frith  and  Sons;  (Vickers),  Messrs.  Vickers, 
Sons,  and  Company,  Limited.  There  are  no  marks  to  indicate  quality,  such 
as  best  best,  etc.  etc. 

The  following  are  some  of  the  marks  used  : — 


Thomas  Jowitt's  cast  steel  for  tools. 
]  i-*=»o  I    „  „      double  shear  steel. 


"  BRADES."     William  Hunt  and  Son's  "  Brades  Company.^ 
Mufihet's  borer  steel.     Titanic. 


2?J^ 
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Wilkinson's  blister  steel,  known  as  Hoop  L  Swedish  brand,  that  iron 
^  ^      being  used  in  the  manufacture. 

Turton  and  Sons. 


Osborne. 


The  Sheffield  merchant  steels  have  usually  a  paper  wrapping  with  maker's 
name  and  address  in  fulL 

Crucible  Cabt  Steel. — The  ingots  have  each  a  paper  label  attached,  on 
which  is  marked  the  purpose  for  which  the  steel  is  best  adapted,  as  follows — 
hwer^  welding,  tool,  rivet. 

Sheab  and  Double  Shear  steel  bars  are  marked  with  the  words  sJiear 
and  double  sJiear  in  indented  letters  on  each  bar. 

Bessemer  Steel  has  no  marks.  Rails  of  this  material  are  generally 
stamped  with  the  maker's  name,  and  the  word  steel. 


LAiiDORE  Steel.- 


is  tho  trade  mark  of  the  Landore  Siemens-Steel 
Comjmny,  Limite<L  The  following  brands  ^  in 
addition  indicate  different  qualities  of  steel : — 


LANDORE 

s 


LANDORE 

ss 

LANDORE 

M 

LANDORE 

SM 

LANDORE 

H 

LANDORE 

SH 

LANDORE 

A 


Soft  steel,  having  a  tensile  strength  from  about  25  to  31  tons  per  square 
inch,  such  as  supplied  to  the  Admiralty  for  ships.  Suitable  for  ships* 
plates,  boilers,  angles,  bulbs,  tin  plate  bars,  wire  rods,  etc.  No  bar  will  be 
branded  until  a  strip  has  been  submitted  to  and  has  stood  tho  Admiralty 
test  for  strength,  ductility,  and  malleability. 

Special  soft  steel,  of  the  highest  quality,  same  tensile  strength  as  Si  b'lt 
prepared  from  different  materials  specially  treated.  Suitable  for  boiler 
furnaces,  rivet  bars,  nail  nxls,  wire,  etc. 

Medium  steel,  having  a  tensile  strength  of  from  about  31  to  60  tons  per 
square  inch.  Suitable  for  rails,  tram-rails,  tyres,  axles,  wire-nnls,  etc.,  of 
usual  quality. 

Special  medium  steel,  same  tensile  strength  as  fj\y  but  from  special  mate- 
rials treated  as  S  S*  Suitable  for  the  highest  class  of  forgings,  axles, 
tyres,  bars,  wire-ro<ls,  etc.  etc. 

Hard  steel,  tensile  strength  over  50  tons  per  square  inch.  Suitable  for 
springs,  wire-rods,  castings,  agricultural  and  mining  tools,  etc. 

Special  hard  steel,  same  tensile  strength  as  H»  ^"t  from  special  materials 
for  the  highest  class  purposes  of  hard  steel. 

Converted  steel.  Suitable  for  rails,  ordinary  wire-rods,  fish-plates,  and  all 
usual  i)urposes  for  which  cast  steel  is  used. 


From  the  Company's  Circular,  January  1878. 
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STEENGTH  OF  CAST  IRON,  WEOUGHT  lEON, 

AND  STEEL. 

It  is  beyond  the  province  of  these  Notes  to  enter  upon  the  general  sulvject 
of  the  physical  properties  of  materials.  The  meanings  of  a  few  of  the  tenns 
used  in  connection  with  those  properties  are  given  at  pp.  449-462,  and  the 
subject  will  be  further  entered  upon  in  Part  IV. 

The  value  of  iron  and  steel  to  the  engineer  is,  however,  so  entirely  depend- 
ent upon  their  strength,  ductility, etc.,  that  a  few  observations  on  these  points 
will  be  necessary  in  order  to  clear  the  way  for  an  intelligent  selection  and 
testing  of  these  materials. 

In  considering  the  strength  of  materials  care  must  be  taken  to  distinguish 
between  the  ultimate  strength — that  is,  the  stress  per  square  inch  of  section 
which  will  cause  rupture — and  the  working  strength,  or  the  stress  per  square 
inch  which  the  material  can  safely  bear  in  practice. 

In  the  following  pages  the  ultimate  strength,  as  found  by  experiment,  will 
first  be  given  for  various  descriptions  of  iron  and  steeL 

The  effect  upon  this  strength,  produced  by  various  circumstances,  will  be 
briefly  mentioned. 

The  working  stresses  that  may  be  permitted  in  practice  will  then  be  stated. 

Finally,  one  or  two  points  regarding  the  effect  of  vibration,  ux>ld,  etc,  will 
be  merely  glanced  at 


ULTIMATE  STRENGTH  AND  DUCTILITY. 

The  tests  which  are  applied  in  practice  to  cast  iron,  wrought  iron  (of  dif- 
ferent classes),  and  steel,  have  been  described  in  previous  pages. 

In  order  to  apply  these  tests  intelligently,  it  is  necessary  to  know  something 
of  the  peculiarities  of  the  different  descriptions  of  iron  ordinarily  met  with, 
to  see  what  their  actual  ultimate  strength  or  resistance  to  rupture  has  been 
found  to  be  by  experiment,  and  to  understand  how  that  ultimate  strength  is 
modified  by  slight  differences  in  their  composition,  form,  treatment  in 
working,  and  other  surrounding  circumstances. 

The  strength  of  iron  and  steel  will  be  considered  only  with  reference  to 
their  resistance  to  tension,  compression,  shearing,  bearing,  and  transverse  stress. 

Their  resistance  to  torsion,  though  of  importance  in  machines,  does  not 
come  into  play  in  buildings  of  any  kind,  and  will,  thererefore,  not  be  consi- 
dered. 

The  breaking  stresses,  foimd  by  experiment  and  given  in  the  following 
tables,  were,  in  all  cases,  produced  by  a  dead  load  gradually  applied.  Very 
much  smaller  live  loads,  i.e,  stresses  suddenly  applied,  would  cause  rupture 
(see  p.  318). 
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Btrencrth  of  Cast  Iron. 

The  average  ultimate  strength  of  the  ordinary  varieties  of  cast  iron  found 
in  the  market  may  be  taken  as  follows  . — 

Tons  i)er  Square  Inch. 

Tension  .... 

Compression  .... 
Transverse  .... 
Shearing  .... 

The  above  figures  are  intended  to  give  a  low  averaga 

The  following  extracts  from  the  most  important  experiments  on  the  strength  of  cast 
iron  show  the  wide  differences  that  occur  in  different  specimens. 

The  Table  below  is  condensed  from  the  records  of  Mr.  Eaton  Ho<lgkinson*s  experiments 
made  for  the  Commission  on  the  use  of  iron  in  railway  structures.^ 

The  experiments  were  made  by  crushing  cylinders  f  in.  diameter,  some  }  in.  and  some 
1^  in.  high.  The  figures  given  below  show  the  resistance  of  the  cylinders  1 J  inch  high  ; 
the  shorter  cylinders  offer^  a  greater  resistance. 


6 

A. 

38 

8. 

13^ 

B. 

sl 

S.^ 

Table  giving  Crushing  and  Tensile  Strength  op  Dippbrent 

Descriptions  op  Cast  Iron. 


Tivo^*^ YnnRff#%%T    ^v>     ic>/\%T 

Crushing 
Strength. 

Tensile 
Strength. 

JLfKoCBIFTION  OF  IBOV. 

In  tons  per  square 
inch. 

Lowmoor  Iron,    No.  1  . 

25-2 

67 

No.  2  . 

41-2 

6-9 

ayde,                 No.  1  . 

' 

89-6 

7-2 

No.  2  . 

45-5 

7-9 

No.  3  . 

46-8 

10-6 

Blenavon,            No.  1  . 

35-9 

6-2 

No.  2  . 

30-6 

6-3 

Calder,                No.  1  . 

33-9 

6-1 

Coltnessy             No.  3  . 

45-4 

6-8 

Brymbo,             No.  1  . 

33-8 

6-4 

No.  3  . 

34-3 

6-9 

Bowling,              No.  2  . 

33  0 

6-0 

Ystalyfera           No.  2  (Anthracite) 

427 

6-5 

Ynis-cedwyn       No.  1          do. 

36-1 

6-2 

No.  2         do. 

33-6 

6-9 

Mean  of  irons  tested  by  Mr.  Hodgkinson  in  his  experimental  researches 

49-5 

7-38 

Morris  Stirling's  iron  tested  by  Mr.  Hodgkinson — mean  . 

65-6 

11-0 

^  A.  Anderson,  mean  of  850  specimens.        S.  Stoney.        B.  Barlow. 
'  Report  of  Commissioners  appointed  to  inquire  into  the  application  of  Iron  to  Hail- 
vjay  Strtictures,  1849. 
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The  mean  of  experiments  made  by  the  Ordnance  authorities,  as  analysed  by  Professor 
Pole,  give 


Breaking  weight  in  tons 
per  square  inch. 

Max. 

Min. 

Mean. 

Tension     . 

Compression 

Transverse^ 

15-3 
62-5 
20-0 

4-2 

19-8 

4-6 

10-4 
40-6 
12-6 

The  specimens  tried  were  generally  sampUt  received  from  the  makers,  of  the  second  or 
third  melting.  The  iron  subsequenUy  supplied  in  lai^ger  quantities  was  often  inferior  in 
strength  to  the  samples. 

Influence  of  variooa  oiroumstances  upon  the  Strength  of  Catt  Iron.— 
Size  of  Section, — The  iron  close  to  the  surface  of  a  casting  has  been  found  to  be  haider 
and  stronger  than  that  within.  In  a  small  bar  the  amount  of  this  hard  skin  is 
greater  in  proportion  to  the  section  than  in  large  castings,  and  hence  the  average  strength 
is  greater. 

Again,  the  interior  of  large  castings  is  more  spongy  and  open  than  that  of  small  castings. 

Mr.  Eaton  Hodgkinson  found  the  relative  tensile  strength — per  square  inch — of  bars 
1  in.  2  in.  and  8  in.  square  to  be  100,  80,  77. 

Repeated  MemeUinge, — Repeated  remelting  of  cast  iron  increases  its  strength,  probably 
in  consequence  of  the  carbon  being  burnt  out  of  it,  thus  tending  to  assimilate  it  in  com- 
position to  wrought  iron.  Sir  William  Fairbairn,  experimenting  upon  Scotch  iron, 
obtained  the  following  results  : — 

Its  resistance  to  cross  breaking  increased  up  to  the  twelfth  remelting,  and  then  fell  off; 
at  the  twelfth  remelting  its  strength  was  {  of  what  it  originally  possessed.  Its  resistance 
to  cmshing  was  a  maximum  at  the  fourteenth  remelting,  i.e,  nearly  2^  times  its  original 
strength.  Its  resistance  then  fell  off,  until  at  the  eighteenth  remelting  it  possessed  only 
twice  its  original  strength. 

In  America  the  iron  is  kept  in  a  state  of  fusion  for  two  or  three  hours  at  each  remelting. 

Migor  Wade  found  the  result  to  be  as  follows  : — 


Strength  of  pigs 
First  melting  . 
Fourth  melting  . 


5  to  6^  tons  per  square  inch. 


The  effect  of  remelting  varied  considerably,  being  greatest  in  No.  1  soft  grey  pig-iron. 

This  question  can  rarely  be  of  any  great  importance  to  the  engineer,  though  it  might 
possibly  have  to  be  considered  in  using  old  iron. 

Effect  of  Temperature. — Sir  William  Fairbaim's  experiments  led  him  to  the  following 
conclusion  : — **  Cast  iron  of  average  quality  loses  strength  when  heated  beyond  a  mean 
temperature  of  120%  and  it  becomes  insecure  at  the  Arecudng  point,  or  under  82**  Fahren- 
heit'^ « 

At  a  red  heat  its  original  strength  is  diminished  by  J.  A  mass  of  cast  iron  raised  to 
a  red  heat  will  crumble  to  pieces  when  struck.  This  property  may  be  taken  advantage 
of  in  breaking  up  large  pieces  of  old  cast  iron,  such  as  guns. 


*  This  is  the  valae  of  the  co-efficient  C  in  the  formula,  W=C^ 

Where  ii7= breaking  weight  in  tons. 
b  =breadth  ^ 

d  =  depth     I  of  beam  in  inches. 
I  =8pan      j 

This  subject  will  be  explained  in  Part  lY. 

*  Application  of  Iron  to  Building  PurposeSf  by  Sir  William  Fairbairn,  p.  78. 
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An  increase  or  decrease  of  temperature  amoonting  to  27"*  Fahr.  causes  such  expansion 
or  contraction  that  it  would  hring  a  stress  of  1  ton  per  square  inch  upon  the  metal,  if  it 
was  rigidly  secured  at  the  ends  before  the  change  of  temperature  took  place. 

The  Effect  of  mixing  Different  Brands,  when  judiciously  done,  is  doubtless  to  increase 
the  strength  of  the  iron  beyond  that  of  any  single  brand.  The  exact  increase  depends, 
of  course,  upon  the  mixtures  used.  As  before  mentioned,  this  is  a  question  better  left 
alone  by  the  engineer. 


Strength  and  Ductility  of  Wrou£:lit  Iron. 

The  strength  and  ductility  of  wrought  iron  depend  upon  the  quality  of 
the  material  and  the  care  with  which  it  is  manufactured. 

A  very  small  proportion  of  carbon  is  practically  always  present ;  if  this  is 
increased,  the  strength  of  the  iron  is  considerably  augmented,  and  its  power  of 
welding  diminished, — in  fact  it  approximates  more  to  steel  in  its  characteristics. 

The  presence  of  other  impurities  occasions  the  defects  mentioned  at  pp. 
248,  249. 

The  strengtli  of  different  descriptions  differs  so  greatly  that  an  average  is 
somewhat  likely  to  be  misleading  in  any  particular  case  ;  but  the  following 
may  be  taken  as  a  low  average  for  the  ultimate  strength  of  wrought  iron  under 
different  stresses. 

Tons  i)er  square  inch. 

25 


TBars 
Tension  |  pj^^ 

Compression 
Shearing 


{lengthways 
crossways 


21 
20 
16 
20 


Tensile  Strength. — The  following  Table  shows  the  tensile  strength, 
contraction  of  area  and  elongation  after  fracture,  os^rtained  by  experiments 
upon  some  of  the  more  important  descriptions  of  iron  foimd  in  the  market. 

From  the  results  here  recorded,  it  will  be  seen  that  the  average  of  ordi- 
nary qualities  of  bar  iron  is  nearly  20  per  cent  stronger  than  that  of  tlie  same 
qualities  of  plate  iron,  and  its  elongation  under  a  given  stress  is  2^  times  as 
great ;  also  that  plate  iron  has  a  greater  strength  in  the  direction  of  the  fibre 
or  grain  than  across  the  grain,  the  difference  being  on  the  average  about  10 
per  cent. 
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Table  giving  the  Tknsilb  Strength  and  Duotilitt  of  varioos  Descriptions 
of  Malleable  Iron.     From  Mr.  Kirkald/s  Experiments.^ 


District 


Boiled  Bars. 

Yorkshire  . 

Do.      . 
Do.      . 
Staffordshire 

Do. 
Do. 

Do. 

Scotland  . 

Do.  . 

Do.  . 

Do.  . 
Wales 

Bivet  Iron. 

Yorkshire . 

Do.  . 
Jjancashire 
Staffordshire 

Do. 

Scotland    . 

Iron  Plates. 
Yorkshire . 

Do.      . 

Do.     . 

Staffordshire 

Do. 

Do. 


North  of  England 
Scotland    . 


Angle  Iron. 

Yorkshire  . 
Staffordshire  • 

Do. 

Do. 

Durham 

Do.  . 

Scotland  . 

Do.  . 


Names  of  Makers  or  Works 
and  Brands. 


Lowmoor     .         . 

Bowling 
Famley 
J.  Bradley  &  Co.,  L  circle 

(charcoal) 

Do.  B.B.  scrap 

Do.  S.C.  tf 

J.  Bagnall,  J.B.  . 
Govan,  Ex.  B.  Best 

Do.   B.  Best     . 

Do.   #     . 
Ghisgow,  B.  Best . 
Ystalyfera  (paddled) 


Lowmoor 

Bradley  &  Ck>.,  $  S.C. 
Ulverstone,  Rivet  Best  . 
Thomeycroft  &  Co.,  TNS 

Lord  Ward,  L  tf  W.    . 

R.O. 
Glasgow,  Best  Rivet 

Lowmoor 

Famley 

Bowlmg 

Bradley  k  Co.,  $  S.C. 

Thomeycroft,  Best  Best 

Lloyds,  Foster,  &  Co.,  Best 

Consett,  Best  Best 

Glasgow,  Best  Best 


Famley        . 
Albion  W  Best 

Do.     Best 
Eagle  . 

Do.    Best  Best 
Consett 

Do.     Best  Best 
Glasgow,  Best  scrap 

Do.        Best  Best 


Description. 


Rolled  Bars,  round, 

1"  diameter 

Do. 

Do. 

Do. 

Do. 

Do.  i'dia. 


Do.  li" 
Do.    1" 
Do. 
Do. 
Do. 
Flat  strips. 


do. 
do. 


Bound. 

Do. 
Do. 
Do. 

Do. 


Do. 


Diameter. 

r 

K 

w 
r 


L. 
C. 
L. 
C. 
L. 
C. 
L. 
C. 
L. 
C. 
L. 
C. 
L. 
C. 
L. 
C. 


Thickness, 

A' 


f 


K 

A'toA' 

Do. 


i*i 


rtof 

Do. 


Thickness  A' 
Do. 
Do. 


Do. 

Do. 
Do. 
Do. 
Do. 


K 


f 


weight  per 
of  original 
,  in  tons. 

ion  of  area 
tured. 

1  elongation 
le  set  after 
:ture. 

eiM3  S 

itract 
frac 

Imate 
tensi 

Is** 

a 

^  ** 

B^ 

Percent 

Per  eent 

27-69 

63-1 

26-5 

27-86 

45-3 

24-4 

28-07 

50-6 

25-6 

25*54 

60-9 

80-2 

26-5  , 

52-0 

26-6 

2778 

36-2 

22-2 

24-55 

27-0 

17-8 

26-89 

40  0 

22-8 

28  05 

28-9 

19-1 

26-53 

25-1 

16-4 

26-29 

89-6 

28-2 

17-20 

2-4 

2-0 

26-82 

52-2 

20-6 

25-32 

49-6 

22-6 

24-00 

48-6 

21-6 

26-46 

40-4 

22-4 

26-69 

37-6 

18-6 

25-49 

40-7 

28-7 

23-21 

19-7 

18-2 

22-55 

12-1 

9-8 

25-00 

17-8 

14-1 

20-63 

13-2 

7-6 

23-32 

15-3 

11-6 

20-73 

6-9 

6-9 

24-92 

17-2 

12-6 

22-52 

9-0 

6-6 

24-48 

12-6 

11-2 

20-35 

4-6 

4-6 

20-07 

8-7 

6-8 

19-92 

6-9 

4-6 

22-88 

13-1 

8-9 

20-85 

10-2 

6-4 

23-84 

10-6 

9-0 

18-65 

3-7 

2-6 

27-34 

41-4 

20-9 

25-07 

19-1 

14-0 

23-28 

22-8 

14  1 

22-34 

15-8 

8-8 

24-42 

28-4 

18-7 

22-68 

11-7 

6-8 

28-90 

18-8 

12-6 

25-04 

20-1 

16-0 

24-78 

11-0 

8-6 
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The  Crushing  Strength  of  wrongbt  iron  varies  in  different  specimens 
with  the  hardness  of  the  iron. 

"  Ordinary  wrought  iron  is  completely  crushed,  Le,  bulged,  with  a  pressure 
of  from  16  to  20  tons  per  square  inch."  ^ 

The  best  soft  wrought  iron  begins  to  bulge  sensibly  with  about  12  tons 
per  square  inch.* 

The  Shearing  Strength  of  wrought  iron  has  been  proved  by  experiment 
to  be  equal  to  the  tensile  strength  of  the  material. 

Effect  of  different  Processes  and  Circumstances  upon  the  Strength 
of  Wrought  Iron. — It  has  already  been  stated  that  the  strength  and  elasti- 
city of  wrought  iron  depend  not  only  upon  its  quality,  but  upon  the  treatment 
to  which  it  has  been  subjected  in  working,  and  upon  other  surrounding  circum- 
stances. 

The  following  Table  shows  concisely  the  effect  produced  by  different  modes 
of  working,  by  changes  of  temperature,  etc. 

The  conclusions  given  are  founded  upon  a  large  number  of  experiments 
by  Mr.  Kirkaldy  and  others.  Those  by  Mr.  Kirkaldy  are  clearly  classified  in 
Mr.  Kinnear  Clarke's  Rales  and  Tables  for  Mechanical  Engineers. 


Tensllo  Strength. 

Ductility. 

Reducing  diameter  by  rolling  . 

Increased 

Reduced. 

Turning  or  removing  skin 

No  alteration    . 

No  alteration. 

Reducing  diameter  by  forging  . 

Increased 

Reduced. 

Annealing 

Reduced  . 

Increased. 

Welding 

Stress  suddenly  applied  . 

i  Reduced  from  between 
)   4*1  and  43  8  per  cent 

Reduced  18 '5  per  cent 

{  Reduced. 

Reduced  in  nearly  all 
cases. 

Additional  hammering    . 

Increased 

Reduced. 

Hardening  in  water  or  oil 

Increased 

Reduced. 

Cold  ToWmg^plates 

Doubled  . 

Destroyed. 

bars 

Increaseti  50  per  cent 

Reduced  60  per  cent. 

Galvanising 

No  difference. 

Effect  of  frost  23°  F.       . 

Reduced  2  '3  per  cent 

Reduced  8  i>er  cent. 

Effect  of  frost,  stress  su<l(lenly  applied 

Reduced  3*6  per  cent 

i  Reduced  between  0 
1    and  30  per  cent. 

Effect  of  Teviperaturc. — Sir  William  Fairbaim  found  that  the  strength  of  wrought 
mm  was  practically  the  same  at  all  temperatures  between  0  •  and  400"  Fahr.^ 


Strength  and  Ductility  of  Steel. 

The  strength  and  ductility  of  steel  varies  greatly  in  different  descriptions. 
It  depends  not  only  npon  the  original  composition  of  the  metal,  but  also  ui)on 
the  treatment  to  which  it  has  been  subjected,  especially  the  rate  of  cooling. 
The  following  Tables  give  some  idea  of  the  variety  to  be  met  with  in  different 
specimens. 


*  Stoiiry.  2  Downing. 

B.  C. — 111 


3  Useful  Infonnatloii  for  Etigimrrs,  S<*ries  ii. 

X 
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Average  Strength. — The  great  differences  in  strength  caused  by  varieties 
in  the  amount  of  carbon  and  in  temper  make  it  useless  to  attempt  to  arrive  at 
an  average  strength  for  all  steels. 

The  following  may  be  taken  as  a  low  average  for  the  ultimate  strength  of 
soft  cast-steel  which  has  not  been  hardened  : — 

Tons  per  square  inch. 

Tension     ,  .  .  .  32 

Compression  ...  30 

Shearing  ....  24 

Mr.  Matheson  says — ^^^A  tensile  and  compressional  strength  equal  to  a 
breaking  strain  of  30  or  40  tons,  with  a  limit  of  elasticity  of  15  to  20  tons, 
may  be  stated  as  the  quality  of  the  plates  L  and  T  sections  which  are  now 
made  for  constructional  purposes."  .  .  .  "Steel  equal  to  a  tensile 
strength  of  from  40  to  55  tons  is  made  for  special  purposes,  such  as  chain- 
links  for  suspension  bridges."  ..."  With  steel  of  this  kind  it  is  most 
important  to  know  the  limit  of  elasticity."  * 

The  following  Tables,  selected  from  different  records  of  experiments^  show 
the  great  variation  that  there  is  in  the  strength  and  ductility  of  different 
descriptions  of  steel : — 

Tensile  Strength,  Elastic  Limit,  and  Ductility  of  Cast-Steel. 


(Jltimate  or 

breaking  tensile 

stress  per  sq. 

inch. 

Elastic  limit  in 
tension. 

Contraction  of 
area  per  cent. 

Elongation 
percent 

C.  Bessemer  steel  (ayerage 

Tons. 

Tons, 

of  different  qualities  for 
tyres,  axles,  and  rails) 

C.         Hammered 

33-9 

22-2 

46-9 

12-0 

C.         Rolled     . 

32  0 

19  0 

36-1 

18-0 

C.  Crucible    steel    (average 
of  different  qualities  for 
tyres,  axles,  and  rails) 

C.         Hamniereil 

38-2 

21-9 

22-8 

•70 

Rolled  (for  axles)     . 

30-6 

18-7 

10-1 

10-6 

C.  Bessemer  steel,  tyres  and 

axles 

33-7 

C.  Crucible  cast-steel  from 

Swedish  bar-iron,  chisel 

temper 

62-8 

26-0 

•  •  • 

5-3 

Ci  Crucible  cast-steel,  rolled 

34-43 

20-6 

•  •  • 

2  0 

Cj        „        „      hammered 

37-05 

25  0 

•  ■  ■ 

13-5 

Ci  Cast-steel,  piston  rods    . 

83-7 

26-75 

•  •  • 

0-9 

C.  Experiments  on  Steel  by  a  Committee  of  Civil  Engineers,  1868.  The  bars  experi- 
mented upon  were  turned  down  from  2-inch  square  bars  to  a  diameter  of  1*382=1^ 
square  inch. 

Ci  Further  experiments  of  the  same  Committee  results  bound  up  with  the  report  just 
quoted. 

^  JVorks  in  Iron. 
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Tensile  Strength  and  Ductilitt  of  Steel  of  different  descriptions. 
Selected  from  Sir  W.  Fairbaim's  Experiments.^ 


Manafitctaren  and  Description  of  StoeL 


I      Messrs.  J.  Brovm  and  Company, 

Best  cost  steel  from  RusRion  and  Swed- 
ish iron  for  turning  tools 

Do.    milder 

I  English  tilted  steel  mode  from  English 
and  foreign  pigs     .... 


Messrs.  C,  Cammell  and  Company. 

Specimen  of  cast  steel,  termed  "  Dia- 
mond Steel  "         .         .        .         . 

Specimen  of  cast  steel  termed  "  Tool 
Steer* 

Specimen  of  cast  steel  termed  ''  Chisel 
Steel" 

Specimen  of  cast  steel  termed  "  Double 
Shear  Steel"  .         .         .         . 

Messrs,  Naylor  and  Vickcrs, 

Cast  Rteel  called  "  Axle  Steel  '*  . 

Do.         do.     "  Tyre  Steel  "  . 

Do.         <lo.      "  Vickors'  Cast  Steel, 

special ''      . 

Do.         do.     "  Naylor  and  Vickers' 

Cjwt  Steel  '• 


Breaking  tensile 

stresH  per 

square  inch 

of  section. 


Messrs.  S.  Osborne  and  Company. 
Specimen  of  liest  tool  cast  steel 
Specimen  of  Ijest  double  sliear  steel 
Extra  best  tool  cast  steel    . 
Cast  steel  for  trailer  plat&s  . 

II.  Besstmcr  and  Company. 
Specimen  of  hanl  Bessemer  steel 
Do.     milder  do. 

Do.    soft  do. 

Messrs.  T,  Turton  and  Sons, 
Specimen  of  double  shear  steel  . 


Tons. 

30-63 
40-85 

26-57 


49-13 
48-69 
53-75 
43-15 

39-58 
40-85 

59-87 
52-70 

4417 
89-25 
38-26 
49-85 

46-02 
39-36 
35-09 

32-70 


Corresponding 

ultimate 

elongation. 


Per  cent. 

-56 
1-50 

7-6 


1-77 
2-06 
2-81 
2-50 

6-25 
4-75 

1-00 

2-87 

1-56 

2-43 

0-37 

10-62 

1-87 

10-93 

9-81 

0-87 


Contraction  or 

set  doe  to 

compression 

unoer  100*7 

tons  per  square 

inch. 


Per  cent. 

26-3 
26-3 

55-3 


23-3 
26-3 
31-3 
30-3 

42-3 

38-8 

15-3 
18-3 

20-3 
32-3 
19-3 
33-3 

22-3 
44-3 
47-3 

29-3 


'  Iron  Manufacture,  1869,    British  Association  Rejtort,  1867. 
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Tensile  Strength  and  Ductilitt  of  Steel  Plates  With  and  Against 
the  Grain.    From  Mr.  Kirkald/s  Experiments.^ 

L.  signifies  lengthways  of  the  grain ;  C.  across  the  grain. 


Names  of  Makers  or  Works. 

Thickness. 

i 

1 

Tearing 

weight  per 

square  inch 

of  original 

area. 

Ultimate 

elongation 

or  tensile 

set  after 

fracture. 

Contrac- 
tion of 
area  at 

fhicture. 

Tnrton  and  Sons,  cast  steel 

Inch. 

1 

L 
C 

Tons. 
42-09 
42-99 

Per  cent 
6-71 
9-64 

Percent. 

6-6 

13-4 

Moss  and  Gambles,  cast  steel    . 

Ato  A 

L 

Ic 

83-74 

30-84 

19-82 
19-64 

28-2 
38-6 

Shortridge  and  Co.,       do. 

A 

Jc 

42-98 
43-37 

8-61 
8.93 

16-6 
14-8 

Shortridge    and  Co.,    puddled 
steel    

i  « 

JL 
|C 

82-32 
32-84 

5-93 
3-21 

11-6 
6-7 

Mersey  Company,  puddled  steel 
(ship  plates), 

JAto  A 

ic 

46-29 
37-93 

2-79 
1-25 

6-4 
4-4 

Mersey  Company,  puddled  steel, 
"Hard"     .... 

i 

•  fL 

45-80 
38-11 

4-86 
3-30 

4-5 
4-7 

Mersey    Company,  mild  steel 

i 

ns 

34-39 
80-22 

616 
5-72 

12-6 
8-5 

Mersey  Company,    mild    steel 
(ship  plates) 

1    '"^ 

L 

31-93 

3-67 

7-6 

Tensile  Strength  and  Ductility  of  Steel  Bar&     Selected  from  Mr. 

Kirkald/s  Experiments.* 


Names  of  Makers  or  Works. 

Description. 

Arerage 

breaking 

weight  per 

square  inch 

of  original 

area. 

Ultimate 
elongation 
or  set  after 

fhicture. 

Contraction 

of  area 
at  flnscture. 

Turton's  cast  steel  for  tools    . 

Forged 

Tons. 
69-0 

Per  cent 
6-4 

Percent 
47 

Jowitt's  double  shear  steel 

Do. 

53-0 

13-5 

19-6 

Bes8emer*s  patent  steel  for  tools     . 

Do. 

49-7 

6-5 

22-3 

Naylors,  Vickers,  and  Co.,  cast  steel 
for  rivets 

Rolled  . 

47-59 

8-7 

82-8 

Wilkinson's  blister  steel  bars  . 

Forged 

46-6 

97 

21-4 

Jowitt's  cast  steel  for  taps      . 

Do. 

45-1 

10-8 

28-8 

Ejrupp*8  cast  steel  for  bolts    . 

Rolled  . 

41-8 

16-3 

340 

Shortridge  and  Co.'s  homogeneous 
metal 

Do. 

40-5 

13-7 

36-6 

Jowitt's  spring  steel 

Forged 

32-3 

18-0 

240 

Mersey  Co.,  puddletl  steel 

Do. 

31-91 

19-1 

35-3 

filochaim  puddled  steel 

Rolled  . 

31-32 

11-3 

19-4 

Do.             do.        .         .         . 

Forgetl 

29-13 

12-0 

19-0 

»  Kirkaldy's  ExpeHments  on  Wrought  Iron  and  Steel,  Table  H.         «  Ibid,  Table  F. 
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LAin)ORB  Steel.  —  Tensile  Strength  and  Ductility.  —  The  mean  breaking  tenaile 
stress  for  101  samples  of  plates  and  angle  irons,  as  given  by  Mr.  Riley,  was  28*16  tons 
per  square  inch,  and  the  elongation  24*25  x>er  cent. 

A  series  of  tests  by  Mr.  Kirkaldy  ^  gave  the  following,  results  : — 


Grain  Lengthways. 

Grain  Crossways. 

Annealed. 

Unannealed. 

Annealed. 

Unannealed. 

Ultimate  tensile  stress 

Ela.stic  limit 

Contraction  of  area   at  fracture, 
per  cent 

Ultimate  elongation,  per  cent 

Tons  per  sq. 
inch. 

28*8 
12*8 

43*2 

24-6 

Tons  per  sq. 
inch. 

31-1 
14-5 

41*1 

23*4 

Tons  per  sq. 
inch. 

28*8 
12-8 

44*9 

23*6 

Tons  per  sq. 
inch. 

31*2 
14*4 

40*5 

23*6 

These  experiments  show  that  the  difference  in  the  strength  of  the  steel,  when  tested 
lengthwise  and  crosswise  of  the  grain  is  almost  imx)erceptible. 


Whitworth*s  Compressed  Steel.  ^ 


Purposes  for  which  the  Steel  is  available. 

Tensile 

Strength 

in  tons  per 

sq.  inch. 

Ductility  or 

percentage 

of 

Elongation. 

Axles,   boilers,    connecting   rods,   rivets,  railway  tyres,  gun 
furniture  and  barrels,  and  gun  carriages 

40 

32 

Cylinder  linings,   ]>arts  of  large  machines,   and  hoops  and 
trunnions  for  ordnance 

48 

24 

Large,  planing  and  lathe  tools,  lai-ge  sheai-s,  smiths'  punches 
and  dies  and  sets,  small  swages,  cold  chisels,  screw  tools. 

68 

17 

com  mill  rollers,  armour-piercing  shells 

Boring  tools,  finishing  tools  for  planing  and  tuniing   . 

68 

10 

Alloyed  with  tungsten  for  particular  purjioses 

72 

14 

The  Cmsliing  Strength  of  steel  varies  greatly,  according  to  the  quality 
of  the  steel  and  the  hardness  to  which  it  has  been  tempered. 

Some  cylinders  of  cast  steel  (of  a  height  =  2j  diameters)  cut  from  the  same 

bar '  were  crushed  under  the  weights  given  below. 

Cnishing  weight  per 
inch  of  section. 
Not  hardened  .....  89  tons. 

Hardened — low  temper,  suitable  for  chipping  chisels  158 

Hardened — high  temper,  suitable  for  tests  for  turning 


99 


bard  steel   . 


166 


» 


^  Proceedings  Institute  of  NavaZ  Architects. 
'  Proceedings  Institute  of  Mechanical  Engineers.  *  By  Major  Wade,  U.S.  Army. 
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In  the  experiments  of  the  Committee  of  Civil  Engineers  (see  p.  306),  steel 
cylinders  of  1  inch  area  and  1  diameter  in  height  bulged  but  did  not 
crack  under  89  tons,  and  cylinders  of  the  same  area,  but  with  height  of  4 
diameters,  crushed  with  weights  averaging  20  tons. 

It  must  be  remembered  that  the  steel  begins  to  fail  when  its  elastic  limit 
is  passed.  This  was  found  by  Mr.  Berkley  to  be  about  17  tons  for  Bessemer 
BteeL  In  the  experiments  of  the  Committee  of  Civil  Engineers  it  ranged 
between  27  and  16  tons,  the  average  as  deduced  by  Mr.  Stoney  being  21  tons  ^ 
(see  also  p.  307). 

Sheailng  Btren^rth  of  BteeL — ^Mr.  Eirkaldy's  experiments  led  him  to  the 
following  conclusion  : — ^  The  shearing  strain  of  steel  rivets  is  found  to  be 
about  a  fourth  less  than  the  tensile  strain."  ^ 

The  steel  he  experimented  upon  broke  under  a  tensile  stress  of  38^  tons  per 
square  inch  of  area,  and  the  mean  strain  required  to  shear  the  rivets  was  28^ 
tons  per  square  inch. 

"The  tests  on  torsion  and  transyerse  strain,  tension  and  compression,  show  that  the 
relations  which  subsist  between  the  resistances  to  these  strains  in  steel  correspond  very 
nearly  with  those  found  by  previous  experiments  in  wrought  iron  ;  that  is  to  say,  a  bar 
of  steel  which  has  50  per  cent  more  tensile  strength  than  a  similar  bar  of  wrought  iron 
will  also  have  approximately  50  per  cent  more  strength  in  resisting  compression,  torsion, 
and  transverse  strain.'* ' 

ICffeot  of  different  Frooesses  and  Oiroumstanoes  upon  the  Strength  of  SteeL 
— Effect  of  Tempering, — After  a  series  of  experiments  Mr.  Kirkaldy  came  to  the  follow- 
ing conclusions  as  to  the  influence  upon  steel  caused  by  its  treatment  in  different  ways. 

"  85th.  Steel  is  reduced  in  strength  by  being  hardened  in  water,  while  the  strength  is 
vastly  increased  by  being  hardened  in  oil. 

"  86th.  The  higher  steel  is  heated  (without  of  course  running  the  risk  of  being  burned) 
the  greater  is  the  increase  of  strength  by  being  plunged  into  oil. 

"  37th.  In  a  highly  converted  or  hard  steel  the  increase  in  strength  and  in  hardness  is 
greater  than  in  a  less  converted  or  soft  steel. 

**  88th.  Heated  steel,  by  being  plunged  into  oil  instead  of  water,  is  not  only  consider- 
ably hardened,  but  toughened  by  the  treatment." 

The  following  are  extracts  from  the  results  of  the  experiments  which  led  to  these  con- 
clusions : — 

*  Stoney  On  Strains.  «  Kirkaldy*8  Experiments  in  Iron  and  SteeL 

'  Report  by  Committee  appointed  by  Board  of  Trade^  etc  etc. 
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Cast  Stbsl  for  Chisels. 


Breaking 

weight  per 

sq.  inch,  in 

tons. 

Contraction 

of  area  per 

cent 

Elongation 
per  cent 

Highly  heated,  and  cooled  in  oil 

96 

3-6 

3-8 

Do.                do.        in  water    . 

40 

00 

0  0 

Do,                do.              „      yellow  temper 

45 

0  0 

0  0 

Do.                 do.              ,,       spring  . 

47 

0% 

0-7 

Do.                do.              ,,       blue 

50 

0-0 

0-7 

Do.                 do.        in  ashes,  slowly  . 

54 

12-9 

7  0 

Metlium  heat,  and  cooled  in  oil  . 

82 

3-5 

2-7 

Do.                 do.       in  tallow 

79 

8-4 

2-7 

Do.                 do.       in  coal  tar  . 

75 

6-4 

6-0 

Do.                 do.       slowly 

53 

9-4 

7-7 

Low  heat,  and  cooled  in  oil       . 

73 

6-8 

5  0 

Da            do.        in  tallow .... 

64 

6-6 

7-0 

Do.            do.        in  coal  tar         .         .         . 

63 

13-1 

8-7 

Do.             do.        slowly       .... 

56 

16-5 

10-0 

Effect  of  Annealing  SUel  Plates, — Hard  steel  plates  are  greatly  improved  in  ductility 
by  being  annealed.  With  soft  steel,  however,  the  increase  of  ductility  is  not  necessary, 
and  the  tensile  strength  is  lessened. 

Tnfliumce  of  Carbon  upon  Strength  of  Steel. — The  following  Table'  contains  the  rela- 
tion between  the  specific  gravity  and  tensile  strength  of  Bessemer  steel  of  various  degrees 
of  carbonisation,  made  at  Sandriken,  in  Sweden  : — 


Pcrctmtage  of 
Carbon. 

Speclflc  Gravity. 

Tensile  Strength. 

Soft. 

Hardened. 

Tons  per  sq.  inch. 

1-5 
1-2 
0-9 
0-6 
0-4 

7-785 
7-832 
7-874 
7-879 
7-893 

7-736 
7-771 
7-808 
7-807 
7-839 

34-39 
37-40 
56-59 
37-41 
30-34 

The  absolute  strength  appears  to  be  greatest  when  the  steel  contains  from  1  to  IJ  per 
cent  of  carbon. 


From  Bauermaun's  Metallurgy. 
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SAFE  OE  WORKING  STEESSES  FOR  CAST  lEON, 
WEOUGHT  lEON,  AND  STEEL. 

The  limitiDg  or  working  stresses  that  can  be  safely  applied  in  practice  to 
cast  iron,  wrought  iron,  and  steel  respectively,  depend  not  only  upon  the 
quality  and  characteristics  of  the  material,  but  upon  the  nature  of  the  load 
which  causes  the  stresses,  and  in  many  cases  also  upon  the  form  of  the  member 
or  structure  under  stress. 

These  point^  and  many  others  which  bear  upon  the  question,  cannot  here 
be  entered  upon  without  anticipating  the  information  to  be  given  in  Part  IV., 
where  the  subject  will  be  more  fully  discussed. 

Factors  of  Safety. — It  will  be  sufficient  at  present  to  call  attention  to 
the  following  Table,  which  shows  the  "  factors  of  safety  "  ^  recommended  by 
eminent  engineers  for  application  in  various  cases  that  arise  in  practice. 


Autho- 
rity. 

Nature  of  Structure. 

Nature  of 
,      Load. 

Factor  of 
Safety. 

Cast  Iron, 

B. 

Girders          .... 

Dead. 

3-6 

S. 

Do 

Do. 

6 

S. 

PiUars 

Do. 

6 

s. 

Water  tanks  .... 

Do. 

4 

s. 

Crane  posts  or  machinery 

Live. 

8 

s. 

Pillars  subject  to  vibration 

Do. 

8 

s. 

Do.        do.     transverse  shock 
Wrought  Iron, 

Do. 

10 

S.  R. 

Girders           .... 

Dead. 

3 

S. 

Do 

Live. 

6 

B. 

Bridges          .... 

Mixed. 

4 

in  tension. 

U. 

Roofs 

Do. 

4 

S. 

Compression   bars    subject  to 
shocks 

Live. 

6 

S. 

Compression  bars  not  subject 
to  shocks 

Steel, 

Dead. 

4 

c. 

Bridges           .... 

Mixed. 

4 

B.  Board  of  Trade. 
U.  Unwin. 


S.  Stoney. 

C.  Comraissioners. 


^  See  page  449. 
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The  working  stresBes  are  obtained  by  dividing  the  known  breaking  strength  of  the  par- 
ticular class  of  material  to  be  used,  by  the  factor  of  safety  applicable  to  the  structure 
and  load  for  which  it  is  to  be  used. 

The  breaking  strength  is  found  by  exi)eriment,  or  taken  from  tables  giving  the  results 
of  experiments  on  iron  or  st^l  of  a  similar  class  (see  pp.  300  to  811). 

The  factor  of  safety  is  varied  according  to  judgment  and  experience,  or,  in  the  absence 
of  these,  may  be  taken  from  the  Table  above. 

It  is  necessary  here  to  state  that  the  working  stress  should  in  no  case  exceed  the 
elastic  limit  of  the  material.     The  reasons  for  this  are  given  at  p.  315. 

It  will  be  seen,  however,  that  the  elastic  limit  is  generally  about  }  of  the  ultimate 
strength,  whereas  the  working  stress  is  seldom  more  than  \  of  the  same,  so  that  if  the 
factors  of  safety  are  carefully  applied  there  is  no  danger  of  passing  the  elastic  limit  of 
any  ordinary  materiaL 

In  the  absence  of  experimental  knowledge  with  regard  to  the  particular  material 
about  to  be  nsed,  the  engineer  takes  care  to  calculate  for  a  low  working  stress,  so  that  he 
may  l»e  sure  not  to  overtax  the  strength  of  the  material. 

Working  Stresses. — The  following  working  stresses  may  be  used  in 
practice : — 

Cast  Iron. — ^For  girders,  etc.,  to  carry  a  dead  load — 

Compression  .  .  .8  tons  per  square  inch. 

Tension         ....         1^  ,, 

Shearing        ....         2  ,, 

An  allowance  of  30  per  cent  should  be  made  to  cover  defects,  such  as  air-holes,  etc.,  in 
the  castings. 

Cast  iron  is  not  well  adapted  for  structures  intended  to  carry  a  live  load,  but  if  used 
for  such,  the  working  stresses  would  be  reduced  in  the  proportion  shown  by  the  factors 
of  safety  for  the  different  cases  given  in  the  Table,  p.  312. 

Wbought  Iron. — The  working  stresses  practically  applied  to  wrought  iron 
are  as  follows  : — 

Built-up  Plate-Iron  Girders  and  similar  stnictures — 

^  Tension  ...  6  tons  per  square  inch. 

^  Compression  ...  4  „ 

^  Shearing         .  .         .  4  to  4|       „ 

Bearing  ...  6  „ 

These  working  stresses  are  in  practice  applie<l  to  girders  with  dea<l  ]oa<L<),  and  also  to 
those  carrying  moderate  live  loads.  This,  of  course,  is  not  theoretically  correct.  When 
the  load  is  all  dead  the  working  stresses  may  safely  be  higher — ecjual  to  \  the  break- 
ing stress  of  the  luateriul ;  and  when  the  live  lootl  becomes  largo  in  proportion  to  the 
weight  of  the  girder  (not  a  common  case  in  ginlers  connect^l  with  buildings),  the  work- 
ing stresses  must  be  reduced  by  a  method  which  will  be  explained  in  Part  IV. 

For  rolled  g^irders  the  stresses  may  be  taken  slightly  higher. 

Where  part  of  the  load  is  live  it  is  converted  into  an  equivalent  amount 
of  dead  load  as  descri1>ed  at  page  449. 

When  bar  iron  is  used,  as  in  roofs  and  braced  gii'ders,  the  working  stresses 
in  tension  may  be  considerably  higher,  because  bar  iron  is,  as  a  rule,  stronger 
than  plate  iron  (see  p.  303). 

*  In  calculating  the  area  of  the  sections  to  which  these  stresses  are  applied,  the  rivet 
holes  are  deducted  in  the  tension  flange,  but  are  not  generally  deducted  in  the  comjiressiou 
flange.     Some  engineers  deduct  tliem  in  both  flanges. 

*  The  shearing  stress  might  be  taken  as  high  as  the  tensile  stress,  but  that  the  form^ 
generally  acts  upon  a  group  of  rivets,  some  of  which  often  get  a  larger  share  of  the 
stress  than  the  others,  so  that  a  lower  limit  is  taken  in  order  to  be  on  the  safe  side. 
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ThuB,  with  good  bar  iron  (such  as  jE>  see  Table,  p.  304)  a  factor  of  safety 

8  C  27*78 

of  4  for  a  dead  load  would  give  a  working  stress  of  — ^,  or  nearly  7  tons 
per  square  inch  of  section. 

However,  taking  into  consideration  the  sudden  shocks  caused  by  the  wind, 
a  working  stress  of  6  tons  is  high  enough  ;  and  where  the  iron  is  of  an 
unknown  quality,  it  is  better  to  allow  only  5  tons  per  square  inch. 

Board  of  Trade  Rule. — Though  the  constniction  of  bridges  is  a  subject  entirely 
beyond  the  limits  of  any  part  of  these  Notes,  it  may  be  as  well  to  mention  here  the  Board 
of  Trade  rule  as  to  the  working  stress  for  bridges,  because  this  rule  has  governed  the  prac- 
tice with  regard  to  bridges,  and  has  to  a  great  extent  influenced  it  in  other  structures. 

"  In  a  wrought-iron  bridge  the  greatest  load  which  can  be  brought  upon  it,  added  to 
the  weight  of  the  superstructure,  should  not  produce  a  greater  strain  on  any  part  of  the 
material  than  5  tons  per  square  inch.'' 

Practically  this  rule  is  modified  by  taking  the  working  stresses,  as  given  above,  all  of 
them  except  the  tensile  stress  being  lower  than  the  limits  laid  down  by  the  role. 

Bearing  Strength, — ^The  resistance  of  wrought  iron  to  indentation  by  bolts 
or  rivets  varies,  of  course,  according  to  the  quality  of  the  iron. 

For  most  ordinary  work  the  safe  statical  pressure  per  square  inch  of  bear- 
ing surface  may  be  taken  at  5  tons,^  but  in  chain-riveted  joints  it  may  be 
taken  at  7^  tons.^ 

Mr.  Stoney  takes  it  at  1^  times  the  safe  tensile  stress,  or  7^  tons  for  all 
structures. 

Steel. — ^The  factor  of  safety  applied  to  steel  structures  should  depend 
{caiteris  paribus)  on  the  nature  of  the  steel  and  its  temper. 

Thus  a  veiy  hard  steel,  with  high  tensile  strength  and  slight  ductility, 
should  be  worked  at  a  smaller  proportion  of  its  breaking  stress  than  a  mild 
and  soft  steel. 

Working  TensUe  Stress. — Mr.  Stoney  recommends  a  working  stress  of  8  tons 
per  square  inch  for  mild  steel  plates,  being  about  i  of  their  ultimate  tensile 
resistance  (see  Table  IIL  p.  308). 

Opinion  of  CommiUee  appointed  by  the  Board  of  Trade, — ^The  use  of  steel  in  railway 
bridges  and  other  structures  is  not  at  present  provided  for  by  the  Board  of  Trade  regu- 
lations, and  hence  the  working  stress  per  square  inch  to  which  it  may  be  submitted  is 
not  officially  laid  down. 

This  has  prevented  the  extensive  use  of  steel  for  other  structures  in  this  country,  and 
consequently  no  conclusions  can  be  drawn  from  actual  practice. 

A  committee  have,  however,  recently  reported  to  the  Botud  of  Trade  on  this  subject 

The  composition'  of  this  committee  renders  their  opinion  of  the  greatest  value  to 
engineers  generally. 

They  base  their  recommendations  on  an  analysis  of  the  experiments  on  steel  made  by 
a  committee  of  civil  engineers  in  1868-70  (see  p.  306). 

The  following  extracts  from  their  report  will  give  the  conclusions  at  which  they 
arrive : — 

**  As  regards  the  ordinary  steel  of  commerce,  there  appears  to  be  no  difficulty  in  obtain- 
ing  the  usual  amount  of  tensile  strength,  varying  from  29  to  35  tons  per  inch.  A  point 
requiring  equal  attention  is  the  toughness  or  malleability."   .     ..    . 

"  We  assume  that  with  steel,  as  with  iron,  the  engineer  will  take  care  that,  as  well  as 
the  required  strength,  he  secures  a  proper  amount  of  ductility.     .     .     . 

"  The  steel  employed  should  be  cast  steel,  or  steel  made  by  some  process  of  fusion, 

•  Latham  On  Wr<mght  Iron  Bridges. 

•  Unwin's  Wrought  Iron  Bridges  and  Roofs. 

•  Sir  John  Hawkshaw,  C.E.,  f.r.8.  ;  Colonel  W.  YoUand,  r.e.,  F.n,8.  ;  W.  H. 
Barlow,  Esq.,  c.E,  f.r.8. 
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•nlMeqiMDllj  loUed  or  hAnunered,  tnd  that  it  shoiild  be  of  a  quality  posaessing  oonsider- 
aUe  tooghneis  and  ductility."  .    .    . 

"  Tlw  greatoit  load  which  can  be  brought  npon  the  bridge  or  atroctiire,  added  to  the 
wei^t  <tf  the  siipentmctiire^  should  not  produce  a  greater  strain  in  any  part  than  6  J 
tana  per  aqaan  inch." 

From  other  parts  of  their  report  it  appears  that  they  consider  that  the  working  stress 
npon  steel  shoold  bear  the  same  proportion  to  its  nltimate  strength  that  the  working 
stress  npon  iron  does  to  its  nltimate  strength. 

Thus,  taking  the  nltimate  strength  of  iron  at  20  tons  per  inch,  and  the  working  stress 
aDowed  by  the  Board  of  Trade  for  bridges  at  V  =  ^  Xoqa,,  they  infer  that  the  nltimate 
atrength  il  steel  may  Tery  safely  be  taken  at  26  tons  per  inch,  and  the  working  stress 
applied  to  it  at  y  =  H  tons. 

TVorhing  Streu  in  Compression. — ^With  regard  to  the  working  streas  in  com- 
pression Mr.  Stoney  says  : — 

"The  cnuhing  strength  of  steel  is  so  high  that  12  or  even -15  tons  per 
square  inch  is  perhaps  a  safe  compressive  strain.  When  the  material  is  liot 
permitted  to  deflect,  but  when  in  the  form  of  a  solid  pillar,  the  strength  of 
mild  steel  seems  to  be  only  1|  times  that  of  wrought  iron.** 

"  Experiments  are,  however,  still  wanting  to  determine  this,  and  until  such 
are  made  it  will  scarcely  be  saife  to  adopt  for  steel  pillars  a  higher  load  than 
60  per  cent  above  that  which  a  similar  section  of  wrought  iron  would  safely 
carry."* 

Bearing  and  Shearing  Stress. — In  default  of  experiments,  the  working  stress 
for  bearing  and  shearing  may  be  taken  at  the  same  proportion  with  regard  to 
the  ultimate  stress  as  in  the  case  of  iron. 

"^th  regard  to  this,  however,  it  should  be  noticed  that  "  steel  rivets  are  very  brittle, 
and  their  heads  frequently  fly  ofT,  and  accordingly  it  is  usual  to  unite  steel  plates  with 
iron  rivets — of  much  larger  size,  however,  than  would  be  required  for  iron  plates  of  the 
same  thickness."  ^ 

Idxnit  of  Elastioity. — In  investigating  the  properties  of  a  specimen  of 
iron  or  steel  a  very  important  point  to  be  ascertained  is  its  limit  of  elas- 
Hcity. 

The  meaning  of  this  term  has  been  defined  in  several  different  ways. 

Mr.  Stoney's  definition  is  the  one  perhaps  best  suited  to  the  engineer.  He 
aays — ^  The  limit  of  elasticity  may  be  defined  to  be  the  greatest  strain  that 
does  not  produce  a  permanent  set" 

A  short  explanation  will  perhaps  make  the  meaning  of  the  term  more  clear 
than  the  definition  alone  would  do. 

If  a  small  weight  be  suspended  from  a  bar  so  as  to  cause  a  tensile  stress  in  the  direc- 
tk>n  of  its  lengtl^  the  bar  will  at  once  begin  to  elongate. 

It  will  stretch  a  certain  proportion  of  its  own  length.  This  proportion  will  vary 
according  to  the  description  and  quality  of  the  material,  and  to  the  amount  of  weight 
applied. 

If  a  weight  of  1  ton  be  hung  from  the  end  of  a  wrought  iron  bar  of  average  quality, 
having  a  sectional  area  of  1  squara  inch,  the  bar  will  stretch  about  -nriyo  P^  ^^  i^ 
original  length. 

If  the  weight  be  removed,  the  bar  will  soon  recover  itself — that  is,  it  will  return  to  its 
original  length.'  If  measured  by  any  ordinary  means  of  measurement,  it  will  be  found 
to  be  of  the  same  length  that  it  was  before  the  weight  was  imposed  upon  it. 

This  recovery  of  the  bar  occurs,  however,  only  up  to  a  certain  point.  If  the  load  be 
increased  until  it  amounts  to  a  considerable  proportion  of  the  breaking  weight,  the  result 
produced  is  very  different. 

For  example,  if,  instead  of  1  ton,  a  weight  of  12  tons  be  applied  to  the  bar  just  men- 

^  Stoney  On  Strains.  *  See  pago  317. 
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tioned,  the  iron  will  stretch  about  \^^  of  its  length.  Upon  removal  of  the  weight,  how- 
ever, it  will  not  entirely  recover  itself,  bat  will  be  found,  upon  measurement,  to  be  a  little 
longer  than  it  originally  was. 

This  slight  increase  upon  the  original  length  of  the  bar  is  called  the  pennanenl  set. 

The  greatest  stress  that  can  be  applied  to  the  bar  without  causiug  on  appreciable  per- 
manent set  is  called  the  limit  of  elasticity  f  or  the  elastic  limit. 

It  is  evident  then,  that  there  is  a  very  important  line  to  be  drawn.  On  one  side  of  it 
are  weights,  the  application  of  which  will  produce  no  appreciable  permanent  set ;  on  the 
other  side  are  the  weights  which  produce  an  appreciable  permanent  set. 

This  line  of  demarcation  is  called  the  Limit  of  Elasticity,  or  the  Elastic  Limit, 

It  is,  as  before  said,  a  certain  proportion  of  the  breaking  load  for  the  material,  and  its 
value  is  generally  stated  in  lbs.  or  tons  per  square  inch. 

The  proportion  which  the  limit  of  elasticity  bears  to  the  breaking  load  varies  very  con- 
siderably in  cast  iron,  wrought  iron,  and  steel,  and  even  in  different  specimens  of  the  same 
classes. 

The  exact  point  at  which  the  permanent  set  commences  varies  according  to  the  quality 
andftcharacteristics  of  the  material.  A  hard  brittle  iron  has  a  high  limit  of  elasticity,  it 
will  not  stretch  much  before  breaking  ;  on  the  other  hand,  a  soft  ductile  iron  soon  takes 
a  slight  permanent  set,  but  stretches  considerably  before  breaking.  Practically,  for 
ordinary  good  wrought  iron,  the  limit  of  elasticity  may  generally  be  taken  at  about  \  the 
breaking  stress. 

The  above  remarks  have  been  made  with  regard  to  a  tensile  stress,  but  the  same  thing 
occurs  with  a  bar  under  compression.  Weights  placed  upon  the  end  of  the  bar  produce 
no  permanent  contraction  or  se^  up  to  a  certain  point.  Weights  greater  than  this  per- 
manently shorten  the  bar.  This  point  is  called,  as  before,  the  elastic  limit,  or  limit  of 
elasticity. 

So  long  as  ductility  is  not  sacrificed  it  is  important  to  have  material  with  a  high  limit 
of  elasticity  for  nearly  all  structures,  but  especially  for  those  which  are  subjected  to  loads 
constantly  repeated,  as  in  the  case  of  railway  bridges.  The  reasons  for  this  are  given 
below. 

Fatigtie  of  Iron. — Many  careful  experiments  made  by  Sir  W.  Fairbaim  and  others 
have  led  to  the  conclusion  that  a  load  may  be  applied  to  a  wrought  iron  bar,  removed 
and  reimposed  thousands  of  times  without  the  slightest  injury  to  the  bar,  so  long  as  the 
stress  per  square  inch  does  not  exceed  the  elastic  limit  of  the  material. 

Directly  this  limit  is  exceeded,  the  first  application  of  the  load  produces  a  permanent 
set ;  each  repeated  application  increases  that  set,  until  at  last  rupture  takes  place. 

The  failure  of  iron  under  repeated  loads  or  blows  of  this  kind  is  known  as  the  fatigue 
of  iron. 

It  will  be  useful  to  notice  one  or  two  other  points  connected  with  the  elastic  limit. 

In  wrought  iron,  steel,  and  indeed  in  most  other  building  materials,  the  temporary 
elongations  produced  before  the  limit  of  electricity  is  reached  are  proportional  to  the  loads 
which  produce  those  elongations. 

Thus,  in  the  bar  above  referred  to,  if  a  load  of  1  ton  produce  an  elongation  of  nrHir 
in  the  length,  2  tons  will  produce  TTfrnri  ^  tons  -rrftrv*  ^^^  ^  on,  until  12  tons  pro- 
duce an  elongation  of  t^ott^tdV?  t^®  length. 

At  this  point,  however,  the  permanent  set  occurs,  and  beyond  it  the  elongations  are 
not  in  proportion  to  the  load,  but  increase  more  rapidly  than  the  loads  increase.  Thus 
13  tons  will  produce  more  than  yVd'oo  elongation,  and  so  on. 

In  cast  iron,  however,  the  temporary  elongations  caused,  even  by  small  loads,  are  from 
the  first  irregular,  not  in  proportion  to  those  loads,  and  an  appreciable  set  is  noticed  at  a 
very  early  stage. 

False  Permanent  Set — In  some  cases,  after  imposing  upon  a  bar  a  load  far  within  the 
elastic  limit,  a  permanent  set  seems  at  first  to  have  been  caused,  but  ui)on  leaving  the 
bar  unloaded  for  a  short  time  this  set  disappears,  and  the  bar  slowly  returns  to  its 
original  length. 

Set  caused  by  Continued  Load. — It  has  been  found  that  a  load  within  the  elastic  limit, 
which  will  not  cause  a  permanent  set  if  imposed  and  quickly  taken  off,  will  nevertheless 
cause  a  set  if  it  be  allowed  to  remain  for  a  considerable  time. 

To  put  it  in  another  way,  the  elastic  limit  is  lower  for  a  continued  stress  than  for  a 
temporary  one. 

EUistic  Limit  raised  by  different  Processes. — It  has  been  shown  that  the  processes  of 
hammering,  rolling,  and  drawing  iron  or  steel,  when  cold,  into  bars  or  wire,  increase  the 
tenacity  and  the  dLuticity  of  the  material 
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EkuUc  Limit  raited  &y  ttrekhing, — ^Again,  it  has  been  shown  that  when  a  bar  of  iron 
has  been  snljected  to  a  load  less  l^an  the  elastic  limit,  and  continued  for  several  hours, 
so  that  a  permanent  set  ensues,  the  elastic  limit  of  the  btr  thus  altered  is  considerably 
Tsised.  For  example,  General  Uchatius  tested  a  bar  of  soft  steel,  and  found  the  follow- 
ing molts : — ^ 


Limiting  Stress. 
Tons  per  square  inch. 

Ultimate 
Elongation 
percent 

Abttulutc. 
24-38 

Elastic. 

Bar  of  soft  steel     . 

«            •            • 

3-81 

25-3 

Same  loaded  for  24  hours  so 
cent 

aa  to  elongate  3*3  per 

•            •            • 

24-38 

17-77 

21-5 

Same  oil-hardened . 

•            •            • 

48-13 

17-77 

10-6 

Other  Dfjinituma  of  the  Limit  of  Elasticity. — It  should  here  be  njcntioned  that  Mr. 
Eaton  Hodgkinson's  experiiuents  IckI  liiin  to  the  concluMion  that  the  very  siuallest  load 
produces  a  permanent  set.  His  concl unions  have  been  quefltioned  by  nioro  recent  inves- 
tigators, but  even  supposing  they  are  correct,  they  do  not  affect  the  engineer.  The 
permanent  sets,  if  any,  produced  by  loads  less  than  the  limit  of  elasticity  are  so  small 
that  they  cannot  be  measured  by  an  ordinary  instrument — in  fact,  they  are  inappreciable. 

When  such  loads  are  constantly  repeated,  though  they  may  produce  an  inappreciable 
set  as  regards  the  original  length  of  the  bar,  yet  it  is  not  an  increasing  set,  does  not  lead 
to  rupture,  and  may  therefore  practically  be  ignored. 

When,  however,  the  load  is  greater  than  the  limit  of  elasticity,  an  increasing  set  takes 
place  upon  each  application,  which  eventually  leads  to  rupture. 

Slastdo  liimit  of  Cast  Iron,  Wrought  Iron,  and  Steel. — Cast  Iron  is 
very  imperfectly  elastic,  that  is,  even  a  very  small  load  will  produce  in  it  an 
appreciable  permanent  set.  There  is  no  clearly-defined  elastic  limit.  The 
permanent  sets  are,  however,  very  small  at  first,  and  may  be  practically 
ignored  until  the  load  applied  is  about  J  of  that  required  to  produce  rupture.* 
The  sets  then  become  partially  appreciable. 

Wrought  Iron, — The  elastic  limits  for  different  descriptions  of  wrought  iron 
vary  accordiii^i;  to  the  nature  of  the  iron. 

As  an  average,  however,  it  may  be  said  that  the  elastic  limit,  both  in  com- 
pression and  tension,  is  as  follows  : — 

Bars  .  .  .  '5  of  ultimate  strength. 

Plates       .  .  .  "60         „  „ 

being  about  13  tons  per  square  inch  for  "Best  Yorkshire"  iron,  and  about 
11 J  tons  for  Staffordshire  crown  iron.' 

Steel, — The  elastic  limit  of  different  kinds  of  steel  varies  considerably, 
according  to  the  nature  of  the  material  and  the  degree  of  temper  to  which  it 
has  been  subjected. 

It  ranges  from  about  1 2  J  tons  in  annealed  Landore  mild  steel  plates  (see 
p.  309)  to  26j  tons  in  very  hard  cast  steel  (see  p.  306),  the  proportion  of 
the  elastic  limit  to  the  ultimate  strength  varying  from  '45  to  '8. 

Idve  and  Moving  Ijoads. — To  consider  the  effect  of  moving  and  live 
loads  upon  the  stren^'tli  of  iron  and  steel  would  oj)en  up  an  interesting 
subject,  which,  however,  is  ouU^ide  the  scope  of  these  Notes. 


^  ]*i'oi'frdiv(j>i  Institute  of  Civil  Enz/ineers,  vol.  xlix. 
Pole.  *  From  Erperivwnts  of  Committee  of  Civil  Engineers. 
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Live  Loads, — Such  loads  are  seldom  met  with  in  buildings,  except  perhaps 
in  the  effect  of  wind  upon  roofs  ;  but  they  are  of  frequent  occurrence  in  ndl- 
way  bridges  and  other  engineering  structures. 

With  regard  to  the  effect  of  live  loads,  it  will  be  sufficient  to  say  that  such 
loads  have  a  greater  effect  than  if  they  were  gradually  applied  as  dead  loads. 

In  practice,  the  effect  of  a  live  load  is  generally  taken  as  eqnal  to  twice 
that  of  the  same  load  considered  as  dead. 

Live  and  moying  loads  frequently  produce  stresses  (apon  any  member  of  a  stmctnre) 
which  vary  considerably  in  intensity  from  time  to  time — e.g,  a  bar  in  a  bridge  may  be 
subject  to  a  stress  of  8  tons  per  inch  of  section  when  a  light  train  is  passing,  and  5  tons 
per  inch  when  a  heavy  train  is  passing. 

Again,  moving  loads  sometimes  cause  the  stresses  upon  a  particular  bar  to  differ  in 
kind.  Thus,  trains  passing  over  a  bridge  may  cause  a  bar  to  be  in  compression  and 
tension  alternately. 

It  has  been  shown  by  Wohler  that  in  either  case  the  intensity  of  stress  that  the  bar 
can  bear  is  much  lower  than  what  it  can  bear  when  the  stress  is  of  the  same  kind  (either 
tension  or  compression)  throughout,  and  also  of  the  same  intensity. 

To  put  it  in  another  way,  the  stresses  produced  are  much  more  trying  to  the  bar  than 
a  stress  which  is  unvarying  in  kind  (being  either  compression  constantly  or  tension  con- 
stantly), and  which  is  also  unvarying  in  amount. 

Repeated  Loads, — It  has  already  been  pointed  out  that  repeated  loads  do 
not  tend  to  cause  rupture  so  long  as  they  are  kept  below  the  limit  of  elasti- 
city of  the  material 

Vibration, — The  effect  of  such  loads,  or  of  vibration,  has  been  commonly 
supposed  to  be  dangerous,  and  eventually  to  cause  fracture  by  changing  the 
iutemal  structure  of  the  iron  from  a  fibrous  to  a  crystalline  structure.  There 
is  still  considerable  difference  of  opinion  on  the  subject 

Dr.  Percy,  who  has  carefully  considered  the  cases  bearing  upon  this  question,  says  : — 

"The  question  will  naturally  suggest  itself  whether  gentle  vibration — the  result  of 
very  frequently  repeated  light  blows,  or  of  vibration  without  impact,  caused  by  jarring 
grinding  action — as  in  an  axle  working  in  badly  lubricated  bearing  or  of  straining  and 
torsion  in  shafts,  etc.,  very  much  less  intense  than  would  be  produced  by  heavy  ham- 
mering— would  tend  to  incline  permanent  disaggregation  of  the  crystals  of  iron,  and  con- 
sequent tenderness.     .     .     . 

"  Opinions  are  divided  upon  it,  and  I  am  not  acquainted  with  any  precise  experimental 
data  to  justify  any  very  positive  conclusion  on  the  subject.     .     .     . 

**  Another  point  remains  to  be  considered,  namely,  whether  vibration,  caused  by  impact 
or  otherwise,  may  induce  a  crystalline  arrangement  which  did  not  previously  exist,  or 
was  only  imperfectly  developed.  I  have  not  met  with  any  evidence  to  justify  an  answer 
in  the  aflirmative. "  * 

lESxtreme  Cold. — The  effect  of  extreme  cold  upon  the  strength  of  iron  and 
steel  is  another  open  question. 

It  has  already  been  pointed  out  (see  p.  256)  that  in  some  castings,  the 
bulkier  parts,  being  the  last  to  cool,  are  left  in  a  state  of  tension. 

Now,  if  such  castings  are  exposed  to  cold,  the  parts  already  in  a  state  of 
tension  may  endeavour  to  contract  still  farther,  and  rupture  may  ensue. 

With  regard  to  the  effect  of  cold  upon  wrought  iron  and  steel  many 
experiments  have  been  made,  but  they  afford  up  to  the  present  time  very 
conflicting  data. 

The  discrepancies  between  the  results  obtained  seem  to  have  been  caused  in 
some  measure  by  differences  in  the  composition  of  the  materials  experimented 
upon,  the  presence  of  phosphorus  especially  having  a  marked  influence. 


*  Percy's  Metallurgy. 
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Iron  tyres,  chairs,  and  other  parts  of  a  railway  which  are  made  of  iron  or 
steel,  break  more  frequently  during  frosty  weather  than  at  other  times.  This, 
however,  has  been  accounted  for  by  pointing  out  that  the  hardness  and  rigidity 
of  the  ground  during  such  weather  causes  the  shocks  to  have  much  great^ 
effect  upon  the  permanent  way. 

As  a  rule  practical  men  incline  to  the  opinion  that  frost  and  extreme 
cold  have  a  weakening  effect  upon  iron  and  steel,  and  render  them  specially 
liable  to  be  broken  by  a  sudden  shock  or  concussion. 

Thus  it  is  the  custom  to  pass  the  chains  used  for  lifting  heavy  weights 
through  the  fire  on  frosty  days  ;  and  there  is  no  doubt  that  while  the  question 
is  unsettled  it  is  safe  to  take  some  precaution  of  this  kind. 

Forging^. — ^Forging  metal  consists  in  raising  it  to  a  high  temperature 
and  hammering  it  into  any  form  that  may  be  required. 

It  is  not  proposed  to  describe  the  process,  but  merely  to  mention  one  or 
two  points,  the  neglect  of  which  will  seriously  impair  the  strength  of  the 
materiaL 

FoBOiNG  Iron. — Grood  wrought  iron  may  be  seriously  iiyured  by  want  of  care  or  skill 
in  foi^ng  it  to  different  shapes. 

Bex>eated  heating  and  reworking  increases  the  strength  of  the  iron  up  to  a  certain  point ; 
but  overheating  may  ruin  it  (see  below) ;  the  iron  should  therefore  be  brought  to  the 
required  shape  as  quickly  as  possible. 

Thefonn  given  toforginga  is  also  important ;  there  should  be  no  sudden  change  in  the 
dimensions — angles  should  be  avoided — the  larger  and  thicker  parts  of  a  forging  should 
gradually  merge  by  curves  into  the  smaller  parts.  Experiments  have  sho¥m  that  the 
"continuity  of  the  fibres  near  the  surface  should  be  as  little  interrupted  as  possible  ;  in 
other  words,  that  the  fibres  near  the  surface  should  lie  in  layers  parallel  to  the  surface."^ 

Overheating. — If  wrought  iron  be  "burnt,"  i.e,  raised  to  too  high  a  temperature,  its 
tensile  strength  and  ductility  are  both  seriously  retluced.  These  qualities  may,  however, 
be  to  a  great  extent  restored  by  carefully  reheating  and  rerolling  the  iron. 

This  is  well  illustrated  by  the  exj)eriments  made  upon  a  specimen  of  bolt  iron  now 
before  the  writer — of  which  the  results  are  shown  ]>elow  in  a  tabular  fonii. 


Teiifiilfi 
streiiKth  i»er 
square  inch. 

Elongation. 

Contract  i«»n 
of  area. 

Remarks. 

Tons. 

rer  cent. 

Per  cent. 

Original      8i)ecinien      as 

tested,  \\  inch  diameter 

26-5 

68-0 

50-0 

Fine  fibrous  frac- 

Overheated and  fractured 

ture. 

by  slow  tension    . 

14-0 

20-0 

nil. 

Burnt  leaden-look- 

Reheated, rolled  down  to 

ing  fracture. 

\    inch    diameter,    and 

fractured  by  slow  ten- 

sion    .... 

26-8 

180 

42-0 

Fine  grey  fibre. 

Forging  Steel  requires  still  more  care  in  onler  to  avoid  overheating. 
Each  variety  of  steel  differs  as  to  the  heat  to  which  it  can  safely  be  raised. 
Shear  Steel  will  stand  a  white  heat. 
Blister  Steel  will  stand  a  moderate  heat. 
Cast  Steel  will  stand  a  bright  red  heat. 

Welding  is  the  process  by  which  two  pieces  of  metal  are  joined  together 
with  the  aid  of  heat. 


*  Hiinkinc,  Civil  Engineering. 
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There  are  several  different  forms  of  weld. 

It  is  not  proposed  here  to  describe  the  shape  of  the  joint,  or  the  process  by 
which  it  is  made^  but  merely  to  give  an  indication  of  the  principles  upon 
which  the  welding  of  metals  depends.  These  are  laid  down  in  Dr.  Percy's 
valuable  work  on  Metallurgy^  from  which  the  information  here  given  is  ex- 
tracted 

It  will  be  sufficient  to  say  that  in  welding  generally  the  surfaces  of  the 
pieces  to  be  joined  having  been  shaped  as  required  for  the  particular  form  of 
weld,  are  raised  to  a  high  temperature,  and  covered  with  a  flux  to  prevent 
oxidation.  They  are  then  brought  into  intimate  contact  and  well  hammered, 
by  which  they  are  reduced  to  their  original  dimensions,  the  scale  and  flux 
are  driven  out,  and  the  strength  of  the  iron  improved. 

Welding  Wrought  Iron. — The  property  of  welding  possessed  by  wrought  iron  is  due 
to  its  continuing  soft  and  more  or  less  pasty  through  a  considerable  range  of  temperature 
below  its  melting  point. 

Wlien  at  a  white  heat  it  Is  so  pasty  that  if  two  pieces  at  this  temperature  be  firmly 
pressed  together  and  freed  from  oxide  or  other  impurity  they  imite  intimately  and  firmly. 

The  flux  used  to  remove  the  oxide  is  generally  sand,  sometimes  salt. 

Welding  Steel. — "  The  facility  with  which  steel  may  be  welded  to  steel  diminishes  as 
the  metal  approximates  to  cast  iron  with  respect  to  the  proportion  of  carbon  ;  or,  what 
amounts  to  the  same  thing,  it  increases  as  the  metal  approximates  to  wrought  iron  with 
respect  to  absence  of  carbon. 

•*  Hence  in  welding  together  two  pieces  of  steel — ccc^ris  paribus — the  more  nearly 
their  melting  points  coincide — and  these  are  determined  by  the  amount  of  carbon  they 
contain — the  less  should  be  the  difficulty." 

Puddled  steel  welds  very  indifferently,  and  so  does  cast  steel  containing  a  large  per- 
centage of  carbon.  The  mild  cast  steels,  also  shear  and  blister  steel,  can  be  welded  with 
ease. 

In  welding  cast  steel,  borax,  or  sal-ammoniac,  or  mixtures  of  them,  are  used  as  fluxes. 

Welding  Steel  to  Wrought  Iron. — If  the  melting  points  of  two  metals  "sensibly 
differ,  then  the  welding  point  of  the  one  may  be  near  the  melting  point  of  the  other,  and 
the  difference  in  the  degree  of  plasticity,  so  to  speak,  between  the  two  pieces  may  be  so 
considerable  that  when  they  are  brought  under  the  hammer  at  the  welding  point  of  the 
least  fusible,  the  blow  will  produce  a  greater  effect  upon  the  latter,  and  produce  an 
inequality  of  fibre." 

"  This  constitutes  the  diflSculty  in  welding  steel  to  wrought  iron. 

"  A  difference  in  the  rate  of  expansion  of  the  two  pieces  to  be  welded  produces  unequal 
contraction,  which  is  a  manifest  disadvantage. "  ' 

Hard  cast  steel  and  wrought  iron  differ  so  much  in  their  melting  points  that  they 
can  hardly  be  welded  together. 

Blister  and  shear  steel,  or  any  of  the  milder  steels,  can,  however,  be  welded  to  wrought 
iron  with  ease,  care  being  taken  to  raise  the  iron  to  a  higher  temperature  than  the  steel, 
as  the  welding  point  of  the  latter  is  lower  in  consequence  of  its  greater  fusibility. 

Welding  other  Metals.— It  is  not  certain  that  other  metals  do  not  become  pasty 
before  fusion,  but  the  range  of  temperature  through  which  it  occurs  is  so  small  that  it 
would  be  scarcely  possible  to  hit  upon  it  with  any  certainty  in  practice. 


Percy's  Metallurgy. 
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COEROSION  AND  PRESERVATION  OF  CAST  IRON, 
WROUGHT  IRON,  AND  STEEL. 

CorrosioiL-^The  different  varieties  of  iron  and  steel  will  not  oxidise  in  dry 
air,  or  when  wholly  immersed  in  fresh  water  free  from  air,  but  they  all  rust 
when  exposed  to  the  action  of  water  or  moisture  and  air  alternately. 

"  Very  thin  iron  oxidises  more  rapidly  than  thick  iron,  owing  to  the  scales 
of  rust  on  the  former  being  thrown  off  as  soon  as  formed  in  consequence  of 
the  expansion  and  contraction  from  alterations  of  temperature. 

"  Iron  plates  are  more  durable  when  united  in  masses  than  when  isolated. 
The  oxidation  of  iron  is  to  a  great  extent  arrested  by  vibration.^ 

''  The  comparative  liability  to  oxidation  of  iron  and  steel  in  moist  air, 
according  to  Mr.  Mallet,  is — ^ 

Cast  iron  .  *  .  .  .  100 

Wrought  iron         .  .  .  ,  .129 

Steel         ......  133.'' 

CkiM  Iron  does  not  liist  rapidly  in  air.  When  immersed  in  salt  water,  however,  it 
is  gradually  softened,  made  porous,  and  converted  into  a  sort  of  plwmbago.^ 

Mr.  Mallet  found  that  the  rate  of  corrosion  decreased  with  the  thickness  of  the  casting, 
being  from  i^^  to  i^^^  inch  during  a  century  in  depth  for  castings  1  inch  thick.  Mr.  D. 
Stevenson  found  the  decay  to  be  more  rapid  than  this. 

WrouglU  Iron  oxidises  in  moist  air  more  rapidly  than  cast  iron. 

The  evidence  as  to  its  rate  of  corrosion  in  salt  water  is  rather  contradictory. 

Mr.  Rennie  found  that  it  corroded  less  quickly  than  cast  iron,  but  Mr.  Mallet's  experi- 
ments showed  that  it  corroded  more  quickly. 

SUcl  rusts  very  rapidly  in  moist  air,  more  quickly  but  more  uniformly  than  wrought 
iron,  and  far  more  quickly  than  cast  iron.  Low  shear  steel  corrodes  more  quickly  than 
hanl  cast  steel.* 

Recent  experiments  show  that  steel  immersed  in  salt  water  is  at  first  corroded  more 
quickly  than  wrought  iron,  but  that  its  subsequent  corrosion  is  slower,  and  the  total 
corrosion  after  a  long  period  of  immersion  is  less  than  that  of  wrought  iron. 

Preservation. — Galvanising  consists  in  covering  the  iron  with  a  thin  coat- 
ing of  zinc. 

The  iron  is  cleaned  by  being  steeped  for  some  eight  hours  in  water  con- 
taining about  1  per  cent  of  sulphuric  acid,  then  scoured  with  sand,  washed, 
and  placed  in  clean  water. 

After  this  the  iron  is  heated,  immersed  in  chloride  of  zinc  to  act  as  a 
flux,  and  then  plunged  into  molten  zinc,  the  surface  of  which  is  protected 
by  a  layer  of  sal  ammoniac. 

The  process  differs  slightly  according  to  the  size  and  shape  of  the  article. 
It  is  a  simple  one,  and  may  be  applied  to  small  articles  in  any  workshop. 

Mr.  Kirkaldy  found  that  galvanising  does  not  injure  iron  in  any  way. 

The  zinc  protects  the  iron  from  oxidation  so  long  as  the  coating  is  entire  ; 
but  if  the  sheet  iron  be  bad,  or  cracked,  or  if  the  zinc  coating  be  so  damaged 
that  the  iron  is  exposed,  a  certain  action  is  set  up  in  moist  air  which  ends 
in  the  destruction  of  the  sheet. 

"The  sheets  are  generally  galvanised  before  they  are  corrugated  ;  but  as  in  process  of 
corrugation  the  sheets,  especially  the  thicker  ones,  sometimes  crack  slightly  on  the  surface 
(unless  the  iron  is  of  the  very  highest  (luality),  it  is  an  advantage  with  all  sheets  thicker 

^  Pruceedintjs  Inst,  Civ,  En^,  vol.  xxvii.  -  Hurst. 

^  A  form  of  carbon  known  as  graphite  or  blacklead, 
*  Mr.  Mallet  in  Proceedings  Inst.  Civ.  Eng,  vol.  ii. 
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than  20  gauge  (see  p.  342)  to  galvanise  after  corragation,  so  as  to  fill  np  with  zinc  any 
cracks  that  may  have  occurred.  As,  moreover,  a  larger  quantity  of  zinc  adheres  to  the 
corrugated  than  to  the  flat  sheets,  they  have,  when  so  coated,  a  distinctly  higher  value.'*  ^ 

Painting  Ib  an  effectual  method  of  preserving  iron  from  oxidation,  if  the  paint 
is  good  and  properly  applied,  and  the  iron  in  a  proper  condition  to  receive  it. 

In  order  that  the  protection  hy  painting  may  continue,  the  surface  should 
be  carefully  examined  from  time  to  time,  so  that  all  rust  may  be  removed. 
The  paint  may  be  renewed  directly  it  is  necessary  (see  Part  IL,  p.  284). 

The  following  hints  on  the  subject  are  condensed  bhiefly  from  the  emi- 
nently practical  book  entitled  Works  in  Iron,  by  Mr.  Matheson. 

Cast  Iron  should  be  painted  soon  after  it  leaves  the  mould,  before  it  has  time  to  rust. 
The  object  of  this  is  to  preserve  intact  the  hard  skin  which  is  formed  upon  the  surface  of 
the  metal  by  the  fusing  of  the  sand  in  which  it  is  cast. 

After  this  a  second  coat  should  be  applied,  and  this  should  be  renewed  from  time  to 
time  as  required. 

In  any  case,  all  rust  upon  the  surface  of  castings  should  be  careftdly  removed  before 
the  paint  is  applied. 

Small  castings  are  o^u  japanned  (see  p.  419). 

Wrought  Iron, — Before  painting  wrought  iron  care  must  be  taken  to  remove  the  hard 
skin  of  oxide  formed  upon  the  surface  of  the  iron  during  the  process  of  rolling,  and 
which,  by  the  formation  of  an  almost  imperceptible  rust,  becomes  partly  loose  and 
detached  from  the  iron  itself. 

An  attempt  to  prevent  this  rusting  is  sometimes  made  by  dipping  the  iron,  while  still 
hot,  in  oil.     This  plan,  however,  is  expensive,  and  not  very  successful. 

The  scale  is  sometimes  got  rid  of  by  "pickling,"  the  iron  being  first  dipped  in  dilute 
iron  to  remove  the  scale,  and  then  washed  in  pure  water. 

"  If  the  trouble  and  expense  were  not  a  bar  to  its  general  adoption,  this  is  the  proper 
process  for  preparing  wrought  iron  for  paint,  and  it  is  exacted  occasionally  in  very  strict 
specifications." 

"  But  somewhat  the  same  result  may  be  obtained  by  allowing  the  iron  work  to  rust, 
and  then  scraping  off  the  scale  preparatory  to  painting.  If  some  rust  remains  upon  the 
iron  the  paint  should  not  be  applied  lightly  to  it,  but  by  means  of  a  hard  brush  should 
be  mixed  with  the  rust." 

Ordinary  lead  paints,  especially  red  lead,  are  often  used  for  protecting  iron  work,  but  they 
are  objected  to  on  the  ground  that  galvanic  action  is  set  up  between  the  lead  and  the  iron. 

Mr.  Matheson  recommends  oxide  of  iron  paints  for  iron  work  generally,  and  bitumi- 
nous paints  for  the  inside  of  pipes  or  for  ironwork  fixed  under  water. 

The  precautions  to  be  taken  in  using  these  paints,  and  the  objections  to  ordinary  lead 
paints,  are  given  at  p.  410. 

The  ironwork  for  roofs,  bridges,  and  similar  structures,  generally  receives  one  coat  of 
paint  before  it  leaves  the  shops,  and  two  or  three  more  after  it  is  fixed. 

Dr.  Angus  Smith's  process  is  an  admirable  means  for  preventing  corrosion  in  cast- 
iron  pipes. 

The  pipes  having  been  thoroughly  cleaned  from  mould,  sand,  and  rust,  are  heated  to 
about  700**  Fahr.  They  are  then  dipped  vertically  into  a  mixture  consisting  of  coal-tar,  pitch, 
about  5  or  6  per  cent  of  linseed  oil,  and  sometimes  a  little  resin,  heated  to  about  300"  Fahr. 

After  remaining  in  the  mixture  several  minutes,  long  enough  to  acquire  the  tempera- 
ture of  800**,  the  pipes  are  gradually  withdrawn  and  allowed  to  cool  in  a  vertical 'position. 

Perfect  cohesion  should  take  place  between  the  coating  and  the  pipe,  and  the  former 
should  be  free  from  blisters  of  any  kind. 

In  practice  the  heating  of  the  pipes  before  immersion  is  found  to  be  very  expensive,  and 
is  frequently  omitted.  However,  many  engineers  consider  it  essential  for  really  good  work. 

Barff  8 process  has  only  lately  been  introduced,  but  appears  to  give  great  promise  of  success. 

The  iron  to  be  protected  is  carefully  cleaned,  and  then  exposed  in  a  chamber  kept  at  a 
high  tem])erature  to  the  effect  of  superheated  steam.  The  steam  is  decomposed  by  the 
heat,  and  its  oxygen  attacks  the  iron.  The  result  of  this  is  that  the  surface  of  the  iron 
is  covered  with  a  hard  coating  of  the  black  magnetic  oxide,  a  substance  very  different 
from  rust,  being  in  itself  indestructible  by  atmospheric  influences,  and  which  effectu- 
ally  protects  the  surface  coated  by  it  from  oxidation  or  abrasion. 

^  Matheson. 
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If  the  operation  be  conducted  at  500**  Fahr.  for  five  hoars,  the  coating  will  resist  emeiy 
paper  for  a  considerable  time,  and  will  not  rust  indoors. 

If,  however,  the  chamber  be  heated  to  1200*^  Fahr.,  and  the  operation  be  continued  for 
seven  hours,  the  surface  vrill  resist  a  rasp,  and  will  not  oxidise  under  any  exposure. 

If  a  hole  is  left  or  made  in  this  coating  tiie  exposed  iron  will  rust  in  the  ordinary  manner, 
but  the  rust  has  no  tendency  to  spread  under  the  black  coating  of  metallic  oxide. 

Bower*8  Process  consists  in  passing  air  heated  to  IdOO""  Fahr.  over  the  iron,  thus  cover- 
ing the  surface  with  black  oxide.     It  is,  however,  at  present  in  the  experimental  stage.^ 

Brioht  Ironwork. — The  portions  of  ironwork  that  have  been  turned  or 
fitted,  and  all  tooled  surfaces,  should  be  protected  by  a  coating  of  tallow,  mixed 
with  white  lead  to  prevent  it  from  easily  melting  and  running  off  the  metaL 

"Dr.  Percy  recommends  for  the  same  purpose  common  rosin  melted  with  a  little 
Oallipoli  oil  and  spirits  of  turpentine.  The  proportions,  which  may  easily  be  found  by 
trial,  should  be  such  as  will  make  it  adhere  firmly  and  not  chip  off,  and  yet  admit  of 
being  easily  detached  by  cautious  scraping."  ' 

Bronzing  is  done  with  bronze  powder,  paint,  or  varnish,  but  does  not 
stand  the  weather  well 

Gilding  has  to  be  done  with  special  care,  or  the  gold  will  be  destroyed  by 
rust.  The  surface  of  the  iron,  having  been  very  carefully  cleaned,  is  painted 
with  two  coats  of  iron  oxide  paint,  then  with  two  coats  of  lead  paint  of  light 
colour  as  a  basis  for  the  ''  oil  gold  size  "  upon  which  the  gold  leaf  is  placed. 
When  properly  done  the  gilding  will  last  fifteen  or  twenty  years.^ 
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The  student  will  have  perceived  that  the  products  of  the  iron  manufac- 
turer may  be  divided  into  three  classes — cast  iron,  wrought  iron,  and  steel, 
the  differences  in  which  are  caused  partly  by  the  amount  of  carbon  they 
respectively  contain,  and  also  by  the  processes  they  have  undei^ne. 

The  following  Table,  from  Bauermann's  Metallurgy^  gives  tiie  proportion 
of  carbon  in  different  varieties  of  iron  and  steel  according  to  Karsten  : — 


Name. 

PEBCKin-AOE 

OF  Carbon. 

Propkrties. 

1.  Malleable  iron    . 

0-25 

Is   not  sensibly  hardened  by 

sudden  cooling. 

2.  Steely  iron 

0-35 

Can  be  slightly  hardened  by 
quenching. 

8.  Steel  . 

0-50 

Gives  sparks  with  a  flint  when 
hardened. 

4.    Do. 

1-00  to  1-50 

Limits  for  steel  of  maximum 
hanlness  and  teifhcity. 

5.    Do. 

1-75 

Superior  limit  of  welding  steel. 

6.     Do. 

1-80 

Very  hard  cast  steel,  foiging 
with  great  difficulty. 

7.    Do.           .        . 

1-90 

Not  malleable  hot 

8.  Cast  iron    . 

2-00 

Lower  limits  of  cast-iron  can- 
not be  hammered. 

9.        Do.       .        , 

6-00 

Highest  carburetted  compound 

obtainable. 

Dent 


»  Pole. 


'  Matheson. 
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The  great  differences  in  the  characteriBtics  of  cast  iron,  and  wrought  iron 
and  steel,  are  briefly  recapitulated  below,  and  these  determine  the  uses  to 
which  they  are  respectively  applied. 

Cast  Iron  has  little  tensile  strength,  but  affords  great  resistance  to  com- 
pression. 

It  is  hard,  brittle,  wanting  in  toughness  and  elasticity,  and  gives  way  with- 
out warning,  especially  under  sudden  shocks  or  changes  of  temperature.  It 
is  easily  melted  and  run  into  various  shapes. 

The  castings  thus  produced  are  liable  to  air-holes  and  other  flaws,  which 
reduce  their  strength.  Small  castings  are  stronger  in  proportion  to  their  size 
than  large  ones. 

Cast  iron  can  be  cut  or  turned  with  edge  tools,  but  is  not  malleable  either 
when  cold  or  hot,  nor  is  it  weldable. 

It  is  not  so  easily  oxidised  in  moist  air  as  wrought  iron.  In  salt  water, 
however,  it  is  gradually  softened  and  converted  into  plumbago. 

Cast  iron  is  peculiarly  adapted  for  columns,  bedding  plates,  struts,  chairs, 
shoes,  heads,  and  all  parts  of  a  structure  which  have  to  bear  none  but  steady 
compressive  strains ;  also  for  gutters,  water  pipes,  railings,  grate  fronts,  and 
ornamental  work  of  nearly  every  description. 

It  has  been  much  employed  for  girders,  but  is  an  untrustworthy  material 
for  those  of  large  size,  or  in  important  positions.  It  is  liable  to  crack  and 
give  way  without  warning  under  sudden  shocks,  and  also  under  extreme 
changes  of  temperature,  such  as  occur  in  the  case  of  buildings  on  fire,  where 
the  girders  may  become  highly  heated,  and  then  suddenly  cooled  by  water 
being  poured  on  them. 

Malleable  Cast  Iron  possesses  originally  the  fusibility  of  cast  iron,  and 
eventually  acquires  some  of  the  strength  and  toughness  of  wrought  iron. 
It  may  be  used  for  heads,  shoes,  and  other  joints  in  roofs,  and  for  all  articles 
in  which  intricacy  of  form  has  to  be  combined  with  a  certain  amount  of 
toughness. 

Wrought  Iron  has  many  most  valuable  qualities,  though  these  differ  con- 
siderably as  to  degree  in  different  varieties  of  the  material 

Its  tensile  strength  is  three  or  four  times  as  great  as  that  of  cast  iron,  but 
it  offers  not  half  the  resistance  to  compression. 

It  is,  however,  very  tough  and  ductile,  and  therefore  gives  way  gradually 
instead  of  suddenly  snapping. 

Its  elastic  limit  is  equal  to  about  half  its  ultimate  strength,  and  it  will 
bear  repeated  loads  below  that  limit  without  injury. 

Wrought  iron  is  practically  infusible,  is  malleable  hot  and  cold,  is  weldable 
at  high  temperatures,  and  can  be  forged  into  various  shapes. 

It  is  subject  to  **  hot  and  cold  shortness  "  produced  by  impurities,  and  to 
other  defects.  Large  sections  are  more  likely  to  contain  flaws  than  small 
ones.  Bars  are,  as  a  rule,  stronger  than  plates,  and  plates  are  stronger  with 
the  grain  than  across  it. 

Malleable  iron  rusts  quickly  in  moist  air,  but  stands  salt  water  better  than 
cast  iron. 

The  great  tensile  strength  of  wrought  iron  leads  to  its  employment  for  tie- 
rods,  bolts,  straps,  and  all  members  of  any  structure  which  are  exposed  to  tensile 
stress  ;  it  is  also  much  used  for  members  which  undergo  compression.  It 
should  l)e  employed  for  all  important  iron  beams  and  girders,  especially 
those  exposed  to  sudden  shocks.     In  its  various  forms  it  comes  into  play  in  a 


COPPER,  325 

variety  of  ways  in  roofs,  braced  girders,  and  iron  stmctures  of  all  kinds. 
Corrugated  sheets  are  much  used  for  roof  coverings. 

Steel  differs  even  more  than  wrought  iron  in  the  characteristics  of  its 
several  varieties. 

It  has  a  high  tensile  strength,  much  greater  than  that  of  wrought  iron. 
Its  resistance  to  compression  is  also  much  greater.  Moreover,  it  has  a  harder 
surface,  and  is  better  able  to  resist  wear  and  t«ar. 

Hard  steels,  containing  a  large  proportion  of  carbon,  are  fusible,  easUy 
tempered,  have  a  high  tenacity  and  elastic  limit.  Their  resistance  to  compres- 
sion is  enormous,  especially  when  they  are  tempered,  but  they  cannot  be 
easily  welded  or  forged,  are  brittle,  and  very  uncertain  in  quality. 

Soft  mild  steels  have  a  tenacity  and  resistance  to  compression,  and  an 
elastic  limit  somewhat  higher  than  wrought  iron.  They  can  be  hardened  and 
tempered,  but  not  easily.  They  are  weldable  and  easily  forged,  and  afford  a 
very  reliable  and  ductile  material  adapted  for  structures  subject  to  sudden 
shocks. 

Steel  is  more  easily  oxidised  than  wrought  iron,  and  far  more  easily  than 
cast  iron. 

Steel  is  at  present  hardly  used  at  all  by  the  builder.  Sometimes  bolts  and 
cotters  are  made  of  steel  for  large  roofs. 

It  is  not  adopted  for  engineering  structures  to  anything  like  the  fullest 
extent  of  which  it  is  capable,  but  is  required  by  the  engineer  for  tools,  rails, 
boilers,  machinery,  wheels,  etc  etc.,  and  is  coming  into  use  for  some  of  the 
larger  roofs  and  bridges. 


COPPER. 

Uses. — Copper  is  used  by  the  builder  chiefly  for  slate  nails  and 
bell  wires,  sometimes  for  rain-water  pipes  and  gutters,  for  covering 
roofs,  for  lightning-conductoi'S,  and  for  dowels ;  also  for  bolts  and 
fastenings  in  positions  where  iron  would  be  corroded  or  oxidised. 
Moreover,  it  forms  most  useful  alloys  with  other  metals. 

Coi)per  wire  cord  is  sometimes  used  for  sash  lines,  and  also  for 
lightning-conductors. 

Ores. — It  is  frequently  found  in  the  metallic  slate,  and  is  also  obtained 
from  copper  pyrites,  grey  and  red  copper  ores,  from  copper  glance,  and  other 
ores,  by  roasting,  calcining,  refining,  and  melting  them  with  certain  fluxes 
and  oxidising  agents. 

The  presence  of  sulpbar  and  antimony  decreases  the  malleability  and  ductility  of  copper. 
Small  quantities  of  arsenic  and  phosphorus  increase  its  toughness,  but  large  quantities 
injure  it. 

Properties. — The  red  colour  of  copper  is  familiar  to  all.  The 
metal  is  peculiarly  malleable,  and  can  be  hammered  or  rolled  into 
very  thin  sheets. 

In  tenacity  it  is  inferior  to  wrought  iron,  but  is  superior  to  all 
f>ther  metals.     The  tensile  strength  of  copper  wire  is  about  16 
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tons  per  square  inch,  tliat  of  cast  copper  being  8^  tons.  It 
is  not  so  ductile  as  wrought  iron,  and  cannot  therefore  be  drawn 
into  such  fine  wires. 

It  can'  be  worked  either  cold  or  hot — ^in  the  latter  case  it  is 
easily  oxidised — but  it  cannot  be  welded. 

Oxn)ATiON  AND  Ck)BBOSiON. — Copper  oxidiBes  very  slowly  in  air,  being 
covered  with  a  film  of  carbonate,  commonly  called  verdigris}  The  appear- 
ance of  thifi  film  is  well  known  to  all ;  it  forms  a  protective  coating  which 
preserves  the  surface  of  the  copper  from  further  oxidation. 

Copper  is  corroded  by  salt  water  if  at  the  same  time  air  has  access  to  it ; 
the  presence  of  a  small  proportion  of  phosphorus  is  said  to  retard  the  cor- 
rosion. 

Market  Forms. — Sheet  Copper, — ^The  most  useful  form  for  the  builder 
in  which  copper  is  sold,  is  in  sheets  measuring  about  4  feet  by  2  feet  ^  Scot- 
land 4  feet  by  3  feet  6  inches),  and  described  according  to  their  thicknesa  (by 
the  Birmingham  Wire  Gauge),  and  their  weight  per  foot  superficial^  or  their 
weight  per  sheet 

The  gauges  of  the  sheets  vary  from  Na  1  to  30  W.G.  The  weights  of  a 
few  of  the  most  useful  thicknesses  are  given  in  the  Table  below  : — 

Table  of  Weight  of  Sheet  Copper. 


Binningham 
Wire  Gauge. 

Weight  per  foot 

■uperflcial  in 

ounces. 

Weight  per 

sheet,  4  feet 

by  2  feet» 

in  lbs. 

Binningham 
Wire  Gauge. 

Weight  per  foot 

superficial  in 

ounces. 

Wei^tper 

sheet,  4  feet 

by  8  feet, 

fnlbe. 

20 
22 
24 

26 
20 
16 

13 
10 

8 

26 

28 
30 

12 
8 
6 

6 

4 
8 

Sheet  copper,  weighing  from  12  to  20  oz.  per  square  foot,  is  used  for  roofs, 
flats,  and  gutters.     Copper  wire  from  17  to  19  B.W.  gauge  for  bell-hanging 

When  used  for  roofing,  copper  is  laid  in  a  way  somewhat  similar  to  zinc 
(see  p.  269,  Part  IL) 

Copper  Wire  Cord. — ^The  following  are  the  working  loads  *  for  the  different 


sizes  : — 


Circumference  in  inches 
Working  load  in  Ibe. 


U.    li     1.      I,     I,      i.   f    i. 

448,  836,  224,  168, 112,  75,  50,  84. 


Copper  Wire-covered  Steel  Rihbon  Saek  Line  is  also  made  under  Hookliam*8 
patent  in  three  sizes,  having  a  breaking  strain  in  cwt.  as  follows  : — 

No.  1  2  8 

8  cwt     4^  cwt    7  cwt 


*  Ferdigris,  properly  so  called,  is  a  basic  acetate  of  copper. 

*  Sheffield  Standard  List 
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Uses. — Lead  is  much  used  by  the  builder  for  cisterns,  pipes, 
flat  roofs,  etc.,  and  from  it  is  prepared  white  lead,  the  basis  of  most 
ordinary  paint  The  engineer  requires  it  as  a  bedding  for  the 
ends  of  girders,  and  for  other  minor  purposes. 

Ores. — Lead  is  not  found  in  the  metallic  state,  but  is  reduced  chiefly  from 
the  ore  called  galena  (the  sulphide)  by  roasting  or  smelting  in  a  reverberatory 
furnace,  furnished  with  long  flues  to  catch  the  particles  of  lead,  which  would 
otherwise  be  carried  away  in  the  smoke. 

Properties. — Lead  is  extremely  soft  and  plastic,  very  malle- 
able, fusible,  heavy,  and  very  wanting  in  tenacity  and  elasticity. 

Market  Forms. — Lead  may  be  purchased  in  cast  pigs,  sheets,  or  pipes. 

Sheets  are  either  ''  cast/'  or  ''  milled,"  and  are  described  according  to  their 
weight  per  foot  superficiaL 

Cast  lead  is  made  in  sheets  from  16  to  18  feet  long,  and  6  feet  wide  ;  it  is 
thicker  and  heavier  than  milled  lead,  and  has  a  harder  surface. 

It  is,  however,  liable  to  flaws  and  sand  holes,  and  is  irregular  in  thickness, 
on  account  of  which  it  should  not  be  used  of  a  lighter  substance  than  6  Ibe. 
per  square  foot 

Cast  lead  is  often  made  by  the  plumber  himself  out  of  the  old  lead  waste 
pieces  and  clippings  that  accumulate  in  the  course  of  his  work. 

Milled  lead  is  rolled  out  thinner  than  the  other,  is  more  uniform  in  thick- 
ness, bends  easily,  and  makes  neater  work,  but  cracks  if  much  exposed  to  the 
sun.  The  sheets  are  from  25  to  35  feet  long,  and  from  6  feet  to  7^  wide, 
Sheet  lead  is  always  described  according  to  its  weight  in  lbs.  per  foot 
superficiaL 

The  following  Table  shows*  the  thickness  of  sheet  lead  for  different 
weights  per  square  foot. 

Table  giving  Weight  and  Thickness  of  Sheet  Lead. 


Weight  in  lb«.  per 
superficial  foot. 

Thickness  in 
inches. 

Weight  in  lbs.  per 
superficial  foot. 

Thickness  in 
Inches. 

1 
2 
3 
4 
5 
6 

0-017 
0-034 
0051 
0-068 
0-085 
0-101 

7 

8 

9 

10 

11 

12 

0-118 
0-135 
0-152 
0169 
0-186 
0-203 

The  weights  of  sheet  lead  generally  used  are  as  follows  (see  p.  150,  Part  L)  : 
— For  aprons,  5  lb.  lead  ;  for  roofs,  flats,  and  gutters,  7  or  8  lbs. ;  for  hips 
and  ridges,  6  or  7  lbs.  ;  tibicker  if  much  exposed. 


328  NOTES  ON  BUILDING  CONSTRUCTION. 

Laminated  Lead  is  a  very  thin  description  of  sheet  used,  made  for  covering 
damp  walls. 

Action  of  Water  upon  Iiead. — Soft  water,  especially  when  full  of  air, 
or  when  containing  organic  matter,  acts  upon  lead  in  such  a  way  that  some 
of  it  is  taken  up  in  solution,  and  the  water  is  poisoned. 

This  makes  lead  a  dangerous  material  to  use  in  many  cases  for  dstems 
and  pipes  connected  with  the  supply  of  water  for  drinking  purposes,  or  for 
roofs  and  flats  whence  that  supply  may  he  drawn. 

Vitiated  or  impure  air  acts  upon  lead  in  a  somewhat  similar  manner. 

There  has  been  a  good  deal  of  diBcnssion  with  regard  to  the  action  of  different  kindB 
of  water  upon  lead,  as  the  subject  is  an  important  one,  the  following  remarks  are  inserted. 
They  are  chiefly  founded  upon  the  valuable  standard  work  on  hygiene  by  the  late  Pro- 
fesBor  Parkes. 

Pure  water,  not  containing  air,  does  not  act  upon  pure  lead. 

When  the  water  contains  much  oxygen,  the  lead  is  oxidised ;  and  oxide  of  lead,  a 
highly  poisonous  substance,  in  to  some  extent  soluble  in  water. 

If  there  is  much  carbonic  acid  present  it  conyerts  some  of  the  oxide  into  carbonate  of 
lead,  which  is  almost  insoluble  and  therefore  comparatively  harmless. 

The  wcUera  wMch  act  most  upon  lead  are  the  purest  and  most  highly  oxygenated, 
also  those  containing  organic  matter — nitrites,  nitrates,  and  chlorides. 

The  waiera  which  act  least  upon  lead  are  those  containing  carbonate  of  lime  and 
phosphate  of  lime,  in  a  less  degree  sulphate  of  lime.  Some  of  thefte  form  a  coating  on 
the  inside  of  the  pipe  which  protects  it  from  further  action. 

Some  vegetable  substances  contained  in  water,  peaty  matter  for  example,  also  protect 
the  pipe  by  forming  an  internal  coating  upon  it. 

It  appears  therefore  that  hard  waters,  containing  (as  they  generally  do)  carbonate  of 
lime,  do  not  readily  affect  lead. 

Soft  waters,  such  as  rain  water,  and  water  obtained  by  distillation — water  polluted 
with  sewage — ^water  in  tanks  having  a  muddy  deposit — may  all  become  poisoned  when  in 
contact  with  lead. 

"  The  mud  of  several  rivers,  even  the  Thames,  will  corrode  lead,  probably  from  the 
organic  matter  it  contains,  but  it  does  not  necessarily  follow  that  any  lead  has  been 
dissolved  in  the  water.     Bits  of  mortar  will  also  corrode  lead."  ^ 

Vegetables  and  fatty  acids  arising  fh>m  firuit  and  vegetables,  dder,  sour  milk,  etc, 
also  act  upon  lead. 

The  poisonous  effects  of  lead  show  themselves  in  other  materials  connected  with 
building. 

For  example,  white  lead,  the  basis  of  most  paints,  is  a  highly  poisonous  substance,  and 
leads  to  serious  diseases  among  the  workmen  who  manufacture  the  white  lead,  and 
among  the  painters  who  use  it  (see  p.  406). 

Iioad  Pipes  are  much  used  in  connection  with  water  supply,  etc 

Pipes  of  large  diameter  are  generally  made  by  the  plumber  out  of  sheet 
lead. 

Smaller  pipes  used  to  be  cast  in  short  lengths  of  considerable  thickness,  and 
then  dravm  out  to  the  proper  dimensions. 

Now,  however,  they  are  generally  formed  by  forcing  the  molten  metal,  by 
hydraulic  pressure,  through  a  die  of  the  section  required. 

The  thickness  and  consequently  the  weight  of  lead  pipes  used  for  water 
supply  should  be  regulated  by  the  pressure  of  water  they  are  intended  to 
bear. 

The  following  Table  shows  the  sizes  and  weights  per  foot  run  of  pipes  usually 
made : — 
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Lengtha  in 

which  made 

Feet 

Internal 

diameter  of 

iii)>e  in 

uiches. 

Weight  in  Iba. 

per  foot 

run. 

15 

i 

•  •  • 

•  •  • 

•  ■  • 

•  •• 

•  •  • 

•  •  • 

•  •  • 

1-8 

»» 

1 

•  •  • 

« •  • 

•  •  • 

•  •  • 

•  ■  • 

1- 

1-8 

1-6 

»» 

\ 

•9 

1 

1-2 

1-8 

1-6 

1-6 

1-9 

2-0 

»» 

t 

•  •  • 

•  •  • 

•  •  • 

•  •  • 

•  •  • 

1-2 

1-6 

2-0 

II 

1 

1-5 

1-6 

1-7 

1-9 

21 

2-4 

2-8 

30 

«> 

1 

•  •  • 

2 

2-4 

1-7 

3-2 

3-7 

40 

4-8 

12 

11 

•  •  • 

•  •  • 

•  •  • 

30 

3-6 

4-0 

4-8 

60 

i» 

ij 

•  •  • 

•  •  • 

30 

4-0 

4-7 

60 

7-0 

8-0 

»» 

It 

•  •  • 

•  •  • 

•  •  • 

•  •  • 

•  •  • 

6-0 

7-0 

8-0 

i» 

2 

•  •  • 

3-0 

4-7 

6-0 

70 

8-0 

9-8 

10-0 

10 

21 

•  ■  • 

•  •  • 

8-6 

7-0 

8-4 

9-6 

11-2 

120 

11 

3 

4-2 

6-0 

8-0 

10-0 

11-2 

120 

130 

140 

>i 

3i 

6-6 

9-0 

11-2 

12-0 

13-0 

150 

16-0 

18-0 

»i 

4 

6-6 

7-0 

8-0 

11-2 

14-0 

160 

17-0 

20-0 

»i 

H 

•  •  • 

Q'Q 

8-4 

11-2 

14-0 

170 

20.0 

220 

»» 

5 

•  •  • 

•  •  • 

■  •  • 

17-0 

20-0 

23-4 

25-4 

28-0 

Number  of  Column 

1 

2 

8 

4 

5 

6 

7 

8 

The  aboTo  are  reduced  from  the  price  list  of  Messrs.  John  Bolding  and  Sons,  manufacturers. 
The  pressures  of  water  to  which  the  pipes  may  safely  be  subjected  in  practice  are  : — 
Pipes  of  the  weights  shown  in  Columns  1  and  2  may  be  used  for  overflows  and  under 
very  small  heads. 

Do.  do.       8  and  4  under  hcoils  of  about  50  feet. 

Do.  do.       5  and  6  do.  do.       300 

Do.  do.       7  and  8         do.  do.       500 


«» 


II 


CJoATiNO  Lead  Pipes  to  prevent  Poisoning. — Several  methods  have  been 
proposed  for  coating  and  lining  the  insides  of  lead  pipes  to  prevent  the  water 
conveyed  by  them  from  being  poisoned. 

All  of  these  are  condemned  by  Professor  Parkes  as  being  objectionable, 
except  the  following  : — 

APDougaVs  PaUrU  consists  in  applying  an  internal  bituminous  coating,  which  is  said 
to  have  been  successful. 

Schwartz*8  Patent,  — The  pipe  Is  Iwiled  in  sulphide  of  soda  for  fifteen  minutes,  by 
which  the  interior  is  coated  with  sulphide  of  lead  (a  substance  insoluble  in  water). 

Iiead  Enoased  Pipes. — Tin  pipes,  and  copper  pipes,  lined  with  tin,  have  been  pro- 
ix)sed  as  substitutes  for  lead  pipes,  but  they  are  too  expensive. 

The  lead  encased  pipe,  made  under  Haines^a  paierU^  has,  however,  been  found  to  be 
perfectly  successful. 

This  consists  of  an  inner  pipe  of  block  tin,  encased  in  a  lead  pipe 
as  shown  in  section.  Fig.  146.  The  two  metals  are  so  united  that  no 
joint  between  them  is  perceivable,  and  they  cannot  be  separated  by 
any  amount  of  bending  or  twisting. 

In  consequence  of  the  tin  melting  at  a  lower  temperature  than 
the  lead  it  is  somewhat  diflicult  to  make  a  soldered  joint  in  these 
pipes.  However,  it  may  be  done  with  care,  or  Heap*8  mechanical 
joints  may  be  uJied,  in  which  the  union  is  effected  by  means  of 
screwed  couplings.  ^^fif*  1^^* 
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Weight  of  Lead-encaaed  Pipe, — ^Ab  the  lead-encased  pipe  is  stronger  than  ordinary 
lead  pipe,  it  may  be  of  less  weight  per  yard  for  water  supply  under  any  given  pres- 
sure. To  meet  the  case  in  which  water  companies  require  pipes  to  be  of  a  certain 
regulated  weight  according  to  the  head,  a  special  lead-encased  pipe  is  made  with  a 
smaller  proportion  of  tin.  The  weights  of  pipes  of  this  class  are  shown  in  cols.  9,  10, 
11  of  thiB  Table  below.  They  are  heavier  and  cheaper  than  the  pipes  with  full  propor- 
tion of  tin,  whose  weights  are  given  in  cols.  6,  7,  8. 

Table  of  Weights  of  Lead-Ekcased  Pipes  in  lbs.  per  Yard  Bim.^ 


Internal 

diameter  in 

inches. 

Extra  light  Weights. 

Weights  suitable  for  sup- 
ply of  water  under 
the  heads  stated. 

Extra  heavy  weights 

with  less  tin  for  supply 

of  water  under  heads 

stated. 

50  feet 

head 

and 

under. 

51  to 

250  feet 

head. 

251  to 

500  feet 

head. 

50  feet 
head 
and 

under. 

51  to 

250  feet 

head. 

251  to 

500  feet 

head. 

* 

* 

* 
1 

u 
u 

2 

No.  of 
column. 

1 
2 
8 

6* 
8 
11 

H 

2* 
8* 

4 

5 

7 

9 

18 

2 
8 
4 

5* 
8 

10 

•  •  • 

•  •  • 

•  •  • 

•  •  • 

5 

6 

•  ■  • 

•  •  • 

•  •  • 

2* 
8* 

n 

9 
11 
16 

8 
4 

5i 
6 
8 
10 

12* 
18* 

3* 

6 

7 

9 

12 
14 
21 

4 
5 
7 
8 
10 

12* 

16 

28 

6 
8 
9 
11 
14 
18 
26 

5 

7 
9 
10 
12 
16 
21 
30 

2 

8 

4 

5 

6 

7 

8 

9 

10 

11 

Strength  of  Lead  Pipes  and  Lead-Encaaed  Pipes, — ^Mr.  Kirkaldy  found  the 
otrengih  of  lead  pipes  and  of  lead-encased  pipes  to  be  respectively  as  follows  : —  ^ 


• 

Lead  Pipe. 

Lead-encased  Pipe. 

Internal 
Diamr. 

Thickness. 

Weight  per 
foot. 

Bursting  pres- 
sure per  sq.  in. 

Thickness. 

Weight  per 
foot 

Bursting  pres- 
sure per  sq.  in. 
in  lbs. 

1* 

1* 

2 

•2 

•2 
•22. 

•2 
•21 
•24 
•21 

2-8 
2-6 
8-8 
41 
5-8 
71 
9-2 

1579 
1849 
1191 
911 
688 
784 
498 

•14 
•18 
•15 
•14 
•18 
•15 
•17 

1-8 
1-4 
1-9 
2-4 
2-7 
8*8 
5^4 

1859 

1454 

1416 

1265 

885 

849 

642 

The  tearing  strength  of  lead  pipe  was  2159  lbs.  per  square  inch,  of  lead-encased  pipe 
8759  Iba.  per  square  inch. 

¥ret  Iiead,  for  glazing,  is  made  (as  described  at  p.  421,  Part  IL)  in  comes, 
i.e,  long  stripe,  of  H  section,  the  width  of  the  groove  (tA  the  length  of  the 
cross  bar  of  the  H) ;  the  width  of  the  face  (t.^.  the  side  of  the  H),  and  the 

1  Lead  Poieoning  of  Water  and  its  Prevention,  by  A.  KHDallum  Gordon. 
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shape  of  the  &oe  differ,  the  latter  is  made  flat  or  rotmd.     There  are  three 
dasses  of  fret  lead,  known  as  ordinar^^  narrow^  and  broad. 

The  following  Table,  from  Major  Seddon's  Notes  on  Trades,  gives  a  general 
idea  of  the  sizes  as  obtained  in  the  market : — 


Ordinary 

Narrow 
Narrow 
Broad 
Broad 


Width  of 

GrooTes 

ininchea. 


i 

i 
i 


Shape  of 
Face. 


Flat 

Flat 
Boimd. 

Flat 
Round. 


Width  of  Face 
in  inches. 


5  sizes  from  A  ^  i 
2        „         Atoi 

6  »  A  to  J 
2        ..         A  to  i 


ff 


Remarks. 


rUsed  for  ordinary 
<  lead  lights  np  to 
L    21  oz.^eet  glass. 


1 


Used  for  cathedral 
and  thick  antique 
glass,  aooording 
to  its  thickness. 


zmc. 

Uses. — Zinc  is  much  used  for  roofs,  for  light  gutters  and  pipes, 
for  cisterns,  chimney  pots^  ornaments,  ventilators,  etc. ;  for  slating 
nails,  for  tubing,  and  for  covering  iron  to  protect  it  from  oxida- 
tion. It  also  forms  ^  <)omponent  part  of  several  useful  alloys, 
and  the  oxide  of  the  metal  is  used  as  a  basis  for  zinc  paint. 

Ore& — ^The  metal  is  produced  from  the  ores  known  as  ^'  calamine "  (the 
carbonate),  **  blende  "  or  ^  blackjack"  (the  sulphide),  and  red  zinc  ore  (the  oxide). 

The  ore  is  roasted,  mixed  with  charcoal,  and  heated  in  peculiar  retorts. 
The  zinc  is  converted  into  vapour,  condensed,  and  then  fus^  Most  of  the 
zinc  used  in  this  country  comes  from  Belgium. 

Properties. — Zinc  is  easily  fusible.  Cast  zinc  is  brittle  when 
cold.  If  pure  it  becomes  malleable  at  about  220^  F.,  and  can  be 
rolled  into  sheets,  which  retain  their  malleability.  At  very  high 
temperatures,  such  as  400°  F.,  it  becomes  very  brittle  again. 

The  presence  of  lead  makes  zinc  too  brittle  to  roll  at  any  temperature. 
Zmc  should  be  cast  at  a  low  temperature,  or  the  metal  ¥rill  become  very 
hard,  and  some  of  it  will  pass  off  in  vapour. 

Zinc  is  easily  acted  upon  by  moist  air ;  a  film  of  oxide  is  soon 
formed,  which,  however,  protects  the  metal  from  further  action. 

If,  however,  the  air  contains  acid,  as  it  does  near  the  sea  and 
in  large  towns,  the  zinc  is  destroyed. 

Soot  is  very  destructive  to  zinc,  forming  with  it  a  galvanic  couple,  which 
is  brought  into  action  by  the  moisture  and  acid  in  the  air.i 

Good  sheet  zinc  is  of  an  imiform  colour,  tough,  and  easily  bent 
backwards  and  forwards  without  cracking. 

Inferior  zinc  is  of  a  darker  colour  than  the  pure  metal,  and  of  a  blotchy 


^  Proceedings  Inst,  Civ,  Eng,  vol.  xxvii. 
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appearance,  caused  by  the  presence  of  other  metals,  which  set  up  a  galvanic 
action  and  soon  destroy  the  zinc. 

There  is  no  practical  engineer's  test  for  the  quality  of  zinc.  Good  zinc 
should,  however,  be  as  free  from  iron  as  possible.  The  following  is  an 
Analysis  of  Vielle  Montague  zinc,  which  shows  that  it  is  practically  pure  : — 


Zinc 
Iron 
Lead,  etc. 


0-996 
0-004 
0-001 

1-000 


Market  Forms.* — ^Zinc  is  sold  in  sheets  7  feet  by  2  feet  8  inches,  7  feet 
by  3  feet,  or  8  feet  by  3  feet,  described  by  their  thickness  and  weight  in 
ounces  per  foot  superficial  (according  to  a  special  gauge  which  varies  with 
different  manufacturers). 

Siiiro  Gauge. — The  following  Table  shows  the  weight  of  zinc  per  sqnare  foot  for  the 
variouB  nnmbere  of  the  Zinc  Oauge^  properly  so  called.  This  gauge  originated  in  Bel- 
gium, and  is  sometimes  called  the  Belgian  Zinc  Oauge,  but  it  is  known  in  the  trade  as 
the  Zinc  Gauge,  and  is  used  by  Messrs.  F.  Braby  and  Company,  the  English  agents  of  the 
Vieille  Montague  Zinc  Company,  whose  zinc,  obtained  from  mines  in  Belgium,  Sweden, 
and  Spain,  is  of  excellent  quality  and  extensively  used  in  this  country. 

The  thickness  of  the  sheets  is  also  given  in  the  Table ;  those  from  Nos.  10  to  21 
(except  18)  have  been  tuxmrately  measured  and  kindly  furnished  by  Messrs.  Braby ;  the 
others  are  calculated. 


Gauge. 

Approximate  Weight 
per  square  foot. 

Gauge. 

Approximate  Wei^t 
per  square  foot 

Approximate 
Thickness. 

Lbe. 

Oz. 

Dr. 

Lbs. 

Oz. 

Dr. 

1 

0 

1 

2 

Inch.    , 
•0018  ' 

14 

2 

12 

Inch. 
•0326 

2 

0 

2 

4 

•0086  , 

15 

5 

12 

•0364 

3 

0 

3 

7 

•0065 

16 

8 

12 

•0400 

4 

0 

4 

9 

•0073  ' 

17 

11 

11 

•0437 

5 

0 

5 

11 

•0091  i 

18 

14 

11 

•0478 

6 

0 

6 

14 

•0110  ; 

19 

2 

1 

11 

•0509 

7 

0 

8 

0 

•0128 

20 

2 

4 

10 

•0581 

8 

0 

9 

2 

•0146 

21 

2 

8 

2 

•0728 

9 

0 

10 

5 

•0165 

22 

2 

12 

14 

•0764 

10 

0 

11 

7 

•0180  , 

23 

3 

1 

1 

•0800 

11 

0 

18 

5 

•0217 

24 

3 

5 

3 

•0896 

12 

0 

16 

2 

•0254 

25 

3 

9 

6 

•0992 

13 

1 

0 

16 

•0290 

26 

3 

13 

7 

•1088 

Of  the  above  sheets,  Nos.  1  to  6  are  rolled  only  to  order  and  of  special  dimensions. 
The  remaining  gauges  are  made  in  sheets  of  all  the  three  sizes  mentioned  above. 

There  are  several  other  zinc  gauges  given  in  various  Price  Books,  etc,  but  they  are 
generally  based  upon  the  above,  the  range  of  numbers  being  smaller  and  the  weight  not 
80  accurately  given. 


*  The  commercial  name  for  zinc  before  it  is  converted  into  sheet  and  other  useful 
forms  is  Speller. 
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The  thicknesses  of  zinc  recommended  for  roofing  purposes  arc  given  at  p. 
273,  Part  YL 

The  expansion  and  contraction  of  this  metal  with  changes  of  temperature 
are  greater  than  of  any  other,  and  should  be  carefully  guarded  against  by 
laying  sheets  on  roofs  without  rigid  fastenings  as  described  in  Part  IL 

Zinc  should  not  be  allowed  to  be  in  contact  with  iron,  copper,  or  lead.  In 
either  case  voltaic  action  is  set  up,  which  destroys  the  zinc.  This  occurs 
especially,  and  more  rapidly,  when  moisture  is  present 

Zinc  should  also  be  kept  clear  of  lime  or  calcareous  water,  and  of  any  wood, 
such  as  oak,  which  contains  acid. 

Zinc  laid  on  Hats  or  roofs  where  cats  can  gain  access  is  also  soon  corroded. 

An  objection  to  zinc  for  roofs  is  that  it  catches  fire  at  a  red  heat  and  blazes 
furiously.^ 


TIN. 

Uses. — Tiii  is  used  in  building  for  liiiiiig  lead  pipes,  occasion- 
ally as  a  protective  covering  for  ii*on  plates,  and  for  small  gas 
tubing. 

Ores. — The  metal  is  obtained  from  an  ore  called  "  tin-stone " — the  bin- 
oxide,  and  also  from  tin  pyrites.  The  ore  is  stamped  ;  roasted  to  expel 
sulphur  and  arsenic  ;  washed,  mixed  with  flux,  and  smelted  in  a  reverberatory 
furnace,  whence  the  li([uid  metal  is  run  into  a  basin,  and  thence  into  moulds. 
The  ingots  thu«  produced  are  refined  and  Iwiled. 

Properties. — Tin  is  very  soft,  more  easily  fused  than  any  other 
metal,  very  malleable,  and  very  slowly  oxidised,  but  its  tensile 
strength  and  ductility  are  very  low. 

Tin  may  be  distinguished  from  other  metals  by  its  crackling  when  bent. 
Its  purity  is  tested  by  its  extreme  brittlencss  at  high  tempenitures. 

Tin  Tubing  is  made  of  diameters  varying  from  J  to  1  inch,  and  of  light 
section,  for  the  conveyance  of  gas,  but  is  now  not  much  used,  having  been 
superseded  by  the  composition  tubing  described  below.  The  cost  of  the  metal 
makes  it  too  expensive,  if  made  strong  enough,  for  water  supply. 

Comjtoftition  Tubing  is  made  from  a  mixture  of  tin,  lead,  and  antimony.  It  is  exten- 
sively used  for  the  Bmaller  branchen  of  gas  8ui)ply,  l>eing  much  less  expensive  than  tin 
tubing,  is  easily  bent  to  suit  any  position,  and  can  be  attached  to  connections  by  soldering. 


'  Bluxiun. 
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Weight  in  Oances  per  Yard  Run  of  Tin  and  of  Compositiok  Tubing. 


Internal 
Diameter. 

Weight  per  Yard 
in  onnces. 

Internal 
Diameter. 

Weight  par  Ttid 
inoiuiaea. 

Tin. 

Composi- 
tion. 

Tin. 

Composi- 
tion. 

i 

A 
J 

A 
i 

A 

•  ■  • 

•  •  • 

7to8 
9to9| 

11 

14 

5 

8 
11  to  13 
14  to  16 
18  to  21 
23  to  26 

\ 

A 

1 

! 

i 

1 

17 

•  •  • 

23 

80 

38 

47  to  48 

29  to  34 

86 
44  to  52 
62  to  68 
64  to  76 
80  to  88 

Tin  Plate  is  iron  plate  covered  with  a  coating  of  tin  by  a  process  similar 
to  that  of  galvanising,  described  at  page  321,  molten  tin  being  used  instead 
of  zinc. 

Such  plates  are  durable  until  once  a  hole  is  made  in  the  covering,  after 
which  galvanic  action  sets  up  between  the  tin  and  iron,  and  the  former  is 
rapidly  eaten  away. 

There  are  two  kinds  of  tin  plate,  charcoal  plate  and  coke  plaUf  so  called  from 
the  plate  iron  being  made  with  charcoal  and  coke  respectively. 

Teme  Plate  is  described  at  page  278. 

Block  Tin  or  Doubles  consists  of  tin  plate  with  a  mnch  thicker  coating  of  tin  upon  it. 
It  is  used  for  the  best  tin  ware. 

Cfryatallised  Tin  Plate  is  made  by  heating  the  surface  of  ordinary  tin  plate  with  hydro* 
chloric  and  nitric  acids,  which  gives  it  a  variegated  appearance.  This  is  sometimes  known 
as  Moir6  metallique. 

Tinned  Copper  is  often  used  for  kitchen  utensils.  The  surface  of  the  copper  is  cleaned 
before  tinning  with  sal-ammoniac. 


ALLOYS. 

Alloys  are  mixtures  formed  by  melting  two  or  more  metals 
together. 

They  are  not,  however,  mere  mechanical  mixtures,  for  they  often 
exhibit  properties  difTerent  from  those  possessed  by  the  metals  in 
the  mixture. 

For  example,  copper  and  tin  are  both  very  malleable  meta]& 

Two  parts  of  copper  with  one  of  tin  form  a  white  alloy  (tpeculum  metat)  so 
hard  that  it  cannot  be  cut  with  steel  tools,  and  as  brittle  as  glass. 

The  tensile  strength  of  this  alloy  is  only  i  that  of  tin  and  Vir  that  of  copper. 

Nine  parts  of  copi>er  to  one  of  tin  make  a  tough,  rigid  gun  metal^  harder 
and  more  fusible  than  copper,  but  which  cannot  be  rolled  or  drawn. 

By  adding  tin  (a  softer  metal  than  copper)  to  gun  metal  its  hardness  is 
increased ! 

In  preparing  alloys  the  most  infusible  metal  should  be  melted  first,  and  the  others 
subsequently  added. 

If  the  metals  are  of  different  specific  gravities  they  must  be  continually  stirred  while 
fluid,  or  the  heavier  will  sink  to  the  bottom  and  the  alloy  will  not  be  homogeneous. 
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The  specific  gravity  of  an  alloy  is  seldom  equal  to  the  mean  of  the  specific  gravities  of 
the  metals  in  the  mixture.    It  is  sometimes  more  and  sometimes  less  dense. 

The  tensile  strength  of  an  alloy  is  generally  much  greater  than  that  of  the  metals 
composing  it. 

Brass  is  an  alloy  composed  of  copper  and  zinc,  the  proportions  of  which 
vary  according  to  the  purpose  for  which  the  metal  is  required. 

The  zinc  is  melted  first,  and  the  copper  added  in  small  quantities.  A  little 
old  brass  in  the  crucible  will  facilitate  the  union  of  the  metals.  The  crucible 
must  be  covered  with  charcoal  powder  and  a  close  lid,  or  the  zinc  will  pass 
away  in  vapour. 

Colour. — ^The  colour  depends  upon  the  proportions. 

Common  yellow  brass  contains  2  parts  of  copper  to  1  of  tin.  If  the  copper 
be  in  greater  proportion  than  4  to  1,  the  alloy  is  reddish  ;  if  less  than  3  to 
1,  it  becomes  of  somewhat  the  colour  of  zinc 

Properties, — Brass  is  tough,  as  a  rule,  but  is  rendered  brittle  by  continued 
vibration.     The  presence  of  iron  injures  its  tensile  strength  and  malleability. 

It  is  more  malleable  than  copper  when  cold,  but  cannot  be  forged  at  a  red 
heat,  because  the  zinc  melts  at  a  low  temperature. 

The  fusibility  of  brass  increases  in  proportion  to  the  quantity  of  zinc  it  con- 
tains. The  addition  of  a  little  phosphorus  makes  it  veiy  liquid  and  easily  run 
into  fine  castings. 

The  proportions  of  the  constituents  for  the  different  kinds  of  brass,  and  the 
uses  to  which  these  are  applied,  are  shown  in  the  Table  on  p.  336. 

The  name  Brass  is  frequently  given  to  all  alloys  of  copper.  Those  con- 
taining tin  should  properly  be  called  Bromt, 

MurUz  metal  or  sheathing  is  cheaper  than  common  brass  and  more  easily  rolled.  It  is 
much  use<l  for  sheathing  ships,  as  it  keeps  cleaner  than  copper,  and  is  sometimes 
employed  as  a  covering  for  small  roofs. 

Bronze  is  a  mixture  of  copper  and  tin,  the'  proportions  being  varied  for 
different  purposes,  as  shown  in  the  Table  below. 

The  different  specific  gravities  of  the  metals  make  it  difficult  to  melt 
them  together.  The  tin  is  first  melted  into  twice  its  weight  of  copper  to 
make  hard  metal,  which  is  then  added  to  the  proper  proportion  of  copper 
separately  melted. 

Large  castings  in  bronze  are  often  not  homogeneous  throughout  their  mass, 
in  consequence  of  the  difference  in  fusibility  of  the  copper  and  tin. 

Gdn  Metal  also  differs  in  the  proportions  of  its  constituents  according  to 
the  purpose  for  which  it  is  intended. 

At  one  time  it  was  much  employed  for  casting  ordnance,  from  which  it 
derives  its  name. 

It  \r  harder,  more  fusible,  and  stronger  than  copper,  and  is  used  for  pump 
valves  and  parts  of  machines. 

Bell  Metal. — Small  bells  have  a  little  tin  added  to  make  them  hard,  also 
zinc,  and  sometimes  silver  to  improve  the  tone.  The  metal,  after  being  cast,  is 
heated  to  redness  and  quenched,  then  again  heated  and  allowed  to  cool  slowly. 

Aluminium  Bronze  contains  from  90  to  95  per  cent  copper,  and  10  to  5  per  cent 
aluminium. 

It  may  be  cost  or  turned  in  a  lathe,  also  forged  cold  or  hot,  but  it  cannot  be  welded. 

It  is  light,  very  malleable,  ductile,  and  not  easily  tarnished,  but  its  expense  prevents  it 
from  l>eing  used  for  anything  but  instruments. 

Phosphor  Bronze  contains  copper  and  tin,  together  with  a  small  proportion  of  phos- 
phorus.   Its  qualities  may  be  made  to  vary  by  altering  the  proportions  of  its  constituents. 
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It  wean  longer  than  gun  metal  in  bearings,  and  is  useful  in  positions  where  it  is  sub- 
ject to  shocks. 

The  pho8])honi8  preserves  the  metal  from  the  effects  of  the  atmosphere. 

Stkbbo-Metal  varies  in  composition  as  shown  in  the  Table  below. 

This  alloy  has  great  tensile  strength,  and  may  be  used  instead  of  wrought  iron. 

Babbit's  Metal  is  used  for  bearings  of  machinery.  It  is  very  soft,  wears  smooth, 
and  reduces  friction.     If  the  journal  becomes  heated,  the  alloy  melts. 

White  Brass  is  a  name  given  to  various  alloys  used  for  bearings,  and  intended  to 
work  smooth.     These  are  made  of  various  composition  besides  those  given  in  the  Table. 


Table  giving  the  Composition  of  various  Alloys. 


Alloys. 

Pabts 

BY  Weight. 

1 

a 
55 

^ 

1 

^^ 

f 
1 

n 

Brass,  ordinary 

2 

« 

„      for  locks  and  door  handles 

8 

„       „    turning  and  fitting    . 

3 

•  •  • 

A" 

„       „    engraving 

3 

A  little 

„       „    bushes  and  sockets    . 

18 

•  •  • 

•  ■  • 

1 

„      to  bear  soldering  well     . 

2! 

„       pot  metal  ^    . 

24 

•  •  • 

•  ■  • 

1 

Bronze,  hard,  for  bearings  for 
machinery 

8 

•  •  • 

1 

„      for  stop  cocks  and  valves 

88 

10 

2 

„       „    wheel  metal  for  small 

10 

■  •  • 

1 

toothed  wheels 

„       „    bearings      for     very 
heavy  weights 

32 

1 

5 

Gun  metal  for  ordnance    . 

90^ 

•  •  • 

9i 

„          of   maximum  -hard- 

5 

•  •  • 

1 

ness  for  turning 

»i        soft 

16 

•  •  • 

1 

Bell  metal        .... 
Muntz  metal  ^  , 

4 
8 

■  •  • 

2 

1 

LMtkaa 

„             nails  for 

87 

4 

9 

Gedge's  metal  .... 

60 

38-2 

•  •  • 

•  •  • 

•  ■  • 

1-8 

Sterro-mctal     .... 

55  to 
60 

34  to 
44 

1  to2 

2to4 

Babbitts  metal .... 

4 

8 

96 

White  brass      .... 

8 

•  •  • 

90 

•  •  • 

7 

Do.              .... 

1 

•  ■  • 

•  •  • 

7 

7 

Metal  to  expand  in  cooling 

■  •  • 

■  •  • 

fl  •  • 

9 

2 

•  •  * 

1 

•  The  lead  prevents  the  filings  from  sticking  to  the  tool,  but  rendere  the  brass  unfit 
for  hammering. 

*  An  inferior  alloy,  used  for  very  common  taps,  etc.,  and  called  also  cock  mdaL 
«  Composition  varies  between  60  copper  and  60  zinc,  and  68  copper  and  87  line. 
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Pewter  should  consist  of  4  or  5  parts  of  tin  and  one  of  lead. 

It  is  used  for  drinking  cups  and  other  purposes,  also  sometimes  for  covering 
counters,  where  liquor  is  sold. 

It  should  be  remembered,  however,  that  cheap  pewter  generally  contains  an 
excess  of  lead,  and  in  that  case  is  apt  to  poison  any  liquid  in  contact  with  it 

The  quality  of  the  pewter  may  be  tested  by  taking  its  specific  gravity. 

Solder  is  the  name  given  to  several  different  alloys  used  for 
the  purpose  of  making  joints  between  pieces  of  metal. 

The  effect  is  not  merely  mechanical,  for  the  solder  itself  com- 
bines with  the  metal  to  be  united,  and  forms  a  fresh  alloy. 

The  composition  of  the  solder  used  in  connection  with  the 
different  metals  varies  immensely,  and  the  proportions  in  which 
each  different  kind  of  solder  is  mixed  also  vjuies  according  to 
circumstances. 

Every  solder  must  be  more  fusible  than  the  metals  it  is 
intended  to  unite. 

Hard  Solders  are  those  which  fuse  only  at  a  red  heat,  and  which  can  be 
therefore  used  only  to  metals  which  will  endure  that  temperature. 

Soft  Solders  melt  at  very  low  degrees  of  heat,  and  may  be  used  for  nearly 
all  the  metals. 

The  more  nearly  the  solder  agrees  with  the  metal  in  hardness  and  malle- 
ability, the  stronger  will  be  the  joint 

Thus  brass  or  copper  united  with  soft  solder  could  not  be  hammered  with- 
out breaking  the  joint,  whereas  a  joint  in  lead  or  tin,  made  with  soft  solder, 
can  be  safely  hammered. 

Soldering. — It  is  not  proposed  here  to  describe  the  operations  connected  with  solder- 
ing of  different  kinds,  but  one  or  two  points  may  be  noticed  with  advantage.^ 

Tlie  surfaces  to  be  united  must  be  perfectly  clean,  and  freed  from  oxide,  which  would 
prevent  adhesion  and  the  formation  of  an  alloy  between  the  solder  and  the  metal. 

As  the  surfaces  when  heated  are  very  easily  oxidised  they  must  be  protected  at  the 
time — this  is  done  by  means  of  a  flux  which  covers  the  surface  and  protects  them  from 
the  air. 

The  materials  used  for  fluxes  are  mentioned  at  p.  339. 

Hard  Solders. — Of  these  there  are  two  kinds  in  common  use. 

Spelter  Solder  made  of  copper  and  zinc  in  proportions  which  differ  accord- 
ing to  circumstances  (see  Table,  p.  337). 

It  is  generally  granulated  by  pouring  it  when  melted  through  a  bundle  of 
twigs  into  water. 

This  solder  is  used  for  making  joints  in  iron,  copper,  brass,  and  gun-metal ; 
the  process  is  known  as  brazing. 

Silver  Solder  is  a  mixture  of  silver  with  copper,  or  brass  in  varying  pro- 
portions (see  Table). 

It  is  used  for  making  fine  and  neat  joints  in  iron,  steel,  brass,  and  gun- 
metal — to  prepare  the  surface  of  metals  for  welding,  also  for  joints  in  silver 
and  other  light-coloured  metals. 

^  Every  particular  connected  with  soldering  of  all  kinds  is  fully  described  in 
Holtzapffel's  Mechanical  Manipulation,  whence  much  of  the  information  hers  given 
has  been  taken. 

B.  C. in  Z 
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Bkazino.  — The  procen  ot  bruiiig  ia  conducted  m  toUom  : — 

QrannUted  spelter  >nd  bom,  ground  together  in  water,  ue  ipTosd  over  the  earefallr 
olMned  anrfocea  of  the  joint,  and  eipoaed  gradiuUy  to  the  heat  of  ■  clean  apen  fire  ;  the 
bonti  foBCs  Brat,  and  then  the  eoldei. 

With  silTer  solder  the  Joint  is  covered  with  borax  and  water,  or  1I17  powdered  borax, 
and  the  aolder,  cut  Inte  little  equsre  plates,  is  laid  along  the  joint. 

Son  SoLDBBS  are  mixttireB  of  tia  and  lead.  The  propoitiona  vary  aa 
shown  in  the  table. 

Tin  makes  the  solder  fusible,  but  as  it  ia  more  ezpenaiTe  than  lead,  only 
M  much  tin  ahonld  be  included  in  a  Bolder  aa  will  make  it  fit  for  the 
pnrpoae  for  which  it  is  intended. 

The  addition  of  a  little  biunuth  makea  the  solder  atill  more  fusible. 

Hie  more  furible  solders  are  known  in  the  trade  aajtiM,  and  those  containing 
ksa  tin  aa  coaru  lolder*. 

"Any  dnc  getting  into  plumber's  solder  will  min  it,  by  making  it  too  brittle  to  work. 

"  Bolder  may  be  purified  of  any  foreign  matter,  anch  u  zinc,  if  onl;  pr«aent  in  small 
quantitr,  b;  burning  it  oat  on  the  fire,  letting  the  pot  get  red  hot  tiU  It  goes  olT  In 
vaponr  and  scum,  which  can  be  skimmed  off  the  top."  ' 


D«crij*onaf 

t«..„.o,UK,..,  „„.,;,,  p,™,. 

MelHng 

tlHS. 

Tin. 

i 

ZIBO 

Copper. 

1 

1 

Mfl" 

«w 

TTJ- 

«I00° 

WW 

HjutoSoldbbb. 

Spelter-soft  . 

... 

' 

' 

For  ordintry  brass 
work. 

Do.      hard. 

'i 

3 

For  copper  and  iron. 

ffilver— hardest 
Do.      hard    . 

... 

1 

4 

s 

The     hard     solders 
mske  neater  joints 
than  the  otben. 

Do.     soft    . 

v^ 

2 

For  general  nse. 

SorrSoLDKBS. 

Phunber'ssoldei' 

1 

a 

... 

... 

441° 

Porgntter  work,  cis- 
terns, jointing  pipes. 

Coarse  Klder  . 

1 

3 

482* 

Uied    with    copper 
soldering  bolL 

nBenIda">   . 

2 

340° 

Fotbrixing. 

Do. 

14 

834° 

Very  fine  solder 

i 

SfiS" 

Ver?  fusihlii  do 

4 

820° 

Do.              do 

1 

2 

203' 

Used  by  pewterere. 

"  The  brsm  is  put  into  Ihs  melted  Bilver,  or  the  nnc  would  evaporate. 
*  Also  called  "  pot  metal :"  is  assayed  by  the  PiuniberB'CompBn;,  stamped  ai 
and  sold  in  ingota,  hence  called  "  Plumber's  sealed  solder." 
°  Called  Tinman's  solder. 
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'*  In  making  solder  the  proportions  of  the  metals  can  be  judged  of  from  the  appear- 
ance of  the  alloy.  When  it  contains  a  little  more  than  one-third  of  its  weight  of  tin,  its 
surface  on  cooling  exhibits  circular  spots  due  to  a  partial  separation  of  the  metals  ;  but 
these  disappear  when  the  alloy  contains  two-thirds  its  weight  of  tin.'*  ^ 

"  It  is  never  advisable  to  buy  ready-made  solder,  as  you  cannot  depend  upon  the  alloy  ; 
too  much  lead  and  too  little  tin,  which  is  the  dearer  of  the  two,  is  almost  sure  to  be  put 
into  plumber's  solder ;  besides  which  there  is  always  plenty  of  scrap  lead  about,  which 
can  be  used  for  the  purpose. 

"  When  a  good  deal  of  soldering  is  to  be  done,  the  plumber  will  often  start  with  a 
little  excess  of  tin  in  his  solder,  as  by  degrees  it  will  pick  up  lead  from  the  lead  work  on 
which  it  is  used,  which  will  decrease  its  fusibility."  ^ 

Soft  Solde&ino. — Soft  solder  is  applied  in  several  different  ways. 

For  joints  in  lead  the  surfaces  to  be  soldered  are  carefully  cleaned  and  covered  with 
tallow — the  space  around  is  smeared  with  a  mixture  of  size  and  lampblack,  called  «>i^, 
to  prevent  the  solder  from  adhering — melted  solder  is  then  poured  on  and  the  excess 
wiped  off  with  a  cloth  or  in  other  ways. 

In  joining  thin  sheets  of  tinned  iron,  zinc,  copper,  and  other  metals,  the  edges  are 
cleaned  and  sprinkled  with  powdered  rosin ;  a  tinned  copper  bolt  or  soldering  iron  is  made 
hot  and  applied  so  as  to  heat  the  edges  of  the  plates  ;  the  stick  of  solder  is  at  the  same 
time  forced  against  the  bolt,  and  the  solder  as  it  melts  is  dropped  into  the  joint. 

The  copper  bolt  is  also  used  to  supply  the  heat  in  soldering  light  work  in  lead,  such  as 
lattices.  The  soldering  iron  cannot  be  used  for  thick  pieces  of  metal,  as  it  will  not  im- 
part sufficient  heat  to  tiieir  edges. 

When  joints  are  to  be  made  between  thicker  pieces,  the  latter  must  have  their  surfaces 
first  tinned  separately  and  then  the  solder  run  in  between  them. 

A  blowpipe  flame  is  sometimes  used  as  the  source  of  heat  in  soldering  these  metals. 

FLDXEa — The  fluxes  used  are  as  follows  : — 
For  hard  soldering — Borax. 

For  soft  soldering — (with  solders  of  about  2  tin,  1  lead) — ^the  flux  is  varied 
according  to  the  metals  to  be  united,  as  shown  below  : — * 

Metals,  Fluxes, 

Cast-iron,  malleable  iron,  steel  1  ^  i  .     « 

'  '  (  Sal  ammoniac.^ 


/n,  ,  .  I  /  Sal  ammoniac,  chlonde  of 

Copper,  brass,  cmn-metal        .  <         .  ! 

^^    '  '  °  (       zinc,  or  rosin. 

{ 


Tinned  iron 


Chloride  of  zinc 
or  rosin. 
Zinc  ....  Chloride  of  zinc 

Pewter         ....  Qallipoli  oiL 

Lead  with  coarse  solder         .  Tallow. 

„        fine  solder  Rosin. 

Soldering  fluid  is  a  concentrated  solution  of  chloride  of  zinc 
^  Bloxam.  '  Seddon.  '  Ammonium  chloride. 
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TABLES. 

Tables  showing  the  properties  of  metals,  and  giving  the  weighta  of  plates, 
wiies,  tnbeH,  ai^ee,  tees,  and  eectiona  of  Tarions  kinds,  are  to  be  found  in 
Holeaworth'fi,  Huist'a,  and  other  engineering  pocket-books,  and  would  be  too 
Tolnminons  for  these  Note& 

Only  one  or  two  tables  are  therefore  inserted,  giving  the  most  necessaiy 
information  in  its  simplest  form  : — 


Hetau 

1 

i 

11 

i 

Rf  siBtanco  in 
Inui  par  ki,  inch 

St 

ll 
11 

i 

1 

1 

11«.p.r 

Bdl  metal    . 

S'O 

602 

104 

I-* 

•q.  inr-.h. 

Btamath      . 

B-B 

614 

1-28 

1-46 

... 

B07- 

■0014 

Bnn,  ordin- 

wy-2flop- 

S'3 

G19 

1-08 

13-0 

5 

9,170,000 

1840° 

■0019 

Copper,  ™t. 

8-6 

637 

112 

lO'O 

„      sheet 

8'8 

55(1 

l'I4 

130 

■0017 

,.    monght 

89 

656 

116 

15-0 

15,000,000 

1990° 

-00170 

Oun-matHl,  8 

copper  to  1 
tin    . 

S-5 

G28 

110 

!4'0 

60 

9,900,000 

1900° 

■OOIBI 

Wrought  iron 

Bur 
PUU      . 

77 
7-8 

430 

487 

1-00 
1-01 

25 
20 

1-1 

29,000,000 
24,000.000 

f   3280' 

■0012 

Cut 

7-2 

460 

■94 

7 

S8 

17,000,000 

2700° 

-0011 

lMul,Cut    . 

11-3S 

709 

1'47 

8 

31 

■0028 

Bhwt. 

11-4 

713 

1-48 

1-5 

720,000 

612" 

'OOSS 

"^  . 

26 

14,000,000 

VMhKoa     . 

211! 

1344 

2-8 

aaso' 

■0008 

n«i,..4«dt 

7-8 

488 

1-01 

32 

8B 

30,000,000 

3300'' 

■0012 

•Hi™      . 

7-3 

468 

■B5 

2-0 

442° 

■0023 

m^M     . 

6-9 

42S 

■8B 

8-0 

770' 

■002B 

Hnnti  mettl 

8-2 

611 

I'Ofl 

22 

Th«  aboTe  Table  is  compiled  from  the  works  of  Raokine,  Pole,  AnrlersoD,  Unwin,  Males- 
worth,  Knd  othere,  who  bare  eit«nited  the  results  of  tlie  beet  eiperimenU  np  to  the  prescDt 
time.  The  Bgiirea  given  trt  merely  approiirasle  averagea — liable  to  be  matsrially  altered 
I^  ilight  alteration  in  the  compoaition  of  the  metal  and  other  circnmstaocea. 

It  will  be  undentood  that  there  ii  great  lariation  in  the  itrength  or  diffareat  deecrip- 
tloBS  or  the  aame  metal.  Particulara  r<^arding  Uieaa  are  given  for  the  more  Important 
metali,  such  ai  iron  and  steel,  in  the  Ttblea,  pp.  30S-SI1. 
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Ck>ntraotion  of  Metals  in  Cooling. — Table  showing  tlie  Contraction  of 

difTerent  Metals  in  Castino. 


Mbtau 

Contraction. 

In  flractiona  of 
linear  dimen- 
sions. 

In  parts  of  an 
unit  per  foot  of 
linear  dimen- 
sions. 

Cast  iron 
Copper . 
Zinc      . 
Gun  metal 
Yellow  brass  . 
Lead     . 

A 

\ 
\ 

\ 
k 

A 

Melting  Points  of  Alloys  of  Iiead  and  Tin.^ 


Temp. 

Lead. 

Tin.' 

Temp. 

Lead. 

Tin. 

400 

11 

8 

490 

14 

4 

410 

25 

16 

500 

83 

8 

420 

7 

4 

510 

19 

430 

15 

8 

520 

25 

440 

8 

4 

530 

30 

450 

17 

8 

540 

38 

460 

9 

4 

550 

48 

470 

10 

4 

558 

25 

480 

23 

8 

630 

1 

0 

Gauges. — ^The  Bibminohah  Wire  Qauoe,  known  also  as  the  Birmingham 
Iron  Wire  Oauge,  the  Sheet  Iron  Gauge,  and  the  Wire  Gauge,  was  at  one  time 
used  for  sheet  iron,  steel,  hoop  iron,  tubes,  and  wire,  but  is  now  reserved  for  the 
three  latter.  Hoo^  iron  and  wire  are,  however,  frequently  measured  by  other 
wire  gauges,  and  by  manufacturers'  special  gauges  ;  and  sheet  iron  made  ir 
South  Staffordshire  by  a  special  gauge,  also  known  as  the  Birmingham  Wirr 
Gauge, 

The  following  Table  gives  the  thicknesses,  as  carefully  measured  by  Mr 
Holtzapffel,  and  given  in  his  Mechanical  Manipulation,  The  mark  00000  is 
not  shown  in  his  list,  but  is  frequently  added  ; — 


^  Extracted  from  Box  On  Heat, 
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Mark  or  No. 

ofGnsge. 

Thickness  in 
inches. 

Mark  or  No. 
of  Gauge. 

Thickness  in 
inches. 

Mark  or  No. 

of  Gauge. 

Thickness  in 
inches. 

Mark  or  No. 
of  Gauge. 

Thickness  in 
inches. 

00000 

0-500 

7 

0-180 

18 

0-049 

29 

0^013 

0000 

0-454 

8 

0-165 

19 

0^042 

30 

0012 

000 

0^426 

9 

0-148 

20 

0  036 

31 

0^010 

00 

0^380 

10 

0-134 

21 

0  032 

32 

0  009 

0 

0-340 

11 

0-120 

22 

0-028 

33 

0-008 

1 

0^300 

12 

0-109 

23 

0  026 

34 

0  007 

2 

0-284 

13 

0-096 

24 

0-022 

35 

0^005 

8 

0-269 

14 

0^088 

25 

0-020 

36 

0^004 

4 

0-238 

15 

0  072 

26 

0-018 

6 

0-220 

16 

0-065 

27 

0-016 

6 

0-208 

1  7 

0-068 

28 

0-014 

*'  Although  this  gage  seems  only  to  possess  40  terms,  in  reality  not  less  than 
60  sizes  of  wire  are  made,  as  intermediate  sizes  are  in  many  cases  added, 
and  occasionally,  though  the  sizes  are  retained,  their  numbers  are  variously 
altered."^ 

There  is  another  gauge,  ^own  as  the  Birmingham  Wire  Gauge,  used  for 
sheet  iron  in  some  parts  of  Staffordshire,  but  the  above  is  the  most  usual,  and 
is  generally  referred  to  by  the  initial  letters  B.W.Q. 

Whitworth's  Standard  Wire  Qaugb  is  the  most  accurate  of  any  hitherto 
introduced,  and  is  likely  to  come  into  general  use.  It  will  be  seen  that  the 
number  or  mark  of  the  gauge  is  the  number  of  thousandths  of  an  inch  in  the 
thickness : — 


No.  or 
Mark. 

Thick, 
ness. 
Inch. 

No.  or 
Mark. 

Thick- 
ness. 
Inch. 

No.  or 
Mark. 

Thick, 
ness. 
Inch. 

No.  or 
Mark. 

Thick- 
ness. 
Inch. 

No.  or 
Mark. 

Thick- 
ness 
Inch. 

1 

•001 

14 

•014 

34 

•084 

90 

•090 

280 

•280 

2 

•002 

15 

•016 

36 

•036 

95 

•096 

300 

-300 

3 

•003 

16 

•016 

38 

•038 

100 

•100 

325 

•326 

4 

-004 

17 

•017 

40 

•040 

110 

•110 

350 

•360 

5 

•006 

18 

•018 

45 

•046 

120 

•120 

375 

•876 

6 

•006 

19 

•019 

50 

•060 

135 

•136 

400 

•400 

7 

•007 

20 

-020 

55 

•066 

150 

•160 

425 

•426 

8 

•008 

22 

•022 

60 

•060 

165 

•166 

450 

•460 

9 

•009 

24 

•024 

65 

•066 

180 

•180 

475 

•476 

10 

•010 

26 

-026 

70 

•070 

200 

•200 

500 

•600 

11 

•Oil 

28 

•028 

75 

•076 

220 

•220 

12 

•012 

30 

•030 

80 

•080 

240 

•240 

13 

-013 

32 

•032 

85 

•085 

260 

•260 

Holtzapffel. 


GAUGES  AND  WEIGHT  OF  METALS. 


343 


The  BiBMiNaHAH  Metal  GAuas,  also  called  the  MddL  Gauge  or  the  PlaJU 
Gauge,  is  intended  for  sheet  metals— except  sheet  iron  and  steel — such  as 
copper,  brass,  gold,  silver,  etc. 

Copper  is,  however,  frequently  sold  by  the  Birmingham  Wire  Cktuge  given 
above,  and  by  the  special  gauges  of  manufacturers. 


BmMiNaHAH  Metal  Qaugi 

1 

Marie 

or  Na 

Thick- 
ness in 
inches. 

Mark 

or  No. 

Thlck- 
n^sin 
inches. 

Mark 
orNa 

Thick- 
ness in 
inches. 

Mark 
or  No. 

Thick- 
ness in 
inches. 

1 
2 
3 
4 
5 
6 
7 
8 
9 

•004 
•005 
•008 
•010 
•012 
•018 
•016 
•016 
•019 

10 
11 
12 
13 
14 
15 
16 
17 
18 

•024 
•029 
•034 
•036 
•041 
•047 
•051 
•067 
•061 

19 
20 
21 
22 
23 
24 
26 
26 
27 

•064 
•067 
•072 
•074 
•077 
•082 
•095 
•108 
•118 

28 
29 
30 
31 
32 
33 
34 
35 
36 

•120 
•124 
•126 
•183 
•143 
•145 
•148 
•168 
•167 

Weight  of  Metals. — ^Weight  in  lbs.  of  a  Square  Foot  of  Different 
Metals,  in  Thicknesses  varying  by  ^th  of  an  Inch. 


Thickness. 
Inches. 

Iron. 

z 

1 

1 

i 
1 

i 

1 

o 

• 

1 

tV 

2-8 

2^3 

2-5 

2  9 

2^3 

2^6 

2-7 

2  4 

3-7 

\ 

6-0 

4^7 

51 

5-8 

4^7 

6-3 

5-5 

4*8 

7-4 

A 

7-5 

7-0 

7-6 

8-7 

7^0 

8-2 

8^2 

7-2 

11-2 

i 

10  0 

9-4 

10-2 

11^6 

9  4 

11^0 

10'9 

9-6 

149 

A 

12-6 

11-7 

12-8 

14-6 

11-7 

13-7 

13-7 

12-0 

18-6 

i 

15  0 

141 

15-3 

17-2 

14-0 

16-4 

164 

14  4 

22  8 

A 

17-5 

16^4 

17^9 

20-0 

16^4 

19-2 

191 

16^8 

26  0 

i 

20  0 

18-7 

20-4 

22^9 

18-7 

21  9 

21-9 

19-3 

29  7 

A 

22-5 

21-1 

25  0 

25  7 

21-1 

24^6 

24  6 

21^7 

88  4 

i 

25  0 

23-5 

25^5 

28-6 

23-4 

27^4 

27^3 

24  1 

871 

« 

27  5 

25^8 

28^1 

31-4 

25-7 

30^1 

30  •© 

26  5 

40  9 

i 

30^0 

28  1 

80-6 

84  3 

28  1 

32  9 

32-8 

28^9 

44^6 

« 

82-5 

30-5 

33  ^2 

37-2 

30-4 

35^6 

35  •O 

31-8 

48  •S 

1 

85  0 

32-8 

85-7 

40  0 

32-8 

88-3 

38  2 

83  7 

620 

« 

37-5 

35-2 

38-3 

42-9 

35  1 

41^2 

41-0 

361 

55  7 

1 

40-0 

37-5 

40-8 

45-8 

37-5 

43-9 

43-7 

38-5 

59-4 

The  weight  per  square  foot  to  any  gauge  can  eaaily  be  obtained  from  the  aboTe  table 
by  multiplying  the  weight  of  a  square  foot  of  the  metal  1  inch  thick  by  the  thickness  of 
the  gauge  in  inches  or  parts  of  an  inch. 


TIMBER. 

A  THOROUGH  knowle^  of  the  nature  and  properties  of 
diffetent  kinda  of  timber  is  very  .important  to  the  ei^ineer 
or  architect 

Before  entering  upon  a  description  of  the  different  varieties  of 
timber  under  the  forms  in  which  they  generally  come  into  the 
market,  it  will  be  advisable  to  make  a  few  remarks  on  the  growth 
of  trees.  A  very  slight  knowledge  of  this  branch  of  the  subject  is 
necessary  in  order  that  other  points  more  intimately  connected 
with  the  practical  use  of  timber  may  be  clearly  understood, 

OfOWtlL  of  Ttmb. — Tho  timber  oied  in  buUdiiig  and  engineering  work  is 
obtained  from  trees  of  the  dasa  known  hy  botaniata  aa  "  Kvoffent"  or  outvaid 


In  trees  of  this  class  the  atem  grows  hj  the  deposit  of  snccesaive  lajers  of 
wood  on  the  out^e  under  the  bark,  while  at  the  same  time  the  baik  becomes 
thicker  by  the  deposit  of  layers  on  its  under  side. 

Upon  examining  the  cross  section  of  such  trees  (ee«  Fig.  147}  we  find 
that  the  wood  is  made  up  of  several  concentric  layers  or  rings,  each  ring  con- 
risting  in  general  of  two  parta — the  outer  part  being  generally  darker  ia 
Golonr,  denser,  and  more  solid  than  the  inner  part,  the  difference  between 
the  parts  varying  in  different  kinds  of  trees. 

lieBe  layera  are  called  "  annual  rtn^*,"  because  one  of  tltem  is,  as  a  rale, 
deposited  every  year,  in  a  manner  which  will  be  presently  explained. 

In  the  centre  of  the  wood  is  a  column  of  pith,  p,  from  which  planee,  seen 
in  section  as  thin  lines,  m  m  (in  many  woods 
not  discernible),  radiate  toward  the  bark,  and 
in  some  cases  similar  lines,  m  m,  converge  from 
the  bark  toward  the  centre,  but  do  n^  reach 
the  pith. 

liiese  radiating  lines  are  known  as  "  mtdul- 

}  lary  rayi"  ot  "  tranivene  iqtia."     When  they 

i  of  laige  size  and  strongly  marked,  as  in 

some  kinds  of  oak,  they  present  if  cut  obliquely, 

k  beautiful  figured  appearance,  called  "  tilver 

^ain  "  or  "ftlL" 

The  wood  is  composed  of  bundles  of  cellular 
^*  ^*^'  tubes,  which   serre  to  convey  the  required 

nourishment  from  the  earth  to  the  leaves. 
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The  action  of  the  sap  in  a  temperate  climate  is  as  follows : — 

In  the  spring  the  root  absorbs  juices  from  the  soil,  which  are  converted 
into  sap,  and  ascend  through  the  cellular  tubes  to  form  the  leaves. 

At  the  upper  surface  of  the  leaves  the  sap  gives  off  moisture,  absorbs  carbon 
from  the  air,  and  becomes  denser  ;  after  the  leaves  are  full  grown,  vegetation  is 
suspended  imtil  the  autumn,  when  the  sap  in  its  altered  st^te  descends  by 
the  under  side  of  the  leaves,  chiefly  between  the  wood  and  the  bark,  where 
it  deposits  a  layer  of  new  wood  (the  annual  ring  for  that  year),  a  portion  at 
the  same  time  being  absorbed  by  the  bark.  During  this  time  the  leaves 
drop  off,  the  flow  of  sap  then  almost  stops,  and  vegetation  is  at  a  standstill 
for  the  winter. 

With  the  next  spring  the  operation  recommences,  so  that  year  after  year 
a  distinct  layer  of  wood  is  added  to  the  tree. 

The  above  description  refers  to  temperate  climates,  in  which  the  drcnla- 
tion  of  sap  stops  during  winter  ;  in  tropical  climates  it  stops  during  the  diy 
season. 

Thus,  as  a  rule,  the  age  of  the  tree  can  be  ascertained  from  the  number 
of  annual  rings,  but  this  is  not  always  the  case.  Sometimes  a  recurrence 
of  exceptionally  warm  or  moist  weather  will  produce  a  second  ring  in  the 
same  year. 

As  the  tree  increases  in  age,  the  inner  layers  are  filled  up  and  hardened, 
becoming  what  is  called  '' duramen"  or '' heartwoodP  The  remainder  is  called 
*'  aUmmum"  or  "  sapwood/*  The  sapwood  is  softer  and  lighter  in  colour  than 
the  heartwood,  and  can  generally  be  easily  distinguished  from  it. 

In  addition  to  the  strengthening  of  the  wood  caused  by  the  drying  up  of 
the  sap,  and  consequent  hardening  of  the  rings,  there  is  another  means  by 
which  it  is  strengthened — that  is,  by  the  compressive  action  of  the  bark. 
Each  layer,  as  it  solidifies,  expands,  exerting  a  force  upon  the  bark,  which 
eventuaUy  yields,  but  in  the  meantime  offers  a  slight  resistance,  compress- 
ing the  tree  throughout  its  bulk.^ 

The  sapwood  is  generally  distinctly  bounded  by  one  of  the  annual  rings, 
and  can  thus  be  sometimes  distinguished  from  stains  of  a  similar  colour 
which  are  caused  by  dirty  water  soaking  into  the  timber  while  it  is  lying 
in  the  ponds  (see  p.  376).  These  stains  do  not  generally  stop  abruptly 
upon  a  ring,  but  penetrate  to  different  depths,  colouring  portions  of  the 
various  rings. 

The  heartwood  is  stronger  and  more  lasting  than  the  sapwood,  and  should 
alone  be  used  in  good  work. 

The  annual  rings  are  generally  thicker  on  the  side  of  the  tree  that  has 
had  most  sun  and  air,  and  the  heart  is  therefore  seldom  in  the  centre. 

Felling, — ^While  the  tree  is  growing  the  heartwood  is  the  strongest,  but 
after  the  growth  has  stopped  the  heart  is  the  first  part  to  decay.  It  is 
important,  therefore,  that  tiie  tree  should  be  felled  at  the  right  age. 

The  proper  age  varies  with  different  trees,  and  even  in  the  same  tree 
under  different  circumstances.  The  induration  of  the  sapwood  should  have 
reached  its  extreme  limits  before  the  tree  is  felled^  but  the  period  required 
for  this  varies  with  the  soil  and  climate. 

Trees  cut  too  soon  are  full  of  sapwood,  and  the  heartwood  is  not  fully 
hardened. 

1  Laslett 
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The  ages  at  which  the  under-mentioned  trees  should  be  felled  are  stated 
by  Tredgold  to  be  as  follows : — 


Oak 
Ash 
Larch 
Elm 

Spruce     . 
Scotch  Fir 


60  to  200  years ;  100  years  the  best 
From  50  to  100  years. 


I 

I  From  70  to  100  years. 


Oak  bark,  which  is  very  valuable,  is  sometimes  stripped  in  the  spring,  when 
it  is  loosened  by  the  rising  sap.  The  tree  is  felled  in  the  winter,  at  which 
time  the  sapwood  is  found  to  be  haidened  Uke  the  heart  This  practice  is 
said  by  Tredgold  to  improve  the  timber. 

Mr.  Laslett  says  thsct  ^  to  select  a  healthy  tree  for  felling  we  must  seek  for 
one  with  an  abundance  of  young  shoots,  and  the  topmost  branches  of  which 
look  strong,  pointed,  and  vigorous,  this  being  the  most  certain  evidence 
that  it  has  not  yet  passed  maturity." 

The  best  season  for  felling  timber  is  at  midsummer  or  midwinter  in  tem- 
perate, or  during  the  dry  season  in  tropical  climates,  when  the  sap  is  at  rest 

SqvMrvng. — ^Directly  the  tree  is  felled  it  should  be  squared,  or  cut  into 
scantling,  in  order  that  the  air  may  have  free  access  to  the  interior. 

Charaoterifltios  of  Good  Timber.  —  The  quality  of  timber 
depends  gready  upon  the  treatment  the  tree  has  received,  the  time 
of  felling,  and,  above  ^  on  the  nature  of  the  soil  in  which  it  has 
grown. 

These  branches  of  the  subject  do  not  fall  within  the  province 
of  the  engineer  or  builder,  and  will  not  here  be  entered  upon ;  it 
will  be  sufficient  to  point  out  some  of  the  characteristics  by  which 
good  timber  may  be  known. 

Good  timber  should  be  firom  the  heart  of  a  sound  tree — the  sap 
being  entirely  removed,  the  wood  uniform  in  substance,  straight  in 
fibre,  free  from  large  or  dead  knots,  flaws,  shakes,  or  blemishes  of 
any  kind« 

If  freshly  cut  it  should  smell  sweet ;  "  the  surface  should  not  be 
woolly,  or  clog  the  teeth  of  the  saw,"  but  should  be  firm  and  bright, 
with  a  silky  lustre  when  planed;  a  disagreeable  .smeU  betokens 
decay,  and  "  a  dull  chalky  appearance  is  a  sign  of  bad  timber." 

The  annual  rings  should  be  regular  in  form ;  sudden  sweUs  are 
caused  by  rind-galls ;  closeness  and  narrowness  of  the  layers  indi- 
cate slowness  of  growth,  and  are  generally  signs  of  strengtL 
When  the  rings  are  porous  and  open,  the  wood  is  weak,  and  often 
decayed. 

The  colour  of  good  timber  should  be  uniform  throughout ;  when 
it  is  blotchy,  or  varies  much  in  colour  from  the  heart  outwards 
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01  becomes  pale  suddenly  towards  the  limit  of  the  sapwood,  it  is 
probably  diseased. 

Among  coloured  timbers  darkness  of  coloar  is  said  by  BanUne 
to  be  in  general  a  sign  of  atrength  and  durability. 

Good  timber  is  sonorous  when  struck.  A  dull  heavy  sound 
betokens  decay  within  (see  p.  379).  Among  specimens  of  the 
same  timber,  the  heavier  are  generally  the  stronger. 

Timber  intended  for  use  in  important  work  should  of  course  be 
free  from  the  defects  mentioned  in  page  374.  The  knots  should 
not  be  large  or  numerous,  and  on  no  account  should  they  be  loose. 

The  worst  position  for  large  knots  is  when  they  are  near  the 
centre  of  the  balk  required,  and  more  especially  when  they  are  so 
situated  as  to  form  a  ring  round  the  balk  at  one  or  more 
points. 

The  sap  should  be  entirely  removed.  According  to  Mr.  Laslett, 
however,  the  heart  of  trees  having  the  most  sapwood  is  geodrally 
stronger  and  better  in  quality  than  the  heart  of  trees  of  the  same 
species  that  have  but  little  sapwood. 

The  strongest  part  of  the  tree  is  generally  that  which  contains 
the  last-formed  rings  of  heartwood,  so  that  the  strongest  scantlings 
are  obtained  by  removing  no  more  rings  than  those  containing  the 
sap. 

Timber  that  is  thoroughly  dry  weighs  less  than  when  it  was 
green  (see  p.  374) ;  it  is  also  harder,  and  consequently  more  diffi- 
cult to  work, 

DeibotB  in  Timber. — There  are  Beveral  defects  in  timber  caused  by  the 
nature  of  the  soil  upon  which  the  tree  was  grown,  and  hj  the  yiciButndeB  to 
which  it  has  been  subjected  while  growing. 

Htartthaktt  ore  splits  or  clefts  occurring  in  the  centre  of  the  tree.    They 
are  common  in  nearly  every  kind  of  timber.     The  splits  Bie  ii 
haidly  visible  ;  in  othen  ibty  extend  almost  across 
the  tree,  dividing  it  into  segments. 

When  there  is  one  defi  right  across  the  tree  it  does    . 
not  occasion  much  waste,  as  it  divides  the  squared  I 
trunk  into  two  substantial  balks.      Two  clefts  en 
ing  one  another  at  right  oaglea,  as  in  Fig.  148,  moke 
it  impossible  to  obtain  scantlings  larger  than  o 
fourth  the  area  of  the  tree. 

The  woiBt  form  of  heartshake,  however,  is  one  .^ 
which  the  splits  twist  in  the  length  of  the  tree,  thus  '*  '^^■ 

making  it  impossible  to  convert  the  tree  into  small  scantlings  or  planks. 

Stanhaka  are  those  in  which  several  splits  radiate  from  the  c«ntre  of  the 
timber,  as  in  Fig.  149. 

Cfu^pAaiu  are  curved  splits  separating  the  whole  or  part  of  one  annual 
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Fig.  Ui. 


Fig.  IGO. 


ling  from  another  (see  Fig.  1 50].  When  they  oocnpf  only  a  miall  portion  of 
a  ring  thef  do  no  great  haitn. 

I^iad-QalU  aie  peculiar  curved  swallinga,  caused  geneiallf  by  the  growth  of 
lafen  over  the  woand  remaimng  after  a  branch  baa  been  imperfectly 
l<^pedo£ 

npuU  are  portions  of  the  timber  in  which  the  fibres  have  been  injured  by 
cnuhing. 

FaainiM  is  a  yellow  or  red  tinge  caused  by  indpient  decay. 

DoaHntu  is  a  speckled  stain  found  in  beech,  American  oak,  and  other 
timberH. 

Twi*Ud  Fibret  are  caused  by  the  action  of  a  prevalent  wind,  tnnung  the 
tzee  constantly  in  one  direction.  Timber  thus  iiynred  is  not  fit  lot  aqoariug, 
as  so  many  of  the  fibres  would  be  cut  through. 


CLASSIFICATION-  OF  TIBIBER. 

The  following  claasific&tion  of  timber  is  &  modification  by 
Professor  Banbine  and  Mr.  Hurst  of  that  originallj  proposed  by 
Tredgold: — 

Class  I. — Pnrs  Wood  (natortl  oidBr  Con}fcra). 

ClunoMriitla.  KxamplM. 

AnQiukl  rlpga  Tsiy  distinct ;   pores  I  Fin<^    Fir,    Larch,    Cawrisi   Cedar, 

filled  with  reaiiioas  matter ;   one        Crpras,  Yew,  soil  Juniper.    Of 

port  of  each  ring  hard  and  darlc,  I      Uieae  the  first  six  only  am  In  ordi- 

the  other  salt  and  light  coloured.  |      duj  luia,  and  will  be  deearibad. 


Class  IL — Hakd  Wood  or  Leap  Wood  (no 


IS  and  non-eonifsToui). 


r    Wth  distinct 
I  large  msdnltary 


{No  diatiact 
large  medullary 


OiAimcterlitln, 
SuMiv.  I,    *  nniT«l  rings  distinct ;  one  '\ 
aide   ponnu,  the    Other  j- 

Svbdiv.  II.  Asuusl  ringa  not  distinct ;  j 
texture  neaily  uniform,   j 

SvhAvB.  I.  Annual  rin^  distinct ;  onel 
side  poroni,  the  other  > 
compact  J 


r      Mahogany, 

I  Walnut,  Poplar, 

1     Teak,Qraen- 
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With  regard  to  the  above  Table  Professor  Bankine  remarks : — 

"  The  chief  practical  bearings  of  this  classification  are  as  follows. 

"  Fir  wood,  or  coniferous  timber,  in  most  cases  contains  tur- 
pentine. It  is  distinguished  by  straightness  in  the  fibre  and  regu- 
larity in  the  figure  of  the  trees ;  qualities  favourable  to  its  use  in 
carpentry,  especially  where  long  pieces  are  required  to  bear  either 
a  direct  pull  or  a  transverse  load,  or  for  purposes  of  planking. 
At  the  same  time  the  lateral  adhesion  of  the  fibres  is  small,  so 
that  it  is  much  more  easily  shorn  and  split  along  the  grain  than 
hardwood,  and  is  therefore  less  fitted  to  resist  thrust  or  shearing 
stress,  or  any  kind  of  stress,  that  does  not  act  along  the  fibres. 
Even  the  toughest  kinds  of  firwood  are  easily  wrought. 

"  In  hard  wood,  or  non-coniferous  timber,  there  is  no 
turpentine.  The  degree  of  distinctness  with  which  the  struc- 
ture is  seen,  whether  as  regards  medullary  rays  or  annual  rings, 
depends  upon  the  degree  of  difference  of  texture  of  different 
parts  of  the  wood.  Such  difference  tends  to  produce  unequal 
shrinking  in  drying,  and  consequently  those  lands  of  timber  in 
which  the  medullary  rays  and  the  annual  rings  are  distinctly 
marked  are  more  liable  to  warp  than  those  in  which  the  texture 
is  more  uniform.  At  the  same  time,  the  former  kinds  of  timber 
are,  on  the  whole,  the  more  flexible,  and  in  many  cases  are  very 
tough  and  strong,  which  qualities  make  them  suitable  for  struc- 
tures that  have  to  bear  shocks."  ^ 

The  classification  shown  above  is  that  made  by  botanists  and 
given  by  most  TiTiters  on  timber. 

For  many  practical  purposes,  however,  the  timber  used  upon 
engineering  and  building  works  may  be  divided  into  two  classes  : — 

Soft  Wood,  including  firs,  pines,  spruce,  larch,  and  all  cone- 
bearing  trees. 

Hard  Wood,  including  oak,  beech,  ash,  elm,  mahogany,  etc. 

Claaaifloation  of  Fir  Timber. — ^The  different  trees  incladed  under  the  general  bead 
of  **  Fir  Timber  "  are  divided  by  botanists  into  the  pines  and  firs,  'which  produce  timber 
of  very  different  quality,  and  are  distinguished  in  the  growing  tree  by  the  leaves,  the 
shape  of  the  cones,  and  by  other  peculiarities. 

Th^  Pint  (Pinuft)  has  slender  green  needle-shaped  leaves,  growing  in  clusters  of 
from  two  to  six  (according  to  the  sx>ecies)  from  the  same  stalk.  It  has  one  straight  tap 
root,  the  trunk  does  not  taper  much,  the  wood  is  close  grained,  fibrous,  very  durable, 
full  of  resinous  matter,  and  of  a  high  bright  colour.  The  cones  have  thick  woody  scales 
that  do  not  fall  away  from  the  axis. 

T?ie  Fir  or  Spruce  (Abies)  has  straight  short  leaves,  which  come  off  singly  from  the 
stalks.  The  roots  are  ramified,  the  trunk  tapers  more  than  that  of  the  pine,  the  shape  of 
the  tree  is  more  pyramidal,  the  wood  is  of  a  much  lighter  colour,  and  not  nearly  to  dur- 

^  Ranldne,  Oiml  ETigineering,  p.  440. 
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able.    The  cones  are  long  and  pendulous,  with  thin  woody  scales  that  do  not  fall  away 
fh>m  the  axis. 

No  attention  is,  however,  paid  to  these  botanical  distinctions  in  the  classi- 
fication adopted  on  building  or  engineering  works. 

The  carpenter  generally  gives  the  name  ^  to  all  red  and  yellow  timber 
from  the  Baltic,  somewhat  similar  timber  from  America  he  calls  pine,  whereas 
all  white  wood  from^  either  place  is  known  as  tprwce. 

Market  Forms  of  Timber. — Before  proceeding  further,  it  will 
be  well  to  describe  the  different  forms  to  which  timber  is  con- 
verted for  the  market. 

A  Log  is  a  trunk  of  a  tree  with  the  branches  lopped  oE 

A  Balk  is  obtained  by  roughly  squaring  the  log. 

Fib  timber  is  imported  in  the  forms  and  under  the  designations  mentioned 
below. 

Hand  Masts  are  the  longest,  soundest,  and  straightest  trees  after  being 
topped  and  barked. 

The  term  is  technically  applied  to  those  of  a  circumference  between  24  and 
72  inches.  '*  They  are  measured  by  the  hand  of  4  inches,  there  being  also  a 
fixed  proportion  between  the  number  of  hands  in  the  length  of  the  mast  and 
those  contained  in  the  circumference  taken  at  \  the  length  from  the  butt  end."  ^ 

Spars  or  Poles  have  a  circumference  of  less  than  24  inches  at  the  base. 

Inck  Masts  are  those  having  a  circumference  of  more  than  72  inches,  and 
are  generally  dressed  to  a  square  or  octagonal  fotm. 

Balk  Timber  consists  of  the  trunk,  hewn  square,  generally  with  the  axe, 
(sometimes  with  the  saw),  and  is  also  known  as  square  timber. 

Planks  are  parallel-sided  pieces  from  2  inches  to  6  inches  thick,  1 1  inches 
broad,  and  from  8  to  21  feet  long. 

Deals  are  similar  pieces  9  in.  broad  and  not  exceeding  4  in.  in  thickness. 

Whole  Deals  is  the  name  sometimes  given  to  deals  2  in.  or  more  in  thickness. 

Cut  Deals  are  less  than  2  in.  thick. 

Battens  are  similar  to  deals,  but  only  7  in.  broad. 

Ends  are  pieces  of  plank,  deal,  or  batten  less  than  8  feet  long. 

Scaffold  and  Ladder  Poles  are  from  young  trees  of  larch  or  spruca  They 
average  about  33  feet  in  lengthy  and  are  classed  according  to  the  diameter  of 
their  butts. 

Bickers  are  about  22  feet  long,  and  under  2^  in.  diameter  at  the  top  end. 
The  smaller  sizes  are  called  Spars,* 

Oak  is  supplied  as  follows  in  her  Majesty's  dockyards.' 

Bough  Tin^er^  consisting  of  the  tnmk  and  main  branches  roughly  hewn  to 
an  octagonal  section. 

Sided  Timber,  being  the  trunk  split  down  and  roughly  formed  to  a  poly- 
gonal section. 

Thick  Stuff, — Not  less  than  24  feet  long,  and  of  an  average  length  of  at 
least  28  feet,  from  11  to  18  inches  wide  between  the  sap  in  the  middle  of 
its  length,  and  from  4^  inches  to  8^  inches  thick. 

Planks. — ^Not  less  than  20  feet  long,  and  of  an  average  length  of  at  least 
28  feet,  the  thickness  from  2  to  4  inches,  and  the  width  (clear  of  sap)  required 

1  Laslett.  >  Seddon*B  Notes.  *  Laslett 
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at  the  middle  of  the  length  varying  according  to  the  thickness,  t.e.  between 
9  and  15  inches  for  3,  3^,  and  4  inch  planks,  between  8  and  16  inches  for  2 
and  2^  inch  planks. 

Wanet  Timber  is  a  term  used  for  logs  which  are  not  perfectly  square.  The 
balk  cut  being  too  large  for  the  size  of  the  tree,  the  square  comers  of  the 
balk  are  wanting,  and  their  place  is  taken  by  flattened  or  rounded  angles,  often 
showing  the  bark,  and  called  wanes. 

Compass  Timber  consists  of  bent  pieces,  the  height  of  the  bend  from  a 
straight  line  joining  the  two  ends  being  at  least  6  inches  in  a  length  of 
12  feet. 


DESCEIPTIONS  OF  DIFFEEENT  KINDS  OF  TIMBEE.^ 

PINE  WOOD  OR  SOFT  WOOD. 

Northern  Pine  {Pinus  sylvestris), — This  timber,  frequently 
known  as  "  red  or  yeUow  fir,"  is  from  the  "  Scotch  fir  "  tree. 

The  term  Northern,  Pine  has  been  introduced  by  Mr.  Hurst  for  the  reasons 
given  in  the  following  remarks,  extracted  from  his  Handbook : — 

*'  Much  confusion  has  arisen  among  architects  and  builders  owing  to  the 
absurd  practice  of  naming  this  timber  after  the  ports  of  shipment,  and  also 
from  confounding  the  pines  {PintLs)  with  the  firs  {Ahie»\  although  they  belong 
to  distinct  genera.  .  .  .  The  P.  sylvestris  is  essentially  a  wood  of  north- 
em  climates,  and  will  thrive  at  greater  elevations  and  in  higher  latitudes 
than  even  the  fir  ;  hence  the  term  '  northern  pine  *  given  to  it  by  the  author 
in  his  edition  of  Tredgold's  carpentry,  and  also  adopted  throughout  this  work.** 

This  tree  grows  in  Scotland,  and  also  in  the  Baltic  and  Bnssia^ 
whence  most  of  the  timber  used  in  this  country  is  imported,  both 
in  balks,  and  also  in  planks,  deals,  and  battens. 

Tredgold  gives  the  following  description  of  the  appearance  of 
this  timber : — 

"  The  colour  of  the  wood  of  different  varieties  of  Scotch  fir  differs  consider- 
ably. It  is  generally  of  a  reddish  yellow,  or  a  honey  yellow  of  various 
degrees  of  brightness. 

<*  It  consists  in  the  section  of  alternate  hard  and  soft  circles  ;  the  one  part 
of  each  annual  ring  being  soft  and  light  coloured,  the  other  harder  and  dark 
coloured.  It  has  no  larger  transverse  septa,  and  has  a  strong  resinous  odour 
and  taste.  It  works  easily  when  it  does  not  abound  in  resin  ;  and  the  foreign 
wood  shrinks  about  ir'trth  part  of  its  width  in  seasoning  from  the  log. 

*'  In  the  best  timber  the  annual  rings  are  thin,  not  exceeding  ^  inch  in 
thickness.     The  dark  parts  of  the  rings  are  of  a  bright  and  reddish  colour, 

'  Taken  chiefly  from  the  works  of  Tredgold,  Hurst,  Newland,  Laslett,  and  Rankine. 
These  works  contain  a  great  deal  of  information  regarding  varioos  foreign  timbers 
not  used  in  this  country,  and  also  as  to  the  less  common  varieties  of  home  growth, 
which  it  is  unnecessary  here  to  enter  upon. 
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the  wood  hard  and  diy  to  the  feel,  neither  leaving  a  woolly  stuiace  after  the 
iaw  nor  filling  its  teeth  with  renn.     *    *    * 

^  The  inferior  kinds  hare  thick  annoal  rings — in  some  the  dark  parta  of 
the  ringi  are  of  a  honej  yellow,  the  wood  heavj,  and  filled  with  soft  reainotis 
matter,  feels  clammy,  and  chokes  the  saw. 

^Timber  of  this  kind  is  not  durable  nor  fit  for  bearing  strains.  Mar 
Forest  timber  is  often  of  this  kind.  In  other  inferior  kinds  the  wood  ia 
spongy,  contains  less  resinous  matter,  and  presents  a  woolly  sur&oe  after  the 


^  Swedish  timber  is  often  of  this  kind,  and  is  then  inferior  in  strength  and 
stifbess." 

Mr.  Fincham,  quoted  by  Mr.  Hurst,  says  further — 

**  If  the  timber  is  good,  its  parts,  on  being  separated,  appear  stringy  and 
oppose  a  strong  adhesion,  and  the  shavings  from  the  plane  will  bear  to  be 
twisted  two  or  three  times  round  the  fingers  ;  whereas  if  the  stick  is  of  bad 
quality,  or  in  a  state  of  decay  and  has  lost  its  resinous  substances,  the  chips 
and  shavings  come  off  short  and  brittle,  and  with  much  greater  ease." 


VARIETIES  IN  GENERAL  USR 

Balk  Timber. — ^The  best  balks  of  northern  pine  ore  imported 
from  Dantzic,  Memel,  Riga. 

Dantzio  Timber  is  grown  chiefly  in  Prussia,  and  takes  its  name  from  the 
port  where  it  is  shipped. 

Appearanee, — Its  general  appearance  answers  to  the  description  given  above, 
though  in  colour  it  is  rather  whiter  than  other  varieties. 

Characteristies, — ^This  timber  is  strong,  tough,  elastic,  easily  worked,  and 
durable  if  well  seasoned. 

It  contains,  especially  in  small  trees,  a  large  proportion  of  sapwood,  which 
in  fresh  timber  can  hardly  be  distinguished  from  the  heartwood,  and  it  fre- 
quently contains  large  and  dead  knotSw     The  heart  is  often  loose  and  ''  cuppy.*' 

Market  forms. — Dantzic  balks  are  from  18  to  45  feet  long,  and  geneially 
14  to  16  inches  square. 

The  deals  vary  from  2  to  5  inches  in  thickness,  and  in  length  firom  18  to 
60  feet 

The  classification  of  this  timber,  and  of  that  from  Memel,  as  to  qualities, 
etc,  is  given  at  pp.  370,  371. 

Memel  Timber  is  very  similar  to  that  from  Dantzic,  but  is  considered 
hardly  so  strong.  The  scantlings  of  the  balks  are  rather  smaller,  being  from 
13  to  14  inches  square. 

Riga  Timber  is  like  the  other  varieties  just  described,  but  the  annual 
rings  are  closer. 

It  is  slightly  inferior  to  Dantzic  in  strength,  is  remarkable  for  its  straight 
growth,  for  the  small  proportion  of  sap  it  contains,  and  for  its  freedom  from 
knots.  It  is,  however,  frequently  a  little  shaky  at  the  centre,  and  is  therefore 
not  so  fit  for  conversion  into  deals  as  other  varieties. 

This  timber  is  only  once  sorted  for  masts  before  it  is  exported,  and  ia 
placed  in  the  market  without  the  brands  described  on  p.  370. 
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NoBWAT  Timber  is  of  small  size,  tongli,  and  durable,  but  it  geneially  con- 
tains a  good  deal  of  sapwood. 

The  balks  are  only  about  8  or  9  inches  square. 

Swedish  Timber  somewhat  resembles  that  from  the  Prussian  ports,  but 
the  balks  are  generally  tapering  in  form,  of  small  size,  and  not  of  good 
quality. 

Ayyptaranct, — The  wood  is  of  a  yellowish- white  colour,  soft,  clean,  and 
straight  in  grain,  with  small  knots  and  very  little  sap,  but  the  balks  are 
generally  shaky  at  the  heart,  and  therefore  unfit  for  conversion  into  deals. 

Mr.  Laslett  says — ^^  There  is  little  to  recommend  the  Swedish  fir  to  flEivonr- 
able  notice  beyond  the  fact  of  its  being  cheap  and  suitable  for  the  coarser 
purposes  in  carpentry." 

It  is  used  chiefly  for  scaffolding. 

Market  forms. — The  balks  are  generally  from  20  to  35  feet  long,  and  from 
10  to  12  inches  square.  , 

The  classification  of  Baltic  timber  is  given  at  pp.  370,  371,  in  c«mnection 
with  the  description  of  the  marks  upon  it. 

Flanks,  DealSy  and  Battens. — Planks,  deals,  and  battens  from 
the  Baltic,  when  cut  from  thei  northern  pine  (Pinus  sylvcstris) 
are  known  as  yellow  deal  or  ^fd  deal.  When  cut  from  the 
spruce  {Abies),  (see  p.  349),  they"*«ire  called  white  deals. 

It  would  be  very  difficult  to  give  a  list  of  all  the  dififerent  varieties  of 
planks,  deals,  and  battens  of  northern  pine  to  be  found  in  the  market,  with  a 
detailed  description  of  each. 

The  minute  distinctions  which  exist  in  appearance  and  quality  could 
not  be  described  on  paper,  and  any  attempt  to  point  out  these  differences 
would  not  l)e  of  any  practical  value. 

Mr.  Laslett  says  that  taking  deals,  battens,  etc.,  "  in  a  general  way  the 
order  of  quality  would  stand  first  or  best  with  Prussia ;  then  with  Russia, 
Sweden,  and  Finland  ;  and  lastly  with  Norway." 

The  following  list  mentions  only  a  few  of  the  principal  ports  from  which 
manufactured  timber  is  imported,  and  the  salient  or  most  marked  character- 
istic, if  any,  which  is  peculiar  to  each  kind  : — 

Prussian. — Memel^  DanUic^  and  Stettin, — The  deals  imported  are  very 
durable  and  adapted  for  external  work,  but  they  are  chiefly  used  for  ship- 
building. 

The  exix>rt  of  deal  from  the  Prussian  ports  of  Dantzic,  Meniel,  Stettin,  etc.,  is  almost 
entirely  confined  to  yellow  planks  and  deck  deals,  called  also  red  deals,  2  to  4  inches 
thick,  used  for  shipbuilding." 

"  The  reason  for  this  is  that  the  timber  from  the  southern  ports  being  coarse  and  wide 
in  the  grain,  could  not  compete  in  the  converted  form,  as  deals,  etc.,  with  the  closer- 
grained  and  cleaner  exports  from  the  more  northern  ports."  ^ 

Russian. — Petersburg ,  Onega,  Archangel,  Narva. — These  are  the  best  deals 
imported  for  building  purposes.  They  are  very  free  from  sap,  knots,  shakes, 
or  other  imperfections  ;  of  a  clean  grain,  and  hard  well-wearing  surface*,  which 
makes  them  well  adapted  for  flooring,  joinery,  etc 

The  lower  qualities  are,  however,  of  course  subject  to  defects. 

^  Seddon. 
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Petersburg  deals  are  apt  to  be  shaky,  having  a  great  many  centres  in  the  planks  and 
deals,  but  the  best  qualities  are  very  clean  and  free  from  knots."  ^ 

These  deals  are  very  subject  to  dry  rot. 

All  the  Russian  deals  are  said  ^  to  be  unfit  for  work  exjxMed  to  damp.  In  those  from 
Archangel  and  Onega  "  the  knots  are  often  surrounded  by  dead  bark,  and  drop  out  when 
the  timber  is  worked."  ' 

Wyhorg  deals  are  sometimes  of  very  good  quality,  but  often  full  of  sap. 

Finland  and  Ntland  are  stated  by  Newland  to  be  14  feet  long,  very 
durable,  but  fit  only  for  the  carpenter. 

Norwegian. — Ghristiania,  Drank — ^Yellow  deals  (as  well  as  white,  see  p. 
353)  and  battens  are  imported  from  Christiania,  together  with  battens  from 
Dram.  They  used  to  bear  a  high  character,  being  clean  and  carefully  con- 
verted, but  are  now  very  scarce. 

A  good  deal  of  the  Norwegian  timber  is  imported  in  the  shape  of  prepared 
flooring  and  matched  boarding. 

Dram  battens  are  often  found  to  be  sufiering  from  diy  rot,  especially  when 
they  are  badly  stacked. 

Swedish. — (hfle,  Stockholm^  Holmsund^  Soderhamj  Oottenburg^  Hemosand, 
Sundswall. — *^  The  greater  portion  of  the  Swedish  timber  is  coarse  and  bad, 
but  some  of  the  very  best  Baltic  deal,  both  yellow  and  white,  comes  from 
Qefle  and  Soderham." 

**  The  best  Swedish  deals  run  more  sound  and  even  in  quality  than  the  Russian  ship- 
ments, from  the  diflTerent  way  in  which  the  timber  is  converted. 

'*  A  balk  of  Russian  timber  is  all  cut  into  deals  of  one  quality,  hence  the  numerous 
hearts  or  centres  seen  amongst  them,  which  are  so  liable  to  shake  and  split ;  whereas  in 
Swedish  timber  the  inner  and  the  outer  wood  are  conrerted  into  different  qualities  of 
deals.     Hence  the  value  of  first-class  Swedish  goods. 

"  4-inch  deals  should  never  be  used  for  cutting  into  boards  as  they  are  cut  from  the 
centres  of  the  logs.  S-inch  deals,  the  general  thickness  of  Russian  goods,  are  also  open 
to  the  same  objection.  Swedish  2^  and  2-inch  deals  of  good  quaJity  are  to  be  pre- 
ferred to  8-inch,  since  they  are  all  cut  from  the  sound  outer  wood ;  although,  being  a 
novelty  in  the  market,  and  their  value  not  understood,  they  are  cheaper.*'  ^ 

It  will  be  seen  from  the  above  quotation  that  the  first  qualities  of  Swedish 
deals  have  a  high  character  for  freedom  from  sap,  etc.  The  lower  qualities 
have  the  usual  defects,  being  sappy,  and  containing  large  coarse  knots. 

Mr.  Newland  considers  Swedish  deals  fit  for  ordinary  carcase  work,  and 
Mr.  Hurst  says  that  from  their  liability  to  warp  they  cannot  be  depended 
upon  for  joiners*  work. 

Uses, — Swedish  deals  are  commonly  used  for  all  purposes  connected  with 
building,  especially  for  floors. 

Amerioan  Pine. — ^There  are  three  or  four  descriptions  of  this 
timber  in  the  market,  which  wiU  now  be  described. 

As  a  rule  American  pine  is  in  many  respects  inferior  to  that 
from  the  Baltic.  It  is  generally  weaker,  and  comparatively 
wanting  in  durability.  On  the  other  hand,  it  is  clean,  free  from 
defects,  and  easily  worked. 

American  Red  Fine  {Pinus  nthra),  also  Pinus  resinosa,  takes  its  name 
from  the  red  colour  of  its  bark,  and  is  known  generally  as  Canada  Red  Pint'. 


Seddon.  *  Newland. 
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Whert  found, — Canada. 

Appearance, — Reddish  white,  clean  fine  grain.  Very  like  Memel,  bnt  with 
larger  knots. 

Characteristics, — Small  timber,  very  solid  in  centre,  not  much  sap  or  pith, 
tough,  elastic,  does  not  warp  or  split,  moderately  strong,  few  laige  knots, 
very  durable  where  well  ventilated,  adheres  well  to  glue,  not  mudh  loss  in 
conversion. 

U^ses. — By  cabinetmakers  for  veneering,  sometimes  for  internal  fittings  of 
houses. 

Market  farms, — Logs  16  to  50  feet  lon<ij,  10  to  18  inches  square,  and 
about  40  cubic  feet  in  content ;  classed  as  "  large,'*  "  mixed,"  and  "  building  " 
sizes. 

American  Tellow  Fine  {Pinus  strohus)  is  produced  from  a  straight  and 
lofty  tree  found  in  North  America  ;  used  to  be  sometimes  known  as  *'  Wey- 
mouth Pine,"  because  it  was  first  introduced  into  this  country  by  Liord  Wey- 
mouth.    In  America  it  is  called  white  pine  from  the  colour  of  its  bark. 

Its  leaves  grow  in  tufts  of  5.  The  cones  are  very  long,  with  loosely  arranged 
scales. 

Appearance. — ^Tlie  wood  when  freshly  cut  is  of  a  white  or  pale  straw  colour, 
but  becomes  of  a  brownish  yellow  when  seasoned  The  annual  rings  are  not 
very  distinct,  the  grain  is  clean  and  straight  ;  the  wood  is  very  light  and 
soft,  when  planed  has  a  silky  surface,  and  is  easily  recognised  by  the  short 
detached  dark  thin  streaks,  like  short  hair  lines,  which  always  appeari  run- 
ning in  the  direction  of  the  grain. 

Characteristics. — The  timber  is  as  a  rule  clean,  free  from  knots,  and  easily 
worked,  though  the  top  ends  of  logs  are  sometimes  coarse  and  knotty  ;  it  is 
also  subject  to  cup  and  heart  shakes,  and  the  older  trees  to  sponginess  in  the 
centre.  It  adheres  to  glue,  but  does  not  hold  nails  well.  Tliis  timber  often 
arrives  in  this  country  in  an  incipent  state  of  dry  rot,  and  it  is  very  subject 
to  that  disease. 

It  lasts  well  in  a  dry  climate,  such  as  that  of  America,  but  is  not  durable 
in  England. 

Uses. — Yellow  pine  is  much  used  in  America  for  carpenters*  work  of  all 
kinds  ;  it  is  also  used  for  the  same  purpose  in  Scotland,  and  in  some  large 
English  towns,  but  in  London  and  the  neighbourhood  it  is  considered  inferior 
in  strength  to  Baltic  timber. 

The  great  length  of  the  logs  and  their  freedom  from  defects  causes  this 
timber  to  be  extensively  used  for  masts  and  yards  whose  dimensions  are  so 
great  tliat  they  cannot  be  procured  from  Baltic  timber. 

For  joinery  this  wood  is  invaluable,  being  wrought  easily  and  smoothly 
into  mouldings  and  ornamental  work  of  every  description.  It  is  parti- 
cularly adapted  for  panels  on  account  of  the  great  width  in  which  it  may 
be  procured,  and  it  is  also  extensively  used  for  making  patterns  for  castings. 

Market  farms. — The  best  is  imported  as  inch  masts  roughly  hewn  to  an 
octagonal  form. 

Next  come  logs  hewn  square  from  18  feet  to  60  feet  long,  averaging 
about  16  inches  square,  and  containing  about  66  cu})ic  feet  in  each  log.  A 
few  pieces  are  only  14  inches  square,  and  short  logs  may  be  had  exceeding 
even  26  inches  square.     Some  is  imported  as  "  waney  timber  *'  (see  p.  351). 

A  few  3-inch  deals  aY^  imported,  varying  in  width  from  9  to  24  inches,  and 
even  as  wide  as  32  inches. 
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The  best  American  yellow  deals  are  shipped  at  Quebec  "  Goods  from  the 
more  southern  ports,  such  as  Richibucto,  Miramichi,  Shedac,  etc,  are  of  inferior 
quality," 

Classification, — ^American  yellow  deals  are  divided  into  three  principal 
classes. 

Brights. 

Dry  floated. 

Floated. 

Each  of  these  is  divided  into  three  qualities,  according  to  their  freedom 
from  sap,  knots,  etc  ;  the  first  quality  should  be  quite  free  from  all  defects. 
First  quality  brights  head  the  classification,  then  first  quality  dry  floated, 
next  first  quality  floated  ;  then  come  second  quality  brights,  second  quality 
dry  floated,  and  so  on. 

Brights  consist  of  deals  sawn  from  picked  logs  and  shipped  straight  from 
the  sawmills. 

Floated  deals  are  floated  in  rafts  down  the  rivers  from  the  felling  grounds  to 
the  shipping  ports. 

Dry  floated  deals  are  those  which,  after  floating  down,  have  been  stacked 
and  dried  before  shipment 

'*  The  floating  of  the  deals  damages  them  considerably,  besides  discoloaring 
them.  The  soft  and  absorbent  nature  of  the  wood  causes  them  to  warp  and 
shake  very  much  in  drying,  so  that  floated  deals  should  never  be  used  for 
fine  work."  ^ 

Quebec  Tellow  Fine  {Firms  variahilis)  is  imported  chiefly  from  the  place 
after  which  it  is  named.  It  is  used  for  masts  and  yards  of  large  ships,  but 
not  much  for  other  purposes. 

Fitch  Fine  {Pinus  rigida)  has  its  leaves  in  threes,  scales  of 
cones  rigid,  sharp  edges,  rough  bark. 

The  best  of  this  tiiiilKT  comes  from  the  southern  states  of 
North  America,  chiefly  fi^om  the  ports  of  Savannah,  Darien,  and 
Pensacola. 

Airpenraiuc. — The  wood  has  a  reddish-white  or  brown  colour  ; 
the  annual  rings  are  wide,  strongly  marked,  and  form  beautiful 
figures  when  the  wood  is  wrought  and  varnished. 

Characteristics. — ^The  timl^er  is  very  full  of  resinous  matter, 
which  makes  it  extremely  durable,  but  sticky  and  difficult 
to  plane.  It  is  hard,  heavy,  very  strong,  free  from  knots,  but 
containing  a  large  proportion  of  sapwood.  It  is  subject  to 
heart  and  cup  shake,  and  soon  rots  in  a  moist  atmosphere.  The 
wood  is  brittle  when  dry,  and  its  elasticity,  strength,  and 
durability  are  often  reduced  by  the  practice  of  "  bleeding "  or 
tapping  the  tree  for  the  sake  of  the  turpentine  it  contains.  It  is 
too  full  of  resin  to  take  paint  well. 

Uses. — Pitch  pine  is  used  for  the  heaviest  timber  structures  in 

^  Seddon. 
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engineering  works,  where  great  strength  and  lasting  properties  are 
required ;  also  by  shipbuilders  for  deep  planks ;  by  builders  for 
floors  (being  very  durable  under  wear),  for  window  sills,  and  for 
ornamental  joinery  of  all  kinds.  The  heartwood  is  good  for 
pumps. 

Market  forrtis. — Logs  11  to  18  inches  square  (averaging  16 
inches  square)  and  20  to  45  feet  long ;  planks  3  to  5  inches  Uiick, 
10  to  15  inches  wide,  and  20  to  45  feet  long. 

White  Fir  or  Spruce  {Abies  excelsa), — This  timber  is  from  trees 
found  in  Norway,  in  most  of  the  mountainous  parts  in  the 
north  of  Europe,  in  North  America,  and  also  in  this  country. 

The  peculiarities  of  the  tree,  leaves,  etc.,  are  given  at  page  349. 

The  wood  is  generally  known  in  this  country  as  wHte  deal. 

Apjyearance, — The  wood  is  of  a  yellowish-white,  or  sometimes 
of  a  brownish-red  colour,  becoming  of  a  bluish  tint  when  exposed 
to  the  weather.  The  annual  rings  are  cleariy  defined,  the  surface 
has  a  silky  lustre,  and  the  timber  contains  a  large  number  of 
very  hard  glossy  knots,  by  which  it  may  be  easily  recognised. 

The  sapwood  is  not  distinguishable  from  the  heart. 

Characteristics. — This  timber  is  tough,  sometimes  fine  grained, 
light,  and  elastic,  not  difficult  to  work,  except  where  the  knots 
occur,  shrinks  but  little,  and  takes  a  fine  polish. 

It  is,  however,  soft ;  it  warps  very  much,  unless  restrained  when 
seasoning,  and  is  wanting  in  durability. 

It  is  moreover  knotty  ;  inferior  in  strength  to  the  red  and 
yellow  pine,  not  so  easily  worked,  and  is  apt  to  snaj)  under  a 
sudden  shock. 

Uses. — The  deals  are  used  for  the  coarser  descriptions  of 
joinery,  cheap  flooring  boards,  etc.,  for  backing  to  veneers,  for 
panels,  also  for  packing-cases  and  other  common  work. 

"  It  is  a  nice  wood  for  tops  of  dressers,  shelves,  and  common 
tables,  but  being  liable  to  warp  it  should  not  be  cut  too  thin,  not 
under  an  inch  if  possible.  For  sticking  mouldings,  and  the  finer 
kinds  of  joiners'  work,  it  is  not  fit,  as  the  hard  knots  turn  the 
plane  iron."  ^ 

The  trees  being  generally  straight,  strong,  and  elastic,  are  used 
for  small  spars  for  ships  and  boats,  for  ladders  and  scaffold  i)oles. 

Baltio  Spruce  comes  chiefly  from  Norway,  also  from  Sweden,  Russia,  and 
Prussia. 

^  Scddou's  Notes, 
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CharacteriMtt^*, — ''  I>ecifle«l]j  the  ton^^iect  and  most  lasting  of  all  the  coni- 
feroiM  in)fti,**  *  feiy  Mtrong  and  dnraUe — shrinks  rerj  much — straight  and 
evi;n  in  grain,  ami  free  from  laige  knots,  very  liable  to  warp,  but  stands  well 
if  thoroughly  dry — is  harder  to  worik  than  Baltic  fir — ^hnt  snrfaee  is  smoother, 
when  worked.     Dears  nails  driven  into  it  better  than  any  of  the  pinea. 

UuM, — Cyliiefly  for  posts  and  palings  exposed  to  weather,  railway  sleepers, 
etc ;  also  for  flooring,  stairs,  and  other  positions  where  it  will  have  to 
withstand  wear. 

Amkbican  Larchkis  are  the  black  variety  (Larix  pendula)  known  as  JJaeJt- 
matack  or  as  Tcvnuirak ;  and  also  the  red  variety  {Larix  mierocarpa). 

Till)  tinilHir  from  these  trees  resembles  that  from  the  European  larch. 

The  Cedar  {Gedrui  Libani)  properly  so  called,  comes  ham  Mount  Lebanon, 
and  Asia  Minor,  and  is  not  much  known  in  this  country. 

Tlin  wocmI  generally  known  as  cedar  is  from  trees  of  the  genus  Junipenu, 

ThiMC  trees  are  found  in  Virginia,  Bermuda,  Florida,  and  also  in  India, 
Austral  in,  etc. 


HimIiIoii.  ■  Ncwlnnd.  '  Brown's  Forester,  p.  278. 
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Ajpfearanct, — Tlie  heartwood  is  a  reddish  brown,  eapwood  white,  straight- 
grained,  and  porous. 

Characteristics, — Very  light  and  brittle,  and  wanting  in  strength  ;  Tredgold 
says  it  is  about  f  the  strei^h  of  the  best  red  pine  ;  is  easily  worked  ;  does 
not  shrink  much ;  is  very  durable  when  well  ventilated.  Has  a  pungent  odour 
which  often  unfits  it  for  internal  joinery,  but  protects  it  from  being  attacked 
by  insects.  A  resinous  substance  exudes  from  the  timber  when  freshly  cut, 
and  makes  it  difficult  to  work. 

Uses. — ^Making  pencils,  furniture,  toys,  carvings  ;  and  in  Bermuda  for  ship 
and  boat  building,  for  doors,  window  fiames,  sashes,  and  internal  joinery. 

Market  forms, — Imported  in  logs  from  6  to  10  inches  square. 

The  Cypress  {Oupressus  sempervirais)  furnishes  a  timber  sometimes  known 
as  cedar. 

It  is  found  in  Cyprus,  Asia  Minor,  Persia,  etc 

The  wood  is  strong,  very  durable,  has  a  strong  odour,  resists  worms 
and  insects,  and  is  much  used  in  Malta  and  Candia  for  building  purposes. 

The  Oregon  Pine  or  Douglas  Pine  {Abies  Dou^laisi)  is  found  in  N.W. 
America. 

It  resembles  Canadian  red  pine  in  appearance,  but  is  slightly  harder. 

A  few  spars  and  a  little  timber  and  plank  are  sent  to  this  country,  but 
there  is  no  regular  trade. 

The  Kawrie,  Cowrie,  or  Cowdie  Pine  {Dammara  Australis)  is  found  only  in 
New  Zealand. 

Appearance, — ^The  heartwood  is  yellowish  white,  fine  and  straight  in  grain, 
with  a  silky  lustre  on  surface. 

Characteristics, — Generally  very  free  from  defects  ;  may  be  obtained  per- 
fectly clean  ;  is  very  light,  strong,  and  elastic  ;  has  an  agreeable  odour  when 
worked  ;  is  less  liable  to  shrink  than  most  firs  and  pines,  except  when  cut  into 
narrow  strips  ;  imites  well  with  glue,  and  is  very  durable. 

Uses. — Makes  first-rate  masts  and  spars ;  is  used  for  parts  of  military 
bridges  ;  is  good  for  joinery. 

HARD  WOOD  OR  LEAF  WOOD. 

The  varieties  of  timber  of  this  class  most  in  use  for  building 
purposes  are  oak,  beech,  ash,  elm,  mahogany,  teak.  These,  with 
a  few  others,  will  now  be  described  in  more  or  less  detail,  ac- 
cording to  their  importance. 

Oak. — Of  this  timber  there  are  several  varieties  found,  both  in 
this  country,  and  also  in  America,  Holland,  and  the  Baltic. 

British  Oak. — The  principal  British  varieties  are — 

The  Stalk-fruited  or  Old  English  Oak  (Quercus  robur  or  Quercus 
peduiiculata),  in  which  the  acorns  have  long  stalks,  and  the  leaves 
short  stalks. 

Hie  Cluster-fruited  or  Bay  Oak  (Qtcercus  sessiliflora),  of  which 
the  acorns  grow  in  close  clusters  with  very  short  stalks,  and  the 
leaves  have  longer  stalks,  some  nearly  an  inch  long. 
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Durmast  Oak  (Qtiercus  ptibescens)  has  short  stalks  for  the  acoms 
and  long  stalks  for  the  leaves,  like  the  bay  oak,  but  is  distin- 
guished by  "  the  under  side  of  the  leaves  being  somewhat  downy."  ^ 

Appearance. — Good  oak  is  of  a  light  brown  or  brownish-yellow 
colour,  with  a  hard,  firm,  and  glossy  surface.  A  reddish  tinge  and 
dull  surface  are  signs  of  decay.  The  annual  rings  are  very  nar- 
row and  regular,  each  having  a  compact  and  a  porous  layer,  the 
pores  in  the  latter  being  very  smalL  Wide  rings  and  lai^e  pores 
are  signs  of  weakness.  The  medullary  rays  are  hard  and  compact; 
where  they  are  small  and  indistinct  the  wood  is  stronger. 

When  the  timber  is  cut  obliquely  across,  beautiful  markings  of 
silver  grain  appear,  being  caused  by  the  cropping  out  of  the  lai^e 
medullary  rays. 

Characteristics. — Sound  heart  of  oak  is  very  durable  in  eartli 
or  water.  It  has  been  known  to  last  1000  years  when  well  ven- 
tilated. 

The  timber  is  very  strong,  hard,  and  tough,  warps  in  seasoning. 
It  is  very  elastic,  easily  bent  to  curves  when  steamed  or  heated. 
It  is  not  easily  splintered,  but  is  rather  liable  to  the  attacks  of 
insects. 

It  contains  gallic  acid,  which  makes  it  more  durable,  but  cor- 
rodes iron  fastenings. 

Young  oak  is  tougher,  more  cross-grained,  and  harder  to  work 
than  old  oak. 

Uses, — Oak  is  used  for  all  purposes  where  strength  and  dura- 
bility are  required  in  engineering  structures. 

Hie  builder  employs  it  for  window  and  door  sUls,  treads  of 
steps,  keys,  wedges,  trenails,  etc.,  in  common  work,  also  for  supe- 
rior joinery  of  all  kinds,  for  gateposts,  etc. 

Comparison,  of  (he  Different  Varieties, — It  is  generally  considered  that  the 
timber  from  the  stalk-fruited  oak  is  superior  to  that  from  the  Bay  oak. 

The  respective  characteristics  of  the  two  varieties,  as  given  by  Tredgold, 
Bankine,  and  other  observers,  are  as  follows  : — 

The  wood  of  the  stalk-fruited  oak  is  lighter  in  colour  than  the  other.  It 
has  a  straight  grain,  is  generally  free  from  knots,  has  numerous  and  distinct 
medullary  rays,  and  good  silver  grain  ;  it  is  easier  to  work  and  less  lialile  to 
warp  than  the  timber  of  the  Bay  oak,  and  is  better  suited  for  ornamental 
work,  for  joists,  rafters,  and  wherever  stif&ess  and  accuracy  of  form  are 
required  ;  it  splits  well  and  makes  good  laths. 

The  timber  of  the  cluster-fruited  oak  is  darker  in  colour,  more  flexible, 
tougher,  heavier,  and  harder  than  that  of  the  stalk-fruited  oak  ;  it  has  but 

^  Laslett. 
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few  laige  medullary  rays,  so  that  in  old  buildings  it  has  been  mistaken  for 
chestnut ;  it  is  liable  to  warp,  and  difficult  to  split ;  it  is  not  suited  for  laths 
or  ornamental  purposes,  but  is  better  than  the  other  where  flexibility  or  resbt- 
ance  to  shocks  are  required. 

Mr.  Britton  says  that  dry  rot  was  introduced  into  ships  by  using  the  Bay  oak. 

Mr.  Laslett  says  that  the  timber  of  the  sesnli/ora  is  a  little  less  dense  and 
compact  than  that  of  the  pedunctdatay  but  they  so  much  resemble  each  other, 
that  "  few  surveyors  are  able  to  speak  positively  as  to  the  identity  of  either." 

The  Durmast  oak  is  decidedly  of  inferior  quality. 

Felling. — Oak  is  sometimes  felled  in  the  spring  for  the  sake  of  the  bark 
instead  of  being  stripped  in  the  spring  and  felled  in  the  winter  as  described 
at  p.  346).  The  tree  being  then  full  of  sap,  the  timber  it  yields  is  not  of  a 
durable  character. 

Amerioan  Oak. — ^There  are  many  varieties  of  this  timber,  but  that  chiefly 
imported  into  this  country  is  the  White  Oak  (Quercua  alba)y  so  called  from 
the  white  colour  of  its  bark.  It  is  this  variety  that  is  generally  known  in 
this  country  as  American  Oak,  or  Pasture  Oak.  It  is  found  from  Canada  to 
Carolina ;  the  best  comes  from  Maryland. 

Appearance. — ^The  wood  has  a  pale  reddish-brown  colour,  with  a  straighter 
and  coarser  grain  than  English  oak. 

Characteristics. — ^The  timber  is  sound,  hard,  and  tough,  very  elastic,  shrinks 
very  slightly,  and  is  capable  of  being  bent  to  any  form  when  steamed.  It  is 
not  so  strong  or  durable  as  English  oak,  but  is  superior  to  any  other  foreign 
oak  in  those  respects. 

Uses. — This  timber  may  be  used  for  shipbuilding,  and  for  many  parts  of 
buildings  in  which  English  oak  is  used. 

Market  forms. — It  is  imported  in  very  large  sided  logs  varying  from  26  to 
40  feet  in  length,  and  from  12  to  28  inches  in  thickness,  also  in  2  to  4  inch 
planks,  and  in  thick  stuff  of  4^  to  10  inches. 

Other  varieties  of  American  oak  are — 

TJie  Canadian  or  Jted  Oak  (Quercus  rubra)  has  wood  of  a  brown  colour,  light  and 
spongy  in  grain,  moderately  durable ;  is  used  for  furniture  and  cask  staves,  but  \&  unfit 
for  work  requiring  strength  and  durability. 

The  Live  Oak  {Quercus  virens),  with  wood  of  a  dark  brown  or  yellow  colour,  fine 
grain,  minute  pores,  distinct  medullary  rings,  twisted  grain.  The  logs  are  crooked,  very 
strong  and  durable,  suitable  for  ships.  This  wood  makes  good  mallets  and  cogs  for 
machinery.     It  is  difficult  to  obtain  in  this  country. 

The  Iron  Oak  {Quercus  obtusiloba)  is  of  great  strength  and  durability,  but  of  small 
size,  and  is  chiefly  used  for  posts  and  fencing. 

The  Baltimore  Oak,  with  wood  of  a  reddish-brown  colour,  is  generally  weak,  and  soon 
decays. 

There  are  several  other  varieties  of  American  oak,  generally  inferior  to  the  above  men- 
tioned, and  seldom  met  with  in  this  country. 

Dantzic  Oak  is  grown  chiefly  in  Poland,  and  shipped  at  the  port  after 
which  it  is  named,  also  at  Memel  and  Stettin. 

Appearance, — It  is  of  a  dark  brown  colour,  with  a  close,  straight,  and  com- 
pact grain,  bright  medullary  rays,  free  from  knots,  very  elastic,  easily  bent 
when  steamed,  moderately  durable. 

Uses. — It  is  used  for  planking,  shipbuilding,  etc.    • 

Market  forms. — The  timber  is  carefully  classified  as  crown  and  crown  brack 
qualities. 

The  planks  are  classed  in  the  i<ame  way,  the  crown  and  crown  brack  marked 
respectively  W  and  WW. 
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It  is  imported  in  logs  from  18  feet  to  30  feet  long,  10  to  16  inches  sqaarey 
and  in  planks  averaging  32  feet  long,  9  to  16  inches  wide,  and  2  to  8 
inches  thick.^ 

French  Oak  is  stated  by  Mr.  Laslett  to  closely  resemble  British  oak  in 
colour,  quality,  texture,  and  general  characteristics. 

Biga  Oak  is  grown  in  Russia,  and  is  like  that  shipped  from  Dantzic,  but 
with  more  numerous  and  more  distinct  medullary  rays.  It  is  valued  for  its 
silver  grain,  and  is  imported  in  logs  of  a  nearly  semicircular  section. 

Italian  Oak — Sardinian  Oak, — ^This  timber  is  formed  from  several  varie- 
ties of  the  oak  tree.  It  is  of  a  brown  colour,  hard,  tough,  strong,  subject  to 
splits  and  shakes  in  seasoning,  difficult  to  work,  but  free  from  defects.  They 
are  extensively  used  for  shipbuilding  in  her  Majesty's  dockyards.^ 

AfHoan  Oak,  known  also  as  African  Teak  or  Mahogany,  is  brought  from 
Sierra  Leone,  and  has  many  of  the  characteristics  both  of  oak  and  teak. 

It  is  of  a  dark  red  colour,  hard,  close  grained,  difficult  to  work,  free  from 
splits  or  defects. 

It  is  much  used  for  shipbuilding,  but  is  too  heavy  for  architectural  purposes. 

Wainscot  is  a  species  of  oak,  soft  and  easily  worked,  not  liable  to  warp  or 
split,  and  highly  figured. 

This  last-mentioned  quality  is  obtained  by  converting  the  timber  so  as  to 
show  the  silver  grain  (see  p.  344).  It  makes  the  wood  very  valuable  for 
veneers,  and  for  other  ornamental  work. 

Wainscot  is  imported  chiefly  from  Holland  and  Biga,  in  semicircular  1<^ 

Clap  Boarding  is  a  description  of  oak  imported  from  Norway,  inferior  to 
wainscot,  and  distinguished  from  it  by  being  full  of  white-coloured  streaka 

Beeoh  {Fagus  sylvaiica)  is  known  as  black,  brown,  or  white 
beech,  all  procured  from  the  same  species  of  tree,  the  difference  in 
the  wood  being  caused  by  variety  in  soil  and  situation. 

This  tree  is  found  throughout  England  and  Scotland,  in  the 
temperate  parts  of  Europe,  in  America,  and  Australia. 

Appearance. — Has  remarkably  distinct  medullary  rays;  the 
annual  rings  are  visible ;  each  is  a  little  darker  on  one  side  than 
the  other,  and  is  full  of  very  minute  pores.  The  colour  is  a 
whitish  brown,  darker  or  lighter  according  to  the  variety;  the 
wood  has  considerable  beauty,  especially  when  the  silver  grain  is 
exposed. 

Characteristics, — The  wood  is  of  quick  growth,  light  specific  gra- 
vity, close  texture;  hard,compact,and  smooth  surface;  is  of  fine  grain, 
may  be  cut  into  thin  plates,  cleaves  easily,  is  not  difficult  to  work. 

It  is  durable  if  quite  dry  or  wholly  submerged  in  water,  but  if 
subjected  to  alternate  wet  and  dry  becomes  overspread  with 
yellowish  spots  and  soon  decays.  It  rots  quickly  in  damp  places. 
It  is  very  subject  to  the  attacks  of  worms,  and  contains  juices 
which  corrode  metal  fastenings. 
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The  white  variety  is  the  hardest,  but  the  black  is  tougher  and 
more  durabla 

Uses. — This  timber  is  not  much  used  by  the  engineer  except 
for  piles  under  water,  and  wedges ;  also  for  mallets,  carpenters' 
planes,  and  other  tools,  for  cogs  of  machinery,  cabinet  work,  and 
chairs. 

Alder  {AXnvji  glutinosa)  is  from  a  tree  found  in  both  Europe  and  Asia, 
generally  near  swamps  or  the  low  banks  of  rivers. 

Appearance, — ^The  wood  is  white  when  first  cut,  then  becomes  deep  red  on 
the  surface,  and  eventually  fades  to  reddish  yellow  of  different  shades.  The 
roots  and  knots  are  beautifuUy  veined. 

CharacterUtict. — Very  durable  in  water  when  wholly  submerged,  but  when 
used  above  ground  must  be  kept  perfectly  dry.  Is  soft,  light,  uniform  in  tex- 
ture, with  a  smooth  fine  grain,  and  very  easily  worked.  It  is  wanting  in  ten- 
acity, and  shrinks  considerably. 

Uses, — ^The  wood  is  useful  for  piles,  pumps,  patterns,  sides  of  stone  carts, 
packing  cases,  etc.  ;  also  used  for  wooden  bowls,  turnery,  and  furniture.  The 
roots  and  heart  are  used  for  cabinet  work.  The  bark  is  valuable  to  tanners, 
and  charcoal  from  the  wood  is  used  for  making  gunpowder. 

Sycamore  (Acer  pseudo-platanus)  is  from  a  tree  "generally  called  the 
plane  tree  in  the  north  of  England."  It  is  very  common  in  Great  Britain, 
and  is  found  in  Germany. 

Appearance. — The  wood  is  white  when  young,  but  becomes  yellow  as  the 
tree  grows  older,  and  sometimes  brown  near  the  heart. 

The  texture  is  uniform,  and  the  annual  rings  not  very  distinct 

There  are  no  large  medullary  rays,  but  the  smaller  rays  are  distinct. 

Characteristics, — Compact,  firm,  not  hard,  durable  when  dry,  does  not  warp, 
liable  to  be  attacked  by  worms.  In  large  trees  the  wood  is  generally  tainted 
and  brittle. 

Uses, — For  furniture,  turnery,  and  wooden  screws. 

Chestnut  {Castanea  vesca), — ^This  tree  flourishes  in  sandy  soils,  and  is  found 
in  most  parts  of  England,  in  the  south  of  Europe,  in  Africa,  and  North 
America. 

Appearance, — ^The  wood  resembles  that  of  oak  in  appearance,  but  can  be 
distinguished  from  it,  as  chestnut  has  no  distinct  large  medullary  rays.  The 
annual  rings  are  very  distinct,  and  the  wood  of  a  dark  brown  colour.  The 
timber  is  of  slow  growth,  and  there  is  no  sapwood. 

Characteristics, — Is  remarkably  durable,  easier  to  work  than  oak,  does  not 
shrink  or  swell  so  much  ;  the  young  wood  is  hard  and  flexible,  the  old  wood 
brittle. 

Uses, — Formerly  much  used  for  roofs  and  other  carpenters'  work,  and  still 
valuable  to  coachmakers,  wheelwrights,  etc. ;  also  for  posts,  hoops,  etc. 

Ash  (FraxintLS  excelsior). — This  tree  flourishes  throughout  Great 
Britain,  in  Asia,  and  America. 

Appearance. — The  colour  of  the  wood  is  brownish  white,  with 
longitudinal  yellow  streaks ;  each  annual  layer  is  separated  from 
the  next  by  a  ring  full  of  pores. 
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Characteristics, — The  most  striking  characteristic  possessed  by 
ash  is  that  it  has  apparently  no  sapwood  at  all — that  is  to  say,  no 
difference  between  the  rings  can  be  detected  until  the  tree  is  very 
old,  when  the  heart  becomes  black. 

The  wood  is  remarkably  tough,  elastic,  flexible,  easily  worked ; 
very  durable  if  felled  in  winter,  well  seasoned,  and  kept  dry,  but 
soon  rots  when  exposed  to  alternate  wet  and  dry.  Is  subject  to 
the  attacks  of  worms. 

The  timber  is  economical  to  convert,  in  consequence  of  the 
absence  of  sap.  "  Very  great  advantage  will  be  found  in  reducing 
the  ash  logs  soon  after  they  are  felled  into  plank  or  board  for 
seasoning,  since,  if  left  for  only  a  short  time  in  the  round  state, 
deep  shakes  open  from  the  surface,  which  involve  a  very  heavy 
loss  when  brought  on  later  for  conversion."  ^ 

Uses, — This  wood  is  too  flexible  for  most  building  purposes,  but 
is  very  useful  for  tool  handles,  shafts,  felloes  and  spokes  of  wheels, 
wooden  springs,  and  wherever  it  has  to  sustain  sudden  shocks. 

Canadian  and  Ahksican  Ash,  of  a  reddifih-white  colour,  is  imported  to 
this  cotmtiy  chiefly  for  making  oars.  These  varieties  have  somewhat  the 
same  characteristics  as  Engliflh  ash.  They  are  darker  in  colour.  The 
Canadian  variety  is  the  better  of  the  two. 

Elm  {Ulrrms), — No  less  than  five  varieties  of  this  tree  are  found 
in  Great  Britain,  besides  which  it  flourishes  in  many  parts  of 
Europe  and  in  America. 

The  principal  varieties  of  this  timber  are  as  follows  :— 

The  Common  English  or  Eough-leaved  Elm  {Ulmm  cam- 
pestris),  found  in  England,  France,  and  Spain, 

Appearance. — The  colour  of  the  heartwood  is  a  reddish  brown. 
The  sapwood  is  of  a  yellowish  or  brownish  white,  with  pores 
inclined  to  red.  The  medullary  rays  are  not  visible.  The  wood 
is  porous  and  very  twisted  in  grain. 

Chara£teristics. — ^The  wood  is  very  gtrong  across  the  grain ;  bears 
driving  nails  very  weU ;  is  very  fibrous,  dense,  and  tough,  and  offers 
a  great  resistance  to  crushing.  It  has  a  peculiar  odour,  and  is 
very  durable  if  kept  constantly  under  water  or  constantly  dry,  but 
will  not  bear  alternations  of  wet  and  dry.  Is  subject  to  attacks  of 
worms.  None  but  fresh-cut  logs  should  be  used,  for  after  expo- 
sure, they  become  covered  with  yellow  doaty  spots,  and  decay 
will  be  found  to  have  set  in.  The  wood  warps  very  much  on 
account  of  the  irregularity  of  its  fibre.     For  this  reason  it  should 
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be  used  in  large  scantling,  or  smaller  pieces  should  be  cut  just 
before  they  are  required ;  and  for  the  same  reason  it  is  difficult 
to  work.  One  peculiar  characteristic  of  elm  is  that  the  sapwood 
withstands  decay  as  well  as  the  heart 

If  elm  timber  is  stored  it  should  be  kept  under  water  to  prevent 
decay. 

The  timber  is  very  free  from  shakes,  but  frequently  contains 
lai^e  hollow  places  caused  by  rough  pruning  and  subsequent 
decay. 

Uses. — Elm  is  used  in  many  situations  where  it  is  subjected  to 
continual  wet — namely,  for  piles,  parts  of  pumps,  pulley  blocks, 
keels  and  planks  under  water  in  ships,  heavy  naval  gun  carriages, 
coffins,  naves  of  wheels,  etc. ;  also  for  various  purposes  by  carpen- 
ters, turners,  and  cabinetmakers. 

The  Wych  Elm,  of  which  there  are  two  varieties,  the  broad-leaved  {JJItmu 
tMnUxiM^^  the  smooth-leaved  wych  elm  {Ulumtis  glabra),  is  found  chiefly  in 
the  north  of  England,  Scotland,  and  Ireland. 

The  wood  is  of  a  somewhat  lighter  colour  than  the  common  elm.  It  is 
clean  and  straight  in  grain,  tough  and  flexible,  and  used  for  the  naves  of 
wheels  and  for  boatbuilding. 

The  Dutch  Elm  {Ulmus  major)  and  the  Corhbarked  Elm  (^Ulmus  suberoaa) 
both  furnish  inferior  timber. 

The  Canada  Bock  Mm  (Ulmus  racemosd)  is  grown  in  North  America, 
and  imported  chiefly  from  Canada. 

The  wood  is  of  a  w^hitish-brown  colour,  with  very  close  annual  rings.  It 
is  very  tough,  flexible,  free  from  knot«  and  sap,  with  a  fine  smooth  grain, 
but  liable  to  slirink  and  warp  unless  kept  under  water,  and  to  shakes  if 
exposed  to  the  sun  and  wind. 

Tlie  sap  is  not  durable  like  that  of  common  elm,  but  subject  to  decay. 

In  selecting  this  wood  only  those  logs  should  be  taken  which  have  an 
uniform  whitish  colour,  any  with  dark  annular  layers  full  of  moisture  being 
left  for  inferior  purpoRes.^ 

Common  Acacia  (Robinia  pseudo-acacia)  is  found  in  America. 

Appcara)ice. — The  wood  is  of  a  greenish-yellow,  colour,  with  reddish- 
brown  veins.  Its  structure  is  alternately  nearly  compact  and  very  porous, 
which  marks  distinctly  the  annual  rings.     It  has  no  large  medullary  rays. 

Characteristics. — It  is  very  durable,  heavy,  hard,  and  tough,  rivalling  the 
best  oak  in  these  respects.     The  timber  is  generally  of  small  size. 

Uses. — It  makes  first-rate  trenails,  and  very  excellent  durable  posts  for 
fencing,  sills  for  doors,  etc. 

Sabicu  (Acaci<i  formosa),  or  the  tnie  acacia,  is  found  in  the  "West  Indies 
and  Cuba. 

Appearance, — It  resembles  mahogany,  but  is  darker,  and  is  generally  well 
figured. 
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CharacUristics, — The  wood  is  very  heavy,  weathers  admirably ;  is  very 
free  from  sap  and  shakes. 

Mr.  Laslett  says  that  the  fibres  are  often  broken  during  the  early  stages  of 
the  tree's  existence,  and  that  the  defect  is  not  discovered  until  the  timber  is 
converted,  so  that  it  is  seldom  used  for  weight-carrying  beams. 

This  timber  is  much  used  in  shipbuilding,  and  also  by  the  cabinetmaker, 
but  not  in  engineering  works. 

Poplar  (Populus), — Of  this  tree  there  are  several  species  common  in  Eng- 
land. The  black  and  the  common  white  poplar  are  the  most  esteemed.  The 
Lombardy  poplar  is  inferior. 

Appearance, — The  colour  of  the  wood  is  a  yellowish  or  brownish  white. 
The  annual  rings  are  a  little  darker  on  one  side  than  the  other,  and  therefore 
distinct.     They  are  of  uniform  texture,  and  without  large  medullary  rays. 

Ckaracteristies, — ^The  wood  is  light  and  soft,  easily  worked  and  carved, 
only  indented,  not  splintered,  by  a  blow. 

It  should  be  well  seasoned  for  two  years  before  use.  When  kept  dry  it  is 
tolerably  durable,  and  not  liable  to  swell  or  shrink. 

Uses, — The  wood  not  being  easily  splintered  is  used  for  the  sides  of  carts 
and  barrows,  for  large  light  bam  doors,  for  packing-cases,  floors,  etc. 

Mahogany  comes  chiefly  from  Central  America  as  "  Honduras  " 
or  "Bay"  mahogany,  or  from  the  West  Indies  as  "Spanish 
mahogany." 

The  former  is  the  best  for  strength  and  stiffness ;  the  latter  the 
most  valued  for  ornamental  purposes. 

Honduras  Mahogany  is  found  in  the  country  round  the  Bay  of  Honduras, 
the  trees  being  of  considerable  size. 

Appearance. — ^The  wood  is  of  a  golden  or  red-brown  colour,  of  various 
shades  and  degrees  of  brightness ;  often  very  much  veined  and  mottled. 
The  grain  is  coarser  than  that  of  Spanish  mahogany,  and  the  inferior  qualities 
often  contain  a  large  number  of  grey  specks. 

Characteristics, — ^This  timber  is  very  durable  when  kept  dry,  but  does  not 
stand  the  weather  welL  It  is  seldom  attacked  by  dry  rot ;  contains  a  resin- 
ous oil  which  prevents  the  attacks  of  insects  ;  it  is  also  untouched  by  worms. 
It  is  strong,  tough,  and  flexible  when  fresh,  but  becomes  brittle  when  dry.  It 
contains  a  very  small  proportion  of  sap,  and  is  very  free  from  shakes  and 
other  defects.  The  wood  requires  great  care  in  seasoning,  does  not  shrink  or 
warp  much,  but  if  the  seasoning  process  is  carried  on  too  rapidly  it  is  liable  to 
split  into  deep  shakes  externally.  It  holds  glue  very  well,  has  a  soft  silky 
grain,  contains  no  acids  injurious  to  metal  fastenings,  and  is  less  combustible 
than  most  timbers. 

It  is  generally  of  a  plain  straight  grain  and  uniform  colour,  but  is  some- 
times of  wavy  grain  or  figured. 

Uses. — The  builder  uses  this  timber  chiefly  for  handrails,  to  a  small  extent 
for  joinery,  and  for  cabinet  work.  It  has  sometimes  been  used  for  window 
sashes  and  sills,  but  is  not  fit  for  external  work.  ''  It  has  been  laigely  used 
in  shipbuilding,  for  beams,  planking,  and  in  many  other  ways  as  a  substitute 
for  oak,  and  foimd  to  answer  exceedingly  well."  ^ 
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Market  f&HM, — Logs  from  2  to  4  feet  square,  and  12  to  14  feet  in  length. 
Sometimes  planks  have  been  obtained  6  or  7  feet  wide. 

"  Mahogany  is  known  in  the  market  as  *  plain/  '  veiny,'  *  watered/  '  velvet- 
cowl/  *  bird's-eye/  and  *  festooned/  according  to  the  appearance  of  the  vein- 
formations."  ^ 

Cuba  or  Spanisli  Mahogany,  from  the  island  of  Cuba,  is  distinguished  from 
Honduras  mahogany  by  a  white  chalk-like  substance  which  fills  its  pores.  The  wood  is 
very  sound,  free  from  shakes,  with  a  beautiful  wavy  grain  or  figure,  and  capable  of  re- 
ceiving a  high  polish.  It  is  used  chiefly  for  furniture  and  ornamental  purposes,  and  also 
for  shipbuilding. 

Mexican  Mahogany  shows  the  characteristics  of  Honduras  mahogany.  Some  varie- 
ties of  it  are  figured.  It  may  be  obtained  in  very  large  sizes,  but  the  wood  is  spongy  in 
the  centre,  and  very  liable  to  starshakes. 

It  is  imported  in  balks  15  to  36  inches  square,  and  18  to  30  feet  in  length. 

St.  Domingo  and  Nassau  Mahogany  are  hard,  heavy  varieties,  of  a  deep  red  colour, 
generally  well  veined  or  figured,  and  used  for  cabinet  works. 

They  are  imported  in  very  small  logs  from  3  to  10  feet  long,  and  from  6  to  12  inches 
square.* 

Jarrah,  or  Australian  Mahogany  {Eucalyptus  marginata),  comes  from  West 
Australia. 

Appearance, — ^The  wood  is  of  a  red  colour,  and  close,  wavy  grain,  with 
occasionally  figure  enough  for  ornamental  purposes. 

Characteristics. — Trees  decay  at  centre  ;  wood  is  very  brittle  ;  when  sound 
contains  a  pungent  acid  repellent  to  the  teredo,  which  is  said  never  to  pene- 
trate beyond  the  sap.  The  Dutch  Commission  referred  to  at  page  381  made, 
however,  no  exception  in  favour  of  this  wood.  It  is  also  said  to  resist  the 
white  ant.  It  is  full  of  defects  like  cupshakes,  but  filled  with  resin.  The 
wood  is  deficient  in  strength  and  tenacity,  and  very  subject  to  shrink  and 
warp  if  exposed  to  the  sun. 

Uses,  — It  is  admirably  adapted  for  piers,  jetties,  dock  gates,  piles,  and  for 
shipbuilding. 

Market  forms. — Very  little  is  imported  to  this  country.  The  sound 
trees  yield  timber  from  20  to  40  feet  long  and  11  to  24  inches  square.* 

Teak  {Tectona  grandis),  sometimes  called  Lidian  Oak,  is 
found  in  Southern  India,  Pegu,  Java,  Siam,  and  Burmah. 

The  lightest,  cleanest,  and  most  flexible  comes  from  Moulmein ; 
the  heaviest  and  strongest  from  Johore ;  and  the  most  handsomely 
figured  variety  from  the  Vindhyan  forests.  The  Malabar  teak  forests 
are  nearly  exhausted.  The  timber  from  these  forests  is  darker  and 
stronger  than  that  from  Moulmein,  but  very  full  of  shakes. 

AppcuraTice. — The  wood  has  a  fine  straight  grain.  It  some- 
what resembles  English  oak  in  appearance,  but  has  no  visible 
medullary  rays.     The  annual  rings  are  very  narrow  and  regular. 

The  colour  varies  from  brownish  yellow  to  dark  brown.  The 
texture  is  very  uniform,  though  porous. 

CliarcLcteristU'S. — The  timber  is  stronger  and  stiffer  than  Eng- 
lish oak,  light,  and  easily  worked,  but  splinters  very  readily,  so 
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that  it  mnst  he  worked  with  caie.  It  contains  a  resinons  azo- 
matic  oil,  which  makes  it  Terj  dniahle,  and  enaUes  it  to  resist  the 
white  ant  and  worms.  It  does  not  corrode,  bat  rather  preserves 
iron  fastenings. 

There  are  seldom  shakes  on  the  surface,  bat  it  is  subject  to 
heartshake,  and  is  often  worm-eaten. 

The  resinons  oil  which  exists  in  the  pores  often  oozes  into  and 
congeals  in  the  shakes,  and  will  then  destroy  the  edge  of  any 
tool  osed  in  working  the  timber. 

This  oil  is  a  preservative  against  rast,  and  teak  is  therefore 
used  for  backing  armour  plates  and  otiier  iron  stractnres. 

The  oil  is  sometimes  extracted  while  the  tree  is  growing  by 
**  girdling ; "  that  is,  cutting  away  a  ring  of  bark  and  sapwood. 
This  practice  makes  the  timber  brittle  and  inelastic,  and  reduces 
its  durability.^ 

Uw», — This  timber  is  used  extensively  for  shipbuilding,  for 
armour-plated  forts,  and  would  be  fit  for  many  purposes  for 
which  oak  is  used  in  ordinary  buildings,  but  that  it  is  too  expen- 
sive. 

Market  fornit, — ^Teak  is  sorted  in  the  markets  according  to  size,  not  quality. 
The  logs  are  from  23  to  40  feet  long,  and  their  width  on  the  larger  sides 
varies  according  to  the  class,  as  follows  : — ' 

Class  A.   15  inches  and  upwards. 

B.  12  and  under  15  inches. 

C.  Under  12  inchea 

D.  Are  damaged  logs. 

Ghreenheart  (Nectandra  rodicei)  is  found  in  British  Guiana  and 
in  the  N.E.  portion  of  South  America. 

Appearance, — The  section  of  this  timber  has  a  peculiar  appear- 
ance, being  of  a  fine  grain,  and  very  full  of  fine  pores  like  the 
section  of  a  cane.  The  annual  rings  are  rarely  distinguishable. 
The  heartwood  is  of  a  dark-green  or  chestnut  colour ;  the  centre 
portion  a  deep,  brownish  purple,  often  nearly  black.  The  sap- 
wood  is  (lark  green,  and  often  not  distinguishable  from  the  heart. 

C/uirfwteristics. — Greenheart  is  the  strongest  timber  in  use. 
Its  resistance  to  crushing  is  enormous,  but  when  it  gives  way  it 
does  so  suddenly.  It  is  also  apt  to  split  and  splinter,  and  there- 
fore rtMiuires  great  care  in  working.  The  timber  is  clean  and 
straight  in  grain,  very  hard  and  heavy.  It  contains  an  essential 
oil,  and  many  authorities  state  that  on    account  of   this  it  is 
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entirely  free  from  the  attacks  of  worms.  The  Dutch  Commission 
that  experimented  some  years  ago  on  this  subject  reported  that 
this  is  not  the  case/  and  Mr.  Laslett  considers  it  doubtfiiL  It 
appears,  however,  that  in  any  case  worms  will  only  penetrate  the 
sapwood.  The  presence  of  the  oil  above  mentioned  causes  the 
wood  to  bum  freely,  so  that  it  is  known  in  Demerara  as  "  torch- 
wood."  « 

Uses, — Greenheart  is  much  used  for  shipbuilding,  also  for  piles, 
jetties,  piers,  and  other  marine  structures,  posts  of  dock  gates. 

Market  forms. — The  timber  comes  into  the  market  roughly  hewn,  a  great 
deal  of  bark  being  left  upon  the  angles,  and  the  ends  of  the  butts  are  not  cut 
ofif  square  The  logs  are  from  1 2  to  24  inches  square,  and  up  to  60  feet  in 
length. 

Mora  {Mora  excdsa), — This  timber  comes  from  Guiana  and  Trinidad. 

Appearance. — The  wood  is  of  a  chestnut-brown  colour,  sometimes  beauti- 
fully figured. 

Gha/racteridice. — The  timber  is  very  tough,  hard,  and  heavy ;  the  grain  is 
close,  generally  straight,  but  sometimes  twisted  so  that  the  wood  is  difficult  to 
split  An  oil  in  the  pores  makes  the  wood  very  durable.  It  is  free  from 
dry  rot,  but  subject  to  starshake. 

Usee. — It  is  admirably  adapted  for  shipbuilding. 

Market  forme. — ^Logs  18  to  35  feet  long,  and  12  to  20  inches  square. 

Hornbeam  (Garpinus  beliUa)  is  from  a  Britifdi  tree. 

Appearance. — The  wood  is  white  and  close.  The  medullary  rays  are 
plainly  marked,  and  there  is  no  sap. 

Characteristics. — The  timber  is  hard,  tough,  and  strong.  When  subjected 
to  vertical  pressure  the  fibres  double  up  instead  of  snapping  ;  it  stands  ex- 
posure well.     If  cut  from  old  or  unseasoned  trees  the  wood  is  worthless. 

Uses. — This  wood  makes  the  best  mallets.  It  is  very  good  for  turned 
articles,  agricultural  implements,  cogs  for  wheels,  etc  etc 


MAEKS  AND  BEANDS  UPON  TIMBEK. 

There  are  several  distinguishing  marks  used  by  the  shippers 
and  importers  of  timber.  Some  of  them  refer  merely  to  the  num- 
ber of  the  balk  and  to  its  cubic  content,  others  refer  to  the 
quality. 

In  general  terms  it  may  be  said  that  Russian  balk  timber  is 
marked  with  a  scribe,  i.e.  letters  or  marks  are  cut  upon  it  in  thin 
scooped-out  lines. 

Eussian  deals  are  either  unmarked  or  are  stamped  with  small 
indented  letters  on  their  ends. 

1  Dent.  '  Haslett 

B.  C. — III  2  B 
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Swedish  deals  are  marked  with  large  red  or  black  stencil 
letters  on  their  ends. 

Inferior  qualities  are  frequently  without  marks  at  alL 
American  deals  are  not  generally  branded,  but  are  sometiii 
marked  with   one,   two,  or  three  red  chalk   marks,  to    indie 
quality. 

The  letters  used  to  indicate  quality  are  liable  to  change  y( 
by  year.  A  list  of  the  principal  marks  in  use  is  publisl 
annually  in  Laxton's  Price  Book^  and  other  similar  works. 

Nearly  all  the  information  contained  in  the  following  remarks  is  ta] 
from  Major  Seddon*8  Notes  on  the  Building  Trades, 

Baltic  Fir. — There  are  four  principal  qualities  of  Memel  and  Dantzic 
timber,  t,e. 

Crown, 

let  or  ^'  best  middling." 
2d  or ''good  middling." 
3d  or  ^  common  middling." 

Inferior  balks  are  classed  as  ^  short  and  irregular." 

There  is  also  a  class  containing  a  small  or  undeisized  timber  known 
Mauerlatten,  ^ 

"  Very  little  crown  timber  comes  into  the  market ;  in  fact  there  is  v< 
little  demand  for  it  in  the  building  trade  except  for  govenmient  purposes." 

Baltic  timber,  especially  that  from  Dantzic,  has  a  great  many  marks  scril 
upon  it     Among  these  may  be  mentioned — 

1.  The  number  of  the  float  or  raft,  which  is  scribed  at  one  end  of  each  ba 

2.  The  number  of  the  balk  in  the  float. 

3.  The  cubic  content  of  the  balk.  (The  last  two  marks  are  scribed 
the  centre  of  each  balk). 

4.  The  quality  of  the  balk. 

Besides  these  there  are  often  *'  private  marks  put  on  by  those  throu 
whose  hands  the  timber  has  passed  after  being  squared." 

"On  Dantzic  they  are  much  more  numerous  than  on  Memel  or  Ri 
timber  ;  but  with  these  marks  of  ownership  we  have  nothing  to  do  ;  all  ' 
care  about  are  generally  accepted  port  marks  for  distinguishing  the  differe 
qualities  from  one  another." 

All  balks  of  crown  quality  are  marked  with  an  indented  crown. 

Figs.  151,  152,  153  show  the  marks  on  Memel  timber,  indicating  the  1 
2d,  and  3d  qualities  respectively. 


^      \  k     w    N 


Fig.  161.  Fig.  162.  Fig.  158. 
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'^  In   Dantzic    timber  the   quality  is  generally  known   by   tbe  marks 

shown  scribed  about  the  centre  of  each  balk,**  as  in 
Fig.  154.  For  best  middling  only  the  centre  mark  is 
used  ;  for  good  middling  only  the  two  outer  marks  ;  and 
for  common  middling  all  those  marks  are  made  as  shown 
Tivr  164.  in  the  figure. 

^*  Sometimes,  instead  of  the  little  straight  marks  across 

the  line,  small  crosses  are  adopted  as  in  Fig.  155,  the     

number  and  position  of  the  marks  for  different  qualities  JL         ^^ 
being  the  same  as  before. 


<< 


If,  amongst  a  lot  of  good  middling  logs,  one  or  two  marked 
OS  common  middling  or  best  middling,  as  the  case  may  be,  are  Y\a.  155. 

found,  it  does  not  always  follow  that  any  deception  has  been  prac- 

tised,  since  the  timber  may  have  changed  hands  ;  a  balk  here  and  there  may  have 
been  considered  by  the  last  owner  as  too  good  for  common,  or  too  bad  for  best  middling, 
and  been  shifted  into  a  good  middling  float. 

"  There  is,  however,  no  uniformity  about  these  quality  marks,  as  all  shippers  from  the 
same  port  do  not  adopt  them,  many  using  private  marks  of  their  own.  The  safest  plan, 
in  the  case  of  large  and  important  works,  is  to  order  the  timber  direct  from  the  broker, 
selecting  it  out  of  shipments  from  houses  who  have  earned  a  reputation,  from  the  care 
with  which  their  timber  is  bracked  or  sorted  ;  for  there  is  a  great  difference  in  the  same 
market  quality  of  timber  from  different  shippers  ;  one  shipper's  good  middling  being 
often  nearly  equal  to  another's  best  middling,'*  * 

The  following  private  marks  used  by  a  well-known  firm  of  shippers  are 
given  as  an  example. 

Crown  .  .  SK  K  SKK  R 

Best  Middling  .  SK  SK  R 

Good     do.  .  SK    I  SK     R 

Common  do.  .  SK    ||  SK  I  R 

"  As  the  letters  are  very  roughly  marked  with  the  scribe,  it  will  require 
some  practice  to  recognise  the  marks.  .  .  . 

'^  The  addition  of  R  to  the  SIC  marks  indicates  Russian  timber  shipped  by 
the  "same  firm  (S.  Kcehne)."  ^ 

"  Baltic  Flanks,  Deals,  and  Battens  are,  speaking  in  general  terms,  classed  in  the 
market  as  Crown,  Crown  Brack,  First  Quality,  Second  QucUily,  etc.,  down  to  even  Fifth 
Quality. 

"  Very  few  crown,  or  crown  brack,  goods  come  into  market,  there  being  little  or  no 
demand  for  them  for  building  purposes.  -The  different  classes  of  deals,  etc ,  will  be  found 
to  vary  very  much  in  quality,  one  shipper's  second  quality  being  often  equal  to  another's 
first  quality.  Hence  some  shippers  have  become  well  known  for  the  greater  care  with 
which  their  goods  are  bracked  or  sorted,  and  their  names  or  trade  marks  may  be  safely 
taken  as  a  guarantee  of  a  high  standard  in  the  different  qualities  into  which  they  are 
classed. " 

Among  the    marks  for   Dantzic   crown  deck    deals  are— CSC.    EH.    EB.EB.EB. 

MK.MK.MK.  ETP.HP.HP.   Jff  JR,     Some  Dantzic  crown  brack  deck  deal  marks 

^.  GCB  FGF. 

are— FGF.  MK.  Sg  RJ. 

"  Bussian  and  Finland  Deals,  which  are  chiefly  first  and  second  quality,  or  accord- 
ing to  the  shippers  prima  and  secunda,  generally  come  unmarked  into  the  market,  or 
only  dry  damped  or  marked  at  their  ends  with  the  blow  of  a  branding  hammer,  such 
marks  being  also  termed  hard  brands,  Onega  and  Archangel  deals  are  marked  thus  with 
the  shipper's  initials,  or  private  mark,  and  often  with  a  number  in  addition,  which,  how- 
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e««r,  dots  not  denote  tlie  qtulltf,  but  merelj  tha  nnmbar  of  the  fwd  In  irUch  tbej  we 
■torad  before  sMpping. 

"  Id  some  cbhc,  when  ths  gooda  nra  not  bnnilfld,  the  •scond  qunlit;  h&Te  a  rad  m& 
*cro89  the  endi  ;  third  being  easily  diatingiuahed  from  firat  qonlity  goodi. 

"  The  ¥feI]-luioini  Oromoff  Peteiibai^  deals  are,  howerar,  marked  with  C.  ixA  Co. ,  tl 
InltUIi  of  the  sbippetB  Clarke  and  Company.  Another  g^iod  Peteraborg  brand  in  P 
(Peter  Belaieff)  for  best,  and  P  B  2  for  leoond  quality. 

"  Swediah  Oooda  are  neier  huniner-iDarked,  bat  invariably  brandeil  with  tetteiB  < 
derjcea  stencilled  on  the  ends  in  red  paint,  vhlch  makes  it  difflcnlt  to  judge  of  their  qa 
Ilty  by  inipecUon,  aa  they  are  stacked  in  the  timber  yards  with  their  ends  only  showing 
Borne  of  the  common  faniih  and  fifth  quality  Bwedlsb  goods  are  left  unmarked,  bat  thi 
may  generally  t>e  diitingnisbed  from  Kussian  shipments  by  tha  bluer  colour  of  the  i^ 

"  The  flnt  and  second  qualities,  in  Swedish  deals,  are  daiwd  togathar  as 'mixed,*  beii 
Marcely  erer  aorted  sepantely ;  after  wliich  we  get  third,  down  to  Bfth  quality  goodi. 

"  Deals  of  lower  quality  than  third  are  nearly  alwayi  ihaken,  or  very  foil  of  defects  < 
■omekind. 

"  Except  for  temporary  porposea,  or  for  rough  work  anch  aa  slate  boarding,  no  dMda  < 
a  lower  quality  than  miad  Swedish,  Or,  as  the  timber  merchanta  and  contractora  wool 
call  them,  bat  Swedish,  shonld  be  used  on  Government  woriu. " 

The  few  brands  following  are  merely  given  aa  examples.  As  before  mentioned,  tl 
marks  are  constantly  changing,  and  any  Informatloti  re^rding  them  shonld  be  renawc 
from  year  to  year.     A  long  list  Is  published  annually  In  Laiton'a  iVies  Book. 

SoDEBEAHM.         B88C=miied1  -0.3^  Q  Q  and  Go.  =  mixed 

BBB   =8d       \    fl.^^      000  =Sd 

BC       =4th      /     SawmiUCo.     ^gs  =mixed 

Obflb.  ear  =mixed  C  B  A  Gefle  =mfi»d 

NAB   =3d  Cx  XB      =-Sd 

••"     =«h  Do.  =*th 

^^^^f  =:4th  K  H  B         =mlxed 

A  ^  admixed  H  A  B  =8d 

AXS  =3d 
HouDtrND  AND    B  D  and  Co.  ^mlxsd't 
GOTTBNBUBO.      DDD  — 8d       }- Dickson  Btos.  and  Co. 

D  =*Ui     J 

"  Wood  with  this  brand  always  commE 
ahippeis  (Hesers.  Dickson  Brothers  and  Company)  ai 
StOOKBOLM.  F  and  Co.,  No.  l  =  mixa 

Do.        No.  2^  Sd 
J  B  F  =  8d 

JEFO  =4th 

BANDVia.  ^SAS^=mized 


fBer, 

3.jBei, 

(.EL 

Uleaboeo  (Fiklakd).  j  °  |  J^J^"  ■" 


"AmMioan  Oooda  are  not  branded  aa  a  rnle^  though  aome  housea  use  brands  in  im 
tation  of  the  Baltic  marks  already  described,  thongh  withont  following  any  definite  rulei 
The  qnolitiea  may,  however,  very  often  be  known  by  red  marks  I  U  III  apon  the  aidea  c 
ends,  but  the  qualltiea  of  American  yellow  deals  are  eaally  told  by  inspection,  the  cnstoi 
In  the  London  Docks  being  to  stack  them  on  their  sides,  so  as  to  expose  their  faces  to  Tie* 
and  allow  of  trnt  Tentilation. " 

"To  give  an  idee  of  the  value  of  the  different  qualitiea,  theinuvd  are  worth  from  16  1 
20  per  cent  more  than  third,  and  third  from  12  to  16  per  cent  more  than  fourth  qoaUt] 

'  Richardson's  Tinttor  Zmporiar'i  Qmdt. 
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"  It  may  be  noticed  in  the  above  brands  that  three  similar  letters,  when  nsed,  generally 
denote  the  shipper's  third  quality  ;  but  a  merchant  would  call  these  second  quality  goods, 
for  it  must  be  clearly  understood  that  the  term  '  mixed '  is  confined  to  the  shippers  and 
brokers.  Timber  merchants  always  call  the  mixed  '  best,'  and  the  third  quality  second 
quality,  and  so  on,  or  one  class  higher  than  that  at  which  they  were  shipped. 

"  The  Noraeqian  marks  are  very  numerous,  but,  as  the  chief  import  is  of  cheap  and 
Tery  inferior  battens  (mostly  2^  x  6^),  they  are  not  worth  enumerating. 

"  From  Ohristiania,  however,  some  of  the  very  best  white  deals  come,  marked  H  M  H 
for  first  quality,  and  H  M  M  for  second  quality. 

"  Battens  from  Dram  have  several  miults,  among  which  are  for  Ist  class  HK  JB,  for 
2d  class  HK  and  Ck).  I  00,  for  3d  class  IW  B,  etc.  etc. 

"  Norway  also  exports  large  quantities  of  cheap  boards  for  flooring  and  other  purposes, 
match  or  grooved  and  tongued  boarding,  mouldings,  doors,  window  sashes,  etc,  all  ready 
for  fixing,  which  may  often  be  used  with  advantage  for  inferior  of  temporary  purposes." 

Mahogany,  Oedari  and  other  imported  woods,  are  also  marked  with  letters,  a  long 
list  of  which  is  given  in  Richardson's  Timber  Importer' a  Guide, 

The  following  extract,  from  a  valuable  article  in  the  Building  KeWB,  shows  the  im- 
portance of  the  subject. 

"  From  these  remarks  it  will  be  seen  that  brands  upon  timber  is  a  great  and  important 
subject.  It  is  one  in  the  hands  of  a  small  community  of  our  traders,  and  is,  consequently, 
a  class  of  knowledge  over  which  they  are  strict  conservators.  It  is  a  subject  new  to 
authors,  and  that  portion  of  our  tradesmen  whose  office  it  is  to  buy  and  consume  timber. 
This  is  somewhat  strange,  as  the  meaning  of  brands  is  well  known  on  other  goods  that 
people  engaged  in  trade  are  called  upon  to  purchase.  With  architects,  clerks  of  works, 
and  builders  generally,  brands  upon  timbers  are  looked  upon  with  perfect  indifference. 
The  current  remarks  are,  'I  can  tell  a  bit  of  good  wood  when  I  see  it,'  etc,  and,  as 
builders  generally  pursue  the  oM-fashioned  system  of  buying  from  inspection,  tiie  ques- 
tion carries  but  little  importance. 

"Were  brands  upon  timber  better  known,  architects  would  get  better  work  and 
builders  would  obtain  greater  credit  The  cheap  builder  would  find  his  place,  and  what 
are  termed  '  old-fashioned  builders  *  would  again  occupy  the  position  they  so  richly  merit." 

Value  of  Timber  Deals,  eto.,  and  Method  of  Ifieaauring. — The  prices  of  dif- 
ferent descriptions  of  timber,  deals,  etc.,  vary  at  the  different  ports.  They  are  published 
weekly  in  the  engineering  and  building  journals,  and  also  annually  in  the  builders'  price- 
books.  The  method  in  which  timber  is  measured  and  the  **  standards "  under  which 
deals  are  sold,  are  described  in  Hurst's  Pocket-Book,  and  in  works  devoted  to  the  subject 
of  measuring  and  estimating. 
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In  consequence  of  the  great  number  of  marks  used  in  the  timber  trade,  the 
difficulty  of  ascertaining  what  they  mean,  and  the  frequent  changes  that  take 
place  in  them,  the  practical  engineer  or  builder,  as  a  rule,  judges  of  the  qua- 
lity of  the  timber  more  by  its  appearance  than  by  the  way  in  which  it  is 
marked. 

The  characteristics  of  good  timber  and  the  defects  to  be  avoided  are  given 
in  general  terms  at  p.  346,  but  a  few  remarks  on  selecting  balks  and  deals 
may  be  useful.  It  should  be  remembered  that  most  defects  show  better  when 
the  timber  is  wet 

Balk  timber  is  generally  specified  to  be  free  from  sap,  shakes,  lai^ge  or  dead 
knots  and  other  defects,  and  to  be  die-square. 

In  the  best  American  yellow  pine  and  crown  timber  from  the  Baltic  there 
should  be  no  visible  imperfections  of  any  kind. 

In  the  lower  qualities  there  is  either  a  considerable  amount  of  sap,  or  the 
knots  are  numerous,  sometimes  very  large,  or  dead.  The  timber  may  also 
be  shaken  at  heart  or  upon  the  surface. 
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TTie  wood  may  be  waterlogged,  softened,  or  discoloured  by  being  floated. 

Wanes  also  are  likely  to  be  found  which  spoil  the  sharp  angles  of  the  tim- 
ber,  and  reduce  its  value  for  many  purpose*. 

The  interior  of  the  timber  may  be  soft,  spongy,  or  decayed,  the  surface 
destroyed  by  worm  holes,  or  bruised. 

The  heart  may  be  Wandering — that  is,  at  one  part  on  one  side  of  the  balk^ 
at  another  part  on  the  other  side.  This  interrupts  the  continuity  of  the  fibre, 
and  detracts  from  the  strength  of  the  balk.  Again,  the  heart  may  be  twisted 
throughout  the  length  of  the  tree.  In  this  case  the  annual  rings  which  run 
parallel  to  two  sides  of  the  balk  at  one  end  run  diagonally  across  the  section 
at  the  other  end.  This  is  a  great  defect,  as  the  wood  is  nearly  sure  to  twiat 
in  seasoning. 

Some  of  these  defects  appear  to  a  certain  degree  in  all  except  the  very  best 
quality  of  timber.  The  more  numerous  or  aggravated  they  are,  the  lower  is 
tiie  quality  of  the  timber. 

Deals,  planks,  and  battens  should  be  carefully  examined  for  freedom  (more 
or  less  according  to  their  quality)  from  sap,  luge  or  dead  knots,  and  other 
defects,  also  to  see  that  they  have  been  carefully  converted,  of  proper  and 
even  thickness,  square  at  the  angles,  etc.  As  a  rule,  well-converted  deals  are 
from  good  timber,  for  it  does  not  pay  to  put  much  labour  upon  inferior 
material 

The  method  in  which  the  deals  have  been  cut  should  be  noticed,  those  from 
the  centre  of  a  log,  containing  the  pith,  should  be  avoided,  as  they  are  likely 
to  decay  (see  p.  386). 
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The  object  of  seasoning  timber  is  either  to  expel  or  to  dry  up 
the  sap  remaining  in  it,  which  otherwise  putrefies  and  causes  decay. 

One  effect  of  seasoning  is  to  redtlce  the  "W^eight  of  timber,  and 
this  reduction  of  weight  is,  to  some  extent,  an  indication  of  the 
success  of  the  process. 

Tredgold  calls  timber  seasoned  when  it  has  lost  ^  of  its  weigkt, 
and  says  that  it  is  then  fit  for  carpenters'  work  and  common  pur- 
poses. He  calls  it  drt/,  fit  for  joiners*  work  and  framing,  when 
it  has  lost  J  of  its  weight. 

The  exact  loss  of  weight  must  depend,  however,  upon  the  nature 
of  the  timber  and  its  state  before  seasoning. 

Timber  should  be  well  seasoned  before  being  cut  into  scantlings. 
The  scantlings  should  then  be  further  seasoned,  and  after  con- 
version the  wood  should  be  left  as  long  as  possible  to  complete  the 
process  of  seasoning  before  being  painted  or  varnished. 

Mr.  Britton  states  that  logs  season  better  and  more  quickly  if 
a  hole  is  bored  through  their  centre.     This  also  prevents  sphtting. 


seasonWg  Timber.  375 

There  ate  seVisral  different  methods  of  seasoning  timber,  the 
principal  of  which  will  now  be  briefly  described: 

IN'atiiral  Seasoning  is  carried  out  by  stacking  the  timi)er  in  such  a  way 
that  the  air  can  (Circulate  freely  i^Und  each  piece,  at  the  same  time  pro- 
tecting it  by  a  roof  from  the  slin,  rain,  draughts,  and  high  \^ds,  and  keep- 
ing it  clear  of  the  ground  by  bearers. 

The  great  objects  is  to  ensure  r^^ular  drying.  Irregular  drying  causes  the 
timber  to  split 

Timber  should  be  stacked  iii  a  yard,  paved  if  possible,  dr  covered  with 
ashes,  and  free  from  vegetation. 

The  bearers  used  should  be  damp-proof,  and  should  keep  the  timber  at  least 
12  inches  o£f  the  ground.  They  should  be  laid  perfectly  level  and  out  of 
winding,  otherwise  the  timber  wiU  get  a  permanent  twist 

If  possible,  th^  timber  should  bti  turUed  frequently  so  as  ensure  equal 
drying  all  round  the  balks. 

When  a  permanent  shed  is  not  available,  temporary  roofs  should  be  made 
over  the  timber  stacks. 

Logs  are  stacked  with  the  butts  outwards,  the  inner  ends  being  slightly 
raised  so  that  the  logs  may  be  easily  got  out  Packing  pieces  are  inserted 
between  the  tiers  of  logs,  so  that  by  removing  them  any  particular  log  may 
be  withdrai^Ti. 

Some  authorities  have  stated  that  timber  seasons  better  when  stacked  on 
end.  This,  howeVer,  seems  doubtful,  and  the  pkn  is  practically  difficult  to 
carry  out. 

Boards  may  be  stacked  in  the  same  way,  laid  flat  and  separated  &om  one 
another  by  pieces  of  dry  wood  an  inch  or  so  in  thickness  and  3  or  4  inches 
wide.  Any  that  are  inclined  to  watp  should  be  weighted  or  fixed  down  to 
prevent  them  from  twisting. 

Boards  are,  however^  frequently  stacked  vertically,  dr  inclined  at  a  high 
angle. 

Mr.  Laslett  recommends  that  they  should  be  seasoned  in  *'  a  dry  cool  shed, 
fitted  with  horizontal  beams  and  vertical  iron  bars,  to  prevent  the  boards, 
which  are  placed  on  edge,  from  tilting  over.'* 

Tkt  time  required  for  natural  seaioning  differs  according  to  the  size  of  the 
pieces,  the  nature  of  the  timber,  and  its  condition  before  seasoning. 

Tredgold  gives  some  algebraic  formulae  for  calculation  of  the  time  required,  and  a  table 
deduced  therefrom. 

Mr.  Laslett  has,  however,  compiled  a  table  from  practical  observation. 

Ue  says :  "  My  experience  of  the  approximate  time  required  for  seasoning  timber 
under  cover  and  protected  from  wind  and  weather  is  as  follows  : — 


Pieces  24  inches  and  upward  square  require  about 

„      Under  24  inches  to  20 

,,     20        „       16 

,,     16        „       12 

,,     12        „         8 

»»          »»       8        „         4 

Oak. 

Fir. 

Months. 

Months. 

26 

13 

22 

11 

18 

9 

14 

7 

10 

5 

6 

3 

"  Planks  from  i  to  J  the  above  time  according  to  the  thickness. " 

Mr.  Laslett  further  states  that  if  the  timber  is  kept  longer  than  the  periods  above  named. 
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the  fine  shakes  which  show  upon  the  surface  in  seasoning  "  will  open  deeper  and  wider 
until  they  possibly  render  the  logs  unfit  for  conversion. " 
Tredgold  says  tiiat  the  time  required  under  cover  is  only  f  of  that  required  in  the  open. 

Water  Seasoning  consists  in  totally  immersing  the  timber,  chaining  it 
down  under  water,  as  soon  as  it  is  cut,  for  about  a  fortnight,  by  which  a 
great  part  of  the  sap  is  washed  out  It  must  then  be  carefully  dried,  with 
free  access  of  air,  and  turned  daily. 

Timber  thus  seasoned  is  less  liable  to  warp  and  crack,  but  is  rendered 
brittle  and  unfit  for  purposes  where  strength  and  elasticity  are  required. 

Care  must  be  taken  that  the  timber  is  entirely  submerged  Partial 
immersion,  such  as  is  usual  in  timber  ponds,  injures  the  log  along  the  water 
line. 

Timber  that  has  been  saturated  should  be  thoroughly  dried  before  use  ; 
when  taken  from  a  pond,  cut  up  and  used  wet,  dry  rot  soon  sets  in. 

Salt  water  makes  the  wood  harder,  heavier,  and  more  durable,  but  it 
should  not  be  applied  to  timber  for  use  in  ordinary  buildings,  because  it  gives 
the  wood  a  permanent  tendency  to  attract  moisture. 

Boiling  and  Steaming. — Boiling  water  quickens  the  operation  of  season- 
ing, and  causes  the  timber  to  shrink  less,^  but  it  is  expensive  to  use,  and 
reduces  the  strength  and  elasticity  of  the  timber. 

The  time  required  varies  witii  the  size  and  density  of  the  timber,  and 
according  to  circumstances  ;  one  rule  is  to  allow  an  hour  for  every  inch  in 
thickness. 

Steaming  has  very  much  the  same  effect  upon  timber  as  boiling,  but  the 
timber  is  said  to  dry  sooner  after  the  former  process,^  and  it  is  by  some  con- 
sidered that  steaming  prevents  dry  rot 

Mr.  Britton  says,  however,  *'  no  doubt  boiling  and  steaming  partly  remove 
the  ferment  spores,  but  may  not  destroy  the  vitality  of  those  remaining." 

Hot-air  Seasoning,  or  desiccation^  is  effected  by  exposing  the  timber  in 
an  oven  to  a  current  of  hot  air,  which  dries  up  the  sap. 

This  process  takes  only  a  few  weeks,  more  or  less,  according  to  the  size  of 
the  timber. 

When  the  wood  is  green  the  heat  should  be  applied  gradually. 

Great  care  must  be  taken  to  prevent  the  timber  from  splitting,  the  heat 
must  not  be  too  high,  and  the  ends  should  be  clamped. 

Desiccation  is  useful  only  for  small  scantling  ;  the  expense  of  applying  it  to 
larger  timber  is  very  great ;  morever, ''  as  wood  is  one  of  the  worst  conductors 
of  caloric,  if  this  plan  be  applied  to  large  logs  the  interior  fibres  still  retain 
their  original  bulk,  while  those  near  the  surface  have  a  tendency  to  shrink 
the  consequence  of  which  would  be  cracks  and  splits  of  more  or  less  depth."  < 

Desiccated  wood  should  not  be  exposed  to  damp  before  iise. 

Mr.  Laslett  says  that  during  this  process  ordinary  woods  lose  their  strength, 
and  coloured  woods  become  pale  and  wanting  in  lustre. 

MIQ'eile'B  Process  is  one  that  has  been  some  four  years  in  operation. 

It  consists  in  exposing  the  wood  to  a  moderate  heat  in  a  moist  atmosphere 
charged  with  various  gases  produced  by  the  combustion  of  fuel. 

The  wood  is  placed  in  a  brick  chamber,  in  which  there  is  a  large  surface  of 
water  to  produce  vapour. 

The  timber  should  be  stacked  in  the  usual  way,  with  free  air-space  round 

1  IVedgold  *  Britton. 
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eveiy  piece  ;  about  \  of  the  whole  content  of  the  chamber  should  be  air- 
space. 

Under  the  chamber  is  a  fireplace. 

The  fire  having  been  lighted,  the  products  of  combustion  (among  which  is 
carbonic  acid  gas)  circulate  freely  in  a  moist  state  around  the  pieces  of  timber 
to  be  seasoned. 

The  time  required  varies  with  the  nature  of  the  wood. 

Oak,  ash,  mahogany,  and  other  hard  wood  planks  8  inches  thick,  take  about  8  weeks. 

Oak  wainscot  planks  2  inches  thick  take  fh>m  5  to  6  weeks. 

Deals  3  inches  thick  something  less  than  a  month. 

Flooring  boards  and  panelling  about  10  days  or  a  fortnight. 

' '  The  greener  the  wood  when  first  put  into  the  stove  the  better.  As  a  rule,  if  too  great 
heat  be  not  applied,  not  a  single  piece  of  sound  wood  is  ever  split,  or  warped,  or  opened 
in  any  way.  The  wood  is  rendered  harder,  denser,  and  tougher,  and  dry  rot  is  entirely 
prevented.  The  wood  will  not  absorb  by  subsequent  exposure  to  the  atmosphere  nearly 
so  much  moisture  as  does  wood  dried  by  exposure  in  the  ordinary  way,  hence  it  is  better 
for  all  purposes  than  air-dried  wood."  * 

The  process  seemed  to  have  no  ii\jurious  efiects  upon  the  appearance  or 
strength  of  the  timber. 

It  has  been  adopted  by  some  of  the  principal  firms  in  London  and  else- 
where. 

Smoke-drying. — It  is  said  that  if  timber  be  smoke-dried  over  a  bonfire  of 
furze,  straw,  or  shavings,  it  will  be  rendered  harder,  more  durable,  and  proof 
against  the  attacks  of  worms.  In  order  to  prevent  the  timber  from  splitting 
and  to  ensure  the  moisture  diying  out  from  the  interior,  the  heat  should  be 
applied  gradually. 

Second  Seasoning. — Many  woods  require  a  second  seasoning  after  they 
have  been  worked. 

Floor  boards  should,  if  x)088ible,  be  laid  and  merely  tacked  down  for 
several  months  before  they  are  cramped  up  and  regularly  nailed. 

Doors,  sashes,  and  other  articles  of  joinery  should  be  left  as  long  as 
possible  after  being  made,  before  they  are  wedged  up  and  finished. 

Very  often  a  board  that  seems  thoroughly  seasoned  will  commence  to  warp 
again  if  merely  a  shaving  is  planed  off  the  surfeu^ 
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To  presence  timber  from  rot  or  decay  it  should  be  kept  con- 
stantly dry  and  well  ventilated.  It  should  be  clear  of  the  influ- 
ence of  damp  earth  or  damp  walls,  and  free  from  contact  with 
mortar,  which  hastens  decomposition. 

Wood  kept  constantly  submerged  is  often  weakened  and  ren- 
dered brittle,  but  some  timbers  are  very  durable  in  this  state  (see 
elm,  beech,  acacia,  etc.) 

Timber  that  is  constantly  dry  is  very  durable.  However,  it 
also  becomes  brittle  in  time,  though  not  for  a  great  number  of 
years. 

'  Patentee's  Circular. 
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"  When  timbei*  is  exposed  to  alternate  moistui'e  tad  drj^edd  it 
soon  decays."  ^ 

The  general  causes  of  decay  in  timber  are  the  presence  of  sap, 
exposure  to  alternate  wet  and  dryness,  or  to  moisture  accompanied 
by  heat  and  want  of  ventilation. 

Hot  in  timber  is  decomposition  or  putrefaction,  generally  occa- 
sioned by  damp,  and  which  proceeds  by  the  emission  of  gases, 
chiefly  carbonic  acid  and  hydrogen. 

There  are  two  kinds  of  rot  generally  known  to  practical  men 
— dty  rot  and  wet  rot. 

The  chief  difference  between  them  seems  to  be  that  toet  rot 
occurs  where  the  gases  evolved  can  escape.  By  it  the  tissues  of 
the  wood,  especially  the  sappy  portions,  are  decomposed.  Dry 
rot,  on  the  contrary,  occurs  in  confined  places,  where  the  gases 
cannot  get  away,  but  enter  into  new  combinations,  forming  fungi 
which  feed  upon  and  destroy  the  timber. 

Tredgold  says  that  wet  rot  may  take  place  while  the  tree  is 
standing,  whereas  dry  rot  takes  place  only  when  the  wood  is 
dead. 

Dry  Bot  is  generally  caused  hj  want  of  ventilation.  Confined  air,  with- 
out much  moisture,  encourages  the  growth  of  tlie  fungus,  which  eats  into  the 
timber,  renders  it  brittle,  and  so  reduces  the  cohesion  of  the  fibres  that  they 
are  reduced  to  powder.     It  generally  commences  in  the  sapwood. 

An  excess  of  moisture  prevents  the  growth  of  the  fungus,  but  moderate 
warmth,  combined  with  damp  and  want  of  air,  accelerates  it. 

''  In  the  first  stage  of  rottenness  the  timber  swells  and  changes  colour,  is 
often  covered  with  fungus  or  mouldiness,  and  emits  a  musty  smell." 

"  When  the  fungus  first  apx)ear8  on  the  Bides  and  ends  of  timbers  it  covers  the  surface 
with  a  fine  delicate  vegetation  called  by  shipwrights  a  mildew. 

"  These  fine  shoots  afterwards  collect  together,  and  the  appearance  may  then  be  com- 
pared to  hoar-frost,  and  increases  rapidly,  assuming  gradually  a  more  compact  form,  like 
the  external  coat  of  a  mushroom,  but  spreads  alike  over  wood,  brickwork,  stone,  and 
plastering  in  the  form  of  leaves,  being  larger  or  smaller,  most  probably,  in  proportion  to 
the  nutriment  the  wood  affords.  The  colours  of  the  fungus  are  various,  sometimes  white, 
greyish  white  with  violet,  often  yellowish  brown,  or  a  deep  shade  of  fine  rich  brown."  ^ 

The  positions  in  which  dry  rot  occurs  are,  as  aheady  mentioned,  those  where 
the  timber  is  exposed  to  warmth  and  damp  stagnant  air. 

The  principal  parts  of  buildings  in  which  it  is  found  are — 

In  warm  cellars,  under  unventilated  wooden  floors,  or  in  basements,  parti- 
cularly in  kitchens  or  rooms  where  there  are  constant  fires.  '*  All  kinds  of 
stoves  are  sure  to  increase  the  disease  if  moisture  be  present.** 

The  ends  of  timbers  built  into  walls  are  nearly  sure  to  be  a£fected  by  dry 
rot  unless  they  are  protected  by  iron  shoes,  lead,  or  zinc.  The  same  result  is 
produced  by  fixing  joinery  and  other  woodwork  to  walls  before  they  are  dry. 

1  Tredgold.  •  Britton  On  Dry  Bot. 
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Oilcloth,  kamptulicon^  and  other  imperious  floorcloths,  by  preventing  access 
of  air  and  retaining  dampness,  cause  decay  in  the  boards  they  cover.  Carpets 
do  the  same  to  a  certain  extent 

Painting  or  tarring  cut  or  unseasoned  timber  has  the  same  effect 

Sometimes  the  roots  of  large  trees  near  a  house  penetrate  below  the  floors 
and  cause  dry  rot 

It  is  said  that  if  two  different  kinds  of  wood — as,  for  example,  oak  and  fir 
— are  placed  so  as  to  touch  end  to  end,  the  harder  of  the  two  will  decay  at 
the  point  of  junction. 

"  There  is  this  particular  danger  about  the  dry  rot — viz.,  that  the  germs  of  the  fungi 
producing  it  are  carried  easily,  and  in  all  directions,  in  a  building  where  it  once  displays 
itself,  without  necessity  for  actual  contact  between  the  affected  and  the  sound  wood." 

"  Before  dry  rot  has  time  to  destroy  the  principal  timbers  in  a  building  it  penetrates 
behind  the  skirtings,  dadoes,  and  wainscotings,  drawing  in  the  edges  of  the  boards  and 
splitting  them  both  horizontally  and  Vertically.  Wben  the  fungus  is  taken  off  they 
exhibit  an  appearance  similar,  both  in  back  and  front,  to  wood  that  has  been  charred  ;  a 
slight  pressure  with  the  hand  will  bi*eak  them  asunder,  even  though  affected  with  the  rot 
but  a  short  time,  and  in  taking  down  the  wainscot  the  fibrous  and  thin-coated  fungus 
will  generally  be  seen  closely  attached  to  the  decayed  wood.  In  timber  of  moderate 
length  the  fungus  becomes  larger  and  more  distinctive  in  consequence  of  the  matter  con- 
genial to  its  growth  affording  a  more  plentiful  supply."  ^ 

Wet  Rot  occurs,  as  before  mentioned,  in  the  growing  tree,  and  in  other 
positions  where  the  timber  may  become  saturated  with  rain. 

If  the  wood  can  be  thoroughly  dried  by  seasoning,  and  the  access  of  further 
moisture  can  be  prevented  by  painting  or  sheltering  the  timber,  then  wet 
rot  can  be  prevented. 

"  The  communication  of  the  disease  resulting  from  the  putrefactive  fer- 
mentation or  the  wet  rot  only  takes  place  by  actual  contact,"  not  by  the  dis- 
semination of  the  germs  of  fungi  as  with  dry  rot. 

Detection  of  Dry  Hot. — In  the  absence  of  any  outward  fungus,  or  other 
visible  sign,  the  best  way  is  to  bore  into  the  timber  with  a  gimlet  or 
augur.  A  log  apparently  sound,  as  far  as  external  appearances  go,  may  be 
full  of  dry  rot  inside,  which  can  be  detected  by  the  appearance  of  the  dust 
extracted  by  the  gimlet,  or  more  especially  by  its  smelL 

If  a  piece  of  sound  timber  be  lightly  struck  with  a  key  or  scratched  at  one 
end,  the  sound  can  be  distinctly  heard  by  a  person  placing  his  ear  against  the 
other  end,  even  if  the  balk  be  50  feet  long  ;  but  if  the  timber  l)e  decayed, 
the  sound  will  be  very  faint,  or  altogether  prevented  from  passing  along 
the  balk. 

Imported  timber,  especially  fir,  is  often  found  to  be  suffering  from  inci- 
pient dry  rot  upon  arrival  This  may  have  originated  in  the  wood  of  the 
ship  itself,  or  from  the  timber  having  been  improperly  stacked,  or  shipped 
in  a  wet  state,  or  subjected  to  stagnant,  moist,  warm  air  during  the  voyage. 

Sometimes  the  rot  appears  only  in  the  form  of  reddish  spots,  which, 
upon  being  scratched,  show  that  the  fibres  have  been  reduced  to  powder. 
After  a  long  voyage,  however,  the  timber  will  often  be  covered  with  white 
fibres  of  fungus. 

Canadian  yellow  pine  is  very  often  found  in  this  state. 

The  best  way  of  checking  the  evil  is  to  sweep  the  fungus  off  the  timber, 
and  restack  it  in  such  a  way  that  the  air  can  circulate  freely  round  each 
piece.  ^ 


1  Brittou. 
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PRESERVATION  OF  TIMBER 

The  best  means  for  preserving  timber  horn  decay  are  to  have  it 
thoroughly  seasoned  and  well  ventilated. 

Several  processes  have,  however,  been  introduced  at  diflferent 
times  with  a  view  of  preventing  decay  in  timber  by  excluding 
moisture,  or  by  drying  up  or  expelling  the  sap  within  it. 

A  few  of  these  processes  will  now  be  described. 

Fainting  preserves  timber  if  the  wood  is  thoroughly  seasoned 
before  the  paint  is  applied.  Otherwise  the  filling  up  of  the  outer 
pores  only  confines  the  moisture  and  causes  rot.  The  same  may 
be  said  with  regard  to  Tarring. 

Sometimes  before  the  paint  is  dry  it  is  sprinkled  with  sand, 
which  is  said  to  make  it  more  durable. 

Tredgold  says — ''For  timber  that  is  not  exposed  to  the  weather,  the 
utility  of  paint  is  somewhat  doubtfiiL  .  .  •  Wood  used  in  outdoor 
work  should  have  those  parts  painted  only  where  moisture  is  likely  to  find 
a  lodgment,  and  all  shakes  or  cracks  and  joints  should  be  filled  up  with  white 
lead  ground  in  oil,  or  oil  patty,  previous  to  being  painted  over." 

Charring  Timber. — ^The  lower  ends  of  posts  put  into  the  ground  are  gener- 
ally charred  with  a  view  of  preventing  dry  rot  and  the  attacks  of  worms. 

Care  should  be  taken  that  the  timber  to  which  this  process  is  applied  is 
thoroughly  seasoned,  otherwise  by  confining  the  moisture  it  will  induce 
decay  and  do  more  harm  than  good. 

It  may  here  be  mentioned  that  posts  should  be  put  in  upside  down,  with  regard  to  the 
position  in  which  they  originally  grew.  The  sap  Talves  open  upwards  firom  the  root,  and 
when  thus  reversed  they  prevent  the  ascent  of  moisture  in  the  wood. 

Mr.  Biitton  recommends  that  the  charring  process  should  be  applied  to  the 
embedded  portions  of  beams  and  joists,  to  joists  of  stables,  wash-houses,  etc, 
to  wainscoting  of  ground-floors,  to  flooring  beneath  parquet  work,  to  the  joints 
of  tongues  and  rebates,  and  to  railway  sleepers. 

Mons.  de  Lapparent  applied  the  method  on  a  large  scale  by  the  use  of  a  gias 
jet  passed  all  over  the  surface  of  the  timber,  but  Mr.  Laslett,  who  experimented 
on  timbers  thus  treated,  says — 

''  I  should  not  myself  be  inclined  to  use  it  on  timber  for  works  of  con- 
struction, except  as  a  possible  means  of  preventing  the  generation  of  moisture 
or  fungus  where  two  unseasoned  pieces  of  wood  are  placed  in  juxtaposition." 

Creosoting,  known  also  as  Bethell's  process,  is  effected  by 
extracting  the  moisture  and  air  from  the  tubes  of  the  timber,  and 
then  forcing  in  kreasote  (oil  of  tar),  generally  called  creosote,  at  a 
high  pressure. 

The  timber  after  being  dried  is  placed  in  a  closed  wrought-iron  cylinder. 
The  air  is  then  extracted  from  the  cylinder  and  pores  of  the  wood  by  a 
pump. 
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Creosote  at  a  temperature  of  about  120**  is  then  forced  into  the  cylinder,  and 
penetrates  the  wood  under  a  pressure  of  about  1 70  lbs.  per  square  inch. 

The  creosote  should  be  thick,  rich  in  naphthaline,  and  free  from  ammonia.^ 

The  amount  of  creosote  pumped  in  depends  upon  the  nature  of  the  timber 
and  the  purpose  for  which  it  is  intended.  The  sapwood  absorbs  it  more 
readily  than  the  heart 

Fir  timber  or  other  soft  wood  will  take  from  10  to  12  lbs.  per  cubic  foot 

Mr.  Bethell  recommends  7  lbs.  per  cubic  foot  for  railway  works  and  10 
lbs.  for  marine  works. 

Somewhat  laiger  quantities  than  these  are  now  generally  used. 

Into  oak  and  other  hard  woods  it  is  difficult  to  force  more  than  2  or  3  Iba. 
per  cubic  foot* 

To  soft  woods  an  imperfect  form  of  this  process  may  be  applied  by  dry- 
ing the  timber  over  fires,  and  placing  it  while  warm  in  hot  creosote. 

Of  all  the  preservative  processes  at  present  known,  creosoting 
seems  to  be  the  most  successful ;  it  coagulates  the  albumen  of  the 
wood,  fills  its  pores  with  an  oily  liquid,  destroys  insects  and 
fungi,  repels  worms,  excludes  moisture,  and  prevents  dry  rot. 

Experience  seems  to  show  that  creosote  will  render  timber  pioof 
against  sea  worms,  and  even  against  the  white  ant. 

About  twelve  years  ago  a  Commission  was  appointed  by  the  Dutch  Qovem- 
ment  to  report  upon  the  best  method  of  protecting  timber  from  the  attacks  of 
the  sea-worm,  known  as  the  iertdxi  (see  p.  387). 

This  Commission  tried  every  preservative  means  then  known,  including, 
among  others— charriug  the  surface,  covering  with  paraffin,  with  sheet  metals, 
nails  (see  p.  388),  impregnation  with  all  sorts  of  chemiod  substances,  creo- 
soting, and  kyanising. 

The  conclusion  they  arrived  at  was  that  *'  the  only  process  that  could  be 
relied  upon  for  protecting  wood  from  the  attacks  of  the  teredo  was  that  of 
creosoting,  and  that  this  fedls  if  not  properly  carried  out."  ^ 

Kyan's  Frooeu  consists  in  ii^ecting  corrosive  sublimate  (bichloride  of  mercury)  in  the 
proportion  of  1  pound  of  sublimate  to  15  gallons  of  water. 

The  Dutch  experiments  showed  that  this  process  did  to  a  certain  extent,  though  not 
altogether,  repel  the  sea-worm,  and  it  is  said  that  it  has  some  effect  in  retarding  dry  rot. 
It  is  now,  however,  seldom  if  ever  used. 

Boucherie'B  Prooesa  consists  in  impregnating  the  timber  with  sulphate  of 
copper  by  a  very  simple  process. 

A  reservoir  filled  with  the  solution  (about  1  lb.  of  sulphate  copper  to  12^ 
gallons  of  water)  is  placed  at  a  height  of  from  20  to  30  feet  above  the 
ground. 

From  this  reservoir  leads  a  pipe  into  a  deep  inciaion  in  the  wood,  so 
arranged  that  the  liquid  may  reach  the  centre  of  the  log.  Thence  it  forces  its 
way  (under  the  pressure  caused  by  the  height  of  the  tank)  along  the  sap 
tubes,  forces  the  sap  out,  and  takes  its  place. 

To  see  if  the  solution  has  passed  right  through  the  timber  the  far  end  is 
rubbed  with  prussiate  of  potash,  which  upon  coming  in  contact  with  the 
sulphate  of  copper  makes  a  brown  stain. 

1  Britton.  ■  Dent 
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Gardner'B  FroceM  is  one  that  has  been  lately  introduced. 

It  is  said  ^  to  season  timber  more  rapidly  than  any  other  process,  to  pre- 
serve it  from  decay  and  from  the  attacks  of  all  kinds  of  worms  and  insects. 
It  is  also  found  to  strengthen  the  timber,  and  render  it  uninflammable,  and 
by  it  the  timber  may  be  permanently  coloured  to  a  variety  of  shades. 

The  process  takes  from  4  to  14  days  according  to  the  bulk  and  density  of 
the  timber.  It  consists  in  dissolving  the  sap  (by  chemicals  in  open  tanks), 
driving  out  the  remaining  moisture,  leaving  the  fibre  only. 

A  further  injection  of  chemical  substances  adds  to  the  durability,  or  will 
make  the  timber  uninflammable. 

«  The  process  has  been  satisfactorily  tested  in  mine  props,  railway  sleepers. 
Jogs  of  mahogany  for  cabinet  work,  and  in  smaller  scantlings  of  fir  and  pine. 

The  experiments  showed  that  the  sap  was  removed,  that  the  resistance 
of  the  timber  to  crushing  was  augmented  from  40  to  90  per  cent,  and  its 
density  was  considerably  increased. 

Margary'a  Frooesa  was  to  soak  the  wood  in  acetate  or  sulphate  of  copper.  It  does 
not  seem  to  have  been  successful. 

Sir  William  Burnet's  System  consists  in  steeping  the  timber  in  a  solution  com- 
posed of  1  lb.  of  chloride  of  zinc  to  4  gallons  of  water. 

Payne's  Process  involved  two  ii^ections  into  the  pores  of  the  timber,  the  first  being 
sulphate  of  iron,  the  other  sulphate  of  zinc.  It  is  said  to  make  the  timber  incombustible 
but  brittle. 

Combined  Process. — In  cases  where  the  complete  preservation  of  the  timber  is  of 
vital  importance,  and  expense  no  object,  Mr.  Britton  recommends  that  the  timber  should 
first  be  ii^'ected  with  metallic  salt  (as  in  Burnett's  system),  dried,  and  then  creosoted.  By 
this  means  the  whole  is  preserved ;  the  salts  protect  the  heart,  and  the  creosote  the  sapwood. 

Preservation  from  Fire. — Several  methods  for  preserving  tim- 
ber from  fire  have  been  proposed,  but  without  complete  success. 

It  is  said  that  timber  that  has  been  thoroughly  Bumetised  will 
only  become  charred  and  not  burnt  by  fire. 

The  most  efficacious  protection  yet  recommended  is  that  by 
Professor  Abel,  C.B.,  F.R.S.,  in  which  the  surface  is  painted  with 
alternate  coats  of  silicate  of  soda  and  limewash. 

The  wood  having  a  smooth  and  clean  surface  is  first  painted 
over  with  a  dilute  solution  of  the  silicate,  then  with  slaked 
fat  lime  of  the  consistency  of  cream,  then  with  a  stronger  solution 
of  silicate. 


CONVERSION  OF  TIMBER 

In  reducing  timber  from  the  log  or  baulk  to  scantlings,  the 
dimensions  and  form  that  the  timber  ought  to  possess  when  actually 
in  use  should  be  borne  in  mind,  in  order  that  proper  allowance 
may  be  made  for  the  alteration  that  will  take  place  in  conse- 
quence of  the  action  of  the  atmosphere,  which  has  an  influence 
more  or  less  even  upon  well-seasoned  timber. 

*  Paper  read  before  the  Philosophical  Society  of  Glasgow,  byJas.  Deas,  Esq.,  M.I.C.E. 
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Atmosplierla  Influenoe. — In  Htraight-grained  woods  the  changes  in  length 
caused  bj  the  effects  of  the  Btmosphere  an  veiy  slight ;  but  the  variations  io 
width  and  depth  are  very  great,  especially  in  new  timber. 

Rondelet  found  that  the  nsnal  changes  of  weather  produced  the  following 
expansion  and  contraction  in  wood  of  average  dtynees  : — 

In  fir  from  lig  to  A  of  width  ;   mean  rir. 
In  oak  from  lir  to  A  of  width  ;   mean  ilir. 

Mr.  Hurst  makes  a  practical  allowance  for  shrinkage  in  9-incIi  deals 
amounting  to  \  inch  for  "  northern  pine  "  deals,  and  |  for  "  white  deals." 

The  first  effect  of  atmospheric  influence  upon  a  log  is  that  the  eit«mal 
portions  which  are  exposed  to  the  air  shrink  ;  but  the  interior,  which  ia  pro- 
tected from  the  air,  remains  at  its  original  bulk.  The  consequence  is  that 
the  exterior  splits,  as  shown  in  Fig.  156. 

The  following  extract,  taken  by  permission  from  Dr.  Ander- 
son's lecture  on  applied  mechanics  given  before  the  Society  of 
Arts,  explains  very  clearly  tlie  manner  in  which  timber  shrinks 
when  cut  into  scantling  : — 

"  Notwithstanding  the  extent  to  which  timber  is  need  in  the  mechanical  arts, 
it  is  singular  that  the  natural  law  by  which  the  contraction  or  shrinking  of 
wood  ia  governed  is  too  mnch  disr^arded  in  practical  operations.  It  ia  a 
subject  which  seems  to  have  been  entirely  neglected  by  writers  on  the 
subject  .  .  . 

"  An  examination  of  the  end  aection  of  any  exogenous  tree,  such  as  the  beech 
or  oak,  will  show  the  general  arrangement  of  its 
structure.  It  consists  of  a  mass  of  longitudinal 
fibrous  tubes  arranged  in  irregular  circles  that  are 
bound  together  by  means  of  radical  strings  or 
ahoots  which  have  been  variously  named.  They 
are  the  "silver  grains"  of  the  carpenter,  or  the 
"  medullary  rays "  of  the  botanist,  and  are  in 
reality  the  same  ea  end  wood,  and  have  to  be  con- 
sidered as  aucb,  just  as  much  so  as  the  longitudinal 
woody  fibre,  in  order  to  understand  ita  action. 
From  this  it  will  be  seen  that  the  lateral  contrac-  Fig.  1S3. 

tion   or   collapsing  of  the   longitudinal   porous   or 

tubular  part  of  the  structure  cannot  take  place  without  first  crushing  the 
mednllary  rays  ;  hence  the  effect  of  the  shrinking  finds  relief  by  splitting 
in  another  direction,  namely,  in  radial  lines  from  the  centre,  parallel  with 
the  medullary  rays,  thereby  enabling  the  tree  to  maintain  ita  full  diameter, 
as  shown  in  Fig.  156. 

"  If  the  entire  mass  of  the  tubular  fibre  composing  the  tree  were  to  contract 
bodily,  then  the  medullary  rays  would  of  neceesity  have  to  be  crushed  in 
the  radial  direction,  to  enable  it  to  take  place,  and  the  timber  would  thus  he 
as  much  injured  in  proportion  as  would  be  the  case  in  crushing  tiie  wood  in 
the  longitudinal  direction.  If  sacb  an  oak  or  beech  tree  is  cut  into  foof 
qnartors  by  passing  the  saw  twice  through  tbe  centre  at  right  angles,  before 
contracting  and  splitting  has  commenced,  the  lines  a  e  and  e  b  in  Fig.  157 
would  be  of  the  same  length,  and  at  right  angles  to  each  other,  or  in  Qie 
technical  language  of  tbe  workshop  they  would  be  square  ;  but  after  being 
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■tored  in  a  diy  pUce,  say  for  a  year,  it  would  then  be  wen  that  a  gnat 
ehai^  had  taken  place  both  in  the  form  and  in  Muae  of  the  dimenaions : 


Fig.  167. 


Fig.  1S8. 


tbe  lines  ca  and  ei  would  be  the  same  length  oa  before,  bnt  it  would  have 
eontracted  from  aiah  very  coDBiderablf ,  and  the  two  lines  e  a  and  e  b  would 
not  be  at  right  angles  to  each  other  by  the  purtion  shown  here  in  black 
in  Fig.  158.  The  medullary  rays  aiie  thos  brought  closei  by  the  col- 
lapsing of  the  vertical  figure. 

"  Btit,  snppodiig  that  four  parallel  saw  cats  are  passed  through  the  tree 
>o  as  to  form  it  into  five  plsnks,  let  us  see  what  would  be  the  behaviooz  of 
the  several  planks.  Take  the  centra  plank  firaL  After  due  seasoning  and 
GOntractiDg  it  wonld  then  be  found  that  the  middle  of  the  board  would 
•till  retain  the  original  thickness  &om  the  resistance  of  the  medtdlary  rays, 
while  it  would  be  graduaUy  reduced  in  thickness  towards  the  edges  for  want 
of  support,  and  the  entire  breadth  of  the  plank  would  be  the  same  as  it  was 
at  first,  for  the  foregoing  reasons,  and  as  shown  in  Fig.  159.  Then  taking 
the  planks  at  each  sde  of  the  centre,  by  the  same 
law  their  change  and  behaviour  would  be  quite  dif- 
ferent They  would  still  retain  their  ori^al  thick- 
ness at  the  centre,  bnt  would  he  a  little  reduced  on 
each  edge  throughout,  but  the  side  next  to  the  besui 
of  the  tree  would  be  pulled  round,  or  partly  cylin- 
drical, while  tbe  outside  would  be  the  reverse,  or 
hollow,  and  the  plank  would  be  considerably  nar- 
rower throughout  ite  euldre  length,  mora  especially 
on  the  &>ce  of  the  hollow  side,  all  due  to  the  want 
of  support.  Selecting  the  next  two  planks,  they  wonld 
be  found  to  have  lost  none  of  tbeir  thickness  at  the 
centra,  and  very  little  of  their  thickness  at  the  edges,  but  very  much  of 
their  breadth  as  plauks,  and  would  be 
curved  round  on  the  heart  side,  and 
made  hollow  an.  the  outside.  Sup- 
posing some  of  these  planks  to  be  cat 
up  into  squares  when  in  the  green 
state,  the  shape  that  these  squares 
I  would  assume  after  a  period  of  season- 
ing would  enldrdy  depend  on  tbe  part 
of  the  tree  to  which  they  belonged ; 


Fig.  159. 


Fig.  ISO. 


Fig.  1«1. 
the  greatest  alteration  would  be  pamllel  with  the  medullary  rays.     Thus,  if 
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tlie  square  were  near  the  outside,  the  effect  would  be  as  bIiovh  in  Fig.  i6o, 
nainely,  to  contnwt  in  the  direction  froia  a  to  6,  and  afier  a  year  or  two  it 
would  be  thus,  as  seen  in  Fig.  i6i,  the  distance  between  e  and  a  being 
nearlj  the  same  as  it  was  before,  bnt  the  other  two  aie  brought  hj  the 
amount  of  their  contraction  closer  tc^ether.  Bj  understanding  this  natural 
law,  it  is  comparatively  ea^  to  know  the  future  behaviour  of  a  wood  or 
plank  by  carefully  examining  the  end  wood  in  order  to  ascertain  the  part  of 
the  log  from  which  it  has  been  cut,  as  the  angle  of  the  ring  growUis  and 
the  medullaiy  rays  will  show  thus,  as  in  Fig.  163.  If  a  pLuik  has  this 
appearance  it  will  evidently  show  to  have  been  cut  from  the  outside,  and 
for  many  years  it  will  gradually  shrink  all  to  the  breadth,  while  the  next 
plank,  shown  in  Fig.  163,  dearly  points  close  to  the  centre  or  heart  of  the 


Fig.  183. 


Fig.  1 


tice,  where  it  will  not  shrink  to  the  breadth,  but  to  a  varying  thickness,  with 
the  full  dimensions  in  the  middle,  but  tapering  to  the  edges,  and  the  planks 
on  the  right  and  left  will  give  a  mean,  but  with  the  centre  sides  curved 
round,  and  the  outside  still  more  hollow. 

"  The  foregoing  remarks  apply  more  especinlly  to  the  stronger  eiogenons 
woods,  such  as  beech,  oak,  and  the  stronger  home  firs.  The  softer  woods, 
such  as  yellow  pine,  are  governed  by  the  same  law,  but  in  virtue  of  their 
softness  another  law  comes  into  force,  which  to  some  degree  affects  their 
behaviour,  as  the  contracting  power  of  the  tubular  wood  has  sufBcient 
strength  to  crush  the  softer  medullary  rays  to  some  extent,  and  hence  the 
primary  law  is  so  far  modified.  But  even  with  the  softer  woods,  such  as 
are  commonly  used  in  the  construction  of  houses,  if  the  law  is  carefully 
obeyed,  the  greattr  part  of  the  shnnting,  which  we  are  all  too  familiar  with, 
would  be  obviated."  .     , 

Experiments  have  shown  that  timber  beams  having  the  annual  rings  parallel 
>  their  depth  are  stronger  than  those  which  have 
the  rings  parallel  to  their  width.  Thus,  in  the  log 
shown  m  Fig.  164  the  piece  cut  from  A  will  t)« 
stronger  than  that  cut  from  B. 
Again,the  purpose  for  which 
the  timber  is  intended  should 
be  borne  m  mind.  Thus,  i 
preparmg  floor  boards,  care  6 
should  be  taken  that  thehearts  ° 
Fig  164  should  not  appear  on  the  sur-      Fig.  ISG. 

face  of  the  finished  board.    If 
they  are  allowed  to  do  so,  as  m  Fig.  165,  the  central  portions  will  soon 
become  loose,  will  be  kicked  up,  as  shown  in  dotted  lines,  and  will  form  a 
rough  and  unpleasant  floor 

When  planks  which  have  shrunk  to  a  curved  form  have  to  be  nsed  to  form 

a  fiat  board,  they  are  sometimes  sawn  down  the  middle  and  glued  together, 

B.  C. III  2  C 
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the  attemate  pieces  beiitf^  reversed  aa  in  Pig.  i66  ;  thus  tlie  curratura  in  each 
I  piece  is  so  alight  as  to  be  idmost  inapiNreciable, 
I  and  the  reTersal  of  the  alternate  pieces  causes 
each  to  be  a  check  upon  the  shrinkage  of  ita 
1-ig.  166.  neighlwura. 

GonTarBioa  of  O&k. — There  are  Beveral  methods  of  coDTerting  oak  de- 
scribed in  Qwilt'a  Encyclopadia  of  ArekUeeturt,  from  which  the  following 
is  taken  ;  Fig.  167  being  very  slightly  modified. 
The  log  is  first  cut  into  four  quarten. 

Each  quarter  may  then  be  converted  in  either  of  the  following  methods  ; — 
The  best  method  is  shown  at  A  in  Fig.  167,  "in  which  there  is  no  waBt«, 
as  the  triangular  portionB  form  feather-edged 
laths  for  tiling  and  other  purposes." 

This  method   also   cuts  very    obliquely 

:ross  the  medullary  rays,  and  thus  exhibits 

well  the  nlver  grain  of  the  wood,  which  is 

}  much  admired  for  cabinet  work  and  other 

5  ornamental  purposes. 

The  next  best  method  is  at  B.    The  method 
/  shown  at  C  is  inferior  to  the  others  ;  that  at 
D  is  the  most  economical  where  thick  stuff  is 
required. 

CoaTersion  of  Fir. — At  the  great  saw- 
mills in  Sweden  and  Norway  each  log  is 
carefully  inspected  before  it  is  sawn,  to  find 
out  bow  many  of  the  moat  TTiarkdabU  sizes 
can  be  mode  out  of  it.  Thus  if  4-inch  deab  are  in  demand,  or  battens,  they 
will  arrange  so  as  to  cut  more  of  these  sizes,  and  fewer  of  the  regular  S-inch 

the  accompanying  figures,  taken  from  Mr. 
Brittou's  work  upon  Dry  Set. 


Fig.  167. 


Fig.  168. 


Fig.  169. 


Fig.  168  shows  an  arrangement  generally  adopted  at  the  present  time.  The 
S  X  3  inch  deals  go  into  the  English  market ;  those  9  x  li  inches  into  the 
French  market 

Fig.  169  shows  the  method  that  was  adopted  until  the  French  market  im- 
proved. It  will  be  observed  that  the  centre  deal  would  include  the  pith, 
and  it  is  in  such  a  case  subject  to  dry  rot. 
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DESTEUCTION  OF  TIMBER  BY  WOEMS  AND  INSECTS. 

Timber  both  in  its  growing  and  converted  states  is  subject  to 
the  attacks  of  worms  and  insects ;  when  these  exist  in  large  num- 
bers they  remove  so  much  of  the  wood  as  seriously  to  impair  the 
strength  of  any  structure  depending  upon  the  timber,  and  in  some 
cases  they  destroy  the  balks  altogether. 

It  will  not  be  necessary  to  describe  these  worms  and  insects  in 
detail.  But  a  brief  notice  of  a  few  of  the  most  important,  gleaned 
chiefly  from  the  works  of  Tredgold  and  Britton,  may  be  useful 

Worms. — The  Teredo  navalis  is  the  most  common  enemy  to  timber 
used  in  submarine  work. 

It  is  found  in  warm  and  cold  climates,  and  in  nearly  every  English  port 
It  avoids  fresh  water  and  prefers  clear  water  to  that  which  is  muddy. 
This  is  one  reason  why  wood  placed  at  the  mouth  of  a  river,  or  in  turbid 
water,  is  not  so  liable  to  be  attacked  as  when  it  is  in  clear  salt  water. 

The  Teredo  is  first  deposited  upon  the  timber  in  the  shape  of  an  egg,  from 
which  in  time  emerges  a  small  worm  ;  this  worm  soon  becomes  larger,  and 
commences  its  depredations. 

Furnished  with  a  shelly  substance  in  its  head,  shaped  like  an  auger,  it 
bores  into  the  wood,  chiefly  with  the  grain ;  at  the  same  time  it  lines  the  hole 
it  makes  with  a  thin  coating  of  carbonate  of  lime,  and  closes  the  opening  with 
two  small  lids. 

As  the  work  of  the  Teredo  advances  its  size  increases.  Worms  two  feet 
long  and  \  inch  in  diameter  have  been  found  at  Sheemess,  and  even  larger 
ones  are  stated  to  exist. 

The  Teredo  penetrates  nearly  all  kinds  of  timber,  but  is  most  successful  in  fir. 

The  general  opinion  seems  to  be  that  the  boring  is  mechanical,  but  some 
authorities  think  that  it  is  done  or  assisted  chemically  by  the  aid  of  an  acid 
secretion. 

The  LiMNORiA  TEREBRANS  is  a  marine  insect,  resembling  in  appearance  a 
very  small  woodlouse. 

It  is  very  abundant  in  British  (salt)  waters,  and  makes  up  for  its  diminutive 
size  by  the  numbers  in  which  it  attacks  timber  :  "  as  many  as  twenty  thousand 
will  appear  on  the  surface  of  a  piece  of  pile  only  12  inches  square."  ^ 

Mr.  Stevenson  found  that  Memel  timber  was  destroyed  by  the  Limnoria 
at  the  Bell  Rock  at  the  rate  of  about  1  inch  inwards  per  annum.  At  Lowe- 
stoft, piles  were  eaten  at  the  rate  of  3  inches  inwards  i)er  annum. 

This  insect  prefers  soft  woods,  avoids  knots,  but  will  attack  all  woods 
except  teak  and  greenheart 

"The  Limnoria  almost  always  works  just  under  neap  tidea  It  caimot 
live  in  fresh  water  (or  under  the  sand),  and  whilst  it  is  destroying  the  surfjEice 
of  a  pile,  the  Teredo  is  attacking  the  interior." 

The  Chelura  terebrans,  or  wood-horing  shrimp,  is  also  an  inhabitant  of 
British  seas.  It  tunnels  close  below  the  surface  of  timber,  the  waves  wash 
away  the  thin  covering  of  the  tunnel,  and  then  the  shrimp  drives  another 
below,  so  that  the  timber  is  removed  in  successive  flakes. 

>  Dent.  •  Britton. 
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The  Ltcoris  puoata  is  the  enemy  of  the  Teredo, 

A  little  wonn  with  legs,  something  like  a  centipede^  it  lives  in  the  mud, 
ctawls  np  the  pile  inhabited  by  the  Teredo^  enters  the  tunnel  in  which  it  is 
ensconced,  eats  the  Teredo,  enlarges  the  entrance  to  the  tunnel,  and  then 
lives  in  it 

Protection  against  Worms. — A  great  many  different  plans  have  been 
tried  in  order  to  protect  timber  in  marine  works  from  the  ravages  of  worms. 

Copper  sheathing  is  not  effectual.  The  worm  gets  in  between  the  copper 
and  the  timber,  and  moreover  the  sheathing  decays. 

Broad-headed  scupper  nails  driven  in  close  together  rust  into  a  mass,  and 
80  form  a  good  protection,  but  the  process  is  expensive. 

Creosoting  by  Bethell's  process  when  properly  carried  out  is  quite  success- 
ful (see  p.  380}  but  no  other  chemical  process  answers. 

Ants. — Of  the  ants  proper  or  those  belonging  to  the  order  Hymenoptera 
there  are  three  species  in  particular  which  attack  timber,  viz.—  ^ 

1.  The  Black  Carpenter  Ant  (Formica  fuliginosa),  which  prefers  hard  and 
tough  wood,  rather  in  standing  trees  than  in  seasoned  timber,  A  tinge  of 
black  is  seen  round  the  holes  it  makes,  caused  by  iron  in  its  saliva  acting 
upon  gallic  acid  in  the  wood. 

2.  The  Dusky  Ant  (Formica  fiuca). 

3.  Ihe  YeUow  Ant  (Formica /ava). 

The  two  last-mentioned  species  prefer  soft  woods. 

The  Whitb  Ant  (genus  Termes)  is  ^  rather  a  disagreeable-looking  insect, 
not  quite  i  inch  long,  having  a  body  about  I  of  the  full  length,  of  a  cream 
coloujr,  very  soft  and  fatty  in  substance.'' 

It  is  found  sometimes  in  Europe,  but  chiefly  in  tropical  climates,  more 
especially  in  Africa,  the  East  Indies,  the  Mauritius,  and  St  Helena. 

White  ants  wHL  eat  the  whole  timber  work  of  a  house  without  noise. 
They  bore  close  to  the  surface  of  the  wood,  but  without  destroying  it,  so 
that  there  is  no  visible  indication  of  what  they  are  doing. 

They  will  even  bore  through  the  boards  of  a  floor  and  up  the  legs  of  a 
table,  leaving  the  latter  a  mere  shell. 

The  principal  woods  used  in  this  country  which  are  said  to  resist  the 
white  ant  are  cedar,  greenheart,  ebony,  and  lignum  vitsa,  and  the  heartwood 
of  jarrah.     Pitch  pine  is  sometimes  attacked  by  it 

White  ants  will  not  attack  new  teak,  but  will  bore  through  teak  to  get  at 
yellow  pine. 

Protection  against  the  white  ant — Arsenic  seems  to  prevent  the  attack  of 
these  insects,  and  is  sometimes  used  for  this  purpose  in  the  concrete,  mortar, 
paint,  and  plaster  of  buildings. 

Arsenic  is  also  mixed  with  aloes,  soap,  etc,  to  form  a  wash  to  exterminate 
these  insects. 

Creosoting  is  an  effectual  preservative  against  white  ants,  but  on  account 
of  its  smell  is  only  adapted  for  out-door  work,  and  can  haidly  be  applied  to 
very  dense  tropical  timbers. 

Other  Insects  besides  those  above  mentioned  attack  wood,  among  which 
may  be  mentioned  the  Carpenter  bee  of  South  Africa  and  the  East  Indies, 
and  wood  beetles  in  Ceylon. 

There  are  also  two  or  three  kinds  of  small  beetles  in  this  country  which 
destroy  furniture,  carvings,  etc.,  and  burrow  into. books  in  libraries.     The 
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best  way  of  destroying  them  is  by  subjecting  them  to  the  vapour  of  chloro- 
form or  benzine.' 


VARIETIES  OF  TIMBER  USEFUL  FOR  DIFFERENT 

PURPOSEa 

The  undermentioned  are  the  best  of  the  ordinary  descriptions  of  timber 
to  use  for  the  purposes  named. 

PiUi, — Oak,  beech,  elm, 

PobU, — Chestnut,  acacia^  larch. 

Grtai  Strength  in  Construction, — ^Teak,  oak,  grecnhfeartj  Dautzic  fir,  pitch  pine. 

Durable  in  Wet  Podtions, — Oak,  beech,  elm,  teak,  alder,  plane,  acacia, 
greenheart. 

Large  Timbers  in  Carpentry. — Memel,  Dantzic,  and  Riga  fir. 

Oak,  chestnut.  Bay  mahogany,  pitch  pine,  or  teak,  may  be  used  if  easily 
obtainable. 

Floors, — Christiania,  St  Petersbui^,  Onega,  Archangel,  make  the  best ; 
Oefle  and  spruce  inferior  kinds  ;  Dram  battens  wear  well ;  pitch  pine,  oak,  or 
teak,  where  readily  procurable,  for  floors  to  withstand  great  wear. 

Panelling, — American  yellow  pine  for  the  best ;  Christiania  white  deals  are 
also  used. 

Interior  Joinery, — American  red  and  yellow  pine  ;  oak,  pitch  pine,  and 
mahogany  for  superior  or  ornamental  work. 

JVindow  Sillsy  keepers, — Oak  ;  mahogany  where  cheaply  procurable. 

Treads  of  Stairs. — Oak,  teak. 

Handles, — Ash,  beech. 

Patterns, — American  yellow  pine,  alder,  mahogany. 


STRENGTH  OF  TIMBER. 

The  following  Table,  showing  the  sttength  and  weight  of  timber,  is  gleaned 
from  the  records  of  many  experiments,  chiefly  those  given  by  Hodgkinson, 
Tredgold,  Barlow,  Rankine,  and  Laslett.  Some  of  these,  in  their  turn,  have 
embodied  the  results  of  experiments  made  by  Buffon,  Muschenhoek,  Rondelet, 
etc. 

It  will  be  seen  that  the  figures  given  vary  throughout  a  very  wide  range. 
This  is  quite  in  accordance  with  practice. 

Experiments  made  upon  selected  pieces  of  good  quality  show  results  differ- 
ing greatly  from  one  another,  the  difference  being  caused  by  variety  in  the 
age  or  state  of  dryness  of  the  specimen,  the  size  and  form  of  the  piece  tested, 
the  method  in  which  the  test  has  been  applied,  and  the  skill  of  the 
experimenter. 

Practical  experiment  upon  material  similar  to  that  about  to  be  used  in  any 
particular  case  is  preferable  to  information  extracted  from  tables ;  but  if  it 
is  necessary  to  use  the  latter,  the  engineer  should  be  inclined  to  credit  his 
material  with  the  lowest  of  the  figures  recorded,  and  then  to  apply  a  good 
factor  of.  safety  to  cover  defects  in  the  pieces  used,  which  defects  may  not 
have  existed  in  the  specimens  experimented  upon. 
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Table  showing  the  Wbioht,  Strength,  etc.,  of  Various  Woods. 


^l-< 

Comparativo 

Modulus 

Modulus 

a  a  A  00 

Stimieas  and 

Wood  seasoned. 

l|l 

of 

of 

^*      ^"      *^      Sv 

Strength,  accord- 

Rupture. 
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«  2  g-* 

•saga 

ing  to  Tredgold. 

►5.  f 

Ifi^ 

Oak  being  100.* 

Lbs. 

Tons. 

From    7V» 

Lbs. 

Lbs. 

Tons  per 
sq.  inch. 

3     3 

Stiff, 
ness. 

Strength. 

Acacia 

48 

5-0   8-1 

•  •  • 

1,1 52,000  to 

98 

95 

1,687,500 

Alder    . 

50 

4-5   6-3 

•  •  • 

1,086,750 

o            £ 

s     ^ 

63 

80 

Ash,  English 

43  to  53 

1-8   7-6 

12,000  to 
14,000 

1,525,500  to 
2,290,000 

3-8    4-2 

89 

119 

„     Canadian 

30 

2-45 

10,050 

1,380,000 

2-5 

77 

79 

Beech  . 

43  to  53 

21   6-6 

9,000  to 
12,000 

1,350,000 

3-4  4-2 

77 

103 

Birch    . 

45  to  49 

6-7 

11,700 

1,645,000 

1-5   2-8 

Cedar  . 

35  to  47 

1-3   51 

7,400  to 
8,000 

486,000 

2-5   2-6 

28 

62 

Chestnut 

35  to  41 

4-5   6-8 

10,660 

1,140,000 

•  t  • 

67 

89 

Elm,  English 

34  to  37 

2-4   6-3 

6,000  to 
9,700 

700,000  to 
1,340,000 

2-6    4-6 

78 

82 

„   Canadian 

47 

41 

14,490 

2,470,000 

41 

139 

114 

Fir,  Spruce  . 

29  to  32 

1-3   4-5 

9,900  to 
12,300 

1,400,000  to 
1,800,000 

2-9   30 

72 

86 

„   Dantzic  . 

36 

1-4   4-5 

13,806 

2,300,000 

31 

130 

108 

„   American   red 

34 

1-2  6-0 

7,100  to 

1,460,000  to 

2-1 

182 

81 

pine 

10,290 

2,350,000 

„   American  yel- 

32 

0-9 

8,454 

1,600,000  to 

1-8 

139 

66 

low  pine 

2,480,000 

„    Memel   . 

34 

4-2   4-9 

•  •  • 

1,636,000  to 
1,957,750 

6 

114 

80 

„   Kaurie  . 

34 

2-0 

11,334 

2,880,000 

2*6 

162 

89 

„   Pitch  pine 

41  to  58 

2-1    4-4 

14,088 

1,252,000  to 
3,000,000 

30 

73 

82 

„   Riga       . 

34  to  47 

1-8   5-5 

9,450 

870,000  to 
3,000,000 

21 

62 

83 

Oreenheart   . 

68  to  72 

3-9   41 

16,500  to 
27,500 

1,700,000 

5-8   6-8 

98 

165 

Jarrah . 

63 

1-3 

10,800 

1,187,000 

3-2 

67 

85 

Larch  . 

32  to  38 

1-9   5-3 

5,000  to 
10,000 

1,360,000 

2-6 

79 

103 

Mahogany,  Spanish 

53 

1-7   7-3 

7,600 

1,255,000  to 
3,000,000 

3-2 

73 

67 

„       Honduras 

35 

1-3  8-4 

11,500  to 
12,600 

1,596,000  to 
1,970,000 

2-7 

93 

96 

Mora 

57  to  68 

4-1 

21,000  to 
22,000 

1,860,000 

•  •  • 

105 

164 

Oak,  English 

49  to  58 

3-4  8-8 

10,000  to 
13,600 

1,200,000  to 
1,750,000 

2-9   4-5 

100 

100 

„     American 

61 

30   4-6 

12,600 

2,100,000 

81 

114 

86 

Plane   . 

40 

5-4 

•  •• 

1,343,250 

t  •  • 

78 

92 

Poplar 

23  to  26 

2-68 

•  •  • 

763,000 

1-4   2-3 

44 

50 

Sycamore 

36  to  43 

4-3   5-8 

9.600 

1,040,000 

31 

82 

111 

Teak    . 

41  to  52 

1-47  6-7 

12,000  to 
19,000 

2,167,000  to 
2,414,000 

2-3   5-4 

126 

109 

Willow 

24  to  35 

6-25 

6,600 

•  •  • 

1-3   2-7 

Hornbeam     . 

47-5 

9-1 

•  •  • 

•  •  • 

8-7 

•  k  • 

108 

1  From  Hodgkinson's  experiments  on  short  pillars  1  inch  diameter,  2  inches  high,  flat  ends,  and 
Ijaslett'fl  on  2-inch  cubes. 

»  This  ratio  is  not  always  conftrnied  by  the  values  of  the  moduli  of  elasticity  as  found  by  more 
recent  experiments,  and  given  in  the  fifth  column  of  the  above  table. 
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Mr.  Hodgkinson  found  that  timber  when  wet  had  not  half  the  Btrenjrth  of 
the  flome  timber  when  dry.  Thi§  is  an  important  point  to  consider  in  sub- 
aqueous struotures. 

Eesistance  to  Crushing  across  the  Fibres. — ^Whcn  a  vertical  piece  of  timber 
stands  upon  a  horizontal  piece,  the  latter  is  compressed  at  right  angles  to  the 
length  of  the  fibres,  and  in  this  position  it  will  not  withstand  so  great  a  com- 
pressive force  per  scjuare  inch  as  does  the  vertical  piece,  whose  fibres  are  com- 
pressed in  the  direction  of  their  length. 

Not  many  experiments  have  been  made  on  this  point. 

Tredgold  found  that  Memel  fir  was  distinctly  indented  with  a  pressure  of 
1000  lbs.  per  square  inch,  and  English  oak  with  1400  lbs.  per  square  inch. 

Mr.  Hatfield's  experiments  chiefly  on  American  woods,  are  quoted  in  Hurst's 
Tredgoldy  and  form  the  basis  of  a  table  in  Hurst's  Pockd-Book,  from  which  the 
following  are  taken  : — 

Force  per  sq.  Inch  required  to 

cni8li  the  fibres  trausveraely 

^  inch  deep. 

ons. 
»» 

9* 
»> 
if 
tf 
f  * 
»> 
»» 

Rtisistance  to  Slitaring. — On  this  point  also  but  few  experiments  have  been 
made. 

The  resistance  to  shearing  in  direction  of  the  fibres  of  the  wood  is  of  course 
much  less  than  that  across  the  fibres. 
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Chapter  VI. 
PAINTS    AND   VARNISHES. 

PAINTS  and  Varnishes  are  used  by  the  engineer  and  builder  for 
covering  the  surfaces  of  wood,  iron,  and  other  materials,  in 
order  to  protect  them  from  the  action  of  the  atmosphere,  or  to 
improve  their  appearance. 

The  preparation  of  surfaces  and  the  different  processes  involved 
in  painting  and  varnishing  materials  of  different  kinds  have  already 
been  briefly  described  in  Part  II. 

<»•  It  will  now  be  necessary  only  to  give  a  few  particulars  regard- 
ing the  paints  and  varnishes  in  common  use  on  engineering  and 
bunding  works. 

The  paints  used  by  the  engineer  and  builder  as  a  rule  consist 
of  a  hase^  (generally  a  metallic  oxide)  mixed  with  some  liquid 
substance  known  as  the  vehicle. 

In  most  cases  a  drier  is  added  to  cause  the  vehicle  to  dry  more 
quickly,  and  a  solvent  is  sometimes  required  to  make  it  work  more 
jfreely. 

When  the  final  colour  required  differs  from  that  of  the  base 
used,  the  desired  tint  is  obtained  by  adding  a  stainer  or  colaur- 
ing  pigment. 

It  will  be  an  advantage  to  glance  at  the  properties  of  the  subr 
stances  used  to  effect  the  various  objects  above  mentioned  before 
describing  the  paints  most  commonly  made  from  those  substances. 

The  materials  most  commonly  used  for  the  purposes  above 
mentioned  are  as  follows  : — 

Bases, — ^White  lead,  red  lead,  zinc  white,  oxide  of  iron. 

Vehicles, — Oils,  spirits  of  turpentine. 

Solvents. — Spirits  of  turpentine. 

Driers, — Litharge,  acetate  of  lead,  sulphate  of  zinc,  and 
binoxide  of  manganese,  red  lead,  etc. 

^  Sometimes  called  a  pigmetdf  but  here  called  the  base  in  order  to  avoid  confusion  with 
liMe  pigment  added  to  give  the  colour ;  see  p.  399. 
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Colouring  Pigments. — Ochres,  lampblack,  umber,  siemia,  and 
many  metallic  salts,  the  principal  of  which  are  mentioned  at 
page  399. 

BASES. 

White  Ijead  Ib  a  carbonate  of  the  metal.  The  best  is  prodnced  bj  the  Dutch 
process,  which  consists  in  placing  gratings  of  pure  lead  in  tan^  and  exposing 
them  to  the  fumes  of  acetic  acid  ;  by  these  they  are  corroded,  and  covered 
with  a  crust  of  carbonate,  which  is  removed  and  groimd  to  a  fine  powder. 

There  are  other  processes  for  manufacturing  white  lead,  in  which  it  is  pre- 
cipitated by  passing  carbonic  acid  through  solutions  of  different  salts  of  lead. 

CUchy  White  is  produced  in  this  way  hy  the  action  of  carbonic  acid  gas  upon  acetate 
of  lead.^ 

The  white  lead  produced  by  precipitation  is  generally  considered  inferior  to 
that  prepared  by  corrosion.  It  is  wanting  in  density  or  body,  and  absorbs 
more  oil — it  however  does  not  require  grinding. 

Pure  white  lead  ia  a  heavy  powder,  white  when  first  made  ;  if  exposed  to 
the  air  it  soon  becomes  grey  by  the  action  of  sulphuretted  hydrogen. 

It  is  insoluble  in  water,  effervesces  with  dilute  hydrochloric  acid,  dissolving 
when  heated,  and  is  easily  soluble  in  dilute  nitric  acid. 

When  heated  on  a  slip  of  glass  it  becomes  yellow. 

This  substance  may  be  used  as  the  basis  of  paints  of  all  colours. 

Adulteration, — White  lead  may  be  purchased  either  pure  or  mixed  with 
various  substances — such  as  sulphate  of  baryta,  sulphate  of  lead,  sulphate  of 
lime,*  whiting  (see  p.  240),  chalk,  zinc  white,  etc.  These  substances  do  not 
combine  with  oil  so  well  as  does  white  lead,  nor  do  they  so  well  protect  any 
surface  to  which  they  are  applied. 

Sulphate  of  baryta,  the  most  common  adulterant,  is  a  dense,  heavy,  white 
substance,  very  like  white  lead  in  appearance.  It  al)8orbs  very  little  oil,  and 
may  frequently  be  detected  by  the  gritty  feeling  it  proiluces  when  the  paint 
ia  rubbed  between  the  finger  and  thumb. 

Market  Forms. — White  lead  is  sold  either  diy  in  ix)wder  or  Imnp,  or  else 
grouvd  in  ail  in  a  i)a8te  "  containing  from  7  to  9  per  cent  of  linseed  oil,  and 
more  or  less  adulterated,  imless  specially  marked  genuine," 

When  sulphate  of  baryta  has  been  added,  its  presence  is  in  most  cases 
avowed  ;  the  mixture  is  called  by  a  particular  name,  which  indicates  to  the 
initiated  the  proportion  of  sulphate  of  baryta  that  it  contains     Thus — 

Genuiiu  Dry  JFhite  Leculy  Newccutle  White,  Nottingham  White,  are  all 
names  for  pure  white  lead. 

Kremnitz,  or  Krcms  White,  known  also  as  Vienna  White,  imported  from 
Austria  in  small  cubes  ;  French  White,  or  Silver  White,  in  drops,  from  Paris  ; 
and  Flake  White,  made  in  England  in  small  scales,  should  also  all  be  pure 
white  lead,  but  they  differ  considerably  in  density. 

Venice  Wliite       contains  1  part  white  lead  to  1  part  sulphate  of  iMiryta. 
Hamburg  White         „       1      „  ^v  2     „  „ 

DvJtck  JFhite,  or  )  . 

Holland  White    j      '* 


99  jj  *^     »  » 


^  Deut.  '  Barium  sulphate,  lead  sulphate,  calcium  sulphate. 


394  NOTES  ON  BUILDING  CONSTRUCTION. 

"  When  the  sulphate  of  baryta  is  very  white,  like  that  of  the  Tyrol,  these 
mixtures  are  coDsidered  preferable  for  certain  kinds  of  painting,  as  the  barytes 
communicates  opacity  to  the  colour,  and  protects  the  lead  from  being  speedily 
darkened  by  sulphurous  smoke  or  vapours.'*  * 

Old  White  Lead. — White  lead  improves  by  keeping.  It  shoiild  not  be 
exposed  to  the  air,  or  it  will  turn  grey  (see  p.  393).  Old  white  lead  of  good 
quality  goes  furtlier  and  lasts  better  than  if  it  is  used  when  fresh  ;  more- 
over, the  paint  made  with  fresh  lead  has  a  tendency  to  become  yellow. 

Fresh  white  lead  often  has  a  yellowish  tinge,  caused  by  the  presence  of 
iron. 

Uses,  AdvayitageSf  and  Duadvantages.' — Of  all  the  bases  for  paints  white 
lead  is  the  most  commonly  used,  and  for  surfaces  of  wood  it  affords  in  most 
cases  the  best  protection,  being  dense,  of  good  body,  and  permanent.  It  has 
the  disadvantage,  however,  of  blackening  when  exposed  to  sulphur  acids,  and 
of  being  injurious  to  those  who  handle  it 

Test  for  Sulphate  of  Baryta. — "The  testing  of  the  quality  of  white  lead  is  a  very 
simple  operation,  as  it  is  only  necessary  in  the  case  of  dry  white  lead  to  digest  it  with 
nitric  acid,  in  which  it  dissolves  readily  on  boiling.  When  ground  with  oil,  the  oil 
should  be  burnt  off,  and  the  residue  treated  with  nitric  acid  ;  or 

"  The  ground  white  lead  with  the  oil  may  be  boiled  for  some  little  time  with  strong 
nitric  acid,  which  destroys  the  oil,  and  dissolves  the  lead  on  the  addition  of  water. 

"  The  sulphate  of  baryta  being  insoluble  in  acid  remains  behind,  and  can  be  collected 
on  a  filter,  washed  with  hot  distilled  water,  and  weighed." 

Bed  Ijead  is  produced  by  raising  mcusicot  (the  commercial  name  for  oxide 
of  lead)  to  a  high  temperature,  short  of  fusion,  during  which  it  absorbs 
oxygen  from  the  air,  and  is  converted  into  red  lead  or  miniumy  an  oxide  of 
lead. 

It  is  usually  in  the  form  of  a  bright  red  powder.  The  colour  is  lasting, 
and  unaffected  by  light  when  the  red  lead  is  pure  and  used  alone,  but  any 
preparation  containing  lead,  or  acids  mixed  with  it,  deprive  it  of  colour,  and 
impure  air  makes  it  black.* 

Uses. — Red  lead  is  used  as  a  drier  (see  p.  398),  also  for  painting  iron  (see 
p.  322) ;  and  in  the  priming  coat  for  painting  wood  (see  p.  405). 

Adulteration  and  Tests, — Red  lead  is  sometimes  adulterated  with  brick  dnst, 
which  may  be  detected  by  heating  the  red  lead  in  a  crucible,  and  treating  it 
with  dilute  nitric  acid  ;  the  lead  will  be  dissolved,  but  the  brick  dust  will 
remain.* 

Red  lead  may  also  be  adulterated  with  colcothar,  a  sesquioxide  of  iron. 

Sulphide  of  Antimony,  or  antimony  vermilion,  produced  from  antimony- 
ore,  has  been  proposed  as  a  substitute  for  red  lead. 

It  is  sold  in  a  very  fine  powder,  without  taste  or  smell,  and  which  is 
insoluble  in  water,  alcohol,  or  essential  oils. 

It  is  but  little  acted  upon  by  acids,  and  is  stated  to  be  unaffected  by  air  or 
light.  It  is  adapted  for  mixing  with  white  lead,  and  affords  an  intensely 
bright  colour  when  ground  in  oil.^ 

Oxide  of  Zino  is  the  basis  of  ordinary  zinc  paint  (see  p.  407). 

It  is  prepared  by  distilling  metallic  zinc  in  retorts,  under  a  current  of  air  ; 
the  metal  is  volatilised,  and  white  oxide  is  condensed.  It  is  filled  into  can- 
vas bags,  and  pressed  to  increase  its  density. 

*  lire.  '  Davidson.  '  Proceedings  Society  of  Engineers^  1875. 
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Zinc  white  is  durable  in  water  and  oil ;  it  diesolves  in  hydrocliloric  acid  ; 
it  docH  not  blacken  in  the  presence  of  sulphuretted  hydrogen  (the  sulphide 
of  zinc  being  white) ;  and  it  is  not  injurious  to  the  men  who  make  it,  or  to 
the  painters  who  use  it 

On  the  other  hand,  it  does  not  combine  so  well  with  oil,  and  is  wanting  in 
body  and  covering  power,  and  is  difficult  to  work  (see  p.  407). 

"  The  want  of  density  is  a  great  drawback  to  the  use  of  zinc  white,  and  the 
purest  zinc  oxide  is  not  always  the  best  for  paint  on  account  of  its  low  specific 
gravity  ;  and  in  tliis  respect  the  American  zinc  whites,  which  are  frequently 
very  pure,  do  not  generally  compete  with  the  zinc  white  supplied  by  the 
Yieille  Montague  Company,  as  made  in  Belgium.'^  ^ 

Uses,  etc. — Oxide  of  zinc  is  the  basis  of  zinc  paint  It  has  considerable 
advantages  in  certain  ])ositions,  as  mentioned  at  page  407. 

Oxy-Sulphide  of  Zino  is  used  as  the  basis  of  OriffitKs  patent  white  painL 
It  is  stated  by  Dr.  Phipson  to  be  prepared  by  precipitating  chloride  or  sul- 
phide of  zinc  by  means  of  a  soluble  sulphide — of  sodium,  barium,  or  calcium. 
The  precipitate  is  dried  ;  and  levigated,  while  hot,  in  cold  water. 

The  paint  made  with  this  substance  for  a  base  has  several  valuable  charac- 
teristics, which  are  described  at  p.  410. 

Oxide  of  Iron  is  produced  from  a  brown  hasmatite  ore  found  at  Torbay 
in  Devonshire.  It  forms  the  basis  of  a  large  class  of  paints  of  some  import- 
ance (see  p.  410). 

The  ore  is  roasted,  separated  from  impurities,  and  then  groimd.  Tints, 
varying  from  yellowish  brown  to  black,  may  be  obtained  by  altering  the  tem- 
perature and  other  conditions  under  which  it  is  roasted. 

Oxide  of  iron  is  also  produced  as  a  bye  product  in  the  manufacture  of 
aniline  dyes.* 

VEHICLES. 

OilB  are  divided  into  two  classes — Fixed  oils  and  volatile  oils. 

Fixed  Oils  are  extracted  by  pressure  from  vegetable  substances  ;  they  are 
of  a  fatty  nature,  do  not  evaporate  on  drying,  and  will  bear  a  temperature 
short  of  500"  Fahr.  without  decomposing.     They  are  subdivided  into 

Drying  Oils,  which  become  thick  upon  exposure  to  air.  Of  these,  linseed 
oil  is  most  commonly  used  as  an  ingredient  for  paint ;  nut  oil  and  poppy  oil 
are  also  used  (see  p.  397). 

Non-Drying  Oils,  which  become  rancid  under  similar  atmospheric  influ- 
ences.    These  are  not  used  in  preparing  paint 

Volatile  or  Essential  Oils  are  generally  obtained  by  distillation,  and 
have  an  odour  resembling  that  of  the  plant  from  which  they  are  obtained. 
They  are,  as  a  rule,  colourless  at  first,  but  upon  exposure  to  air  and  light  they 
become  darker,  thicker,  and  eventually  are  converted  into  a  kind  of  resin. 

Oil  of  turpentine,  commonly  called  spirits  of  turpentine,  is  the  only  variety 
of  this  class  that  is  much  used  for  ordinary  paint. 

Naphtha  or  oil  of  petroleum  is  used  for  vaniish. 

IjinBeed  Oil,  produced  by  compressing  flax  seed,  is  the  most  conmionly 
used,  and  by  far  the  best  of  the  oils  nsed  as  an  ingredient  of  paint,  putty,  and 
other  similar  substances. 

*  Dent. 


\- 
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It  oxidues  and  becomes  thick  apoQ  «xponira  to  the  tit.  Thui  prop 
Teiy  much  iDcieased  bj  adding  other  anbataucefi  to  it  and  boilii^ 
together  (see  Boiled  Oil). 

It  is  BuperioT  in  drying  powers,  tenacity,  and  body  to  the  other  fixed 

The  best  oil  comes  £rom  the  Block  Sea  and  the  Baltic  ;  that  from  Eut  I 

•eed  is  inferior,  as  the  seed  Is  lees  carefully  cleaned,  and  contains  too 


Uia, — Baw  linseed  oil  is  dear  and  light  In  colour,  vorka  smoothlf,  1 
osed  for  internal  work,  for  delicate  tints,  and  for  grinding  up  coloon.  1 
oil  is  much  thicker,  darker,  and  more  apt  to  dt^.  It  is  used  for  01 
work,  aa  its  grealer  body  and  rapidity  in  drying  make  it  a  quicker  and 
efficient  protection. 

Raw  LiMBBttD  Oil  is  obtained  by  allowing  the  oil,  as  fiivt  exprened 
the  Beed,  to  settle  until  it  can  be  drawn  off  clear. 

When  of  good  quality  it  should  be  pale  in  colour,  perfectly  transpi 
almost  free  from  smell,  and  sweet  in  taste. 

When  it  la  to  be  used  for  ddicate  tints,  it  is  sometimes  clarified  by  m 
an  acid  (such  as  oil  of  vitriol),  which  is  afterwards  carefully  washed  out. 

This  clarification  is  stated  to  be  of  no  permanent  advantage,  for  the  ( 
drying  recoTeis  its  original  colour. 

Darkness  in  colour  and  slowness  in  drying  are  defects  in  inferior  lii 
oil 

These,  however,  are  greatly  dirainisbed,  and  the  substance  of  the  o 
improved  by  keeping. 

llie  oil  should  never  be  used  within  rax  months  after  being  exprewed  : 
the  seed,  and  it  is  better  if  kept  for  several  years. 

Baw  oil  is  more  suited  for  delicate  work  than  boiled  oil,  as  it  is  thi 
and  lighter  in  colour. 

The  drying  of  raw  linseed  oil  "  may  be  improved  by  adding  about  1  1] 
whit«  lead  to  every  gallon  of  oil  and  allowing  it  to  settle  for  at  least  a  wi 
this  also  improves  the  colour  of  the  oilj  whilst  the  lead  can  be  used  afterw 

Baw  oil  spread  in  a  film  upon  glass,  or  other  smooth  non-abaorl 
material,  takes  from  two  to  three  days  to  dry,  according  to  the  state  of 
weather,' 

BoiLBD  LiNBBED  Oil,  frequently  called  Drying  OH,  is  composed  of  lini 
oil  mixed  with  certain  driers  and  nused  to  a  high  temperature. 

The  drying  qualities  of  the  raw  oil  con  be  greatly  improved  by  boilin 
alone,  but  other  substances,  such  as  those  mentioned  below,  are  gener 
added  to  it,  which  make  it  dry  still  more  quickly. 

Boiled  oil  of  a  pale  colour  is  necessary  for  use  with  light  tints,  but  for  d 
colours  a  dark  oil  seems  to  be  generally  preferred,  though  appareutly  w 
out  much  reason. 

Dark  Dryitig  Oii  may  be  made  from  the  following  ingredients  : — 
1  gallon  linseed  oil. 
1  lb.  red  lead. 
1  lb.  umber. 
1  lb.  litharge. 
The  linseed  oil  is  heated  to  about  200°  Fatir.  ;  when  it  looks  brown  1 

*  Seddon.  *  Dent. 
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the  Bcum  is  all  burnt  off  the  other  substances  are  added  ;  the  whole  is  then 
raised  to  about  400''  Fahr.,  and  kept  at  that  temperature  for  two  or  three 
hours.  The  oil  is  then  drawn  off,  the  albuminous  matter  being  allowed  to 
deposit,  and  is  now  clear  and  ready  for  use. 

The  umber  is  added  simply  to  give  the  oil  a  dark  colour. 

Acetate  of  lead  is  sometimes  used  instead  of  the  red  lead  and  litharge,  and 
tends  to  make  the  oil  lighter  in  tint.     A  little  resin  is  sometimes  added. 

Chevreuil  states  that  oil  heated  to  160^  with  ^  its  weight  of  oxide  of  manganese  has 
powerful  drying  properties.^ 

Qood  boiled  oil  spread  in  a  film  upon  glass  should  be  dry  in  from  12  to  24 
hours.* 

Pale  Drying  Oil  may  consist  of  1  gallon  of  linseed  oil  mixed  with  about 
7  lbs.  lithai^e  or  acetate  of  lead,  and  raised  to  a  moderate  warmth. 

Boiled  Oil  to  he  used  toith  zinc  paint  must  be  free  from  oxides  of  lead.  About 
5  per  cent  by  weight  of  powdered  peroxide  of  manganese  is  boiled  in  the  oil 
for  five  or  six  hours.     The  mixture  is  then  allowed  to  cool,  and  filtered. 

Drying  Oil  for  common  work  may  be  made  by  boiling  1  i  lb.  red  lead  in  a 
gallon  of  raw  linseed  oil,  and  allowing  the  mixture  to  settle. 

Poppy  Oil  is  extracted  by  pressure  from  the  seeds  of  the  common  poppy.  It  should 
be  colourless,  or  of  a  very  light  yellow  tinge,  sweet,  and  free  from  smell.  Being  very 
pale  it  is  sometimes  used  for  light  tints,  but  though  its  colour  stands  longer  than  that  of 
linseed  oil,  it  eyentually  becomes  of  a  brownish  hue,  and  in  drying  and  other  qualities  it 
is  far  inferior  to  linseed  oil. 

Nut  Oil  is  expressed  from  walnuts.  It  should  be  nearly  colourless,  and  therefore 
adapted  for  white  and  any  light  tints.  It  dries  more  rapidly  than  linseed  oil,  but  is 
not  durable. 

"  Oil  of  Turpentine,**  "  Spirits  of  Turpentine,  or  Turps J^  is  an  essential  or 
volatile  oil,  produced  by  distilling  turpentine  tapped  from  pines  or  larches. 
The  residuum  left  after  distillation  is  common  rosin, 

^*  The  best  oil  of  turpentine  comes  from  America." 

*^  The  gummy  material  known  as  Cam^ada  Balsam  is  produced  by  the  Pinus 
Canadiensis,  Venice  Turpentine  by  the  larch  (Pinus  larix),  and  French  Turpen- 
tine by  the  Pinus  maritima,  which  is  extensively  grown  in  the  south  of 
France."  ^ 

Characteristics  and  Quctlities, — '^  Ordinary  oil  of  turpentine  has  a  specific 
gravity  of  about  '87,  and  boils  at  a  temperature  of  320**  Fahr.** 

'*  On  exposure  to  the  air  it  oxidises,  and  is  converted  into  a  resinous  sub- 
stance." 

^'  When  spread  upon  any  surface  in  a  thin  layer,  as  is  the  case  when  used 
for  paint,  it  should  dry  in  24  hours,  leaving  a  hard  dry  varnish."  ^ 

Good  spirits  of  turpentine  is  lighter  in  weight  and  more  inflammable  than 
bad.  It  is  colourless,  and  has  a  pleasant  pungent  smell,  whereas  the  smell  of 
inferior  qualities  is  disagreeable. 

Good  spirits  of  turpentine  should  leave  a  very  slight  residue  when  eva- 
porated. 

Spirits  of  turpentine  is  often  adulterated  with  mineral  oil.  The  purer 
vegetable  turpentine   loses   bulk   by   evaporation,  and  gains  weight   upon 

^  Miller*8  Organic  Chemistry. 
^  Proceedings  Society  of  Engineers,  1876.  '  Dent. 
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exposure  to  the  air  ;  the  spirit  from  the  mineral  oil  flies  off,  leaving  the  oil 
without  any  assistance  in  hardening.^ 

Turpentine  sometimes  contains  pjroligneous  acid,  and  is  the  better  for 
being  kept  and  allowed  to  settle  a  long  time  before  use. 

I7««s.-— Spirits  of  turpentine  is  used  as  a  solvent  for  resins  and  other  sub- 
stances in  making  varnishes  ;  also  in  paint  to  make  it  work  more  smoothly. 
It  is  useful  also  in  flatting  coats  (see  Part  IL),  but  will  not  stand  exposure  to 
the  weather. 

DRIERS. 

Driers  are  substances  added  to  paint  in  order  to  cause  the  oil  to  thicken 
and  solidify  more  rapidly. 

The  action  of  these  sul>8tances  is  not  thoroughly  imderstood.  Chevreuil 
has  shown  that  the  drying  of  linseed  oil  is  caused  by  the  absorption  of  oxy- 
gen, and  there  can  be  no  doubt  that  for  the  most  part  driers  act  as  carriers 
of  oxygen  to  the  oil,  a  very  small  quantity  producing  considerable  effects. 

The  best  driers  are  those  which  contain  a  large  proportion  of  oxygen, 
such  as  litharge,  acetate  of  lead,  red  lead,  sulphate  of  zinc,  verdigris,  etc. 

They  are  sometimes  used  to  improve  the  drying  qualities  of  the  oil  with 
which  the  paint  is  mixed,  as  explained  at  page  396,  or  they  may  themselves 
l)e  ground  up  with  a  small  quantity  of  oil  and  added  to  the  paint  just  before 
it  is  used. 

Ijitharge,  or  oxidjt  cf  lead,  is  the  drier  most  commonly  used,  and  is  pro- 
duced in  extracting  lead  from  its  ores.  It  can  be  procured  on  a  small  scale 
by  scraping  off  the  dross  which  forms  on  molten  lead  exposed  to  a  current  of 
air.  Masdcot  is  a  superior  kind  of  litharge,  being  produced  by  heating  lead 
to  an  extent  insufficient  to  fuse  the  oxide. 

Sugar  of  Lead  (acetate  of  lead)  ground  in  oil,  and  Copx>era8  and  White 
vitriol  (mlpJiate  of  zinc),  are  also  used  as  driers,  especially  for  light  tints. 

Oxide  of  Manganese  is  quicker  in  its  effects,  but  is  of  a  very  dark 
colour,  and  seldom  used  except  for  deep  tints. 

Japanners'  Gk>ld  Size  and  Verdigris  (acetate  of  copper)  are  also  used  for 
dark  colours.  Care  must  be  taken  not  to  apply  too  much  of  the  size,  or  it 
will  make  the  paint  brittle. 

Bed  Ijoad  (oxide  of  lead)  is  often  used  as  a  drier  when  its  colour  will  not 
interfere  with  the  tint  required.  It  is  not  so  rapid  in  its  action  as  lithaige  or 
massicot 

Sulphate  of  Manganese  is  the  best  drier  for  zinc  white,  about  6  or  8 
ounces  only  being  used  for  1  cwt.  of  ground  zinc  paint  The  manganese 
should  be  mixed  with  a  small  quantity  of  the  paint  first,  and  then  added  to 
the  bulk.  If  great  care  be  not  taken  in  mixing  the  drier  the  work  will  be 
spotted.* 

Sulphate  of  Zino  is  also  a  good  drier  for  zinc  paint. 

Patent  Driers  contain  oxidising  agents,  such  as  litharge  or  acetate  of  lead, 
ground  and  mixed  in  oil,  and  therefore  in  a  convenient  form  for  immediate 
use. 

There  is  great  danger,  however,  in  using  such  driers,  unless  they  are  of  the 


^  Cre8y*8  Encyclopcedia.  '  Dent 
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beat  quality  from  a  reliable  maker.     Some  of  the  inferior  descriptiona  depend 
for  their  drying  qualities  upon  lime. 

Terebine  is  a  sabHtitute  for  patent  and  other  driers,  and  is  used  in  the  proportion  of 
1  oz.  to  1  lb.  of  paint.     Alone  it  will  dry  in  about  half  an  hour.^ 

Precautions  in  iiBing  Driers. — ^^  The  following  |>oint8  should  be  ob- 
served in  using  driers  : — 

"  Id,  Not  to  use  them  unnecessarily  with  pigments  which  dry  well  in  oil 
colour. 

''  2i.  Not  to  employ  them  in  excess,  which  would  only  retard  the  drying. 

*'  Zd,  Not  to  add  them  to  the  colour  until  about  to  be  used. 

^'  AtK  Not  to  use  more  than  one  drier  to  the  same  colour. 

"  5^^.  To  avoid  the  use  of  patent  driers,"  unless  known  to  be  of  good 
quality. 

'^  Qth,  To  avoid  the  use  of  driers  in  the  finishing  coat  of  light  colours,  as 
they  are  liable  to  injure  the  colour."  * 


COLOURING  PIGMENTS. 

It  is  unnecessary  to  give  anything  like  a  complete  list  of  the  pigments 
used  to  produce  the  colours  and  tints  used  by  the  house  |)ainter  and  deco- 
rator.    A  few  of  the  most  useful  may,  however,  be  mentioned. 

It  is  not  proposed  to  give  a  detailed  description  of  them,  but  merely  suf- 
ficient to  distinguish  those  that  are  injurious  from  the  others. 

Many  of  these  colouring  pigments,  such  as  the  ochres,  umbers,  etc.,  are 
from  natural  earths  ;  others  are  artificially  made. 

They  may  generally  be  purchased  either  in  the  form  of  dry  powder  or 
ground  in  oil. 

Blacks, — Lampblack  is  the  soot  produced  by  burning  oil,  rosin,  small  coal, 
resinous  woods,  coal  tar,  or  tallow. 

It  is  in  the  state  of  very  fine  powder ;  works  smoothly  ;  is  of  a  dense 
black  colour,  and  durable,  but  dries  batily  in  oil. 

Vegetable  Black  is  a  better  kind  of  lampblack  made  from  oil.  It  is  very  light,  free 
from  grit,  and  of  a  good  colour.  It  should  be  used  with  boiled  oil,  driers,  and  a  little 
varnish.     Linseed  oil  or  turps  keeps  it  from  drying.' 

IvoRT  Black  is  obtained  by  calcining  waste  ivory  in  close  vessels,  and  then  grinding. 
It  is  intensely  black  when  properly  burnt. 

Bone  Black  is  inferior  to  ivory  black,  and  prepared  in  a  similar  manner  from  hones. 

Blue  Black  and  Frankfort  Black  of  the  best  quality  are  made  from  vine  twigs  ;  in- 
ferior qualities  from  other  woods  charred  and  reducwi  to  powder. 

Grant's  Black,  or  Bideford  Blacky  is  a  mineral  substance  found  near  Bideford.  It 
contains  a  large  proportion  of  silicious  matter.  It  is  denser  than  lampblack,  but  has  not 
so  much  staining  power.* 

Blues. — Prussian  Blue  is  made  by  mixing  prussiate  of  potash  (Ferro- 
cyanide  of  potamum)  with  a  salt  of  iron.  The  prussiate  of  j^tash  is  obtaine<l 
by  calcining  and  digesting  old  leather,  blood,  hoofs,  or  other  animal  matter 
with  carbonate  of  potash  and  iron  filings. 

This  pigment  is  much  used,  especially  for  dark  blues,  making  purples,  and 
intensifying  black.     It  dries  well  with  oil. 

*  Messrs.  Bolding's  Price  LvU,  ^  Seddon. 

'  Davidson.  *  Dent. 


400  NOTES  ON  BUILDING  CONSTRUCTION. 

Slight  differences  in  the  nanufictnre  canae  oonsideimble  TarUitioii  in  tint  and  colovr, 
which  leads  to  the  material  being  known  by  different  names — each  as  Antwerp  Bim, 
Berlin  Blue,  ffaerlem  Blue^  Chineae  Blue,  etc. 

Indigo  is  produced  by  steeping  certain  plants,  from  Asia  and  America,  in 
water,  and  allowing  them  to  ferment. 

It  is  a  transparent  colour  ;  works  well  in  oil  or  water,  but  is  not  durable, 
especially  when  mixed  with  white  lead. 

Ultramarine  was  originally  made  by  grinding  the  valnable  mineral  Lapis  lasuU. 
Genaine  ultramarine  so  made  is  very  ezx)en8iye,  bnt  artificial  J^reneh  and  GermoM 
Ultramarines  are  made  of  better  colour,  and  cheaply,  by  fiising  and  washing,  and  reheat- 
ing, a  mixture  of  soda,  silica,  alum,  and  sulphur. 

It  is  used  chiefly  for  colouring  wall  pa|)ers. 

Cobalt  Blue  is  an  oxide  of  cobalt  made  by  roasting  cobalt  ore.  It  is  a  beantifiil 
pigment,  and  works  well  in  water. 

Smalt,  Saxon  Blue,  and  Royal  Blue  are  coloured  by  oxides  of  cobalt. 

Celestial  Blue,  or  Brunswick  Bluey  and  Damp  Blue  are  chemical  compoimds 
(containing  alum  and  other  substances),  which  need  not  be  described  in  detaiL 

Bremen  Blue,  or  Verditer^  is  a  compound  of  copper  and  lime  of  a  greenish  tint. 

TellowB. — Chrome  Yellows  are  chromates  of  lead,  produced  by  mixing 
dilute  solutions  of  acetate  or  nitrate  of  lead  and  bichromate  of  potaslL 

This  makes  a  medium  tint  known  as  Middle  chrome.  The  addition  of  sul- 
phate of  lead  makes  this  paler,  when  it  is  known  as  Lemon  ehrojnef  whez^as 
the  addition  of  caustic  lime  makes  it  Orange  chrome  of  a  darker  colour. 

The  chromes  mix  well  with  oil  and  with  white  lead  either  in  oil  or  water. 
They  stand  the  sun  well,  but,  like  other  lead  salts,  become  dark  in  bad  air. 

Chrome  yellow  is  frequently  adulterated  with  terra  alba  (gypswm), 

Naples  Yellow  is  a  salt  of  lead  and  antimony,  supposed  to  have  been  originally  made 
from  a  natural  volcanic  product  ajb  Naples.  It  is  not  so  brilliant  as  chrome,  bnt  has  the 
same  characteristics. 

King's  Yellow  is  made  from  arsenic,  and  is  therefore  a  dangerous  pigment  to  use  in 
internal  work.  It  is  not  durable,  and  it  injures  scyeral  other  colours  when  mixed  with 
them.  Chinese  Yellow,  Arsenic  Yellow,  and  Yellow  Orpimeni  are  other  names  for 
king's  yellow.^ 

Yellow  Oohre  is  a  natural  clay  coloured  by  oxide  of  iron,  and  found 
abundantly  in  many  parts  of  England 

It  is  not  very  brilliant,  but  is  well  suited  for  distemper  work,  as  it  is  not 
afifected  by  light  or  air.  It  do^  not  lose  its  colour  when  mixed  with  lime 
as  some  other  pigments  do. 

Sfbuoe  Ochre  is  a  variety  of  the  above  of  a  brownish-yellow  colour. 

Oxford  Oohre  is  of  a  warm  yellow  colour  and  soft  texture,  absorbent  of  both  oil  and 
water.  ^ 

Stone  Ochre  is  found  in  the  form  of  balls  imbedded  in  the  stone  of  the  Cotswold 
hiUs.     It  varies  in  tint  from  yellow  to  brown. 

Terra  db  Sienna,  or  Raw  Sienna^  is  also  a  clay,  staiued  with  oxides  of 
iron  and  manganese,  and  of  a  dull  yellow  colour.  It  is  durable  both  in  oil 
and  water,  and  is  useful  in  all  work,  especially  in  graining. 

Yellow  Lake  is  a  pigment  made  from  turmeric,  alum,  etc.  It  is  not  durable,  and 
does  not  mix  well  with  oil  or  metallic  colours.^ 

Browns  generally  owe  their  colour  to  oxide  of  iron. 
Raw  Umber  is  a  clay  coloured  by  oxide  of  iron.     The  best  comes  ^m 
Turkey. 


Davidson. 
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It  is  very  durable  both  in  water  and  in  oil ;  does  not  injure  other  pig- 
ments when  mixed  with  them. 

Burnt  Uubeb  is  the  last-mentioned  pigment  burnt  to  give  it  a  darker 
colour.  It  is  useful  as  a  drier,  and  in  mixing  with  white  lead  to  make  stone 
colour. 

Vandtkb  Brown  is  an  earthy  mineral  pigment  of  dark-brown  colour.  It 
is  durable  both  in  oil  and  in  water,  and  is  useful  for  graining. 

Purple  Brown  is  of  a  reddish-brown  colour.  It  should  be  used  with  boiled 
oil ;  and  a  little  varnish  and  driers  for  outside  work. 

Burnt  Sienna  is  produced  by  burning  raw  sienna  (see  p.  400).  It  is 
"  the  best  colour  for  shading  gold."  ^ 

Bbown  Ochre  is  another  name  for  spmce  ochre  (see  p.  400). 
SPANisn  Brown  is  also  an  ochre. 

Brown  Pink  is  a  vegetable  pigment  often  of  a  greenish  hue.  It  works  well  in  water 
and  oil,  but  dries  badly,  and  will  not  keep  its  colour  when  mixed  with  white  lead. 


. — Carmine,  made  from  the  cochineal  insect,  is  the  most  brilliant  red 
pigment  known.  It  is,  however,  too  expensive  for  ordinary  house  painting, 
and  is  not  durable.     It  is  sometimes  used  for  internal  decoration. 

Red  Lead  has  already  been  described  (see  p.  394).  Qround  by  itself  in 
oil  or  varnish  it  forms  a  durable  pigment,  or  it  may  be  mixed  with  ochres. 
White  lead  and  metallic  salts  generally  destroy  its  colour. 

Vermilion  is  a  sulphide  of  mercury  found  in  a  natural  state  as  Oinnahar. 
The  best  comes  from  China. 

Artificial  vermilion  is  also  made  both  in  China  and  on  the  Continent  from 
a  mixture  of  sulphur  and  mercury. 

Gknuine  vermilion  is  very  durable,  but  this  pigment  is  sometimes  adul- 
terated with  red  lead,  etc.,  and  then  will  not  weather. 

Tests, — Vermilion  can  be  tested  by  heatiog  it  in  a  test  tube.  If  genuine  it 
should  entirely  volatilise. 

Pure  powdered  vermilion  crushed  between  sheets  of  paper  should  not 
chauge  colour. 

German  Vermilion  is  the  tersulphide  of  antimony  and  of  an  orange-red  colour. 

Indian  Red  is  a  ground  haematite  ore  brought  from  BengaL  It  is  some- 
times artificially  made  by  calcining  sulphate  of  iron.  The  tints  vary,  but  a 
rosy  hue  is  considered  the  best. 

It  may  be  used  with  turpentine  and  a  little  varnish  to  produce  a  dull  sur- 
face, drying  rapidly,  or  with  boiled  oil  and  a  little  driers,  in  which  case  a 
glossy  surface  will  be  produced,  drying  more  slowly. 

Chinese  Red  and  Persian  Red  are  chromates  of  lead,  produced  by  boiling  white 
lead  with  a  solution  of  bichromate  of  potash.  The  tint  of  Persian  red  is  obtained  by  the 
employment  of  sidphuric  acid.  These  paints  are  much  used  for  painting  pillar  post 
boxes.  ^ 

Light  Red  is  a  burnt  ochre.  It  shares  the  characteristics  of  raw  ochres  described 
at  p.  400. 

Venetian  Bed  is  obtained  by  heating  sulphate  of  iron  produced  as  a  waste  pro- 
duct at  tin  and  copper  works.  It  is  often  adulterated  by  mixing  sulphate  of  Ume 
with  it  during  the  manufacture.     When  pure  it  is  known  as  Bright  Red.* 

"  Special  tints  of  purple  and  brown  are  frequently  required  which  greatly  enhance  the 
value  of  the  material  These  tints  should  be  obtained  in  the  process  of  manufacture,  and 
not  produced  by  mixing  together  a  variety  of  different  shades  of  colour.     When  the  tint 

^  Davidson.  •  Dent. 
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dedred  is  attempted  to  be  obtained  by  this  latter  course  it  is  neyer  so  good,  and  the  pi 
xnents  produced  are  known  in  the  trade  as  '  faced  colours,*  and  are  of  inferior  value."  ^ 

B08E  Pink  is  a  chalk  or  whiting  stained  with  a  tincture  of  Brazil  wood.  It  fad 
Tery  quickly,  but  is  used  for  paperhangingv,  common  distemper,  and  for  staining  ch« 
furniture. 

Dutch  Pink  is  a  similar  substance  made  from  quercitron  bark.^ 

Iiakes  are  made  by  precipitating  coloured  vegetable  tinctures  by  means 
alum  and  carbonate  of  potash.     The  alumina  combines  with  the  oigan 
colouring  matter  and  separates  it  from  the  solution.' 

The  tincture  used  varies  in  the  different  descriptions  of  lake.  The  bee 
made  from  cochineal  or  madder,  \a  very  expensive. 

The  colour  is  not  a  durable  one,  and  dries  slowly.  It  mixes  iv-ell  wit 
white  lead,  and  is  used  for  internal  work. 

Dbop  Lues  is  made  by  dropping  a  mixture  of  Brazil  wood  through  a  funnel  on  1 
a  slab.  The  drops  are  dried  and  mixed  into  paste  with  gum  water.  It  is  sometinK 
called  Brasil  Wood  Lake. 

SOABLET  liAKi  is  made  from  cochineal,  and  so  are  Florentine  Lake,  Hamburg  Lak 
Chineae  Lake,  Soman  Lake,  Venetian  Lake,  and  Carminated  Lake, 

OrangeB. — Chrome  Orange  is  a  chromate  of  lead,  brighter  than  vei 
milion,  but  less  durable. 

^  Orange  Ochre  is  a  bright  yellow  ochre  burnt  to  give  it  warmth  of  tint.     It  drie 

and  works  well  in  water  and  oil,  and  is  very  durable.*  It  is  known  also  as  SpaniA 
Ochre. 

Orange  Red  Ib  produced  by  a  further  oxidation  than  is  required  for  red  lead.  I 
is  a  brighter  and  better  pigment.^ 

Greens  may  of  course  be  made  by  mixing  blue  and  yellow  pigments,  bu 
such  mixtures  are  less  durable  than  those  produced  direct  from  copper, 
arsenic,  etc.  The  latter  are,  however,  objectionable  for  use  in  distemper,  oi 
on  wall  papers,  etc,  as  they  are  injurious  to  health. 

Brunswick  Green  of  the  best  kind  is  made  by  treating  copper  with  sal-ammoniac 
Chalk,  lead,  and  alum  are  sometimes  added.  It  has  rather  a  blmsh  tinge ;  dries  well 
in  oil,  is  durable,  and  not  poisonous. 

Ordinary  Brunswick  green  is  made  by  mixing  chromate  of  lead  and  Prussian  blue 
with  sulphate  of  baryta. 

Mineral  Green  is  made  from  bi-basic  carbonate  of  copper.    It  weathers  welL 

Verdigris  is  acetate  of  copper.  It  furnishes  a  blmsh-green  colour,  durable  in  oil 
or  varnish,  but  not  in  water.    It  dries  rapidly,  but  is  not  a  fwfe  pigment  to  use.' 

Green  Yerditer  is  a  carbonate  of  coipper  and  lime. 

Prussian  Green  is  made  by  mixingTdilTerent  substances  with  Prussian  blue. 

There  are  several  other  greens  made  from  copper,  such  as  Brighton  Oreen,  MalaehiU, 
Mountain  Oreen,  Marine  Oreen,  Saxon,  Jfriean,  French  Oreens,  Patent  Oreen, 
etc  etc 

Emerald  Green  is  made  of  verdigris  mixed  with  a  solution  of  arsenious  acid.  It 
is  of  a  very  brilliant  colour,  but  is  very  poisonous,  is  difficult  to  grind,  and  dries  badly 
in  oiL  It  should  be  purchased  ready  ground  in  oil,  in  which  case  the  poisonous  par- 
ticles do  not  fly  about,  and  the  difficulty  of  grinding  is  avoided.* 

Scheele's  Green  and  Vienna  Green  are  also  arsenites  of  copper,  and  highly 
poiBonons. 

Chrome  Green  should  be  made  from  the  oxide  of  chromium,  and  is  very  durable. 

An  inferior  chrome  green  is  made,  however,  by  mixing  chromate  of  lead  and  Pms- 
sian  blue  as  above  mentioned,  and  is  called  Brunswick  green. 

The  chrome  should  be  tree  from  add,  or  the  colour  will  fade.  It  may  be  tested  by 
placing  it  for  several  days  in  strong  sunlight. 

^  Dent  •  Ure.  '  Davidson. 

*  The  Paperhanger\  rainUr*a,  and  Decorator's  JsnstanL 
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The  exact  proportions  of  the  ingredients  to  be  used  in  mixing 
paints  vary  considerably  according  to  circumstances. 

The  composition  of  paints  should  be  governed  by  the  nature  of 
the  Tfiaterial  to  be  painted.  Thus  the  paints  respectively  best 
adapted  for  protecting  wood  and  iron  differ  considerably.  The 
kind  of  surface  to  be  covered,  i,e.  a  porous  surface  requires  more 
oil  than  one  that  is  impervious.  Th^i  nature  and  appearance 
of  tlie  work  to  be  done.  Delicate  tints  require  colourless  oil ;  a 
flatted  surface  must  be  painted  without  oil,  which  gives  gloss 
to  a  shining  surface.  Again,  paint  used  for  surfaces  to  be  var- 
nished must  contain  a  minimum  of  oil  (see  p.  417).  The  climate, 
and  the  degree  of  exposure  to  which  the  work  wUl  be  subjected  ;  thus 
for  outside  work  boiled  oil  is  used,  because  it  weathers  better 
than  raw  oiL  Turps  is  avoided  as  much  as  possible,  because 
it  evai)orates  and  does  not  last ;  if,  however,  the  work  is  to  be 
exposed  to  the  sim,  turps  are  necessary  to  prevent  the  paint  from 
blistering.  The  skill  of  the  painter  also  affects  the  comi)osition ; 
a  good  workman  can  lay  on  even  coats  with  a  smaller  quantity  of 
oil  and  turps  than  a  man  who  is  unskilful ;  extra  turps,  especially, 
are  often  added  to  save  labour.  The  quality  of  the  materials 
makes  an  important  difference  in  the  proi)ortions  used.  Thus 
more  oil  and  turps  will  combine  with  pure,  than  with  impure 
white  lead ;  thick  oil  must  be  used  in  greater  quantity  than  thin 
oil.  When  paint  is  purchased  ready  ground  in  oil,  a  soft  paste 
will  require  less  turps  and  oil  for  thinning  than  a  thick  paste. 
Lastly,  the  different  coats  of  paint  vary  in  their  composition  :  the 
first  coat  laid  on  to  new  work  requires  a  good  deal  of  oil  to  soak 
into  the  material;  on  old  work  the  first  coat  requires  turps  to 
make  it  adhere ;  the  intermediate  coats  contain  a  proportion  of 
turps  to  make  them  work  smoothly,  and  to  the  final  coats  the 
colouring  pigment  is  added,  the  remainder  of  the  ingredients  being 
varied  as  already  described,  according  as  the  surface  is  to  be  glossy 
or  flatted. 

Lead  Faint. — Ordinary  white  paint  is  generally  composed  of 
white  lead,  linseed  oil,  driers,  and  spirits  of  turpentine. 

A  coloured  lead  paint  is  produced  by  adding  a  pigment  to  the 
above. 
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In  the  mixture  each  constitueiit  plays  a  part 

The  oil  soaks  into  the  porea  of  the  material  painted,  and  I 
dries  into  a  resinous  compound,  keeping  out  the  air,  and  prev 
ing  decay. 

The  drier  causes  the  oil  to  oxidise  and  solidify  more  quick] 

The  white  lead  gives  body  and  opacity  to  the  mixtnre.  It  i 
not  merely  mix  with  the  oil,  but  combines  with  it  to  for 
creamy  compound  which  dries  into  a  soapy  substance. 

The  spirit  of  turpentine  is  merely  a  solvent  added  to  make 
paint  work  mora  f^ely ;  it  eventually  evaporates  and  plays 
permanent  part. 

Proportions  of  Ingredients. — The  exact  proportion  of 
ingredients  best  to  be  used  in  mixing  painte  varies  accordini 
their  quality,  the  natiire  of  the  work  required,  the  climate, 
other  considerations. 

The  composition  of  the  paint  for  the  different  coats  also  va 
considerably. 

The  proportions  given  below  must  therefore  only  be  taker 
an  approximate  guide  when  the  materials  are  of  good  quality  : 
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Table  showing  the  Ck)MP08inoN  of  the  different  Coats  of  White  Paint,  and 
the  Quantities  required  to  cover  100  Square  Yards  of  New  Wrought 
Deal 
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l>oile<l  oil  does 
not  work  well. 
For  pure  white  a 
larger  proportion 
of  raw  oil  is  ne- 
cessary, because 
boile<l  oil  is  too 
dark. 

For  every  100  square  yanls,  besides  the  materialH  enuineraU.Nl  ii1)f>ve,  2j  lbs.  white 
lead  and  5  lbs.  putty  will  be  required  for  stopping  (see  Part  II.  p.  413). 
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The  area  which  a  given  quantity  of  paint  will  cover  depends  upon  the  nmtare  of  th 
sarfaoe  to  which  it  is  applied,  the  proportion  of  the  ingredients,  and  the  state  of  th 
weather. 

I  When  the  work  is  required  to  dry  quickly,  more  turpentine  is  added  to  al 

the  coats. 

In  repaintirvg  old  work,  the  surface  (after  the  necessary  preparation^  see  Pu 
IL)  is  considered  as  if  it  were  primed.  Only  two  more  coats  are  generall; 
applied,  of  which  the  first  is  called  the  second  colouring  ;  a  fourth  coat  i 
seldom  required.  The  second  and  third  coats  contain  equal  parts  of  oil  an< 
turps  ;  all  the  remaining  ingredients  are  as  shown  in  the  Table  above. 

For  outside  work  exposed  to  the  sun,  the  second  and  third  coats  each  contain 
pint  turpentine  and  4  pints  of  boiled  oil,  the  remaining  ingredients  being  a 
I  stated  in  the  Table.    The  extra  turpentine  is  introduced  to  prevent  blistering 

In  cold  weather  more  turps  is  used  to  make  the  paint  work  freely. 

White  Lead  Paint. — Good  paint  of  this  description  should  b 

made  of  pure  white  lead.     If  it  is  to  be  untinted,  care  must  b 

i  taken   to  exclude   any   substance   which  will  detract    from   th^ 

brightness  of  the  white,  and  it  must  be  kept  in  closed  vessels,  o 
I  the  action  of  the  air  will  give  it  a  brown  shade. 

Uses,  Advantages,  and  Disadvantages, — White  lead  paint  itseli 
I  and  also  as  a  basis  for  coloured  paints,  is  one  of  the  commones 

and  best  protecting  coverings  that  can  be  applied  to  surfaces  o 
wood.  Where  it  is  exposed,  however,  to  the  fumes  of  sulphur  acids 
such  as  are  evolved  from  decaying  animal  matter,  in  laboratories 
and  in  some  manufacturing  towns,  it  soon  becomes  darkened  bj 
the  formation  of  black  sulpliide  of  lead.  It  has  also  the  disad 
vantage  of  producing  nimibness  and  painters*  colic  in  those  whc 
use  it 

Coloured  Lead  Paints  are  made  by  adding  to  a  basis  of  whit€ 
lead  paint  certain  stainers   or   colouring  pigments  described   at 
p.  399. 
i  These  pigments  should  be  separately  ground  in  oil,  and  smaU 

ji  portions  carefully  added  to  the  last  two  coats  that  are  applied 

!  until  the  required  colour  is  obtained. 

I^.f  A  list  of  some  of  the  pigments  used  im  produce  different  tints 

*'  is  given  at  page  408. 

It  is  better  to  ascertain  the  proportion  required  by  experi- 
menting at  first  upon  a  small  sample. 

Where  the  colour  is  very  deep,  the  amount  of  pigment  becomes  very  large 
in  proportion  to  the  white  lead  ;  and  in  some  cases,  as  in  very  common  black 
paint,  the  white  lead  is  omitted  altogether,  to  the  great  detriment  of  the  pro- 
tecting qualities  of  the  paint. 

Mixing  Lead  Paint. — When  the  white  lead  is  purchased  in  a 
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dry  state  it  must  be  ground  up  with  raw  linseed  oil  by  means  of 
a  stone  mvller  on  a  marble  slab  or  grindstone. 

After  reduction  in  this  way,  or  when  purchased  ready  ground 
in  oil,  it  is  in  a  thick  pasta 

This  paste  is  softened  and  made  smooth  by  adding  a  small 
quantity  of  oil  and  turps,  and  working  it  well  with  a  palette 
knife. 

The  colouring  pigments,  if  any,  are  then  added,  and  the  paint 
is  brought  to  the  consistency  of  cream  by  adding  more  oil  and 
turps. 

It  is  then  cleared  by  passing  it  through  a  canvas  or  tin 
strainer. 

When  about  to  be  used,  the  paint  is  thinned  to  the  consistency 
necessary  to  enable  it  to  work  freely,  by  adding  more  oil  and 
turps,  called  thinnings,  and  the  driers  are  also  added. 

If  the  paint  is  too  thick,  it  will  be  difficult  to  work,  and  will 
make  an  uneven  surface.  If  too  thin,  it  will  not  have  body 
enough,  and  more  coats  will  be  required. 

As  the  paint  becomes  thicker  during  use,  or  when  put  upon 
oue  side  for  a  time,  it  will  require  further  thinning,  and  perhaps 
repeated  straining  to  clear  it  from  skin  and  dirt. 

To  prevent  mixed  paints  from  "  skinning  over,"  or  drying  up, 
they  should  be  kept  constantly  covered  with  water  or  with  a  thin 
film  of  linseed  oil. 

Injurious  Effect  of  Lead  Paint. — Lead  paint  produces  most 
injurious  effects  upon  those  who  use  it. 

Entering  the  pores  of  the  skin,  it  is  absorbed  by  the  system, 
and  leads  to  numbness  and  a  kind  of  paralysis.  It  also  produces 
a  complaint  known  as  "  painters'  colic." 

Zino  Paint,  ordinarily  so  called,  is  made  with  oxide  of  zinc  (see 
p.  394),  instead  of  white  lead,  as  a  basis. 

Characteristics  and  Uses, — Zinc  white  does  not  combine  with 
oil  so  readily  as  white  lead.  Its  covering  properties  are  therefore 
inferior,  and  it  takes  a  long  time  to  harden.  Moreover,  it  is  very 
dry  imder  the  brush,  and  requires  more  labour  on  the  part  of 
the  painter. 

It  is  acted  upon  by  the  carbonic  acid  in  rain  water,  which  dis- 
solves the  oxide,  and  it  therefore  weathers  badly. 

The  acids  contained  in  imseasoned  wood  have  a  great  effect 
upon  it.^ 

1  Dent. 


' 


4o8  NOTES  ON  BUILDING  CONSTRUCTION. 

Zinc  paint  may  be  used  without  fear  of  painters'  paralysis,  an 
as  it  has  no  smell,  places  in  which  it  has  been  used  may  be  occi: 
pied  directly  it  is  dry. 

**  Zinc  white  paint  when  pure  retains  its  colour  well,  and  wi 
stand  washing  for  several  years  without  losing  any  of  its  fresl] 
ness.  When  dry  it  becomes  very  hard,  and  will  take  a  fin 
polisL"  ^ 

This  paint  is  sidtable  in  large  manufacturing  towns  inhere  it  i 
subjected  to  vapours  containing  sulphur,  or  in  places  where  for 
air  is  emanated  from  decaying  animal  matter.  The  zinc  is  no 
(like  white  lead)  blackened  by  exposure  to  sulphuretted  hydroger 

In  such  positions  of  course  zinc  paint  should  not  be  niixe< 
with  "patent"  or  other  driers  which  contain  lead.  The  bes 
driers  to  be  used  with  it  are  sulphate  of  manganese  and  sulphat 
of  zinc  (see  p.  398). 

Zinc  white  is  reconunended  as  being  preferable  to  white  leai 
for  painting  on  a  dark  ground.  The  reason  for  this  is  tha 
the  soap  formed  by  the  combination  of  the  lead  and  oil  in  lea( 
paints  is  semi-transparent,  and  the  dark  ground  shows  through  it 
Another  form  of  zinc  paint  is  described  at  page  410. 

Coloured  Paints. — It  has  already  been  mentioned  that  coloured  leac 
paints  are  produced  by  adding  a  suitable  pigment  to  a  white  lead  paini 
until  the  required  tint  is  obtained. 

It  would  of  course  be  impossible  to  give  instructions  for  the  composition  oj 
the  great  variety  of  colours  and  tints  in  which  paint  may  be  required. 

A  few,  however,  of  the  most  common  tints  produced  by  mixing  two  oi 
more  colours  may  be  mentioned. 

The  colours  used  are  generally  divided  into  classes  as  follows : — 

Common  Colotira,  including  greys,  bufifs,  and  stone  colours. 

SuperioTy  or  Fine  Colours,  such  as  bright  yellows,  warm  tints,  cloud  colours, 
and  common  greens. 

Delicate  tints,  such  as  blue  verditer,  pea-greens,  pinks,  etc. 

The  following  list  shows  the  pigments  that  may  be  added  to  white  lead 
paint '  to  produce  a  few  of  the  most  frequently  used  compoimd  colours. 

The  same  pigments,  except  those  containing  lead,  may  be  used  with  a  zinc- 
white  basis  for  coloured  zinc  painta 

Pigments  fou  Colourkd  Paints. 

Common  Colours  : — Stone  Colour. — Burnt  umber. 

Raw  imiber. 
Yellow  ochre. 

Raw  umber  and  lampblack. )  For  darker 
Yellow  ochre  and        ,,        )      shades. 

*  Scddon.  -  Or  to  white  distemper  ;  see  p.  240. 
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Drab^ — Burnt  umber. 

Burnt  umber  and  yellow  ochre  for  a  warm  tint. 
Buffi, — ^Yellow  ochre. 

Yellow     ^      and  Venetian  red, 
Qreys. — Lampblack. 

Indian  red — indigo — ^for  a  warm  shade. 
Brovm, — ^Bumt  eienna,  indigo. 

Lake,  Prussian  blue  (or  indigo)  and  yellow  ochre. 
Superior  Colourb  : — Ydlovjs, — Clux)me  yellow. 

Orun, — ^Prussian  blue,  chrome  yellow. 

Lidigo,  burnt  sienna  (or  raw  umber). 
Prussian  blue,  raw  umber. 
Avoid  arsenical  greens. 
Salmon. — Venetian  red. 
Vermilion. 
Fawn. — Stone  ochre  and  vermilion. 
Delicate  Tints  : — Sky-blue. — Prussian  blue. 

Peorgreen. — Brunswick  green. 
French  „ 

Prussian  blue,  chrome  yellow. 


SPECIAL  PAINTS. 

During  the  last  few  years  a  great  many  sul>stances  have  been 
proposed  as  bases  for  paint  instead  of  white  lead. 

The  paints  made  with  thefle  substances  are  called  by  special 
names,  and  often  have  peculiar  qualities  which  adapt  them  for 
use  under  particular  circumstances. 

It  would  be  almost  impossible  to  give  a  complete  list  of  all 
these  special  paints,  but  it  will  be  useful  to  mention  a  few  of  the 
most  prominent  with  their  characteristics. 

Inodorous  Faint '  is  mixed  without  any  turpentine,  the  evaporation  of 
which  in  ordinary  paints  causes  a  strong  unpleasant  smell,  which  in  some 
people  produces  headache,  and  even  more  injurious  effects. 

In  this  i)aint  the  ordinary  white  lead,  or  zinc  white  ground  in  oil,  "  in- 
stead of  being  thinned  with  oil  and  turpentine,  is  mixed  with  methylated 
spirit  in  which  shellac  has  been  dissolved,  together  with  a  small  quantity  of 
linseed  and  castor  oil.** 

"  Tliis  methylated  spirit  evaporates  very  rapidly,  leaving  l)ehind  the  shellac, 
which  acts  the  part  of  the  film  of  varnish  left  by  the  oil  and  turpentine  in 
the  ordinary  method  of  ])ainting,  protecting  the  woo<l  or  stone,  and  at  the 
same  time  attaching  the  pigment  to  the  })ainted  nurface.*' 

This  i>aint  dries  very  rapidly.  The  second  coat  c^n  l)e  appli«'il  an  hour 
after  the  first,  and  three-coat  work  can  be  finished  in  one  day.     The  rapid 

»  Dent. 
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drying  makes  it  difficult  to  paint  a  large,  mdntemipted  surface,  witho 
showing  marks  where  one  portion  dried  before  the  next  was  commenced. 

For  interior  work  in  occupied  buildings  this  paint  has  very  great  adva 
tages  ;  also  where  rapidity  in  execution  is  required. 

"  In  oak  graining  it  is  desirable,  perhaps  better,  that  the  ▼amiahing  oc 
should  be  put  on  as  usual ;  but  in  this  case  the  odour  arising  from  two  cof 
of  paint  work  is  at  all  events  avoided,  and  the  whole  is  finished  in  a  ds 
instead  of  lasting  over  two  or  three  days."  * 

Oriffith's  latent  White  Paint  is  a  form  of  zinc  paint  -which  h 
recently  been  introduced.  Its  basis,  oxy-sulphide  of  zinc  (see  p.  39  5),  is  sa 
to  be  cheaper  than  white  lead.  It  has  25  per  cent  more  covering  power  i 
the  same  weight,  is  not  poisonous,  is  more  stable,  is  of  a  brilliant  whi 
colour,  dense  and  opaque  ;  does  not  blister  or  yield  to  heat  or  gas,  is  not  d 
coloured  by  sulphuretted  hydrogen,  is  neutral  toward  iron,  and  will  mix  wii 
colours  which  white  lead  destroys. 

Oxide  of  Iron  Paints. — In  these  oxide  of  iron  (see  p.  395)  forms  11 
basis.  They  are  free  from  injurious  ingredients  such  as  those  of  lead  paini 
For  painting  ironwork  they  are  particularly  suitable,  as  they  do  not  set  i 
any  galvanic  action  such  as  is  said  to  take  place  between  lead  paints  ai 
iron  surfaces.  When  the  surface  of  the  iron  is  rusty,  the  rust  becomes  inoo 
porated  with  the  paint 

The  paint  must,  however,  be  made  from  the  sesquioxide  or  red  oxide  < 
iron.     If  made  from  the  protoxide  it  is  liable  to  rust  in  itself.' 

The  cost  of  good  oxide  of  iron  paints  is  about  the  same  as  that  of  lea 
paints,  but  in  application  they  are  cheaper,  as  weight  for  weight  they  cover 
greater  surface. 

1  lb.  oxide  of  iron  paint  mixed  in  the  proportion  of  I  oxide  to  i  linseed  o: 
should  cover  2 1  square  yards  of  sheet  iron.* 

To  ensure  this  power  of  covering  a  large  area  with  a  small  quantity  c 
paint,  the  ingredients  should  be  reduced  to  an  impalpable  powder  before  tiie; 
are  mixed  with  the  oil.     They  are  ground  for  seven  or  eight  hours. 

"  When  mixed  with  about  one-third  of  white  lead  they  form  a  very  han 
mastic  similar  to  that  made  from  red  lead."  ' 

Wolston's  Torbay  Paint,  now  made  by  the  Torbay  and  Dart  Paint  Com 
pany,  is  produced  from  a  brown  haematite  iron  ore  found  in  Devonshire.  I 
contains  from  50  to  65  per  cent  oxide  of  iron,  the  remainder  being  siliceotu 
matter. 

The  colour  of  the  oxide  varies  from  yellowish  brown  to  red  and  black. 

Blue,  green,  and  other  tints  are  produced  by  adding  pigments  which  arc 
not  oxides  of  iron,  and  which  therefore  alter  the  composition  of  the  paint. 

This  paint  has  been  in  use  for  upwards  of  twenty  years,  and  has  borne  « 
high  character  for  durability  imder  exposure  to  weather  and  fumes  of  manu- 
factories. 

An  official  report,  quoted  in  the  Manufacturers'  Circular,  says  that  **  6S 
lbs.  of  the  Torbay  iron  paint  effectually  cover  as  much  surface  as  1 1 2  lb&  ol 
either  white  or  red  lead  paint." 
^  There  are  several  inferior  imitations  of  this  paint.     "  A  great  deal  of  the 

so-called  Torbay  paint  is,  however,  nothing  more  than  sulphate  of  baryta 

^  Dent.  •  Proc.  Society  of  EngiTieers,  1876.  '  Seddon. 
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coloured  with  oxide  of  iron,  whereas  sulphate  of  baryta  is  never  found  in  the 
genuine  paint,  as  manufactured  by  Mr.  Wolston,  in  any  appreciable  quantity." 
Black  Oxidb  of  Iron  Paint  is  made  from  the  oxide  obtained  as  a  bye 
product  in  making  dyes,  ground  in  oil  with  about  15  x)er  cent  of  terra  alba, 
Paris  white,  or  sulphate  of  baryta.  It  is  said  that  without  the  addition  of 
these  substances  the  oxide  of  iron  would  set  with  the  oil  into  a  solid  mass. 
This  paint  is  used  for  painting  shot  and  shell. 

PuLFOBD^s  Magnetic  Paint  is  made  from  the  magnetic  or  black  oxide  of  iron. 
Purple  Brown  Oxide  is  a  hydrated  peroxide  of  iron  used  as  a  basis  for 
paint 

Silicate  Oxide  Paint  is  prepared  from  an  iron  ore  in  Devonshire  by  the 
Silicate  Oxide  Paint  Company  in  three  colours  only — yellow,  red,  and  black. 
It  contains  more  oxide  of  iron  and  less  siliceous  matter  than  the  Torbay  paint. 
Titanic  Faint  is  made  by  powdering  a  black  iron  ore,  which  contains  oxide 
of  iron  and  oxide  of  titanium  in  nearly  equal  proportions,  mixed  with  other 
ores.  It  is  said  to  harden  without  the  aid  of  a  drier,  and  to  be  particularly 
well  adapted  for  withstanding  heat^ 

Anti-Ck>rro8ion  Paint  is  a  name  given  to  different  compositions,  which 
consist  chiefly  of  oil,  some  strong  driers,  and  a  pigment  mixed  with  very  fine 
sand 

They  are  sold  diy,  and  require  only  to  be  mixed,  not  groimd  with  oil. 
They  are  used  chiefly  for  external  work,  *'  lasting  longer  than  white  lead 
and  costing  less.'' 

''  The  original  makers  of  this  paint  are  Messrs.  Walter  Carson  and  Sons, 
and  if  genuine,  as  supplied  by  this  firm,  it  should  consist  of  groimd  glass  and 
white  lead  in  about  equal  proportions. 

"  The  rubbish  which  is  frequently  sold  as  anti-corrosion  has  greatly  injured 
the  reputation  which  this  paint  at  one  time  possessed.  It  can  be  obtained  as 
low  as  6s.  x)er  cwt.,  whilst  the  price  of  the  genuine  is  from  22s.  to  24s.  It 
is  not  at  all  uncommon  to  find  anti-corrosion  containing  from  35  to  45  per 
cent  of  sulphate  of  baryta,  a  substance  which  I  am  assured  is  never  employed 
by  the  original  makers."  * 

"  An  anti-corrosive  paint  is  also  made  of  equal  proportions  of  whiting  and 
white  lead,  with  half  the  quantity  of  sand,  dust,  and  any  required  colouring 
matter.  Being  mixed  with  water,  it  can  be  used  as  a  water  colour,  but  is 
generally  applied  as  an  oil  paint,  the  best  oil  for  the  purpose  being  1  boiled 
to  1 2  of  raw  linseed  and  3  of  sulphate  of  lime,  all  by  weight.  One  gallon  of 
the  oil  will  take  7  lbs.  of  the  paint"  * 

Bnamel  Paint  consists  of  a  metallic  oxide,  such  as  oxide  of  zinc  or  oxide 
of  lead,  ground  with  a  small  quantity  of  oil,  and  mixed  with  petroleum  spirit 
holding  resinous  matter  in  solution.* 

This  paint  can  be  prepared  to  dry  either  with  a  firm  glossy  surface,  like 
porcelain,  or  with  the  appearance  of  an  ordinary  flatted  coat 

It  can  be  made  in  any  colour  or  tint,  however  delicate  ;  requires  no  oil, 
turpentine,  driers,  grinding,  or  mixing,  as  it  is  sent  out  ready  for  use. 

It  is  about  the  Siune  j)rice  as  onlinary  paint,  but  two  coats  of  it  are  said 
to  be  suflicient 

This  paint  has  Ixjen  extensively  employed  in  the  metrojwlia,  and  is  said 
to  be  particularly  suitable  for  surfaces  required  to  be  hanl  and  washable  ; 

*  Dent.  »  Seddon. 
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I  also  for  thoee  exposed  to  the  action  of  steam,  acids,  or  alkalies,  or  to  the  fa 

J  of  gas  (see  Silicate  Enamel  Paint,  below). 

Indestruotible  Paint  is  similar  to  enamel  paint  in  composition 
characteristics,  except  that  it  contains  bitumen  and  is  made  in  three  coL 
only — viz.  bronze-green,  chocolate,  and  black. 

Silioate  Paints,  made  by  the  Silicate  Paint  Company,  have  for  their  1 
a  very  pure  silica  obtained  from  a  natural  deposit  in  the  west  of  Engli 
This  is  levigated,  calcined,  and  mixed  with  resinous  substances.^ 

These  paints  are  stated  to  have  no  chemical  action  on  metals,  to  st 
200**  heat  without  blistering,  to  set  quickly  and  diy  with  a  hard  enirfacc 
be  indestructible,  and,  weight  for  weight,  to  cover  double  the  surface  as  c 
pared  with  lead  paint. 

This  })aint  is  sold  in  the  same  form  as  lead  'paints,  and  must  be  used  i 
special  "  silicate  driers.*' 

Griffith's  Patent  Silioate  Enamelling  Paint  is  stated  in  the  pateni 
circular  to  possess  the  following  characteristics  among  others  : — 

It  is  supplied  ready  for  use  ;  forms  hard  enamelled  surfaces  ;  prevents 
corrosion  or  oxidation  of  metal ;  is  proof  against  the  penetration  of  da 
however  copious  ;  can  be  used  over  tar  or  felt ;  is  not  injured  by  hot  or  < 
water  or  dilute  acid. 

One  coat  is  sufficient  for  waterproofing,  but  two  or  more  are  required 
produce  a  highly-glazed  surface.  The  bulk  is  about  three  times  thai 
ordinary  paint  for  the  same  weight  On  metal  one  gallon  will  cover  I 
square  feet ;  the  quantity  required  to  cover  other  substances  depends  u: 
the  porosity  of  the  material  to  be  covered. 

Szerelmey's  Compositions  are  of  three  kinds : — 1.  Stone  composil 
(see  p.  80).     2.  Iron  paints.     3.  Liquid  enamels. 

The  Iron  Paints  of  several  colours  are  sold  in  paste,  ground  in  oil,  oi 
liquid.     They  are  tough  and  elastic,  and  prevent  or  stop  rust  and  corrosio: 

They  dry  in  from  24  to  48  hours. 

One  pound  of  the  paste  will  cover  4  square  yards,  and  one  pint  of  the  liq 
10  to  12  square  yards.     Two  coats  are  genertdly  sufficient. 

This  paint  was  used  for  the  iron  roofs  of  the  Houses  of  Parliament,  anc 
applicable  to  dry  surfaces  of  iron  or  wood. 

Szerelmey's  Liquid  Enamels  are  sold  in  a  liquid  state,  and  are  appL 
with  a  brush. 

They  dry  in  from  two  to  four  hours.  1  lb.  covers  about  4  square  yar 
One  coat  is  sufficient  for  iron,  two  are  required  for  wood. 

They  can  be  applied  to  dry  surfaces  of  wood,  iron,  tin,  whitewash,  or  plast 

Grajiitic  Paint  is  said  by  the  manufacturers  to  be  proof  against  heat,  w 
or  frost ;  to  be  more  durable  and  cheaper  than  lead  paints  ;  and  to  be  special 
adapted  for  painting  or  making  joints  in  iron  work. 

One  pound  of  the  light  colours  will  cover  6  yards  of  stone  work,  of  t 
dark  colour  a  much  greater  surface. 

The  paint  is  sold  in  powder  or  groimd  in  oil ;  the  latter  only  should 
used  for  flatting.* 

Bituminous  Paints  are  made  from  bitumen  or  asphalte  dissolved  in  p 
offin,  various  oils,  and  other  substances. 

They  are  also  "  largely  made  from  the  products  of  coal  and  other  mineral  oi 

^  Phipsony  International  Congress.  *  Seddon. 
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"  They  have  various  degrees  of  fineness,  the  cheapest  kinds  having  a  great 
resemblance  to  tar,  and  they  are  admirably  suited  for  painting  the  inside  of 
pipes,  or  for  iron  work  fixed  under  water,  such  as  bridge  cylinders  and  screw 
piles. 

<<The  fine  sorts,  while  possessing  the  same  properties,  give  a  smoother 
surface,  and  can  be  used  in  ordinary  situations,  especially  where  water  or 
foul  vapours  have  to  be  resisted. 

"  The  price  varies  from  18s.  to  30s.  per  cwt,  and  the  paint  \A  mixed  for 
use  with  specially  prepared  mineral  oil. 

''  A  paint  made  from  bitumen  dissolved  in  paraffin  and  linseed  oUs  while 
in  a  state  of  great  heat,  is  said  to  possess  special  qualities  of  durability,  in  that 
it  can  resist  the  action  of  ordinary  detergents,  and  of  all  alkalies  and  acids. 

"  When  mixed  ready  for  use  this  paint  costs  from  40s.  to  60s.  per  cwt., 
according  to  colour  and  fineness."  ^ 

A  paint  of  this  kind  is  also  made  by  dissolving  equal  parts  of  asphalte 
and  resin  in  common  turpentine.^ 

Tar  Faint. — The  paint  successfully  used  for  the  canvas  roof  over  the 
tubes  of  the  Britannia  Bridge  was  composed  as  follows  : — Coal  tar,  9  gallons  ; 
slaked  lime,  13  lbs. ;  turpentine  or  naphtha,  2  or  3  quarts — the  whole  being 
dredged  over  with  sand.  The  addition  of  the  quicklime  is  indispensable  to 
neutnilisc  the  free  acid  that  exists  in  the  tar. 

A  tar  paint  recommended  by  Mr.  Hurst  as  the  best  protection  for  iron  con- 
sists of  1  gallon  coal  tar  distilled  to  expel  the  watery  vapour  and  naphtha,  and 
afterwards  mixed  with  \  pint  naphtha  and  \  pint  boiled  oil. 

Ordinary  Tarring. — ^Boil  6  gallons  Coal  Tar  with  1  lb.  resin,  1  lb.  pitch, 
and  apply  hot ;  or  use  Stockholm  Tar,  with  the  same  proportion  of  pitch  only. 
Yellow  ochre  may  be  added  to  give  a  brown  tinge. 

Qranulated  Ck>rk  Paint  is  applied  to  protect  and  roughen  surfaces  upon 
which  the  condensed  moisture  of  the  atmosphere  is  likely  to  deposit,  such, 
for  example,  as  the  asphalte  floors  of  cellars,  paved  ceilings  and  the  girders 
supporting  them. 

For  asphalte  floors  the  composition  is  made  and  applied  as  follows : — 
4  parts  (by  weight)  of  Venetian  red  and  1  part  of  red  lead  are  mixed  into  a 
stiff  paste  with  Stockholm  tar  and  well  worked  together.  It  is  then  laid  on 
the  surface  of  the  asphalte  about  ^  inch  thick,  and  §  of  the  granulated  cork 
is  sprinkled  over  the  paint  and  pressed  in  with  a  float.  In  about  48  hours 
the  composition  is  hard,  and  the  loose  cork  can  be  brushed  oif.  As  the 
granulated  surface  will  not  withstand  wear,  it  must  be  protected  by  open 
boarding  or  by  gratings. 

For  surfaces  overhead,  such  as  slabs  or  iron  girders,  ordinary  red  lead  paint 
is  used  as  a  matrix  for  the  granulated  cork,  which  is  forced  into  it  and  then 
painted  over. 

VAENISH. 

Varnish  is  a  solution  of  resin  in  either  oil,  turpentine,  or 
alcohol. 

The  oil  dries  and  the  other  two  solvents  evaporate,  in  either 

^  Matheson.  ^  Davidson. 
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case  leaving  a  solid  transpaient  film  of  lesiii  over  the  surfaoe 
Dished. 

In  estimating  the  quality  of  a  varmsh  the  following  po 
most  be  considered: — 1.  Quickness  in  drying;  2.  Ebidnea 
film  or  coating ;  3.  Toughness  of  film ;  4.  Amount  of  gloss 
Pennanence  of  gloss  of  film ;  and  6.  Durability  on  exposun 
weather.* 

The  quality  of  a  varnish  depends  almost  entirelj  upon  tha 
the  ingredients  it  contains. 

Much  skill  is,  however,  required  in  mixing  and  boiling 
ingredients  together. 

Uses, — Varnish  is  used  to  give  brilliancy  to  painted  suifi 
and  to  protect  them  from  the  action  of  the  atmosphere,  or  f 
slight  friction. 

Varnish  is  often  applied  to  plain  impainted  wood  surface 
the  roofs,  joinery,  and  fittings  of  houses,  and  to  intensify 
brighten  the  ornamental   appearance  of  the  grain.       It  is  \ 
applied  to  painted  and  to  papered  walls. 

In  the  former  case  it  is  sometimes  flatted  so  as  to  give  a  d 
appearance,  similar  to  that  of  a  flatted  coat  of  paint. 


INGREDIENTS  OF  VARNISH. 

The  QuvM  are  exudations  from  trees.  At  first  they  are  generally  mi 
with  some  essential  oiL  They  are  then  soft  and  yiscous,  and  are  knowi 
Balsams  ;  the  oil  evaporates  and  leaves  the  Besin,  which  is  solid  and  briti 

Begins  are  often  called  '^  gums  *'  in  practice^  but  a  gum,  properly  Bpeakin: 
solublie  in  water,  and  therefore  unfit  for  varnishes,  while  resins  dissolve  c 
in  spirits  or  oiL' 

Oum  Begins  are  a  natural  mixture  of  gum  with  resin,  and  sometimes  v 
essential  oil  found  in  the  milky  juices  of  plants.     When  rubbed  np  ^ 
I  '  water  the  gum  is  dissolved,  and  die  oil  and  resin  remain  suspended. 

Besins. — ^The  quality  of  the  resin  greatly  influences  that  of  the  vam 
The  softer  varieties  dissolve  more  readily  than  the  others,  but  are  not  so  hi 
ft  tough,  or  durable. 

I  Common  Robin  or  Colophouy  is  either  brown  or  white.    The  brown  vari^ 

is  obtained  by  distilling  the  turpentine  of  spruce  fir  in  water  ;  the  whiU 
distilled  from  Bordeaux  turpentine. 

The  principal  resins  used  in  good  work  are  as  follows  : — 

Amber,  obtained  chiefly  from  Prussia,  is  a  light  yellow  transparent  si 
stance  found  between  beds  of  wood  coal,  or,  after  storms,  on  the  coasts  of  1 
Baltic  It  is  the  hardest  and  most  durable  of  the  gums,  keeps  its  colour  w< 
and  is  tough,  but  difficult  to  dissolve,  costly,  and  slow  in  drying. 

I  '  >  Dent  >  Seddon. 
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Gum  Anim£  is  imported  from  the  East  Indies  ;  is  nearly  as  insolable,  bard, 
and  durable  as  amber,  but  not  so  tough.  It  makes  a  varnish  quick  in  drying, 
but  apt  to  crack,  and  the  colour  deepens  by  exposure. 

Copal  is  imported  from  the  East  and  West  Indies  and  America,  etc,  in 
three  qualities,  according  to  colour,  the  palest  being  kept  for  the  highest  class 
of  varmsh.     These  become  lighter  by  exposure. 

Mastio  is  a  resinous  gum  from  the  Mediterranean ;  it  is  soft  and  works 
easily. 

QuM  Bammab  is  extracted  from  the  Kawrie  pine  of  New  S^ealand,  and  also 
from  India.  It  makes  a  softer  varnish  than  mastic,  and  the  tint  is  nearly 
colourless. 

QuM  Elsmi  comes  from  the  West  Indies,  and  somewhat  resembles  copaL 

Lac  is  a  resinous  substance  which  exudes  from  several  trees  found  in  the 
East  Indies.     It  is  more  soluble  than  the  gums  above  mentioned. 

Siich  Lot  consists  of  the  twigs  covered  with  the  gum.  8mA  Imc  is  the 
insoluble  portion  left  after  pounding  and  digesting  stick  lac  When  seed  lac 
is  melted,  strained,  and  compressed  into  sheets,  it  becomes  Shell  Lac,  Of 
these  three  varieties  shell  lac  is  the  softest,  palest,  and  purest,  and  it  is  there- 
fore used  for  making  lacquers. 

Sandabach  is  a  substance  said  to  exude  from  the  juniper  tree.  It  resembles 
lac,  but  is  softer,  less  brilliant,  and  lighter  in  colour,  and  is  used  for  pale 
varnish. 

Dragon's  Blood  is  a  resinous  substance  imported  from  various  places  in 
dark  brown-red  lumps,  in  bright  red  powder,  and  in  other  forms.  It  is  used 
chiefly  for  colouring  varnishes  and  lacquers. 

Solvents. — These  must  be  suited  to  the  description  of  gum  they  are  to 
dissolve. 

BoiLiNQ  Linseed  Oil  (and  sometimes  other  oils,  such  as  rosemary)  is  used 
to  dissolve  amber,  gum  anim6,  or  copaL 

Turpentine  for  mastic,  dammar,  and  common  resin. 

Methylated  Spirits  of  Wine  ^  for  lac  and  sandarach. 

Wood  Naphtha  is  frequently  used  for  cheap  varnishes.  '^  It  dissolves  the 
resins  more  readily  than  ordinary  spirits  of  wine,  but  the  varnish  is  less  bril- 
liant, and  the  smell  of  the  naphtha  is  very  offensive.  It  is  therefore  never 
employed  for  the  best  wort* 

Driers  are  generally  added  to  varnish  in  the  form  of  Litharge,  Sugar  of 
Lead,  ot  White  Copperas, 

The  sugar  of  lead  not  only  hardens  but  combines  with  the  varnish. 

A  large  proportion  of  driers  injures  the  durability  of  the  varnish,  though  it 
causes  it  to  dry  more  quickly. 


DIFFERENT  KINDS  OF  VARNISH. 

Varnishes  are  classified  as  oil  varnish,  turpentine  varnish,  spirit  varnish,  or 
water  varnish,  according  to  the  solvent  us^.  They  are  generally  called  by 
the  name  of  the  gum  dissolved  in  them. 

Oil  VamiflheSy  made  from  the   hardest   gums  (amber,  gum 

^  Spirits  of  wine  to  which  a  little  wood  naphtha  has  been  added  to  make  it  undrink- 
able,  and  therefore  not  liable  to  duty.  *  Holtzapffel. 
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animd,  and  copal)  dissolved  in  oil,  require  some  time  to  dry, 
are  the  hardest  and  most  dmable  of  all  varnishes.  They 
specially  adapted  for  work  exposed  to  the  weather,  and  for  s 
as  requires  polishing  or  frequent  cleaning.  They  are  used 
coaches,  japan  work,  for  the  best  joinery  and  fittings  of  hou 
and  for  all  outside  work. 

Turpentine  Varnishes  are  also  made  from  soft  gums  (mas 
dammar,  common  resin)  dissolved  in  the  best  turpentine.     Tl 
are  cheaper,  more  flexible,  dry  more  quickly,  and  are  lighter 
i  colour  than  oil  varnishes,  but  are  not  so  tough  or  durable. 

Spirit  Varnishes  or  Lacquers  are  made  with  softer  gums  I 
and  sandarach)  dissolved  in  spirits  of  wine  or  pyroligneous  spi 
They  dry  more  quickly,  and  become  harder  and  more  brilliant  tl 
turpentine  varnishes,  but  are  apt  to  crack  and  scale  off,  and 
used  for  cabinet  and  other  work  not  exposed  to  the  weather. 
j  Water  Varnishes  consist  of  lac  dissolved  in  hot  water,  mi: 

i  '  with  just  so  much  ammonia,  borax,  potash,  or  soda>  as  will  disso 

the  lac.  The  solution  makes  a  varnish  which  will  just  bear  wa 
ing.     The  alkalis  darken  the  colour  of  the  lac. 

Hffi-Hng  Vamishes  requires  great  skill  and  care.  Fnll  details  of  the  ] 
cess  are  given  in  Holtzapffers  Manvpvilaivm  and  other  worka 

Space  does  not  permit  here  of  more  than  the  mention  of  one  or  two  pd 
that  may  be  useful  in  mixing  varnishes  on  a  small  scale.  As  a  role,  i1 
better  to  buy  varnish  ready  mixed  when  possibla 

Mixing  Oil  Varnishes. — The  gum  must  first  be  melted  alone  till  il 
quite  fluid,  and  then  the  clarified  oil  is  poured  in  very  slowly.  The  mixt 
must  be  kept  over  a  strong  fire  until  a  drop  pinched  between  the  finger  i 
thumb  will,  on  separating  them,  draw  out  into  filamenta  The  pot  is  tl 
put  upon  a  bed  of  hot  ashes  and  left  for  15  or  20  minutes,  after  which 
turpentine  is  poured  in,  being  carefully  stirred  near  the  surface.  The  mixt 
is  finally  strained  into  jars  and  left  to  settle. 

Copal  varnishes  should  be  made  at  least  three  months  before  uiae  ;  1 
longer  they  are  kept  the  better  they  become.  When  it  is  necessary  to  i 
the  varnishes  before  they  are  of  sufi&cient  age,  they  should  be  left  thid 
than  usual.  ^ 

The  more  thoroughly  the  gum  is  fused,  the  stronger  the  varnish  and  1 
greater  the  quantity. 

The  longer  and  more  r^ular  the  boiling,  the  more  fluid  the  varnish. 

If  brought  to  the  stringy  state  too  quickly  more  turpentine  will  be  requir 
which  makes  the  varnish  less  durable. 

Mixing  Spirtt  and  Turpentine  Varnishes  simply  consists  in  stirring 
otherwise  agitating  the  resins  and  solvent  together.  The  agitation  must 
continued  till  the  resin  is  all  dissolved,  or  it  will  agglutinate  into  lum] 
Heat  is  not  necessary,  but  is  sometimes  used  to  hasten  the  solution  of  t 
resin.     The  varnish  is  allowed  to  settle,  and  is  then  strained  through  mnaL 
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Mixing  Turpentine  Varnishes, — In  many  cases  the  resin,  sucli  as  mastic, 
dammar,  or  common  resin,  is  simply  mixed  with  turpentine  alone,  cold  or 
with  slight  heat.     Care  must  in  such  cases  be  taken  to  exclude  all  oil. 

Application  of  Vamiah  — In  using  varnish  great  care  should  be  taken  to 
have  everything  quite  clean,  the  cans  should  be  kept  corked,  the  brushes  free 
from  oil  or  dirt,  and  the  work  protected  from  dust  or  smoke. 

Varnish  should  be  uniformly  applied,  in  very  thin  coats,  sparingly  at  the 
angles. 

Good  varnish  should  dry  so  quickly  as  to  be  free  from  stickiness  in  one  or 
two  days.  Its  drying  will  be  greatly  facilitated  by  the  influence  of  light ; 
but  all  draughts  of  cold  air  and  damp  must  be  avoided. 

No  second  or  subsequent  coat  of  varnish  should  be  applied  till  the  last  is 
permanently  hard,  otherwise  the  drying  of  the  under  coats  will  be  stopped. 

The  time  required  for  this  depends  not  only  upon  the  kind  of  vaniish  but 
also  upon  the  state  of  the  atmosphere. 

Under  ordinary  circumstances  spirit  varnishes  reijuire  from  two  to  three 
hours  between  every  coat ;  turpentine  varnishes  re<iuire  six  or  eight  hours  ; 
and  oil  varnishes  still  longer,  sometimes  as  much  as  twenty-four  hours. 

Oil  varnishes  are  easier  to  apply  than  spirit  vamishe-s,  in  consequence  of 
their  not  drying  so  quickly. 

Porous  surfaces  should  be  sized  before  the  varnish  is  applied,  to  })revcnt  it 
from  being  wasted  by  sinking  into  the  pores  of  the  material. 

Varnish  applied  to  painted  work  is  likely  to  crack  if  the  oil  in  the  paint  is 
not  good ;  also,  if  there  is  much  oil  of  any  kind,  the  varnish  hardens  moi*e 
quickly  than  the  paint,  and  forms  a  rigid  skin  over  it,  which  cracks  when  the 
paint  contracts. 

The  more  oil  a  varnish  contains  the  less  likely  it  is  to  crack. 

All  varnishes  improve  by  being  kept  in  a  dry  place. 

One  pint  of  varnish  w^ill  cover  about  16  square  yards  with  a  single  coat.* 


RECEIPTS  FOR  VARNISHES. 

The  following  receipts  give  the  proi>ortions  of  ingredients  for  a  few  var- 
nishes in  connection  with  house-painting  : — 

Oil  Vamiahea. — Copal  Varnishes. — Best  Body  Co^kiI  Varnish? — Fuse  8  lbs.  of 
fine  African  gum  copal,  add  2  gallons  clarified  oil.  Boil  very  slowly  for  four  or  five  hours 
till  quite  stringy,  and  mix  with  Z\  gallons  turpentine. 

This  is  used  for  the  body  part  of  coaches,  and  for  other  objects  intended  to  be  polished. 

The  above  makes  the  palest  and  best  copal  varnish,  possessing  great  fluidity  and  plia- 
bility, but  it  is  very  slow  in  drying,  and,  for  montlis,  is  too  soft  to  jwlish. 

Driers  are  therefore  a<lded,  but  they  are  injurious  (see  p.  415). 

To  avoid  the  use  of  driers,  gum  anime  is  used  instead  of  copal,  but  it  is  less  durable  and 
becomes  darker  by  age. 

The  copal  and  auim6  varnishes  are  sometimes  iuixc<l ;  one  ]>ot  uf  the  latter  to  two  of 
the  former  for  a  moderately  quick  drying  varnish  of  goo<l  quiility,  and  two  pots  of  the 
anime  to  one  of  the  coikiI  for  quicker  drying  varnish  of  common  (piality. 

Best  Pale  Carriage  Copal  Varnish.* — Fuse  8  lbs.  of  second  sorted  African  co]>nl,  arid 
2^  gallons  of  clarified  oil.  Boil  slowly  together  for  4  or  5  hours  until  quite  stringy  ;  add 
5^  gallons  of  turpentine  mixed  with  \  lb.  dried  copperas,  \  lb.  litharge ;  strain,  and 
pour  off. 


1  Seddon.  •  Holtzapffel.  ■  Ure,  Spon. 
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In  order  to  hasten  drying,  mix  with  the  above  while  hot  8  lbs.  of  second  soi 
anime,  2\  gallons  clarified  oil,  \  lb.  dried  sugar  lead,  \  lb.  litharge,  b^  gal  lone 
pontine. 

This  varnish  will,  if  well  boiled,  dry  hard  in  4  hours  in  summer  or  6  in  winter 
copal  varnish  takes,  however,  12  hours  to  dry. 

This  varnish  is  used  for  carriages,  and  also  in  house  painting  for  the  best  grain 
as  it  dries  well  and  has  a  good  gloss. 

A  stronger  vaniish  is  made  for  carriages,  known  as  Best  Body  Copal  VamLsh- 

Second  Carriage  Varnish, — 8  lbs.  of  second  sorted  gum  anime,  2  J  gallons  f 
fied  oil,  5^  gallons  turpentine,  \  lb.  litharge,  \  lb.  dried  sugai*  of  lead,  ^  lb.  dried.  < 
boiled  and  mixed  as  before.     Used  for  varnishing  black  japan  or  dark  house  paii 

Paie  Amber  Varnish, — Pour  2  gallons  of  hot  clarified  oil  on  6  lbs.  of  very  pa 
parent  amber.  Boil  till  strongly  stringy,  and  mix  with  4  gallons  turpentine.  ^. 
work  very  well,  be  very  hard,  and  the  most  durable  of  all  varnishes,  and  improi 
copal  varnishes  when  mixed  with  them  ;  but  it  dries  very  slowly,  and  is  but  lii 
on  account  of  its  expense.* 

White  Coburg  Varnish  is  of  a  very  pale  colour,  dries  in  about  10  hours,  and 
days  is  hard  enough  to  polish. 

Wainscot  Vabnish  is  made  of  8  lbs.  gum  anim^  (second  quality),  3  gallons 
oil,  \  lb.  litharge,  ^  lb.  sugar  of  lead,  \  lb.  copperas,  boiled  together  till  strongly 
and  then  mixed  with  5^  gallons  turpentine. 
)  .  It  may  be  darkened  by  adding  a  little  gold  size. 

This  varnish  dries  in  two  houi-s  in  summer,  and  is  used  chiefly  for  house  paint 
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Spirit  Varnishes. — Cheap  Oak  Varnish. — Dissolve  Si  lbs.  of  clear  good 
1  gallon  of  oil  of  turpentine.     Darken,  if  required,  by  adding  well-ground  nmbei 
lampblack.' 

Oak  varnish  is  used  for  common  work.     It  dries  generally  in  about  10  hours, 
^  some  is  made  to  dry  in  half  the  time,  and  known  as  Quick  Oak  Varnish  ;  another 

}  is  called  Hard  Oak  Varnish^  and  is  used  for  seats.* 

"  Copal  Varnish  (spirit). — By  slow  heat  in  an  iron  pot  melt  \  lb.  of  powdere 
gum,  2  oz.  of  balsam  of  copivi,  previously  heated  and  added.  When  melted,  remo 
the  fire  and  pour  in  10  oz.  of  spirits  of  turpentine,  also  previously  warmed.  Co; 
more  easily  melt  by  powdering  the  crude  gum,  and  let  it  stand  for  a  time  < 
loosely."* 

White  Hard  Spirit  Varnish  may  be  made  by  dissolving  8^  lbs.  gum  sandara 
gallon  spirits  of  wine  ;  when  solution  is  complete  adding  1  pint  of  pale  turpent: 
shaking  well  together. 

Brown  Hard  Spirit  Varnish  is  made  like  the  white,  but  shellac  is  substitu 
the  sandarach.     It  will  bear  polishing. 

French  Polish. — The  simplest  and  probably  the  best  is  made  by  d 
ing  \\  lb.  of  shellac  in  1  gallon  spirits  of  wine  without  heat 

Other  gums  are  sometimes  used,  and  the  polish  may  be  darkened  bi 
ing  benzine,  or  it  may  be  coloured  with  dragon^s  blood. 

It  is  used  chiefly  for  mahogany  work,  in  joinery,  hand-rails,  etc.,  j 
applied  by  rubbing  it  well  into  the  surface  of  the  wood,  which  has  bee: 
viously  made  smooth  with  sandpaper,  etc. 


Hardwood  Lacquer  is  made  by  dissolving  2  lbs.  shellac  in  1  gallon  spirits  o 
It  is  generally  used  for  turned  articles,  being  applied  to  them  with  a  rag  while  tl 
on  the  lathe. 

Lacquer  for  Brass. — The  simplest  and  best  lacquer  for  work  not  requiring 
coloured  is  made  by  dissolving  with  agitation  \  lb.  of  the  best  pale  shellac  in  1 
cold  spirits  of  wine.  The  mixture  is  allowed  to  stand,  filtered,  and  kept  out  of  th( 
ence  of  light,  which  would  make  it  darker. 

Turpentine  Varnishes. — Turpentine  Varnish  consists  of  4  lbs.  of  comn 
bleached)  resin  dissolved  in  1  gallon  of  oil  of  turpentine,  imder  slight  warmth. 

*  Spon.  *  Holtzapffel.  *  Fainter,  Paperhattger,  and  Decoralor^a  Ass 

*  Mr,  Manders'  Circular. 
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It  \b  used  for  indoor  painted  work,  and  also  to  add  to  other  yamishes  to  give  them 
greater  body,  hardness,  brilliancy.^ 

Black  Varnish  for  Metal  Work.— Fuse  3  lbs.  of  Egyptian  asphaltum;  when  it  is 
liquid  add  ^  lb.  shellac  and  1  gallon  turpentine.^ 

Brunswick  Black, — Boil  45  lbs.  asphaltum  for  6  hours  over  a  slow  fire.  During  the 
same  time  boil  6  gallons  oil  which  has  been  previously  boiled,  introducing  litharge 
gradually  until  stringy,  then  pour  the  oil  into  the  boiling  asphaltum.  Boil  the  mixture 
until  it  can  be  rolled  into  Jiard  pills,  let  it  cool,  and  then  mix  with  25  gallons  turpentine, 
or  as  much  as  vrill  give  it  proper  consistency.* 

Varnish  for  Iron  'Work. — The  following  is  recommended  by  Mr.  Matheson  as  very 
effective  : — 30  gallons  of  coal  tar,  fresh,  with  all  its  naphtha  retained  ;  6  lbs.  tallow  ; 
1^  lb.  resin  ;  3  lbs.  lampblack ;  30  lbs.  fresh  slaked  lime,  finely  sifted — mixed  inti- 
mately and  applied  hot.  **  When  hard,  this  varnish  can  be  painted  on  by  ordinary  oil 
paint  if  desired." 

Crystal  Varnish  consists  of  melted  Canada  balsam  thoroughly  mixed  with  an  equal 
quantity  of  oil  of  turpentine.  A  coating  of  it  will  convert  good  thin  paper  into  tracing 
paper. 

Water  Varnish. — LtgJU  Coloured. — Mix  16  oz.  ordinary  water  of  ammonia  with  7 
pints  water,  2  oz.  pale  (or  white)  shellac,  and  4  oz.  gum  arabic. 

Ordijuiry. — Mix  6  oz.  borax,  2  lb.  shellac,  and  4  oz.  gum  arabic  with  1  gallon  water. 

Varnish  for  Paper  consists  of  4  lbs.  of  dammar  dissolved  in  1  gallon  of  turpentine, 
with  moderate  agitation  or  gentle  heat.  It  is  suitable  for  paperhangings  and  similar 
purposes.* 

Japanning  consists  in  appljdng  successive  coats  of  japan,  i.e. 
ordinary  lead  paint,  ground  in  oil  and  mixed  with  copal  or  anim^ 
varnish.  Each  coat  is  dried  in  turn  at  the  highest  temperature  it 
will  bear  without  melting.  The  surface  is  then  treated  with  from 
two  to  six  coats  of  the  best  copal  or  animd  varnish  without 
driers. 

Common  so-called  japanned  work  is  not  dried  by  heat,  but 
merely  painted  and  varnished. 

Proper  japanning  will  stand  a  very  high  temperature,  and  may 
therefore  be  used  for  baths  and  other  metal  work  subject  to  con- 
siderable heat. 

Stains  are  liquid  preparations  of  different  tints  applied  to  the 
carefully-prepared  smooth  impainted  surface  of  common  light- 
coloured  wood,  such  as  fir,  in  order  to  give  it  the  appearance  of 
more  rare  and  highly  coloured  woods,  such  as  rosewood,  maho- 
gany, walnut,  etc. 

Liquid  Stains  are  prepared  in  all  colours  to  imitate  different  woods,  such 
as  rosewood,  walnut,  ebony,  oak,  maple,  etc.,  and  sold  in  powder,  or  in  the 
liquid  state  ready  for  immediate  application. 

The  powder  is  dissolved  in  hot  water  before  use. 

The  hquid  stain  or  the  solution  from  the  powder  is  laid  on  plentifully  with 
a  brush  or  sponge  in  one  or  two  coats  according  to  depth  of  tint  required. 

When  the  wood  is  thoroughly  dry  it  must  be  twice  sized  with  a  very  strong 
solution  of  size,  and  then  varnished. 


HoltzaptfeL  »  Ure. 
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When  stains  ready  prepared  are  not  procurable,  they  may  be  made  withoat  much 
diflSculty. 

The  following  are  a  few  receipts  : — 

Mahogany  Stain, — A  thin  mixture  of  burnt  sienna  ground  in  vinegar  may  be  used, 
grained  and  shaded  while  wet  with  the  same,  thickened  with  more  sienna.  ^ 

Black  WalntU. — Same  as  above,  but  using  burnt  umber.' 

Walnut  Stain. — Boil  together  for  ten  minutes  1  quart  water,  I4  oz.  washing  soda, 
2)  oz.  Vandyke  brown,  ^  oz.  bichromate  potash.' 

Oak  Stain. — Dissolve  2  oz.  of  American  potash,  2  oz.  pearlash,  in  about  a  quart  of 
water  ;  keep  corked,  and  dilute  with  water  for  lighter  tints. 

Black  Stain.— BoH  \  lb.  logwood  in  2  quarts  water,  add  1  oz.  pearlash,  and  apply 
hot ;  then  boil  ^  lb.  logwood  in  2  quarts  water,  add  ^  oz.  verdigris  and  ^  oz.  copperas ; 
strain,  put  in  |  lb.  rusty  filings  ;  with  this  apply  a  second  coat 

Bed  Stain.— Vae  a  solution  of  dragon's  blood  in  spirits  of  wine. 

Wash  fbr  Bemoving  Faint. — Dissolve  2  oz.  soft  soap,  4  oz.  potash,  in 
boiling  water,  add  ^  lb.  quicklime.  Apply  hot,  and  leave  for  twelve  to 
twenty-four  hours.  This  will  enable  the  old  paint  to  be  washed  off  with  hot 
water. 

This  is  a  quicker  and  neater  process  than  either  burning  or  scrapiDg  off 
(see  Part  IL,  p.  416). 

Cleaning  Old  Faint  is  effected  by  washing  with  a  solution  of  pearlash  in 
water.  If  the  surface  is  greasy  it  should  be  treated  with  fresh  quicklime 
mixed  in  water,  washed  off,  and  reapplied  repeatedly. 

lESxtract  of  Ijethiriam  is  a  ready-made  preparation  which  removes  old 
paint  very  quickly. 

For  this  purpose  the  pure  extract  must  be  thinly  brushed  over  the  surface 
twice  or  thrice. 

To  remove  a  single  coat  of  paint  the  extract  is  diluted  with  thirty  times  its 
bulk  of  water. 

To  clean  painted  surfaces  it  is  diluted  with  200  or  300  parts  of  water. 

The  extract  must  be  carefully  washed  off  with  vinegar  and  water  before 
laying  on  another  coat  of  paint. 

Marvel  Fluid  is  another  patent  preparation  for  washing  off  old  paint. 

Mordant  to  make  paint  adhere  to  2iuc  surfaces  is  composed  as  follows  : 

Soft  water,  64  ports. 

Chloride  of  copper,  1  part. 
Nitrate  of         „       1     „ 
Sal-ammoniac,  1     „ 

Hydrochloric  acid,   1     „ 


^  The  Paperhanger,  Painter,  Orainer,  and  Decorators*  Assistant.  a  Spon. 


Chapter  VII. 

GLASS. 

General  Remarks. — Glass  of  the  kind  used  in  buildings  is  a 
mixture  of  pure  sand,  soda,  and  chalk,  with  a  proportion  of  broken 
glass,^  etc.  These  are  melted  together  at  a  very  high  temperature, 
and  brought  by  different  processes  into  convenient  forms  for  use. 

It  is  not  of  importance  to  the  engineer  or  builder  to  know  the 
exact  nature  or  proportion  of  the  constituents  in  different  kinds  of 
glass,  as  he  can  never  be  called  upon  to  make  these  for  himself. 
A  knowledge  of  the  processes  involved  is  useful  only  so  far  as  it 
enables  him  to  distinguish  one  kind  of  glass  from  the  other. 

The  different  varieties  of  glass  in  ordinary  use  will  now  be  men- 
tioned in  turn,  with  brief  notes  as  to  the  qualities  sold  and  the 
purposes  for  which  they  are  used. 

Before  considering  the  various  descriptions  of  glass  used  by  the 
builder,  a  few  points  may  be  noticed  which  are  common  to  all 
lands  of  glass. 

Large  panes  are  more  expensive  than  small  ones,  as  it  is  more  difficult  to 
preserve  the  entire  sheet  of  glass  in  making,  whereas  the  smaller  jmnes  can 
be  cut  from  what  is  technically  called  "  breakage." 

An  extra  price  is  charged  for  moderate  curves  in  one  direction,  and  further 

^  The  following  are  the  proportions  (roughly)  for  a  few  different  kinds  of  glass  : — 


Percentage  in 

Common 
Glass. 

Crown 
Glass. 

PlfttO 
GlUHS. 

Fine  white  sand 
Sulphate  of  soda     . 
Chalk    . 
Broken  glass  . 
Manganese     . 

CO 
20 
20 

•  ■  • 

38 
19 

5 
38 

0 

40 

13 

7 

40 
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extras  on  double  curveB  ;  also  for  obscuring,  polishing,  and  grinding  sides  or 
edges. 

All  glass  differing  from  that  in  ordinary  consumption,  however  trifling  the 
difference,  is  also  charged  extra.  The  extra  labour  and  risk  in  carrying  out 
exceptional  work  is  charged  for.  Triangular  and  other  irregular  shapes  are 
charged  as  square — i.e,  the  area  measured  is  that  of  the  circumscribed  rect- 
angle. 

The  various  descriptions  of  sheet  glass  are  identified  by  their  weight  per 
foot  superficial  in  ouncea 

The  different  descriptions  of  rolled  glass  have  their  thickness  stated  in 
fractions  of  an  inch. 

In  bending  rolled  plate  the  smooth  side  is  outside  unless  ordered  to  the 
contrary. 

In  fijdng  glass  those  varieties,  such  as  crown  glass,  that  are  slightly  convex, 
should  have  the  convexity  outw^ards. 

In  the  case  of  glass  having  only  one  smooth  side,  it  is  generally  recom- 
mended that  the  smooth  side  should  be  placed  outwarda  It  is  better,  how- 
ever, to  place  the  rough  side  outwards,  for  the  rays  of  light  are  then  retained 
and  the  surface  appears  flat ;  if  the  smooth  side  is  outwards,  the  rays  are 
reflected,  and  the  slightest  undulation  in  the  glass  is  easily  perceived. 

Crown  Glass  is  made  as  follows : — ^A  blowpipe  is  dipped  into  melted 
glass,  which  is  then  blown  into  the  form  of  a  large  globular  bottle.  A  rod 
tipped  with  a  blob  of  hot  glass  is  so  placed  that  the  blob  or  ^  pmity  **  sticks 
to  the  centre  of  the  bottom  of  the  blown  globe.  .  The  globe  is  then  detached 
&om  the  blowpipe,  heated,  and  rotated  vigorously  until  it  whirls  out  by  cen- 
trifugal force  into  a  flat  disc  or  "  tahle^*  having  a  blob  or  "  bullion  "  of  glass 
in  the  centre. 

It  will  be  seen  that  this  process  of  manufacture  tends  to  make  the  disc 
gradually  thicker  from  the  circumference  to  centre.  In  cutting  the  disc  into 
panes  the  boss  in  the  centre  must  be  avoided,  so  that  there  is  a  good  deal  of 
waste. 

The  area  of  panes  that  can  be  produced  from  a  table  varies  according  to 
circumstances. 

Of  course  the  centre  bullion  must  be  cut  out  in  a  small  pana  This  pane 
varies  in  size  from  5  to  10  inches  square,  and  is  often  used  for  stables  or  very 
common  cottagea  Lately,  however,  such  panes  have  been  in  demand  for  use 
in  better  houses  built  in  the  Queen  Anne  style  of  architecture. 

If  the  remainder  of  the  table  be  cut  into  panes  of  the  most  advantageous 
size  to  produce  a  maximum  quantity,  it  may  yield  about  13  feet  superficial. 
But  if  the  panes  are  cut  as  required,  they  will  amount  to  only  10  or  11 
square  feet     The  largest ''  squares  "  produced  are  about  33x25  inchesi 

The  portion  containing  the  bullion  cannot  be  flattened ;  the  smaller  halves  of  the 
disc  (which  do  not  include  the  boss  or  "  bullion ")  may  be  flattened,  if  desired,  at  an 
extra  cost,  so  as  to  correct  the  slight  convexity  that  exists  in  the  tables. 

Market  Fottm, — Crown  glass  is  sold  in  crates  of  tables,  i.e.  half  discs  ;  crates  of  slabs, 
flattened  or  unflattened ;  and  in  squares,  i,t.  rectangular  pieces  cut  to  Tarious  dimen- 
sions. 

Thicknesses. — There  are  two  thicknesses — 

The  usual f  about  ^th  inch  thick,  and  weighing  some  10  oz.  per  square  foot ;  and  the 
extra,  about  i^th  inch  thick,  and  weighing  some  16  oz.  per  square  foot. 

T?ie  Quantity  in  CrcUes  varies  according  to  the  thickness  and  kind  of  glass,  and  is 
shown  in  the  following  Table  : — 


k 
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Usual  Thickness. 

E;ctra  Thickness. 

Orate  of  Tables 
Crate  of  Slabs 

18  Tables,  averaging  53  inches 
diameter. 

36  Slabs,  averaging  (  24  inches, 
in  extreme  I  22}      „ 
width          (  21i       „ 

12  Tables,  averaging  52  inches 
diameter. 

24  Slabs,  averaging  ( 24  inches, 
in  extreme  <  22}     „ 
width           (21i     „ 

The  extreme  widths  of  slabs  given  as  214,  22},  24,  etc.,  refer  to  the  distance  from  the 
line  where  the  disc  is  cut  in  two  to  the  fartliest  point  of  the  circumference.  Extra 
sized  slabs,  flattened  and  unflattened,  are  made  in  12  sizes,  each  increasing  4  inch  in  width 
from  24^  to  30  inches. 

Sizes.  — The  maximum  area  of  the  squares  kept  in  stock  is  5  superficial  feet. 

Qualities. — There  are  four  qualities  cla.ssed  as  mentioned  below,  which  may  be  used 
where  comparatively  small  panes  or  squares  are  required. 

!A  )  These  may  be  used  for  pictures,  or  for  the  very  best  window 
B  J      glazing. 
Best.         For  the  best  class  of  dwelling-houses. 
Seconds.        „        second 
Thirds.  „        third 

Fourths,  or  coarse,  for  agricultural  cottages. 


Picture  qualities. 
Glazing  qualities. 


II 


»» 


)* 


Characteristics, — Crown  glass  is  said  to  be  more  free  from  colour  than 
sheet  glass,  and  it  has  a  finer  surface,  as  it  does  not  come  into  contact  with 
any  other  substance  during  the  process  of  manufacture  ;  but  it  is  being  rapidly 
superseded  by  the  latter,  in  consequence  of  the  demand  for  large  sizes,  and 
some  of  the  principal  manufactories  have  ceased  to  make  crown  glass  alto- 
gether. 

Unflattened  glass,  "  unless  specially  selected,  is  so  much  curved  as  to  neces- 
sitate cutting  the  sash  bars,  or  using  a  large  amount  of  putty.  ** 

Sheet  Glass  is  first  blown  in  the  form  of  a  large  hollow  cylinder.  The 
ends  of  the  cylinder  are  then  cut  o£f,  and  it  is  split  down  one  side  with  a 
diamond,  after  which  it  is  placed  in  a  flattening  kiln,  where,  under  the  influ- 
ence of  heat,  it  opens  out  into  a  flat  sheet,  which  is  carefully  annealed 
and  then  cooled  very  gradually. 

QudlUies. — The  qualities  of  sheet  glass  are  as  follows,  and  may  be  used  for  the  pur- 
poses mentioned  : — 

A.  For  pictures  (tlie  best). 

B.  Do.         (ordinary). 

Best.  For  the  best  glazing  in  iirst-class  dwelling-houses. 

Seconals.  Good  glazing. 

Thirds.  Ordimiry  glazing. 

Fourths.  Coarse.     Unfit  for  most  purposes.    The  supply  is  limited. 

The  tliffereut  classes  may  be  used  for  the  same  purjwses  as  the  corresponding  qualities 
of  crown  glass,  as  given  above,  but  are  available  for  large  panes. 

Thickness  and  JFcight.^The  following  are  the  weights  of  glass  made,  and  the  thick- 
nesses which  correspond  to  the  respective  weights  : — 
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Weight. 

"isr- 

IBoUMfll 

A 

21      „ 

A 

26      „ 

» 

32      „ 

t 

36      „ 

t 

42      „ 

t 

*'™'7  I'l  inch  mills  13  oi.  to  the  weiglit  per  foot  BuperficUL 

Sirxt. — Tha  largest  sizee  wbich,  for  sU  pncUcal  pujpoees,  ara  made  1 
aubatoncea  of  sheet  glass  are  as  follows  ; — 


■siftar 

HulmnDi 

Hailinam 
width. 
Inchei. 

Hulmara 

>r«lnr»t 

15 

G6 

83 

13 

21 

85 

iS 

22 

2S 

S5 

49 

22 

32 

86 

4S 

22 

38 

70 

U 

19 

42 

70 

ii 

19 

It  will  be  anderstood  that  tha  size  U  governed  by  the  maximum  area.  A  she 
be  of  tlie  mailDium  length  or  of  the  maximum  breadtb,  but  uo  eombinatioii  ol 
and  breadth  must  exceed  the  btbh  given  in  the  last  column. 

The  usual  itoek  nizes  of  sheet  glass  are  from  4S  inches  >:  34  inches  up  to  60  in 
36  inches.    An;  size  abovs  these  comes  nndei  b  special  tariff  of  prlcea. 

The  variation  of  price,  according  to  weight  per  foot  superficial  aud  siie,  is  gJTSi 
ordinary  builder's  Price  Books. 

ifarkft  Fonna.  — Sheet  glass  is  generallf  sold  in  crates.     The  nomber  at  ahee 
crate  varies  according  to  the  thickness  o(  the  glass,  and  is  as  follows ; — 
IS  OS.  gloss  40  sheets'! 

" '  }■  of  stock  Biies. 


26 


28 


(JhaToeterUtict, — Sheet  glass  has  a  somewhat  dvUer  surface  than 
glass,  bat  can  be  made  thicker  and  to  yield  lai^c  panea. 

Cyumdeb  Qlass,  Okbuan  Plate  Glass,  and  British  Shekt  G 
are  various  names  given  to  sheet  glass. 

Fluted  Sheet  Glass  is  of  a  wav;  section,  having  Antes  or  corrng 
on  both  sidea 

The  sizes  kept  in  stock  do  not  exceed  13  feet  in  area,  or  56  incl 
length,  or  38  inches  in  width.  It  is  not  advisable  to  ms^e  fluted  i 
larger  than  this,  but,  if  ordered,  they  can  be  made  of  the  some  size  aa 
nary  sheets. 


'  This  glass,  though  sold  as  16  ox.,  generally  weighs  16  oi.  per  foot  superficii 
is  -^  inch  in  thickness. 


GLASS. 


425 


This  glass  is  used  in  situations  where  it  is  necessary  to  secore  privacy, 
without  so  much  obstruction  to  light  as  is  offered  by  obscured  glass. 

Patent  Plate  Glass,  or  Blown  PkUe,  is  made  by  polishing  sheet  glass  on 
both  sides. 

It  must  not  be  confounded  with  British  plate  glass,  which  is  a  better  and 
more  expensive  material 

Patent  plate  may  be  distinguished  from  British  plate  by  the  bubbles  in  the 
glassw  In  the  former  case  these  are  elongated  and  irregular,  in  consequence 
of  the  glass  having  been  blown  after  the  bubbles  were  formed.  In  British 
plate  the  bubbles  are  circular.  The  surface  of  the  patent  plate  is  also  more 
wavy  than  that  of  British  plate.  ^ 

Qualities, — Patent  plate  is  made  in  the  three  qualities  which  are  respectively  used  for 
the  purposes  mentioned  below. 

Best.         B,  For  engravings  or  very  good  glazing. 

Second.     C,  For  good  glazing. 

Third.       C  C,  For  ordinary  glazing. 

Colour, — Messrs.  Chance  of  Birmingham  make  each  of  the  qualities  above  mentioned 
in  two  colours — the  Usuul  (or  Crystal),  and  the  Extra  while.  The  usual  is  the  better 
for  glazing,  as  it  is  harder,  more  lustrous,  and  less  liable  to  be  scratched  in  cleaning. 
The  extra  white  is  better  for  engravings  and  water-colour  drawings,  etc. 

Thickness  and  Weight. — Each  quality  (with  the  exception  stated  in  Table)  is  made  in 
the  following  gradations  of  thickness  and  weight,  identified  as  Nos.  1  to  4  : — 


Average 
thickness. 

Average  weight 

perfect 

superficial. 

Remarks. 

No.  1 
No.  2 
No.  3 
No.  4 

^^  inch 

111    If 

^ff    » 
^  to  tin. 

13  ounces 
17      „ 
21      „ 
24      „ 

Extra  white  is  made 
in  Nos.  1  and  2 
thicknesses  only. 

Sizes, — The  squares  kept  in  stock  do  not  exceed  10  or  12  feet  in  area,  the  length 
being  not  greater  than  50  inches,  or  the  width  than  36  inches. 

''  Flattened  sheet  glass  and  patent  plate  should  be  cut  with  the  convex 
side  of  the  air  bubbles  downwards,  or  it  will  be  liable  to  crack  starwise,  and 
it  should  be  glazed  with  the  convex  face  outwards,  or  it  will  present  the 
appearance  of  being  hammered  on  the  face.*^  ^ 

British  Plate  Glass,  ordinarily  known  as  Plate  Glass,  is  made  by  pouring 
white-hot  glass  on  to  an  iron  table,  and  rolling  it  out  under  a  heavy  metal 
roller. 

The  surface  is  either  left  rough,  or  polished,  or  indented  by  a  pattern  cut 
upon  the  surface  of  the  table.  The  several  varieties  of  plate  glass  differ 
from  one  another  according  to  the  nature  of  the  surface  thus  formed,  and 
are  named  Rough-cast  Plate,  Rolled  Plate,  or  Polished  Plate,  accordingly. 

Advantages. — All  plate  glass  has  the  advantage  of  being  strong.  If  of 
sufficient  thickness  it  keeps  out  the  cold,  and,  moreover,  is  a  "  preventive  to 
robbery,  as  it  will  not  yield  to  the  diamond  and  allow  of  being  noiselessly 


^  Seddon. 
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removed.**  Other  advantages  are  possessed  by  the  different  descriptions 
according  to  the  nature  of  their  surface. 

BouoH-CAST  Plate,  or  Rough  Plate,  is  the  glass  cast  as  above  described 
and  rolled  upon  a  smooth  iron  table. 

One  side  has  a  wavy  but  polished  appearance  ;  the  other  side  is  also  wavy 
but  dulL 

Quality. — This  is  the  cheapest  plate  glass  made,  and  there  is  only  one 
quality. 

Size  and  Thickness. — The  plates  kept  in  stock  range  as  high  as  those  cont&iniDg  60 
superficial  feet. 

The  thicknesses  made  are  |,  |,  ^,  f ,  and  1  inch. 

Uses, — Rough  plate  may  be  used  in  all  situations  where  a  certain  amount 
of  light  is  required,  combined  with  strength — such  as  lights  in  pavements,  in 
risers  to  steps,  in  windows  close  to  the  ground,  etc.  etc. 

Rough  Rolled  Plate,  or  Rolled  Plate,  is  made  after  the  patent  of 
Messrs.  Hartley  and  Co.,  Sunderland,  and  is  often  called  Hartley's  Rolled  Plate, 
or  Hartley's  Patent  Rough  Plate, 

The  melted  glass  is  rolled  as  before,  but  upon  a  table  having  lines,  or,  in 
some  varieties,  flutes,  cut  upon  its  surface. 

Glass  of  this  description  is  wavy,  but  smooth  on  one  side  ;  the  other  side 
being  marked  with  parallel  ridge  lines,  or  with  flutes. 

Rough  rolled  plate  is  divided  into 

Plain,  which  has  very  narrow  parallel  ridge  lines  close  together. 

Fluted. — Small,  with  about  1 1  flutes  to  the  inch. 
Large,  with  about  4  flutes  to  the  inch. 

Sizes. — Those  kept  in  stock  range  as  high  as  30  feet  in  area,  the  length  not  exceeding 
120  inches,  or  the  width  36  inches. 

Thickness. — Both  plain  and  fluted  (large  and  small)  are  made  in  the  following  thick- 
nesses : — I,  i^^if  if  i  iiich.  The  |  thickness  weighs  about  2  lbs.  per  square  foot,  and  the 
other  thicknesses  in  proportion. 

Uses. — This  glass  is  suitable  to  any  position  where  coarse,  strong,  trans- 
lucent material  is  required.  The  light  is  admitted  without  scorching  or 
glare. 

It  is  used  for  skylights,  conservatories,  cupolas,  roofs  of  all  kinds  (the  lai^e- 
fluted  form  in  especially  large  roofs).  It  is  also  used  for  the  windows  of 
railway  stations,  factories,  etc. 

British  Polished  Plate  Glass  is  made  from  material  of  a  superior 
description,  cast  and  rolled  in  the  same  way  as  rough  plate,  and  then  care- 
fully ground  down  to  a  plane  surface,  and  polished  on  both  sides. 

Qualities. — There  are  three  qualities  : — 

B^t^^ng*^^  I  *'°''  '^^°'^^  «*^ 

Silvering  quality  for  looking-glasses. 

Thickness. — The  usual  thickness  of  polished  plate  glass  is  about  |  inch,  bat  special 
thicknesses  are  made  as  follo¥rs  : — ^,  i,  f ,  f,  {,  1  inch. 

Size. — The  plates  kept  in  stock  (\  inch  thick)  range  as  high  as  100  feet  superficial ; 
larger  plates,  or  plates  exceeding  160  inches  long,  or  96  inches  wide,  are  charged  an  extra 
price. 

The  limit  of  area  for  special  thicknesses  is  as  follows  : — 


Thick aess  (inches)    . 
Maximum  area  in  square  feet 


A  * 

i 

i 

1 

1 

25    50 

50 

40 

20 

20 

k 
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Uses, — Polished  plate  is  used  for  large  windows  and  glass  doors  in  the 
best  houses.  It  has  all  the  advantages  of  other  thick  plate  glass^  and  in  addi- 
tion is  very  clear  and  colourless^  and  transmits  a  large  proportion  of  light. 
When  scratched  on  the  face  it  can  be  repolished. 

Patent  Diamond  Bough  Plate  Glass  has  one  side  smooth  but  slightly 
wavy ;  the  other  side  with  a  raised  oblique  lozenge-shape  pattern  filled  in 
with  narrow  ridge  lines. 

Patent  Quabrt  Bouoh  Plate  Glass  is  similar  to  the  above,  but  the 
pattern  is  larger  to  imitate  the  quarries  or  small  panes  used  in  leaded  quarry 
work. 

There  are  two  sizes,  the  measorement  of  the  quarriesi  from  point  to  point,  both  ways 
being  as  follows  : — 

Large  size,  6  x  4|  inches. 
Small    „    3  X  2iV    >i 

The  large  size  is  used  for  churches,  chapels,  etc. ;  the  other  for  schools,  staircase 
windows,  waiting  rooms,  etc  etc. 

In  glazing,  the  smooth  side  of  the  glass  should  be  inside. 

Perforated  Glass. — Patent  rough  plate  \  and  \  inch  thick,  and  26  oz. 
sheet  glass,  are  both  made  in  panes  containing  up  to  8  feet  superficial.  The 
perforations  run  across  the  width  of  the  pane,  and  are  useful  for  purposes  of 
ventilation, 

"  There  are  two  kinds  of  perforated  glass  :  one  having  the  perforations 
manufactured  in  the  glass,  the  other  having  them  afterwards  cut  The  latter 
is  the  best,  as  the  former  break  very  readily.'*  * 

Cathedral  Glass  is  generally  rolled  or  sheet  glass  of  a  neutral  tint 
It  is  much  used  for  ecclesiastical  work. 

Patent  Rolled  Cathedral  is  a  species  of  thin  rolled  plate  i  inch  thick,  wavy 
on  both  sides,  and  tinted  ;  and  rolled  white  cathedral  is  of  the  same  colour 
as  ordinary  glass  without  the  lines. 

Sheet  Cathedral  is  also  tinted  and  used  for  the  same  purposes.  One  variety 
has  sand  thrown  upon  its  surface  when  hot,  so  that  it  fuses  in,  giving  an 
appearance  which  is  useful  for  artistic  purposes.  This  is  known  as  Sanded 
Sheet  CatJiedral, 

Ground  Glass,  or  Obscured  Glass,  has  one  side  covered  with  an  opaque 
film,  formed  either  by  grinding  the  surface  or  by  melting  powdered  glass 
upon  it. 

The  names  for  this  glass  seem  to  be  used  indiscriminately,  without  reference 
to  the  process  by  which  it  is  made.  Such  glass  is  useful  wherever  light  is 
required  without  transparency. 

Bnamelled  Glass  is  obscured  in  parts  to  a  design  which  is  stencilled 
upon  it  Powdered  glass,  or  enamel,  is  placed  so  as  to  form  the  pattern,  and 
is  then  fluxed  in  by  heat  as  before. 

Stad^ed  Enamelled  Glass  is  made  as  follows : — The  whole  is  first 
covered  with  enamel ;  the  parts  to  be  coloured  are  rubbed  off  with  the  aid  of 
stencil  plates,  and  then  treated  with  chemical  substances  ;  these,  when  sub- 
jected to  the  heat  of  the  kiln,  produce  the  colour  required. 

Embossed  Glass  is  also  obscured  in  parts  so  as  to  form  a  pattern,  as  fol- 
lows : — The  design  is  drawn  or  stencilled  on  the  glass  to  be  enamelled, 

^  Seddon. 


428  NOTES  ON  BUILDING  CONSTRUCTION. 

and  the  remainder  of  the  surface  covered  with  Brunswick  black.  The 
whole  is  then  covered  with  fluoric  acid,  which  eats  into  the  unprotected 
portions,  obscuring  them  in  the  form  of  the  pattern  drawn. 

Coloured  Gla^s  can  be  made  in  every  variety  of  tint  by  adding  metallic 
oxides  and  other  substances  to  the  materials  before  fusion. 

Flashed  Colours  are  those  in  which  plain  sheet  glass  is  covered  on  one 
side  only  with  a  thin  layer  of  coloured  glass. 

Designs  may  be  formed  in  this  glass  by  eating  off  the  coloured  layer,  where 
it  is  not  required,  with  fluoric  acid. 

Pot  Metals  are  those  in  which  the  glass  is  coloured  throughout  its  thick- 
ness. 

Special  hinds  of  Glass  are  made  for  painted  windows  and  other  work  of  an 
artistic  kind,  but  the  description  of  such  glass  fsdls  outside  the  scope  of  these 
Notea 

Glass  Tiles  ai-e  made  both  in  rough  plate  and  sheet  glass,  either  plain, 
fluted,  or  to  correspond  with  the  various  shapes  of  earthenware  tiles,  so  as  to 
be  worked  in  with  them  in  roofs,  and  admit  light  without  the  expense  of 
skylights,  etc. 

Glass  Slates  are  also  made  both  in  rough  plate  and  in  sheet  glass  :  the 
former  in  thicknesses  from  i  to  ^  inch  ;  the  latter  of  glass  vaiying  from  16  to 
32  oz.  The  areas  of  the  glass  slates  correspond  with  those  of  ordinary  build- 
ing slates  as  given  at  p.  27. 

Interoeption  of  Iiight  by  Glass. — The  effect  of  different  descriptiong  of 
glass  on  the  diminution  of  light  has  been  shown  by  experiment  ^  to  be  as 
follows : — 

British  polished  plate  i  inch  thick  intercepts  1 3  per  cent  of  the  lights 
Rough-cast  plate  „  „        30  „ 

Do.,  rolled,  four  flutes  to  an  inch  „        63  „ 

Sheet  glass,  32  oz.  .         .         .     „         22  „ 

^  Galton. 
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PAPERHANGING. 

WALL  papers  may  be  divided  into  three  classes  : — 
Ck>MHON  OR  Pulp  Papers,  in  which  the  ground  is  the  natural  colour 
of  the  paper  as  first  made,  the  pattern  being  printed  upon  it 

Satin  Papers,  of  which  either  the  whole  ground,  or  the  pattern,  or  both, 
are  of  a  polished  lustre,  having  somewhat  the  appearance  of  satin.  They  are 
made  by  painting  the  paper  over  with  the  required  colour,  mixed  with 
Spanish  white,  etc,  after  which  it  is  polished  with  a  burnisher.  Or  the 
colour  is  mixed  with  plaster  of  Pans,  laid  on,  sprinkled  with  powdered  French 
chalk,  and  then  rubbed  over  with  a  hard  brush  to  give  the  appearance  of 
satin. 

Satin  papers  are  very  susceptible  to  damp,  even  from  the  paste  used  in 
hanging  them  ;  they  require  to  be  hung  with  care,  on  dry  walls,  and  should  l>o 
protected  by  a  lining  paper.  When  once  hung,  if  thoroughly  dry,  they  can 
be  kept  clean  for  a  long  time,  as  the  smooth  surface  of  the  paper  prevents 
dust  and  dirt  from  adhering  to  it 

Flock  Papers,  the  design  on  which  is  formed  by  the  atlhesion  of  flock 
sheared  off  from  the  surface  of  woollen  cloth.  The  pattern  is  first  printed 
on  the  pa})er  ui  size,  next  in  varnish,  the  flock  is  then  thickly  sprinkled  on, 
and  adheres  to  the  varnish,  thus  forming  the  pattern. 

Printing. — The  pattern  on  the  best  papers  is  printed  from  wood  blocks. 
The  position  of  each  block  is  guided  by  four  pins  in  its  comers,  and  a  sepa- 
rate block  is  required  for  each  colour. 

Wall  papers  are  printed  also  in  large  quantities,  and  very  cheaply,  by 
machinery,  the  patterns  being  engraved  on  metal  rollers,  one  for  each  colour 
required,  and  printed  on  continuous  bands  of  paper  several  hundred  yards 
long. 

Machine-printed  papers  are  inferior  to  those  printed  by  hand  ;  the  colours 
of  the  former  often  wear  off  from  not  being  properly  set 

Some  of  the  common  grained,  marbled,  and  granite  papers  are  roughly 
coloured  by  hand,  and  elaborate  papers  of  the  highest  class  have  to  be  painted 
by  artista 

Distinction  in  Appearance  between  Different  Classes  of  Paper « — 
Pulp  papers  can  easily  be  distinguished  from  others,  as  the  back  is  of  the 
same  colour  as  the  ground  of  the  front. 

Hand-printed  papers  can  be  distinguished  from  those  that  are  machine- 
printed,  as  the  former  retain  the  marks  of  the  pins  used  as  guides  for  the 
position  of  tlie  wowl  blocks. 

■  —  --   -  -  — ' 

^  GaltoD. 
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Uarket  Forau. — Wall  papers  arc  fiold  by  the  •piece,  except  in  the  ta» 
borders,  nliich  ore  sold  bj  the  yard,  or  dozen -yards  run. 

The  price  voricB  according  to  the  description  and  quality  of  the  paper,  1 
the  nature  of  the  pattern,  an  extra  being  charged  for  every  additional  col 
included.  The  introduction  of  gold  or  ailver  in  the  pattern  also  enhsn 
the  price  considerably,  in  proportion  to  the  amount  used. 

Down  each  side  of  the  paper  is  a  blank  margin  about  \  inch  wide. 
hanging  good  papers  both  these  margins  aie  cut  off,  and  the  adjacent  pie 
are  jtlaced  edge  to  edge.     In  common  papers,  however,  only  one  margin 
cut  off,  and  the  cut  edge  of  one  piece  of  paper  overlaps  the  mar^a  of  : 
adjacent  piece. 

Eholish  Paferr. — Tn  theae  each  piece  is  12  yards  long  and  21  inches  wide.  It  thi 
fore  COD  tains  7  square  yards. 

AfWr  the  niBrgins  are  remoTed  tba  paper  is  20  inch™  wide. 

Each  yard  iu  length  o(  tb«  psper  then  contains  SS  x  20  inches  =  6  ftet  Enperflda],  1 
each  piece  12  x  6  =  60  feet  anperficial. 

The  number  or  t>ieces  of  paper  required  for  a  looni  is  therefore  equal  to  the  SDinbei 
superficial  feet  lo  be  coTerad  divided  by  60. 

An  allowance  of  from  }  la  ^  mnst,  however,  be  made  for  waste.  This  allovnnce 
greater  for  gooil  papers  and  large  patterns  than  for  common  papers  and  imall  pattema 

French  Papers  ere  made  in  piecet  containios  l\  aqoan  yards.  Tba  lengUi  a 
breadth  of  a  piece  vary  coneiderahly,  according  to  quality,  but  they  often  run  abonl 
yardi  long  and  IS  inches  wide. 

Borders  are  sold  in  pieces  containing  12  yatds,  technically  known  as  doxeru. 

Lining  Papeb  is  common  nncoloured  paper  placed  under  the  better  claai 
of  paper,  in  order  to  protect  them  against  damp  and  ataina  from  the  Wi 
below,  and  to  obtaiji  a  smoother  surface  to  work  upon. 

ColouTH. — The  colouring  pigments  used  for  wall  papers  are  as  a  rule  han 
less,  being  pretty  much  the  some  as  those  given  at  page  403. 

Some  of  the  white  grounds  contain,  however,  a  proportion  of  white  lea 
and  in  some  red  papers  arsenic  is  used  to  fix  the  dye.'  Papers  containii; 
green  are  as  a  rule  very  objecti suable,  because  they  are  often  coloured  wil 
pigments  containing  arsenic,  mercury,  copper,  arsenite  of  copper  (Scheele 
green),  and  other  deleterious  substances.  These  fly  off  in  the  form  of  dot 
and  may  poison  the  occupants  of  the  room  in  which  the  paper  is  hang. 

"  In  such  papers  arsenic  ia  often  fonnd  to  the  extent  of  f^m  3  to  14  grains  to  tl 
■npertcial  foot  of  wall ;  and  Dr.  A.  S.  Taylor  has  stated  that  he  fonnd  some  deep  gre* 
papeis  which  contained  from  20  to  70  grains  per  superRciaJ  foot."* 

Teit  for  ArteniU  0/  Copper.— "T\ie  -pnaentx  of  arsenite  of  copper  in  a  sample  of  auc 
paper  is  readily  proved  by  soaliing  it  in  a  little  ammonia,  which  will  dissolve  the  amenil 
of  copper  to  a  blue  iiciiiid,  the  presence  of  arsenic  in  which  may  be  shown  by  ocidl^n 
it  with  a  little  pure  hydrocbloric  acid  and  boiling  with  one  or  two  strips  of  pure  coppe 
which  will  become  covered  with  a  steel-grey  coating  of  araenile  of  copper. 

"  On  washing  the  copper,  drying  it  on  Biter  paper,  and  heating  It  in  a  small  tube,  tli 
arsenic  will  be  converted  into  srsenious  acid,  wbich  will  deposit  in  brilhaot  octahsdn 
crystals  on  the  cool  part  of  the  tube.  It  is  obvious  that,  to  avoid  mistakea,  the  ammonk 
hydrochloric  acid,  and  copper  should  he  eiamlned  In  precisely  the  same  way,  10  aa  t 
rnider  it  certain  that  the  arsenic  is  not  derived  from  them. "  ' 

Damp  Walls  should  be  covered  with  a  thin  sheet  of  some  waterproc 
material  before  the  wall  paper  is  hung. 

Thin  sheet  lead,  tinfoil,  indiambber,  gutta  percha,  and  thick  brown  papc 
have  all   been   used   for  this   purpose,  the  metals  being  the  best  but  root 
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expensive.  The  foil  is  made  so  thin  that  it  may  be  fastened  to  the  wall  with 
paste. 

Varnishing  and  Fainting  Wall  Papers. — ^Wall  papers  (except  the  most 
delicate)  may  be  finished  with  good  copal  vamish  over  two  coats  of  size,  or 
they  may  be  bought  ready  varnished. 

Flock  papers  may  be  painted  (after  well  sizing)  when  they  become  shabby. 
In  some  cases  they  have  a  roller  covered  with  wet  paint  passed  over  them,  so 
that  the  raised  pattern  only  receives  the  paint. 

Washable  Faperhanfi^gs,  made  by  Messrs.  Wilkinson  and  Son,  of 
London,  are  said  to  become  as  hard  as  stone  when  hung,  to  withstand  wash- 
ing, and  to  be  non-absorbent  of  the  contagion  of  infectious  disorders. 

Such  papers  would  of  course  be  better  than  those  of  the  ordinary  descrip- 
tion for  a  sick  room.  The  walls  of  hospital  wards,  however,  are  generally 
rendered  in  cement,  and  brought  to  a  highly  polished  non-absorbent  surface, 
thus  avoiding  the  use  of  paper  altogether. 

Faperhanging. — The  points  to  be  attended  to  in  hanging  wall  papers 
have  been  mentioned  in  Part  II. 

Expensive  papers  require  to  be  hung  with  the  most  skill  and  care.  At  the 
same  time,  common  papers  are  more  difficult  to  hang  well,  as  they  are  very 
apt  to  tear  with  their  own  weight  when  saturated  with  paste. 

In  hanging  flock  or  other  thick  papers,  the  paste  should  be  applied  some 
time  before  they  are  hung,  in  order  that  it  may  soak  well  into  them. 

The  ceilings  should  be  finished  before  the  pai)erhanging  begins. 

Uses. — WiUl  papers  are  intended  chiefly  for  ornament ;  they  relieve  the 
bareness  of  the  walls,  and  give  the  room  a  bright  cheerful  appearance. 

A  plain  white  paper  may  sometimes  be  applied  with  advantage  to  ceilings, 
especially  where,  from  want  of  stiffness  in  the  floor  above,  or  from  some 
defect  in  the  j^lat^tering,  the  ceiling  is  inclined  to  crack. 


CllAlTER    IX. 

MISCELLANEOUS. 


THIS  Chapter  will  include  the  description  of  a  few  materials 
which  could  not  be  conveniently  brought  under  any  of  the 
heads  comprised  in  the  former  chapters. 


GLUE. 

Glue  is  prepared  from  waste  pieces  of  skins,  horns,  hoofs,  and  other  aiiinial 
offal. 

These  are  steeped,  washed,  boiled,  strained,  melted,  reboiled,  and  cast  into 
square  cakes,  which  are  then  dried. 

The  strongest  kind  of  glue  is  made  from  the  hides  of  oxen ;  that  from  the 
bones  and  sinews  is  weaker.     The  older  the  animal  the  stronger  the  glue. 

Gharacteristica  of  Good  Olue, — Qood  glue  should  be  hard  in  the  cake,  of  a 
strong  dark  colour,  almost  transparent,  free  from  black  or  cloudy  spots,  and 
with  little  or  no  smell. 

The  best  sorts  are  transparent,  and  of  a  clear  amber  colour. 

Inferior  kinds  are  sometimes  contaminated  with  the  lime  used  for  removing 
the  hair  from  the  skins  of  which  they  are  made. 

The  best  glue  swells  considerably  (the  more  the  better)  when  immersed  in 
cold  water,  but  does  not  dissolve,  and  returns  to  its  former  size  when  dry. 

Inferior  glue,  made  from  bones,  will,  however,  dissolve  almost  entirely  in 
cold  water. 

Preparation  of  Glut. — To  prepare  glue  for  use  it  should  be  broken  up  into  small 
pieces,  and  soaked  in  as  much  cold  water  as  will  cover  it,  for  about  twelve  hours. 

It  should  then  be  melted  in  a  double  glue  pot,  covered,  to  keep  the  glue  from  dirt. 
Care  must  be  taken  that  the  outer  vessel  is  full  of  water,  so  that  the  glue  shaU  not  bum, 
or  be  brought  to  a  temperature  higher  than  that  of  boiling  water. 

The  glue  is  allowed  to  simmer  for  two  or  three  hours,  then  gradually  melted,  so  much 
hot  water  being  added  as  will  make  it  liquid  enough  just  to  run  off  a  brush,  in  a  continu- 
ous stream,  without  breaking  into  drops. 

When  the  glue  is  done  with,  some  boiling  water  should  be  added  to  make  it  very  thin 
before  it  is  put  away. 

Freshly  made  glue  is  stronger  than  that  which  has  been  repeatedly 
remelted.     Too  large  a  quantity  should  not  therefore  be  made  at  a  time. 

"  Glue  may  be  freed  from  the  foreign  animal  matters  generally  in  it  by  softening  it  in 
cold  water,  washing  it  with  the  same  several  times  till  it  no  longer  gives  out  any  colour 
then  bniising  it  with  the  hand  and  8iLS|)ending  it  in  a  linen  bag  beneath  the  surface  of  a 
large  quantity  of  water  at  60'  Fahr." 
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By  doing  this  the  pure  glue  is  retained  in  the  bag,  and  the  soluble  impurities  pass 
through.  If  the  softened  glue  be  heated  to  122**  without  water,  and  filtered,  some  other 
impurities  will  be  retained  by  the  filter,  and  a  colourless  solution  of  glue  obtained.^ 

Uses, — Glue  is  used  cliiefly  by  the  joiner  for  joints,  veneering,  etc. 
The  precautions  to  be  attended  to  in  using  glue  have  already  been  men- 
tioned in  Part  II.,  p.  295. 

A  minimum  amount  of  glue  should  be  used  in  good  work,  and  it  should  be 
applied  as  hot  as  possible.  The  surfaces  of  wood  to  be  imited  should  be 
clean,  dry,  and  true  ;  they  should  be  brought  together  as  tightly  as  possible, 
so  that  the  superfluous  glue  is  squeezed  out. 

Strength  of  Glue, — "  The  cohesion  of  a  piece  of  solid  glue,  or  the  force  required  to 
separate  one  square  inch,  Mr.  Bevan  found  to  be  4000  lbs. " 

From  other  experiments  Mr.  Bevan  found  that  the  adhesion  of  two  pieces  of  ash  glued 
end  to  end  amounted  to  at  least  715  lbs.  per  square  inch. 

"  The  lateral  adhesion  of  a  piece  of  hoard  cut  out  of  Scotch  fir,  which  had  been  quite 
dry  and  seasoned,  was  562  lbs.  to  the  square  inch.  Therefore,  if  two  pieces  of  this  board 
had  been  well  glued  together  the  wood  would  have  yielded  in  its  substance  before  the 
glue." 

"  The  strength  of  common  glue  for  coarse  work  is  increased  by  the  addition  of  a  little 
powdered  chalk."  ' 

Glues  to  Resist  Moisture. — "  A  good  glue  for  outside  work  is  sometimes  made  by 
grinding  as  much  white  lead  with  linseed  oil  as  will  just  make  the  liquid  of  a  whitish 
colour  and  strong,  but  not  too  thick;"  ' 

**  Mix  a  handful  of  quicklime  in  4  oz.  of  linseed  oil ;  boil  them  to  a  good  thickness,  then 
spread  it  on  tin  plates  in  the  shade,  and  it  will  become  very  hard,  but  may  be  easily  dis- 
solved over  the  fire  as  glue. "  • 

**  Skimmed  milk,  in  the  proportion  1  lb.  glue  to  2  quarts  of  milk,  is  sometimes  used  to 
dissolve  glue,  with  the  view  of  increasing  its  capability  of  resisting  moisture.*' ' 

"  Ordinary  glue  can  be  rendered  insoluble  in  water  by  adding  to  the  water  with  which 
it  is  mixed  a  small  quantity  of  bichromate  of  potash  ;  the  exact  proportion  must  be  ascer- 
tained by  experiment,  but  for  most  purposes  ^th  the  amount  of  glue  will  be  sufficient."  * 

Marine  Glue. — One  part  of  indiarubber  is  dissolved  under  gentle  heat  in 
12  parts  of  mineral  naphtha  or  coal  tar.  When  melted,  20  parts  of  powdered 
shellac  are  added,  and  the  mixture  is  poured  out  on  metal  plates  to  cool.  It 
is  applied  by  a  brush  in  a  melted  state,  and  is  specially  suitable  for  all  work 
exposed  to  wet  or  moisture. 

SIZE. 

Size  is,  or  should  be,  made  from  the  best  glue.  The  glue  is  prepared  by 
boiling  down  the  skin  and  homy  parts  of  animals,  parchment  clippings,  etc. 

Inferior  glue  is  said  to  remain  damp  and  to  become  mildewed. 

To  make  size,  a  piece  of  glue  is  placed  in  the  pot  and  covered  over  with 
water.     When  melted,  it  is  thinned  by  adding  more  water. 

A  pound  of  glue  makes  about  a  gallon  of  size. 

Very  good  size  may  easily  be  made  by  boiling  parchment  clippings  for 
several  hours  and  straining  them  through  a  cloth. 

Size  is  used  with  earthy  colouring  matters  to  make  them  adhere  to  surfaces, 
also  for  clear  cole,  as  described  below. 

Double  Size  is  merely  size  of  double  the  strength  of  ordinary  size. 

Patent  Size  *'  is  a  gelatine,  and  can  be  used  without  any  soaking  as  required 
for  glue  size." 
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Clear  Cole  is  the  name  given  to  a  coating  of  size  which  is  often  used  to 
fill  up  the  pores  of  wood  or  plaster  in  order  to  prepare  them  to  receive  var- 
nish, colour,  etc.,  without  absorbing  too  much. 

Parchment  Size  is  used  by  gilders.  It  is  made  by  dissolving  shreds  of 
fine  parchment  in  warm  water. 

Gk>ld  Size,  of  different  kinds,  is  applied  to  surfaces  to  be  gilded,  as  a  basis 
to  receive  and  secure  the  gold  leaf. 

Oil  Gold  Size  is  made  by  grinding  ochre  in  boiled  linseed  oil.  The  mixture  is  m&Je 
as  stiff  as  possible,  kept  for  several  years,  if  possible,  and  thinned  down  with  boUed  linseed 
and  fat  oil  for  use. 

This  is  the  best  size  to  use  for  outside  work,  and  for  any  work  that  is  not  burnished.  It 
is,  however,  rather  slow  setting,  and  must  be  applied  some  12  to  18  hours  before  the  leaf 
is  laid  on. 

Burnish  Gold  Size  is  laid  over  a  basis  of  size  and  whiting  to  secure  gold  leaf  that  is 
to  be  rubbed  bright  with  a  burnisher. 

It  may  be  made  with  a  mixture  of  "  black  lead,  deer  suet,  and  red  chalk,  1  oz.  each, 
with  1  lb.  of  pipeclay,  ground  together  to  a  stiff  paste,"  but  it  is  generally  purchased 
ready  made. 

Japanners'  Gold  Size  is  made  by  boiling  gum  anim^  in  linseed  oil  with  driers.  The 
process  is  an  elaborate  one,  and  is  fully  described  in  Spon's  Workshop  Heceipts, 

This  size  sets  very  quickly  (in  from  20  to  30  minutes  when  pure),  and  is  used  for 
gilding  when  but  short  time  is  available,  also  for  repairs. 

It  is  not  so  durable,  nor  does  it  make  such  good  work,  as  oil  size. 

In  gilding  or  japan  work  it  is  used  as  a  basis  to  secure  gold  leaf  or  gold  powder. 


KNOTTING. 

Knotting  is  the  material  used  by  painters  to  cover  over  the  surfaces  of 
knots  in  wood  before  painting. 

The  object  is  to  prevent  the  exudation  of  turpentine,  etc.,  from  the  knots, 
or,  on  the  other  hand,  to  prevent  the  knots  from  absorbing  the  paint,  and 
thus  leaving  marks  on  the  painted  surface. 

Ordinary  Knotting;  is  often  applied  in  two  coats. 

First  Size  Knotting  is  made  by  grinding  red  lead  in  water  and  mixing  it  with  strong 
glue  size.     It  is  used  hot,  dries  in  about  ten  minutes,  and  prevents  exudation. 

Second  Knotting  consists  of  red  lead  ground  in  oil,  and  thinned  with  boiled  oil  and 
turpentine. 

Patent  Knotting  is  chiefly  shellac  dissolved  in  naphtha. 

The  following  is  a  receipt  for  a  similar  knotting : — 

"  Add  together  |  pint  japanners'  gold  size,  1  teaspoonful  red  lead,  1  pint  vegetable 
naphtha,  7  oz.  orange  shellac.  TMs  mixture  is  to  be  kept  in  a  warm  place  whilst  the 
shellac  dissolves,  and  must  be  frequently  shaken. "  ^ 

Hot  Iiime  is  sometimes  used  for  kiUing  knots.  It  is  left  on  them  for  about  24  boon, 
then  scraped  off,  and  the  surfietce  coated  with  size  knotting  ;  or  if  this  does  not  kill  the 
knots,  they  are  then  painted  with  red  and  white  lead  ground  in  oil,  and  when  dry  rubbed 
smooth  with  pumice  stone. 

Sometimes  after  application  of  the  lime  the  knots  are  passed  over  with  a  hot  iron,  and 
then  rubbed  smooth  (see  Part  II.) 

When  the  knots  are  very  bad  they  may  be  cut  out,  or  covered  with  silver 
leaf,  as  described  in  Part  IL 


^  Davidson. 
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PASTE. 

• 

Paste  is  required  by  the  paperhanger,  in  different  degrees  of  strength, 
according  to  the  thickness  and  weight  of  the  paper  to  be  hung  with  it. 

Paste  should  be  made  with  the  best  white  wheat  flour. 

The  following  receipts  ^  are  for  paste  of  different  strengths,  the  strongest 
being  the  last ; — 

No.  1. — Beat  up  4  lbs.  of  good  white  sifted  wheat  flour  in  cold  water  to  form  a  stiff 
batter,  taking  care  to  get  rid  of  all  lumps ;  then  add  enough  cold  water  to  bring  it  to  the 
connistence  of  pudding  batter. 

Pour  boiling  water  over  the  batter,  stirring  rapidly.  When  the  mixture  swells  and 
loses  the  wliite  colour  of  the  flour  it  is  ready. 

This  makes  about  }  pailful  of  paste,  enough  for  a  day's  work.  It  should  be  used  cold, 
nnd  is  adapted  for  ordinary  work. 

No.  2  is  made  in  the  same  way  as  No.  1,  except  that  just  before  the  boiling  water  is 
poured  on  2  oz.  of  alum  are  mixed  with  the  batter. 

The  alum  imparts  strength  to  the  paste,  but  is  said  to  make  it  more  difficult  to  lay  on. 

This  paste  is  used  for  hanging  flock  x>aper8. 

No.  3. — Make  a  batter  as  in  No.  1,  but  of  less  consistency,  and  to  2  quarts  of  batter 
add  \  oz.  of  pounded  rosin  ;  set  the  mixture  oyer  a  moderate  fire,  stirring  till  it  boils  and 
thickens,  then  lUlow  it  to  cool,  and  thin  with  thin  gum  arabic  water. 

This  paste  is  used  only  where  strong  adhesiveness  is  required,  and  is  indispensable  in 
papering  over  varnished  or  painted  surfaces. 

No,  4  is  the  same  as  No.  3,  but  without  gum,  and  is  userl  for  securing  the  edges  of 
flock  papers. 


GOLD  LEAF. 

Gold  leaf  is  required  for  gilding,  in  order  to  ornament  different  parts  of 
buildings,  more  especially  the  internal  fittings,  such  as  the  mouldings  of  the 
joinery  or  the  decorations  of  the  ceilings  or  wcdls. 

It  is  classed  as  singks,  doubles,  or  trebles,  according  to  thickness,  and  sold  in 
books,  each  containing  25  pieces,  whose  dimensions  are  3^  by  3^  incheai 
They  are  placed  between  the  paj)er  leaves  of  the  book,  which  are  rubbed  with 
red  chalk  to  prevent  the  gold  from  adhering. 

The  book  should  be  warmed  before  use,  so  as  to  make  the  leaves  quite  dry 
and  easy  to  detach  from  one  another. 

There  are  several  different  tints  of  gold  leaf,  varying  from  deep  orange  red 
down  to  a  pale  silvery  hue. 

Foreign  Gold  Leaf  is  thinner  than  that  ma<le  in  England,  and  the  area  of  the  leaves  is 
smaller. 

Fale  Leaf  Gold  ia  an  alloy  of  silver  and  gold  beaten  into  leaf. 

I>utch  Gold  is  copper  leaf  coloured  yellow  by  the  fumes  of  molten  zinc.  It  is  much 
cheaper  than  genuine  gold  leaf,  and  useful  for  large  surfaces,  where  it  can  be  protected  by 
varnish.     Without  such  protection  it  becomes  discoloured. 

Be-ssemer^s  Gold  Paint  is  in  the  form  of  iwwder.  It  is  mixed  with  a  little  transparent 
varnish,  and  laid  on  with  a  brush. 

^  Slightly  modified  from  those  given  in  the  Faperhanger,  Paints,  Chrainer,  and 
D€4:oratofa  AssisfarU. 
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PUTTY. 

Painters'  and  Qlaziers'  Putty  is  made  with  whiting  (see  p.  240)  and 
oil.  The  whiting  is  reduced  to  very  fine  powder,  carefully  dried,  passed 
through  a  fine  sieve  (about  46  meshes  to  the  inch),  mixed  with  raw  linseed 
oil  into  a  stiff  paste,  well  kneaded,  left  for  12  hours,  and  worked  up  in 
small  pieces  till  quite  smooth. 

For  particular  purposes,  such  as  in  fanlights,  where  the  lap  or  hold  is  very 
narrow,  a  little  white  lead  may  be  added  with  advantage.^ 

Hard  Putty  may  be  made  by  substituting  turps  for  part  of  the  oil. 
Very  Hard  Putty,  from  oil,  red  lead,  white  lead,  and  sand. 

Soft  Putty,  from  10  lbs.  whiting,  1  lb.  white  lead,  mixed  with  \  gill  best  salad  oil  and 
enough  boiled  linseed  oil  to  bring  it  to  the  proper  consistence.^ 
The  harder  kinds  crack  unless  they  are  soon  painted. 

Plaaterers'  Putty  (sec  p.  232). 

Thermo-PlaBtio  Putty  contains  tallow,  which  keeps  the  putty  pliable,  so 
that  it  is  not  loosened  by  the  expansion  and  contraction  of  large  panes  of  glass 
under  changes  of  temperature,* 


RUST  CEMENT. 

RutA  Cement,  known  also  as  Cast  Iron  Cement,  and  by  other  names,  is  used 
for  caulking  the  joints  of  cast  iron  tanks,  pipes,  etc. 

It  is  composed  of  cast  iron  turnings,  pounded  so  that  they  will  pass  through 
a  sieve  of  eight  meshes  to  the  inch ;  to  these  are  added  powdered  sal-ammoniac, 
and  sometimes  flour  of  sulphur. 

The  ingredients  having  been  mixed  are  damped,  and  soon  begin  to  heat 
They  are  then  again  well  mixed  and  covered  with  water. 

The  exact  proportions  of  the  ingredients  vary.  A  simple  form  is  1  oz.  of 
sal-ammoniac  to  1  cwt.  iron  turnings. 

The  following  are  recommended  by  Mr  Molesworth  : — 
Quick-^ting  Cement — 1  sal-anmioniac  by  weight 

2  flour  of  sulphur. 
80  iron  boringa 
SUw-tetHng  Cement — 2  sal-anunoniac. 

1  flour  of  sulphur. 
200  iron  borings. 
The  latter  cement  being  the  best  if  the  joint  is  not  required  for  immediate 
use.     In  the  absence  of  sal-ammoniac  the  urine  of  an  animal  may  be  substi- 
tuted. ^ 

The  cement  will  keep  for  a  long  time  under  water.  Its  efficacy  depends 
upon  the  expansion  of  the  iron  in  combining  with  the  sal-ammoniac. 

'  Spon.  '  Seddon. 
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LATHS. 

The  laths  principally  required  by  the  builder  are  of  two  kinds — those  used 
for  plastering,  and  those  used  for  roofs  to  support  the  covering  of  slates  or 
tiles. 

Plasterers'  Iiaths  are  thin  strips  of  wood,  about  an  inch  wide  generally,  3 
or  4  feet  long,  and  of  a  thickness  varying  according  to  the  work  for  which  tiiey 
are  to  be  used  (see  Part  II.) 

They  should  be  straight ;  free  from  large  dead  knots,  which  fall  out  and 
weaken  them  ;  from  splits  ;  and  from  sap,  which  leads  to  decay. 

They  arc  sometimes  made  by  hand,  sometimes  by  machineiy.  In  either 
case  they  should  be  split  or  rent  from  the  log,  so  that  each  lath  has  its  longi- 
tudinal fibres  intact.  In  sawn  laths  the  fibres  are  generally  cut  across  in 
places,  which  makes  the  laths  weak  and  apt  to  break  across. 

Oak  laths  are  sometimes  used,  but  for  ordinary  work  laths  should  be  of  the 
best  Baltic  fir. 

Thickness, — Plasterers'  laths  are  made  in  three  thicknesses  classified  as 
follows : — 

Single  laths  .  .  .         i  to  A  inch  thick. 

Lath  and  half  laths  ...  1         >» 

Double  laths  ...  \         n 

They  are  made  also  in  various  lengths,  varying  from  2  to  6  feet,  but  the 
lengths  most  commonly  used  are  3  feet  and  4  feet 

Market  forms, — Laths  are  split  in  this  country,  and  are  also  imported  from 
the  Baltic  and  from  America,  and  sold  in  bundles,  round  or  half  round,  being 
either  the  whole  or  half  of  a  young  tree  split  up. 

The  bundles  generally  contain  360  lineal  feet,  but  sometimes  as  much  as 
500  feet  run  of  laths. 

Slate  or  Tiling  Laths,  or  Battens  as  they  are  often  called,  are  generally 
sawn  out  of  boards  and  sold  in  lO-^feet  lengths,  the  width  and  thickness  vary- 
ing from  1^  inch  x  |  inch  to  2  inches  x  1  inch,  or  even  3  inches  x  1  inclL 


VULCANISED  INDIARUBBER. 

Vulcanised  Indiarubber  consists  of  indiarubber  impregnated  with  sulphur. 
An  excess  of  sulphur  injures  the  material,  causing  it  to  become  brittle  with 
age. 

This  material  is  used  chiefly  for  jointing  pipes,  for  valves,  etc. 

A  rough  way  of  testing  its  quality  is  to  throw  a  piece  into  water  ;  if  it 
sinks,  it  probably  contains  an  injurious  excess  of  sulphur. 
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TAR 

Coal  Tar  is  produced  by  heating  coal  in  close  iron  vessels,  and  is  a  bye- 
product  in  the  manufacture  of  gas.  When  itself  distilled  it  produces,  in 
various  stages — first,  coal  naphtha^  which  is  useful  for  dissolving  indiarabber, 
etc  ;  then  dead  oU  or  creosote,  used  (see  p.  380)  for  preserving  timber  ;  and, 
lastly,  pitchy  which  is  used  for  asphalte  work  (see  p.  239),  also  as  an  ingre- 
dient of  varnishes,  etc. 

Wood  Tar  is  produced  by  the  distillation  of  pine  and  other  resinous 
trees.  It  has  strong  preservative  qualities,  owing  to  the  creosote  it  contains 
It  is  imported  in  barrels  containing  about  30  gallons,  from  the  north  of 
Europe,  as  Stockholm  and  Archangel  tar,  and  from  the  United  States  as 
American  tar.  Of  these  varieties  Stockholm  is  considered  the  best  ;  the 
residue  left  after  distillation  is  pitch  (see  p.  239). 

Mineral  Tar  is  a  natural  substance  found  in  Burmah,  and  also  obtained 
by  distilling  bituminous  shales,  such  as  those  found  in  Dorsetshire  and  else- 
where. It  contains  less  volatile  matter  than  the  other  kinds  of  tar,  but  is 
otherwise  of  similar  composition. 


FELT. 

Felt,  generally  saturated  with  bitumen  and  other  substances,  is  sold  in 
various  forms  useful  to  the  engineer  and  builder.  The  following  infonnadon 
regarding  the  different  descriptions  is  from  the  circular  of  Messrs.  Engert  and 
Rolfe:— 

Asphalted  Hoofing  Felt  is  nearly  black  in  colour,  has  a  strong  odour  of 
asphalte,  and  is  about  ^  inch  thick. 

It  is  made  32  inches  wide,  and  in  any  lengths  up  to  35  yards  ;  and  is 
used  as  a  roof  covering  for  temporary  buildings,  the  lining  under  slates,  etc., 
on  roofs,  etc. 

A  coat  of  lime  whiting  or  whiting  and  size  is  recommended  where  the 
smell  of  the  asphalte  would  be  objectionable. 

Sarking  Felt  is  like  the  above,  but  only  about  ^  inch  thick.  It  is  made 
in  rolls  32  inches  wide  and  30  yards  long,  and  is  used  as  a  roof  covering  for 
temporary  sheds,  and  under  slates. 

^odorous  Bittunen  Felt  is  of  a  brown  colour,  about  ^  inch  thick.  It 
is  made  32  inches  wide,  and  in  lengths  up  to  35  yards.  It  is  used  for  damp 
walls,  for  lining  iron  houses,  under  slates  or  roofs,  for  laying  under  floors  to 
deaden  sound  ;  for  bedding  girders,  columns,  and  heavy  iron  work. 

Fibrous  Asphalte  is  a  sort  of  felt  well  impregnated  with  asphalte  mixed 
with  grit. 

It  is  made  in  slabs  32  inches  long,  and  either  4|,  9,  13|,  18,  23,  27,  30, 
or  36  inches  wide. 

These  slabs  are  very  tough  and  waterproof.  They  are  used  for  damp-proof 
courses  (see  Part  II.),  being  bedded  in  cement  or  mortar ;  the  joints  overlap 
2  inches,  and  are  kept  clear  of  mortar. 

Hair  Felt,  for  preventing  the  escape  of  heat  from  boilers,  pipes,  etc.,  is 
dry,  and  not  impregnated  with  asphalte,  etc. 
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It  is  made  3  feet  wide,  and  in  lengths  up  to  20  yards  ;  also  in  sheets  34 
inches  by  20  inches. 

The  felt  is  classed  by  nnmbers,  according  to  weight  per  sheet,  as  follows  : — 
Nas.         ...  0  12346 

Weight  of  sheet        .        Thin        16        24        32        40        48  ounces. 
Tliickness  of  sheet    .  ...  \  \  \  §  }  inch. 

This  felt  is  attached  to  the  boiler  by  a  cement  composed  as  described 
below,  then  covered  with  canvas  and  painted. 

Cement  /or  Attaching  Hair  Felt  to  Boilers. — 1  lb.  red  lead,  3  lbs.  white  lead,  and 
8  lbs.  whiting,  are  thoroughly  mixed  with  boiled  linseed  oil  to  the  consistency  of  treacle, 
and  Hprea<l  over  the  edges  of  the  felt  and  on  the  side  next  to  the  boiler. 

Tarring  FeU. — Three  parts  coal  tar  are  boiled  with  one  part  slaked  lime,  powdered 
chalk,  or  whiting.  The  mixture  is  applied  warm,  and  dusted  with  as  much  sand  or  grit 
as  it  will  absorb.  Stockholm,  Archangel,  or  thick  purified  coal  tar  may  be  used  after 
merely  warming,  not  boiling. 

Fainting  Felt  for  Exterior  Work, — First  prepare  with  a  coat  of  lime  whiting,  then 
paint  with  red  lead,  boiled  oil,  and  driers  (no  turps),  on  which  sprinkle  fine  white  silver 
sand  ;  over  this  any  paint  may  be  used. 


NAILS. 

There  are  some  300  varieties  of  nails,  named  chiefly  from  the  shape  of 
their  heads  and  points,  or  according  to  the  particular  use  for  which  they  are 
intended. 

No  attempt  will  be  made  to  describe  them  all,  but  it  may  be  useful  to  the 
student  to  know  the  names  and  characteristics  of  some  of  those  in  most  com- 
mon use  for  building  and  engineering  work. 

The  thickness  of  different  classes  is  expressed  by  the  terms  "fine,*^ 
**  Inxstard"  ^^ strong;"  and  their  weight  is  generally  given  in  lbs.  per  1000, 
and  their  length  in  inches. 

In  former  times  nails  were  described  according  to  their  price  per  100 — 
thus,  "tenpenuy  nails"  and  "fourpenny  nails"  were  those  costing  lOd. 
and  4d.  per  100  respectively.  These  terms  are  still  sometimes  used,  but 
their  meaning  is  now  indefinite.  It  varies  in  different  localities,  and  no  longer 
refers  to  the  price  of  the  nails.  The  term  "  Tenpenny  nails  "  now  generally 
means  nails  about  2}  inches  long,  not  nails  at  lOd.  per  100.  In  the  same 
way  "  SixjMinny  nails"  are  generally  Ij  inches  long,  "Eightpenny"  2 J 
inches,  and  "  Twenty|)enny "  3 J  inches.  Makers  diflfer,  however,  as  to  the 
lengths  corresponding  to  the  different  names. 

Cast  29*0118,  made  by  running  molten  iron  into  moulds,  are  brittle  and 
inferior  in  strength,  but  cheap.  They  are  used  for  horticultural  purposes, 
for  lathing,  and  for  many  other  purposes  in  common  work. 

Malleable  29*0118  are  made  in  the  same  way  as  cast  nails,  but  are  after- 
wards rendered  malleable  by  the  process  described  at  page  252.  They  can 
be  made  tlunner  than  the  common  cast  nails. 

Hand- Wrought  29*ail8  are  forged  by  manual  labour.  They  are  tougher 
and  stronger  than  other  varieties,  and  will  bear  clenching,  but  are  more 
expensive.  Their  angles  are  sharp  and  clear,  and  the  slianks  are  slightly 
compressed  just  under  the  heads. 

Cut  29*ail8  are  of  a  cheaper  description,  cut  by  machinery  out  of  sheets  of 
iron. 
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Patent  Machine-Wrought  Nails  are  made  out  of  wrought  iron  pieflBed 

while  red-hot  into  shape  hy  grooved  rollers,  then  cut  up,  and  the  heada 
formed  hy  a  die.  They  have  not  such  sharp  clean  angles  as  the  hand-wrought 
nails,  and  are  not  so  strong  or  elastic.  The  shank  under  the  head  is  rather 
flattened  out,  and  their  grip  is  maintained  hy  the  shank  being  slightly 
thicker  near  the  point  than  in  the  centre.  They  are  slightly  cheaper  than 
hand-wrought  nails,  and  at  present  Rose  and  Clasp  nails  are  the  chief  varie- 
ties made.  • 

Varieties  of  Nails  in  Common  Use. — ^The  following  descriptions  are 
of  nails  in  common  use  : — 

Robe  Nails  are  either  wrought,  cut,  or  pressed.  They  take  their  distiDc- 
tive  name  from  the  shape  of  their  heads,  and  are  divided  into  classes  accord- 
ing to  the  nature  of  their  points. 

Rose  Sharp  Points  are  used  for  coopering,  fencing,  and  for  coarse  purposes  with  hard 
woods.  There  are  both  wrought  and  stamped  varieties.  They  are  classed  according  to 
vtoutneas,  as  "  Fine  "  (or  **  Canada'*)  and  "  Strong" 

Rose  FUU  Points  (Fig.  170)  have  chisel  points,  and  are  used  when  the  ordinary  points 
would  act  as  wedges  and  split  the  wood.  They  are  driven  with  the  flat  point  along  the 
grain,  so  as  to  prevent  splitting  and  hold  faster.  These  also  are  classed  as  *'  Fine  "  or 
"Strong." 

Rose  Clench  are  square  ended,  and  easily  punch  through  thin  metal  coverings  wiUiout 
first  boring  a  hole.     They  are  used  by  boat-builders,  and  also  for  packing  cases. 


Fig.  170.  Fig.  171.  Fig.  172.  Fig.  178. 

Clasp  Nails  are  much  used  hy  carpenters  in  soft  woods,  sach  aa  fir. 
They  have  heads  which  project  downwards  and  stick  into  the  wood,  holding 
it  together.  They  are  also  easily  driven  helow  the  surface,  so  as  to  allow 
the  plane  to  pass  over  them. 

Fig.  171  shows  the  shape  of  the  wrought  description.  The  cut  clasp 
have  heads  nearly  flat  on  hoth  sides,  as  in  Fig.  172. 

Wrought  Clasp  are  divided  into  two  classes — Fine  and  Strong,  and  are  used  for  ledges 
to  doors  and  other  work  where  the  nail  requires  to  be  clenched. 

To  effect  this  a  nail  is  selected  of  a  length  greater  than  the  thickness  of  the  wood 
through  which  it  passes,  and  the  projecting  point  is  hammered,  so  as  to  be  turned  back 
into  the  wood. 

CtU  Clasp  are  used  for  fixing  rafters,  ceiling  joists,  also  architraves,  skirtings,  Unings, 
and  other  joinery. 

Brads  (Fig.  173)  are  flat-sided  nails,  either  wrought  or  cut,  with  heads 
of  the  same  thickness  as  the  shank,  of  a  shape  known  as  hilled,  and  heing 
driven  with  the  flat  sides  parallel  to  the  grain,  are  not  liahle  to  split  the 
wood. 
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Tlie  larger  sizes  are  used  for  flooiisg  ;  the  smaller  for  light  work,  sucli  as 
filing  email  mouldings,  beads,  etc 

Tbe  (soAb  of  cut  brads  are  not  pointed  as  in  wrought  brada 

The  lighter  varieties  are  called  Joineri  Bradt  and  C(Ainel  Bradi. 

GitaUn'  Bradt  01  Spriiji,  used  for  securing  lai^  panes  of  ^ass,  are  of 
the  shape  shown  in  Fig.  1 74,  and  have  no  heads. 

Clodt  Nails  (Fig.  175)  have  flat,  circular  heads  ; 
shanks  round  under  the  bead,  and  with  points  either 
tapcied  or  flat,  Tbe  smallec  sizes  are  mostly  sharp,  and 
the  larger  have  flat  chisel  points.  They  are  used  for 
fastening  sheet  metal,  felt,  nailing  hoop  iron  to  wood, 
etc.,  and  are  made  in  two  Tarietiee,  j!n«  and  strong. 

Cowitemtf^  aoali  (Fig.  176)  have  heads  shaped  bo  as  ^igs-"*-  1?5-  1^"- 
to  fit  a  counter-sinking,  and  are  generally  made  with  flat  points. 

They  are  much  used  by  wheelwrights  and  smiths,  and  for  securing  iron 
plates,  etc,  to  woodwork. 

Wire  Nails,  known  also  as  Frtneh  Nailt  (or  Fointu  de  Park),  are  round 
or  square  in  section,  very  tough  and  strong.  They  are  said  not  to  split  the 
wood,  and  to  require  no  hole  bored  for  them.  They  ore  sold  in  lengths  from 
}  to  4  inches,  and  of  different  thicknesses,  varying  from  Noa.  6  to  18  B.W.G., 
and  are  used  for  packing-cases  and  other  purposes. 

Doo  Nails  are  made  with  solid  and  slightly  countersunk  heads.     These 
are  sometimes  hemispherical  ("  die-heads ") ;  tbe  shanks  are 
generally  round,  at  least  under  the  head,  and  their  points  flat 

They  are  used  for  nailing  down  heavy  ironwork,  and  for 
various  other  purposes  when  the  heads  are  not  required  to 
be  flush  with  tbe  surface  of  the  work. 

Spikes  are  very  laige  wrouglit  nails  used  for  heavy  work,  , 
when  great  strength  is  required,  as  in  wood  bridges,  scupper- 
ing, etc.  They  range  from  4  to  14  inches  in  length  ;  the 
amallesl  sizes  have  rose  heads,  but  the  larger  ones  have  square 
heads  with  flat  tops,  as  shown  in  the  figure,  which,  it  must 
be  observed,  is  on  half  tbe  scale  of  the  sketches  of  the  smaller 

Tavks  are  small,  short,  and  light  nails,  and  are  divided  into 
three  classes — Rose,  Clout,  and  Flemish  ;  the  two  former  are 
named  according  to  the  shape  of  theii  heads.  Clout  tacks 
resemble  tbe  nail  shown  in  Fig.  175.  Flemish  are  similar,  Fi^.  177.  178. 
but  that  the  shank  tapers  throughout  the  upper  portion,  and 
is  not  finished  in  a  cylindrical  form  as  shown  in  Fig.  175.  Tacks  are  used 
for  close  nailing  very  light  sheet  metal,  but  chiefly  for  upholsterers'  work. 

Tacks  are  generally  wrought,  but  some  of  the  smaller  kinds  are  cut 
They  are  either  blacked,  blued,  or  tinntd. 

Copper  Nails  are  made  of  the  same  shapes  as  iron  nails,  and  are  used 
in  positions  where  the  latter  would  be  subject  to  corrosion. 

Composition  XTails  are  those  made  of  different  alloys  to  avoid  corrosioD, 
or  to  prevent  the  galvanic  action  set  up  by  iron  when  in  contact  with  zinc 
or  other  metals.  They  are  varied  in  shape  according  to  the  purpose  for 
which  they  are  to  be  used. 
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Slating  Nails  have  circular  flat  heads  and  sharp-pointed  shanks ;  loce 
^^    arc  nlightly  conntcrsank,  as  in  Fig.  1 79. 

TT        They  are  made  of  various  metals.     For  temporary  work  eaui  ^^ 

H     may  be  used,  for  better  work  malleable  nails  ;  these,  however,  frua 

ll     corrode  away  unless  galvanised  or  dipped  hot  in  boiled  oil    Zir 

I     nails  are  cheap,  and  sometimes  used,  but  are  too  sofL     Cop])rr  L£i 

\f     are  often  used  in  superior  work,  but  are  also  soft.      Compoeition  n£j 

y,^     are  cast  from  an  alloy  (about  7  copper  to  4  zinc)  which  is  hanl  ml 

does  not  corrode.     When  made  of  a  really  good  strong  alloy  thej  » 

the  best  for  superior  work. 

Tile  Pegs  is  the  name  given  to  short  cast-iron  nails  too  thick  for  skuEi 

and  used  for  securing  tiles  to  roofs. 

Steel  Nails,  made  from  molten  metal  pressed  in  moulds,  have  lately  W 

introduced,  and  used  largely  for  the  best  class  of  work.      They  are  finer  aol 

cleaner  than  ordinary  nails,  but  much  dearer. 

Lath  Nails  may  be  obtained  either  wrought,  cut,  or  cast.     The  cast  anl 

the  cut  are  the  cheapest.     The  cut  nails  are  generaUy  used. 
Wrought  naUs  should  be  used  for  oak  laths. 

The  length  of  the  noils  varies  acording  to  the  thickness  of  the  lath  beine 

}  inch  for  single  laths. 
I        „      lath  and  half  laths. 
1        „      doable  laths. 

Miscellaneous. — ^Besides  the  above-mentioned  there  is  an  innumerable 
variety  of  patent  nails  of  different  descriptions  and  in  different  metals,  aho 
brass-headed  and  fancy-headed  nails,  and  nails  used  for  special  purpows, 
unconnected  with  buildings.     These  need  not  be  further  referred  to. 

Weight  of  Nails. — The  Table  on  the  next  page,  which  is  taken  chiefir 
from  Government  schedules,  shows  the  weight  per  1000  of  some  of  the  mok 
useful  sizes  of  different  kinds  of  nails. 

Spilf^  are  generally  sold  by  tlie  cwt.     Their  weight  may  be  taken  bs  follows  • 

Length  ...  5  6  7  8  9  ix,c]iel 

Weight  per  1000  .         .  100        200        300         450  600  Ibfi 

Pound  Nails  are  of  a  particularly  heavy  description,  and  are  also  sold  by  the  cwt 
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Adbecdve  Toroe  of  ITails. — The  following  abstract  of  records  o; 
mentB  on  the  holdii^  power  of  Datla  may  be  uefal  : — 

HoLDisa  PowiB  OF  Wrodoht  iBoa  TEMFBTirT  N&tu,  77  to  the  lb.,  abonl 
long,  oul«d  through  r  1-iiich  board  tato  ■  bloclc,  from  wlilcli  it  wu  dni 
direction  p«rp«iidicular  to  length  ot  nails.' 
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The  relative  adhesion  when  driven  transveraelj'  and  longitudinally  is  in  deal  sbt 
1,  in  elm  about  4  to  3. 
To  «itract  a  common  6izpami]r  noil  Trom  a  depth  of  I  Inch  required — 


Elm,  dry,  across  grain     . 
Do.     do.,  with  grain 
Oak,    do.,  acrosa  grain    , 
Sycamore,  green,  do. 
From  eiperiments  by  Lieutenant  Fraser,  R.E.,  it  appears  that  the  holding  n 
spike  nails  in  Hr  ii  460  to  780  Ibi.  per  inch  In  length. 


Beech,  dry,  across  grain 
Deal,  Cbristiania,  dry,  do. 
Do.,        do.,         with  grain 


'  Hanpt'8  UilUary  Bridget. 


*  Tredgold,  Bei-an's  Experimenta. 
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SCREWS.' 

Wood-Screws  (for  screwing  into  wood)  are  made  of  metal,  with  shaip 
or  bevelled  threads  of  different  forms.  The  most  usual  is  shown  by  the 
section  Fig.  i8o. 

The  points  are  generally  made  sharp,  so  that  they  may  penetrate  the 
wood  ;  the  body  of  the  screw  is  tapered,  so  that  the  deeper  it  is  driven  the 
more  tightly  it  will  fill  the  hole  ;  the  thread  does  not  extend  throughout  the 
length  of  the  screw,  but  a  considerable  portion  below  the  head  is  left  smooth ; 
the  thread  is  formed  to  an  acute  angle,  and  there  is  a  considerable  pitch, 
or  distance  between  the  threads. 

Wood-screws  are  made  in  various  sizes,  and  are  divided  as  to  strength  into 
three  classes — Strong,  Middling^  and  Fine, 

Each  length  is  made  in  from  1 5  to  30  different  thicknesses,  identified  by 
numbers. 

The  following  are  the  thicknesses  or  diameters  corresponding  to  some  of  the  numbers. 
The  thicknesses  of  the  other  numbers  are  interpolated  between  those  given,  varying  in 
succession  about  -^  inch  : — 

Number         .        .        .        00     0      1      5     10     14     18     22     27     32     40 
Thickness  or  diameter  in)i8_ii_si6       ajLi       4 
parts  of  an  inch  .         .      }  i^V     A     iV     A     iV      i      t^h      §      iV      i       « 

Tlie  following  Table  shows  the  numbers  or  thicknesses  in  which  iron  wood-screws  of 
different  lengths  are  made  : — 

Length  from  top  of  head  to  point  in  parts  of  an  inch. 

i         j         i         i         3         I         1        U       H       l| 

Numbers  made. 
Otol6  ltol6  ltol6  ltol8  2to20  3to24  4to26  5to28  6to30  7to32 

Length  from  top  of  head  to  point  in  parts  of  an  inch. 
2  21  2i  2}  3  3i  4  4i  5  6 

Numbers  made. 
8to36  9to38  10to40  llto40  12to40  14to40  16to40  16to40  18to40  20to40 

They  are  also  classified  according  to  the  shape  of  their  heads,  as  round- 
headed,  flat-headed  (or  countersunk),  square-headed,  cone-headed,  ball-headed, 
hexagon-headed,  Gothic-headed,  etc.  etc. 

Wood-screws  are  sold  by  the  dozen  or  by  the  gross  of  12  dozen.    Those 
varieties  that  are  used   for    securing  furniture  to  doors, 
etc.,  should  be,  and  by  some  houses  are,  supplied  with  the 
furniture. 

Flatheaded  Screws  (Fig.  i8o)  are  used  in  wood  for  fix- 
ing all  metal  work  or  furniture  whose  thickness  is  sufficient 
to  admit  of  the  head  of  the  screw  being  countersunk  into 
them,  so  that  the  top  of  the  head  is  flush  with  the  face 
of  the  metal  to  be  screwed  on. 

Round-headed  Screws  (Fig.  i8i)  are  used  where  the 
metal  is  too  thin  to  be  countersunk,  as  in  some  forms  of  Figs.  180.    181. 
locks,  latches,  etc. 

1  Sc.  Screw-nails. 


1^ 


PaluHl 

T 
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Pointed  Screws  ore  made  with  shup  pointa  like  that  of  S  gimlet,  u  i 
Fig.  iSo.    Thay  resemble  the  geneiml  description  giTon  above, 
auJ  Bie  commonly  used.  ^^„^ 

Fig.  l8l  Bhowa  an  old-faahioned  form  of  screw,   with  an    ^'^~^~ 
angular  thread  anil  blnnt  point,  formnrlj  known  aa  NettlefaUCt  i, 
Valenl  Screie,     The  advantage  claimed  for  it  was  that  the  top 
sii^e  of  the  thread  bring  horiiontal  or  inclined  npward,  o~ 
great  reabtance  to  the  screw  being  dragged  forcibly  out. 

Coach   Scrkwh  are  largo  heavy  ecrews  oaed  where  great 
strength  iii  reqnired  in  heavy  woodwork,  and  for  fixing  i 
work  to  timber.    They  hare  sqoare  heads,  so  th&t  they  can 
screwed  home  with  a  apanser  oTwrench,  and  a  thread  like  that 
Fig.  183. 

RAIL  Screws  are  of  a  pecoli 
Qg  together  two  lengths  of  s 
185. 


The  screws  are  from  abont  3  to  8  inches  long,  and  are  threaded  at  each  end. 

A  square  nut  B  ia  made  for  one  end,  and  for  the  other  end  a  circnlar  nut  c,  thi 
having  at  intervals  deep  nicks  in  iU  circumferenca  to  receive  the  end  of  a  screwdri' 

The  ak«l«he3  at  s  and  c  show  the  form  o(  these  nuts.  Deep  slots  are  cut  {n 
under  side  to  the  centre  of  the  handrail,  throngh  which  they  are  dropped  into  th. 
tioDs  a  c  in  Fig.  184.  A  longitudinal  hole,  ab,  is  bored  in  the  haniirail,  in  whi 
screw  is  placed  so  as  to  pass  through  the  nut  at  each  end.  The  citenlar  nut  is  tnri 
the  ncievi  by  lueaJis  of  a  sciewdrirer,  so  that  the  portion  of  the  handrail  in  whic 
fixed  is  drawn  toward  the  other  until  the  joint  between  them  is  quite  tight,      a 


serted  t( 


■rengthen 


F8  another  form  of  handrail  screw,  known  as  a  dowel-screw. 

BRAua  Screws  may  be  obtained  in  nearly  every  form,  at  about  three  timea  the  ( 
iron  screws.  They  are  very  useful  for  securing  work  which  requires  to  be  easily  r 
able — such,  for  example,  as  the  beads  of  sash  Aames  (sea  Fart  I.) 

Screws  are  made  in  several  other  forms  besides  those  mentioned,  for  special  par 
which  neail  not  be  further  referred  to. 

ScrewB  for  Metal  arc  niiuU  in  different  forms  from  wood  screws 
(liameter  of  the  screw  is  the  same  throughout ;  the  threads  are  close  toge 
V-ahftped,  but  with  the  points  of  the  Vs  rounded  off. 

The  great  difference  between  screws  for  metal  and  those  for  wood  is 
the  latter,  by  the  pressure  of  their  threads  against  the  fibres  make  a  hole 
which  they  will  fit  exactly,  whereas  in  metal  such  a  hole  has  to  be  tappi 


the  e 


e  thee- 


Unless  the  internal  thread  of  the  nut,  or  of  other  metal  into  which  the  e 
ia  to  be  driven,  exactly  flta  the  thread  of  the  screw,  one  or  the  other 
become  distorted  in  screwing  ;  they  will  bear  unequally  upon  one  ano 
and  great  loss  of  strength  would  ensue,  t<^ther  with  difflcultiea  in  worki 

'  Knight's  DictimuiTy  of  Jlechanict. 
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Wliitworth's  Standard  Thread. — Screws  for  bolts  and  nuts,  and  for 
metal  work,  are  now  generally  made  according  to  Sir  J.  Whit- 
worth's  standard,  the  same  form  of  thread  being  used  through- 
out, and  the  same  pitch  and  depth  of  thread  being  always  used 
for  screws  of  the  same  diameter,  so  that  both  screws  and  nuts 
are  always  interchangeable,  which  is  an  immense  advantage  in 
ease  of  loss  or  fracture. 


WhitwortJCs  Stnndard  Screw  Thread  is  shown  in  section  in  Fig.  187. 
The  sides  of  the  thread  are  inclined  at  55**  to  one  another,  and  the  sharp 
angles  at  the  top  and  bottom  are  rounded  off,  each  to  a  depth  of  about  ^ 
of  the  depth  of  the  thread — ^thus  the  depth  of  the  thread  is  only  }  of 
what  it  would  be  if  the  angles  were  left  sharp. 

The  following  Table  shows  the  number  of  threads  per  inch  for  screws  of  different 
diameters : — 


Number  of 

threads 

X>er  inch. 

Diameter 

of  screw. 

Dec.  of  inch. 

Number  of 

threads 

per  inch. 

Diameter 

of  screw. 

Dec.  of  Inch. 

Number  of 

threads 

per  inch. 

Diameter 

of  screw. 

Dec.  of  inch. 

48 

•100 

12 

•600 

4 

2-375 

40 

•125 

11 

•625 

4 

2-500 

32 

•150 

11 

•650 

4 

2-625 

24 

•175 

11 

•675 

3i 

2-750 

24 

•200 

11 

•700 

34 

2-875 

24 

•225 

10 

•750 

34 

3-000 

20 

•250 

10 

•800 

31 

3-250 

20 

•275 

9 

•875 

31 

3-500 

18 

'300 

9 

•900 

3 

3-750 

18 

•325 

8 

1^000 

3 

4-000 

18 

•350 

7 

1125 

2i 

4-250 

16 

•375 

7 

1-250 

2i 

4-600 

16 

•400 

6 

1-375 

2i 

4-750 

14 

•425 

6 

1^500 

2J 

5-000 

14 

•450 

5 

1-626 

2a 

6-250 

14 

•475 

5 

1^750 

n 

5-600 

12 

•500 

4i 

1-876 

24 

6-750 

12 

•525 

4i 

2-000 

24 

6-000 

12 

•550 

44 

2125 

12 

•575 

4 

2-250 

\\%iivx»-Ui's  Ocuf  Thremh. — For  the  screwed  ends  of  wrouglit-irou  gas-tubing  and  for 
common  metal  work  a  shallower  thread  is  used,  as  shown  in  the  following  Table  : — 


Diameter  in  inches       .         .  i       1 

NumlKir  of  thnwuls  per  iucli  28     19 


19 


14 


i 

14 


1 
11 


11 
11 


14 
11 


11 


2 

11 


Stove  Siutjcws  are  small  screws  of  the  fonn  shown  in  Fig.  188,  used  for 
uniting  the  different  parts  of  stoves,  grate  fronts,  etc.  The  heails  are  some- 
times sfiuare,  or  cup-shai)ed,  instcatt  of  being  circular  and  Hut  as  shown  in 
Fig.  188. 

Adhesive  Power  of  Screws. — Mr.  Bevan  experimental  on  iron  wood- 
screws  2  inches  lonp:,  jVj  diameter  at  exterior  of  tlireajls,  threads  jl^  deep, 
12  to  the  inch.    These  were  driven  into  boards  4  inch  thick.   The  force  required  Fig.  188. 
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to  extnct  them  wu — fram  hud  woodi  ibant  7B0  Iba.,  traai  aoft  woods  abcn 
omouDt.' 

Makiho  Screws  is  a  subject  which  is  beyond  the  scope  of  these  '. 

Wood  screws  oidinajiljr  osed  bj  the  caipenter  snd  joiner  are 
moehineiy,  the  thread  being  turned  in  a  sort  of  lathe.  Very  lar^  i 
also  turned  in  lathes  in  ordinarj  workshops. 

Small  metal  eciews  are  cut  in  Kreai  platm,  larger  ones  with  aloek* 
and  the  threads  to  receive  screws  maj  be  tapped  by  the  aid  of  ha 
lapt,  turned  by  means  of  a  bng  doable  handle. 

Bolta  and  ITut«  are  a  good  deal  nsed  hj  the  carpenter  for  hea 
and  are  also  required  in  connection  with  iron  roofs,  etc 

Thej  hardly  come  within  the  range  of  notes  on  materiala,  « 
impossible,  foe  want  of  space,  to  describe  them  at  all. 


APPENDIX. 

SHORT  NOTE  ON  THE 

PHYSICAL  PROPERTIES  OF  MATERIALS,  AND  ON  THE  LOADS 

AND  STRESSES  TO  WHICH  THEY  ARE  SUBJECTED. 

A  DETAILED  description  of  tbe  physical  properties  (A  materials,  and  of  the  loads  and 
stresses  to  which  they  are  subjected,  would  be  beyond  the  province  of  this  volume, 
especially  as  the  subject  will  be  entered  upon  in  Part  IV.  The  following  short  expla- 
nations of  some  of  the  terms  employed  in  describing  those  properties  and  stresses  may, 
however,  be  useful. 

IjOadL — The  combination  of  external  forces  acting  upon  any  structure  is  called  the 
load. 

Dead  load  is  that  which  is  very  graduaUy  applied,  and  which  remains  steady. 

Thus  the  weight  of  any  structure  is  itself  a  dead  load.  Grain  gradually  poured  on  to 
a  floor,  or  water  run  slowly  into  a  tank,  would  also  be  dead  loads. 

lAvt  load  is  that  which  is  applied  suddenly,  or  is  accompanied  by  shocks  or  vibration. 

Thus  a  fast  train  coming  on  to  a  bridge,  or  a  sudden  gust  of  wind  upon  a  wall  or 
roof,  causes  live  loads. 

Without  going  into  the  theory  of  the  subject,  it  is  sufficient  to  state  that  practically  a 
live  load  produces  in  most  cases  very  nearly  twice  the  stress  and  strain  which  a  dead  load 
of  the  same  weight  would  produce. 

Therefore  to  find  the  dead  load  which  would  produce  the  same  effect  as  a  given  live 
load,  the  latter  must  be  multiplied  by  2. 

This  is  called  converting  the  live  load  into  an  equivalent  dead  load. 

Illustration. — A  bridge  may  weigh  one  ton  per  foot  of  area  {i.e,  dead  load),  and  carry 
a  live  load  of  two  tons  per  foot  of  area  ;  the  equivalent  dead  load  would  be  (1  +  2  x  2)  = 
5  tons  per  foot  of  area. 

The  breaking  load  for  any  structure  or  piece  of  material  is  that  dead  load  which  will 
just  produce  fracture  in  the  structure  or  material 

The  Factor  of  Safett  is  the  ratio  in  which  the  breaking  load  exceeds  the  working 
load  {ue.  the  load  which  can  be  safely  applied  in  practice).  This  ratio  varies  with  the 
nature  of  the  load  and  the  nature  of  the  material,  and  is  found  by  experience. 

For  the  reasons  stated  above,  the  factor  of  safety  for  a  live  load  is  generally  taken  at 
double  that  for  a  dead  load. 

The  factors  of  safety  for  several  different  kinds  of  iron  structures  are  given  at  p.  312. 
The  following  Table  shows  those  recommended  by  Professor  Bankine  ^  for  general  prac- 
tice : — 

Factors  of  Satbty. 
Dead  Load.    Live  Load. 


For  perfect  materials  and  workmansli 
For  good  ordinary  ma-  f  Metals  . 
terials    and    work-  -j  Timber 
manship  L  Masonry 


4  to  5 
4 


6 

8  to  10 
8 


When, a  load  is  mixed,  i.e.  partly  live  and  partly  dead,  the  live  portion  may  be 
converted  into  an  equivalent  amount  of  dead  load,  and  the  factors  of  safety  for  dead  load 
then  applied  to  the  whole  ;  or 

A  compound  factor  of  safety  may  be  deduced  by  applying  the  following  rule : — 


1  Rankine'B  Useful  Rvks  and  Tables, 
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Multiply  the  bctor  of  taSely  far  dead  load  by  ths  fraction  that  the  dead  load  it 
vhale  loail,  and  maltipty  tha  factor  of  safety  for  live  load  bj  the  frKction  that  I 
load  w  of  tbe  whole  loail  The  sum  of  the  reanlU  thai  obtained  will  gire  the  con 
(actor  of  safety. 

For  eiunple  : — In  a  cBitain  iron  bridge  the  dead  load  is  S  torn  per  fa*;,  the  li' 
8  tana  p«r  ba;  ;  the  total  load  is  therefore  \i  tona  per  bay. 

The  dead  load  is  -fi  of  the  whole. 
..     II"       ..      I'f 

The  factor  of  safety  for  dead  load  \»  3,  and  for  lire  load  i*  S. 

The  compound  factor  of  safety  will  be  aqoal  to 

(A  >■  S)  +  (A  X  6)  .  «  -  )«  -  »T  B. 

Tht  tnorking  load  is  the  greateat  dead  load  the  material  can  with  aafetj  bear  ii 
tice.  It  is  found  by  dividiog  the  breaJdng  load  by  that  factor  of  aafety  which  ia 
to  be  suitable  to  the  particulu  caw. 

The  proof  Uxtd  it  the  greatest  load  that  can  be  applied  to  apiece  of  material  to 
or  test  it  by  straining  it  to  the  utmost  extent  without  producing  peimaneat  dafon 
or  Injury,  i.e.  not  beyond  the  elastic  limit  (see  p.  815). 

The  breaking  load  or  working  load  may  be  either  Utc  or  dead,  or  a  combituitloa  o 
but  for  comeniencs  it  is  uiuat  to  reduce  it  all  to  an  equlvaleat  dead  load,  by  do 
the  lire  load  and  adding  it  1j)  ths  dead  load. 

StreSMO.— STBEsa  and  Stbuit  are  words  oflen  used  indiffereoUy,  eithtr  to  nc 
alterations  of  figure  prodoced  in  a  body  by  any  torcea,  or  to  mean  the  forces  prc> 
those  alterations. 

Of  Ute  years,  however,  the  word  ifratn  has  bean  taken  to  mean  only  tlw  alteiatj 
form  caused  by  the  forces,  and  sfreu  to  mean  the  forces  producing  these  Klteratteni 

Materials  are  subject  to  tha  UDdflr-mentianed  atrenee,  which  produce  atnin^  and 
carried  far  enough)  fracture  sa  stated. 

„, »,_.„  Mode  of 

StitaaeL  Staain.  Fiartttre. 

Tensile  or  (  j  Stretchin 

Fulliog      )'     '  '  I  Elongatii 

Compressi™  or  j  j  Shortening  -     -     ■  {  CroaWn.. 

Thrustmg  1  )  Squeenng  .     .     .  (  ^ 

Ttansverae  or  Bending  .  Bending  ....     Braaktng  acroaa. 

Shearing Distortion  .     .      .     Catting  asunder. 

Torsion^  or  j  Twintinir  )  Twisting  or  wrenching 

Twisting       i    ■     ■     ■  Twishng.  ■     ■     ■  j      „„nder. 

InletitUy  of  ttrtat  is  the  amount  of  atren  on  a  given  onit  of  iDrface,  and  ia  expras 
lbs.,  or  sometjiues  in  tons,  per  square  inch. 

Tht  ultimate  ttrat,  or  bra^ng  ttrat,  on  any  piece  of  matoial  is  the  sbMi 
duced  by  the  breaking  load. 

The  proof  itrat  is  the  stress  produced  hy  the  proof  load. 

The  vxirkmg  ttrai  la  that  produced  by  the  working  load.  It  is  always  mnch  ai 
than  the  proof  streaa,  in  order  to  leave  a  maqpn  of  safety  to  cover  defecta  in  malaria 

A  bar  of  1  sqnare  inch  sectionfti  area  might  have  a  breaking  strength  of  twant  j  ton 
the  working  atreaa  to  which  it  was  subjected  might  be  only  Sve  tons.  T^  tatA 
safety  in  that  case  would  be  four.  Its  proof  strength  might  be  tea  tons,  this  bcin 
weight  the  bar  could  bear  without  nceeding  th«  elastic  limit. 

Strength.^  TmacUy  or  teiutie  MtrmgtA  is  the  lealstance  otTeied  by  material  to  t<i 
that  is  to  a  stress  tending  to  tear  it  asunder,  as,  for  eiampie,  in  the  ease  of  ■  vertia 
having  a  weight  snspended  from  it,  or  in  the  tie  rod  of  a  roof,  or  the  tenaioii  fiaagi 

Strength  to  raiet  cmihing  is  the  resistance  offered  by  material  to  a  rniiiiniaaliii  s 
thrust,  or  pressure.  Buch  a  stress  lends  to  make  it  shorten,  snd  eventuallj  to  cm 
Examples  of  this  stress  occnr  in  the  cass  of  a  short  column  mpporting  a  weight,  oi 
strut  which  keeps  two  tottering  walls  tram  falling  toward  each  other,  or  in  the  com 
sion  flange  of  n  girder. 

It  should  be  observed,  however,  that  long  columns  and  struts  tend  to  tail  by  bei 
outwards  in  the  t^ntre  and  then  breakingacross.    This  form  of  failure  1*  cslled  kiei 

Trannerie  ilrejiglh  is  the  resistance  offered  hy  a  body  to  forces  acting  acroa*  it, 
ing  to  bend  it,  and  eventually  to  make  it  break  across.  Thus  a  beam  supported  at 
eiUls  and  loaded  over  an;  part  of  its  hngU^  bends  downwaid  and  tsnds  to  tmak  mi 


(  Tearing. 
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When  a  body  is  subjected  to  transverse  stress,  some  parts  of  it  are  in  compression, 
some  in  tension,  and  others  are  exposed  to  a  shearing  stress,  therefore  transverse  stress  is  a 
combination  of  these  three  stresses.  A  beam  secured  at  the  ends,  and  subject  to  pressure 
from  below,  bends  upwards  and  also  tends  to  break  across. 

Shearing  strength  is  the  resistance  offered  by  a  body  to  being  shorn,  that  is,  to  being 
distorted  by  one  part  of  it  sliding  on  another  part  Thus,  if  two  lapped  plates  united  by 
a  rivet  be  drawn  longitudinally  in  opposite  directions,  the  rivet  would  tend  to  shear  by  the 
upper  plate  sliding  upon  the  lower. 

Torsional  strength  is  the  resistance  offered  by  a  body  to  being  broken  by  torsion,  i.e, 
twisting.  This  stress  frequently  occurs  in  machinery,  but  not  in  structures  connected 
with  buildings. 

Strength  to  resist  bearing  is  the  resistance  offered  by  a  material  to  being  indented,  or 
partially  crushed  by  another  body  pressing  upon  it.  Thus,  the  shank  of  a  rivet  may  be 
indented  by  the  plate  bearing  upon  it,  or  the  edge  of  the  hole  in  the  plate  may  be  in- 
dented by  the  rivet ;  again,  a  beam  may  be  indented  by  the  end  of  a  post  bearing  upon 
it.     Indentation  by  bearing  is  merely  one  form  of  crushing. 

The  ultimate  strength  of  any  material  is  the  intensity  of  stress  required  to  produce 
fracture  in  any  specified  way. 

The  proof  strength  is  the  intensity  of  stress  required  to  produce  the  greatest  strain  of 
a  specific  kind  without  injuring  the  strength  of  the  materiaL 

Pliability  is  the  tendency  of  a  body  to  change  its  form  temporarily  under  different 
stresses. 

Stiflhess  or  Bigidity  is  the  reverse  of  pliability,  and  expresses  the  disinclination  of 
some  bodies  to  change  their  form  under  stresses. 

Thus  stones  and  bricks  are  rigid  up  to  a  certain  point. 

XSlastioity  ^  is  the  property  which  all  bodies  have  (in  greater  or  less  degree  of  perfec- 
tion) of  returning  to  Uieir  original  figure  after  being  distorted  (i,e,  strained)  by  any 
kind  of  stress. 

When  the  original  figure  is  completely  and  quickly  recovered,  the  elasticity  is  said  to 
he  perfect.* 

When  the  original  figure  is  not  completely  recovered,  but  remains  permanently  dis- 
torted  to  a  certain  extent,  the  elasticity  is  said  to  be  imperfectf*  and  the  distortion  pro- 
duced is  called  a  permanent  set,  or  set. 

It  has  been  found  by  experiment  that  the  elasticity  of  most  building  materials  is 
practically  perfect  up  to  a  certain  point.  When  stresses  below  this  point  are  applied  and 
removed,  the  strain,  distortion,  or  change  of  figure  is  only  temporary.  There  is  no 
appreciable  set.     Stresses  above  this  point,  however,  cause  sets  (see  p.  816). 

The  Elastic  limit  of  a  material  is  the  maximum  intensity  of  stress  that  can  be  applied 
to  it  without  causing  an  appreciable  set. 

A  Modulus  of  Elasticity  is  a  number  representing  the  ratio  of  the  intensity  of  stress  (of 
any  kind)  to  the  intensity  of  strain  (of  any  kind)  produced  by  that  stress,  so  long  as  the 
elastic  limit  is  not  passed. 

The  modulus  of  tensile  elasticity  is  found  by  dividing  the  tensile  stress  in  lbs.  per 
square  inch  of  sectional  area  by  the  elongation  (produced  by  that  stress)  expressed  as  a 
fraction  of  the  length  of  the  body. 

Thus,  if  a  weight  of  one  ton  hung  from  an  iron  bar  produce  an  elongation  of  Trhnr  of 
the  length  of  the  bar,  the  modulus  of  elasticity  of  that  bar  will  be  2240  lbs.  -r-  Triii7  = 
26,880,000  lbs.     This  is  rather  lower  than  the  modulus  of  average  wrought  iron. 

Similarly  the  modulus  of  compressive  elasticity  is  found  by  dividing  the  compressive 
stress  in  Ibe.  i>er  square  inch  of  section  by  the  contraction  (or  rather  shortening)  produced 
by  that  stress,  expressed  as  a  fraction  of  the  length. 

In  most  building  materials  the  modulus  of  tensile  and  that  of  compressive  elasticity 
are  practically  equid  to  one  another  so  long  as  the  stresses  do  not  exceed  the  elastic 
limit. 

1  The  elasticity  here  referred  to  is  sometimes  called  elasticity  of  figure  ;  there  is  also  an  elasticity 
of  volume,  which  need  not  be  considered  in  connection  with  building  materials. 

I  Mr.  Eaton  Hodgkinson's  investigationa  seem  to  show  that  the  elasticity  of  every  solid  is  really 
imperfect,  that  the  slightest  strain  produces  a  set.  Up  to  a  certain  limit  of  stress,  however,  the  sets 
produced  are  so  small  that  they  cannot  be  measured  with  ordinary  instruments,  and  therefor*) 
within  that  limit  the  elasticity  may  be  said  to  be  sensibly  perfect  for  all  practical  purposes  (see 
p.  817). 

s  Because  the  elongations  and  shortenings  under  eqnal  stresses  are  practically  equal  up  to  the 
elastic  limit ;  beyond  that  thdy  are  iiUdgUlar. 
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NOTES  ON  BUILDING  CONSTRUCTION. 


The  modoliu  u  gensnllj  denoted  by  tha  littw  E,  Mid  Ita  ralne  ia  giToi  in  t] 
became  It  ia  luaTul  is  c&lcaliting  the  itiSben  of  beuiu  utd  girdera. 

In  idruicad  works  on  applied  mecbuiica  leveril  other  moduli  an  Died 
however,  aie  sot  reqntred  in  ordistrjr  Mlcnlatiou,  and  need  not  b«  refemd  to 
NatM. 

Dell«atioii  ia  the  bending  earned  by  a  tranirenB  atnu.  If  the  Intenaitj  of 
bdciv  the  elutic  limit  the  deflection  wiU  diaappeai  when  the  iLieaa  ia  remaned,  1 
intensity  of  stresa  be  in  eiceaa  of  ths  elastic  limit  a  permanent  »tL  will  nnnain. 

Boailienoa  ia  a  Umn  uud  to  oxprew  the  qoaatity  of  "  woA  done  "  in  defi 
ld«B«  of  material  (ap  to  the  elastic  limit)  by  the  appUcatlon  of  any  kind  of  atres 
eqnal  to  the  product  of  the  alteration  of  figure  into  the  mean  load  which  acta  to 
inch  alteration.  Thoa  tha  resilience  of  a  bar  in  teniion  is  found  by  mnltipl 
proof  load  by  half  ths  corresponding  elongation.* 

Beailiencfl  may  be  tensile,  oompcessive,  tianaverae,  ahearlng,  ate.,  aoD<»din 
nature  of  tbe  BtrsBsea  imposed. 

UalleabUit;  ia  the  property  of  being  permanently  eiteoaihle  in  all  dim 
hammering  or  roll  log. 

Duotillty  la  the  property  of  being  permanently  elongated  or  drawn  oat  nnd 
eile  Btreaa  higher  than  tlie  elaatic  limit.  The  change  of  toim  remaiiu  after  tbe 
removed.     It  ia  therefore  the  convene  of  elasticity. 

Brlttleneaa  is  the  inclination  to  break  anddenly  nnder  any  itieM. 

Hardnosa  is  the  property  of  reaiatiDg  indentation,  or  wear  by  tHctlon. 

Sottnasa  la  tha  convene  of  hardneaa. 

Tonffhneaa  is  a  term  defined  in  several  differant  wayi. 

Mr.  Stoney  defines  it  as  the  nnion  of  tenacity  with  dnctility. 

Ultimate  toughness  is  defined  by  Professor  Bankine  as  being  the  greatest  atrai 
a  body  will  bear  without  fracture  ;  proof  ton^meas  tlie  greatest  strain  it  will  be 
out  injory.  He  pointa  out  that  malleable  and  ductile  solids  have  ultimata  to 
greatly  exceeding  their  proof  toughness,  but  that  brittle  solids  have  tlieir  nltiis 
proof  toughness  eqoal,  or  nearly  eqnaL' 

Pualbillty  is  the  property  of  becoming  fluid  whan  mbject  to  heat.  The  tern] 
at  which  this  is  effected  differs  in  each  metal,  and  ia  called  its  nuttinf  poMd 

"Weldabllity  is  the  power  poaseased  by  some  metals  of  adhering  fliitily  to  pCH 
the  same — or  to  other  metals — when  the  two  pieces  are  raised  to  a  high  temperat 
luunmered  together. 

Hatdenlns  is  the  property  of  becoming  very  hard  whan  heated  and  quenched 

TemperiDE  is  lowering  the  degree  of  hardness  after  ths  process  juat  mentit 

'      '  '  cooling  at  different  tempentnres  (see  p.  2B3), 


•  Bsnkins's  HwiltX  Buta  and  Tabln. 
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Abercame  sandstone  qnarries,  41. 

Aberdeen  granite,  resistance  to  wear, 
84  ;  strength  of,  81. 

Aberdeenshire  granite   quarries,   16, 

20,  21. 
„  serpentine,  34. 

Aberllgeney  slate  quarries,  31. 

Aboyne  marble  quarries,  53. 

Absorption  of  bricks,  110,  114;  of 
firebricks,  124  ;  of  granular  and 
shelly  limestones,  57  ;  of  lime- 
stones, 83  ;  of  sandstones,  36,  83  ; 
of  slates,  25  ;  of  stone,  11,  83. 

Acacia,  common,  365  ;  appearance, 
characteristics,  and  uses  of,  365, 
389  ;  weight  and  strength  of, 
390. 

Acetate  of  copper  and  lead  as  driers, 
398. 

Acid,  ferro-silicic,  as  a  preservative  for 
stone,  80. 
„     test  for  stone,  11. 

Acids,  action  of  various,  on  stone,  3. 

Ack worth  sandstone  quarries,  41. 

Action  of  foreign  constituents  on  limes 
and  cements,  216. 
„      of  water  on  lead,  328. 

Adamantine  clinkers,  109  ;  size  and 
weight  of,  112. 

Adare  limestone  quarries,  71. 

Adhesive  force  of  nails,  444. 
„       power  of  screws,  447. 

Adie's  cement-testing  machines.  No.  1, 
172;  No.  2,  174. 

Admiralty  tests  for  wrought  iron, 
266  ;  for  Landore  steel,  297  ; 
for  steel  plates,  296. 

Adulteration  of  red  lead,  394  ;  of 
white  lead,  393. 


African  green,  402. 

„      oak  or  teak,  362. 
Agents  which  destroy  stone,  10. 
Agglomdr^,  Coignet*s  B^ton,  207. 
Aggregate  for  concrete,  198 ;  materials 
used  for,  size   and   shape,   199  ; 
packing,  200. 
Agricultural  drain  pipes,  130. 
Air-slaking  of  quicklime,  146. 
Air  bricks,  perforated,  1 34. 

„   flues,  combined  smoke  and,  136. 
Aish  stone,  position  in  quarry,  7,  61. 
Aislaby  sandstone  quarries,  39. 
Alburnum  or  sap  wood,  345. 
Alder,  363  ;  appearance,  characteri^ 
tics,    and    uses    of,    363,    389  ; 
strength,  weight,  etc,  of,  390. 
Alkalies  in  clay  for  brickmaking,  87  ; 
colouring  action  of,  89  ;  hydraulic 
properties  of,  148. 
Alkaline  silicates  as  a  preservative  for 

stone,  78. 
„  „       for  artificially  pro- 

ducing hydrauli- 
city,  172. 
Alloys,  334-336;  Babbifs  metal,  336; 
bell   metal,   brass,    bronze 
(aluminium  and  phosphor), 
gun  metal,  and  Muntz  metal, 
335 ;  sterro-metal  and  white 
brass,  336  ;  table  of  com- 
position of  various,  336. 
„       of  lead  and  tin,  melting  points 
of,  341. 
Altmorer  sandstone  quarries,  47. 
Alumina  in  clay  for  brickmaking,  86, 
88  ;  in  fireclay,  122. 
„         soluble  oxalate  of,  action  of, 
on  limestones,  80. 
Aluminium  bronze,  335. 
Amber,  414;  varnish  pale,  418. 
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Ambleaide  Blat«  quarriea,  31. 
American  aah,  364. 

„         concTete-mixer,  216. 

„         larches,  358. 

„         oak,  361  ;  weight,  streogth, 

etc.,  of,  390,  391. 
„  pine,  364  ;  red,  354  ;  yel- 

low,      355  i        weight, 
strength,  etc,  of,  390. 
„         spnice,  358. 
„         tar,  438. 

„         timber,  marks  and  brmndB 
on,  372. 
Analyses  of  clajB   for  making  fire- 
bricks, 1 22. 
„         of    magneeian    limestonea, 
58. 
AnalyBis  of  brick  earth  or  brick,  143  ', 
of  Chilmork  stone,  64  ;  of  limes 
and  cements,  225  ;    of  Portland 
stone,  60  ;  quantitative,  of  a  brick 
earth  or  brick,  144. 
Aucaster  limestone,  absorption  of,  83; 
colour,  weight,  etc,  of,  06  ;  quar- 
ries, 68  ;  strength  of,  61. 
Ancient  marbles,  6X. 

„       serpentine,  34. 
Angle  brick,  hollow,  117. 

„  iron,  Adnuraltf  tests  for,  S66  ; 
forge  tests  for,  S67  ;  market 
forms  and  sections  of,  '271, 
272 ;  prices  current  for, 
276-278,  280  ;  tensile 
strength  and  ductility  of, 
304. 
Auglesea  granite  quarries,  18. 

„         litoestoDe,  strength  of,  81. 
„         marble  quarries,  53, 
„         serpentines,  34. 
Angliham  limestone  quarries,  71. 

„         marble  quarries,  64. 
Angus  Smith,  Dr.,  «n  carbonic  acid 
in  air,  3 ;  pcocess  for  preserving 
cast-iron  pipes,  322. 
Animd  gum  for  varnish,  416. 
Annealing  steel,  2fi5  ;  plates,  effect 

of,  311. 
Annual  rings  or  layers  in  trees,  344, 

348. 
Anston  marble  quarries,  69, 
Anti-corrosion  paint,  41 1. 


Antimony,  effect  of^  on  wto( 
24S. 
„         sulphide  o^  as  a  i 
for  red  lead,  31 
Antique,  Vert,  serpentine,  3' 
Ants   whicb    destroy     timtx 
black  carpenter,  doskj,  t< 
yellow,  3S6  ;   protection 
white,  3B8. 
Antwerp  blue,  400. 
Ap(£nite,  75  ;  absorption  of. 
Application  of  varaiah,  417. 
Arbroath  paving,  teruile  atn 
82. 
„         sandstone  qiunies, 
Arch  bricks,  116. 
Archangel  deals,  353. 
Ardbraccan  limestone  qnarrit 
Arden  lime,  165  ;  weight  cX, 
Ards-Caledon  limestone  qu&n 
Aifeies,  184. 

Argyleshire  granite,  strength 
Armagh  (Navan)  limeatone   i 

71. 
Arran  granite  quarries,  SO. 
Arsenic,  effect  of,  on  iron,  241 

„       yellow,  400, 

Aisenite  of  copper,  test  for,  4! 

Artificial  cements,  166,    I6E 

mannfactnred,  I S 

land,  160;  aelenil 

„         hydraulic  lime,  ISB 

„         marbles,  76,  S33,  S 

„         stone,  74-76;  apoen 

Chance's,  76 ;  Bai 

74  ;      Rusfs       1 

marble,  76  ;      si 

Sorel,  and  Vietra' 

„         pozzuolanae,  18^ 

Ash,  363  ;  age  at  which  it  eh 

felled,  346  ;  appearono 

Canadian  and  American 

chaiBcteristics  and  um 

389  ;  resistance  o^  to 

ing  and  shearing,  39 1  ; 

itrength,  etc,  of,  390. 

dstone,  37. 

Ashfoid  marble  quarries,  fiS. 

„       slate  quarries,  38, 
Aaphalte,  236-239,  438  ;  advi 
disadvantages,  chancteiuti 
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uses  of,  236;  Barnetfs  liquid,  239; 
British  patent,  239  ;  Brunswick 
rock,  239  ;  Claridge's  patent  or 
Seyssel,  237  ;  fibrous,  438  ;  in- 
ferior, 239  ;  laying,  236  ;  Lim- 
ner, 239  ;  mastic  and  Montrotier, 
239  ;  pitch  in,  239  ;  Pyrimont 
and  Seyssel,  237  ;  Seyssel,  237  ; 
Trinidad,  239  ;  Val  de  Travers, 
238 ;  varieties  in  the  market^ 
237. 

Asphalted  roofing  felt,  438. 

Assynt  marble  quarries,  53. 

Atemshill  slate  quarries,  32. 

Atkinson's  cement,  159  ;  strength  of, 
189. 

Atmospheric  influence  on  stone,  3  ; 
on  timber,  383. 

Aubigny  stone,  66. 

Auchray  sandstone  quarries,  46. 

Auston  limestone,  strength  of,  81. 

Australian  mahogany,  367. 

Aycliflf  limestone  quarries,  70. 

B 

Babbit's  metal,  336 ;  composition  of, 
336. 

Backs,  91. 

Bacon  tier,  position  of,  in  quarry,  7, 
61. 

Bagnalstown  granite  quarries,  21. 

Bailey's  and  Reid's  cement-tester,  175. 

Bakewell  marble  quarries,  52. 

Baldwin  Latham's  directions  for  form- 
ing bends  and  junctions,  132. 

Balk  timber,  350,  352. 

Ballachulish  marble  quarries,  53 ; 
slate  quarries,  32. 

Ballakiltry  limestone  quarries,  71. 

Ballast  used  for  concrete,  199. 

Ballinafad  limestone  quarries,  71. 

Ballinahinch  serpentine  quarries,  34. 

Ballinasloe  limestone  quarries,  71. 

Ballingdon  bricks,  107. 

Ballintemple  limestone  quarries,  71. 

Ballisadare  „  „         71. 

Ball's  Green         „  „         68. 

Bally  Knocken  and  Golden  Grove 
granite,  quarries,  21  ;  strength  of, 
81. 
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Bally connell  limestone  quarries,  71. 

Ballyheigan  sandstone  quarries,  47. 

Ballykiloboy  marble  quarries,  54. 

Ballymore  „  „        54. 

Ballyshannon  limestone  quarries,  71. 

Balsam,  Canada,  397. 

Balsams,  414. 

Baltic  fir,  370. 

planks,  deals,  and  battens,  marks 

and  brands  on,  371. 
spruce,  357. 

whinstone,  resistance  to  wear, 
^84. 

Baltimore  oak,  361. 

Banffshire  serpentine,  34. 

Bangor  Royal  Slate  Co.  quarries,  31. 

Bannis  Kirk  sandstone  quarries,  46. 

Bar  iron,  best,  best  best,  etc,  261  ; 
different  qualities  of,  260  ;  flat, 
270  ;  market  forms  of,  270,  271  ; 
merchant,  260  ;  price  of,  276  ^ 
puddled,  260  ;  rail,  market  forms 
of,  272  ;  roUed,  tensile  strength 
and  ductility  of,  304 ;  scrap, 
261  ;  Swedish,  strength  of,  265. 

Bar  steel,  tensile  strength  and  duc- 
tility of,  308. 

Barbadoes  sandstone  quarries,  46. 

Bardiglia  marble  quarries,  55. 

Bardon  HUl  stone,  23. 

BarfTs  process  for  preservation  of  iron, 
322. 

Bargate  sandstone  quarries,  39. 

Barley  Hill  limestone  quarries,  71. 

Bamac  Mill        „  „         68. 

Bamack  limestone,  strength  of,  81. 

Barnard  Castle  sandstone  quarries,  41. 

Bamett's  liquid  asphalte,  239. 

Barrow  lias  lime,  strength  of,  171. 

Baryta,  solution  of,  as  a  preservative 
for  stone,  80. 
„       sulphate  of,  test  for,  394. 

Basalt,  23  ;  bulkiness  of,  84  ;  disin- 
tegrated, sand  from,  184. 

Basalts,  strength  of,  81. 

Basebed   roach,   8,   62  ;  position   of, 
in  quarry,  7,  61. 
„       stone,  8,  60,  63  ;  position  of, 
in  quarry,  7,  61. 

Bases  for  paints,  392-395. 

Bastard  roach,  8,  60,  62. 
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Butard  stacco,  S33. 

Bath  Btone,  69  ;  absorption  of,  83  ; 
colour,  5S  ;  geological  porition  of, 
59  ;  quarries  and  quarrying,  68  ; 
eeawning  and  weathering,  59 ; 
raze  and  uses  of,  59  ;  Btrength  of, 
81  ;  varieties  in  common  use,  S9, 


Bats,  brick,  106. 

Battens,  350,  353  ;  Baltic,  marka  and 
brands  on,  371. 
„       for  elates  or  tiles,  437. 
Bay  or  cluster-fruited  oak,  359. 
Beading  iron,  S7S. 

Bearing  and  shearing  stress  of  steel, 
315. 
„       strength  of  wrought  iron,  31 4. 
Bearfs  patent  bricks,  107. 
Beaulieu  bricks,  107. 
Bed  of  limestone,  natural,  67. 
Beds  of  Kentish  rag,  64-66. 
„     of  stone,  natuisl,  position  in  a 


Bedstun  sandstone  quarries,  40. 

Beech,  36S  ;  appearance  and  charac- 
Uristics  of,  362  ;  uses,  363,  389  ; 
weight,  strength,  etc.,  of,  390. 

Beer  sandstone  quarries,  39. 

Beeswax  dissolved  in  naphtha  as  a 
preservative  for  stone,  78. 

Beetles,  wood,  protection  against,  388. 

Belgian  zinc  gauge,  33S. 

Bell  metal,  335 1  composition  of,  336; 
properties  of,  340. 

Belleek  granite  quarries,  31. 

Belton  sandstone  qnarries,  40. 

Bends  for  pipes,  13S. 

Benduff  slate  quarries,  3S. 

Benlodi     „         „         32. 

Benmore  sandstone  quairies,  47. 

Berlin  blue,  400. 

Beny  Pomeioy  marble  quarries,  52. 

Bessemer  iron,  249  ;  pig,  S81  ;  pro- 
cess of  making  steel,  290 ;  steel, 
brands  'on,  S99  ;  steel,  tensile 
strength,  elastic  limit,  and  ducti- 
lity of,  306-308  ;  uses  of  steel, 
291. 

Bessemer's  gold  paint,  435  ;  patent 
steel  for  tools,  sti«ngth  and  duc- 
tility of,  308. 


Bethell's  process  for  praserving  t 

380. 
B£ton,    207 ;    agglom^i^,    Coi 

207. 
Bideford  black,  399. 
Billing's  chimney  tfliminals,  13 
Binnie      sandstone       quarries, 
strength  of,  81  ;   tenmle  str 
of,  82. 
Birch,  weight,  strength,  etc.,  of, 
Birmingham  metal  gaoge,  343 

gauge,  341. 
Bimom  slate  quarriea,  39. 
Bismuth,  properties  of,  340, 
Bittuneu  of  Judea,  S39. 

„       felt,  inodorous,  438. 
Bituminous  paints,  412. 
Black  bricks,  108. 
„     Brunswick,  419. 
„     carpenter    ant,    destruotit 

timber  by,  38a 
„     oxide  of  iron  paint,  411, 
„     stain,  420. 

„     vamisb  for  metal  work,  4 
„     walnut  stain,  420. 
Blackband  iron  ore,  244. 
Blackenstan  (Dartmoor)  granite 

ries,  18. 
Blackhill  granite  quarries,  SO. 
Blacksfor  colouring,  399  ;   blue, 
Frankfort,    Grant's    or    Bid. 
ivory,  lamp,  and  v^etable,  2 
Blairgowrie  marble  quarries,  53. 
Blazing  saws,  29S. 
Blessington  granite  qnarries,  21. 
Blister  steel,  288  ;  forging  o^ 

uses  of,  289. 
Block  tin,  334. 

Blocks,  invert  and  junction,  13i 
terra     cotta,    126 ;     alate, 
sleeper,  135. 
Blood,  dragon's,  for  vamisheM,  4! 
Bloom,  859,  261. 
Blown  plate  glass,  426. 
Bine,  Antwerp,  400. 
„     black,  399. 

„     bricks,  Staffordshire  and  Ti 
108. 
Blue    lias  lime,  strength    o^ 
wei^t  of,  242. 
„     Prussian,  399. 
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Blues  for  colouring,  399  ;  Antwerp, 
Berlin,  Bremen  or  verditer,  celes- 
tial or  Brunswick,  Chinese,  cobalt, 
damp,  Haerlem,  indigo,  400  ; 
Prussian,  399  ;  Roman,  Saxon, 
and  smalt,  400. 
Board  of  Trade,  opinion  of  committee 

appointed  by,  as  to 
use  of  steel,  314. 
„  „       rule      for     working 

stresses  on  wrought 
iron  bridges,  314. 
Boarding  oak,  clap,  362. 
Bodham  granite  quarries,  20. 
Bodmer's  concrete  bricks,  109. 
Body  copal  varnish,  best,  417. 
Boiled  linseed  oil,  396. 

„      oil  to  be  used  with  zinc  paint, 
397. 
Boiler  plates,  price  of,   276  ;    extras 
charged  for,  278,  280. 
„     seatings,  119. 
Boilers,  cement  for  attaching  hair  felt 

to,  439. 
Boiling  and  steaming  timber,  376. 

„        linseed  oil  as  a  solvent,  415. 
Bolsover    Moor    limestone,  quarries, 

70  ;  strength  of,  81. 
Bolton    Wood    sandstone    quarries, 

41. 
Bolts  and  nuts,  448. 
Bonding  bricks,  Jennings',  135. 
Bone  black,  399. 
Borders  for  wall  papers,  430. 
Boscastle  slate  quarries,  31. 
Boss  granite  „  18. 

Boston  marble      „         54. 
Bottom  Quarry  sandstone  quarries,  40. 
Boucherie's  process  for  preservation  of 

timber,  381. 
Bower's   process   for   preservation  of 

iron,  323. 
Box  Ground  Bath  stone,  60  ;  absorp- 
tion of,  83  ;  strength  of,  81. 
„    Hill  limestone  quarries,  68. 
Brackenhill  sandstone  quarries,  41. 
Brackemagh  limestone      „         71. 
Bradford  sandstone  „         41. 

Brads,  440 ;  cabinet,  glaziers',  and 
joiners',  441.;  size  and  weights  of, 
443. 
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Braichgoch  slate  quarries,  31. 
Bramham  Moor  Umestone,  quarries, 

70  ;  strength  of,  81. 
Bramley  Fall  sandstone,  37  ;  quarries, 

41  ;  strength  of,  81. 
Brandon    Hall    sandstone    quarries, 

41. 
Brands  on  iron,  281-286  ;  common, 
284  ;  effect  of  mixing  dif- 
ferent, 303  ;  good  marked, 

283  ;  list,   282  ;  Midland, 

284  ;  North  of  England, 
281, 285 ;  pig,  281 ;  Scotch, 
281,  286 ;  Shropshire,  281 ; 
Staffordshire,  282,  284 ; 
Swedish,  286  ;  Welsh,  281, 

285  ;  wrought,  282  ;  York- 
shire, 281,  285. 

on  steel,  298  ;  Bessemer,  cru- 
cible   cast,    shear,   double 
shear,  and  Landore,  299. 
on  timber,  369-373  ;  Ameri- 
can, 372  ;  Baltic  fir,  370  ; 
Baltic   planks,    deals,    and 
battens,  371  ;    Norwegian, 
373  ;  remarks  by  Building 
News  on  importance  of  a 
knowledge  of,  373  ;   Rus- 
sian   and    Finland    deals, 
371  ;  Swedish,  372. 
Brard's  test  for  stone,  11,  36. 
Brass,  335  ;  colour  and  properties  of, 
335,  340  ;  composition  of,  336 
contraction  of,  in  cooling,  341 
lacquer  for,  418  ;  screws,  446 
weight  of,  343  ;  white,  336. 
Brazil  wood  lake,  402. 
Brazing,  337,  338. 
Breaking  weights    of    briquettes   of 

selenitic  cement  mortar,  196. 
Breeze  from  gasworks  used  for  con- 
crete, 199. 
Bremen  blue,  400. 
Brick  clays,  analysis  of,  88. 
„     earths,    85-89  ;    characteristics 
of  different  kinds,  88  ;  classi- 
fication    of,    practical,     87  ; 
constituents   of^     85  ;    good, 
composition  of,  88 ;  prepara- 
tion of,  90. 
Brickmaking,  89-120. 
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Briclu,  86-184  ;  absorption  of,  110, 
lUjMoh,  116;BalliiigdoD,107; 
bate,  106 ;  bearing  off,  03  ;  Beut's 
patent,  1 07 ;  Beenlien,  1 07  ;  black, 
lOS  ;  blue  Staffordshire  and  Tip- 
toD,  108;  Bodmer'a  concrete,  109  ; 
boiler  seatings,  119  ;  bonding, 
13S  ;  broken,  need  for  concrete, 
109  J  bnU-nOied,  118  ;  bull- 
heads, 116;  burning  of,  94; 
burning  in  Bull's  potent  Bemi- 
continuous  kiln,  103  ;  bomingin 
damps,  95 ;  buniingin  Ho&nann'a 
kiln,  101  ;  burning  in  kilns 
and  Scotch  kiln,  98  ;  channel, 
119 ;  chaiaet«ristica  of  good, 
110;  classification  of,  103;  cUmi- 
fication  of  clamp-bnmt,  104 
cksaification  of  kiln-bumt,  106 
colour  of,  89;  colooring,  130 
compasa,  116;  concrete,  109 
coping,  119;  cornice,  full,  hoi' 
low,  and  moulded,  118;  cntten  or 
rubbers,  103, 104;  different  forms 
of,  116-lSO;  double  cant,  118; 
dnib,  108  ;  drain,  119;  dressed, 
94  ;  drying  in  sheds,  9S  ;  drying 
out  of  doors,  93  ;  dost,  108  ; 
Dutch  clinkers,  109  ;  enamelled, 
109  ;  Fareham  red,  108  ;  freedom 
of,  from  flaws  Mid  lumps,  110  ; 
&og  in,  94  ;  Oaolt,  107  ;  griizle 
or  place,  104  ;  gutter,  119  ; 
hacking,  93  ;  hand  moulding,  91 ; 
Hoffmanu's  kiln  forbnmiog,  101 ; 
hollow,  117  ;  in  a  wall,  strength 
of  mortar  as  compared  with,  188  ; 
kerb,  119  ;  Lancasbire  red  pressed 
facing,  109  ;  machine  moulding, 
93  ;  TnAlm  for  making,  91 ;  malms, 
price  o^  10&;  manger,  120; 
method  of  distinguishing  clamp- 
bumt,  kitn-bnmt,  and  machine- 
made.  Ill;  moulded,  109;  names 
of  different  varieties,  104;  Not- 
tingbam  patent,  108 ;  ordinary 
building,  103, 104,  116;  pallette, 
109;  pftving,  118;  perforated, 
117;  perforated  air,  134  ;  Pether's 
ornamental,  109  ;  plinth  course, 
118  ;  polished,  94  ;  pressed,  94  ;  | 


price  of,  105  ;  paipoee-made 
quality  of  cl&mp-bomt,  96 
108;   round-ended,    116; 

109  ;  sand  monlding,  9S  ; 
ling,  93  ;  shsLpe  and  enrCscc 
aide  wedge,  116  ;  aill,  120  ; 
119;    size    of,   111,    US; 

110  ;  slop  moulding  92  ; 

117  ;  sough,  119  ;  splay, 
splil^  117  ;  Staffordahire 
108 ;  stock,  force  neceasaiy  t 
apart,  171;  strength  o^  lift, 
strength  o^  in  a  wall,  com 
with  mortar,  188  ;  ebing  o 

118  ;  Suffolk  vhite,  107  ; 
of  Bbsorption  and  weight  of, 
table  of  leaiatance  of,  to  con 
mon,  115  ;  Uble  of  sizes 
weights  of,  112  ;  teiuile  stn 
of,  116;  teste  for,  113;  ta 
of.  111  ;  time  of  bninin) 
clamps  and  kilns,  96,  99  ;  Ti 
bine,  108  ;  transrerae  etrengl 
116  ;  tubnkr,  117  ;  tannel-l 
119;  undeibumt  and  mia-du 
103,  104 ;  varieties  o^  in 
market,  106  ;  washed,  91,  ] 
weight  of.  111,  lis,  114  ;  w 
106 ;  Wood's  patent  condiete, 

Brickwork,strengthof  eolnmas  o^ 
Bridge  rail,  978. 
Bridston  marble  qnanies,  52. 
Bright  fronts,  bricks,  105  ;  joici 
105. 


„       red,  4U1. 
Brighton  green,  408. 
Br^ts,  Junerican  yellow  pine,  3 
Brilley  sandstone  qnatries,  46. 
Briquette  of  Portland  cement,  1 
method  of  making,   16S  ;  al 
of,  166. 
Briquettes  of  selenitic  cement  mo: 

breaking  weights  of,  196. 
British  BBphalte,  patent,  839. 
„       iron,  extras  charged  on,  S' 
„       iron  ores,  843. 
„       oak,  359. 

„       plate glaaa,49S;  polished [ 
glus,  4S6 ;  sheet  glaaa,  • 
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Brittleness,  definition  of  term,  452. 
Brixham  limestone  quarries,  71. 
Brocatella  marble  quarries,  55. 
Brodsworth  limestone,  quarries,  70  ; 

strength  of,  81. 
Broken  brick  and  stone  used  for  con- 
crete, 199. 
Bromyard  sandstone  quarries,  46. 
Bronze,  335  ;  aluminium  and  phos- 
phor, 335  ;  composition  of,  336. 
Bronzing  bright  ironwork,  323. 
Broomhall  Compan/s  patent  roofing 

tiles,  140. 
Brown  and  Co.'s  steel,  strength  of, 

307. 
Brown  bed,  Chilmark  stone,  64. 

„  haematite,  244. 
Browns  for  colouring,  400  ;  for  com- 
mon colours,  409  ;  for  hard  spirit 
yamish,  418  ;  ochre,  pink,  purple, 
Spanish,  and  Vandyke,  401 ;  oxide 
paint,  purple,  411. 
Brown's     Hill     limestone     quarries, 

71. 
Brunswick  black,  419 ;    blue,  400  ; 

green,  402  ;  rock  asphalte,  239. 
Brunton  sandstone  quarries,  41. 
Buckled  plates,  Mallet's,  273. 
Building  bricks,  ordinary,  104. 

clamps  for  burning  bricks, 

95. 
position  of  a  stone  in  a,  4. 
stone,  characteristics  of,  2. 
terra  cotta,  126. 
Buildings  in  which  Chilmark  stone  is 
used,  64. 
„         in  which  Portland  stone  is 
used,  63. 
Built-up  plate-iron  girders,  working 

stresses  for,  313. 
Bulb  iron,  272  ;  forge  tests  for  hot 

and  cold,  268  ;  price  of,  276. 
Bulk  of  concrete  produced  from  given 
quantity  of  materials,  205. 
„     of  mortar  produced  from  given 
quantity  of  materials,  192. 
Bulkiness  of  different  classes  of  stone, 

84. 
Bull-nosed  bricks,  118* 
Bull's  patent  semi-continuous  kiln  for 
burning  bricks,  103. 
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Burdiehouse  limestone  quarries,  71. 
Burghead  sandstone  quarries,  46. 
Burham  bricks,  size  and  weight  of, 
112. 
„        lime,  strength  of,  171. 
Burlington  Slate  Company's  quarries, 

31. 
Burnet's,  Sir  Wm.,  process  for  pre- 
serving timber,  382. 
Burning    bricks,     94 ;     comparative 
advantages  of  kiln  and 
damp,    99  ;     in    Bull's 
semi  -  continuous     kiln, 
103  ;    in    clamps,   95  ; 
in  cupolas  or  ovens,  103; 
in  Hofl^ann's  kiln,  101 ; 
in  kilns,  98  ;  in  Scotch 
kiln,  98 ;  time  of,  96,  99. 
of  fireclay  ware,  stoneware, 

and  terra  cotta,  130. 
of  limes  and  cements,  176- 
182 ;    general    remarks 
on,  180. 
Burnish  gold  size,  434. 
Bumstall  (Longford)  slate  quarries,  31. 
Burnt  clay  as  a  substitute  for  sand, 
183  ;  for  concrete,  199. 
„      sienna,  401  ;  umber,  401. 
Burr,  soft,  position  in  Portland  quar- 
ries, 7,  61. 
Burrs,  96,  105. 
Burtley  granite  quarries,  18. 
Burton  sandstone  quarries,  41. 
Bushel,  striked  and  trade,  used   for 
cements,  158. 

0 

Cabinet  brads,  441. 

Cadeby  limestone,  quarries,  70 ;  re- 
sistance of,  to  crushing,  81. 

Caen  stone,  66. 

Caimgall  granite  quarries,  20. 

Caithness  paving,  tensile  strength  of, 
82. 

Calcination,  definition  of  term,  145  ; 
effects  caused  by  different  degrees 
of,  on  lime  and  cement  stones, 
220 ;  of  hydraulic  limes  and 
cements,  218  ;  of  ores,  243  ;  of 
pure  or  iat  lime,  216. 
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Colcueons  cIajs,  B7. 

„         BandBtones,  36. 
Calciiun  hydrate,  145. 
Calderwood  cement,  1 59, 
Calp  limeatone,  15S. 
Oalverlej  Bfmdetoiie  qaaniea,  30. 
Calverlj  Wood  „  „       41. 

Cambrian  Bandatone       „         47. 

„         Slat«  Co.'i      „         31. 

„  Blates,  25,  30. 
Camel  date  quameB,  31. 
Canunell  and  Oo-'e  Bteal,  dnctilily  of, 

307. 
Canada  balaam,  397. 

„      rock  elm,  366. 
Canadian  aah,  364  ;  weight,  Btiength, 
etc.,  of,  390. 

„         OT  red  oak,  361. 
Cano  slate  qnaniei,  31. 
Cant  bricks,  doable,  118. 
Cap  rising,  position  in  qnarry,  7, 61. 
Capped  pipea,  13a 
Carbon,  amonut  of,  in  cast  iron,  S47, 

3S3  1  in  pig  iron,  246  ;  in  Bteel, 

247,  287,  323  ;  in  wronght  iron, 

S47,  323  ;  effect  of;  on  caat  iron, 

247  ;  influence  of,  on  etreogth  of 

Bteel,  311  ;  percentage  o^  in  iron 

and  Bteel,  323. 
Carbonaceous  matter  objectionable  in 

brick  clays,  87. 
Carbonate  of  lime  in  brick  clays,  88  ; 
in  limestonea,  146. 

„         of  magneBia  as  a  consti- 
tnent  of  times  and  ce- 
ments, 148,  156,  223. 
CarboniferoQB    limestone,    hydraulic 

Limes  from,  165;    qmuries,  TO, 

71. 
Carlin  Kuowse  etone,  23. 
Carlisle  eaudBtone  qoarriee,  40. 
Carlow  marble  „        64. 

Canuinated  lake,  402. 
Cannine  as  a  colonring  [dgment,  401. 
Camaore  Point  granite  qoarriea,  81. 
Carpenter  ant,  black,  destmction  of 
timber  bj,  388. 

„  bee,  destruction  of  timber 

by,  388. 
Carpentry,  large  timbers  in,  timbers 

suitable  for,  389. 


Carrara  marble  goonieB,  AS. 

Carriage  Tamiah,  beat  pale 
417;  aecond,  418. 

Carrick  sandetone  qwuries,  4' 
„       Sl&im  limestone  quae 

Carrickcoeagh  „  „ 

Carrickieagh  sandstone  „ 

Carrigacnunp  limeatone        „ 

Carton  pierre,  335. 

CaB»-hardening,  S95. 

Cashel  limestone  qoairies,  71. 

Cast  iron,  2&0  ;  auoaut  of  ew 
247, 323  ;  cement,  434 
racteristica  and  naes  a 
chilled,  SSS  ;  coiToai 
321  ;  effect  of  repea 
meltings  and  tempem 
strength  of,  303  ;  d 
arsenic  upon,  249,  of 
247,  of  copper,  S< 
manganese,  phoej^wi 
snlphor,  S48,  of  til 
£49  ;  elastic  limit  tA 
factor  of  safety  for,  312 
fi&l  ;  how  obtained, 
influence  of  tsiIous  i 
Btances  upon  tb«  strei 
302  ;  mallBBble,  SSS, 
Matheson's  ramarka  o 
for,  268;  mottled,  S61 
eiaminatioa  of  caatii 
S57 ;  preaerratioii  of,  by 
ing,  3SS,  Dr.  Angus  £ 
process  of  prewtivlag, 
propertiea  o^  340  ;  st 
of,  301  ;  teats  for,  S! 
distinguish  grey  bom 
201  ;  toughened, 
weight  of,  343  ;  white, 
working  atressea  for,  31 
„  lead,  387. 
„  nails,  439. 
„  roogh,  833. 

„  steel,  289 ;  crucible,  S8B ;  1 
on  crucible,  899  ;  for  c 
311  ;  forging,  319  ;  sti 
of,  306. 

Casterton  limestone  qnarriea,  61 

Casting,  contraction  of  metaia  in 
in  loam,  854 ;  in  sand, 
pipes,  854. 
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Castings,  253-257  ;  description  of  pig 
iron  for,  252  ;  examination  of, 
257  ;  form  of,  255. 

Castlecary  sandstone  quarries,  41. 

Castlehill  „  „        46. 

Castlewellan  granite         „        21. 

Catcraig  sandstone  „        41. 

Cathedral  glass,  427  ;  patent  rolled, 
sanded  sheet,  and  sheet,  427. 

Catlow  sandstone  quarries,  41. 

Caustic  lime  defined,  145. 

Cedar,  358  ;  appearance,  characteris- 
tics, market  forms  and  uses  of, 
359;  brands  on,  373;  weight 
and  strength  of,  390. 

Cefn  sandstone  quarries,  40. 

Celestial  blue,  400. 

Cement,  Atkinson's,  159, 189  ;  burn- 
ing, 176  ;  Calderwood,  159  ; 
clinker,  Portland,  181  ;  East  Kil- 
bride, 159;  for  attaching  hair  felt 
to  boilers,  439  ;  Harwich,  158  ; 
Keating's,  229  ;  Eeene's,  229  ; 
kilns,  Portland,  179,  Roman, 
180  ;  lias,  230  ;  Martin's,  229  ; 
means  for  testing  tensile  strength 
of,  172  ;  Medina,  158,  189  ; 
metallic,  230  ;  mixture  of  lime 
and,  196  ;  mortar,  185  ;  mortar 
made  from  given  quantities  of 
lime,  sand,  and,  193 ;  mould 
press,  173  ;  mould,  split,  173  ; 
Mulgrave's,  159  ;  nodules,  157  ; 
Parian  or  Keating's,  229  ;  Par- 
ker's, 157  ;  Portland,  160-169, 
189,  229  ;  quantity  required  for 
mortar,  193  ;  quick  and  slow  set- 
ting rust,  436  ;  Roman,  157, 
229 ;  rust  or  cast-iron,  436 ; 
Scott's,  169,  189  ;  selenitic,  170  ; 
selenitic  for  mortar,  194  ;  Shep- 
py,  158 ;  should  be  used  for  im- 
portant works,  186  ;  stones,  com- 
position of,  before  calcination, 
149  ;  stones  containing  clay,  220; 
stones  or  nodules,  157  ;  storing 
Portland,  168  ;  storing  Roman, 
158  ;  strength  of  Portland,  168  ; 
stucco,  Portland,  230  ;  stucco, 
John's,  230 ;  testing  machines, 
172-175  ;  tests  for  Portland,  161- 


168  ;  to  be  used  in  mortar,  185  ; 
weight  of,  242  ;  Whitby,  159. 

Cementation,  288. 

Cementing  material  to  be  used  for 
concrete,  205. 

Cements,  156-182  ;  action  of  foreign 
constituents  in,  216  ;  analysis  of, 
225,  227  ;  artificial,  156,  159  ; 
burnt  at  high  temperature,  effect 
of,  219  ;  classification  of  limes 
and,  148  ;  dangerous,  182  ;  effect 
of  sand  in  mortars  made  from 
various,  189  ;  hydraulic,  contain- 
ing clay,  218 ;  natural,  156  ; 
production  of,  145  ;  slow  and 
quick  setting,  150,  151  ;  strength 
of,  159, 164,  168, 171, 189, 196  ; 
used  as  plasters,  228  ;  weight  of, 
242. 

Cenfas  sandstone  quarries,  41. 

Chain  iron,  273  ;  price  of,  and  extras 
charged  for,  276,  280. 

Chairs  for  drain  pipes,  132. 

Chalk  for  concrete,  199  ;  lime,  grey, 
155,  white,  strength  of,  171  ; 
lower,  limestone  quarries,  67  ; 
strength  of,  81  ;  used  in  manufac- 
ture of  Portland  cement,  160  ; 
weight  of,  84. 

Chance's  artificial  stone,  76. 

Channel  bricks,  119. 

iron,   271  ;   forge  tests   for, 

268. 
pipes,  137. 

Charcoal  plate,  273,  334. 

Charlbury  limestone  quarries,  68. 

Cham  wood  granite  „        18. 

Charring  timber,  380. 

Cheesewring  granite,  colour,  quarries, 
weight  of,  and  where  used, 
18. 

Chelura  terebrans,  or  wood-boring 
shrimp,  387. 

Chemical  analysis  of  a  brick  or  a 
brick  earth,  143 ;  of 
Chilmark  stone,  64  ;  of 
limes  and  cements,  225. 
composition  of  a  building 
stone,  2  ;  of  Mansfield 
stone,  66  ;  of  Portland 
stone,  60. 
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Chemical  test  for  limes  and  cements, 
225. 

Cherry  and  Wade's  roofing  tiles,  140. 

Chestnut,  363  ;  appearance,  charac- 
teristics, and  uses  o^  363  ;  pur- 
poses for  which  it  is  useful,  389  ; 
resistance  of,  to  crushing,  391  ; 
weight  and  strength  of,  390. 

Chilled  iron,  252. 

Chilmark  limestone,  63  ;  absorption 
of,  83  ;  buildings  in  which  used, 
64  ;  chemical  analysis  of,  64  ; 
colour  of,  67  ;  general  bed,  64  ; 
quarries,  64,  67  ;  resistance  of,  to 
crushing,  81  ;  tensile  strength  of, 
82  ;  Scott  or  Brown  bed,  64  ; 
strength  of,  64,  81,  82  ;  trough 
or  hard  bed,  64  ;  weight  of,  67  ; 
working  of,  64. 

Chinmey  flue  pipes,  136. 
„       pots,  136. 
„        terminals.  Billing's,  136. 

Chinese  blue,  400 ;  lake,  402  ;  red, 
401  ;  yellow,  400. 

Chisels,  cast  steel  for,  311. 

Chloritic  granite,  15. 

Chrome  green  and  orange,  402  ;  yel- 
lows, 400. 

Chromium  or  chrome  steel,  292. 

Chudleigh  marble  quarries,  52. 

Chuffs,  105. 

Churchtown  limestone  quarries,  72. 
„  marble  „         54. 

Cilgwyn  slate  quarries,  31. 

Cinder  iron,  250. 

Cinders  as  a  substitute  for  sand,  183. 

Cinnabar,  401. 

Clamp,  building  the,  95  ;  burning 
bricks,  95  ;  burnt  bricks,  classifi- 
cation 0^  104,  method  of  distin- 
guishing, 111,  comparative  ad- 
vantages of  kiln  and,  99  ;  illus- 
trations of,  97. 

Clamps  for  burning  bricks,  94  ;  for 
lime,  176. 

Clap  boarding  oak,  362. 

Clare  Castle  limestone  quarries,  72. 

Claridge's  patent  asphalte,  237. 

Clasp  nails,  440  ;  cut  and  wrought, 
440  ;  size  and  weight  per  1000, 
443. 


Clay,  burnt,  as  a  substitute  for  sand, 
183;  defined,  218  ;    digging  and 
weathering,  90  ;  composition  of, 
for  cements,  219,    222  ;   cement 
stones  containing,  220  ;  for  making 
firebricks,  analysis    of,  122;  hy- 
draulic  limes    and   cements  con- 
taining, 218  ;  in  limestones,  hy- 
draulic properties  of,  147  ;  iron- 
stone,   243  ;   machines,  dry,  94, 
plastic,  93;  nature  of,  for  tern 
cotta,  125;  proportion  of,  in  hy- 
draulic limes  and  cements,  219; 
quantity    required     for    making 
bricks,  91  ;  selenitic,  170  ;  slate, 
24  ;  used  in  manufacture  of  Port- 
land  cement,   160,  161  ;   wares, 
miscellaneous,  134. 

Clays  for  brickmaking,  87  ;  calcare- 
ous, mild  and  strong,  87  ;  pure 
or  foul,  87,  88. 

Cleaning  old  paint,  420. 

Clear  cole,  434. 

Clearing  brick  earth  from  stones,  90. 

Cleavage,  planes  of,  in  slates,  24. 

Clee  Hill  granite  quarries,  18. 

Clench  nails,  rose,  440. 

Clichy  white,  393. 

Clifden  Inarble  quarries,  54  ;  serpen- 
tine quarries,  34. 

Cliffwood  sandstone  quarries,  45. 

Clift  Hill  granite  quarries,  18. 

Clinker  from  brick  kilns  as  a  substi- 
tute for  sand,  183. 
„      Portland  cement,  181. 

Clinkers,  adamantine,  Dutch,  and 
terro-metallic,  109  ;  size  and 
weight  of,  112. 

Clinterty  granite  quarries,  20. 

Clipsham  limestone  quarries,  68. 

Clonakilty  slate  quarries,  32. 

Clonmacnoise  marble  quarries,  54. 

Clorhann  limestone  „         72. 

Clout  nails,  441  ;  size  and  price  of, 
443. 

Clouts,  countersunk,  441. 

Cluster-fruited  oak,  359. 

Coach  screws,  446. 

Coal  measure  sandstones  and  grits, 
quarries,  41-47,  48. 

Coal  tar,  438  ;  pitbh,  239. 
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Coarse  stuff,  231. 

Coating  lead  pipes  to  prevent  poison- 
ing, 329. 
Cobalt  blue,  400. 
Cobo  granite  quarries,  18. 
Coburg  yamish,  white,  418. 
Cogans  Field  limestone  quarries,  72. 
Coignet's  B^ton  agglom^,  207. 
Coke,  from  gasworks  used  for  concrete, 

199  ;  plate,  334. 
Colcerrow  granite  quarries,  18. 
Colcothar,  394. 

Cold  blast  and  cold  blast  iron,  244, 245. 
extreme,  effect  of,  on  iron  and 

steel,  318. 
forge  tests  for  iron,  267,  268. 
rolled  iron,  261. 
short  iron,  261. 
shut,  254. 

tests  for  Landore  steel,  297. 
Cole  Hill  marble  quarries,  52. 
Collars  for  drain  pipes,  130. 
Collej  sandstone  quarries,  39. 
Coloured  distemper,  241. 
glass,  428. 

lead  paints,  406 ;  paints  and 
pigments  for,  408. 
Colouring  and  whitening,  240. 
bricks,  120. 
common,  cream,  fawn,  and 

buff  or  stone,  240. 
pigments  for  paints,   393, 
399-402 
Colours  and  temperature  for  steel,  293. 
flashed,  for  glass,  428. 
for  waU  papers,  430. 
pigments  for  common,  408  ; 
for  superior,  409. 
Colophony  or  common  rosin,  414. 
Colton  Hill  sandstone  quarries,  40. 
Columns  of  brickwork,  strength  of,  116. 
Colwich  sandstone  quarries,  40. 
Combe  Down  limestone  quarries,  60, 

68. 
Combined  process  of  preserving  tim- 
ber, 382. 
„         smoke  and  air  flue,  136. 
Common  iron,  or  merchant  bar,  260  ; 

brands  on,  284. 
Compact   limestone,   56  ;    uses   and 
weight  of,  56. 
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Comparative  advantages   of  hot  and 

cold  blast  iron,  245. 
„  advantages  of  kiln  and 

clamp  burning  bricks, 
99. 

Compass  bricks,  116. 
„       timber,  351. 

Composition,  chemical,  of  stones,  2  ; 
nails,  441  ;  nails,  size  and  price  per 
1000,  443  ;  of  fireclay,  121  ;  of 
granite,  13  ;  of  limestones,  49  ; 
ornaments  in  plaster,  235 ;  tubing, 
weight  of,  333,  334  ;  of  sand- 
stones, 34 ;  of  various  alloys,  336 ; 
of  various  lime  and  cement  stones 
before  calcination,  149-151  ;  of 
white  paint  to  cover  100  yards, 
405. 

Compositions,  Szerelmey's  iron  paint, 
liquid  enamels,  and  stone  compo- 
sition, 412. 

Compressed  steel,  Whitworth's,  292  ; 
tensile  strength  and  ductility  of, 
309. 

Compression,  resistance  of  bricks  to, 

115. 
resistance  of  concrete  to, 

208. 
resistance   of    firebricks 
to,  124. 

Concrete,  198-209 ;  aggregate  for, 
198;  Bodmer's,  109;  bricks, 
109  ;  Wood's  patent,  110  ;  bulk 
of,  produced  from  given  quantity 
of  materials,  205  ;  cementing  ma- 
terial to  be  used  for,  205  :  expan- 
sion of,  206  ;  experiments  on  the 
resistance  of,  to  compression,  208  ; 
iron,  209 ;  laying,  203 ;  lead,  209 ; 
matrix,  198  ;  mixing,  202  ;  mix- 
ing machines,  212  ;  proportion  of 
ingredients  for  making,  200 ; 
proportion  of  ingredients  used 
on  various  works,  201,  202 ;  sele- 
nitic, 206 ;  strength  of,  208  ;  tar, 
209  ;  uses  of,  207. 

Concrete-mixers,  American,  216  ;  in- 
clined cylinder,  212,  Le  Mesu- 
rier's,  214  ;  Messent's,  213  ;  Rid- 
ley's, 216  ;  Stoney's,  216. 

Coney  Warren  sandstone  quames,  41. 
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Cong  limestone  quarries,  72. 
,,    sandstone         „       47. 

Coniston  slate  quarries,  31. 

Connemara  marble  or  serpentine,  34. 

Continental  marble  quarries,  55. 

Continuous  system  of  kilns  for  lime- 
burning,  176. 

Contraction  of  wrought  iron,  261  ;  of 
metals  in  cooling  or  casting, 
341. 

Conversion  of  timber,  382-386 ;  of  fir 
and  oak,  386. 

Converter  used  in  Bessemer  process, 
290. 

Cook's  Folly  sandstone  quarries,  46. 

Cooling,  contraction  of  metals  in, 
341  ;  steel,  294. 

Coolness,  test  for,  in  Portland  cement, 
167. 

Copal,  415  ;  varnishes,  417,  418. 

Copenhagen,  composition  of  concrete 
used  at  forts,  202. 

Coping  bricks,  119. 

Copings  for  platforms  and  wing  walls, 
119. 

Copper,  325  ;  arsenite  of,  test  for, 
430  ;  efifect  of,  on  iron  and  steel, 
249  ;  market  forms  of,  326  ;  nails^- 
441  ;  nails,  size  and  weight  of, 
443  ;  ores  of,  325  ;  oxidation  and 
corrosion  of,  326  ;  properties  of, 
325,  340  ;  sheet,  326  ;  tinned, 
334 ;  uses  of,  325  ;  weight  of 
sheet,  326,  343  ;  wire  cord,  326  ; 
wire-covered  steel  ribbon  sash  line, 
326. 

Copperas  as  a  drier  for  paint,  398  ; 
white,  415. 

Coralline  oolite  limestone  quarries,  67. 

Cord,  copper  wire,  working  loads  for, 
326. 

Cordes'  patent  wrought  nails,  size 
and  weight  per  1000,  443. 

Core  for  casting,  254. 

Cork  paint,  granulated,  413. 

Corkbarked  elm,  365. 

Comgrit,  60. 

Cornice  bricks,  fuD,  hollow,  and 
moulded,  118. 

Cornish  granites,  16  ;  resistance  of,  to 
crushing,  81. 


Corrosion   and  preseiTatioii   of  iron 
and  steely  321. 
„         of  copper,  326. 

Corrugated  sheet  iron,  274, 

Corrugated  tiles,  139 ;  improyed,  139. 

CorsehiU    sandstone,    quaniefl^    40; 
strength  of,  81. 

Corsham  Down  stone,  60. 
„       Ridge      „      60. 

Cost  of  terra  cotta,  127. 

Countersunk  clouts,    441  ;  aixe  and 
weight  per  1000,  443. 

Countess  slates,  cost,  size,  and  weigh^ 
etc.,  of,  27  ;  thickneas  dt,  28. 

Courses,  damp-proof^  135. 

Cove  granite  quarries,  20. 

Cowdie  or  Cowrie  pine,  359 ;  ap- 
pearance, characteristica,  and  uaes, 
359. 

Coxbench  sandstone  quarries,  41. 

Craig  sandstone  quarries,  40. 

Craigleith  sandstone,  absorption,  83 ; 
composition  of,  38  ;  colour,  quar- 
ries, and  weight  of,  42  ;  resistanos 
of,  to  crushing,  81  ;  tensile 
strength  of,  82. 

Craignair  (Dalbeattie)  granite  quar- 
ries, 20. 

Crawlout  sandstone  quarries,  42. 

Creetown  granite  quarries,  20. 

Creosoting  timber,  380. 

Cretaceous  sandstone  quarries,  39. 

Crookes  „  „  42. 

Crighton  limestone  „         71. 

Crossdoney  granite  „         21. 

Crossdown  Uroestone       „         72. 

Crossland  Hill  sandstone  quarries,  42. 

Crown  glass,  422  ;  characteristics, 
qualities,  and  sizes  of,  423 ; 
market  forms  of,  quantity  in 
crates,  and  thickness  of,  422. 

Crucible  cast  steel,  289  ;  brands  cm, 
299  ;  characteristics  and  uses 
of,  290;  Heath's,  Beaton's,  and 
Mushet's  processes  of  mtJdng, 
290. 

Crumpwood  sandstone  quarries,  40. 

Crushed  stones  as  a  substitute  for 
sand,  183. 

Crushing  across  the  fibres  of  timber, 
resistance  to,  391. 
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Crushing  strength  of  cast  iron,  301  ; 

of  firebricks,  124  ;  of  steel,  309  ; 

of    stone,    11,   81  ;    of  wrought 

iron,  305. 
Crystal  varnish,  419. 
Crystallised  tin  plate,  334. 
Cylinder  glass,  424. 
Cuba  or  Spanish  mahogany,  367. 
Cullipool  slate  quarries,  32. 
Cunliffe  Blue  sandstone  quarries,  42. 
Cupolas  for  burning  bricks,  1 03. 
Cupshakes  in  timber,  347. 
Ciirf,  8,  60,  62  ;  description  of,  62  ; 

position  in  quarry,  7,  61. 
Cut  nails,  439  ;  clasp,  440  ;  size  and 

weight  per  1000,  443. 
Cutters,  bricks,   103,   104  ;  price  of, 

106. 
Cwmorthen  Slate  Company's  quarries, 

31. 
Cylinder,  inclined,   for   mixing  con- 
crete, 212,  213. 
Cypress,  359, 

D 

Dalbeattie  granite  quarries,  20  ;  slate 

quarries,  32. 
Dalkey  granite  quarries,  21. 


Dalmore 
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Dammar,  gum  for  varnish,  415. 
Damp  blue,  400. 

proof  courses,  135. 
walls,  how  prepared  for  paper- 
ing, 430. 
Dancing  Cairn  granite  quarries,  20. 
Dangerous  limes  and  cements,  182. 
Dantzic  oak,  361  ;  appearance,  mar- 
ket forms,  and  uses  of,  361. 
„         timber,    352  ;      appearance, 
characteristics,  and  market 
forms  of,    352  ;     different 
purposes   for   which   it   is 
used,  389 ;  weight,  strength, 
etc.,  of,  390. 
Dark  drying  oil,  396. 
Darley  Dale  sandstone  quarries,  42  ; 
resistance  of  stone  to  crushing,  81. 
Dartmoor   granite,    resistance    of,  to 

wear,  84,  to  crushing,  81. 
Dead-burnt  lime,  182. 

B.  C. — III 


Dead  load,  definition  of,  449. 

Deals,  American,  marks  and  brands 
on,  372 ;  Baltic,  marks  and 
brands  on,  371  ;  cut  and  whole, 
350  ;  Kussian  and  Finland, 
marks  and  brands  on,  371  ; 
Swedish,  marks  and  brands  on, 
372  ;  value  of,  and  method  of 
measuring,  373  ;  varieties  in  gene- 
ral use,  353. 

Dean,  Forest  of,  stone,  37. 

Decay  of  timber,  377-379. 

Defects  in  timber,  cupshakes,  heart- 
shakes, and  starshakes,  347  ; 
doatiness,  foxiness,  rind-gall, 
twisted  fibres,  and  upsets, 
348. 
„  in  wrought  iron,  cold  short, 
261  ;  red  or  hot  short,  262. 

Deflection,  definition  of  term,  452. 

Degree  of  heat  for  hardening  steel, 
294. 

Delabole  Slate  Company's  quarries, 
31. 

Delank  granite  quarries,  18. 

Delicate  tints,  408 ;  pigments  for,  409. 

Dennett's  fireproof  material,  235. 

Dent  marble  quarries,  52. 

Desiccation  of  timber,  376. 

Destruction  of  timber  by  worms  and 
insects,  387. 

Detection  of  dry  rot,  379. 

Devonian  limestone  quarries,  71. 

Devonshire  granite,  16. 

Diamond  rough  plate  glass,  427. 

Dinas  firebricks,  123  ;  analysis  of 
clay  for,  122  ;  resistance  to  com- 
pression, absoq)tion  and  weight 
of,  124. 

Dinorwic  slate  quarries,  31. 

Diphwys  Casson  slate  quarries,  31. 

Dirt  bed,  position  of,  in  quarry,  7, 
61. 

Disintegrated  basalts,  granites,  and 
schists,  as  substitutes  for  sand, 
184. 

Distemper,  240 ;  coloured,  241  ; 
white,  240. 

Distinction  in  appearance  between  dif- 
ferent classes  of  wall  paper,  429. 

Doatiness  in  timber,  348. 
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Dod,  mould  for  pipes,  130. 

Dog  nails,  441  ;  size  and  weight  per 
1000,  443. 

Dolomite,  description  of^  58. 

Donaghmore  sandstone  quarries,  47. 

Doneraile  marble  quarries,  54. 

Dorothea  slate  quarries,  31. 

Double,  angle  iron,  272  ;  cant  bricks, 
118  ;  headed  rail,  272  ;  junc- 
tions for  pipes,  132  ;  roll  tiles, 
139  ;  shear  steel,  brands  on,  299 ; 
size,  433. 

Doubles  or  block  tin,  334. 

„        slates,  size,  weight,   etc,  of, 
27  ;  thickness  of,  28. 

Douglas  or  Oregon  pine,  359. 

Doulting  (Old  Down)  limestone  quar- 
ries, 68. 

Dover  Harbour  Works,  cement  used 
on,  162,  165. 

Dowdeswell  limestone  quarries,  68. 

Dowlais  fireclay,  121,  122. 

Drab  bricks,  108. 

Dragon's  blood  for  varnish,  415. 

Drain,  bricks,  119  ;  pipes,  agricultu- 
ral, 130. 

Draw-kilns  for  burning  lime,  176. 

Dressed  bricks,  94. 

Dressing,  granite,  1 5  ;  ore,  243. 

Drewsleighton  marble  quarries,  52. 

Driers  for  paints,  392,  398  ;  for  var- 
nishes, 415  ;  patent,  398  ;  pre- 
cautions in  using,  399. 

Drogheda  limestone  quarries,  72. 

Drop  lake,  402. 

Drumabum  slate  quarries,  32. 

Drumbane  sandstone 


» 


47. 
47. 


Drumkeegan     „  „ 

Dry  clay  machines,  94. 
„    floated  deals,  356. 
„    rot,  378  ;  detection  of,  379. 
„    tiles,  142. 
Drying    bricks,    92  ;    in    sheds,  92  ; 
out  of  doors,  93. 
oil,  395  ;  dark,  396. 
oils,  395  ;  for  common  work, 
397  ;     non-drying,    395  ; 
dark,  396  ;  pale,  397. 
Dublin  limestone  quarries,  72. 
Duchess  slates,  size,  weight,  etc,  of, 
27  ;  thickness  of,  28. 
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Ductility,  definition  of  term,  452  ;  of 
cast  iron,  301  ;  of  cast  Bteel,  306  ; 
of  iron,  300  ;  of  malleable  iron, 
304 ;  of  Landore  steel,  309  ; 
of  steel,  305,  307  ;  of  steel 
plates  and  bars,  308  ;  of  wron^ 
iron,  303,  305. 

DufELeld  Bank  sandstone  quarries,  41 

Duke*s  sandstone  quarries,  42. 

Dunamase  limestone  quarries,  72. 

Dundee  sandstone,  strength  of,  81. 

Dundoy  „  „         68. 


47. 
21. 
54. 
72. 
42. 


Dungannon  sandstone 

Dungloe  granite 

Dunkerrow  sandstone 

Dunkit  limestone 

Dunmore  sandstone 

Durability  of  building  stone,  2  ;  of 

terra  cotta,  126. 
Durable    in   wet    positions,   timber^ 

389. 
Duramen  or  heartwood,  345. 
Durmast  oak,  360. 
Dusky  ant,  destruction  of  timber  by, 

388. 
Dust  bricks,  108. 
Dutch  clinkers,  109  ;  size  and  weight 

of,  112. 
Dutch  elm,  365. 

gold  leaf,  435. 
kihi,  98. 
pink,  402. 
white,  393. 
Dyce  granite  qiiarries,  20. 

E 

Earth  for  brickmaking,  characteristics 
of  different  kinds,  88 ;  composi- 
tion of  good,  88  ;  constituents  of, 
85  ;  practical  classification  of,  87; 
preparation  of,  90. 

Earthenware,  unglazed,  128. 

Easdale  slate  quarries,  32. 

East  Kilbride  cement,  159. 

Eccleshill  sandstone  quarries,  42. 

Economy  of  fuel  with  Hoffinann's 
kiln,  102. 

Effect  of  annealing  steel  plates,  311. 
„  of  carbon  upon  cast  iron,  247. 
„     of  different  processes  and  dr- 
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cumstancee    on  strength  of 
steel  and  of  wrought   iron, 
305,  310. 
Eflfect  of  mixing  different  brands  of 
iron,  303. 
of  rolling  iron,  260. 
of  temperature  on  strength  of 

cast  iron,  302. 
of  temperature  on  strength  of 
wrought  iron,  305. 
Effect  of  tempering  steel,  310. 
Effects  caused  by  different  degrees  of 
calcination  of  lime   and   cement 
stones,  220. 
Efflorescence  on  walls,  224  ;  appear- 
ance, composition,  causes,  disad- 
vantages   of    and    remedies   for, 
224. 
Elastic   limit,  defined,  316,  451  ;  of 
cast  iron,  wrought  iron,  and  steel, 
317  ;  of  cast  steel,  306  ;  raised 
by  different  processes,  316  ;  raised 
by  stretching,  317. 
Elasticity,  defined,  451;  limit  of,  315, 

317  ;  modulus  of,  defined,  451. 
Elemi,  gum  for  varnish,  415. 
Elland     Edge     sandstone     quarries, 

42. 
Elm,    364  ;    age   for   felling,    346  ; 
purposes  for  which  it  is  use- 
ful, 389 ;  resistance  of,  to  shear- 
ing, 391. 
„  Canada      Rock,     365  ;     weight, 

strength,  etc.,  of,  390. 
„  Corkbarked,  365. 
„  Dutch,  365. 

„  English,  common  or  rough-leaved, 
364  ;   appearance  and   charac- 
teristics,    364  ;      uses,     365  ; 
weight,  strength,  etc.,  of,  390. 
„  Wych,  365. 
Elswick  sandstone  quarries,  42. 
Elvan,  22. 

Embossed  glass,  427. 
Emerald  green   as   a   colouring  pig- 
ment, 402. 
Emperor's     Red     marble      quarries, 

55. 
Empresses  slates,  size,  weight,  etc.,  of, 

27. 
Enamel  paint,  411. 


Enamelled  bricks,  109  ;  glass,  427  ; 

glass  stained,  427  ;  slates,  29. 
Enamelling  paint,   Griffith's    patent 

silicate,  412. 
Enamels,  Szerelmey's  liquid,  412. 
Encallow,  encallowing,  defined^  90. 
Encased  pipes,   lead,    329  ;-  weight 

and  strength  of,  330. 
Encaustic  tiles,  manufacture  of,  141 ; 

inferior,  142. 
Encrinal  marble,  51. 
Ends  of  timber,  350. 
England,  varieties  of  marble  in,  5 1 . 
English  elm  {set  Elm),  364. 

„       granites,  18,  19. 

„       papers  for  walls,  430. 

„  quarries,  granite,  18  ;  lime- 
stone, 67-71  ;  marble,  52  ; 
sandstone,    39-47  ;     slate, 

31.  ; 

„       serpentines',  34. 
„       slates,  30,  31. 
Enny  Vale  sandstone  quarries,  47. 
Enrichments  in  plaster,  234. 
Essential  oils,  395. 
Evils  of  fat  lime  mortar,  185. 
Examination,  of  castings,    257  ;    of 

sand,  183  ;  of  stone,  11. 
Expansion  of  concrete,  206. 
Experiments     on     iron,    Kirkaldy's, 

263. 
on  resistance  of  concrete 

to  compression,  209. 
on  steel  by   Committee 
of    Civil    Engineers, 
306. 
Extract   of    lethirium   for  removing 

paint,  420. 
Extras  charged  on  British  iron,  277- 

280  ;  on  steel  plates,  298.  - 
Extreme  cold,  effect  of,  on  iron  and 
steel,  318. 


» 
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Facility  for  working  stone,  5. 
Facing  bricks,  Lancashire  red  pressed, 

109. 
„      paviors,  description  and  price 

of,  105. 
Facings,  wall,  135. 
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Factor  of  safety  defined,  449. 
Factors  of  safety  for  cast  iron,  wiouglit 

iron,  and  steel,  312. 
Fairbairn's  remarks  on  hot  and  cold 

blast  iron,  245. 
Falling  weight  or  impact  test  for  iron, 
266. 

False  permanent  set,  316. 

Fancy  iron,  272. 

Fareham  red  bricks,  108  ;  resistance 
of,  to  compression,  115  ;  size  and 
weight  of,  112. 

Farleigh  Down  limestone,  60  ;  quar- 
ries, 68. 

Farm  (jat«  (Moyour)  limestone  quar- 
ries, 72. 

Farren  limestone  quarries,  72. 

Fatigue  of  iron,  316. 

Fat  lime,  154  ;  mortar  made  from, 
217,  evils  of,  183. 

Fat  limes,  148,  152,  154,  216  ;  cal- 
cination of,  216  ;  composition  of, 
149  ;  precautions  in  using,  152  ; 
setting  of,  217  ;  should  only  be 
allowed  in  inferior  work,  185  ; 
slaking  of,  217  ;  stained,  152  ; 
uses  of,  152. 

Feebly  hydraulic  limes,  149  ;  beha- 
viour in  slaking  and  setting, 
154. 

Felling  timber,  age  for,  345  ;  oak, 
time  of,  361. 

Felsite,  22. 

Felspar  in  granite,  13,  14  ;  weight 
of,  84. 

Felspathic  sandstones,  36. 

Felstone  porphyry,  22. 

Felt,  438  ;  asphalted  roofing,  438  ; 
hair,  inodorous  bitumen  and 
sarking,    438  ;    tarring  and 
painting,  439. 
„      or  silver  grain  in  timber,  344. 

Fermoy  limestone  quarries,  72. 

Ferro-silicic  acid  as  a  preservative  for 
stone,  80. 

Ffestiniog  Welsh  Slate  Company's 
quarries,  31. 

Fibres,  twisted  in  timber,  348. 

Fibrous  asphalte,  438. 
„       plaster,  235. 

Fine  stuff  for  plastering,  231. 


Fineness  of  grit  for  Portland  cement, 

161. 
„  „     for  selenitic  cement, 

170. 

Fingask  granite  quarries,  20L 

Finglas  limestone     ,,         72. 

Finland  deals,  354  ;  brands  on,  371. 

Fir,  Baltic,  marks  and  brands  on, 
370 ;  conversion  of,  386  ;  how 
imported,  350  ;  market  forms, 
350  ;  resistance  of,  to  crushing 
across  the  fibres,  391  ;  resistance 
of,  to  shearing,  391;  spruce,  349 
timber,  classification  of,  349 
weight,  strength,  etc.,  of,  390 
white  or  spruce,  357. 

Fire,  protection  of  timber  from,  381 

Firebricks,   120-128  ;  absorption  of, 
124  ;  analyses  of  different  clays 
for,    122  ;  description    of,    123 ; 
Dinas,     123;    Guismuyda,  124; 
Kilmarnock,  123  ;   Le  Moor  and 
Narberth,  124  ;  Newcastle,  123 
resistance  of,  to  compression,  124 
Stourbridge,  123  ;  weight  of,  124 
Windsor  or  Hedgerly,  124. 

Fireclay  and  firebricks,  120-128. 
„  composition  of,  1 2 1 ;  defined, 
120 ;  for  making  terra 
cotta,  125  ;  grain  of,  123; 
refractory,  120  ;  uses  of, 
in  building,  120  ;  ware, 
128  ;  where  found,  120. 

Fireproof  material,  Dennett's,  235. 

Fishponds  sandstone  quarries,  42. 

Fixed  oils,  395. 

Flagstones,  35. 

Flake  white,  393. 

Flare-burnt  lime,  182. 

Flare  kilns  for  burning  lime,  176 ; 
description  of,  177. 

Flashed  colours  for  glass,  428. 

Flasks  used  in  casting,  253. 

Flat  iron,   extras  charged  for,  277- 
280. 

Flat-bottomed  rail,  272. 

Flat-headed  screws,  445. 

Flaws,  freedom  from,ofgoodbricks,110. 
Fleurs  in  ridge  tiles,  141. 

Flints  for  aggregate  of  concrete,  199. 
Flitch  plates,  273. 
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Floated  deals,  356  ;  dry,  356. 
Flock  papers  for  walls,  429. 
Floors,  term  used  in  quarrying,  24. 

„      timber  useful  for,  389. 
Florentine  lake,  402. 
Flue  pipes,  chimney,  136. 
Flues,    combined     smoke    and    air, 

136. 
Fluid,  marvel,  for  removing  old  paint, 

420  ;  soldering,  339. 
Fluted  sheet  glass,  424. 
Flux  used  in  melting  iron,  245. 
Fluxes  for  soldering  metals,  339. 
Foe  Edge  sandstone  quarries,  42. 
Foggintor  (Dartmoor)  granite  quarries, 

18. 
Force,   adhesive,  of  nails,    444  ;    of 

screws,  447. 
Foreign  gold  leaf,  435. 

„       substances  in  pig-iron,  246. 
Forest  of  Dean  sandstone,  37  ;  quar- 
ries, 42  ;  where  used,  38. 
Forge  iron,  249. 

„     tests  for  wrought  iron,  267. 
Forging,  319  ;  iron  and  steel,  319. 
Forgings,  form  given  to,  319. 
Form  of  castings,  255. 
Forms  of  sewer  pipes,  different,  131. 
Forss  sandstone  quarries,  46. 
Foudland  slate  quarries,  32. 
Foul  clays  for  brickmaking,  87,  88. 
Foundry  iron,  249. 
Foxiness  in  timber,  348. 
Foynes  limestone  quarries,  72. 
Fracture  of  sandstone,  36  ;  of  stone, 

11. 
Fractured  surface  of  steel,  to  judge 

quality  from,  296. 

„  „         of    wrought   iron, 

appearance     of, 
268. 
Frankfort  black,  399. 
Freemator  granite  quarries,  18. 
Freestone  defined,  35. 
French  greens,  402. 

„      nails,  441. 
oak,  362. 
papers  for  walls,  430. 

„      polish,  418. 
Fret  lead,  330. 
Frog  in  hand-made  bricks,  94. 


» 
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Fronts,  bright,  bricks,  description  and 

price  of,  105. 
Fucata,  Lycoris,  388. 
Fuel,   economy   of,  by   using    Hoflf- 

mann's  kiln,  102. 
„      required   for  burning   bricks, 

99  ;    limes   and    cements, 

181. 
Fulford  sandstone  quarries,  40. 
Furlough  granite         „         21. 
Fusibility  defined,  452. 

G 

Gaewem  slate  quarries,  31. 
Galena,  327. 
Galvanised  iron,  275. 
Galvanising  as  a  means  of  preserving 

iron,  321. 
Gangue,  245. 
Ganister,  290. 
Gardner's     process     for      preser\'ing 

timber,  382. 
Garl  bed  of  Kentish  rag,  65. 
Garth  sandstone  quarries,  42. 
Gartley  slate  quarries,  32. 
Gar\-ary  Wood  granite  quarries,  21. 
Gas    threads,  Whitworth's   standard, 

447. 
Gatherley  Moor  sandstone  quarries,  40. 
Gauge,  Birmingham  iron  wire,  sheet 

iron  and  wire,  341  ;  metal,  343  ; 

Whitworth's  standard  wire,  342  ; 

zinc,  332. 
Gauged  stull'  for  plastering,  232. 
Gauges  for  wires  and  metals,  341-343. 
Gault  bricks,  107  ;  absorption  of,  114; 

resistance  of,  to  compression,  115. 
Gazeby  sandstone  quarries,  42. 
Gedge's  metal,  composition  of,  336. 
General   bed,    Chilmark    stone,    64 ; 

strength  of,  64. 
General  remarks  on  burning  lime,  180. 
„  „       on  glass,  421. 

on  stone,  1. 
on  tests  for  wrought 


» 
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iron,  262. 
Geological  position  of  Bath  stone,  59. 
German  plate  glass,  424. 

steel,  292. 

vermilion,  401. 


» 
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Qiallo  Antico  marble  quarries,  55. 

Qiffneuk  or  Gifaock  saudstoney  ab- 
fiorption  o^  83  ;  quarries,  43  ; 
resistance  of,  to  crushing,  81, 

Qilding  ironwork,  323. 

Gillogue  limestone  quarries,  72. 

Gipton  Wood  sandstone  quarries,  43. 

Girder  iroQ,  rolled,  271. 

Glammis  sandstone  quarries,  46. 

Glandore         „  „         47. 

Glannan  marble  „         54. 

Glascote  (Tamworth)  fireclay,  analysis 
of,  122. 

Glasgow  fireclay,  analysis  of,  122. 

Glass,  421-428  ;  blown  plate,  425  ; 
British  plate,  425  ;  British 
polished  plate,  426  ;  British 
sheet,  424  ;  cathedral,  427 ; 
coloured,  428  ;  crown,  422  ; 
cylinder,  424  ;  embossed,  427  ; 
enamelled  and  stained  enamelled, 
427  ;  flashed  colours  on,  428  ; 
fluted  sheet,  424 ;  general  remarks 
on,  421  ;  German  plate,  424  ; 
ground,  427  ;  interception  of  light 
by,  428  ;  obscured,  427  ;  patent 
diamond  and  quarry  rough  plate, 
427  ;  patent  plate,  425  ;  per- 
forated, 427;  polished  plate,  426; 
rough  cast  and  rolled  plate,  426  ; 
sheet,  423,  424  ;  slates,  428  ; 
tiles,  428. 

Glazes  for  clay  wares,  opaque,  130  ; 
transparent,  129. 

Glaziers'  brads  or  sprigs,  441. 
„       putty,  436. 

Glazing,  clay  wares,  129  ;  lead  and 
salt,  129. 

Glebe  sandstone  quarries,  48. 


Glenalmond  slate     „ 

32. 

Glencore  granite       „ 

21. 

Glencullen  granite    „ 

21. 

Glenshee  slate          „ 

32. 

Glentilt  marble         „ 

53. 

Glue,  432  ;  characteristics  of  good, 
432  ;  marine,  433  ;  preparation 
of,  432  ;  uses  and  strength  of, 
433. 

Glues  to  resist  moisture,  433. 

Gneiss,  22. 

Godstone  sandstone  quarries,  39. 


Gold  leaf,  435  ;  Dutdi,  fore^fii,  and 
pale,  435. 
^    paint,  Beasemer's,  435. 
„     size,  434  ;  bumiBh,  434 ;  japao- 
ners',  398,  434  ;  oil,  434. 

Graigue  limestone  quarries,  72. 

Grain  of  fireclay,  123  ;  of  sandstone, 
36  ;  of  slates,  25  ;  silyer,  in  tim- 
ber, 344. 

Grains,  size  of,  in  granular  limestone^ 
56. 

Granard  sandstone  quarries,  47. 

Granite,  13-21  ;  absorption  o^  83; 
bulkiness  of,  84  ;  characteristics 
of,  15  ;  chloritic,  15  ;  compod- 
tion  of,  13  ;  Cornish  and  Devon- 
shire, 16;  disintegrated,  184; 
dressing,  15  ;  English,  18,  19 ; 
graphic,  15  ;  Guernsey,  16  ;  ig- 
neous rocks  other  than,  22 ; 
Irish,  16,  21  ;  Leicestershire,  16  ; 
porphyritic,  15  ;  quarries,  princi- 
pal, in  Great  Britain  and  Ireland, 
18-21  ;  quarrying,  15  ;  resistanoe 
of,  to  crushing,  81 ;  resistance  o( 
to  wear,  84  ;  schorlaceous,  15; 
Scotch,  16,  20,  21  ;  strength  oi; 
81  ;  syenitic,  14  ;  talcose,  15; 
true  or  common,  13 ;  uses  of,  16  ; 
varieties  of,  in  common  use,  16  ; 
weight,  18,  84. 

Granitic  paint,  412. 

Grant's  black,  399. 

Granular  limestone,  absorption  of^  57 
bulkiness  of,  84  ;  colour  of,  56 
composition  and  structure  of,  56 
natimd  bed  of,  57  ;  shelly,  56 
size  of  grains,  56  ;  uses  o^  57 
varieties  of,  57  ;  weathering  qua- 
lities of,  56  ;  weight  of,  57,  84. 

Granulated  cork  paint,  413. 

Graphic  granite,  15. 

Gravel  used  for  concrete,  199. 

Great  and    upper    oolite    limestone 
quarries,  68. 
Meadow  limestone  quames,  72. 
rag  bed  of  KentLsh  Rag,  65. 

Greaves'   Quany  sandstone  quazries, 
44. 
„       slate  quarries,  31. 

GreendifiT  sandstone  qoanieey  45. 
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Green  Rag  bed  of  Kentish  Rag,  65, 
„      stains  on  white  bricks,  107. 

Greenheait,  368  ;  appearance  and 
characteristics  of,  368  ;  market 
forms  and  uses  of,  369  ;  weight, 
strength,  etc,  of,  390. 

Greenmore  sandstone  quarries,  43. 

Greens  for  colouring,  pigments,  402 ; 
Brighton,  Brunswick,  chrome, 
emerald,  French,  marine,  min- 
eral, mountain,  patent,  Prussian, 
Scheele's  verditer,  Vienna,  402. 

Greensand,  limestone  quarries  in,  67. 

Greenstone,  23. 

Greor  limestone  quarries,  72. 

Grey  cast  iron,  251  ;  to  distinguish 
from  white,  251. 
„     chalk   lime,    155  ;    weight  of, 
242. 

Griffith's  latent  silicate  enamelling 
paint,  412. 

Griffith's  patent  white  paint,  410. 

Grimshill  sandstone  quarries,  40. 

Grinding  clay  for  brickmaking,  90. 

Grinshill  sandstone  quarries,  43. 

Grit,  fineness  of,  for  Portland  cement, 
161  ;  for  selenitic  cement,  170. 

Grits,  35  ;  coal  measure  quarries,  4 1-4  6. 

Grizzle  bricks,  absorption  of,  114; 
description  and  price  of,  105. 

Grooby  granite  quarries,  18  ;  slate 
quarries,  31. 

Grosby  sandstone  quarries,  39,  43. 

Ground,  glass,  427  ;  lime,  191. 

Grout,  197. 

Grove  Height  sandstone  quarries,  43. 

Growth  of  trees,  344. 

Guernsey  granite,  16  ;  resistance  of, 
to  wear,  84. 

Guismuyda  firebricks,  124. 

Gulley  traps,  137. 

Gum,  aninu',  415  ;  dammar,  415  ; 
elemi,  415  ;  resins,  414. 

Gums  used  for  varnishes,  414. 

Gun  metal,  334,  335  ;  composition 
of,  336  ;  properties  of,  340  ; 
weight  of,  343. 

Gutter  bricks,  119. 

Guy's  Cliffe  sandstone  quarries,  43. 

Gweslye  „  „        45. 

Gypsum,  228. 


w 
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Hacking  bricks,  93. 
Hacks  for  drying  bricks,  93. 
Haematite  iron   ore,  red  and  brown, 
244. 
„        pig  iron,  281. 
Haerlem  blue,  400. 
Haines'    patent    lead -encased   pipes, 

329. 
Hair  felt,  438  ;  cement  for  attaching 
to  boilers,  439. 
„     used  by  the  plasterer,  231, 
Half-socket  pipes,  131. 
Hamburg  lake,  402  ;  white,  393. 
Hamdon  Hill  limestone  quarries,  68. 
Hamelin's  mastic,  230. 
Hamhill  limestone,  strength  of,  81. 
Hand  masts,  350. 
„     mortar  mill,  212. 
„     moulding  bricks,  91. 
„     wrought  nails,  439. 
Handles,  timl)er  useful  for,  389. 
Handrail  screws,  446. 
Hard  bed,  Chilmark  stone,  64. 
„    oak  varnish,  418. 
„    paviors,  105  ;  price  of,  105. 
„    ijutty,  436. 

„    solders,  337,  338 ;  flux  for,  339. 
„    spirit    varnishes,    brown     and 

white,  418. 
„    steel,  292. 
„    stock   bricks,    description    and 

price  of,  105. 
„    wood,  349,   359  ;  classification 
of,  348. 
Hardening  and  tempering  steel  in  oil, 
295. 
case,  295. 
defined,  452. 

steel,    287,    293  ;  degree 
(»f  heat  for,  294. 
Hardness  defined,  452. 

„        of  slates,  25  ;  of  stone,  im- 
portance of,  5  ;  of  terra 
cotta,  126. 
Hardwood  lacquer,  418. 
Harmby  limestone  qiuirries,  70. 
Hartford  Bridge  sandstone  quarries,  43. 
Harwich  cement,  158. 
Hassock  Hill  sandstone  quarries,  43. 
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Hassock  in  Eentinh  R^,  64-66  ;  ab- 
sorption of,  83  ;  analysis 
of,  66  ;  quarries,  39  ;  un- 
fit for  extiimal  work,  66. 

Hawksworth  Wood  sandshine  quar- 
ries, 43. 

Hafdor  limeetone  quarries,  68. 

Hajtor,  or  High  Tor,  granite  quarries, 
18. 

Header  and  Headstone  laying  beds  of 
Kentish  Bag,  65. 

Header  brick,  hollow,  117. 

Headington  limestone  quarries,  67. 

Heads,  tunnel  bricks,  119. 

Heale  granite  quarries,  18. 

Heartshakes  in  timber.  347. 

Heartwood,  346. 

Heat,  d^ree  of,  for  hardening  steel, 
S94 

Heath's  and  Heaton's  processes,  890. 

Heating  steel,  different  methods,  294. 

Heckwood  gTanit«  quarries,  19. 

Heddon  sandstone,  absorption  of,  83 ; 
quarries,  43. 

Hedgerlj  firebricks,  124  ;  analysis 
of  clay  for,  122. 

Hensborough  granite  quarries,  19. 

Herm  granite,  quarries,  19  j  resist- 
ance of,  to  crushing  and  wear, 
81,  84. 

High  Rock  granite  quarries,  20. 
„    Tor         „  „        18. 

Hildeniey  limestone  quarries,  68, 

Hip  tiles  for  roofing,  141. 

Hoffmann's  kiln  for  burning  bricks, 
101  ;  advantages  and  disadvan- 
tages of,  1  OS  ;  economy  of  fuel  by 
using,  1 03 ;  modifications  of,  1 03 ; 
size  and  produce  of,  102. 

Holland  white,  393. 

Holltngton  sandstone  quarries,  40. 

Hollow  bricks,  117;  cornice,  118. 

Homogeneous  metal,  293. 

Honduras  mahngany,  366  ;  appear- 
ance,, characteristics,  and  uses  of, 
366  ;  market  forms  of,  364  ; 
weight,  strength,  etc,  of,  390. 

Honless  Hill  sandstone  quarries,  43. 

Honley  „  „        43. 

Hookstoue  „  „        43. 

Hoole  lunestone  „        78. 


Hoop  iron,  275  ;  extras  chai 
878,  280  ;  price  of,  276 
and  gaugee  of,  278. 

Hopton  sandstone  qnarries,  4: 

Hopton  Wood  limestone  i 
70. 

Hornbeam,  369  ;  appearance, 
teristicB,  and  uses  of,  369  ; 
strength,  etc.,  of,  390. 

Hornblende,  in  granite,  14,  IE 
or  slate,  S3. 

Hone  Bridge  bed  of  Kentish 

Horse  mortar-mill,  211. 
„     shoe  iron,  273. 

Horses'  teeth  in  porphyritic 
IB. 

Horsforth  sandstone  quarries, 

Horsley  Castle  „  „ 

Hot-air  seasoning  of  timl>er,  3 
„    blast  iron,  244,  245. 
„    forge  tests  for  Lanciore  slei 
I,  „         for  wrought  iro 

268. 

Hot  lime  for  killing  knots,  43 
„  shortness  in  iron,  262. 

Howley  Park  sandstone  quatxi 

Howth  fireclay,  analysis  of,  1  j 
„      limestone  quarries,  72. 

Hoy le  House  sandstone  quarri 

Hoyston  slate  quarries,  32. 

Haddlestone  limestone  quarrii 
strength  of,  81, 

Humbie  sandstone,  tensile  e 
of,  82  ;  quarries,  43. 

Hunger  Hill  sandstone  quarrie 

Hunters  Hill       „  „ 

Hydrate  of  lime,  145. 

Hydraulic  limes,  153-155  ;  ar 
155  ;  classification  of,  154 
cination  of,  216  ;  cotnpoeil 
various,  149,  151  ;  proj 
and  composition  of  day  in 
varieties  of,  155  ;  where  gei: 
used,  186. 

Hydraulic  limestones,  effects  cau 
by  different  degrees  of  calcic 
220. 

Hydraulicity  of  limes  and  cei 
146  ;  constituents  of  limt 
which  affect,  146,  147  j  m* 
of  artificially  producing,  17: 
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Idle  sandstone  quarries,  44. 
Igneous  rocks,  13  ;  other  than  gran- 
ite, 22. 
Iguanodon  limestone  quarries,  67. 
Impact  test  for  iron,  266. 
Imperial  slates,  size,  weight,  etc.,  of, 

27. 
Improved  corrugated  tiles,  139. 
Impurities  in  pig  iron,  248. 
Inch  masts,  350. 
Inclined     cylinder    concrete  -  mixer, 

213. 
Indestructible  paint,  412. 
India  Office  tests  for  iron,  265. 
Indian  oak  or  teak,  367. 

„       red,  401. 
Indiarubber,  ^'ulcani9ed,  437. 
Indigo,  400. 
Indurating  solutions,  Ran  some's,  for 

preserving  stone,  78. 
Inferior  asphaltes,  239. 

„      encaustic  tiles,  142. 
„      terra  cotta,  127. 
Ingredients  in  mixed  paints,  propor- 
tions of,  403. 
of  varnish,  414. 
proportion  of,  for  mortar, 
188. 
„  to    form    con- 

crete, 200. 
Injurious  effect  of  lead  paint,  407. 
Inodorous  bitumen  felt,  438. 

„         paint,  409. 
Insects,    destruction    of  timber   by, 

387,  388. 
Inside  painting,  quantity  required  for, 

405. 
Intensity  of  stress  defined,  450. 
Interception  of  light  by  glass,  428. 
Interior  joinery,  timbers  useful  for, 

389. 
Intermittent  kilns  for  burning  lime, 

177. 
„  system  of  lime-burning, 

176. 
Inverary  granite  quarries,  20. 
Invert  blocks,  136. 
lona  marble  quarries,  53. 
Ipplepen  marble  quarries,  52. 
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Ireland,  fireclay  from,  analysis  of, 
122  ;  quarries  in,  granite,  21, 
limestone,  71,  marble,  54,  sand- 
stone, 47,  slate,  32  ;  varieties  of 
marble  in,  51. 

Irish  granites,  16,  81  ;  green  marble, 
34  ;  limestone  quarries,  71-73  ; 
serpentines,  34  ;  slates,  28,  30, 
32. 

Iron,  action   of  impurities  on,  248, 

249  ;  amount  of  carbon  in,  247, 

323  ;  angle,  strength  of,  304  ; 
angle,  tee,  and  other  sections,  271; 
bar,  260,  270  ;  beading,  272  ; 
Bessemer,  249  ;  best  Yorkshire, 
269,  270  ;  black  oxide  of,  paint, 
411  ;  brands  on,  281-286  ;   cast, 

250  («ee  Cast  Iron) ;  cement,  cast, 
436  ;  chain,  273  ;  channel,  271  ; 
characteristics   and  uses  of,  323, 

324  ;  chilled,  252  ;  cinder,  250; 
cold  blast,  244  ;  cold  rolled, 
261  ;  colouring  action  of,  on 
sandstones,  35  ;  common  or  mer- 
chant bar,  260,  271  ;  com- 
parative advantages  of  hot  and 
cold  blast,  245  ;  concrete,  209  ; 
contraction  of  wrought,  261 ;  cor- 
rosion and  preservation  of,  321  ; 
corrugated  sheet,  274  ;  defects  in 
\\'rought,  261  ;  description  of 
wrought,  269  ;  effect  of  carbon 
on,  247  ;  effect  of  rolling,  260  ; 
elastic  limit  of,  317  ;  factors  of 
safety  for,  312  ;  fatigue  of,  316  ; 
forge  and  foundry,  249  ;  forging, 
319  ;  galvanised,  275  ;  grey  cast, 

251  ;  hoop,  275,  278,  280  ; 
horse-shoe,  273  ;  hot  blast,  244  ; 
in  granite,  14  ;  influence  of  car- 
bon on,  247  ;  malleable,  strength 
of,  304  ;  malleable  cast,  252, 
324  ;  manufacture  of  T,  I,  and 
other  forms  of,  261  ;  market 
forms  of  wrought,  270  ;  mine, 
250  ;  mottled  cast,  250,  251  ; 
nail,  273  ;  nails,  443  ;  oak,  361  ; 
of  various  qualities,  tensile  tests 
for,  265  ;  ores  of,  243  ;  oxide  of, 
colouring  action  ou  bricks,  87, 
89  ;  oxide  of,  as  a  base  for  paints, 
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395  ;  oxide  of,  paiobi,  410 ; 
pftints,41S;  pig,  246-850;  pl&t«, 
267,  S73 ;  plates,  etrength  of, 
304  ;  pre^ervntbii  of,  321-3S3  ; 
]>roJiiction  of,  2i'A  propertiea 
of,  340  ;  pyritea  in  Ijiick  uiiiilis, 
BT,  in  HlateB,  S6  ;  quadrant, 
272  ;  rails,  price  of,  276  ;  rivet, 
S73,  304;  rolled  gilder,  27L  j 
Bheet,  267,  273,  274,278,  280; 
strength  of,  300-30S  ;  Swedish, 
269,  286  ;  tests  for  cast,  S57, 
for  wrought,  262-269 ;  to  diatin- 
giiish  steel  from,  296  ;  toughened 
cast,  252  ;  value,  relative,  of 
wrought,  S75  ;  varnish  for,  419  ; 
welding,  320  ;  white  cast,  250, 
251  ;  wire  gauge.  Whilwortli's 
standard,  341  ;  weiglit  of,  343  ; 
irorking  dresses  for,  313  ; 
wrought,  258-280,  282-286  (m« 
Wrought  Iron). 

IrODstone,  clay,  243. 

Ironwork,  bright,  how  preserved  from 

Isle  of  Man  marble  quarries,  53. 
Italian  oak,  362. 

„      or  Venetian  tiles,  140. 
Ivory  black,  399. 


Jackdaw  Craig  limestone  quarries,  70. 
Japaonen'  gold  size,  398,  434. 
Japanning,  419. 
Jamili,  "r  .■\ii.-Iruliiiii  niahoganj,  367; 

appearance,  characteristics,  market 

forma,  and  uses  of,  367  ;  weight, 

slreiiytli,  ftt.,  of,  390. 
Jennings'  improved  drain  pipes,  133. 
John's  stucco  cement  for  plastering, 

230. 
Johnson  and  Oo.'s  process  for  making 

Portland  cement,  160. 
Joiners'  biads,  441. 
Joinery,  interior,  timbers  useful  for, 

389. 
Joint,  lip,  in  terra  cotta,  126. 

„     Stanford's  patent,  for  pipes,  1 34. 
Joints,  mortar,  in  terra  cotta,  126. 


Jonction  blocks,  I36L 
Junctions  for  pipes,  doable  and  sin^ 
132. 


Kaolin,  16. 

Kawrie,  Cowrie,  or  Condie  pine,  339 ; 

WLi-lit,  >n,.i,-tli,  etc,  of,  390. 

Kl<;ul-'s  CL-iiR'iil    I'oi'    plastering,  229  ; 

«-dght^f,242. 
Keinton  limestone  quames,  69. 
Kemnaj  granite  „  20. 

Kenmare  limestone      „  78. 

Kenuack  Cove  Boq>ciitiiiL',  34. 
K'ltitish  Ka^,  64  ;  absorption  of,  63 ; 
analysis   of,   66  ;    beds   of,  64  ; 
qnarries,  66  ;  weight  of,  84. 
Kenton  sandstone,  abeorpttoQ  of,  83  ; 
quarries,    44 ;    resistance   of,  to 
crashing,  61. 
Kerb  bricks,  119. 
Kerf',  8. 

Kerr  sandstone  quarries,  40. 
Ketton  limestone,  absorption  of,  83  ; 

quarries,  69  ;  strength  of,  81. 
Ketton  Bag  limestone,  quarries,  69  ; 

strength  of,  61. 
Kilbride,  East,  cement,  159. 

„        lime,  155. 
Kilkenny      marble,     quarries,    54 ; 

strength  of,  69. 
Killiiloe,iiu[>erial  Slate  Co. 's  quarries, 

32,  slatta,  strength  of,  81. 
Killamey  limeatune  qnarries,  73. 
Killea  sandstime  „        47. 

Eilley  Park  marble  qnairies,  52. 
Killin  serpentine,  34, 
Kilmaltock  limestone  quarries,  73. 
Kilmarnock  lirebriuka,  123  ;  analysis 

of  clay  for,  122. 
Kiln-burning  bricks,  98;  comparative 
advantages  of  clamp  and,  99. 
„     burnt    bricks,  clasBi6cation    o(^ 
106  ;  method  of  distingniah- 
info  Ill- 
Kilns  for  burning  bricks,  Bull's  patent 
semi-continuous,  103       chjjoIhj 
or    ovens,    103;   Dutch,    98; 
Hoffinann's,  desoriptuni  of^  101 ; 
other  forms  o^  108  ;  Sooteh,  98. 
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Kilns  for  burning   cement,  Michele- 
Johnson,  180  ;  Portland,  179  ; 
Roman,  180. 
„  for  burning  lime,  continuous  and 
draw,  176  ;  flare,  176, 177  ;  in- 
termittent, 176, 177  ;  perpetual, 
running,  sow,  and  tunnel,  176. 
Kilrush  sandstone  quarries,  47, 
King's  yellow,  400. 
Kingstown  granite  quarries,  21. 
Kingswell         „  „         20. 

Kinsteary  „  „         20. 

Kintail  marble  „         54. 

Kirby  Ireleth  slate       „  31. 

Kirkaldy's,  Mr.,  experiments  on  iron 

and  steel,  263. 
Kirkstall  sandstone  quarries,  44. 
Knockley        „  „         46. 

Knockroe  slate  quarries,  32. 
Knotting,  hot   lime,    434  ;  ordinary 

and  patent,  434. 
Kremnitz  or  Krems  white,  393. 
Kuhlmann*8  process    for    preserving 

stone,  78. 
Kyan's  process  for  preserving  timber, 
381. 


La  Moye  granite  quarries,  19. 
La  Perruque  „  „       19. 

Lac  for  varnish,   415  ;    seed,  shell, 

and  stick,  415. 
Lacquer    for    brass    and    hardwood, 

418. 
Lacquers,  or  spirit  varnishes,  416. 
Ladder  poles,  350. 
Ladies  slates,  cost,  size,  weight,  etc., 

of,  27  ;  thickness  of,  28. 
Lakes,  as  colouring  pigments,  402  ; 

Brazil    wood,    drop,   carminated, 

Chinese,     Florentine,    Hamburg, 

Roman,  scarlet,  Venetian,  402  ; 

yellow,  400. 
Laminated  lead,  328. 
Lamoma  granite  quarries,  19. 
Lampblack,  399. 
Lancashire  red  pressed  facing  bricks, 

109  ;  size  and  weight  of,  112. 
Land  rag  bed  of  Kentish  Rag,  65. 
Landore  Siemens-steel,  291. 


Landore  steel.   Admiralty  tests    for, 
297  ;     brands    on,    299  ; 
tensile  strength  and  duc- 
tility of,  309. 
Lanesborough  limestone  quarries,  73. 
Langdale  slate  quarries,  31, 
Lanrick  slate  quarries,  32. 
Larch,  358  ;  age  of,  for  felling,  346  ; 
appearance,   characteristics,     and 
uses,  358  ;  weight  and  strength 
of,  390. 
Larches,    American,   Hacmatack     or 

Tamarak,  358. 
Lath  nails,  442. 

„     work,  selenitic  plaster  for,  232. 
Latham's,  Mr.  Baldwin,  directions  for 
forming     bends     and    junctions, 
132. 
Laths,  437  ;  plasterers',  market  forms 
and  thickness  of,  437  ;  slate   or 
tiling,  437. 
Latt  sandstone  quarries,  47. 
Launceston  slate  quarries,  31. 
Layers  of  sandstone,  thickness  of,  36. 
Lading  asphalte,  236. 
„       concrete,  203. 
Lazonby  sandstone  quarries,  40. 
Lead,    327-331  ;    acetate    of,   398  ; 
actionof  water  upon,  328  ;  and 
tin,  melting  ])oint8  of  alloys  of, 
341 ;  cast,  327  ;  concrete,  209  ; 
encased  pipes,  Haines's  patent, 
329,    330  ;    fret,    330,    331  ; 
genuine  dry  white,  393  ;  glaz- 
ing,    129  ;    laminated,    328  ; 
market  forms  of,  327  ;  milled, 
327  ;    old  white,    394  ;    ores 
of,    galena,    327  ;     oxide    of, 
398. 
Lead  paint,  403  ;  injurious  effect  of, 
407  ;  mixing,  406  ;  white  and 
coloured,  406. 
„  pipes,  328  ;  coating  of,  to  pre- 
vent poisoning,  329  ;  size  and 
weights  of,  329,  330. 
„  pipes,  encased,  329  ;  weight  and 

strength  of,  330. 

„  properties  and  uses  of,  327,  340. 

„  red,  adulteration  of,  tests  for  and 

uses  of,  394  ;  as  a  base,  394  ;  as 

a  drier,  398  ;  as  a  pigment,  401. 
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Lead  sheets,  327  ;  weight  and  thick- 
ness of,  327. 
sugar  of,  398,  415. 
weight  of,  343. 

white,  adulteration  of,  393  ;  as 
a  base,  393  ;  market  forms  of, 
393  ;  old,   394  ;  uses,  advan- 
tages and  disadvantages  of,  394. 
Le  Mesurier^s  concrete  machine,  214. 
Leaf,  gold,  435  ;  Dutch,  foreign,  and 
pale,  435. 
„     wood,  359  ;  classification  of,  348. 
Lecarrow  limestone  quarries,  73. 
Lee    Moor    firebricks,    124  ;  absorp- 
tion, resistance  to  com- 
pression and  weight  of, 
124. 
„         granite  quarries,  19. 
Leicestershire  granite,  16. 
Lemon  chrome,  400. 
Lersclip  limestone  quarries,  73. 
Lethirium,  extract  of,  420. 
Letterfrack  serpentine,  34. 
Lettemapliy  marble  quarries,  54. 
Lias  cement,  230. 

lime,  155 ;  strength  of,  171,  189. 
limestone,  quarries,  69  ;  weight 

of,  84. 
sandstone  quarries,  39. 
Lichens,  action  of,  on  stone,  10. 
Lidded  pipes,  133. 
Light,  interception  of,  hj  glass,  428. 

„  red,  as  a  pigment,  401. 
Lime,  air-slaking  of,  146  ;  amount  of, 
in  fireclay,  122  ;  and  cement 
burning,  176  ;  artificial  hydrau- 
lic, 155;  Barrow  lias,  strength 
of,  171  ;  Burham,  strength  of, 
171  ;  calcination  of,  145,  216  ; 
carbonate  of,  146 ;  caustic  or 
quick,  145  ;  dead-burnt,  182  ; 
description  of,  to  be  used  in  mor- 
tar, 185  ;  eflfect  of,  on  clay  for 
brickmaking,  86 ;  flare-burnt, 
182  ;  grey  chalk  or  stone,  155  ; 
ground,  191  ;  hot,  for  killing 
knots,  434  ;  hydrate  of,  145  ; 
hydraulic,  to  be  used  for  impor- 
tant works,  186  ;  hydraulicity  of, 
146  ;  kilns,  classes  of  and  opera- 
tion of  burning,  176-179  ;  lias, 
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155,    171  ;    mixture    of  cement 
and,  196.     Mortar  made  from  fit, 
217,  evils  of,    185,   made   horn. 
selenitised,    194.      Nature  o^  for 
selenitic  cement,    170  ;  quantity 
required  for  mortar,  193;  selenitic 
mortar  made  with  ordinary,  195 ; 
slaking  and  setting  of,  145, 146 ; 
superphosphate  of,  for  preserving 
stone,   80  ;  varieties  of,  in  com- 
mon   use,     154 ;     white    chalk, 
strength  of,  171. 

Limes  and  cements,  analysis  of,  225  ; 
classification  of,  148  ;  dangeroas, 
182  ;  how  produced,  145  ;  weight 
of,  242. 

Limes,  calcination  of  pure  or  fat,  216  ; 
fat,  154  ;  fat,  should  only  be 
used  for  inferior  work,  185  ;  fat, 
stained,  152  ;  hydraulic,  153- 
155,  classification  of,  154  ;  con- 
taining clay,  218  ;  poor,  152, 
composition  of,  149  ;  rich  or  fat, 
152,  216,  composition  of,  149. 

Limerick  limestone,  quarries,  73 ; 
marble  quarries,  54 ;  strength  of, 
81. 

Limestones,  49-73  ;  absorption  of, 
83  ;  action  of  foreign  constituents 
in,  216;  carboniferous,  155; 
classification  of,  50  ;  colour  of, 
67-73  ;  compact,  56  ;  composi- 
tion of  various,  149-151  ;  consti- 
tuents of,  which  affect  hydraulicity, 
146,  147  ;  granular,  56;  hydrau- 
lic, 220 ;  magnesian,  57,  69, 155  ; 
manufacture  of  Portland  cement 
from,  161  ;  quarries,  principal,  in 
Qreat  Britain  and  Ireland,  67- 
73  ;  shelly,  57  ;  strength  of,  81  ; 
weight  of,  67-73,  84  ;  where  used 
for  building,  and  remarks,  67-73. 

Limit,  elastic,  defined,  451  ;  of  cast 
iron,  wrought  iron,  and  steel, 
317. 

Limit  of  elasticity  defined,  315-317. 

„      to   increase  of   strength  with 

age  of  Portland  cement,  169. 

Linmer  asphalte,  239. 

Limnoria  terebrans,  387. 

Lindrop  sandstone  quanieSy  44. 
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Lingen  field  sandstone  quarries,  44. 
Lining  paper  for  walls,  430. 
Linseed  oil,  395  ;    boiled  and  raw, 
396  ;  boiling,  415  ;  uses  of,  396. 
Lioch  sandstone  quarries,  46. 
Liquid  asphalte,  Bamett's,  239. 

enamels,  Szerelmey^s,  412. 
petrifying,  as   a   preservative 

for  stone,  80. 
process  of  laying  Val  de  Tra- 

vers  asphalte,  238. 
stains,  419. 

Szerelmey's  stone,  as  a  pre- 
servative for  stone,  79. 
Lisbury  limestone  quarries,  73. 
Lismore         „  „        73;  sand- 

stone quarries,  47. 
Lisnaskea  sandstone  quarries,  47. 
List  brands  on  iron,  282. 
Listowel     limestone,    quarries,    73  ; 

strength  of,  81. 
Litharge  as  a  drier,  398,  415. 
Little  Island  limestone  quarries,  73. 
Live  and  moving  loads,  317,  318. 
„     load  defined,  449. 
„     oak,  361. 
Liver  rock,  35. 
Lizard  serpentine,  34. 
Llanfair  Royal  Slate  Co.*s  quarries,  31. 
Llangollen  Slate  Co.*8  „        31. 

Llechwedd  slate  quarries,  31. 
Lloyd's  tests  for  steel,  297. 
Load  Bridge  limestone  quarries,  69. 
Load,  defined,  449  ;  breaking,  dead, 
and  live,  449  ;  proof  and  work- 
ing,   450  ;    set    caused    by    con- 
tinued, 316. 
Loads,   live    and  moving,    317  ;    re- 
peated, 318  ;  repeated  or  falling, 
test  for  steel  rails,  297. 
Loam,  castings  in,  254. 
Loams    for    brickmaking,    87,    89  ; 

analysis  of,  88. 
Lochee  sandstone  quarries,  46. 
Log  of  timber,  350. 
Longannet  sandstone  quarries,  44,  46. 


Longford           „ 

» 

47. 

Longhaven  granite 

w 

20. 

Longridge  sandstone 

•  Jl 

44. 

Longwood  Edge    „ 

» 

44. 

Lough  granite 

» 

2L 

Lundy  Island  granite  quarries,  19. 
Lycoris  fucata,  388. 


M 

Machine-made  bricks,  method  of  dis- 
tinguishing, from  clamp  and 
kiln-burnt.  111. 
„       moulding  bricks,  93. 
„       wrought  nails,  patent,  440. 
Machines  for  brickmaking,  dry  clay, 
94  ;  plastic  clay,  93. 
„         for  mixing  concrete,    212- 
216  ;    American,    216 
inclined  cylinder,  213 
Le      Mesurier^s,      214 
Messent's    patent,   213 
Ridley's    and    Stoney's, 
216. 
„         for    mixing    mortar,    210- 
212  ;    hand   mill,   212  ; 
horse   mill,    211  ;    mill 
driven  by  steam  power, 
210  ;      portable      mill, 
211. 
„         for   testing    cement,    172- 
175  ;  Adie's,  172,  173 
Michele's,     174,     175 
Reid  and  Bailey's,  175 
Thurston's,  175. 
„         for  testing  iron,  265. 
Madrepore  marbles,  51. 
Maenoflfem  slate  quarries,  31. 
Magnesia,    carbonate    of,    148,    156, 
223  ;    colouring    action    of,    on 
bricks,  89  ;  in  brick   clays,  88 
in  fireclay,  122. 
Magnesian  limestones,  analysis  of,  58 
colour  of,  69,   70  ;    composition 
of,  57  ;  crushing  weight  of,  81 
hydraulic  limes  from,  155  ;  quar- 
ries, 69,  70  ;    structure  of,  58 
weight  of,  69,  70,  84 ;  where  used, 
and  remarks  on,  69,  70. 
Magnetic  iron  ore,  244. 

„         paint,  Pulford's,  411. 
Mahogany,    366  ;    AMcan    teak    or, 

362  ;  Cuba  or  Spanish, 
367. 
„  Honduras,  366  ;  appear- 

ance,     characteristics, 
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and     uses     of,     366 ; 
market  fonns  of,  367. 
Jarrali  or  Australian,  367. 
Marks   and    brands   on, 

373. 
Mexican,  Nassau,  and  St 

Domingo,  367. 
purposes  for  which  it  is 

useful,  389. 
resistance     to     crushing 

across  fibres,  391. 
stain,  420. 

weight,  strength,  etc,  of, 
390. 
Main  Bridge   bed   of  Kentish   Eag, 

65. 
Majolica  tiles,  143. 
Malachite,  402. 
Malleability  defined,  452. 
Malleable  cast  iron,  252  ;  character- 
istics and  uses  of,  324. 
iron,  tensile  strength  and 
ductility  of  various  de- 
scriptions, 304. 
nails,  439. 
Mallet's  buckled  plates,  273. 
Mallow  limestone  quarries,  73  ;  sand- 
stone quarries,  47. 
Malm,  88  ;  preparation  of,  91. 

„      bricks,  9 1 ;  absorption  of,  1 1 4 ; 
price  of,  105. 
Manganese,  effect  of,  on  cast  iron,  248. 
„         oxide  and  sulphate  of,  as 
driers,  398. 
Manger  bricks,  120. 
Manley  sandstone  quarries,  40. 
Mansfield   stone,  38  ;   absorption  of, 
83);  quarries,  39 ;    red, 
white,  and  where  used, 
38  ;  strength  of,  81. 
„         Woodhouse  limestone,  66  ; 
chemical       composition, 
uses,  and  where  used,  66. 
„         yellow,  limestone,  6  6 ;  quar- 
ries, 70. 
Manufacture  of  Portland  cement  from 

chalk  and  day,  160  ; 
from    limestone    and 
clay  or  shale,  161. 
of  T  and  I  irons,  261. 
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Marble,  absorption  of,  83 ;  desoip' 
tion  of,  50  ;  different  foims  ol 
51  ;  Marezzo,  234  ;  quarries,  5i- 
55  ;  Rusf  8  vitrified,  76  ;  tess^ 
strength  of,  82 ;  uses  d^  51; 
weight  of,  84. 

Marbles,  50-55  ;  ancient,  enciimL 
Madrepore,  and  shell,  51 ;  iiri- 
ficial,  233,  234  ;  continental,  53 : 
English,  52  ;  Irish,  54 ;  Scotd. 
53;  resistance  of,  to  crusliiDg^SL 

Marcasite  in  granite,  14;  in  8late^ 
26. 

Marchionesses  slates,  cost,  weight,  etc 
of,  27  ;  thickness  of,  2a 

Marezzo  marble,  234. 

Margary's  process  for  preserving  tia- 
ber,  382. 

Marine  glue,  433. 
„       green,  402. 

Markfield  granite  quarries,  19. 

Marks  and  brands  on  iron,  pig,  281, 

wrought,  282- 
286. 
on  steel,  298,  299. 
on     timber,    369- 
373. 

Marls  for  brickmaking,  87,  89. 

Martin's  cement,  229. 

Marvel  fluid,  420. 

Maryport  slate  quarries,  3 1 . 

Masons'  tools,  tempering,  293. 

Massicot,  398. 

Mastic,  236;  asphalte,  239. 
for  varnish,  416. 
Hamelin's,  230. 

Mastics,  230. 

Masts,  hand  and  inch,  350. 

Material,  cementing,  to  be  nsed  for 

concrete,  205. 

„         Dennett's  fireproof,  235. 

Materials  used  by  plasterers,  228 ; 
for  ordinary  plastering,  230 ; 
quantity  required  for  plastering 
and  rendering,  241. 

Matheson's,  Mr.,  remarks  on  tests  for 
cast  iron,  258. 

Matlock  Moor  sandstone  quarries,  44. 

Matrix  for  concrete,  198. 

M'Dougal's  patent  for  coating  lead 
pipes,  329. 
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M*Neile*8  process  for  seasoning  timber, 
376. 

Mealougbmore  slate  quarries,  32. 

Meal  wood  limestone       „       73. 

Mean  Wood  sandstone    „       44. 

Means  for  testing  tensile  strength  of 
cement,  172. 

Measuring  timber  deals,  method  of, 
373. 

Medina  cement,  158  ;  strength  of, 
159,  189  ;  weight  of,  242. 

Medullary  rays  in  timber,  344. 

Meelick  limestone  quarries,  73. 

Melting  points  of  alloys  of  lead  and 

tin,  341. 
„  „      of  solders,  338. 

Memel  fir,  weight,  strength,  etc.,  of, 
390  ;  deals,  353  ;  timber,  352. 

Mento  marble  quarries,  54. 

Merchant  bar  iron,  260. 

Merlin  Park  marble  quarries,  54. 

Merrivale  granite  quarries,  19. 

Mersey  Company's  steel,  strength  and 
ductility  of,  308. 

Messenfs  concrete-mixer,  213. 

Metal,  Babbit's,  336  ;  bell  and  bronze, 
335,  336  ;  gauge,  Birmingham, 
343  ;  Gedge's,  336  ;  gun,  335, 
336 ;  homogeneous,  293  ;  Muntz, 
335,  336,  340  ;  screws  for,  446  ; 
sterro,  336  ;  work,  black  var- 
nish for,  419. 

Metals,  242-343  ;  contraction  of,  in 
cooling,  341  ;  fluxes  used  for, 
339  ;  pot,  428  ;  properties  of 
useful,  340  ;  weight  of  different, 
343  ;  welding,  320. 

Metallic  cement  for  plastering,  230. 
„       oxides,  148. 

Metamorphic  sandstones,  36. 

Methylated  spirits  of  wine  in  varnish, 
415. 

Metropolitan  Main  Drainage  Works, 
cement  used  on,  162-166  ;  com- 
position of  concrete  used  at,  201. 

Mexican  mahogany,  367. 

Mica  in  granite,  13,  14  ;  schist  or 
slate,  23. 

Micaceous  sandstones,  36. 

Michele-Johnson  kiln  for  cement,  180. 

Michele's  cement-testing  machine,  174. 
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Micklefield  limestone  quarries,  70.  • 

Middle  chrome,  400. 

Midland  brands  on  iron,  284. 

Mild  clays  for  brickmaking,  87. 
„     steel,  292. 

Mill  Hill  granite  quarries,  19. 

MUled  lead,  327. 

Minard  sandstone  quarries,  47. 

Mine  iron,  250. 

Minera  sandstone  quarries,  44. 

Mineral  green,  402. 
„  pitch,  239. 
„       tar,  438. 

Mirror-iron,  190. 

Misshapen  bricks,  103,  104. 

Mixing  lead  paint,  406. 

materials  for   concrete,  202  ; 

for  mortar,  190,  191. 
Portland  cement,  169. 
Seyssel  asphalte,  238. 
varnishes,  416,  417. 

Mixture  of  lime  and  cement  for  mor- 
tar, 196. 

Moderately  quick  cements,  150. 

Modulus  of  elasticity  defined,  451. 

Moisture,  glues  to  resist,  433. 

Molluscs,  action  of,  on  stone,  10. 

Mona  marble  quarries,  53. 

Moneen  limestone  quarries,  73. 

Money  Point  sandstone  quarries,  47. 

Monte  marble  quarries,  54. 

Montrotier  asphalte,  239. 

Moor  Quarry  sandstone  quarries,  44. 

Mora,  369  ;  appearance,  characteris- 
tics, market  forms,  and  uses  of, 
369  ;  weight,  strength,  etc.,  of, 
390. 

Mordant,  420. 

Morley  sandstone  quarries,  44. 

Morley  Moor  standstone  quarries,  44 ; 
strength  of,  81. 

Mortar,  185-197  ;  bulk  of,  produced 
from  given  quantities  of  materials, 
192,  193  ;  cement,  185  ;  compo- 
sition of,  185  ;  effect  of  different 
proportions  of  sand  in,  189  ;  evils 
of  fet  lime,  185  ;  grout,  197  ;  in 
brickwork,  Qeneral  Scott's  pro- 
portions for,  190  ;  joints  for 
terracotta,  126  ;  made  from  fat 
lime,  217,  from  given  quantities 
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Mortar — wnXinMLni, 

of  lime,  cement,  and  sand,  193, 
with  ordinary  lime,  195,  lime  or 
cement  to  be  used  with,  186  ; 
mill  for  preparing  selenitic,  194  ; 
mills  for  mixing,  driven  by  steam 
power,  210,  hand,  212,  horse 
and  portable,  211  ;  mixing 
machinery,  210  -  212  ;  mixed 
separately  for  concrete,  203 ;  mix- 
ing, 191  ;  ordinary,  185  ;  pre- 
cautions in  using,  197  ;  prepara- 
tion and  mixing  of,  190  ;  pro- 
portion of  ingredients,  189  ;  sand 
to  be  used  in,  186  ;  substitutes 
for  sand  in,  187;  selenitic,  194, 
made  with  selenitised  lime  or 
selenitic  cement,  194,  with  ordi- 
nary lime,  195  ;  strength  of,  as 
compared  with  bricks  in  a  wall, 
188  ;  uses  of,  185  ;  water  to  be 
used  in,  187. 

Mortars  made  from  various  cements, 
showing  effect  of  different 
proportions  of  sand  in,  1 89. 
„       pozzuolana,  172. 

Mosaic  paving  slabs,  uses  of,  143. 

Moss  and  Gamble's  cast-steel,  strength 
and  ductility  of,  308. 

Mottled  cast  iron,  251  ;  pig  iron,  250. 

Mould  press,  cement,  173. 

„  split  cement,  173. 

Moulded  bricks,  109  ;  cornice,  118. 

Moulding    bricks,    hand,    91  ;    ma- 
chine, 93  ;  sand  and  slop,  92. 

Mountain  green,  402. 

Mount  Mado  granite  quarries,  19. 

Mountmellick  sandstone   „       48. 

Mountsorrel    granite,   quarries,    19  ; 
strength  of,  81. 

Mo'V'ing  and  live  loads,  317. 

Mubb  Hill  limestone  quarries,  73. 

Mulgrave's  cement,  159. 

Mullaghglass  granite  quarries,  21. 

MuUer  for  grinding  paint,  407. 

Munlochy  sandstone  quarries,  46. 

Muntz  metal,   335  ;  composition  of, 
336  ;  properties  of,  340. 

Mushet's  process,  290. 

Mylnefield   or   Ringoodie    sandstone 
quarries,  46. 
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Nail  iron,  273  ;  rods,  price  of,  276. 

Nails,  439  ;  adhesive  force  o^  444 ; 
cast,  439  ;  clasp,  440 ;  clout, 
composition  and  copper,  441 ; 
Cordes'  patent  wrought,  443  ;  cut, 

439  ;  cut  clasp,  440  ;  dog,  441 ; 
French,  441 ;  hand-wrought,  439  ; 
lath,  442  ;  malleable,  439  ;  mis- 
cellaneous, 442  ;  patent  machine- 
wrought,  440  ;  pound,  442  ;  rose, 

440  ;  slating  and  steel,  442  ;  table 
of  size  and  weights  of  different 
kinds  per  1000,  442,  443  ;  ten- 
penny,  holding  power  of,  444; 
varieties  of,  in  common  use,  440 ; 
weight  of,  442,  443 ;  wire  or 
French,  441  ;  wrought  clasp,  440. 

Nairn  sandstone  quarries,  47. 
Naples  yellow,  400. 
Naphtha  for  varnish,  395. 

paraffin  dissolved  in,  as  a  pre- 
servative for  stone,  77. 
wood,  as  a  solvent  for  varnish, 
415. 
Narberth  firebricks,  124. 
Nassau  mahogany,  367. 
Natural  bed  of  granular  limestone^ 
57. 
beds  of  stone,  9. 
cements,  156-158. 
pozzuolana,  184. 
seasoning  of  timber,  375. 
steel,  292. 
Naylor's  and  Vickers'  steel,  strength 

and  ductility  of,  307,  308. 
Nettlef old's  patent  screw,  446. 
New  Leeds  sandstone  quarry,  44. 
New  Red  sandstone  quarries,  40. 
Newbiggin  sandstone  quarry,  40. 
Newbridge  sandstone  quarries,  41. 
Newcastle  firebricks,  123  ;  analysis  of 
clay  for,  122  ;  resistance 
to    compression,    weight 
and  absorption  of,  124. 
„        white,  393. 
Newfoundland  red  pine,  358, 
Newington  Cleaves  bed  of  Kentish 

Rag,  65. 
Newport  sandstone  quarries,  48. 
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Newry  granite  quairieSy  21. 
Nidderdale  limestone  quarries,  71. 
J    Nodules  or  cement  stones,  167. 
I    Noir  Antico  marble  quarries,  56. 
^    Non-drying  oils,  396. 

Nooaff  limestone  quarries,  73. 
North  of  England  brands   on   iron, 
_  281,  285. 

„       extras  charged  for 
iron,  278. 
Owram     sandstone      quarries, 
44. 
Northamptonshire  pig  iron,  281. 
Northern  pine,  351. 
Northfield  sandstone  quarries,  40. 
Norway  timber,  353. 
Norwegian   deals,    354  ;    marks  and 

brands  on  timber,  373. 
Nottingham  patent  bricks,  108. 

„  white,  393. 

Nut  oil,  397. 
Nuts  and  bolts,  448. 
Nyland  deals,  354. 

0 

Oak,  .359  ;  age  for  felling,  346 ;  ap- 
X)earance,  characteristics,  com- 
parison of  the  different  varie- 
ties, and  uses  of,  360. 

„     African,  teak  or  mahogany,  362. 

„     American    White    or    Pasture, 
361  ;  appearance,  characteris- 
tics, market  forms  and  uses  of, 
361. 
Baltimore,  361. 

British,  359  ;  cluster-fruited  or 
bay,  369  ;  Durmast,  360  ; 
stalk-fruited  or  old  English, 
359. 

„     Canadian  or  red,  361. 

„     clap  boarding,  362. 

„     conversion  of,  386. 

„     Dantzic,  361  ;  appearance,  mar- 
ket forms,  and  uses  of,  361. 

„     Durmast,  360. 

„     felling  of,  361. 

„     French,  362. 

„     how  supplied  to  H.M.  Dockyards, 
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350. 
„    iron,  361. 

B.  C- 


Oak,  Italian  or  Sardinian,  362. 
„     live,  361. 


» 


purposes  for  which  it  is  useful, 
389. 
„     resistance    to    cnishing    across 

fibres  and  shearing,  391. 
„     Riga,  362. 
„     stain,  420. 
varnish,  418. 


» 
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„     wainscot,  362. 
„     weight  and  strength  of,  390. 
Oakeley  slate  quarries,  31. 
Oban  granite     '    „        20. 
Obscured  glass,  427. 
Ochil  Hills  serpentine,  34. 
Ochre,     brown,    401  ;     chrome    and 
orange,     402  ;       Oxford,     400  ; 
Spanish,  402  ;  spruce,  stone,  and 
yellow,  400. 
Oil,  as  a  preservative  for  stone,  77  ; 
boiled,  for  zinc  paint,  397  ;  dark 
drying,  396  ;  drying  for  common 
work,  397  ;  gold  size,  434  ;  hard- 
ening   and   tempering    steel   in, 
296  ;  linseed,  395,  boiled,   396, 
415,    raw,   396  ;    of  turpentine, 
395,  397  ;  nut,  pale  drying,  and 
poppy,  397. 
„  varnishes,    415  ;    mixing,    416  ; 
receipts  for,  417. 
Oils   as   a  vehicle  for   paint<«,  395  ; 
drying    and     non-drying,    395  ; 
fixed   and    volatile,  or   essential, 
395. 
Old  English  oak,  359. 

„   paint,  cleaning,  420. 
Old  Red  sandstone  quarries,  46-48. 

„  white  lead,  394. 
Oligoolase,  13. 

One  Ash  marble  quarries,  52. 
Oolitic  limestone       „        67-69. 

„      sandstone       „        39. 
Opaque  glazes,  1 30. 
Opercular  or  lidded  pipes,  133. 
Orange  chrome,  400,  402  ;  ochre  and 

red,  402. 
Oranges,     colouring     pigments     for, 

402. 
Ordinary  building  bricks,  103,  104, 
116. 
iron  pyrites  in  slates,  26. 

2  I 
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Ordinary  lime,  selenitic  mortar  made 
with,  195. 
mortar,  composition  of,  185. 
tarring,  413. 
Ore,   magnetic    iron,    244 ;   spatliic, 

244. 
Oregon  or  Douglas  pine,  359. 
Ores,  243  ;  blackband  and  brown  hae- 
matite, 244  ;  clay  ironstone,  243  ; 
of  copper,    325  ;  of  iron,  243  ; 
of  lead,  galena,  327  ;  of  metals, 

243  ;  red  haematite  and  spathic, 

244  ;  smelting   of,   344  ;  of  tin, 
333  ;  of  zinc,  331. 

Oreston  marble  quarries,  52. 

Organic  matter  in  brick  clays,  88. 

Ornamental  bricks,  Pether's,  109. 

Ornaments,  plaster,  234 ;  composi- 
tion, 235. 

Orpiment,  yellow,  400. 

Orthoclase,  13. 

Osborne  and  Company's  steel,  tensile 
strength  and  ductility  of,  307. 

Osmotherley  sandstone  quarries,  40. 

Oughterard  granite  „        21. 

Outside  painting,  quantity  required 
for,  405. 

Overbumt  limes  and  cements,  182. 

Overheating  forgings,  319. 

Oxalate  of  alumina  as  a  preservative 
for  limestone,  80. 

Oxford  ochre,  400. 

Oxidation  of  copper,  326. 

Oxide  of  iron  as  a  base  for  paints, 
395  ;  colouring  action  of,  87, 
89  ;  in  brick  clay,  88  ;  paints, 
410,  black,  purple,  brown,  and 
silicate,  411. 

Oxide  of  lead  as  a  drier,  398. 

„       of    manganese   as  a    drier, 

398. 
„       of  zinc  as  a  base  for  paints, 
uses  of,  394,  395. 

Oxides,  metallic,  in  limestones,  148. 

Oxygen,  action  of,  on  stones,  3. 

Oxy-sulphide  of  zinc  in  paint,  395. 


Packing  for  concrete,  200. 
Painswick  limestone  quarries,  69. 


Paint,  anti-corrosion,  4 1 1  ;  as  a  pre- 
servative for  stone,  7  7 ;  BessemerV 
gold,  435  ;  black  oxide  of  iron, 
411  ;  cleaning  old,  420  ;  enamel, 

411  ;  granitic,  412  ;  granulated 
cork,  413  ;  Griffith's  patent  sili- 
cate enamelling,  412;  Griffith's 
patent  white,  410  ;  indestructible, 

412  ;  injurious  effect  of  lead,  407; 
inodorous,  409  ;  lead,  403  ;  mix- 
ing lead,  406 ;  Pulford's  magnetic, 
411  ;    silicate   oxide,    411  ;    tar, 

413  ;  titanic,  411  ;  wash  for  re- 
moving, 420  ;  white  lead,  406  ; 
white,  quantity  required  to  cover 
100  square  yaixls,  405;  Wolston's 
Torbay,  410  ;  zinc,  407. 

Painter's  putty,  436, 
Painting  as  a  preservative  for  iron, 
322  ;  for  timber,  380. 
„         felt  for  exterior  work,  439. 
„         wall  papers,  431. 
Paints  and  varnishes,  392-420. 

„      bituminous,    412  ;     coloured, 
408  ;    coloured     lead,    406  ; 
iron,      Szerelmey's,         412 ; 
mixed,     proportion     of     in- 
gredients    in,     403  ;      oxide 
of  iron,  410  ;    pigments   for 
coloured,  408  ;  silicate,  412  ; 
special,  409-413. 
Pale  amber  varnish,  418  ;  diying  oil, 
397. 
„     leaf  gold,  435. 
Pallas  Kenry  marble  quarries,  54. 
Pallette  bricks,  109. 
Panelling,  timbers  useful  for,  389. 
Pantiles,  139. 
Paper,  lining  for  walls,  430. 

„      varnish  for,  419. 
Paperhanging,  429-431 ;  uses  of,  431. 
Paperhangings,  washable,  431. 
Papers  for  papering  walls,  429,  430  ; 
colours  used  for,  430  ;  common 
or  pulp,  429 ;  different  classes  of, 
distinction   in  appearance,   429  ; 
English,  430;  flock, 429;  French, 
430 ;    market    forms    of,    430  ; 
printing,  429  ;  satin,  429  ;  var- 
nishing and  painting  wall,  431. 
Papier-mach^  235. 
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Paraffin  as  a  preservative  for  stone, 

77. 
Parchment  size,  434. 
Parian  cement,  229  ;  weight  of,  242. 

„       marble  quarries,  55. 
Paris,  plaster  of,  228. 
Park  sandstone  quarries,  48. 
„     Nook   limestone,  quarries,  70  ; 

strength  of,  81. 
„     Quarry  (New  Malton)  sandstone 
quarries,  39. 
Quarry  (Toxall)  sandstone  quar- 
ries, 40. 
Spring  sandstone,  absorption  of, 
83  ;  quarries,  39  ;  resistance 
of,  to  crushing,  81. 
Parkfield  sandstone  quarries,  40. 
Parker's  or  Roman  cement,  157. 
Parsonstown  limestone  quarries,  73. 
Paste,  435. 
Pasture  oak,  361. 
Patent  knotting,  434  ;  size,  433. 
Patterns,    timbers    useful   for,    389  ; 

used  in  castings,  253. 
Paving  bricks,  118. 

slabs,  mosaic,  143. 
tiles,  138. 
Paviors,  hard  and   facing,  description 

and  price  of,  105. 
Payne's  process  for  pre8er\'ing  timber, 

382. 
Pegs,  tile,  442. 

Pelsea  bed  of  Kentish  Rag,  65. 
Penmaenmawr  stone,  23. 
Penricca  slate  quarries,  31. 
Penrith  sandstone  „      40. 
Penrhyn  slate  quarries,  31. 
Penryn  granite  quanies,  19. 
Pensher  sandstone  quarries,  44. 
Percy's,  Dr.,  remarks  on  influence  of  car- 
bon in  iron,  247. 
„  „       on  vibration,  318. 

Perforated  air  bricks,  134. 
bricks,  117. 
glass,  427. 
Permanent  set,  false,  316. 
Permian,  Upper,  sandstone  quarries, 

41. 
Perpetual  kiln  for  lime  burning,  176. 
Persian  red  as  a  colouring  pigment, 
401. 
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Perthshire  serpentine,  34. 
Peterhead  granite,  colour,  weight  of, 
and  quarries,  20;  resistance  of,  to 
crushing,    81  ;   resistance    of,   to 
wear,  84. 
Pether's  ornamental  bricks,  109. 
Petit  Tor  marble  quarries,  52. 
Petrifying  liquid  as  a  preservative  for 

stone,  80. 
Petworth  marble  quarries,  52. 
Pew  Tor  granite         „        19. 
Pewter,  337. 

Pholas  dactylus  mollusc,  10. 
Phosphor  bronze,  335  ;  properties  of, 

340. 
Phosphorus,  effect  of,  on  iron,  248. 
Physical  structure  of  stone,  4. 
Pickling  iron,  322. 
Pierre,  carton,  235. 
Pig  iron,  246-250,252,  281  ;  brands 
on,  281  ;  classification  of,   249  ; 
descriptions  of,  for  castings,  252  ; 
different  materials  produced  from, 
246  ;  foreign  substances  in,  246  ; 
hoomatite,    281  ;     impurities    in, 
248,  249  ;  Northamptonshire  and 
Staffordshire,  281. 
Pigments   for    coloured  paints,   408, 
409. 
„  for    colouring,    393,    399- 

402. 
Piles,  timber  useful  for,  389, 
Pillough  sandstone  quarries,  45. 
Pine,  349. 
„     American,  354  ;  red,  354  ;  ap- 
pearance,      charac- 
teristics,       market 
forms,     uses,     and 
where  found,  355. 
American  yellow,  355  ;  appear- 
ance,   characteristics,  market 
forms,  and  uses  of,  355  ;  clas- 
sification of,  356. 
Canada  red,  354. 
„     Kawrie,  Cowrie,  or  Cowdie,  359  ; 
appearance,  characteristics,  and 
uses  of,  359. 
„     Newfoundland  red,  358. 
„     Northern,  351. 

Oregon  or  Douglas,  359. 
pitch,  356  ;  appearance,  charac- 
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Pine — continued, 

teristicsy  and  uses  of,   356  ; 
market  forms  of,  357. 
Quebec  yellow,  356. 
resistance     to     crushing    across 
fibres  and  to  shearing,  391.  i 
weight,  strength,  etc,  of,  390. 
wood,  348,  351  ;  characteristics 
and  examples  of,  348. 
Pink,  brown,  401  ;   Dutch  and  rose, 

402. 
Pipes,  130  ;  agricultural  drain,.  131  ; 
capped,  133  ;  cast-iron,  examina- 
tion of  castings,  257  ;  channel, 
137  ;  chimney  flue,  136  ;  Jen- 
nings' improved  patent  drain,  133; 
junctions  for,  132  ;  lead,  328  ; 
lead,  coating  to  prevent  poison- 
ing, 329  ;  lead,  size,  weight,  and 
strength  of,  328,  329  ;  lead-en- 
cased, strength  and  weight  of,  329, 
330  ;  opercular  or  lidded,  133  ; 
sewer,  socket,  and  half  socket, 
131  ;  taper,  132  ;  test  for  sewer, 
134. 
Pisolites,  56. 
Pit  sand,  183. 

Pitch,  239  ;  coal  tar  and  mineral, 
239. 
„  pine,  appearance,  characteris- 
tics, and  uses,  356  ;  mar- 
ket forms  of,  357  ;  weight, 
strength,  etc,  of,  390. 
Place  bricks,  description  and  price  of, 

105. 
Plain  tiles,  139. 
Plane  tree,   363  ;    weight,  strength, 

etc.,  of,  390. 
Planes  of  cleavage  in  clay  slates,  24. 
Planks,  Baltic,  marks  and  brands  on, 
371  ;  market  forms  of,  350  ;  of 
oak,  how  supplied  to  H.M.  Dock- 
yards, 350  ;  size  of,  350 ;  varie- 
ties of,  353,  354. 
Plaster,  fibrous,  235. 

of  Paris,  228  ;  weight  of,  242. 
ornaments,  234. 
selenitic,  232. 
Plasterers'  laths,  thickness  and  market 
forms  of,  437. 
materials  UFied  by,  228. 
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Plasterers*  putty,  232. 

„         tub    for    mixing   selenitic 
mortaTy  194. 
Plastering,  materials  used  in  ordinaiy, 
230. 
on  lath  work  with  selenitic 

plaster,  232. 
outside  work  with  selenitic 

plaster,  233. 
quantity    of  materials  re- 
quired for,  241. 
Plasters,  cements  used  for,  228. 
Plastic  clay  machines,  93. 

„      clays  for  brickmaking,  87. 
Plate,  charcoal,  273,  334. 

„     coke      and      crystallised     tin, 

334. 
„     gauge,  343. 

„     glass,  British,  425 ;  advantages 

of,  425. 
„         „        polished,  426. 
„     German,  424. 

patent   or   blown,  425 ; 
colour,     quali- 
ties, sizes,  thick- 
ness, and  weight 
of,  425. 
„      diamond  and  quar- 
ry, rough,  427. 
„     polished    British,    426 ; 
qualities,  sizes,  thick- 
ness,    and     uses    of, 
426. 
„     rough  rolled,  426 ;  plain 
and  fluted,  426 ;  sizes 
and  thickness  of,  426. 
Plate  iron,  273. 

„         forge  tests  for,  267. 
„         price     of,     276  ;     extras 
charged  for,  273,  278, 
280. 
Plate,  teme,  273  ;  tin,  334. 
Plates,  boiler,  extras  charged  for,  278, 
280  ;  flitch,  273  ;  iron,  strength 
of,  304  ;  Mallet's  buckled,  273  ; 
steel.  Admiralty  tests    for,   296, 
297,    effect  of    annealing,   311  ; 
extras  charged  for,   298,    tensile 
strength  and  ductility  of,    308; 
tin,  273. 
Platforms,  copings  for,  119. 
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PlatinuiD,  properties  of,  340. 
^Pleny,  24. 
■*PliabiUty  defined,  451. 
■«  Plinth  bricks,  118. 

*  Plumbers'  solder,  melting  points  of, 

*  proportion  of  ingredients  and  pur- 
■*'         poses  for  which  used,  338. 

*  Plymouth  marble  quarries,  52. 
it  Pocombe  „  „  52. 
>!   Pointed  screws,  patent,  446. 

fi    Poisoning  by  lead  pipes,  coating  to 

ii  prevent,  329. 

r    Poles,  scaffold  and  ladder,  350. 

I;     Polish,  French,  418. 

I     Polished  bricks,  94. 

„        plate  glass,  British,  426. 

Pomphlet  limestone  quarries,  71  ; 
slate  quarries,  32. 

Poor  limes,  152. 

Poplar,  366  ;  appearance,  character- 
istics, and  uses  of,  366  ;  weight, 
strength,  etc.,  of,  390. 

Poppy  oil,  397. 

Porphyries,  22. 

Porphyritic  granite,  15. 

Porphyry,  felstone  and  quartziferous, 
22  ;  characteristics  of,  22. 

Port  John  granite  quarries,  19. 

Port  St  Mary  sandstone  quarries, 
53. 

Portable  mortar  mill,  211. 

Portland  cement,  160  ;  breaking 
weights  of,  on  various  works,  165 ; 
briquette,  method  of  making,  165, 
shape  of,  and  nature  and  propor- 
tion of  water  for,  166  ;  clinker, 
181  ;  colour  of,  164  ;  coolness, 
tests  for,  167  ;  fineness  of  grit, 
161  ;  kilns,  179  ;  limit  to  in- 
crease of  strength  with  age, 
169  ;  manufacture  from  chalk 
and  clay,  160  ;  manufacture  from 
limestone,  clay,  or  shale,  161  ; 
market  forms  of,  169  ;  method  of 
weighing,  163  ;  mixing  and  using, 
169  ;  quality,  tests  of,  161  ; 
storing,  168;  strength  of,  168, 
171,  189;  stucco,  230;  tensile 
strength,  test  for,  164  ;  tests  for, 
161-168  ;  used  for  plastering, 
229  ;  weight  of,  162,  242. 
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Portland  oolite  limestone  quarries,  67. 
screw,  62. 

stone,  8,  60-63  ;  absorption 
of,  83  ;  basebed,  8,  63  ; 
basebed  roach  and  bastard 
roach,  8,  62  ;  buildings  in 
which  used,  63  ;  chemical 
composition  of,  60  ;  curf, 
orkerf,  8,  62;  lime, weight 
of,  242;  quarries,  63,  67  ; 
quarry,  section  of,  7,  61  ; 
strength  of,  81  ;  true  roach 
•  and  whitbed,  8,  62. 

Portmadoc  granite  quarries,  19. 
Portsoy  serpentine,  34. 
Portunma  limestone  quarries,  73. 
Portwash  marble  „        53. 

Position,  geological,  of  bath  stone,  59. 
„        of  a  stone  in  a  building,  4  ; 
in  a  quarry,  7. 
Posts,  timbers  useful  for,  389. 
Pot  metals,  glass,  428. 
Pots,  chimney,  136. 
Potter  Newton  sandstone  quarries,  45. 
Power,  adhesive,  of  screws,  447. 
Pozzuolana,  172,  184,  223  ;  artificial 

and  natural,  184. 
„  mortars,  172. 

Precautions  in  using  driers,  399. 

fat  lime,  152. 
mortar,  197. 
Preparation  of  glue,  432. 

„  malm  for  brickmaking, 

91. 
„  mortar,  190. 

Preparations  for  preserving  stone,  77, 

80. 
Preservation  of  iron  and  steel,  321- 

323. 
of  stone,   different  me- 
thods of,  76-80. 
of    timber,    380-382  ; 
from  fire,  382. 
Press,  cement  mould,  173. 
Pressed    bricks,   method   of  making, 
94. 
„      facing  bricks,  Lancashire  red, 
109. 
Princesses  slates,  area   covered,  size 

and  weight  of,  27. 
Printing  wall  paper,  429. 
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Production  of  iron  from  ores,  243. 
Proof  load  defined,  450. 
„     strength  „      451. 
„     stress      „       450. 
Protection  of  timber  against  the  white 
ant  and  worms,  388. 
„        temporary,   of    stone   sur- 
faces, 80. 
Prudham  sandstone  quarries,  45. 
Prussian    blue,    399  ;  deals,    353  ; 

green,  402. 
Psammites,  184. 
Puddle  balls,  259. 
Puddlecote  limestone  quarries,  69. 
Puddled  bars,  259,  260. 

,,       sieex,  2S«7  25. 
Puddling  iron,  259. 
Pulford's  magnetic  paint,  411. 
Pulp  paper  for  walls,  429. 
Purbeck,  beds  of  limestone,  67  ;  lime- 
stone quarries,  67  ;  marble  quar- 
ries, 53  ;  strength  of,  81. 
Pure  clays  for  brickmaking,  87,  88. 
„    or  fat  limes,   216  ;  calcination 
of,  216  ;  mortar  made  from, 
*  217  ;  slaking  and  setting  of, 
217. 
Purple  brown  as  a  colouring  pigment, 

401. 
„  „      oxide  for  paint,  411. 

Purpose-made  bricks,  116. 
Putty,    436  ;  hard    and    soft,    436  ; 
painters'     and     glaziers',     436  ; 
plasterers',   232  ;   thermo-plastic, 
436. 
Pyotdykes  sandstone  quarries,  47. 
Pyrites,  iron,  in  brick  clays,  87. 
„      in  slates,  ordinary  and  white, 
26. 

Q 

Quadrant  iron,  272. 

Quantitative  analysis  of  a  brick  earth, 

144. 
"  Quarries,"  flooring  tiles,  1 38. 
Quarries,  Bath  stone,  59. 
granite,  18-21. 
Kentish  Rag,  66. 
limestone,  67-73. 
„         marble,  52-55. 
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Quarries,  sandstone,  39-48. 

„        slate,  31-32. 

„        Portland  stone,  63. 
Quarry,  Portland,  section  of,  7,  61 

„      position  of  stone  in,  7. 

„      rough  plate  glass,  427. 

„      sap,  8,  15. 
Quarrying  Bath  stone,  59. 
granite,  15. 
remarks  on,  12. 
slates,  24. 
Quartz,  crushing  weight  of,  81  ;  in 

granite,  13  ;  weight  of,  84. 
Quartziferous  porphyry,  22. 
Quebec  yellow  pine,  356. 
Queens    slates,    area    covered,   cost, 

weight,  etc,  27. 
Queensberry  sandstone  quarries,  45. 
Quick  cements,  150,  151. 

„      setting  rust  cement,  436. 
Quicklime,  145  ;  weight  of,  242. 


R 

Race,  90. 

Rag,  Kentish,  64-66  ;  Rowley,  24,76. 

Rags    slates,  area  covered,  cost,  and 

weight,  etc.,  of,  27. 
Ragstone  bed  of  Kentish  Rag,  64 ; 

uses  of,  65. 
Rail  bars,  272 ;  bridge,  double-headed, 
tram  and  Vignoles  or  flat-bottom- 
ed, 272. 
Rails,  iron  and  steel,  price  of,  276. 
Ransome's   artificial   stone,    74 ;  ab- 
sorption of,  83  ;  char- 
acteristics of,  74  ;  uses 
of,  75. 
„         indurating  solutions,  78. 
Rathdrum  slate  quarries,  32. 
Rathfriland  granite  „       21. 
Ravaccione  marble    „       55. 
Raw  linseed  oil,  396. 

„    sienna,  400  ;  umber,  400. 
Recipes  for  varnishes,  417-419. 
Red   bricks,    108 ;    Fareham,    108  ; 
Lancashire     pressed     facing, 
109  ;    size   and    weight    of, 
112. 
„    Cow  limestone  quarries,  73. 
„    hsematite,  244. 
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Red   lead,    adulteration     and    tests, 
394  ;  as   a   base   for   paint, 
394  ;  as  a  colouring  pigment, 
401  ;  as  a  drier,  398. 
„    Mansfield  stone,  38. 
„    or  Canadian  oak,  361. 
„    x^i^6>'^^6ricaJi>354;  Newfound- 
land, 358. 
„    shortness  in  iron,  262. 
„    stain,  420. 
Redgate  sandstone  quarries,  45. 
Reds  for  colouring  pigments,  bright, 
carmine,  Chiuese,  Indian,  light, 
Persian,  and  Venetian,  401. 
Refining  iron,  259. 
Refractory  clays,  120. 
Reid  and  Bailey's  cement-tester,  175. 
Remedies  for  efflorescence  on  walls, 

224. 
Remeltings,   repeated,   effect   of,   on 

strength  of  cast  iron,  302. 
Removing  paint,  wash  for,  420. 
Rendering,  quantity  of  materials  re- 
quired for,  241. 
Repainting  old  work,  406. 
Resilience  defined,  452. 
Resins  as  an  ingredient  of  varnish, 

414  ;  gum,  414. 

Resistance  to  compression,  of  bricks, 

115  ;  of  concrete,  208  ; 

of  firebricks,    124  ;   of 

stones,  11,  81. 

to  crushing  and  shearing, 

of  timber,  391. 
to  wear,  of  granites,  84. 
Retire  granite  quarries,  19. 
Rhisgan  slate         „        31. 
Rhiwfachno  slate   „        31. 
Rhosydd  „      „        31. 

Ribbon  sash  line,  breaking  strain,  326. 
Rich  or  fat  limes,  152,  154  ;  calcin- 
ation   of,    216  ;    composition   of 
various,  149  ;  slaking  and  setting 
of,  217. 
Rickers,  350. 
Ridge  tiles,  141. 
Ridley's  concrete-mixer,  216. 
Riga  deals,  358  ;  fir,  weight,  strength, 
etc.,  of,  390  ;  oak,  362  ;  timber, 
352. 
Rigidity  defined,  451. 
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Rimpton  limestone  quarries,  69. 
Rind-galls  in  timber,  348. 
Ringby  sandstone  quarries,  45. 
Ringoodie  sandstone  quarries,  46. 
River  sand,  183. 

Rivet    iron,    273 ;    price    of,    276  ; 
extras  charged  on,  280  ;  tensile 
strength  and  ductility  of,  304. 
Rivets,  steel,  315. 

„       tests  for,  268. 
Roach,  8,  60,  62  ;  basebed,  bastard, 
and  true,  8,  60,  62  ;  position  of, 
in  quarry,  7,  61. 
Roasting  ore,  243. 
Robin  Hood  sandstone  quarries,  45. 
Roche  Abbey  limestone,  absorption  of, 
83  ;    crushing   weight    of,    81  ; 
quarries,  70. 
Rock  asphalte,  Brunswick,  239. 
„    elm,  Canada,  365. 
„    liver,  35. 
Rockhill  sandstone  quarries,  46. 
Rocks,   igneous,  other  than   granite, 
22. 
„      trap,  23. 
Roestones,  56. 
Roll  tiles,  double,  139. 
Rolled    bars,   tensile    strength    and 
ductility  of,  304. 
„       girder  iron,  271. 
„       glass,  cathedral,  427  ;  plate, 

426. 
„       iron,  cold,  261. 
Rolling  iron,  259  ;  effect  of,  260. 
Roman  cement,  157  ;  for  plastering, 
229  ;  kilns,  180  ;  market  forms, 
storing,  and  uses  of,  158  ;  weight 
and  strength  of,  157,  159,  189, 
242. 
Roman  lake,  402. 
Roofing  felt,  asphalted,  438. 

„       tUes,   138  ;  Broomhall  Com- 
pany's or  Taylor's  patent, 
140 ;  corrugated  and  double 
roll,  139  ;  hip  and  valley, 
141  ;  pan  and  plain,  139  ; 
Venetian   or    Italian,   and 
Wade  and  Cherry's,  140. 
Rose    nails,    440 ;  clench,    fiat   and 
sharp,  440  ;  size  and  weight  per 
1000,  443. 
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Schists,  disintegrated,  sand  from,  184. 

Schorlaceoos  granite,  15. 

Schwartz's   patent  for   coating    lead 

pipes,  329. 
Scintling  bricks,  93. 
Sclattie  granite  quarries,  20. 
Scorisa  as  a  substitute  for  sand,  183. 
Scotch  brands  on  iron,  281,  286. 

bricks,    size   and   weight   of, 

112. 

fir,  351  ;  age  for  felling,  346. 

granite,    quarries,     20,     21  ; 

varieties   in  common   use, 

16. 

kilns  for  burning  bricks,  98, 

99. 
limestone  quarries,  71. 
marble  „         53. 

serpentine,  34. 

slates,   irregularity   of   thick- 
ness,   28,    30  ;     quarries, 
32. 
wrought  iron,  extras  charged 
for,  279. 
Scotgate  Ash  sandstone,  37  ;  quarries, 
45. 
„       Head  sandstone  quarries,  45. 
Scott  bed  of  Chilmark  stone,  64. 
Scott's  cement,   169;  selenitic,  170  ; 
strength  of,  189. 
processes  for  making   cement, 

169. 
proportions  for  mortar  in  brick- 
work, 190. 
Scrabo  sandstone  quarries,  48, 
Scrap  bars,  261. 
Screening  sand,  183. 
Screw,  Nettlefold's  patent,  446. 
plates,  448. 

thread,  Whitworth's  standard, 
447. 
Screws,  445-448  ;  adhesive  power  of, 
447  ;  brass,  446  ;  coach,    446  ; 
flat-headed,  445  ;  for  metal,  446  ; 
handrail,    446  ;    making,    448  ; 
patent    pointed,    446  ;      round- 
headed,  445  ;  stove,  447  ;  wood, 
445. 
Sea  sand,  183. 

Seacombe  limestone  quarries,  67. 
Seasoning  stone,  8  ;  Bath,  59. 
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Seasoning  timber,  374-377  ;  boiling 
and  steaming,  376  ;  hot 
air,  376  ;  M'Neile's  pro- 
cess,  376  ;  natural,  375; 
second  and  smoke  dry- 
ing, 37  7  ;  time  required 
for,    375,   377  ;   water, 
376. 
Seatings,  boiler,  119. 
Second  seasoning  of  timber,  377. 
Seconds,  bricks,  description  and  price 

of,  105. 
Sections   of   wrought   iron,   market, 

272  ;  miscellaneous,  271. 
Seed  lac,  415. 
Seggars,  130,  142. 
Segmental  sewers,  137. 
Selection  of  timber,  373. 
Selenitic  cement,  Scott's,  170  ;  fine- 
ness of  grit  and 
nature    of   lime 
for,  170;  propor- 
tion of  sulphate, 
170  ;     strength, 
and  where  used, 
170. 
„      for  making  selen- 
itic mortar,  194. 
clay,  170  ;  finish  for  plas- 
ter, 233. 
concrete,  206. 

mortar,    194  ;    made  with 

ordinary  lime,  195. 

„     breaking  weights   of, 

196. 

„        plaster,  232. 

Selenitised  lime  for  making  selenitic 

mortar,  194. 
Semi-continuous  kiln,  Bull's  patent, 

103. 
Serpentine,  33,  34  ;  ancient,  34  ; 
Anglesea,  34  ;  characteristics  and 
colour  of,  33  ;  composition  of, 
33  ;  Connemara,  34  ;  English, 
Irish,  Liizard,  and  Scotch,  34  ; 
uses  of,  33  ;  varieties  in  com- 
mon use,  34  ;  vert  antique, 
34. 
Set  defined,  316  ;  caused  by  con- 
tinued load,  316  ;  false  perma- 
nent, 316. 
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Setting  and  slaking  of  burnt  cement 

etoneSy      157, 
221. 
„  „         of    pure    or    fat 

limes,  217. 
,,      coat  of  selenitic  plaster,  232. 
„      of  lime  defined,  146. 
Sewer  pipes,  131  ;  different  forms  of, 

131  ;   tests  for,  134. 
Sewers,  segmental,  137. 
Sejssel  aspkalte,  237  ;  mixing,  238  ; 

qualities  of,  237. 
Shale  and  limestones,  manufacture  of 

Portland  cement  from,  161. 
Shandon  limestone  quarries,  73. 
Shankill  sandstone        „         48. 
Shap  Fell  granite  „         19. 

Shaw  Lane  sandstone    „        45. 
Shear  steel,  brands  on,  299. 

„     double  and  single,  289. 
„     forging,  319. 
Shearing,  resistance  of  various  woods 
to,  391. 
strength  defined,  451. 
„       of  wrought    iron, 
305  ;     of  steel, 
310. 
„         stress  for  steel,  315. 
Sheds  for  drying  bricks,  92. 
Sheep  Hill  limestone  quarries,  73. 
Sheet  copper,  326  ;  weight  of,  326. 
„     glass,  423  ;  British,  424  ;  cha- 
racteristics of,  424  ;  cathe- 
dral, 427  ;  fluted,  424 ;  mar- 
ket forms  and  sizes  of,  424  ; 
qualities,      thickness,     and 
weight  of,  423. 
iron,    273  ;  corrugated,    274  ; 
forge  tests  for,  267  ;  gauge, 
thickness   and  weight,  etc., 
of,  274,341,  342  ;  price  of, 
276  ;     extras    charged   on, 
278,  280. 
lead,  thickness  and  weight  of, 
327. 
Sheets  of  lead,  cast  and  milled,  327. 
Sheldon  marble  quarries,  53. 
Shell  lac,  415. 
Shell  marble,  51. 

Shelly     granular      limestone,     56  ; 
weight  of,  84. 
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Shelly  limestone,  57  ;  absorption  of, 
57  ;  colour,  structure,  and  uses 
of,  57  ;  weight  of,  57,  84. 

Sheppy  cement,  158. 

Shepton  Mallet  limestone  quarries,  69. 

Shetland  Isles  serpentine,  34. 

Shingle  for  concrete,  199. 

Shingling  iron,  259. 

Shipley  sandstone  quarries,  45. 

Shippers,  bricks,  absorption  of,  114  ; 
description  and  price  of,  105 

Shortness  in  iron,  cold,  261  ;  red  or 
hot,  262. 

Shropshire  brands  on  pig-iron,  281. 

Shut,  cold,  in  iron,  254. 

Sicilian  marble  quarries,  55. 

Sided  timber,  350. 

Side-wedge  bricks,  116. 

Siemens'-Martin  process,  291. 

Siemens'  process,  291  ;  modification 
of,  291. 
„         steel,  Landore,  291. 

Sienna,  burnt,  401. 

marble  quarries,  55. 
Terra  de,  and  raw,  400. 

Signal  Staff  Hill  serpentine,  34. 

Silica  in  day  for  brickmaking,  86, 
88  ;  in  fireclay,  122. 
„      soluble,  as  a  preservative  for 

stone,  78. 
„  „       in  limestones,  147. 

Silicate  enamelling  paints,  412. 
„      oxide  paint,  411. 
„      paints,  412. 

Silicated  stone,  75. 

Silicates,  alkaline,  as  a  preservative 

for  stone,  78. 
„  „  assists    hydraulic 

city,  172. 

Silicon  as  an  impurity  in  pig  iron, 
248. 

Sill  bricks,  120. 

Sills,  window,  timbers  useful  for, 
389. 

Silurian  formation,  slates  from,  30. 

Silver  solder,  337. 
„      white,  393. 

Single  junctions,  132. 

Sink  bricks,  119. 

Sir  William  Burnet's  system  of  pre- 
serving timber,  382. 
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Size,  433  ;  bumisli,  gold,  and  clear 
cole,  434  ;  double,  433  ;  gold, 
434  ;  japannerB'  gold,  398,  434, 
as  a  drier,  398  ;  oil  gold,  434  ; 
parchment,  434  ;  patent,  433. 

Skerries  limestone  quarries,  73. 

Skibbereen  sandstone     „       48. 

Skull  cap,  position  of,  in  quarry,  7, 
61. 

Skye  marble  quarries,  53. 

Slabs,  mosaic  paving,  143. 
„     slate,  29. 

Slag,  245  ;  as  a  substitute  for  sand, 
183;  bricks,  110;  from  iron 
furnaces  for  concrete,  199. 

Slaked  lime  defined,  145. 

Slaking  and  setting  of  burnt  cement 

stones,  157,  221. 
„  „  of  true  or  fat 
limes,  217. 
defined,  145  ;  influenced  by 
proportion  of  clay,  221  ; 
of  lime,  146  ;  lime  for 
mortar,  190. 

Slate,  blocks,  29  ;  clay,  24  ;  differ- 
ent forms  of,  29  ;  enamelled,  29  ; 
hornblende,  23  ;  mica,  23  ;  laths, 
437  ;  quarries,  31,  32  ;  quarry- 
ing, 24  ;  slabs,  29  ;  strength  of, 
82  ;  weight  of,  84. 

Slates,  24-33  ;  absorption  of,  25  ; 
Cambrian  and  Silurian,  25,  28, 
30;  characteristics  and  colour 
of,  25  ;  cost  of,  27  ;  crushing 
weights  of,  81  ;  English,  30,  31  ; 
glass,  428  ;  grain  of,  25  ;  hard- 
ness and  toughness  of,  25  ;  Irish, 
28,  30,  32  ;  pyrites  in,  26  ; 
quality  of,  28  ;  quarrjdng,  24  ; 
Scotch,  28,  30,  32  ;  sizes  of  vari- 
ous, 26,  27 ;  stone,  33  ;  table  of 
area  covered,  cost,  size,  and  weight 
of  different,  27  ;  tests  for,  28  ; 
thickness  of,  28  ;  varieties  in 
use,  29  ;  veins  in,  26  ;  weight 
of,  27,  84  ;  Welsh,  29,  31. 

Slating  nails,  442  ;  size  and  weight 
per  1000,  443. 

Sleeper  blocks,  135. 

Sleepers,  timbers  useful  for,  389. 

Slieve  Qullion  granite  quarries,  21. 


Slop-moulding  bricks,  92. 

Slow-setting  cements,  150. 

„  rust  cement,  436. 

Sluice  valves,  137. 

Smalls  slates,  area  covered,  cost,  size, 
and  weight,  etc.,  of,  27. 

Smalt  as  a  colouring  pigment,  400. 

Smawse  limestone  quarries,  70. 

Smelting  ore,  243,  244. 

Smith's,  Dr.  Angus,  process  for  coat- 
ing cast-iron  pipes,  322. 

Smith's,  Mr.  C.  H.,  test  for  stone,  1 1. 

Smoke  and  air  flues  combined,  136. 

Smoke-drying  timber,  377. 

Soaps,  bricks,  118. 

Socket  and  half  socket  pipes,  131. 

Soft  putty,  436. 
„    soldering,    339  ;    solders,    337, 

338. 
„    wood,  349-359. 

Softening  steel,  295. 

Softness  defined,  452. 

Softsoap  as  a  preservative  for  stone, 
77. 

Solder,  337  ;  silver  and  spelter,  337. 

Soldering,  337  ;  fluid,  339  ;  fluxes 
for  hard  and  soft,  339  ;  soft, 
339. 

Solders,  coarse  and  fine,  338  ;  hard 
and  soft,  337,  338  ;  proportions 
of  ingredients,  melting  points,  and 
purposes  for  which  used,  338. 

Soluble  oxalate  of  alumina  as  a  pre- 
servative for  limestone,  80, 
silica   as    a  preservative  for 
stone,  78. 
„      in  limestones,  147. 

Solution  of  baryta  as  a  preservative 
for  stone,  80. 

Solutions,  Ranaome's  indurating,  78. 

Solvents,  392,  415. 

Sorel  stone,  75. 

Sough  bricks,  119. 

South  Owram  sandstone  quarries,  45. 

Sow  kilns  for  lime-burning,  176. 

Spanish  brown,  401. 

„       mahogany,     367  ;      weight, 
strength,  etc,  of,  390. 

Sparkford  limestone  quarries,  69. 

Spars  or  poles,  350. 

Spathic  iron  ore,  244. 
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Special  paints,  409-413. 
Spelter,  332  ;  solder,  337. 
Spiegeleisen,  190. 
Spikes,  441  ;  weight  of,  442. 
Spinkwell  Qreendiff  sandstone  quar- 
ries, 45. 
Spirit  varnishes  or  lacquers,  416. 
„  „         mixing,    416  ;     re- 

ceipts   for,    418  ; 
white  and  brown, 
418. 
Spirits  of  wine,  methylated,  as  a  sol- 
vent, 415. 
Splay  bricks,  118. 
Split  mould  for  cement,  173. 
Splits,  bricks,  118. 
Sprigs,  glaziers',  441  ;  size  and  weight 

per  1000,  443. 
Spring  steel,  289. 
Spruce,  349  ;  age  for  felling,  346. 

American,  358  ;   appearance, 
characteristics,    and    uses, 
358. 
Baltic,  357. 
ochre,  400. 

weight,  strength,  and  resist- 
ance   to     shearing,     390, 
391. 
white  fir  or,  357  ;  appearance, 
characteristics,    and    uses, 
357. 
Squaring  timber,  346. 
St  Austell  granite  quarries,  19. 
St  Bees  and  Corby  sandstone  quarries, 

41. 
St  Blazey  granite  quarries,  19. 
St  Domingo  mahogany,  367. 
St  Giles  limestone  quarries,  69. 
St  John's  Hole  sandstone  quarries, 

48. 
Staffordshire  bar  iron,  271. 

blue  bricks,  108  ;  ab- 
sorption of,  114  ; 
resistance  of,  to  com- 
pression, 115  ;  size 
and  weight  of,  112. 
brands  on  iron,  pig,  281; 

wrought,  282,  284. 
fireclay  from,  121. 
iron,  extras  charged  for, 
277. 
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Staffordshire  pig-iron,  281. 

Stain,  black,  black  walnut,  mahogany, 
oak,  red,  and  walnut,  420. 

Stained  enamelled  glass,  427. 
„      fat  limes,  152. 

Stains,  419  ;  liquid,  419. 

Stainton  or  Stenton  sandstone  quar- 
ries, 45. 

Stair  treads,  timbers  useful  for,  389. 

Stalk-fruited  or  old  English  oak,  359. 

Standard  screw  thread,  Whitworth's, 
447. 
„         wire    gauge,   Whitworth's, 
342. 

Stanford's  patent  joint  for  pipes,  134. 

Stanley  sandstone,  quarries,  41 ; 
strength  of,  84.  . 

Staningley  standstone  quarries,  45. 

Stanton  „  „         45. 

Starshakes  in  timber,  347. 

Staverton  marble  quarries,  53. 

Steaming  timber,  376. 

Steel,  286-325  ;  Admiralty  tests  for, 
296,  297  ;  action  on,  of  copper, 
249,  of  manganese,  phosphorus, 
silicon,  and  sulphur,  248 ; 
amount  of  carbon  in,  247,  286, 

287  ;  annealing  or  softening, 
295  ;  bars,  tensile  strength  and 
ductility  of,  308  ;  Bessemer, 
brands  on,  299  ;  Bessemer's 
process  of  making,  290  ;  blister, 

288  ;  brands  on,  298,  299 ; 
cast,  289,  306,  307  ;  cast,  for 
chisels,  311  ;  characteristics  and 
uses  of,  287,  323,  325  ;  chro- 
mium or  chrome,  292  ;  colours 
and  temperatures  of,  for  different 
tools,  293,  294 ;  corrosion  of, 
321  ;  crucible  cast,  289,  290, 
299,  Heaton's,  Heath's,  and 
Mushet's  processes,  290  ;  crush- 
ing strength  of,  309  ;  definitions 
of,  by  Grenier,  Percy,  Siemens, 
and  Whitworth,  286,  287  ;  de- 
gree of  heat  for  hardening,  294; 
double  shear,  289,299;  ductility 
of,  305-311  ;  effect  of  different 
processes  and  circumstances  upon 
strength  of,  310  ;  elastic  limit  of, 
317;  factor   of  safetj   for,  812, 
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314  ;  forging,  319  ;  fractured 
surface,  to  judge  quality  by,  296; 
German,  292  ;  hard,  292  ;  har- 
dening, 287,  293  ;  hardening 
and  tempering  in  oil,  295  ;  in- 
fluence of  carbon  upon  strength 
of,  31 1 ;  Landore,  brands  on,  299, 
tests  for,  297,  Siemens,  291, 
strength  and  ductility  of,  309, 
Lloyd's  tests  for,  297,  market 
forms  of,  298  ;  methods  of  mak- 
ing, 288  ;  mild,  292  ;  nails,  442; 
natural,  292  ;  plates.  Admiralty 
tests  for,  296,  effect  of  annealing, 
311,  price  and  extras  charged 
for,  298,  strength  and  ductility 
of,  308  ;  properties  of,  340;  pud- 
dled, 292  ;  rails,  price  of,  276  ; 
relative  value  of  different  kinds 
of,  298  ;  ribbon  sash  line,  break- 
ing strain,  326  ;  rivets,  316  ; 
safe  or  working  stresses  for,  312- 

315  ;  shear,  289,  299  ;  shearing 
strength  of,  310  ;  spring,  289  ; 
strength  of,  305-311  ;  temper- 
ing, 287,  293,  effect  of,  310,  in 
oil,  295  ;  temperatures  and  col- 
ours for  different  tools,  293, 
294  ;  tensile  strength  and  duc- 
tility of,  307  ;  tests  for,  296, 
297  ;  tilted,  289  ;  to  distinguish 
from  iron,  296  ;  Tungsten,  292  ; 
varieties  of,  288-293  ;  weight  of, 
343  ;  welding,  320  ;  Whitworth's 
compressed,  292,  tensile  strength 
and  ductility  of,  309  ;  working 
stresses  for,  314. 

Steetley  limestone  quarries,  70. 
Sterro-metal,    336  ;    composition    of, 

336. 
Stick  lac,  415. 

Stiffness  or  rigidity  defined,  451. 
Stirlinghill  granite  quarries,  20. 
Stock  board,  92. 
Stocks,   bricks,  105  ;  absorption   of, 

114  ;  hanl,  105  ;  description  and 

price  of,  105  ;  resistance  of,  to 

compression,  115. 
Stoke  Ground  Bath  stone  quarry,  60. 
Stones,  1-84  ;  absorption  of,  11,  83  ; 

acid  test  for,  1 1 ;  agents  which  de- 


stroy, 3,  4,  10  ;  appearance  of,  6; 
artificial,  74  ;  atmospheric  influ- 
ence on,  3  ;  Aubigny,  66  ;  Bar- 
don  Hill,  23  ;  Bath,  59  ;  Brard's 
test  for,  11  ;  Caen,  66  ;  cement, 
157;  Chance's  artificial,  76;  cha- 
racteristics of  building,  2 ;  chemi- 
cal composition  of,  2  ;  Chilmark, 
63  ;  classification  of,  12  ;  Craig- 
leith,  38;  crushed  as  a  substitute 
for  sand,  183;  crushing  weights  of, 
11,  81  ;  durability  of,  2  ;  exami- 
nation of,  11  ;  facility  for  work- 
ing, 5  ;  Forest  of  Dean,  37,  38, 
42  ;  fracture  of,  1 1  ;  hardness  of, 
5;  liquid,  Szerelmey's,  79;  Mans- 
field, 38  ;  natural  beds  of,  9  ; 
ochre  as  a  colouring  pigment, 
400;  Penmaenmawr,  23 ;  physical 
structure  of,  4  ;  Portland,  60,  63; 
position  of,  in  a  building,  4,  in  a 
quarry,  7  ;  preservation  of,  by 
various  processes,  76-80  ;  proper- 
ties of  different,  80-84  ;  quarry- 
ing, 12  ;  Bansome's  artificial,  74  ; 
resistance  of,  to  crushing,  11,  81  ; 
seasoning,  8;  silicated,  75;  slates, 
33  ;  Smith's  test  for,  1 1  ;  Sorel, 
75  ;  strength  of,  6,  81,  82,  84  ; 
tensile  and  transverse  strength  of, 
82  ;  surfaces,  temporary  protec- 
tion of,  80  ;  tests  for,  11  ;  Tis- 
bury,  63  ;  Victoria,  75  ;  War- 
dour,  63  ;  weathering  qualities 
of,  12  ;  weight  of,  6,  18,  39,  67, 
83,  84  ;  Yorkshire,  37. 

Stoneware,  128,  129. 

Stone/s  concrete-mixer,  216. 

Storing  Portland  cement,  168  ;  Ro- 
man cement,  158. 

Stourbridge  firebricks,  123  ;  analysis 
of  clays  for,  122  ;  absorption, 
crushing  strength,  and  weight  of, 
124. 

Stourton  sandstone  quarries,  41. 

Stove  screws,  447. 

Strength  of  bricks,  115,  116. 

cast  iron,  301,  302. 
cement,  means  of  testing, 
172  ;    Portland,    164, 
168,169;  Roman,  157, 
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Strength  of  cement — continued, 

159  ;    selenitic,    170, 
171. 
Cliilmark  stone,  64. 
columns    of    brickwork, 

116. 
concrete,  208,  209. 
defined,  450. 
firebricks,  124. 
glue,  433. 
iron,     cast,    301,     302  ; 

wrought,  303-305. 
lead  pipes  and   lead-en- 
cased pipes,  330. 
mortar,  as  compared  with 

bricks  in  a  wall,  188. 
proof,  defined,  451. 
shearing,  defined,  451. 
steel,  305-311 ;  cast,  306; 

Landore,  309. 
stones,    various,   6,    81, 

82. 
tensile,  defined,  450. 
terra  cotta,  126. 
timber,  389-391. 
to     resist     bearing    and 
crushing,  defined,  450, 
451. 
torsional,  defined,  451. 
transverse,     „       450. 
ultimate,  i     „  300, 

451. 
woods,  various,  390. 
working,  defined,  300. 
Stress  and  strain  defined,  450. 

intensity  of,  ultimate  or  break- 
ing   and    working,   defined, 
450. 
working,  for  steel,  314,  315. 
Stresses  defined,  450. 

„        working,  313  ;   for  cast  and 
wrought  iron,  313. 
Stretcher,  brick,  hollow,  117. 
Strike  used  in  brickmaking,  92. 
String-course  bricks,  118. 
Strong  clays  for  brickmaking,  87. 
Strontian  granite  quarries,  21. 
Structure   of  compact  and   granular 
limestone,   56  ;    of   shelly  lime- 
stone,  57  ;    of  magnesian   lime- 
stone, 58  ;  physical,  of  stone,  4. 
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Stub  on  pantiles,  139. 
Stucco,  233  ;  bastard  and   common, 
233  ;  John's  cement,  230  ;  Port- 
land cement,  230  ;  rongh,  233  ; 
trowelled,  232,  233. 
Stufif  for  plaster,  coarse,  231  ;  fine, 

231  ;  gauged,  232. 
Substances,     foreign,     in      pig-iron, 

246. 
Substitutes  for  sand,  183  ;  in  mortar, 

187. 
Suffolk  white  bricks,  107  ;  resistance 
of,  to  compression,  115  ;  size  and 
weight  of,  112. 
Sugar  of  lead,  398,  415. 
Sulphate  of  baryta,  test  for,  394. 

of  manganese   as   a    drier, 

398. 
of  zinc  „         398. 

proportion   of,  in  selenitic 
cement,  170. 
Sulphates,  action  of,  on  limes  and 

cements,  148,  223. 
Sulphide  of  antimony,  394. 
Sulphur,  action  of,  on  iron  and  steel, 
248  ;  as  an  impurity  in  pig  iron, 
248. 
Sunderland  Road  sandstone  quarriei!, 

45. 
Superior  colours,  pigments  for,  409. 
Sux>erpho6phat68   of  lime  as  a  pre- 
servative for  stone,  80. 
Sutton  limestone  quarries,  69. 
Swedish  bars,  tests  for,  265. 

deals,  354  ;  uses  of,  354 
iron,  269;  how  marked, 2 86. 
timber,    353  ;    appearance 
and   market   forms  of, 
353  ;  marks  and  brands 
on,  372. 
Swithland  sandstone  quarries,  47. 
„         slate  „         32. 

Sycamore,   363 ;  appearance,  charac- 
teristics, and  uses,  363  ;  weight 
and  strength  of,  390. 
Syenite    and   syenitic    granite,    14  ; 

true,  14  ;  characteristics  of,  15. 
Syphon  traps,  133. 

Szerelmey's  compositions,  412  ;  iron 
paints  and  liquid  enamels,  412  ; 
stone  liquid,  79. 
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T  irons,  271  ;  forge  tests  for,  268  ; 

manufacture  of,   261  ;  price  of, 

276. 

Tables.  Qranite  quarries,  principal,  in 

Great  Britain  and  Ireland, 

18-21. 

Slates,  area  covered,  cost,  size, 
and  weight,  etc.,  of,  27  ; 
principal  quarries  of,  in 
Great  Britain  and  Ireland, 
31,  32. 

Sandstone  quarries,  principal, 
in  Great  Britain  and  Ire- 
land, 39-48. 
„  Marble  quarries,  principal, 
Continental,  55  ;  in  Great 
Britain  and  Ireland,  62-54. 

Analyses  of  principal  mag- 
nesian  limestones,  59. 

Limestone  quarries,  principal, 
in  Great  Britain  and  Ire- 
land, 67-73. 

Resistance  of  stones  to  crush- 
ing, 81. 

Tensile  and  transverse  strength 
stone,  82. 

Absorption  of  stones,  83. 

Weight  and  bulkiness  of  vari- 
ous stones,  84. 

Analyses  of  some  brick  clays, 
88. 

Size  and  weight  of  different 
varieties  of  bricks,  112. 
„      Absorption  of  different  varie- 
ties of  bricks,  114. 

Resistance  of  bricks  to  com- 
pression, 115. 

Analyses  of  different  clays  for 
firebricks,  122. 

Resistance  to  compression, 
weight,  and  absorption,  of 
firebricks,  124. 

Dimensions  and  thickness  of 
stoneware,  fireclay,  and 
other  clay  pipes,  131. 

Composition  of  various  lime- 
stones, cement  stones,  etc., 
before  calcination,  149- 
161. 
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Tables.  Classification     of     hydraulic 

limes,  164. 
Experiments  on  strength  of 

Roman  and  Medina  cement, 

159. 
Breaking  weights  of  cement 

at  different  works,  165. 
Increase  of  strength  of  Port- 
land    cement    with     age, 

168. 
Force  necessary  to  tear  apart 

bricks  cemented   together, 

171. 
Effect  of  diff'erent  proportions 

of  sand  in  mortars  made 

from  various  cements,  189. 
Bulk  of  mortar  produced  from 

given    quantities    of   lime, 

cement,  and  sand,  193. 
Breaking  weights  of  briquettes 

made   from  various   limes 

and  cements,  196. 
Strength  of  concrete  blocks, 

208,  209. 
Proportion    and   composition 

of  clay,  degree  of  calcina- 
tion and  setting  proi)ertie8  of 

various  limes  and  cements, 

222. 
Analyses    of    Portland    and 

Roman  cement,  227. 
Quantity  of  materials  used  in 

plastering,   rendering,   etc., 

241. 
Weight  of  limes  and  cements, 

242. 
Scale  of  tensile  testa  for  iron 

of  various  qualities,  265. 
Classification  of  sheet  iron  as 

to  thickness,  274. 
Thickness     and    weights    of 

corrugated  sheet  iron,  274. 
Relative    value    of    different 

kinds  of  wrought  iron,  and 

extras  charged  on,  275-280. 
Temperatures  and  colours  for 

steel,  293,  294. 
Relative    value    of    different 

kinds  of  steel,  and  extras 

charged  on,  298. 
Crushing  and  tensile  strength 
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Tables  — continued, 

of  different  descriptions  of 
cast  iron,  301. 
Tensile  strength  and  dnctility 
of  various  descriptions  of 
malleable  iron,  304. 
Effect  of  different  processes 
and  circumstances  upon  the 
strength  of  wrought  iron, 
305. 
Tensile  strength,  elastic  Umit, 
and  ductility  of  cast  steel, 
306. 
Tensile  strength  and  ductility 
of  steel,  plates,  bars,  Lan- 
dore  and  Whitworth's  307- 
309. 
Cast  steel  for  chisels,  311. 
Influence    of    carbon    upon 

strength  of  steel,  311. 
Factors  of  safety  for  cast  iron, 
wrought  iron,  and  steel,  312. 
Effect  of  overheating  wrought 

iron  for  forgings,  319. 
Proportion  of  carbon  in  differ- 
ent varieties  of  iron  and 
steel,  323. 
Weight  of  sheet  copper,  326. 
„      and  thickness  of  sheet 
lead,  327. 
Size  and  weights  of  lead  pipes, 

329. 
Weight  and  strength  of  lead 
pipes   and    lead    encased- 
pipes,  330. 
Sizes  of  fret  lead,  331. 
Weight  of  zinc  gauges,  332. 
„      of  tin  and  composition 
tubing,  334. 
Composition  of  various  alloys, 

336. 
Proportions  of  ingredients  in 
solders,  melting  points  of, 
and    purposes    for    which 
used,  338. 
Properties  of  useful  metals, 

340. 
Contraction  of  metals  in  cool- 
ing, 341. 
Melting  points  of  alloys  of 
lead  and  tin,  341. 


f) 


If 


ft 


ft 


» 


» 


ff 


yi 


tf 


>} 


w 


» 


ft 


» 


w 


ft 


>l 


» 


Tables.  Birmingham      wire      gauge, 
342. 
Whitworth's     standard    wire 

gauge,  342. 
Birmingham  metal  gauge,  343. 
Weight   of  different  metals, 
343. 
„         strength,     etc.,    of 
various  woods,  390. 
Resistance  of  timber  to  crush- 
ing and  shearing,  391. 
Composition  of  the  different 
coats  of  white  paint,  and 
quantity  required  to  cover 
100  square  yards,  405. 
Quantity  of  glass  in  crates, 

423. 
Thickness,  weight,  and  size, 

of  sheet  glass,  424. 
Thickness  and  weight  of  patent 

plate  glass,  425. 
Size  and  weight  per  1000  of 
different   kinds    of    nails, 
443. 
„      Holding   power   of  wrought 
iron  tenpenny  nails,  444. 
Adhesive  force  of  nails,  444. 
Whitworth's   standard  screw 
and  gas  threads,  447. 
Tacks,   441  ;    size   and   weight  per 

1000,  443. 
Tadcaster  limestone  quarries,  70. 
Tainton  limestone  „        69. 

Talacre  sandstone  „        45. 

Talc,  15. 

Talcose  granite,  15. 
Taniemouth  slate  quarries,  32. 
Taper  pipes,  132. 

Tar,  438  ;  coal,  438  ;  concrete,  209  ; 
mineral,  438 ;  paint,  413  ;  pitch, 
coal,  239  ;  wood,  438. 
Tarradale  sandstone  quarry,  47. 
Tarring  felt,  439. 

„       ordinary,  413. 
Taylor's  patent  roofing  tiles,  140. 
Teak,  African,  or  mahogany,  362. 
or  Indian  oak,  367  ;  appearance 
and  characteristics  of,  367  ; 
market  forms  and  uses  of, 
368  ;  weight,  strength,  etc, 
of,  390. 
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Tempeiatore,  effect  of,  on  strength  of 
cast  iron,  302. 

Temperature,  effect  of,  on  strength  of 
wrought  iron,  305. 

Temperature  of  burning  lime  or 
cement  stone,  180. 

Temperatures  and  colours  for  steel, 
293,  294. 

Tempering     clay    for    brickmaking, 
90. 
defined,  452. 
masons'  tools,  293  ;  very 

small  tools,  293. 
steel,  287,  293  ;  and  har- 
dening   in   oil,    295  ; 
effect  of,  310. 
„         tests   for   Landorc    steel, 
297. 

Temporary  protection  of  stoue  sur- 
faces, 80. 

Tenacity  or  tensile  strength  defined, 
450. 

Tenpenny  nails,  holding  power  of,  444. 

Tensile  strength  defined,  450  ;  of 
bricks,  116  ;  of  cast  iron,  301  ; 
of  cast  steel,  306  ;  of  cement, 
means  of  testing,  172  ;  ofLandore 
steel,  309 ;  of  malleable  iron,  304  ; 
of  steel,  306-309  ;  of  stone,  82  ; 
of  Whitworth's  compressed  steel, 
309  ;  of  wrought  iron,  303,  304. 

Tensile  tests  for  iron  of  various 
qualities,  265  ;  for  Landore  steel, 
297  ;  for  Portland  cement,  164  ; 
for  steel,  296  ;  wrought  iron,  265. 

Terebrans,  Chelura  and  Limnoria,  387. 

Terebine,  399. 

Teredo  navalis,  387  ;  destruction  of 
timber  by,  387. 

Terminals,  Billings*  chimney,  136. 

Teme  plate,  273. 

Terra  cotta,  124-129  ;  advantages, 
126;  disadvantages  of,  127; 
blocks,  125  ;  building,  126  ; 
colour  and  cost  of,  127  ;  dura- 
bility, hardness,  and  lightness  of, 
1 26 ;  for  pipes,  129;  inferior,  127; 
lip  joint  and  mortar  joints  in, 
1 26  ;  making  and  nature  of  clay 
for,  125  ;  strength  of,  126  ; 
where  used,  127. 

B.  C. — III 


Terra  de  Sienna  as  a  colouring  pig- 
ment, 400. 
Terro-metallic  clinkers,  109. 
Terryland  limestone  quarries,  73. 
Tessera),  143. 
Tester,    Reid    and    Bailey's   cement, 

175. 
Testing  machines  for  cements,  Adie's 

Nos.    1    and    2, 
172,  174. 
„  „  Reid  and  Bailey's, 

175;  Thurston's, 
175. 
Testing  machines  for  iron,  265. 
„        wrought  iron,  different  meth- 
ods of,  264. 
Tests,  Admiralty,  for  iron  and  steel, 
266,  296,  297. 
chemical,    for  hydraulicity   of 

limes  and  cements,  225. 
for  arsenite  of  copper,  430. 
for  bricks,  113. 
for  cast  iron,  257,  258. 
for  Landore  steel.  Admiralty, 

297. 
for  Portland  cement :  for  cool- 
ness, 167  ;  quality,  161  ;  ten- 
sile strength  of,   164  ;    other 
tests,  168. 
for  sandstones,  36. 
„     for  slates,  28. 
„     for  steel,  296,  297. 

for   stone  :    absorption,     acid, 
Brard's,  resistance  to  cnish- 
ing,  and  Smith's,  1 1 . 
for  sul])hate  of  baryta,  394. 
for  vermilion,  401. 
for  wrought  iron,  262-269. 
for  red  lead,  394. 
for  sewer  pipes,  134. 
forge,  for  iron,  267,  268  ;  hot, 

for  Landore  steel,  297. 
impact  or  falling  weight,  266. 
Lloyd's,  for  steel,  297. 
rough,  for  finding  hydraulicity 
in  limestones,  151. 
„       for  wrought  iron,  266. 
tempering,  for  Landore   steel, 
297. 
Texture    of  good    bricks,    111  ;     of 
limestones,  49. 
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Thenno-plastic  putty,  436. 

Thick   stuff,   oak,   how   supplied   to 

HM.  Dockyards,  350.» 
Thinnings,  407. 

Thornton's  sandstone  quarries,  45. 
Thrang  Crag  slate  „  32. 

Threads,    Whitworth's    standard    for 

gas  and  screw,  447. 
Thurston's  testing  machine,  175. 
Tilberthwaite  slate  quarries,  32. 
Tile  pegs,  442. 

Tiles,     138-143  ;      common,     138  ; 
dry,  142  ;  encaustic,  141  ;  in- 
ferior encaustic,  142  ;  uses  of, 
143  ;    glass,    428  ;     majolica, 
143  ;     mosaic    paving     slabs, 
143  ;  paving,  138. 
„    roofing,  138  ;    Bioomhall  Com- 
pany's,   140  ;  corrugated,  and 
improved     corrugated,     139  ; 
double  roll,  139  ;  hip  and  val- 
ley, 141  ;  pan  and  plain,  139  ; 
ridge,    141  ;    Taylor's   patent, 
140  ;  Venetian  or  Italian,  140  ; 
Wade  and  Cheny'i*,  140. 
„     Tessera,  143. 
Tilestones,  36. 
Tiling  laths,  437. 
Tilted  steel,  289. 

Timber,  344-391  ;  balk,  350,  362  ; 
characteristics  of  good,  346  ; 
charring,  380 ;  classification  of, 
348-360 ;  compass,  351  ;  con- 
version of,  382  -  386  ;  Dantzic, 
352  ;  deals,  value  of,  and  method 
of  measuring,  373  ;  decay  of,  377- 
379  ;  defects  in,  347,  348  ;  de- 
scriptions of  different  kinds,  351- 
369  ;  destruction  of,  by  worms 
and  insects,  387,  388  ;  felling, 
time  for,  346,  346  ;  fir,  classifica- 
tion of,  349  ;  market  forms  of, 
and  how  imported,  350  ;  marks 
and  brands  on,  369-373  ;  Memel, 
352  ;  Norway,  353  ;  preserva- 
tion of,  380-382,  from  fire,  382  ; 
Riga,  352  ;  rough  and  sided,  350  ; 
seasoning,  374-377 ;  selection 
of,  373,  374  ;  squaring,  346 ; 
strength  of,  389-391  ;  Swedish, 
appearance  and  market  forms  of. 


353  ;  varieties  in  general  use, 
352  ;  varieties  useful  for  diffe- 
rent purposes,  389  ;  waney,  351. 

Time  of  burning  bricks  iu  clamps,  ^^^ 
in  Scotch  kilns,  99. 

Tin,  333,  334  ;  action  of,  on  wrought 
iron,  249  ;  as  an  impurity  in  pig- 
iron,  249  ;  block,  334  ;  crystal- 
lised plate,  334  ;  melting  points 
of  alloys  of  lead  and,  341  ;  ores 
of,  333 ;  plate,  334 ;  plates,  273 ; 
properties  of,  340  ;  tubing  and 
weight  of,  333,  334,  343. 

Tinned  copper,  334. 

Tintagel  Slate  Company's  slate  quar- 
ries, 32. 

Tints,  delicate, 408 ;  pigments  for,  409. 

Tipton  blue  bricks,  108  ;  size  and 
weight  of,  112;  strength  of, 
115. 

Tiree  marble  quarries,  53. 

Tisbury  limestone,  63  ;   quarries,  67. 

Titanic  paint,  411. 

Titanium  as  an  impurity  in  pig  iron, 
249. 

Tools,  masons'  and  very  small,  tem- 
pering, 293. 

Top  cap,  position  in  qnarry,  7,  61. 

Torbay  paint,  Wolston's,  410. 

Torsional  strength  defined,  451. 

Tottenhoe  limestone  quarries,  67. 

Toughened  cast  iron,  252. 

Toughness  defined,  452. 
„         of  slates,  25. 

Tram  rail,  272. 

Transparent  glazes,  129. 

Transverse  strength  defined,  450. 

of  bricks,  116. 
of  stone,  82. 

Trap,  absorption  of,  83 ;   weight  of, 
84. 
„     rocks  or  whinstone,  23  ;  descrip- 
tion and  varieties  of,  23. 

Traps,  gulley  and  valve,  1 37  ;  syphon, 
133. 

Treads  of  stairs,  timbers  useful  for, 
389. 

Trees,  growth  of,  344. 

Trethwy  granite  quanies,  19. 

Trewarnet  slate         „         32. 

Trinidad  asphalte,  239. 
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Trough  bed,  Chilmark  stone,  64. 
Trowelled  stucco,  232,  233. 
Tubing,   composition,  and  tin,  333  ; 

weight  of,  334. 
Tubular  bricks,  117. 
Tullamore   limestone   quarries,    73  ; 

marble  quarries,  54. 
Tungsten,   action   of,  on   cast  steel, 
249. 
„  steel,  292. 

Tunnel  heads,  bricks,  119. 
Tunnel    kilns     for     burning     lime, 

176. 
Turin  slate  quarries,  32. 
Turpentine   as  a  solvent,  415  ;    cha- 
racteristics and  qualities 
of,  397  ;   French,  397  ; 
oil  of,  397  ;    spirits  of, 
397  ;     uses     of,    398  ; 
Venice,  397. 
„         varnishes,  416-419  ;  mix- 
ing, 416,  417. 
Turps,  397. 
Turton  and  Sons'  steel,  strength  of, 

307,  308. 
Twisted     fibres,     defect    in    timber, 

348. 
Tyn-y-Cwm  sandstone  quarries,  47. 
Tyne  sandstone  quarries,  45. 
Tyre  bars,  price  of,  276. 
Tyrebagger  granite  quarries,  21. 


U 


Ultimate  strength  defined,  451. 

„        stress  defined,  450. 
Ultramarine  as  a  colouring  pigment, 

400. 
Umber,  burnt  and  raw,  as  colouring 

pigments,  400,  401. 
Underbumt  bricks,  103,  104. 

„  limes  and  cements,  182. 

Unglazed  earthenware,  128. 
Uniformity    in    quality   of  wrought 

iron,  264. 
Unsoiling  brick  earth,  90. 
Upper  Moor  sandstone  quarries,  45. 
Upsets  in  timber,  348. 
Using  and  mixing  Portland  cement, 

169. 


Val  de  Travers  asphalte,  238  ;  hot, 
compressed,  and  liquid  processes, 
238. 

Vale  granite  quarries,  19. 

Valencia  slate      „        32. 

Valley  tiles,  141. 

Value  of  timber  deals,  etc,  373. 

Vandyke  brown  as  a  colouring  pig- 
ment, 401. 

Varnish,    413-419 ;    application    of, 

417  ;  best  body  copal,  417  ;  black, 
for  metal  work,  419  ;  brown  and 
hard  spirit,  418  ;  crystal,  419  ; 
different  kinds  of,  415  ;  for  iron- 
work and  paper,  419  ;  ingredients 
of,  414  ;  oak,  418  ;  pale  amber, 

418  ;  second  carriage,  418  ;  uses 
of,   414  ;  wainscot,  418  ;  water, 

419  ;  white  Coburg,  418. 
Varnishes:  copal,  417  ;  mixing,  oil, 

spirit,  and  turpentine,  416,  417  ; 
oil,  415,  417  ;  receipts  for,  417  ; 
spirit,    416,     418  ;     turpentine, 
416-418  ;  water,  416,  419. 
Varnishing  and  painting  wall  papers, 

431. 
Vegetable  black,  399. 
Vehicles  for  paints,  392,  395. 
Veins  in  slates,  26. 
Venetian  lake,  402. 
red,  401. 
tiles,  140. 
Venice  white,  393. 
Verde     Antique     marble      quarries, 

55. 
Verdigris   as    a    colouring    pigment, 
402  ;  as  a  drier,  398  ;  on  copper, 
326. 
Verditer,  400  ;  green,  402. 
Vermilion,  as  a  colouring  pigment ; 

German  ;  tests   for,  401. 
Vert  antique,  34. 
Vibration,  effect  of,  on  iron  and  steel ; 

Dr.  Percy's  remarks  on,  318. 
Victoria  sandstone  quarries,  45. 

Slate  Comimny's  quarries,  32. 
stone,    75  ;    absorption     of, 
83  ;  characteristics,    uses, 
and  where  used,  75. 
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Vienna  green,  402  ;  white,  393. 
Vignoles  rail,  272. 
Vinej  Hill  sandstone  quarries,  45. 
Viscountesses  slates,  area  covered,  size 

and  weight  of,  27. 
Vitrified  niarhle,  Rusfs,  76. 
Volatile  oils,  395. 
Vulcanised  india-rubber,  437. 


W 


Wade  and  Cherry*s  roofing  tiles,  140. 
Wainscot  oak,  362. 

„         varnish,  418. 
Wales,  manufacture  of  iron  in,  285. 
Wall  facings,  135. 
„    papers,  varnishing  and  painting, 

431. 
„    strength  of  mortar  and  brick- 
work in,  comparison,  188. 
Walls,  damp,  how  to  prepare  for  paper- 
ing, 430. 
„     efflorescence  on,  224. 
„     wing,  copings  for,  119. 
Walnut  staiu,  420  ;  black,  420. 
Waney  timber,  351. 
Warden  sandstone  quarries,  45. 
Wardour  limestone  quarries,  67;  stone, 

63. 
Ware,  fireclay,  128. 
Wares,  miscellaneous  clay,  134. 
Warsdill  sandstone  quarries,  45. 
Warwick         „  „         45. 

Wash  for  removing  paint,  420. 
Washable  paperhangings,  431. 
Washed  bricks,  91,  105  ;  absorption 

of,  114. 
Washing  sand,  183. 
Watehill  sandstone  quarries,  45. 
Water,  action  of,  upon  lead,  328. 
„      amoimt  of,  in  fireclay,  122. 
description  of,  to  be  used  for 

mortar,  187. 
nature  and  proportion  of,  for 

cement  briquette,  166. 
quantity   required    to    slake 

lime  for  mortar,  191. 
salt,  objectionable  in  mortar, 
187. 
Water  seasoning  of  timber,  376. 
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Water  varnishes,  416  ;  light-coloured 

and  ordinary,  419. 
Waters  which  act  upon  lead,  328. 
Wax  varnish  for  preser>-ing  marble 

and  statues,  78. 
Wear  of  various  granites,  resistance 

to,  84. 
'''•  Weather,**  meaning  of^  as  applied  to 

stone,  2. 
Weathering  clay  for  brickmaking,  90. 
of  Bath  stone,  59. 
qualities  of  granular  lime- 
stone, 56. 
„       of  stone,  to  as- 
certain, 12. 
Weetwood  sandstone  quarries,  46. 
Weighing   Portland  cement,  method 

of,  163. 
Weight,  breaking,  of  selenitic  mortar, 
196. 
crushing,  for  various  stones, 

81. 
of  bricks.  111,  112. 
of  compact  limestone,  56,  84. 
of  varieties  of  stone,  84. 
of  falling  or  impact  test  for 

iron,  266. 
of  firebricks,  124.  *' 
of  granular  limestone,  57,  84. 
of  lead  pipes,  328,  329  ;  en- 
cased, 330. 
of  limes,  cements,  etc.,  242. 
of  metals,  343. 
of  nails  per  1000,  442,  443. 
of  Portland  cement,  162, 242. 
of  Roman  cement,  157,  242. 
of  sandstones,  36,  39-48,  84  ; 

test  for,  36. 
of  sheet  copper,   326  ;  lead, 

327. 
of  shelly  limestone,  57. 
of  stone,  6, 18,  39,  64, 83, 84. 
of  tin  and  composition  tubing, 

334. 
of  various  woods,  390. 
per  1000  of  various  kinds  of 
nails,  443. 
Weldttbility  defined,  452. 
Welding,  319  ;  steel ;  steel  to  wrought 
iron,   320 ;    wrought    iron    and 
other  metals,  320. 
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Welsh  brands  on  pig  iron,  281. 

firebricks,    absorption,    resist- 
ance  to    compression,   and 
weight  of,  124. 
slates,  28,  29  ;  quarries,  31. 
wrought  iron,  brands  on,  285  ; 
extras  charged  for,  279. 
"Wcstwood  Down  quarries,  60. 
Wet  rot  in  timber,  379. 
Whinstone,  Baltic,  resistance  to  wear 

of,  84. 
„  description  of,  and  where 

found,  23. 
„  strength  of,  81,  82. 

Whitbed  and  Whitbed  roach,  8,  60, 
62  ;    positions  of,  in  quarry,  7, 
61. 
Whitby  cement,  159. 
White  ant,  destruction  of  timber  by, 
388  ;     protection     against, 
388. 
brass,    336 ;    composition    of, 

336. 
bricks,  106  ;  green  stains  on, 

107. 
cast  iron,  251  ;  how  to  distin- 
guish from  grey,  251. 
chalk  lime,  strength  of,  171  ; 

weight  of,  242. 
aichy,  393. 
Coburg  varnish,  418. 
copperas  as  a  drier,  415. 
distemper,  240. 
Dut<:h  or  Holland,  393. 
fir  or  spruce,  357. 
tiake  and  French,  393.  ' 
Hamburg,  393. 
hanl  spirit  varnish,  418. 
iron  pyrites  in  slates,  26. 
Krems,  393. 

lead,    393 ;     adulteration    of, 
393  ;  dLtl'erent  names 
and  market  forms  of, 
,  393  ;  old,  394. 
paint,    406  ;     quantity 
required  to  cover  100 
yards,  405  ;  uses,  ad- 
vantages   and    disad- 
vantages, 406. 
uses,  advantages  and  dis- 
advantages of,  394. 
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White  Mansfield   stone,  38  ;    where 
used,  38. 
oak,  361. 
paint,  Qriffith's  patent,  410 ; 

silver,  393. 
pig  iron,  250. 

Hag  bed  of  Kentish  Rag,  65. 
Venice  and  Vienna,  393. 
Whitechurch  sandstone  quarries,  48. 
White  Gate  limestone  „       73. 

Whiteland  Bridge  bed  of  Kentish  Rag, 

65. 
Wliitening,  240. 
Whitewash,  240. 
Whiting,  240  ;  weight  of,  242. 
Whitland     Abbey      slate      quarries, 

31. 
Whitworth's  compressed  steel,  292  ; 
tensile  strength  and  ductility  of, 
309. 
Whitworth's  standard  threads,  gas  and 

screw,  447. 
„  „       wire  gauge,  342. 

Whole  deals,  350. 
Wideopen  sandstone  quarries,  46. 
Willow,    weight,    strength,    etc.    of, 

390. 
Wilmcote  limestone  quarries,  69. 
Wilton  marble  quarries,  53. 
Wimberry  sandstone  quarries,  46. 
Window    sills,    timber     useful    for, 

389. 
Wine,  methylated  spirits  of,  as  a  sol- 
vent, 415. 
Windrush  limestone  quarries,  69. 
Windsor  firebricks,  124. 
Wing  walls,  copings  for,  119. 
Wirchscombe  slate  quarries,  32. 
Wire  cord,  coi>per,  working  loads  for, 
326. 
„     covered  steel  ribbon   Fash  line, 
breaking  strain  of,  326. 
gauge,  Birmingham,  341. 

„      Whitwortli's       standard, 
342. 
„     nails,  441. 
Wolston's  Torbay  paint,  410. 
Wood  beetles  of  Cevlon,  destruction 
of  timber  bv,  388. 
cinders  not  suitable  as  a  sub- 
stitute for  sand,  183. 
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Wood,  hard  or  leaf,  348,  349,  359- 
369.  . 
naphtha  as  a  solvent,  415. 
pine  or  soft,  348,  349,  351- 

359. 
screws,  445. 
tar,  438. 
WoodhoQse  limestone  quarries,  70. 
Woodland  slate  „         32. 

Wood's      patent      concrete     bricks, 

110. 
Woods,  strength  and  weights  of  vari- 
ous, 390. 
Working  Chilmark  stone,  64. 

load     and     stress    defined, 

450. 
stone,  facility  for,  5. 
stress    in    compression   for 
steel,  Mr.  Stonej's  remarks 
on,  351. 
stresses  of  cast  and  wrought 
iron,  313  ;  for  steel,  314; 
Board  of  Trade  rule  for, 
314. 
tensile  stress  for  steel,  Mr. 
Stonej's  remarks  on,  and 
opinion  of  Committee  ap- 
pointed by  Board  of  Trade, 
314. 
Worcestershire,  fireclay  from,  121. 
Worms,   destruction    of    timber   by, 
387 ;    protection    against,    388  ; 
varieties  of,  387. 
Worms   or   molluscs   which    destroy 

stones,  10. 
Wrought  clasp  nails,  440. 

iron,     268-280,     282-286, 
312,  313,  324. 
„     Admiralty  tests,  266. 
„     action    on,    of    anti- 
mony, arsenic,  and 
copper,    249 ;      of 
manganese  and  sili- 
con, 248  ;  of  phos- 
phorus and  sulphur, 
248  ;  of  tin,  249. 
amount  of  carbon  in, 

247,  258,  323. 
appearance    of    frac- 
tured    surface    of, 
268. 
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Wrought  iron,  brands  on,  282-286. 

characteristics       aoil 

uses  of,  324. 
contraction    of,  261  ; 
corrosion  of,  321. 
crushing  and  shearing 

strength  of,  305. 
defects  in,  261  ;  cold 
short,  261  ;  red  or 
hot  short,  262. 
descriptions  of,  269. 
effect  of  different  pro- 
cess, etc,  on  strength 
of,  305. 
elastic  limit  of,  317. 
factor   of    safety   for, 

312. 
forging,  319. 
India  Office  tests  for. 

265. 
Eirkaldy's        experi- 
ments on,  remarks 
on,  363,  364. 
Kirkaldy*s  remarks  on 
fracture     of,    268, 
269. 
market  forms  and  sec- 
tions of,  270-276. 
painting   of,   to   pre- 
serve, 322. 
pickling,   322  ;    pud- 
dling, 259. 
properties  of,  340. 
refining,  259. 
relative  value  of  dif- 
ferent   descriptions 
and  forms  of,  275- 
280. 
rolling,  259  ;  effect  of 

rolling,  260. 
shingling,  259. 
strength  and  ductility 

of,  303,  305. 
tests  for,  262-269  ; 
different  methods 
of  testing,  264  ; 
falling  weight  or 
impact,  266  ;  forge, 
267;  general  re- 
marks on,  262  ; 
Kixkaldy's    experi- 
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Wrought  iron — corUintieJ. 

ments,   264,   265  ; 
rough, for,  266;  ten- 
Bile,  for,  265. 
weight  of,  343. 
welding,  320  ;  weld- 
ing to  Bteel,  320  ; 
working  stresses    for, 
313. 
Wrought  nails,  hand,  439  ;  machine 

patent,  440. 
Wyhorg  deals,  354. 
Wych  elni,  365. 
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Yfllow  ant,  destruction  of  timber  by, 
388. 
lake,  400. 

Mansfield  limestone,  66. 
pine,  American,  355. 

„     Quebec,  356. 
rag  bed  of  Kentish  Rag,  65. 
Yellows,  colouring  pigments  for,  400 ; 
arsenic,  Chinese,  chrome,  king's, 
lake,    Naples,    ochre,    orpimcnt,  i 
400. 
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Yeolmbridge  slate  quarries,  32. 
Yeoyil  limestone  „        69. 

York  paving,  strength  of,  81. 
Yorkshire  bar  iron,  uses  of,  270. 

brands  on   pig  iron,  281  ; 
on  wrought  iron,  285. 

fireclay,  121. 

iron,    269,    270 ;     extras 
charged  on,  280. 

sandstones,  37. 
Youghal  sandstone  quarries,  48. 
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Zinc,  331-333  ;  gauge  (Belgian),  332. 
„     market  fonns  of,  332. 
„     nails,  size  and  weight  per  1000, 

443. 
,,     ores  of,  331. 

„     oxide  of,  as  a  base  for  paint,  394. 
„     oxy-sulphide  of,  as  a  base  for 

]jaint,  395. 
„     paint,  407  ;  characteristics  and 

uses  of,  407. 
,,     properties  and  uses  of,  331-340. 
„     sulphate  of,  as  a  drier,  398. 
„     weight  of,  343. 


KN'D  OF  PART  111. 
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